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PREFACE 

This  book  is  designed  to  present  a  mathematical  treatment  of 
some  of  the  fundamentals  of  the  theory  of  electric  oscillations 
and  electric  waves. 

Although  the  selection  of  material  particularly  applicable  to 
radiotelegraphy  has  been  the  first  consideration,  yet,  because 
the  electromagnetic  theory,  which  is  fundamental  to  radiotel^- 
raphy,  is  fundamental  also  to  optics,  wire  telephony  and  power 
transmission,  it  is  hoped  that  the  volume  may  be  useful  in  these 
fields  also. 

Book  I  on  Electric  Oscillations  and  Book  II  on  Electric  Waves 
are  practically  independent,  so  that  a  reader  with  a  fair 
knowledge  of  mathematics  may  read  the  two  books  in  either 
sequence. 

A  student  in  optics  might  confine  his  attention  almost  entirely 
to  Book  II.  A  mature  reader  primarily  interested  in  wire  tele- 
phony or  power  transmission  might  begin  at  Chapter  XVI  of 
Book  I,  and  continue  through  Chapter  XVII,  with  such  occa- 
sional references  to  the  earlier  chapters  as  are  necessary  for 
familiarity  with  the  methods  employed.  He  might  then  look 
into  some  of  the  earlier  chapters  in  order  to  acquaint  himself  with 
the  various  transformer  problems  arising  in  connection  with 
coupled  circuits. 

It  is  suggested  that  students  of  radiotelegraphy  begin  at  the 
beginning  of  Book  I  and  read  the  various  chapters  consecutively, 
with  the  possible  exception  of  Chapters  IX,  X,  and  XV,  which 
may  be  omitted  or  postponed  without  rendering  difficult  the 
understanding  of  what  follows.  It  is  perhaps  unnecessary  to 
say  that  the  theoretical  work  of  this  book  should  be  supplemented 
by  copious  descriptive  matter  and  laboratory  work. 

Certain  important  subjects  related  to  radiotelegraphy  have 
been  omitted — particularly  the  matter  of  spark-gaps,  arcs, 
vacuum  tubes,  direction  finders  and  the  propagation  of  electric 
waves  over  the  surface  of  the  earth.  These  defects  are  to  be 
partly  remedied  by  including  the  omitted  material  in  a  revision 
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of  the  author's  earlier  book  "The  Principles  of  Wireless  Teleg- 
raphy" and  in  other  writings  now  in  preparation. 

The  writer  takes  pleasure  in  acknowledging  his  indebtedness  to 
Mr.  Yu  Ching  Wen  for  valuable  assistance  in  reading  the  proofs; 
to  Mr.  H.  E.  Rawson  for  supplying  a  draftsman;  and  to  the 
publishers  for  their  accuracy  and  dispatch  in  the  difficult  com- 
position and  manufacture  of  the  book. 

G.  W.  P. 

Cbuft  Laboratort,  Harvard  University, 
Cambridge,  Mass.,  U.  S.  A., 
DecembeTy  1919. 


CONTENTS 

Book  I.  Electric  Oscillations 
CHAPTER  I 

Paob 

Fundamental  Laws  and  Equations     1 

CHAPTER  II 

The  Flow  of  Electricity  in  a  Circuit  Containing  Resistance, 
Selp^inductancb,  and  Capacity.  Discharqe,  Charge,  and 
Current  Interruption  . 9 

CHAPTER  III 

Energy  Transformations  Dxtring  Charge  or  Discharge  of  a  Con- 
denser       32 

CHAPTER  IV 
The  Geometry  of  Complex  Quantities      42 

CHAPTER  V 

Circuit  Containing  Resist ancEj  Self-inductance,  Capacity  and  k 
Sinusoidal  Electromotive  Force 51 

CHAPTER  VI 
Electrical  Resonance  in  a  Simple  Circuit 60 

CHAPTER  VII 

The  Free  Oscillation  op  Two  Coupled  Resistanceless  Circuits. 

Period  and  Wavelengths 73 

CHAPTER  VIII 

The  Free  Oscillation  op  Two  Coupled  Resistanceless  Circuits. 

Amplitudes 86 

CHAPTER  IX 

The  Free  Oscillation  op  Two  Inductively  Coupled  Circuits. 
Periods  and  Decrements.  Treatment  without  Neglecting 
Resistances 94 

Vll 


viii  CONTENTS 

\ 

CHAPTER  X 

Paob 

Amplitude  and  Mean  Square  Current  in  the  Inductively  Coupled 

System  op  Two  Circuits 138 

CHAPTER  XI 

Theory  of  Two  Coupled  Circuits  under'  the  Action  of  an  Im- 
pressed Sinusoidal  Electromotive  Force 156 

CHAPTER  XII 
Resonance  Relation  in  Radioteleqraphic  Receiving  Stations 

UNDER  THE  ACTION  OF  PERSISTENT  INCIDENT  WaVES 176 

CHAPTER  XIII 

A  General  Reciprocity  Theorem  in  Steady-state  Alternating- 
current  Theory  with  Application  to  the  Determination  of 
Resonance  Relations     204 

CHAPTER  XIV 

Resonance  Relations  in  a  Chain  of  Three  Circuits  with  Con- 
stant Pure  Mutual  Impedances.     Steady  State 226 

CHAPTER  XV 

Resonance  Relations  in  a  Radiotelegraphic  Receiving  Station 
Having  a  Coupled  System  of  Circuits  with  the  Detector  in 
Shunt  to  a  Secondary  Condenser 240 

CHAPTER  XVI 

Electrical  Systems  of  Recurrent  Similar  Sections.     Artificial 

Lines.     Electrical  Filters 286 

CHAPTER  XVII 
Electric  Waves  on  Wires  in  a  Steady  State 324 


Book  II.     Electric  Waves 

CHAPTER  I 
Electrostatics  and  Magnetostatics 347 

CHAPTER  II 
Maxwell's  Equations      368 


CONTENTS  ix 

CHAPTER  III 

Paqe 

Enbrgy  of  the  Electromagnetic  Field.    Poynting's  Vector.    .    .   370 

CHAPTER  IV 
Wave  Equations.     Plane  Wave  Solution 377 

CHAPTER  V 
Reflection  of  a  Plane  Wave  from  a  Perfect  Conductor    ....   391 

CHAPTER  VI 
Vitreous  Reflection  and  Refraction 399 

CHAPTER  VII 
Electric  Waves  in  an  Imperfectly  Conductive  Medium 408 

CHAPTER  VIII 
Electric  Waves  Dub  to  an  Oscillating  Doublet 421 

CHAPTER  IX 

Theoretical  Investigations  of  the   Radiation  Characteristics 

of  an  Antenna ,   435 

Appendix  I      489 

TABLE  1 

Relations    of    Capacity — Inductance    Product   to    Undamped 
Wavelength  and   Frequency  of  a  Circuit,  together  with 
Squares  of  Wavelengths 602 

TABLE  II 
Radiation  Resistance  in  Ohms  of  Flat-top  Antenna 509 

TABLE  III 
Conversion  of  Units 610 

Index 511 


Book  I 
ELECTRIC  OSCILLATIONS 

CHAPTER  I 

FUNDAMENTAL  LAWS  AND  EQUATIONS 

1.  Notation. — 

/  =  Current  (constant), 

Q  —  Quantity  of  electricity  (constant), 

E  =  E.m.f.,  or  difference  of  potential  (constant), 
i  =  Instantaneous  value  of  current  at  time  t  (variable), 
q  »  Instantaneous  value  of  quantity  at  time  t  (variable), 
e  »  Instantaneous  value  of  e.m.f.  at  time  t  (variable), 

R  =  Resistance, 

L  =  Self-inductance, 

C  =  Capacity. 

When  several  of  these  quantities  enter  into  the  same  equation, 
they  must  all  be  measured  in  some  common  set  of  units. 

2.  KirchhofiPs  Current  Law'  for  a  Steady  State. — When  a 
conductor  is  traversed  by  a  constant  current  and  all  the  charges 


Fig.  1. — Conductor  with  sections  Si,  St,  S^. 

of  the  conductor  are  constant,  the  same  amount  of  electricity 
per  second  (i.e.,  the  same  current)  flows  through  every  cross 
section,  Si,  S2,  Sz  of  the  conductor  (Fig.  1).  In  this  .figure 
the  two  lines  in  a  general  horizontal  direction  are  boundaries  of 

I  Kirchhoff.  Pogg.  Ann,,  Vol.  72  (1847).     Also  GesammeUe  Abhandlungen, 
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2  ELECTRIC  OSCILLATIONS  [Chap.  I 

the  conductor  across  which  no  current  is  allowed  to  flow.  Any 
two  transverse  surfaces,  as  Si  and  Sz,  together  with  the  boimda- 
ries  of  the  conductor,  enclose  a  region  of  the  conductor.  Now  if 
more  or  less  electricity  flows  per  second  into  the  region  through 
iSi  than  flows  out  through  Sz  in  the  same  time,  there  will  be  a 
growth  or  a  decrease  of  electric  charge  within  the  region,  which  is 
contrary  to  the  hypothesis  of  a  steady  state.  Therefore,  the 
cxirrent  in  through  any  surface  Si  and  out  through  any  surface 

Ss  must  be  the  same  if  the  state  of 
8      ^y^^    current  and  charge  is  constant  in 
y^      time. 

If   an   electric   conductor   is 

— *"^>    branched  as  at  A  in  Fig.  2,  so  that 
through  the  main  conductor  a  cur- 

^ — "^^'^^^S,     ""^^^  ^  flows  into  any  surface  S  en- 
^sj     closing  A,   while  currents  /i,  /2, 

Fio.    2.-Branched      conductor,     U,  -     -    AOW   OUt   of   S   through 

with  region  about  A  enclosed  by  the  branches,  and  if  there  is  no 
a  sur  ace    .  growing  accumulation  of  electricity 

within  the  enclosure,  then  numerically, 

{I)in-^    (/1  +  /2  +  /8+    .      .      .     )^i  (1) 

If  now  we  give  algebraic  sign  to  currents,  attributing  to  currents 
*'out"  a  sign  opposite  to  currents  *4n,"  then 

I  +  /1  +  /2  +  /3+  .    .    .     =0;  (2) 

that  is, 

SJ  =  0,  (3) 

where  2)^  indicates  algebraic  summation  applied  to  all  parts 
of  the  closed  surface  S, 

Equations  (1),  (2),  and  (3)  are  merely  different  methods  of 
stating  symbolically  that  electricity  is  conserved,  and  that  in  the 
cases  imder  consideration  there  is  no  accumulating  of  electricity 
within  a  certain  region,  and  that,  therefore,  the  amoimt  of  elec- 
tricity flowing  out  of  the  region  in  a  given  time  is  equal  to  the 
amount  flowing  into  the  region  in  the  same  time. 

3.  EirchhofPs  Current  Law  in  the  above  Form  Inapplicablex 
at  Regions  Containing  Capacity. — Fig.  3  represents  an  electric 
circuit  containing  a  condenser  C.     If  we  supp)Ose  that  a  battery 
or  other  soiirce  of  e.m.f.  is  appUed  at  B,  current  will  flow  for  a 
short  time  into  the  condenser.     If  now  we  draw  a  closed  surface 


Chap.  U     FUNDAMENTAL  LAWS  AND  EQUATIONS     3 


S  including  one  plate  of  the  condenser,  it  is  apparent  that  there 
may  be  an  electric  current  i  flowing  into  the  region  bounded  by 
the  surface  S,  while  there  is  at  the  same  time  no  current  (in  the 
elementary  sense  of  the  word)  flowing  out  of  the  region  bounded 
byS.         . 

As  another  example,  if  we  suppose  a  conducting  wire  AB, 
Fig.  4y  to  be  supported  on  insulators  and  open-ended  at  -B,  and 
let  a  battery  be  connected  between  the  other  end  A  and  the 
ground  J?,  it  is  apparent,  according  to  elementary  notions, 
that  a  charge  of  electricity  will  flow  into  the  conductor  at  A, — 
this  charge  constituting  an  electric  current  ti  at  A — while  there 
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Fio.  3. — Circuit  containing  battery 
B  and  condenser  C,  with  one  plate  en- 
closed by  surface  8» 
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Fig.  4. — Blustrating  distributed 
capacity. 


is  no  current  out  from  the  end  B  of  the  conductor.  At  any  point 
intermediate  between  A  and  -B,  there  will  in  general  be  a  current 
i  (say),  and  this  current  will  be  different  at  different  points  along 
the  conductor;  so  that  if  a  closed  surface  S  be  drawn,  there  will 
in  general  be  a  difference  between  the  current  flowing  into  and 
the  current  flowing  ovii  of  S. 

4.  Generalization  of  EirchhofPs  Current  Law  so  as  to  Apply 
to  Variable  Currents.  Law  of  Conservation  of  Electricity. — 
If  ti  is  the  instantaneous  value  of  current  flowing  into  a  given 
region  bounded  by  a  closed  surface  /S,  and  to  is  the  instantaneous 
value  of  the  current  at  the  same  instant  flowing  out  of  the  region 
S,  we  may  suppose  that  in  the  time  dt  the  current  into  the  region 
delivers  a  charge  iidi  and  the  current  out  from  the  region  carries 
away  a  charge  iodt;  the  difference  between  these  two  quantities 
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is  dq  (say),  where  dq  is  the  gain  of  charge  of  the  region  in  the 
time  dt.    The  assumption  that  there  is  no  creation  or  destruc-   . 
tion  of  electricity  during  the  process  makes 

dq  =  iidt  —  if4t;  (4) 

therefore, 

dq       .        ,  ,_. 

dT  =  **  -  '«'  ^^^ 

As  a  generalization  of  this  equation,  if  we  consider  current 
flowing  into  a  given  region  bounded  by  a  closed  surface  to  be 
positive,  and  current  flowing  out  to  be  negative,  then 

Equation  (6)  may  be  stated  as  follows:  The  excess  of  the  curreni 
jUywing  into  a  given  region  at  a  given  time  over  the  current  flowing 
ovi  at  the  same'  time  is  the  time-rate  of  irhcrease  of  qwavJtity  of 
electricity  within  the  region  at  that  time. 

This  is  a  statement  of  the  Law  of  the  Conservation  of  Elec- 
tricity, and  applies  to  all  cases  of  the  flow  of  electricity  whether 
the  flow  is  constant  or  variable.  We  shall  call  the  equation 
KirchhojSTs  Generalized  Current  Law,  or  Kirchhoffs  Current  Law. 
The  terms  employed  in  the  statement  and  equations  are  explained 
in  the  next  section. 

6.  Explanation  of  Terms  of  Foregoing  Statements  and  Equa- 
tions. Intrinsic  Charge. — -The  quantities  q  and  ii  in  equation  ^ 
(6)  must  be  measured  in  the  same  set  of  units.  If  ii  is  in  amperes, 
q  must  be  in  coulombs.  If,  on  the  other  hand,  ii  is  in  absolute 
units  of  either  the  electrostatic  or  the  electromagnetic  system, 
q  must  be  in  absolute  units  of  the  same  system.^ 

The  charge  indicated  by  g  is  a  charge  that  can  be  increased 
or  diminished  only  by  an  actual  transfer  of  electricity  (free 
electrons)  into  the  region  containing  q.  Such  a  charge  is  known 
as  an  intrinsic  charge,  and  is  to  be  distinguished  from  certain 
induced  charges  to  be  considered  later. 

The  current  ii  must  include  any  actual  transfer  of  electricity 
into  the  region,  whether  of  the  ordinary  conduction  variety  or 
whether  the  transfer  is  by  an  actual  transfer  of  charged  matter 
into  the  region;  that  is,  ii  must  include  conduction  and  convection 
currents  of  electricity.     It  is  highly  probable  that  all  transfer  of 

^  For  discussion  of  these  units  see  Pierce,  '^  Principles  of  Wireless  Teleg- 
raphy," Appendix  1. 
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free  electricity,  even  in  metallic  conduction,  is  accompanied  by 
the  flow  of  matter  in  the  form  of  electrons,  and  is,  therefore, 
essentially  a  convection  current;  but  this  subject  may  properly 
be  deferred  to  later  consideration.  The  current  i<,  however, 
in  the  present  form  of  the  equation  does  not  include  displacemeni  ^ 
currents  to  be  treated  in  Book  II. 

6.  Generalization  of  KirchhofPs  Electromotive  Force  Law. — 
If  we  have  a  circuit  of  the  form  of  Fig.  5  in  which  an  e.m.f.  e 
is  applied  to  a  constant  resistance  R,  a  constant  inductance  L, 
and  a  constant  capacity  C  in  series,  the  instantaneous  value  of 


B 


'Q 


+^ 


Fio.  6- 


-Circuit  oontaining  e.  m.  f .  «,  resistance  R,  self-inductance  L,  and 

capacity  C 


the  e.m.f.  e  at  any  time  t  is  equal  to  the  sum  of  the  instantaneous 
values  of  the  potential  drops  e^,  Cl,  Cc]  that  is, 

e  =  6^  +  eL  +  ec,  (7) 

in  which 

Cb  =  the  fall  of  potential  in  the  resistance  R, 
ex,  =  the  fall  of  potential  in  the  inductance  L, 
ec  =  the  fall  of  potential  in  the  capacity  C 

Let  us  now  adopt  the  following  rule  of  signs:  If  e  and  i  are  in 
the  direction  of  the  arrows  they  are  given  a  positive  sign.  If 
they  are  in  the  opposite  direction  they  are  given  a  negative  sign. 
If  the  charge  on  the  plate  A  (toward  which  positive  i  flows)  is 
positive  q  is  positive.    If  this  charge  is  negative  q  is  negative. 

Then  by  Ohm's  law,*  the  fall  of  potential  in  the  resistance  R  is 

en  =  fli,  (8) 

*  G.  S.  Ohm,  "Die  galvanische  Kette  mathematisch  bearbeitet,"  Berlin, 
1327. 
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where  i  is  the  instantaneous  current  through  the  resistance  R, 
The  fall  of  potential  in  the  inductance  L  is 

e,  =  L  j^.  (9) 

where  L  is  the  self-inductance  of  the  coil  L,  and  i  is  the  ciurent 
through  L.     This  current  is  the  same  as  the  current  through 
Rf  since  there  is  assumed  to  be  no  capacity  and  therefore  no 
accumulation  of  charge  within  R  and  L. 
The  fall  of  potential  in  the  condenser  C  is 

ec  =  y  (10) 

where  +  9  is  the  charge  on  the  plate  A  of  the  condenser,  and  C 
is  the  capacity  of  the  condenser.  It  is  to  be  noted  that  there 
is  an  equivalent  charge  of  the  opposite  sign  {—q)  on  the  plate 
B;  because,  since  there  is  no  other  capacity  in  the  circuit,  the 
current  throughout  the  circuit  at  the  time  t  is  everywhere  the 
same  except  within  the  dielectric  of  the  condenser:  and,  there- 
fore, the  current  out  of  the  condenser  at  B  is  always  the  same 
as  the  current  into  the  condenser  at  A^  and  hence  the  deiScit  of 
charge  (the  negative  charge)  of  B  is  always  the  same  as  the 
excess  of  charge  (the  positive  charge)  of  A, 
By  Kirchhoflf's  Current  Law  (eq.  6) 

dq 

therefore, 

q  =  fidt.  (11) 

If  now  we  substitute  (8),  (9),  (10)  and  (11)  in  (7),  we  obtain 

In  this  equation  the  applied  e.m.f.  e  is  usually  called  the  im- 
pressed e.m.f.  This  impressed  e.m.f.  may  be  variable,  constant 
or  zero.  If  it  is  variable  its  instantaneous  value  at  any  time  t 
is  to  be  taken,  and  the  current  i  is  the  instantaneous  value  of  the 
current  at  the  same  time  t 

It  may  not  be  apparent  just  why  the  e.m.f.  e,  represented  in 
Fig.  5  as  produced  by  a  dynamo,  shall  be  considered  as  impressed 
e.m.f.,  while  the  other  terms  of  the  equation  (12)  are  regarded  as 
falls  of  potential.     The  reply  is,  that  e  is  the  terminal  voUage 
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of  the  d3mamo  and  is,  therefore,  impressed  by  a  source  of  power 

external  to  the  sequence  of  elements  R,  L  and  C.    If  e  is  not  the 

terminal  voltage  of  the  dynamo,  but  the  total  e.m.f.  generated 

in  the  d3mamo,  then  equation  (12)  would  still  be  true  if  we  add 

the  resistance  of  the  dynamo  to  R  and  add  the  inductance  of  the 

d3mamo  to  L,  although  in  this  case  difficulty  would  arise  because 

the  equation  presupposes  a  constant  L,  which  would  not  be  the 

case  if  the  dynamo  contained  iron  in  its  armature. 

As  a  further  note  on  impressed  e.m.f.,  if  we  regard  e  as  the 

terminal  voltage  of  the  dynamo,  it  is  evident  that  we  may  regard 

di       fidt 
the  quantity  e  —  L—  —  as  the  e.m.f.  impressed  on  R; 

Oft  kj 

for  there  is  a  terminal  dynamo  voltage  e  impressed  on  the  circuit; 

di 
this  is  opposed  by  the  counter  e.m.f.  L  -^  due  to  the  magnetic 

field  of  the  self  inductance  coil  L  and  by  the  counter  e.m.f .    ^ 

\j 

di      fidt 
due  to  the  charge  of  the  condenser,  leaving  c  —  L  —  — 

di        C 

as  the  e.m.f.  impressed  on  R. 

It  is  perhaps  still  more  instructive  to  transpose  also  the  term 
Ri  to  the  left  hand  side  of  equation  (12),  giving 

e-Rt-L%-^^0  (13) 

at  C 

We  may  now  regard  Ri  as  the  counter  e.m.f.  of  the  resistance, 
and  may  interpret  equation  (13)  as  an  algebraic  statement  of  the 
fact  ihcU  the  impressed  e.m.f,  and  the  counter  e,m.fJs  constitvieA 
a  system  in  equilibrium. 

If  we  have  several  d3niamos  or  batteries  of  terminal  voltages 
ei,  62,63.  .  .,  these  e.m.f.'s  being  estimated  positive  when  tend- 
ing to  send  currents  in  the  direction  of  the  arrows  and  negative 
when  tending  to  send  currents  in  the  opposite  direction,  and  if  we 
have  several  capacityless  resistances^  i2i,  JB2,  Rz  -  .  .,  several 
capacityless  inductances  Li,  L2,  Lz  ,  .  . ,  and  several  condensers 
of  capacities  Ci,  C^f  Cz  -    .    .  1  all  in  series,  we  shall  have 

^1  +  62  +  68  +  .    .    •   —  (^1  +  -R2  +  fia  +  .    .    »)i  ^ 
(L, +L2  +  L,+  .    .    •)^-(^  +  -e-  +  ^+-    •    )fidt^O 

^  Some  or  all  of  the  resistances  may  be  in  whole  or  part  the  resistances  of 
the  inductance  coils. 
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or 

Xe  -  (Sfl)!  -  (ZL)  I  -  (s  ^)  fidt  =  0.  (14) 

Equation  (14)  presupposes  that  the  L's,  R'b,  and  C's  are  in-  -^ 
dependent  of  the  time  t  It  may  readily  be  seen  how  the  equation 
is  to  be  modified  to  make  it  applicable  to  cases  in  which  these 
coefficients  are  variables.  We  shall,  however,  have  occasion  to 
discuss  chiefly  those  problems  in  which  R,  L,  and  C  are  constants 
independent  of  current  i  and  independent  of  time  t,  and  shall  at 
present  limit  ourselves  to  these  conditions.  The  group  of  results 
constituting  Kirchhoflf's  Generalized  Electromotive  Force  Law,  or 
Kirchhoff's  Second  Law,  may  be  simmiarized  as  follows: 

7.  Siunmary  of  Kirchhoff's  E.M.F.  Law : 

1.  When  there  is  an  instantaneous  current  i  flowing  in  a 
constant  capacityless  and  inductanceless  resistance  R  at  the  time 
ty  there  is  impressed  at  the  same  time  at  the  terminals  of  the 
resistance  by  some  source  of  power  external  to  the  resistance  a 
difference  of  potential  Br  equal  to  Ri  and  in  the  direction  of  i) 

2.  When  there  is  at  the  time  t  an  instantaneous  current  i 
flowing  in  a  constant  capacityless  inductance  L  of  resistance 
fix,,  there  is  impressed  at  the  same  time  at  the  terminals  of  the 
inductance  by  some  source  of  power  external  to  the  inductance 

di 
a  difference  of  potential  6l  equal  to  RJ,  +  L  -i^and  in  the  direction 

of  i; 

3.  When  there  is  at  the  time  t  an  instantaneous  current  t 
flowing  into  the  positively  charged  plate  of  a  condenser  of  con- 
stant capacity  C,  there  is  an  equal  current  i  flowing  away  from 
the  other  plate^  of  the  condenser,  and  there  is  impressed  upon 
the  condenser  from  some  source  of  power  external  to  the  con- 
denser a  difference  of  potential  between  the  plates  of  the  value 

Cc  equal  to  *^^     and  in  the  direction  of  i\ 

4.  When  several  of  these  elements  (resistance,  inductance 
and  condensers)  are  in  series  the  total  instantaneous  impressed 
e.m.f.  is  equal  to  the  sum  of  the  instantaneous  e.m.f.'s  impressed 
on  the  elements. 

^  Care  must  be  exercised  in  determining  what  is  the  other  plate  of  the 
condenser.  It  is  the  aggregate  of  all  bodies  on  which  terminate  lines  of 
static  force  from  the  first  plate. 


CHAPTER  II 

THE  FLOW  OF  ELECTRICITY  IN  A  dRCUTT  CONTAIN- 
ING RESISTANCE,  SELF-INDUCTANCE,  AND 
CAPACITY.    DISCHARGE,  CHARGE,  AND 
CURRENT  INTERRUPTION 

8.  Notation.— 

R    =  Resistance, 

L    =  Self  inductance, 

C    =  Capacity, 

/     =  Initial  constant  current, 

E    ==  Constant  impressed  e.m.f., 

Eo  =  Initial  difference  of  potential  between  the  plates  of  a 

condenser, 
Qo  =  Initial  charge  on  one  plate  of  a  condenser  prechosen  as 

positive, 
Q    s=  Final  charges  on  this  plate, 
q     =  Charge  at  the  time  t  on  the  condenser  plates,  A  (Fig.  1), 

prechosen  as  positive, 
i     =  Instantaneous  current  flowing  toward  the  plate  A  at 

the  time  t, 
e     =  Impressed  e.m.f .  at  the  time  t.    Let  the  positive  direction 

of  e  be  toward  that  plate  of  the  condenser  designated  as 

positive. 

As  we  proceed  we  shall  need  also  the  following  additional 
abbreviations: 

,..v  ,  _    R     fR}     r 

^"^  ^'  ""  "  2/:      V4L2  "  LC' 

(IV)  0,  =   +  ^^^  -  -^-,, 

(v)  a  =  R/2L. 
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Among  these   expressions  the  following  algebraic   relations 
are  seen  to  exist: 

(vi)  ki  =  —a  +  (ak  =  -  a  +  jco, 

(vii)  fc2  =  —a  —  CO*  =  —  a  —  jco, 


(viii) 

(ix) 

(X) 


^1*2  =     a^  -  (ah"  =       a2  +  «2  = 
ii  —  fc2  =     2wfc  =  2;a), 


lC 


As  these  relations  occur  in  the  text,  we  shall  refer  to  them  by 
their  respective  Roman  Nimierals. 

9.  Differential  Equation  of  Current  and  Quantity. — If  in  a 
circuit  of  the  form  of  Fig.  1,  we  equate  the  impressed  e.m.f.  e 
to  the  sum  of  the  counter  e.m.f /s  (that  is,  the  counter  e.m.f.  of 


+flf 


nm^ 


-9 


a  J 


Fio.  1 . — Circuit  containing  R,  L,  C  and  impressed  e.m.f.  c. 

self  inductance  +  the  counter  e.m.f.  of  resistance   +  the  counter 
e.m.f.  of  capacity)  we  have,  by  (7),  (8),  (9),  and  (10)  of  Chapter  I, 


'-4  +  ^'  +  l!- 


U) 


We  have  also  the  following  relation  of  i  to  q  (6),  Chapter  I, 

"'  (2) 


t     = 


dV 


or 


q  =  J*idt, 
Differentiating  (1)  and  introducing  (2),  we  obtain 

de       J  dH      „rfi       i 

'31  =  -^372+  ^j;  + 


(3) 


dt 


dV 


dt 


(4) 
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Likewise,  if  we  replace  i  in  equation  (1)  by  its  value  in  terms 
of  q  from  equation  (2),  we  obtain 

EquaiionB  (4)  and  (5)  are  the  differential  equations  for  the 
current  in  the  circuit  and  for  the  charge  in  the  condenser  at  any 
time  t  in  terms  of  the  e.m.f.  impressed  upon  the  circuit. 

10.  General  Solution. — ^A  general  solution  of  equations  of 
the  form  of  (4)  and  (5)  is  given  in  Appendix  I,  Note  6.  Instead 
of  making  direct  use  of  the  solution  there  given,  it  is  instructive 
to  solve  (4)  and  (5)  by  elementary  methods  for  specific  values 
of  e  such  as  arise  in  important  practical  cases. 

11.  Important  Special  Problems. — By  assigning  different 
values  to  the  impressed  e.m.f.,  e,  various  special  problems  arise 
in  connection  with  the  flow  of  current  in  condenser  circuits.  The 
following  of  these  problems  are  highly  important  and  interesting: 

I.  To  find  i  and  q  during  the  discharging  of  a  condenser 
initially  charged. 

II.  To  find  i  and  q  during  the  charging  of  a  condenser  under  a 
constant  impressed  e.m.f. 

III.  To  find  i  and  q  produced  by  interrupting  a  current  flowing 
in  an  inductance  which  is  shimted  by  a  condenser. 

IV.  To  find  {  and  q  under  the  action  of  a  sinusoidal  impressed 
e.m.i. 

These  problems  will  be  treated  in  order  (the  first  three  in  this 
chapter,  and  the  fourth  in  Chapter  V).  Each  problem  will  be 
examined  in  detail,  partly  on  account  of  the  interest  that  it  pre- 
sents in  itself,  and  partly  as  introductory  to  other  matter. 

L  THE  DISCHARGING  OF  A  CONDENSBR^ 

12.  DifiFerential  Equation  for  Current  and  Quantity  During 
Discharge. — Suppose  a  condenser  of  Capacity  C,  Fig.  2,  to  be 
initially  charged  with  a  quantity  of  electricity  +  Qo  on  one  plate 
and  —  Qo  on  the  other  plate,  and  at  the  time  <  =  0,  let  the  gap  G 
be  closed  in  such  a  way  that  there  is  no  spark'  at  G,  then  we  have 
the  initial  conditions. 

^  This  problem  was  first  solved  by  Sir  Wm.  Thomson,  Phil.  Mag.,  5, 
p.  393,  1853. 

*  Because  a  spark  has  a  resistance  that  is  a  function  of  the  current  through 
the  spark. 
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When 


«  =  0,   q  =  Qo  =  CEo, 


(6) 


where   E  is  the  initial  difference  of  potential   between   the 
plates  of  the  condenser.     We  have  also: 


When 


i  =  0,  i  =  0. 


(7) 


In  addition  to  these  initial  conditions,  we  have  the  fact  that 
the  e.m.f.  impressed  upon  the  circuit  is  zero;  whence  the  dif- 
ferential equations  (4)  and  (5)  take  the  respective  forms 


(8) 


(9) 


It  is  seen  that  (8)  and  (9)  are  iclentical  in  form.  They  are 
the  differential  equations  for  the  current  i  and  the  qtMrUity  q  during 
the  condenser  discharge. 


t'O     i-o 


t-t  .  i'i 


L 


+3 


-3 


O 


Fio.  2. — Illustrating  condenser  discharge.     Left-hand  diagram  is  the  condition 

at  <  —  o;  right-hand,  at  t  »  r. 

13.  General  Solution  of  Eqtiations  (8)  and  (9). — ^Let  us  fix 
our  attention  upon  equation  (8).  This  equation  is  a  homoge- 
neous linear  differential  equation  of  the  second  order,  with  con- 
stant coefficients.  This  terminology,  which  is  used  generally  in 
the  theory  of  differential  equations,  has  the  following  significance. 

/  •  di  dH  \ 

If  we  regard  i  and  its-  derivatives  (  i,  ^'  -^,  ...  j  as  the 

elements  of  the  equation,  the  equation  is  linear  in  these  elements, 
since  products  or  squares  or  higher  powers  of  these  elements  do 
not  enter.  It  is  homogeneous,  since  every  significant  term  of  the 
equation  contains  one  of  the  elements  to  the  same  power;  namely, 
the  first  power.    It  has  the  constant  coeflScients  L,  R,  and  1/C. 
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The  equation  is  of  the  second  order,  by  which  is  meant  that  the 
highest  order  of  any  derivative  is  the  second  order. 

The  following  general  propositions  in  the  theory  of  differential 
equations  are  applicable  to  the  problem: 

/.  The  8um  of  two  or  more  soluiior^  of  a  linear  homogeneous 
equation  is  a  aoliUion  of  the  equation,;  that  is,  the  solutions  are 
additive. 

II.  If  we  can  in  any  way  find  a  solution  of  a  linear,  homogeneous 
equation  of  the  rUh  order,  the  solution,  if  it  contains  n  independent 
arbitrary  constants,  is  the  most  general  solution,  or  the  complete 
integral  of  the  equation. 

The  proofs  of  these  two  propositions  are  found  in  Appendix 
I,  Notes  1  and  4.  We  shall  employ  the  propositions  in  obtaining 
the  solution  of  equations  (8)  and  (9). 

In  the  beginning  let  us  attempt  to  find  by  inspection  a  par- 
ticular solution  of  (8).  We  may  try  anything  we  like  in  the 
search  for  a  solution;  for  example,  let  us  try  i  =  A,  a  constant. 
This  substituted  in  (8)  yields  0  =  0  +0  +  A/C,  and,  therefore, 
A  =  0,  and  i  =  0.  Such  a  value  will  not  contribute  anything 
by  addition  to  any  other  solution  that  may  be  foimd. 

We  might  make  various  other  random  attempts  to  find  a 
particular  solution  of  (8),  but  we  shall  make  greater  progress  by 
basing  our  attempts  upon  some  rational  experience,  particularly 
upon  experience  with  the  use  of  exponential  functions. 

Let  us  try 

i  =  A€^,  (10) 

where  A  and  A;  are  constants  and  e  is  the  base  of  the  natural 
logarithms.    This  value  of  i  substituted  in  (8)  gives, 

0  =  {Lk^  +  Rk  +  1/C}A€*'.  (11) 

It  is  seen  that  we  may  divide  out  Ac**  from  (11),  obtaining 

0  =  LA:2  +  iJfc  +  1/C.  (12) 

We  have  thus  the  refiuU  thai  (10)  is  a  solution  of  (8)  provided 
k  satisfies  the  quadratic  equation  (12"). 
Solving  this  quadratic  equation  (12)  for  k,  we  find  the  two  roots 


*  2L 


+ -v/Sr*  ~  Z^  =  *'         by  (i),  Art.  8,     (13) 


and 


A;  =  -  2^  -  J|21  ~  Ic  °°  **        ^^  ^"^'  ^^'  ^     ^^^^ 
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Equations  (13)  and  (14)  give  two  specific  values  of  k  either  of 
which  will  make  the  exponential  value  of  i  given  in  (10)  satisfy 
the  differential  equation  (8). 

The  coefficient  A  of  equation  (10)  is  entirely  arbitrary  and 
may  have  any  values  whatsoever  so  far  as  may  be  determined  by 
the  given  differential  equation.  The  constant  k  is  determined  by 
(13)  and  (14). 

In  the  attempt  to  find  one  particular  solution  of  (8)  we  have 
really  found  two  particular  solutions,  namely,  either 

i  =  Ai€*^  (16) 

or 

i  =  Aae***.  (16) 

In  these  equations  Ai  and  A  2  are  arbitrary  constants,  which 
are  in  general  independent  of  each  other. 

Now  by  Proposition  I,  Art.  13,  the  sum  of  these  two  solutions  is 
a  solution.     That  is, 

i    =   Ai€^''  +  A2€*«*  (17) 

is  a  solution  of  equation  (8).  In  fact,  this  is  the  most  general 
solution,  or  complete  integral,  of  (8),  provided  fci  and  fc2  are  dif- 
ferent quantities;  for  then  Ai  and  A 2  are  two  independent  arbi- 
trary constants;  and  by  Proposition  II,  Art.  13,  such  a  solution  is 
general. 

If  on  the  other  hand  fci  =  fca,  the  solution  (17)  reduces  to 

i  =  (Al  +  A2)€*^  (18) 

and,  therefore,  possesses  only  one  arbitrary  constant;  for  the  sum 
of  A I  and  A  2  is  no  more  arbitrary  than  Ai  alone. 
The  exceptional  case  with  ki  equal  to  k^  arises  when 

R^  =  4L/C, 
or 

W*  =  0)  =  0, 

as  may  be  seen  by  reference  to  (13)  and  (14)  and  to  (iii)  and  (iv), 
Art.  8.  This  is  called  the  Critical  Case.  The  critical  case  re- 
quires a  special  treatment,  which  is  given  in  Appendix  I,  Note  7, 
where  the  result  is  obtained  in  the  form  of 

f  =  (Ai  +  A2O  c    2L  ^9) 
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If  the  reader  does  not  care  to  follow  the  reasoning  of  the  Note  7 
in  Appendix  I,  he  can  satisfy  himself  that  (19)  is  a  solution  of  (8) 
in  the  critical  case  by  substituting  (19)  directly  in  (8)  and  intro- 
ducing also  the  condition 

fl2  =  4L/C. 

Since  (19)  contains  two  independent  arbitrary  constants,  i'  is 
the  complete  integral  for  the  critical  case. 
To  sum  up,  we  have  found  the  general  solution  of  (8)  to  be 

i  =  Aie'^  +  A^,      provided  ft«  ?£  4L/C,  (20) 

»  =  (Ai  +  A2O  €    2L,  provided  fi*  =  4L/C.  (21) 

Now  to  obtain  the  value  of  q  we  may  solve  directly  equation 
(9),  just  as  we  have  solved  (8).  We  shall,  however,  adopt  the 
alternative  method  of  obtaining  q  by  integrating  (20)  and  (21), 
employing  the  relation 

q  =  Si6i.  (22) 

Equation  (20)  gives 

q  =  -^t     +  X-  €    ,  provided  K"  j^  iL/C,  (23) 

and  equation  (21)  gives 

q  =  f  (A1  +  A2O  €-•'*, 
where  by  (v)  a  =  R/2L;  whence 

q  =  Al ,-"  +  j,^fi  r"  dt. 
—a 

When  the  last  term  of  this  equation  is  integrated  by  parts,  we 
obtain 

^  =  {  "  (4"'  +  ^)  ■"  t'  ^1'"'''  provided  R^  =  4L/C.    (24) 

Equations  (20),  (21),  (23),  and  (24)  are  the  general  soliUions 
of  the  differential  eqiuUions  (8)  and  (9).  In  these  equations  Ax 
and  At  are  arbitrary  constants;  while  ki,  kt  and  a  are  constants  of 
the  circuits  defined  in  equations  (i),  (ii),  and  (v),  Art.  S,  respectively. 

14.  Determination  of  the  Arbitrary  Constants  Ai  and  A2 
Subject  to  the  Initial  Conditions. — We  may  now  determine  the 
arbitrary  constants  subject  to  the  initial  conditions  written  above 
as  (7)  and  (6).    These  initial  conditions  are: 
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When  t  =  0,  i  =  Oy 

and  when  <  =  0,  q  =  Qo  =  CEq, 

In  the  non-critical  case  {R2  5^  ^L/C),  these  initial  conditions 
substituted  in  (20)  and  (23)  give 

0  =  Ai  +  A2,  (25) 


whence 


^  ^    /ko  -  ki\ 


This  last  equation,  by  (viii)  and  (ix),  Art.  8,  gives 

Oo  =  ^i(-  2coaLC). 
Therefore 

^2=  -^i--  2&  "  &'  provided  R^  ^  4L/C,  (27) 

where 

Eo  =  Qo/C  =  initial  difiference  of  potential  of  the  plates 

of  the  condenser. 

In  the  critical  case  (ft*  =  4L/C),  the  substitution  of  the  initial 
conditions  into  (21)  and  (24)  gives 

0  =  Ai.  (28) 

eo=-T-a^  (29) 

whence 

A  2  =  -a2Qo  (30) 

but  by  (v),  Art.  8|  and  the  critical  relation,  we  have 

a«  =  fiV4L«  =  1/LC. 
Therefore 

A2  =  -  Qo/LC  =  -  Eo/L,  provided  R^  =  4L/C.       (31) 

16.  Complete  Solution  for  Current  Subject  to  the  Initial 
Conditions. — Having  determined  the  values  of  the  arbitrary 
constants  Ai  and  A 2  subject  to  the  initial  conditions  of  the  prob- 
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lem  of  the  condenser  discharge,  let  us  now  substitute  their  values 
in  equations  (20)  and  (21). 

We  obtain  from  (20),  which  is  the  value  of  i  for  the  non-critical 
case,  the  result 

••--iS;  (•"-■")■ 


Beplacing  ki  and  k^  by  their  values  from  (vi)  and  (vii),  we 
obtain 

Eq    _, 


»   =    —  ■zr—t^''^^ 


£«*'  —   ^h^ 


(32) 


or,  replacing  cd*  by  its  equivalent  value  j«,  this  may  be  written 
in  the  alternative  form 


Eq   _.*  1 


(33) 


•      • 


It  is  seen  that  (32)  and  (33)  may  be  respectively  written 

i  =  -  ^  €-'  sinh  co*<  (34) 

and 

E 
i  =  —  jT^  €"«'  sin  (at  (35) 

Returning  now  to  the  value  of  i  in  the  critical  case,  equation 
(21),  and  replacing  the  arbitrary  constants  by  their  values  (28) 
and  (31),  we  obtain 

i  =  -  ^  ,-i.  (36) 

Equation  (34)  or  equation  (35)  gives  the  value  of  i  in  the  nov- 
critical  aiae.  Either  of  these  equations  may  be  used,  hut  it  is  simpler 
to  use  (34)  whenever  <ah  is  real  {that  is,  when  R^>4L/C);  and 
(35)  w?ienever  <a  is  real  (ihat  is,  when  R^<Mj/C), 

In  the  critical  case  {where  R^'^iL/C)  the  solulion  is  equation 
(36). 

The  values  of  a,  <ak  and  (a  are  given  in  Art.  8* 

16*  Complete  Solution  of  Quantity  Subject  to  the  Initial 
Conditioiis. — The  value  of  q  may  be  obtained  by  substitution  of 
the  values  of  the  constants  Ai  and  A^  into  the  equations  for  q 
(23)  and  (24),  but  we  shall  adopt  the  alternative  method  of 
int^rating  i  with  respect  to  time. 

2 
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In  the  non-critical  case,  by  taking  the  time  integral  of  (35) 
we  obtain 

q  =  J*idt 

.     =  -  f~ /•€-'  sin  a,tdt 
Lw^ 

^= 7-^g €-'  sin  I  o>t+  tan  -^f"^)  \ . 

Therefore  by  (viii),  Art.m^ 

q  =  ^  VLC  €-'  sin  j  a>t  +  tan-i  (^)  [  •  (37) 

The  corresponding  integration  of  (34)  gives 

q  =  ^VLC  c^'  sinh  j <^Ht  +  tanh-» (^)  j  •  (38) 

In  the  critical  case,  in  which  R^  =  4L/C,  we  may  obtain  q 
simply  by  substituting  the  values  of  Ai  and  A  2  from  (28)  and  (31) 
into  (24),  obtaining 

^0 1 1  ,  n  «, 


at. 


but  by  (v)  and  by  the  fact  that  in  the  critical  case  R^  =  4L/C, 
we  have 

a2  =  /?V4L«  =  1/LC, 
and  therefore, 

q  =  EoC{l  +  at)  €-«' 
=  Qo(l  +  at)  €--'•  (39) 

Equation  (37)  or  (38)  git;6«  £A€  valiie  of  q  in  the  nonrcritioal  case. 
Either  of  these  equations  may  be  ttsed,  but  it  is  simpler  and  more 
direct  to  iLse  (38)  when  coa  is  real  (that  is,  when  R^>Mj/C  )  and 
(37)  when  <a  is  real  {that  is,  when  R^<4L/C    ). 

In  the  critical  case  {where  R^  =  4L/C  )  the  solution  is  (39). 
Tfie  valves  of  a,  coh  and  co  are  given  in  Art.  8. 

17.  Identity  of  the  Critical  Case  Results  with  the  Non-critical. 
It  is  to  be  noted  that,  although  the  form  of  the  expression 
derived  for  i  and  q  in  the  critical  case  is  different  from  the  form 
obtained  in  the  non-critical  case,  in  reality  the  non-critical  results 
reduce  to  the  critical  results  if  we  make 

R^  =  4L/C. 
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This  may  be  shown  as  follows:  If 

R^  =  4L/C 


equation  (iv)  gives 
Now 


«  =  0. 


lim 


Sin  <at  ]    _     lim 
0)     !         a>=0 


fwi-M)V3!+ 


0) 


M- 


t; 


whence  by  (35)  the  current,  as  w  approaches   0,  approaches 

Eot  _,  Ea  ^A 

-    Jb  Ij 

which  is  the  current  in  the  critical  case,  as  given  in  (36). 

If  next  we  concern  ourselves  with  the  limit  approached  by  the 
charge  q  of  equation  (37)  as  co  approaches  0,  and  note  that  we  may 
expand  tan  "^  {(a/a)  for  small  values  of  w/a  in  the  form 

tan-i(-)  =  5?  -  1  (?!)+_    .   [B.O.Peirce's  Tables,  No.  779] 
\a/       a      6  \a/ 

we  find  that 

lim     jsin[c.^  +  tan-^Q] 

This  substituted  in  (37)  gives 


<a 


=  t  f 


a 


,  =  Vlc  I^^'+Mb)  ,-., 

Now  by  the  fact  that  in  the  critical  case 

R^  =  4L/C, 


we  have 


1 


Vlc 


=  a: 


therefore 


q  =  eo(l  +  aOe-«S 


which  is  in.  agreement  with  the  value  of  q  for  the  critical  case, 
equation  (39). 

We  thus  obtain  the  resvU  that  after  the  determination  of  the 
constants  of  integration,  the  critical-case  solution,  although  appar- 
ently very  differevi  in  form  from  the  nor^-critical  case,  is  in  reality 
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comprised  in  the  nonrcritical  solutions.  We  need  thiM,  as  the 
resvU  of  the  discharge  problem,  only  one  equation  for  i  (35)  and  onfi 
for  q  (37)  whatever  the  value  of  R^  in  relaiion  to  4L/C.  The  other 
values  of  i  and  q  given  in  (34)  and  (38)  are  more  directly  applicable 
when  o)  is  imaginary;  and  those  given  in  (36)  and  (39)  are  more 
directly  applicable  when  co  is  zero. 

Before  entering  upon  an  examination  of  the  results  for  the  cur- 
rent and  quantity  during  the  discharge  of  a  condenser,  we  shall 
first  investigate  the  analogous  problem  for  the  charging  of  a 
condenser  under  the  action  of  a  constant  impressed  e.m.f. 

n.  THE  CHARGING  OF  A  COin)£NSER 

18.  The  Charging  of  a  Condenser  Under  a  Constant  Impressed 

E.M.F.— Let 

E  =  the  constant  impressed  e.m.f. 

The  counter  electromotive  forces  are  the  same  as  in  the  pre- 
ceding problem,  so  that  the  differential  equation  for  current  is 

E  =  L^^  +  Ri  +  ^^  (40) 

Differentiating  (40)  we  obtain 

To  obtain  the  differential  equation  for  q,  we  may  substitute 
for  i  in  (40)  its  value 


obtaining 


dq 


^-^p+«f+§-  <«) 


Equations  (41)  and  (42)  are  the  required  differential  equations. 

We  shall  not  distinguish  between  the  critical  and  the  non- 
critical  cases,  but  after  the  final  solution  has  been  obtained  and 
the  arbitrary  constants  determined,  the  critical  case  will  appear 
as  a  special  case  of  the  non-critical,  or  general,  case. 

The  complete  solution  of  (41)  has  already  been  obtained  in  (20) 
in  the  form 

i  =  Aic^^'  +  Ajc***.  (43) 
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The  complete  solution  of  (42)  is 

q  =  Bi6**'  +  B^^  +  CE,  (44) 

by  Appendix  I,  Note  8,  or  as  follows: 

The  result  (44)  may  be  obtained  by  adding  the  particular 
integral  of  (42)  (namely,  CE)  to  the  complementary  function 
which  is  the  solution  of  (42)  with  the  constant  E  replaced  by 
zero.     This  complementary  function  is 

Having  now  the  values  of  i  and  q  in  (43)  and  (44),  we  are  now 
to  observe  that  to  make  i  equal  to  the  time  derivative  of  q,  we 
must  require  that 

Bi  =  Ai/ki    and    B2  =  At/k^] 

so  that  we  may  write  q  in  the  form 

Let  us  now  insert  the  initial  conditions  that  the  condenser  shall 
start  imcharged  and  that  the  initial  current  shall  be  zero;  that  is, 

when     <  =»  0,     ^  =  0,     and     i  =  0. 

These  conditions  give 

0  =  Ai  +  Az, 


and 


0=A-i  ^^^CE) 


whence 
and 


At  =  -Ai, 


Ai  ^CE 


K\K>2 


k\  —  k% 

E 

by  (viii)  and  (ix) 


2L<j)K 


Now  by  comparison  it  will  be  seen  that  Ai  and  A%  are  the 
negatives  of  the  values  obtained  for  these  quantities  in  equations 
(25)  and  (27)  (which  give  the  current  and  quantity  during  the 
discharge),  except  that  the  E  which  appears  in  the  present  prob- 
lem is  the  e.m.f .  impressed  on  the  circuit,  while  in  the  discharge 
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problem  Eq  is  the  potential  difference  to  which  the  condenser  was 
initially  charged. 

In  the  event  that  the  condenser  is  first  charged  under  the 
impressed  e.m.f.  E  and  then  discharged,  these  two  values  of  E 
are  the  same.  If  t  is  measured  from  the  beginning  of  the 
charging  in  the  one  case  and  from  the  beginning  of  the  discharg- 
ing in  the  other  case,  it  will  be  seen  that  the  current  in  the  two 
cases  differs  only  in  sign,  and  that  the  quantity  during  charge  is 
a  constant  CE  minus  the  quantity  during  discharge. 

Expressed  mathematically,  these  results  are  contained  in  the 
following  table: 

19.  Comparison  of  Discharge  with  Charge. — 

During  diaoharge 
t  —  Time  from  beginning  of  dis- 
charge, 
Eo  =  Difference   of    potential   be- 
tween the  plates  of  the  con- 
denser at  ^  »  0, 
Qo  »  Charge  on  positive  plate  when 
t  =  0, 
i  —  Current  toward  the  positive 

plate  at  time  tj 
q  =  Charge  on  the  positive  plate 
at  time  t, 
then 


During  charge 
I  =  Time  from  beginning  of  charge, 

E  =  Difference    of    potential     be- 
tween the  plates  of  the  cod 
denser  at  i  =  <» , 

Q  =  Charge  on  positive  plate  when 

i     =     00, 

i  =  Current    toward    the  positive 

plate  at  time  /, 
q  =  Charge  on   the  positive  plate 

at  time  L 
then 


Lo) 


^"  — '  sin  wt, 


(46) 


E. 


E 
i  =  +  r—  €""'  sin  (»)ty 


(48) 


-at 


sm 


(47) 


(wt  +  tan-'  ^) .  (49) 


Note  that  in  the  case  in  which  <a  is  not  real,  these  quantities 
are  the  same  as  here  given,  but  may  be  more  conveniently  used 
with  hyperbolic  sines  and  hyperbolic  antitangents  in  place  of  sin 
and  tan,  and  with  coa  substituted  for  co. 

Also  the  result  for  the  critical  case  is  comprised  in  the  above 
equations.  We  may,  however,  simplify  the  result  in  the  critical 
case,  by  taking  the  limits  of  i  and  q  above  as  <a  approaches  zero. 
This  process  gives  for  the  critical  case 

During  di-chargo 


q  -  Qo(l  +  at)t-" 
-  CEo(.l  +  o<)«-"'. 


(50) 


(51) 


During  charge 
q  =  CE  --  Qa  +  at)€^* 


(52) 


(53) 
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m.  PERIOD,  DAMPING  FACTOR,  AND  LOGARITHMIC 

DECREMENT 

20.  Determination  of  Period  During  Discharge. — We  come 
now  to  a  discussion  of  the  results  obtained  in  the  case  of  the 
condenser  discharge.  We  have  found  for  the  current  and  quantity 
during  discharge  the  equations 

Eq 


I  = 


at 


/(t) 


sm  cjt, 


q  =  VLCT^e-^sm  (o)t  +  tan"'-), 
Lea  a 


(64) 


(65) 


in  which  i  is  the  current  flowing  toward  the  plate  that  was  ini- 
tiaUy  positively  charged,  and  q  is  the  quantity  of  electricity  on 
this  plate  at  the  time  t. 


Fio.  3. 


Fig.  4. 


Figs.  3  and  4. — Giving  respectively  current  i  and  quantity  q  (on  positive  plate  of 

condenser)  plotted  against  time. 

If  CO  is  real  (that  is,  if  R^<4L/C)  both  of  these  quantities  are 
seen  to  be  periodic  and  to  have  a  factor  that  is  a  sinusoidal 
function  of  the  time. 

A  diagram  of  i  plotted  against  t  is  given  in  Fig.  3.  A  similar 
diagraili  for  q  is  given  in  Fig.  4. 

The  period  of  oscillation  of  the  current  in  Fig.  3  may  be  defined 
as  the  time  between  alternate  zero  values  of  the  current;  that  is, 
the  time  between  the  points  ai  and  02,  02  and  as,  etc.  These 
points  are  the  values  of  t  for  which  t  becomes  zero  after  successive 
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complete  cycles,  and  by  (64)  they  occur  at  values  of  t  for  which 

sin  (at  =  0. 

Since  only  alternative  points  axe  considered,  this  relation  gives 

(at  =  0,  2ir,  4ir,  etc.; 

whence,  giving  subscripts  to  different  values  of  t  satisfying  the 
relation,  we  have 

ti  =  0, 

^2  =  27r/a>, 

^3  =  4ir/a),  etc. 

and,  therefore,  the  period  T  is 

T  =  t2-ti  =  <8-<2  =  .    .    .    =  %r/(a. 

Putting  in  the  value  of  co  from  (iv),  we  obtain 

27r 
^  =     1  1         pf  (Thomson's  Formula).     (56) 


\LC 


4L2 


Equation  (56)  gives  T  the  period  of  osdllaHon  of  the  current 
during  ihe  discharge  of  a  condenser.  Similar  reasoning  gives  the 
same  period  of  osciUcUion  of  the  quantity  q.  It  is  seen  that  this 
period  is  real,  only  provided 

R^  <  4L/C.  (56a) 

21.  Approximate  Value  of  the  Period  of  Discharge.-^ Assuming 

that  the  inequality  (56a)  is  satisfied,  it  is  seen  that 

fl2  ^    1 


4L2  -  LC 

then  the  equation  (54)  may  be  expanded  by  the  binomial  theorem 

into 

-,       o     /     M       J^C'a^  ,   ZL^C^a^  , 

T  =  2nrVLC{l g"  + 8 '    "    '^  ^^^ 

where 

R 

^  =  2L- 
Now  if  we  note  by  (viii)  that 

LC  =  "'  +  ""' 
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we  shall  see  that  equation  (57)  reduces  to 

T  =  2irVXC,  (58) 

(Thomson's  approximation  formula)  provided 

-<  <u)\or-^<  <-^  (58a) 

where  the  symbol  <  <  means  "is  negligible  in  comparison 
with." 

The  approximate  period  T  calculated  by  the  formula  (58)  has 
an  important  r61e  in  some  of  the  work  of  the  later  chapters  and  is 
called  the  Undamped  Period  of  the  Circuit  and  will  often  be  desig- 
nated by  iS  to  distinguish  it  from  the  true  period  T, 

The  Equation  (58)  gives  the  Undamped  Period  of  the  oscilla- 
tions of  current  during  the  discharge  of  the  condenser.  This  is 
sensibly  the  actual  free  period  of  the  oscillations  if  a^/2  is  negligible 
in  comparison  with  w*.  The  osdlkUions  of  q  have  the  same  period 
as  the  oscillations  of  i. 

22.  The  Time  between  Successive  Positive  or  Negative 
Maxima  is  the  Same  as  the  Time  between  Alternate  Zero 
Values. — ^Let  us  next  find  the  time  between  successive  positive 
or  negative  maxima  of  current  and  show  that  this  gives  the 
same  period  as  the  time  between  alternate  zero  values  of  current. 

Equation  (54)  for  the  current  is 

I  =  —  t"  *      sm  (at 

Differentiating  this  with  respect  to  the  time  and  setting  di/dt  = 
0,  we  have 

0  =  — z- — L — €^«sm  Uat  +  tan^ — ), 
L«  -a 

whence 

(ot  =  tan  -^    — ,    tan  ~^ f-  27r,    tan"^ f-  4^,    ... 

-a  -a  -a 

If  we  let  the  successive  values  of  t  obtained  from  this  equation 
be  ti,  tty  tz,  etc.  and  let  ^  ==  tan  "HV  "~  ^);  we  have 

t2  =  <p/^  +  27r/«,  (59) 

^3  =  ip/(*3  +  47r/a;. 
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Now  the  interval  of  time  between  the  successive  maxima  is  T' 
(say),  and  is  seen  to  be 

T'  ==  t2-  ti  =  ts-  t2  =  .    .    .  =  2jr/«  =  T. 

The  pifne  between  successive  maxima  of  the  same  sign  is  the 
same  as  the  tims  between  alternative  zero  values  of  current.  This 
same  fact  is  true  in  regard  to  quantity » 

23.  Period  of  Oscillation  During  Charging. — If  R^  is  less  than 
4L/C,  the  angular  velocity  w  that  occurs  in  the  equations  for 
charge  or  discharge  of  the  condenser  is  a  real  quantity  and  the 
charge  or  discharge  is  oscillatory.  From  the  similarity  of  the 
equations  for  charge  and  discharge,  it  is  seen  that  the  period  of 
oscillation  of  current  or  quantity  during  charge  is  the  same  as  the 
period  of  oscillation  during  discharge  for  a  circuit  of  given 
constants. 

24.  Logarithmic  Decrement.  Damping  Constant. — In  the 
equations  given  above  we  have  seen  that,  in  case  jB^  is  less  than 
4L/C  the  discharge  of  the  condenser  and  the  charge  of  the  condenser 
are  oscillatory,  and  we  havedetermined  ttie  period  of  theoscillation, 
and  have  also  proved  that  the  period  between  maxima  or  minima 
is  the  same  as  the  period  between  zero  values.  The  oscillation 
is,  however,  not  purely  sinusiodal,  because  the  equations  for  i 
and  q  involve  an  exponential  factor  with  negative  exponent. 
This  exponential  factor  starts  with  the  value  1  when  <  =  0, 
and  decreases  with  increasing  t,  and  becomes  0  when  T  =  » ; 
that  is,  the  amplitude  of  the  oscillations  becomes  smaller  and 
smaller  with  increasing  time.  This  process  is  called  damping 
and  the  factor  €~*'  is  called  the  damping  factor.  The  constant  a 
is  called  the  damping  constant. 

If  we  designate  successive  maxima  of  current  in  the  same 
direction  by  /i,  /2,  /a,  etc.,  as  indicated  in  Fig.  3,  we  shall  have 
by  equations  (54)  and  (59) 

¥  E    _^,    . 

ii  =  —  y—  6"^'*sm  <p 

Los 

/j  =  _  A  ,-o(^i  +  T)  sin  {2t  +  ip] 
L(jj 


/j  =  -  -^  €-««i  +  2T)  gin  {4^  +  ^} 
Lea 


etc. 
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Now  in  these  several  equations  the  sine  terms  are  the  same; 
therefore,  by  division,  we  obtain 

J1//2  =  1 2/ Is  =  €«'•: 
whence 

aT  =  log./i-  I0&/2  =  log.J2-  log^/s,  .    .    .  (61) 

Let  us  designate  aT  by  a  single  letter  d,  then 

d  =  aT  =  ^-  (62) 

It  is  seen  that  the  natural  logarithm  of  the  amplitude  of  the  current 
faJls  by  a  constant  amount  d  during  each  complete  oscillation,  or 
cyde;  that  is,  d  is  the  decrement  per  cycle  of  the  logarithm  of  the 
amplitude  of  the  current.  This  quantity  d  is  called  the  logarithmic 
decrement  per  cycle,  abbreviated  Log,  Dec.  It  is  seen  that  the  Log. 
Dec.  of  q  is  the  same  as  that  of  i. 

In  terms  of  the  logarithmic  decrement  d  the  equations  (35)  and 
(37)  for  current  and  quantity  during  the  oscillatory  discharge 
of  the  condenser  may  be  written 

En        ^'^ 

i  =  -f^€"'r-sin  lat,  (63) 

Lid) 

q  =  VLC ^^ €'  t' sin  (u)t  +  tan-^  -')  •  (64) 

IV.  EXCITATION  BY  CURRENT  INTERRUPTION 

25.  The  Production  of  Oscillations  by  Buzzer  Excitation* — 
In  many  of  the  experiments  employed  in  high-frequency  measure- 
ments  electrical  oscillations  are  produced  by  excitation  of  the 
condenser  circuit  by  the  use  of  a  buzzer,^  which  acts  by  making 
and  breaking  a  current  flowing  in  an  inductance. 

The  accompanying  figure  (Fig.  5)  represents  a  battery  B 
supplying  current  to  an  inductance  L  through  an  interrupter  /. 
The  inductance  L  has  resistance  R,  and  is  shunted  by  a  condenser 
of  capacity  C. 

The  interrupter  J  is  here  represented  as  a  buzzer  with  its 
field  coil  Lo  also  shunted  by  a  condenser  Co. 

The  mathematical  theory  which  follows  applies  to  the  heavy 
line  circuit  LRC,  which  is  a  circuit  of  frequency  high  in  compari- 
son with  that  of  the  circuit  LqCq. 

^  This  form  of  buzzer  excitation  is  due  to  Zenneck,  Leitfaden  der  draMoaen 
TdegrapMe,  p.  3. 
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Let  US  measure  time  from  the  instant  of  interruption  of  current 
at  J.  Let  the  current  flowing  in  L  at  any  time  t  seconds  after 
the  interruption  be  i,  which  is  a  function  of  tj  and  let  the  charge 
in  the  condenser  C  at  the  same  time  be  q. 

Then 

i  =  dq/di.  (65) 

From  the  time  <  =  0,  when  the  circuit  is  broken  at  J,  there  is 
no  external  impressed  e.m.f.,  so  the  differential  equations  for 
current  and  quantity  are 

(66) 


«-^S  +  4  +  5 


and 


^-^dt^  +  ^dr  +  c 


(67) 


INI 

B 


■^5 


iJ 


L 


'Q 


Fio.  5. — Diagram  of  circuits  for  buzzer  excitation. 

The  complete  solution  of  (66)  and  (67)  gives 


h 


Mi 


(68) 


where  hi  and  k^  have  the  values  given  in  (i)  and  (ii),  Art.  8. 
The  initial  conditions  are 


and 


When  «  =  0,     z  =  J, 
when  «  =  0,     g  =  -  CRI, 


(69) 
(70) 


where  7  is  the  current  flowing  in  the  coil  L  at  the  time  of  inter- 
ruption at  /.  Equation  (70)  is  obtained  on  the  assumption  that 
the  current  is  in  practically  steady  state  immediately  before 
interruption,  so  that  the  counter  e.m.f.  in  the  coil  is  RI,  This  is 
the  potential  of  the  lower  plate  of  the  condenser  in  excess  of  the 
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upper  plate.  The  capacity  C  times  this  potential  gives  the 
charge  on  the  lower  plate  as  CRI;  but  the  upper  plate  is  regarded 
as  positive,  whence  the  negative  sign  in  (70).  The  charge  is 
-  CRI. 

If  now  we  introduce  the  initial  conditions  (69)  and  (70)  into 
the  pair  of  equations  (68),  we  obtain 

7  =  -4i  +  ^2,  (71) 

^CRI  =  ^  +  4-'  =  *^^\+/^^'-  (72) 

A  determination  of  the  il's  from  these  equations  may  be  made 
as  follows: 

From  (72),  by  the  relations  (v),  (vii),  and  (viii),  we  obtain 

-CRI  =  LC{(A^  +  A2)  (-a)  +MA,  -  At)}. 
Now  a  =  R/2L, 
whence 

T  =  -^1  +  -^2    .  j<a{Ai  -  A2) 
2        ■*"  2a         * 

This  equation,  combined  with  (71),  gives 

Ai  —  A2  =  al/jca, 

which  combined  with  (71)  gives 

^^  =  ^  +  2* 

A  «^    ^^ 

^^=-^  +  2' 

Substitution  of  these  values  of  Ai  and  A  2  into  the  equation 
(68)  for  i  gives,  in  view  of  (vi)  and  (vii), 

i  =  c-^'JAie^'"*  +  -426"-'*"'}  (73) 

.  ^['.(^ + ^) + g  (,« . .-«)  j 

—  -  €-•'  (co  cos  o)t  +  a  sin  cot) 

0) 


Wo?-  +  «« 


€-•*  sm 


By  (viii)  this  last  equation  gives 

/ 
coVLC 


in  (  at  +  tan""^ -)• 


i    =   Trrrrr  c"-'   SlU   (  Cof   +   taU"^- V 
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Equaiion  (74)  gives  the  current  in  the  coil  L  in  the  direction  of 
the  original  current  I,  at  a  time  t  seconds  after  the  interruption  of 
I  at  J. 

26.  On  the  E.M.F.  Induced  in  a  Very  Loosely  Coupled  Sec- 
ondary Circuit  by  Buzzer  Excitation. — In  the  preceding  sections 
there  has  been  discussed  the  oscillations  produced  in  a  circuit 
by  a  method  known  as  buzzer  excitation.  Oscillations  produced 
in  this  way  are  often  employed  to  impress  an  e.m.f .  on  a  secondary 
circuit  for  the  purpose  of  making  measurements  in  the  secondary 
circuit.  A  diagram  of  this  arrangement  of  apparatus  is  shown 
in  Fig.  6. 

The  oscillations  occurring  in  the  circuit  LC  impress  an  e.m.f . 
on  the  circuit  L2C2.    Let  us  now  specify  that  the  circuit  LtCt, 


V 


Primary 


U 


p 


Secondary 


U" 


M 


u 


Fig.  6. — Buzzer   excitation   of   primary   circuit   inducing  e.m.f.   in   secondary 

circuit. 

which  we  shall  call  the  secondary  circuit,  shall  be  so  far  away  from 
the  primary  circuit  LC  that  the  current  induced  in  the  secondary 
does  not  materially  influence  the  current  flowing  in  the  primary, 
and  let  us  determine  the  e.m.f.  induced  in  the  secondary  circuit. 
The  induced  e.m.f.  has  the  instantaneous  value  determined 
by  the  mutual  inductance  M  between  the  two  circuits  and  by  the 
time  rate  of  change  of  the  primary  current.     The  relation  is 


62 


-4;- 


(75) 


Substituting  in  (75)  the  value  of  i  from  (74)  and  performing 
the  differentiation,  we  have 


MI 


62  =  — .^-  €""'  {  —  a  sin  {<j)t  +  v?)  +  CO  cos  (coi  +  v?) }, 


where 


<p  =  tan 


-1 


CO 


a 
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Expanding  the  sine  and  cosine  terms  by  the  formulas  for  sines 
and  cosines  of  a  sum  and  noting  that 

sm<p  =  «/ V«^  +  a^  =  «VZC>  by  (viii),  and 

cos  <p  =  a\/LCj 
we  have 

^2  =  —  T-TT-  €"*"  sin  W«.  (76) 

LL(t) 

Equation  (76)  gives  the  instantaneous  value  of  the  e.m.f.  impressed 
on  a  loosely  coupled  secondary  circuit  by  buzzer  excitation  of  a 
primary  drduit 

Let  us  suppose  now  that  we  are  to  impress  different  frequencies 
of  e.m.f.  on  the  secondary  circuit  by  giving  C  in  the  primary 
various  values,  and  see  how  the  impressed  e.m.f.  depends  on 
the  frequency.  We  shall  get  the  result  only  approximately, 
by  supposing  that  the  decrement  of  the  primary  current  is  so 
small  that  o'  is  negligible  in  comparison  with  «*,  then  by  (viii) 

w*  =  1/LC  approximately, 

and  (76)  becomes 

C2  =  —  Af «/€""'  sin  (i)ty  approximately.  (77) 

Equation  (77)  gives  an  approximate  value  of  the  instantaneous 
vcdue  of  the  e.mj,  impressed  on  a  loosely  coupled  secondary  circuit 
by  a  primary  circuit  excited  by  a  buzzer  and  varied  as  to  frequency 
by  varying  the  condenser  in  the  primary  circuit.  The  induced 
e.m.f.  is  in  this  case  proportional  to  the  frequency  of  the  primary 
circuit — this  frequency  being  n  =  «/2ir. 


CHAPTER  III 

ENERGY   TRANSFORMATIONS    DURING    CHARGE    OR 

DISCHARGE  OF  A  CONDENSER 

27.  Notation,— 

p  =  Instantaneous  value  of  power, 

P  =  Average  power, 

W  =  Energy  stored, 

Wr  =  Energy  expended  in  a  resistance, 

Wi2  =  Energy  supplied  during  time  from  ti  to  U, 

Wt  ~  Energy  in  system  at  time  i, 

P  =  Mean-square  current, 

7  =  Square  root  of  mean-square  current  (R.M.S.  current). 

28.  General  Notions  Regarding  Power  and  Energy. — ^Let  us 
suppose  that  we  have  two  conducting  terminals  A  and  B  pro-> 
truding  through  the  side  of  a  room,  and  that  we  do  not  know  what 
kind  of  electrical  circuit  or  electrical  apparatus  is  within  the 
room,  except  that  it  is  such  that  when  we  connect  the  terminals 
A  and  B  to  a  given  electrical  system  outside  of  the  room,  the 
current  at  any  instant  flowing  out  at  B  has  the  same  magnitude 
as  the  current  flowing  in  at  A. 

Then  if 

i  =  the  instantaneous  value  of  current  flowing 

into  the  room  at  A,  and 
6  =^  the  instantaneous  excess  of  potential  at  A 

over  that  at  B, 

the  instantaneous  power  p  flowing  into  the  room,  or  supplied 
from  without  to  the  apparatus  within  the  room,  is 

p  =  ei.  (1) 

This  equation  is  based  immediately  upon  fundamental  defini- 
tions; for  the  excess  of  potential  e  oi  A  over  B  is,  by  definition 
of  potential,  the  work  that  must  be  expended  by  an  outside 
system  to  send  a  unit  quantity  of  electricity  from  A  to  B,    To 
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send  t  units  of  electricity  per  second  requires  an  amount  of  work 
per  second,  or  power,  equal  to  6  X  t. 

Returning  to  the  power  equation  (1)  let  us  note  that  either 
e  or  t,  or  both  of  them  may  be  negative.  Keeping  the  definitions 
of  i  and  e  given  above  and  merely  interchanging  the  letters  A 
and  B  attached  to  the  terminals  will  change  the  sign  of  both  e 
and  iy  but  will,  therefore,  not  aflfect  the  value  of  the  product  p. 
If  on  the  other  hand,  the  disposition  of  the  apparatus  within  the 
room  is  such  that  current  comes  out  at  A,  while  A  has  a  higher 
potential  than  By  then  the  instantaneous  power  is  negative,  and 
the  apparatus  within  the  room  is  at  the  given  instant  supplying 
power  to  the  apparatus  outside  of  the  room. 

The  energy  supplied  to  the  apparatus  within  the  room  from 
without,  during  a  time  extending  from  h  to  U,  is  the  time  integral 
of  the  power;  that  is 

Wi2  =  /I"  pdL  (2) 

29.  Power  Supplied  to  a  Perfect  Condenser. — Suppose  that 
the  two  terminals  A  and  B  that  were  thought  of  as  protruding 
from  a  room,  are  the  terminals  of  a  condenser  of  capacity  C 
The  condenser  will  be  defined  as  perfect  if  it  is  such  that  C  is 
constant  and  independent  of  g  in  the  equation 

q  =  Ce,  (3) 

where 

q  =  the  instantaneous  charge  upon  that  plate  of  the 

condenser  that  is  attached  to  the  terminal  A, 
e  =  the  excess  of  potential  of  A  over  By 
and 

C  =  the  capacity  of  the  condenser. 

The  relations  dealt  with  in  the  previous  chapters  assumed  that 
the  condensers  employed  were  perfect  condensers.  Unless 
otherwise  stated  the  condensers  throughout  the  book  will  be 
assumed  to  be  perfect. 

In  the  case  of  the  condenser  attached  to  the  terminals  A  and  B 
let 

i  =  the  instantaneous  current  flowing  in  at  -4, 

then 
i  =  dq/di.  (4) 
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Combining  equations  (1),  (3),  and  (4),  we  obtain  for  the  in- 
stantaneous power  p  supplied  to  the  condenser  the  value 

^^^~  CcW  2C    dt    ^  2     dt   '  ^^^ 

EquaJtion  (5)  gives  the  instantaneous  value  of  the  power  P  sup^ 
plied  to  the  perfect  condenser  of  capacity  C, 

SO.  Energy  Supplied  to  a  Perfect  Condenser. — The  energy 
Wi2  supplied  to  the  condenser  from  without  in  the  interval  of 
time  from  i^i  to  tz  is,  by  (2)  and  (5) 


Wu 

rt,  I 
~  i.  2C 

dt     *' 

°^r 

C  d{e') 
2    dt 

dt. 

Integrating,  we 

!  have 

Wii- 

2C 

C  (£,' 

m 

(6) 
in   which 

E^  and  Q2  =  difference  of  potential  and  charge 

respectively  at  the  time  ^2, 
E\  and  Qi  =  these  quantities  at  the  time  t\. 

It  is  seen  that  the  energy  W\%  supplied  to  the  condenser  depends 
only  upon  the  initial  and  final  state  of  the  charge  of  the  condenser, 
and  is  independent  of  the  time  required  to  effect  the  modification 
of  the  charge. 

Equaiion  (6)  gives  the  energy  that  must  be  supplied  to  the  con- 
denser to  raise  the  charge  from  Qi  to  Q2  {or  its  potential  from  Ei 
toEz). 

It  is  to  be  noted  that  if  Q2  =  ±  Qi,  W12  =  0;  thai  is,  during 
any  process  in  which  the  charge  of  the  condenser  is  taken  from  a 
given  value  through  any  modification  and  brought  back  to  the  initial 
value,  or  its  negative,  the  energy  supplied  to  the  condenser  from 
without  is  zero. 

Whatever  energy  is  supplied  to  increase  the  charge  of  the  con* 
denser  is  stored  in  the  static  field,  and  is  completely  recovered 
when  the  condenser  is  brought  to  its  initial  state  of  charge,  or  to  an 
equal  charge  of  opposite  sign. 
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If  the  condenser  is  initially  uncharged,  Qi  =  0,  and  by  equation 
(6) 

Equation  (7)  gives  the  energy  W  required  to  charge  a  condenser 
of  capacity  C  from  an  initially  uncharged  state  to  a  final  charge  Q, 
with  fi^al  potential  difference  E. 

31.  Power  and  Energy  Supplied  to  a  Resistanceless  Induc- 
tance.— If  the  two  terminals  A  and  B  in  the  preceding  illustra- 
tion are  the  terminals  of  a  resistanceless  inductance,  and  if 

.  i  =  the  current  flowing  in  at  A, 

then  the  counter  e.m.f.  of  the  inductance  will  be 

y  di 

This  will  be  the  excess  of  potential  of  A  above  that  of  B,  and  the 
power  supplied  to  the  inductance  will  be,  by  (1) 

J  ,di       L  d{i^)  ... 

The  energy  Wu  supplied  to  the  inductance  during  the  time 
from  ti  to  <2  is  seen  by  (2)  and  (8)  to  be 


Tr.=  \l'-^^i  =  lm.^-i.^),  (9) 


where 


/2  =  current  flowing  in  the  inductance  at  the  time  <2, 
/i  =  corresponding  current  at  the  time  ti. 

Equation  (8)  gives  the  power  p  supplied  to  the  inductance  at  the 
time  U 

Equation  (9)  gives  the  energy  W12  supplied  to  the  inductance 
L  to  change  the  current  in  the  inductance  from  /i  to  1 2. 

It  is  to  he  noted  that  if  1 2  =  ±/i,  1^12  =  0;  that  is,  in  any 
process  during  which  the  current  starts  at  the  value  /i,  goes  through 
any  changes  whatever  and  returns  to  /i  or  to  — /j,  the  total  energy 
supplied  to  the  resistanceless  inductance  is  zero.  Whatever  energy 
is  supplied  to  it  while  the  absolute  value  of  i  is  increasing  is  stored 
in  the  magnetic  field  and  is  recovered  when  the  absolute  value  of  i 
is  again  reduced  by  an  equal  amount. 

If  the  initial  current  flowing  in  the   inductance  is  Ii  =  0, 
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and  the  final  current  is  I^  =  /,  equation  (9)  gives  for  the  energy- 
stored  in  the  inductance  the  value 

W  =  ^LIK  (9a) 

EquaJtum  (9a)  gives  the  value  of  the  energy  stored  in  the  iriduc- 
tance  L  when  traversed  by  a  current  /. 

32.  Power  and  Energy  Supplied  to  a  Resistance. — When  a 
current  i  flows  through  a  resistance,  the  counter  e.m.f.  of  the 
resistance  is  Ri,  so  that  the  power  suppUed  to  the  resistance  at 
any  instant  is 

p  =  Ri\  (10) 

The  energy  supplied  during  a  time  from  ti  to  tt  is 


12  =  R  I  f 


Wii  =  R  \  i^dt.  (11) 

Equations  (10)  and  (11)  give  respectively  the  instantaneous  power 
p,  and  the  energy  Wn  supplied  from  ti  to  <2i  to  a  resistance  R. 

It  is  to  he  noted  that  whether  i  is  positive,  negative,  increasing, 
diminishing  or  steady,  i*  is  positive  and  every  increment  of  time 
during  which  current  is  flowing  in  the  resistance  adds  to  the  energy 
expenditure. 

33.  Logarithmic  Decrement  of  Energy  of  the  Circuit  During 
the  Discharge  of  a  Condenser. — Let  us  consider  that  a  condenser 
of  capacity  C  has  been  charged  to  an  initial  potential  difference 
E  and  is  allowed  to  discharge  through  a  resistance  and  inductance, 
and  let  us  determine  the  energy  resident  in  the  inductance  and 
capacity  at  any  time  f  seconds  after  the  beginning  of  the  discharge. 

In  general;  at  the  time  t,  the  condenser  has  a  charge  q  given  by 
equation  (47),  Art.  19,  and  there  is  flowing  through  the  in- 
ductance a  current  i  given  by  (46),  Art.  19. 

The  total  energy  resident  in  the  system  is 

W  =  ^  +  ^,  (12) 

If  we  replace  q  and  i  by  their  values  from  (46)  and  (47),.  Art.  19, 
we  obtain 

LC   E^ 


^-^  L'«'  *"'"  '^'  ("'  +  *^"-'  I) 


+  ^  L?i  *""'  ^'"'"'' 


J?2 
=    -   -     —  f~2at 

2Lw2 


sin*  {o)i  +  tan-»  "^j  +  sin*  wt  \  •         (13) 

a'  J 
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This  is  the  electrical  energy  resident  in  the  system  at  any  time  . 
L    If  now  we  take  any  two  times  t  and  t+T,  where  T  is  one 
whole  period  of  oscillation,  the  sine  terms  will  be  identical  at  t 
and  t+T,  and  we  shall  have  as  the  ratio  of  the  energies  in  the . 
system  at  the  two  times 


whence 


=  €^r, 


log  Wi  -  log  TTi+r  =  2aT  =  2d,  (14) 

where 

d  =  aT, 

and  is  the  logarithmic  decrement  of  current  or  quantity  per 
cycle. 

Equation  (14)  gives  the  logarithmic  decrement  of  electrical  energy 
in  a  condenser  and  indxictance  during  discharge,  and  shows  by 
comparison  toith  (61)  of  Art.  24  thai  the  log.  dec.  of  energy  per 
cycle  is  twice  (he  log.  dec.  of  current  or  qwmtity  per  cycle. 

34.  Energy  Expended  in  Resistance  During  Condenser  Dis- 
charge.— ^In  the  preceding  paragraph,  we  have  examined  the 
energy  resident  in  the  condenser  and  inductance  during  the  dis- 
charge of  a  condenser.  We  shall  now  attack  the  complementary 
problem  of  determining  how  much  energy  has  been  dissipated 
in  the  resistance  from  the  beginning  of  the  discharge  to  a  time 
t  seconds  thereafter. 

If  the  time  extends  from  t  =  0  to  t  =  t,  the  expended  energy 
by  (11)  is 

Wn  =  R  f^i^dt.  (16) 

Letting  the  initial  value  of  condenser  potential  be  E,  we  have, 

equation  (46),  Art.  19, 

E^ 

i^  =  T^~i  €"'**'  8in^«< 

Substituting  this  value  of  t*  into  (15)  we  obtain 
RE^ 


^'  =  ro/o^-^'«i^^«^' 


RE^  rt   1  -  cos  2a)t 

1/20)2  Jo 


€ 


-...  isu^J:^  dt 


\—^  -  ,    ,- COS (2o)t -' -  tan -^^1 '(16) 

[-4a      4v'a»+w*       V  -a/ Jo 
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This  expression  can  be  simplified  by  noting  the  trigonometric 
relation 

cos(a;  +  y)  cos  (x  —  y)  =  1  —  sin^x  -  3in*y, 
whence 

co8(x  +  y)  =  1  -  «i°'^  -  f 'y  (16a) 

^'  cos(x  —  ?/) 

Now 

-  cos  (2(at  -  tan-i  J*L\  =  ^os  (2«<  +  tan-^  -)  (17) 

If  now  we  let 

z  =  (at  +  tan~^(«/a) 

y  =  w^ 
and  employ  (16a),  equation  (17)  becomes 

—  cos  I  2o)i  —  tan^  —  )  = 

\  —a/  a 

1  -  sin^Li  +  tan-i  ^ j  -  sin^  w^        (18) 

This  result  introduced  into  (16)  gives,  on  replacing  a*  +  «* 
and  a  by  their  values  from  (viii)  and  (v),  Art.  8, 

EquaJtion  (19)  gfzt;6S  iAe  energy  Wr  expended  in  the  resistance 
R  during  the  discharge  of  the  condenser  in  the  interval  of  time  from 
the  beginning  of  the  discharge  to  t  seconds  thereafter j — the  condenser 
being  originally  charged  to  a  potential  difference  E. 

It  is  to  be  noticed  that  this  energy  expanded  in  the  resistance  + 
the  energy  left  in  the  circuit  (13)  is  E^C/2,  which  is  the  energy  origi- 
nally in  the  condenser. 

It  is  also  to  be  noticed  that  if  we  make  t  infinite,  the  terms  in- 
volving  t  in  (19)  become  zero,  and  the  total  energy  expended  in  the 
resistance  becomes 

Wn  =  E^C/2,  (20) 

so  that  the  energy  lost  in  the  resistance  is  the  total  energy  of  the 
condenser  charge. 

36.  Average  Current  and  Mean-square  Current  During  N 
Complete  Condenser  Discharges  per  Second. — If  we  suppose 
that  the  condenser  is  charged  N  times  per  second,  and  after  each 
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charging,  the  charging  source  is  removed  and  the  condenser  is 
discharged  through  a  current-measuring  instrument  whose 
deflections  are  proportional  to  the  average  current,  we  should 
have  a  measiu^  of  the  average  current  of  the  N  discharges  per 
second. 

If  we  assimie  that  each  discharge  is  practically  complete,  we 
can  easily  calculate  this  average  current  from  fundamental 
considerations^  as  follows. 

The  quantity  of  electricity  flowing  from  the  condenser  at  each 
discharge  is  its  original  charge  =  CE.     Per  second  the  quantity 
is  N  times  this,  so  that 
The  average  current  for  N  complete  discharges  per  second 

=  NCE  =  NQ.  (21) 

On  the  other  hand,  certain  types  of  current-measuring  in- 
struments read  the  square  root  of  the  mean-square  current 
(R.M.S.  current).  This  is  true  of  hot-wire  ammeters,  thermal- 
junctions,  dynamometers,  etc. 

We  shall,  therefore,  calculate  from  elementary  considerations 
the  R.M.S.  current  during  N  complete  condenser  discharges  per 
second. 

If  there  are  N  discharges  per  second,  the  energy  dissipated 
in  the  resistance  R  of  the  circuit  per  second  (that  is,  the  average 
power  P  dissipated)  is  by  (20) . 

P  =  NE^C/2.  (22) 

This  average  power  divided  by  R  gives  the  mean-square 
current,  hence 

where  /*  with  a  dash  over  it  means  the  mean-square  current. 

Taking  the  square  root  of  the  mean-square  current  (23),  we 
obtain 

R.M.S.  current  for  N  complete  discharges  per  second 

=  7  =  ^^-  (24) 

EguaJtions  (21)  and  (24)  give  respectively  the  mean  current  and 
the  R,M,S.  current  obtained  from  N  conderhser  discharges  per 
second.  The  condenser  is  charged  each  time  to  a  potential  differ- 
ence E,  the  charging  source  is  removed^  and  the  condenser  is  then 
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discharged  through  any  inductance  L  and  resistance  iZ.  The  in- 
diLCtance  of  the  circuit  is  found  to  be  immaterial,  provided  the  dis-- 
charge  is  complete. ' 

In  the  case  of  the  ojoerage  current^  both  inductance  and  resistance 
are  immaterial.  The  number  of  discharges  N  per  second  is  sup- 
posed to  be  suffidenUy  small  to  permit  practically  complete 
discharges. 

36.  Energy  Lost  in  the  Resistance  of  the  Circuit  During  the 
Charging  of  a  Condenser. — We  shall  next  prove  a  very  interesting 
fact  concerning  loss  of  energy  when  a  condenser  is  charged  by 
applying  a  constant  e.m.f.  E. 

During  the  process  of  charging  a  condenser  through  any  re* 
sistance  and  inductance  under  the  action  of  a  constant  im- 
pressed e.m.f.  E,  the  energy  lost  in  the  resistance  of  the  circuit 
from  time  0  to  <  is 

W^  =  Rp^  iHt,  (25) 

where  t  is  measured  from  the  beginning  of  the  charge. 

It  is  to  be  noticed  that  i^  during  the  charge  is  of  the  same  form 
as  t*  during  discharge  (equations  (48)  and  (46),  Art  19)  so 
that  (25)  when  integrated  gives  the  same  result  as  (19),  and  when 
t  is  made  infinite  (see  (20)) 

Tr«  =  ^  (26) 

Equation  (26)  gives  the  energy  dissipated  in  the  resistance  of 
the.  circuit  when  a  condenser  C  is  charged  by  the  application  of  a 
constant  e.m.f.  E.  This  amount  of  energy  dissipated  is  inde^ 
pendent  of  the  indiuiance  and  resistance  through  which  the  con-- 
denser  is  charged.  This  energy  dissipated  is  equal  in  amount  to 
the  energy  finally  delivered  to  the  condenser ,  equation  (7),  so  that 
the  efficiency  of  the  process  of  charging  a  condenser  from  a  constant 
e.m.f.  applied  through  any  inductance  and  resistance  to  the  con- 
denser  is  J^;  which  means  that  in  order  to  deliver  any  given  amount 
of  energy  to  a  condenser  by  applying  a  constant  e.m.f.  an  equal 
amount  of  energy  must  be  dissipated  in  the  resistance  of  the  circuity 
however  small  we  make  that  resistance. 

37.  Energy  and  Power  Supplied  to  a  Condenser  Circuit  Excited 
by  Current  Interruption. — Reference  is  made  to  Fig.  5,  Chapter 
II,  which  shows  a  circuit  LRC  excited  by  sending  a  practically 
steady  current  /  through  L  and  interrupting  the  current  in  the 
feed  line. 
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After  each  interruption  of  the  feed  circuit  at  J,  if  the  oscilla- 
tions in  the  LRC  circuit  have  time  to  die  practically  to  zero 
before  a  new  make  of  the  interrupter,  the  energy  expended  in  the 
resistance  R  is 

TT  =  ^  +  ^Y-,  (27) 

as  may  be  seen  from  the  principle  of  the  conservation  of  energy, 
since  the  first  of  these  terms  is  the  energy  in  the  inductance  and 
the  second  is  the  energy  in  the  condenser  at  the  beginning  of  the 
discharge. 

If  there  are  N  makes  and  breaks. of  current  at  J  each  second, 
the  energy  per  second  (mean  power  P)  dissipated  in  this  circuit  is 

p^^^LP±Cm^y  (28) 

Equustion  (28)  gives  the  (werage  jnywer  P  delivered  to  the  OdciU 
latory  circuit  LRC  and  expended  in  that  circuit,  provided  the 
circuit  is  actuaied  by  making  and  breaking  a  current  J,  N  times 
per  second  J  at  J  {Fig,  5,  Chapter  II),  and  provided  the  interrup- 
tions are  sufficiently  infrequent  to  allow  a  practically  complete  dis- 
charge of  the  inductance  between  interruptions,  and  provided  the 
feed  current  I  has  time  to  come  to  a  steady  state  in  L. 


CHAPTER  IV 

THE  GEOMETRY  OP  COMPLEX  QUANTITIES 

38.  Utility. — In  the  mathematical  treatment  of  periodic  phe- 
nomena a  considerable  simplification  is  made  by  the  use  of  imagi- 
nary and  complex  quantities.  As  aids  to  the  memory,  the  complex 
quantities  may  be  represented  geometrically  by  simple  diagrams, 
which  are  easier  to  remember  than  the  algebraic  formulas.  By 
the  use  of  a  simple  set  of  rules  for  the  geometrical  representation 
of  algebraic  quantities  and  algebraic  operations  (rules  due  to 
Argand  and  Demoivre)  many  of  the  algebraic  manipulations 
may  be  performed  by  the  aid  of  geometrical  constructions;  and 
the  final  results  obtained  may  be  reinterpreted,  if  necessary,  into 
algebraic  symbols  for  the  purposes  of  calculations. 

39.  Representation  of  Real  Quantities. — Real  quantities  are 
represented  along  a  horizontal  axis.  This  axis  is  called  the  axis 
of  reals.  As  in  analytical  geometry,  the  numerical  magnitudes 
of  the  real  quantities  are  represented  by  lengths  proportional  to 
these  magnitudes.  Positive  values  of  real  quantities  are  rep- 
resented by  lengths  drawn  to  the  right  along  the  axis  of  reals, 
from  some  arbitrary  origin;  negative  values  are  represented  by 
lengths  drawn  to  the  left  from  the  origin. 

A  negative  quantity  may  be  looked  upon  as  making  an  angle 
of  180°,  or  180°  +  n  360°  with  the  positive  axis  of  reals;  while  a 
positive  quantity  makes  an  angle  0°  +  n  360°  with  this  axis, 
where  n  is  an  integer. 

Let  us  examine  the  result  obtained  by  multiplying  +a  by 
—  6.  The  result  is  —  a6,  a  quantity  having  a  magnitude  equal 
to  the  product  of  the  magnitude  of  the  factors,  and  an  angle 
(180°)  equal  to  the  sum  of  the  angle  of  the  factors. 

Likewise,  the  product  of  —a  by  —6  is  +a6,  a  quantity  as  be- 
fore having  a  magnitude  equal  to  the  product  of  the  magnitudes 
of  the  factors  and  an  angle  (360°)  equal  to  the  sum  of  the  angles 
of  the  factors,  since  a  line  making  an  angle  of  360°  with  the 
positive  axis  is  coincident  with  a  line  making  0°  with  this  axis. 

As  a  third  example,  the  multiplication  of  a  quantity  a  by  —  1 
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reverses  it,  and  a  double  multiplication  of  o  by  —  1  is  equivalent 
to  a  double  reversal,  or  rotation  through  180°  +  180°. 

40.  Representation  of  Imaginary  Quantities.  Argand's 
Method. — The  quantity  \/— 1  is  a  number  that  miJtiplied  by 
itself  gives  —  1.  Also  the  double  application  of  V  — 1  to  a 
quantity  a  as  a  multiplier  gives  —a:  this  result  is  equivalent 
to  the  result  obtained  by  rotating  a  through  an  angle  of  180°. 
Consistent  with  this  and  with  the  fact  that  with  real  quantities 
double  multipUcation  resulted  in  the  addition  of  angles,  let  us 
postulate  that  the  single  operation  of  multiplying  by  y/  —  l 
amounts  to  a  changing  of  a  into  a  position  it  would  have  if 
rotated  through  90°.  That  is,  we  shall  represent  geometrically 
\/  —  1  X  a  by  a  length  a  along  an  axis  perpendicular  to  the  axis 
of  reals. 

This  vertical  axis  is  called  the  axis  of  imaginaries.  The  + 
and  —  sign  before  imaginary  quantities,  as  before  real  quantities, 
shows  opposition  in  direction;  that  is,  +\/— 1  a  and  —y/  —  !  a 
have  opposite  directions  along  the  axis  of  imaginaries  as  shown 
in  Fig.  1.  A  detailed  consideration  of  this  niethod  of  represent- 
ing real  and  imaginary  quantities  along  two  mutualj>y  perpen- 
dicular axes  in  the  same  plane  shows  that  the  system  is  entirely 
self-consistent.  In  order  to  avoid  repeatedly  writing  v^— 1, 
we  shall  follow  the  prevailing  custom  in  electrical  engineering 
and  adopt  the  symbol  j  for  this  quantity;  that  is 

j  =  V^  .  (1) 

P=  -1. 

41.  Representation  of  Complex  Quantities. — The  complex 
quantity  o  +  bj  shall  be  represented  by  the  directed  sect,  or 
vector,  OP,  with  a  component  a  along  the  axis  of  reals  and  a 
component  bj  along  the  axis  of  imaginaries.  Fig.  2.  The  directed 
sect,  or  vector,  OP  may  be  called  the  vectorial  representation 
of  the  complex  quantity,  or  briefly  the  vector  OP  may  be  called 
the  vector  a  +  bj. 

A  vector  has  magnitude  and  direction.    The  magnitude  of  the 
vector  OP  is  the  length  of  OP.  which  is 

Va^  +  b^  =  r  (say).  (2) 

The  direction  of  OP  is  determined  by  the  angle  ^,  which  has 
the  value 

<p  =  tan~^  -.  (3) 
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The  polar  codrdinates  of  the  point  P  are  r  and  <p;  and  we  may 
also  describe  the  vector  OP,  or  the  complex  quantity  a  +  bj, 
which  it  represents,  by  a  function  of  the  coordinates  r  and  ip. 
We  shall  now  find  two  different  expressions  for  this  function, — 
one  in  trigonometric  form,  and  the  other  in  exponential  form. 


-a 


> 


-v^a 


V 

Fio.  1. — Representation  of  real 
and  imaginary  quantities. 


Fig.  2. — Representation    of    a    com- 
plex quantity  a  +  hj. 


42.  Trigonometric  Expression  for  a  Vector. — Let  us  take  the 
complex  quantity  d  +  bjy  and  express  it  in  terms  of  r  and  <p, 
where 

r  =  VaM-'frS  (4) 


From  (5) 


<p  =  tan"'  - 
a 


tan  <p  =  b/a, 
sin  ^  =  6/r, 


cos  ip  =  a/r» 


(5) 

(6) 
(7) 
(8) 


If  we  multiply  and  divide  a  +  bj  by  r,  we  have  the  identity 

a  +  bj  =  r(cos  ip  +  j  sin  ip) .  (9) 

The  function  r(co8  <p  +  j  sin  <p)  is  the  trigonometric  polar  co- 
ordinate  expression  for  the  complex  quantity  a  +  bj,  or  for  the 
vector  OP,  Fig.  2. 

43.  Exponential  Expression  for  the  Vector  OP.  Demoivre's 
Formula. — Another  form  of  expression  for  the  vector  OP  in 
polar  coordinates  may  be  obtained  by  examining  the  series 
expansions  of  cos  ip,  sin  ip,  and  ^;  to  wit 


(p^      tp^ 
cos  V  =  1  -  2i  +  4]  - 


(10) 
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^       ^^  1  ^    2!     ^    3!    ^ 
By  combining  these  quantities  we  have 

cos  ^  +  j  sin  ^  =  e**; 
whence  by  equations  (9)  and  (13) 

a  +  bj  =  r^, 


(11) 


(12) 


(13) 


(14) 


in  which  r  is  the  length  of  the  vector  a  +  bj,  and  ip  is  the  angle  of 
the  vector  expressed  in  radians. 

EquaJtion  (14)  gives  a  very  convenient  polar  co&rdinate  expres- 
sion for  a  vector  of  length  r  making  an  angle  <p  radians  wiOt  the 
axis  of  reals,  Fig.  3. 


Fio.  3. — Pola^-co^rdinAte  repre- 
sentation of  rci^. 


Fio.  4. — Uniform  circular  motion. 


44.  Exponential  Expression  for  a  Uniform  Circular  Motion. — 
If  ^  is  the  angle  of  the  vector  r^,  and  if  this  angle  is  made  to 
vary  uniformly  with  the  time,  we  may  write 

^  =  cd,  (15) 

where  co  is  a  constant. 

Under  these  conditions  the  vector,  Fig.  4,  indicated  by  OP 
revolves  around  the  point  0  with  uniform  velocity  w  in  a  positive 
direction,  as  indicated  by  the  arrow.     The  function 

r€^  =  r6^'*^  (16) 

therefore  represents  a  uniform  circular  motion  in  which  the 
angle  <*>  radians  is  described  in  a  unit  time. 

T?ie  angle  w  described  per  unit  time  is  cdUed  the  angviar  velocity 
of  the  revolution. 
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For  the  radius  OP  to  move  through  an  angle  2ir  radians  (i,e., 
once  around)  requires  a  time  T  such  that 


or 


2ir  =  «r, 

T  =  2ir/«. 


(17) 
(18) 


T  given  by  (18)  is  the  period  of  revolvJtion. 

46.  The  Addition  of  Complex  Quantities,  and  the  Summation 
of  Vectors, — Returning  now  to  general  elementary  considera- 
tions, let  us  suppose  that  we  have  two  complex  quantities 


2i  =  ai  +  6ij 


and 


(19) 


22   =   ^2  +  &2j. 

By  direct  algebraic  addition  their  sum  z  is  seen  to  be 

z  =  Zi  +  Z2  =  ai  +  a^  +  {hi  +  h^j. 


(20) 


From  this  it  is  seen  that  the  geometrical  representation  of 
Zy  which  is  the  sum  of  the  complex  quantities  Zi  and  z^y  is  ob- 


««  0 

Fig.  5. — Addition  of  vectors 


tained  by  laying  oflf  Oi  +  a2  on  the  axis  of  reals,  giving  the  point 
Xy  Fig.  5,  then  at  a:  a  length  6i  +  h%  must  be  laid  ofiF  in  the  direc- 
tion of  the  axis  of  imaginaries.  This  brings  us  to  the  point  P. 
The  vector  OP  is  Zy  the  sum  of  Zi  and  z^- 

If  now  through  the  points  M  and  N  respectively  we  draw  the 
vertical  line  MS  and  the  horizontal  line  NSy  and  join  the  inter- 
section point  S  with  0  and  P,  we  see  that  OS  and  SP  are  in 
magnitude  and  direction  equivalent  to  Zi  and  z^  respectively. 

Therefore,  the  geometrical  sum  of  two  vectors  zi  and  2j  is 
obtained  by  putting  z^  on  the  end  of  Ziy  and  joining  the  beginning 


Chap.  IV]      GEOMETRY  OF  COMPLEX  QUANTITIES    47 


of  Zi  with  the  end  of  Zi.  The  same  result  is  obtained  if  Zi  is 
put  on  end  of  Zt,  as  shown  by  dotted  lines  in  Fig.  5.  The  sum  is 
again  the  vector  OP  and  is  now  obtained  by  joining  the  beginning 
of  the  dotted  Zi  to  the  end  of  the  dotted  22. 

In  like  manner,  the  vector  z  is  the  sum  of  the  vectors  Zi,  02, 
«3,  Zi,  Zsf  in  Fig.  6.  The  vector  sum  of  Zi,  z%,  .  .  .  z^  is  independ- 
ent of  the  order  of  the  addition  of  terms.  For  example,  if  the 
order  zi,  25,  z%j  z^,  z^  be  taken  the  construction  in  Fig.  7  is  obtained, 
which  has  the  same  sum  as  that  obtained  in  Fig.  6. 


Fio.  6. — Addition  of  five  vectors. 


Fio.  7. — Addition  of  same 
vectors  in  different  order. 


46.  The  Multiplication  of  Complex  Quantities,  and  the  Geo- 
metrical Representation  of  the  Product. — Given 


2i  =  fli  +  hij 

Z2   =   612  +  h^i' 


(21) 


L«t 


ri 


=  tan 


(22) 


tan-i h 


Oi 

h. 


(23) 


Let  it  be  required  to  find  the  product  of  zi  and  z^.  We  shall 
annunciate  the  rule  in  advance  of  proof. 

Rvle. — The  product  of  two  complex  quantities  Zi  and  Z2  [,a8  we 
shaU  immediately  prove)  is  a  new  complex  quantity  represented  by  a 
length  rifj  and  making  an  angle  <pi  +  <p2  with  the  positive  axis  of 
reals.  That  is,  the  result  of  multiplying  together  of  two  complex 
qtiantities  is  obtained  by  multiplying  their  magnitudes  and  adding 
their  angles. 
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Two  proofs  of  this  proposition  follow; 

Exponential  Proof. — Put  Zi  and  zt  into  their  exponential  forms 

Zi  =  ri€^', 
22  =  rte^^] 

whence  by  direct  multiplication 

21^2  =  rir2€^'^**»+'^>.  (24) 

The  product  has,  therefore,  the  product  of  Vi  and  tt  for  its 
magnitude,  and  the  sum  of  the  angles  ipi  and  (pt  for  its  angle. 

Altemaiive  Proof, — The  convenience  of  the  use  of  the  ex- 
ponential function  in  operations  involving  multiplication  is 
evident  from  the  preceding  paragraph.  Let  us  compare  with  it 
the  more  involved  process  of  direct  multiplication  of  the  algebraic 
form  of  the  complex  quantities. 

Writing 

2i  =  ai  +  6ij, 

Z2   =  flt2  +  fe2i, 

and  taking  the  product,  we  have 

z\Zi  =  axa%  —  6i6j  +  {aM  +  ojftOj.  (25) 

Now  as  in  equations  (7)  and  (8) 

a\  =  fi  cos  ip\y  b\  =  Ti  sin  (p\, 

a^  =  r^  cos  ipty  &2  =  f%  sin  ^. 

These  values  introduced  into  equation  (25)  give 

ZiZ%  =  rir2{(cos  ipi  cos  ip2  —  sin  ipi  sin  ^)  + 

j(cos  ip\  sin  <pt  +  cos  ipt  sin  <pd  ] 

=  rir2  {cos(^i  +  ^2)  +  i  sin  (^1  +  ^) }  (26) 

This  equation  compared  with  (9)  shows  that  the  product  of 
Z\  and  Zt  has  the  product  of  their  magnitudes  for  a  magnitude, 
and  the  sum  of  their  angles  for  an  angle. 

47.  Division  of  Complex  Quantities. 

Rule, — Divide  the  magnitudes  and  subtract  the  angles. 

Proof. — Using  the  exponential  forms  given  just  above  equation 
(24),  we  have 

Z%        Ta 
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Example. — Divide  ri^  by  a  +  bj. 

whence 


48.  To  Raise  a  Complex  Quantity  to  the  nth  Power. 

Rule. — Raise  the  magnitude  to  the  nth  power  and  take  n  times 
the  angle. 
Proof.— 

^n  ^    {^^jn   ^^n^  (28) 

Example. — 

(a  +  hjT  =   ( V^2-+52)n  ^n  tan  -  (6/a)^  (gQ) 

49.  To  Extract  the  nth  Root  of  a  Complex  Quantity. 

Rvle. — Take  the  nth  root  of  the  magnitude  and  -ih  of  the  angle. 
Proof.— 

^q  =  ^z^^  =  v^€^■^/^  (30) 

60.  Integration  by  the  Use  of  Exponentials. — ^As  an  example 
of  the  use  of  the  above  principles  let  it  be  required  to  inte- 
grate €«*  cos  (cot  +  <p)  with  respect  to  t. 

Liet  the  abbreviation  r.p.  be  an  abbreviation  for  the  words 
real  part  of. 

By  equation  (13) 

cos  (cot  +  ip)  =  r.p.  €^<«'+*'>, 
whence 

y€^  cos(cot  +  ip)dt  =  r.p.y€^+-'"^"'+''>(ft  (31) 

^•P-  a  +  M 

by  direct  integration, 

s=  r.p. — 7 —         -€  o, 

by  (27), 
€°*cos  (cot  +  ^  —  tan"^- j 

51.  Caution  Regarding  Use  of  Antitangents. — In  the  use  of 
a,ntitanf^ent8  of  ratios  such  as  occiu*  in  the  preceding  problem,  it  is 

4 
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important  carefully  to  attend  to  the  signs  of  quantities  occurring 
in  the  ratios,  for 

tan-i  (-o)/a)  =  -tan-^  (w/a),  (32) 

tan~^  ((f)/  — a)  =  ir  —  tan~^  («/«),  (33) 

tan~*  (  — «/  — a)  =  v  +  tah""^  (w/a).  (34) 

62.  Problems. — In  the  following  problems  j  =  V  — 1;^,  6,  r 
and  (p  are  real  quantities. 
Abbreviations:  r.p.  =  "real  part,"  i. p.  =  "imaginary  part." 

Find  r.p.  and  i.p.  of 
1.  r€-J> 

2    ?UL^> 

02   +  OiJ 


jai  -h  6ii 


3.  -v/ 7~~r~.7  express  result  in  terms  of  antitangents. 

Mat  +  br 

4.  Integrate 

Prove 

5.  c/'/a  =  J, 

6.  e-^*'/2  =  -j, 

7.  e''  =  -  1, 

8.  €^^'  =  1. 

9.  Using  exponentials  prove  that 
y*  sin  Xdx  =  —  cos  x. 

10.  Show  that 

y*C08*  cotdt  is  not  equal  to  r.p.  J^  l^\^. 


CHAPTER  V 


CIRCUIT  CONTAINING  RESISTANCE,  SELF  INDUC- 
TANCE, CAPACITY,  AND  A  SINUSOIDAL 
IMPRESSED  ELECTROMOTIVE  FORCE 

63.  Sketch  of  Method. — If  a  circuit,  Fig.  1,  contains  in  series 
a  resistance  R,  self  inductance  L  and  a  capacity  C,  and  has 
impressed  upon  it  a  sinusoidal  e.m.f.,  E  sin  co<,  the  diflferential 
equation  for  the  current  in  the  circuit  is 


E  sm  (at  =  Lrj-  +  Ri  H — 7,-  • 

at  C 


(1) 


Fio.  1. — Circuit  containinK  sinusoidal  e.m.f. 

For  reference  let  us  write  down  the  equation 


(2) 


The  complete  solution  of  (1)  is 

(a)  the  complete  solution  of  (2),  plus 

(b)  any  particular  solution  of  (1). 

The  proof  of  this  is  as  follows:  Equations  (1)  and  (2)  when 
freed  of  the  integral  sign  by  differentiation  are  differential  equa- 
tions of  the  second  order.  Their  general  solutions  must  contain 
two  arbitrary  constants,  and  any  solution  found  for  the  equation 
(1)  and  found  to  have  two  arbitrary  constants  is  complete.  Now 
(a)  reduces  the  right-hand  side  of  (1)  to  zero  and  contains  two 

51 
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arbitrary  constants;  (b)  reduces  the  right-hand  side  of  (1)  to  its 
left-hand  side;  therefore,  since  the  right-hand  side  of  (1)  and  (2) 
is  homogeneous  and  of  the  first  degree  (linear)  the  sum  of  (a) 
and  (b)  reduces  the  right-hand  side  of  (1)  to  the  left-hand  side  and 
contains  two  arbitrary  constants.  This  sum  is,  therefore,  the 
complete  integral  of  (1). 

We  have  already  found  (6)  the  complete  integral  of  (2)  in 
Chapter  II,  equation  (17) ;  namely, 

where  ki  and  ki  have  the  values  given  in  equations  (i)  and  (ii) 
at  the  beginning  of  Chapter  II,  and  Ai  and  A  2  are  two  arbitrary 
constants. 

64.  The  Particular  Solution  of  (1). — It  remains  only  to  find  a 
particular  solution  of  (1).     To  find  this  let  us  replace 

EsinoithyEe^, 

solve,  and  take  1/j  times  the  imaginary  part  of  the  result. 
This  substitute  equation  is 

Be*<-  =  L^  +  fit  +  ^-  (4) 

Of  this  equation  we  need  only  a  particular  solution.     This  is 
seen  to  be  of  the  form 

i'l  ^A^^,  (5) 

as  may  be  seen  by  direct  substitution  in  (4),  giving 

fi^«*  =  Aei<^{Ljw  +  R  +  ^},  (6) 

which  is  the  condition  under  which  (5)  is  a  solution  of  (4). 
This  condition  (6)  reduces  to 

A ^ 


B+i(L«-A.)  (7) 

Substitution  of  (7)  in  (5)  gives  for  the  required  particular 
solution  of  (4) 

EtJ<^ 


i'i  = 


R+j(L.-^J  ^'> 
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Adopting  the  usual  notation,  let  us  write  an  abbreviation 

X  =  Lo)  -  tJ-  (9) 

Ceo 

This  quantity  X  is  called  the  Reactance  of  the  Circuit. 
In  terms  of  X  the  denominator  of  (8)  becomes 

K+i(I/«  -^)  =  fi+ix  uo) 

X 

The  last  step  is  taken  by  the  methods  of  Chapter  IV. 
Substituting  (10)  in  (8),  we  have,  as  the  particular  solution  of 
(4) 

To  obtain  from  this  the  corresponding  particular  solution  of 
(1),  we  need  only  take  the  imaginary  part  of  i'\,  and  divide  it 
by  j,  obtaining 

Equation  (12)  gives  a  value  of  the  current  Zi  that  is  a  particular 
solution  of  the  differential  equation  (1). 

S6.  The  General  Solution  of  (1). — We  may  now  obtain  the 
general  solution,  or  complete  integral,  of  (1)  by  taking  the  sum 
of  (12)  and  (3).     If  we  indicate  the  current  by  i,  we  have 

%  =     /j^,      ^,  sin  (wt  -  tan-i^)  +  Aie*»«  +  A^^.     (13) 

Egy/Jtion  (13)  is  the  complete  solution  of  (1).  The  apparent 
exception  that  arises  in  the  critical  case  in  which  R^  =  4L/C  dis- 
appears flw  an  exception  after  the  determination  of  the  arbitrary 
constants. 

In  (13)  Ai  and  A^  are  arbitrary  constants,  and 

*•=---+  \/4L^  -  LC'  ^^*") 


2L 


66.  Transformation  of  the  General  Solution  into  Periodic 
irm. — For  some  purposes  it  is  more  instructive  to  put  the  two 
exponential  terms  of  (l))  into  the  form  of  a  sine  function. 
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This  can  be  done  by  letting 


""'^iLC'-  4Li'  '^^^ 

ao  =  R/2L,  (16) 


(17) 


then 

ki  =  — tto  +  jwo, 
^2  =  —  ao  —  jcoQ, 

With  this  notation  equation  (3)  becomes 

i%  =  €"*»«'{ili(cos  wrf  +  j  sin  wrf)  +  ^^(cos  coo^  —  j  sin  wrf) } 
=  6-«>*{(-4.i  +  Aj)co8wrf  +  j(Ai  —  ila)  sin  wrf}.  (18) 

If  now  in  (18)  we  let 

i(Ai  -  A,) 

''''^  ^'      V{Ai  +  A2)2  +  {Ml  -  A2)} ^  ' 

. Ai  +  A2 • 

^"^  ^'  -  V(Ai  +  A2)2+bXAi-A2)}^' 
and  

/o  =  \/(Ai  +  ilO'+{i(Ai-AO}S 
we  obtain 

12  =  /o  e-  «•'  sin  (wrf  +  ^0).  (19) 

In  equation  (19)  /©  and  ^0  are  new  arbitrary  constants  which 
are  to  be  determined  by  the  initial  conditions  of  the  problem. 
Equation  (19)  is  a  perfect  equivalent  of  (3),  and  after  the  deter- 
mination of  the  arbitrary  constants  gives  correct  results  whether 
R^  is  equal  to,  less  than,  or  greater  than  4L/C;  that  is,  whether 
070  is  zero,  real,  or  imaginary.  Only,  however,  when  the  angular 
velocity  wo  of  free  oscillation  of  the  circuit  is  real  does  the  solution 
remain  periodic.  If  coo  is  zero  or  imaginary  (19)  goes  over  into 
the   exponential,   or  hyperbolic,   form,   which  is  non-periodic. 

If  we  add  equation  (19)  to  (12)  we  obtain  the  complete  ex- 
pression in  the  transformed  aspect;  to  wit, 

E  X 

1  =      /^^        =  sin(ci)<  —  tan"^_  ) 

+  /o€"^*'sin(a>o<  + W.  (20) 

Equation  (20)  is  the  complete  expression  for  the  current  in  the 
circuit  containing  resistance,  self-inductance  and  capacity,  and 
an  impressed  sinusoidal  e,m,f.  This  equation  is  aUemative  to 
(13).     The  impressed  e,m.f  has  angular  velocity  «,  while  w©  is 
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tfie  angular  velocity  of  free  oscillation  of  the  circuit,  and  a©  =  R/2L, 
7o  and  ^o  ore  arbitrary  constants  to  be  determined  by  the  initial 
conditions. 

67.  The  Quantity  Constituting  the  Charge  of  the  Condenser. — 
In  equation  (20)  is  given  an  expression  for  the  current  flowing 
in  the  circuit  under  the  action  of  an  impressed  sinusoidal  e.m.f . 
To  obtain  q  the  quantity  of  electricity  constituting  the  charge  of 
the  condenser  at  any  time  t,  it  is  only  necessary  to  form  the 
integral 

q  =  J*idt 

= — .  _■  cos  I  <t)i  —  tan^  —  I 

VSm-  X^      \  R) 

-Uy/UC  €-«"'  sin  («rf  +  ^0  +  tan-i  ^)  •         (21) 

58.  Determination  of  the  Arbitrary  Constants  when  the  E.  M.F. 
is  Impressed  on  a  Circuit  without  Current  or  Charge. — The 

reader  who  is  not  immediately  interested  in  the  determination  of 
these  constants  may  omit  this  and  the  next  section  and  resume 
the  reading  at  the  section  on  the  Steady-state  Solution  (Art.  60). 

In  equations  (20)  and  (21)  two  arbitrary  constants  Jo  and  ^o 
occur.  These  are  to  be  determined  for  each  specific  problem 
by  the  use  of  the  initial  conditions. 

We  cannot  in  general  impose  the  condition  that  <  =  0  when 
the  initial  current  and  charge  are  zero,  for  this  implies  that  the 
dynamo  impressing  the  e.m.f.  (£  sin  wO  is  thrown  into  the  circuit 
containing  no  current  and  no  charge  when  the  dynamo  e.m.f. 
is  itself  just  zero.  Now  if  the  dynamo  is  thrown  into  the  circuit 
at  a  random  time  this  will  not  be  the  case.  Our  problem,  in 
case  the  initial  charge  and  current  are  zero,  imposes  the  condi- 
tions 

«  =  <i,  2  =  0,  5  =  0,  (22) 

where  t\  is  the  random  time  determining  the  phase  of  the  e.m.f. 
at  the  time  of  impressing  it. 

If  now,  for  abbreviations,  we  let 

a/s^  +  x^ 

X 

(p  =  u)t  "—  tan""^  ^> 

and  ^       ^      , X 

<pi  =  <ati  —  tan"*  -j5> 


(23) 
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equations  (20)  and  (21)  becom3 

i  =  /  sin  ^  +  /oc""*^sin(wrf  +  ^o),  (24) 

and 

q cos  v>  —  hy/LC  c"^  sin  ( wrf  +  ^o  +  tan"^  — ) ,    (25) 

where  it  is  to  be  noticed  that  ^  is  a  function  of  the  time  t. 
The  initial  conditions  (22)  introduced  into  (24)  and  (25)  give 

0  =  /  sin  ^1  +  loe-^'  sin(«rfi  +  ^o)  (26) 

and 

0  = cosipi  -  h  VLC  €-*•«»  sin  Loti  +  ^o  +  tan"^ -)  .(27) 

OS  \  ao/ 

Eliminating  /o  between  these  two  equations  by  transposing  the 
first  term  of  each  equation  to  the  left-hand  side  and  dividing 
(27)  by  (26),  we  obtain 

1                        _  ^^^  (  ^^^  +  ^0  +  tan-i  ^\ 
-  cot  ipi  =\/LC .— -    -  --r—r\ ^— 

=  r/^^sin  (coo^i  +  ^o)  +  0^0  cos  (curfi  +  ^o) 

sin  (wo<i  +  ^o) 

=  aoLC  +  o)JLC  cot  (wo<i  +  ^o),  (28) 

whence 

cot  (wo<i  +  ^o)  =  t7^  cot  ^1  —    ^ 

Oo*  +  Wo*      ^  a© 

= cot  (fi  —   — • 

We  may  now  use  the  general  trigonometric  relation 

ein  X  =  -  y— ,  and  from  the  preceding  equation  obtain 

Vl  +  cot*x 

sin  (wo<i  +  ^o)  =  -  , -7  .—  ,         -    =  P  (say). 

(ao*  +  coo*^_,  ao  1  *  (29) 


V 


1  + 


cot  ipi 

COCUo  Wo  J 


Now  the  quantity  P,  defined  as  equal  to  the  middle  term 
of  (29)  is  completely  given  in  terms  of  the  constants  of  the 
the  circuits  (ao  and  wo),  the  angular  velocity  of  the  impressed 
e.m.f.  (ci)),  and  the  time  at  which  the  e.m.f.  is  impressed  [com- 
prised in  ipi  defined  in  (23)]. 
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To  determine  the  two  constants  of  integration,  we  have  by  (29) 

^0  =  sin~*P  —  wrfi, 
and  by  (29)  and  (26) 

Jo  =  -p-€"^^*  sin  <f>i. 
Substituting  these  constants  into  (20)  we  have,  by  (23), 

t  =  — y- -       Sin  {cot  —  tan~*  -=^ 

sin  ^,  _^(,_,,)  gjj^  j^^^^  _  ^^^  _^  sin-ip}] •     (30) 


6 


EqiuUian  (30)  ^it;6«  iAe  cowpiete  valiie  of  the  current  i  when  the 
e.m.f.  is  impressed  at  a  time  ti  upon  a  circuit  without  current  or 
charge.  In  this  equation  <pi  and  P  have  the  values  given  in  (23) 
and  (29).  In  the  expression  for  i,  t  is  greater  than  fi,  which  is  the 
time  at  which  the  e.m,f,  E  sin  wt  wa^  thrown  into  the  circuit, 

69.  Condition  That  Makes  the  Transient  Term  in  (30)  Zero. — 
The  term  involving  the  exponential  in  (30)  is  called  the  transient 
term. 

One  method  of  making  this  transient  term  zero  is  to  let  t 
be  infinite.     We  shall  consider  this  in  the  next  section. 

Another  method  of  making  the  transient  term  zero  is  to  make 

%^  =  0.  (31) 

Let  it  be  noted  that,  if  sin  tpi  =  0,  cot  ^1  =  infinite,  and  by 
(29)  P  =  0,  so  that  we  require  to  make  a  special  investigation. 

In  view  of  (29)  we  may  write 

sin  <pi 


=  -v/sinVi  +    cos  if] sm  ^1     ■    (32) 

Setting  the  radical  equal  to  zero  and  expanding  it,  we  obtain 
-^ — ^= —  {smVi  H 5 cosVi sm  v?i  cos^ij  =  0, 

which  divided  by  a  common  factor  gives 

.      2          2ao .                    flo*  +  wo^ 
tanVi  "~      -tan^i  = z . 
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Solving  this  quadratic,  we  get 

tan  „,  =  ^l±ie«.  (33) 

Note  that  this  equation  can  be  satisfied  by  real  values  of  <pi 
only  provided  the  constants  of  the  circuit  are  such  that  a>o  is 
itself  zero  or  imaginary;  that  is,  only  for  a  non-oscillatory  circuit. 
Replacing  fpi  by  its  value  from  (23)  and  cuo  by  its  value  from  (15), 
we  obtain 


tan  («<.  -  tan-§)  =  l\- i^±  yj^^' ZC 
Under  this  condition  the  complete  current  becomes 


(34) 


t    = 


— r  sin  (wt  —  tan""^  —  V  (35) 

Vr^  +  x^     \  r) 


Equation  (34)  gives  the  Hme  ti  at  which  the  sinusoidal  e.m./. 
may  be  impressed  mthout  any  transient  term  in  the  resulting  cur- 
rent, and  (35)  is  the  resulting  current.  The  condition  (32)  can 
be  fulfilled  only  provided  coo  is  imaginary,  that  is,  only  provided  the 
constants  of  the  circuit  are  such  as  to  make  it  a  n<m-oscillatory 
circuit  (i.e.,  R^>4L/C). 

60.  Results  in  the  Steady  State. — ^Apart  from  the  method 
outlined  in  the  preceding  section  for  making  the  transient  term 
in  the  current  equation  zero,  it  is  seen  that  this  transient  term 
in  each  case  is  multiplied  by  an  exponential  factor  with  an  expo- 
nent that  approaches  minus  infinity  with  increase  of  time.  If 
the  time  is  sufBiciently  long  after  the  application  of  the  sinusoidal 
e.m.f.,  the  transient  term  becomes  negligible. 

The  state  of  things  after  the  transient  term  has  become  prac- 
tically zero  is  called  the  steady  state,  and  the  solution  for  the 
steady  state  is  called  the  steady  state  solution. 

In  the  steady  state,  after  the  transient  term  has  become 
practically  zero,  it  is  seen  from  (20)  and  (21)  that  the  current 
and  quantity  are  given  by  the  equations 


I  = 


Q  = 


.  — — ^  sin  (u>t  -  tan-i  -^  (36) 

VR^  +  X^        \  R)' 

—^J^---  cos  iijit  -  tan-i  ^V  (37) 
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in  which 

E  sin  <d  =  the  impressed  e.m.f.,  and 
X  =  Lci)  —  l/Co)  =  the  reactance  of  the  circuit.       (38) 

R,  L,  and  C  =  the  resistance,  inductance,  and  capacity 

of  the  circuit. 

Equatiana  (36)  and  (37)  give  the  values  of  the  current  i  and  the 
quantity  of  electricity  q  constitiUing  the  charge  of  the  coThdenser  at 
the  time  t,  under  the  action  of  a  sinusoidal  e.m.f.E  sin  ust  which 
has  been  in  application  suffidenUy  long  to  permit  the  establishment 
of  a  steady  state. 

Some  of  the  characteristics  of  the  steady-state  flow  of  current 
will  be  discussed  in  the  next  Chapter  on  Electrical  Resonance  in 
Simple  Circuits. 


CHAPTER  VI 

ELECTRICAL  RESONANCE  IN  A  SIMPLE  CIRCUIT 

61.  Wave  Length,  Actual  and  Conventional.— We  have  seen 
in  Chapter  II  that  an  electrical  circuit  containing  capacity  and 
self -inductance,  if  the  resistance  is  not  too  great,  has  a  characteris- 
tic period  of  oscillation.  We  shall  show  in  subsequent  chapters, 
treating  Maxwell's  Electromagnetic  Theory  that,  with  certain 
forms  of  these  circuits,  energy  is  radiated  into  surrounding  space 
in  the  form  of  electromagnetic  waves. 

If  a  circuit  of  period  T  radiates  waves,  the  wave  length  X 
of  the  waves  radiated  is  related  to  the  period  T  by  the  equation 

X  =  cT,  (1) 

where 

X  =  wave  length, 
and 

c  =  velocity  of  propagation  of  the  waves. 

This  relation  follows  from  the  elementary  consideration  that 
of  two  successive  positive  wave  crests  one  is  emitted  at  a  time 
T  seconds  later  than  the  other.  The  first,  in  the  time  T,  travels 
a  distance  cT,  so  that  the  first  crest  is  a  distance  cT  ahead  of  the 
second;  hence  the  distance  between  these  two  successive  positive 
wave  crests,  which  is  the  wave  length,  is  X  =  cT. 

In  free  space,  we  shall  show  from  Maxwell's  Theory,  that  c, 
the  velocity  of  the  waves  in  free  space  is  the  velocity  of  light; 
that  is,  c  =  3  X  10^®  centimeters  per  second.  If  it  is  required  to 
obtain  the  wave  length  in  meters,  as  is  usual  in  radiotelegraphic 
practice,  and  if  T  is  in  seconds,  the  velocity  of  propagation  must 
be  expressed  in  meters  per  second;  that  is 

c  =  3  X  10*  meters  per  second.  (2) 

In  the  case  of  an  actual  radiation  of  electric  waves  into  space, 
the  wave  length  X  is  the  actual  distance  between  adjacent  posi- 
tions of  similar  phase  in  the  emitted  wave  system. 

It  has  become  customary  in  radiotelegraphic  practice  to  specify 
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the  period  of  all  periodic  electric  circuits  in  terms  of  the  wave 
lengths  corresponding  to  the  periods  of  the  circuits,  even  when 
the  circuits  happen  to  be  of  such  form  as  actually  to  radiate  only 
an  insignificant  amount  of  energy  as  characteristic  waves.  We 
thus  attribute  conventionally  to  every  oscillatory  circuit  a  wave 
length  X  satisfying  the  relation  (1). 

Although  we  have  not  yet  taken  up  the  matter  of  electro- 
magnetic radiation,  it  is  often  an  advantage  to  express  results  in 
terms  of  wave  lengths  as  well  as  in  terms  of  periods,  and  to  use, 
in  experimental  investigations  with  these  circuits,  apparatus  cali- 
brated in  wave  lengths. 

62.  Mean  Square  Current  and  Amplitude  of  Current  in  a 
Circuit  Containing  Resistance,  Self-inductance^  and  Capacity, 
and  a  Sinusoidal  E.M.F. — The  circuit  upon  which  the  e.m.f.  is 


^imu^ 


Fxa.  1. — Circuit  oontaining  impTessed  rinusoidal  e.m.f. 

impressed  we  shall  designate  as  Circuit  II,  or  as  t?ie  Receiving 
Circuit,  The  e.m.f.  may  be  impressed  by  a  generator  in  the  circuit 
(see  Fig.  1),  or  it  may  be  impressed  by  induction  from  a  Circuit 
I  (Fig.  2),  containing  persistent  sinusoidal  oscillations,  provided 
the  Circuit  I  be  so  far  from  the  Circuit  II  that  the  reaction  of 
Circuit  II  in  changing  the  current  in  Circuit  I  is  negligible.  The 
subject  of  these  reactions  will  be  taken  up  in  Chapters  VII  and 
VIII,  but  the  reactions  will  here  be  considered  zero. 
Let  the  e.m.f.  impressed  on  II  be 

e  ==  ^  sin  cjit.  (3) 

Let  the  resistance,  inductance  and  capacity  of  the  receiving 
circuit  (Circuit  II)  be  R,  L,  and  C,  and,  as  in  the  previous  chapters, 
let  the  capacity  be  disposed  in  one  or  more  discrete  condensers  so 
that  there  is  no  distributed  capacity. 
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Then,  after  a  steady  state  is  reached,  the  current  in  II,  desig- 
nated by  i,  is,  by  (36),  Chapter  V, 

E 


I  = 


sin  I  <ait  — 


*^^"  W^ 


(4) 


where 

X  =  Lwi  -  1/C«i.  (5) 

Since  many  types  of  measuring  instruments,  when  placed  at  A 
in  series  in  Circuit  II,  indicate  the  average  square  of  the  current  or 
else  the  square  root  of  the  mean  square  current  (R.M.&.  current), 
let  us  obtain  the  value  of  these  quantities.     First  let 

y  =  sin  (u)t  +  if) 


ti 


Angular  VeIocitys(i;| 


Sending  Circuit 


Fia.  2. — ^Arrangement  for  inducing  sinusoidal  e.m.f.  in  II,  if  /  is  far  enough  away 

and  is  traversed  by  a  sinusoidal  current. 

and  note  that  the  time  average  of  a  quantity  during  the  interval 
from  0  to  t'  is  obtained  by  integrating  the  quantity  with  respect 
to  t  from  0  to  t'  and  dividing  the  integral  by  t'. 

According  to  this  principle  the  time  average  of  y*,  which  we 
shall  indicate  by 


IS 


2/2  =  mean  square  value  of  y, 


i  I  sin^Cwi  +  ip)dt 


cos  2{(at  +  <p) 


dt 


"  i'L2Jo        L         4cor         Jo" 
If  t'  is  very  large  compared  with  the  half  period  of  oscillation,  or 
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if  ^'  is  exactly  a  whole  number  of  half  cycles  of  y,  the  second  term 
on  the  right  disappears,  and 

?  =  1/2  (7) 

Equation  (7)  gives  the  mean  square  value  of  y,  taken  over  n  half 
cycles  or  over  any  time  long  in  comparison  with  the  period  of  y, 
where 

t/  =  sin  {(d  +  ip).  (8) 

Returning  now  to  an  investigation  of  (4)  let  us  note  that  the 
time  average  of  the  sine  term  is  1/2,  so  that 

7-2  =  „^/A_  (9) 

where  J'  is  the  mean  square  (time  average  of  the  square)  of 
the  current  in  II. 

If  now  we  look  back  at  the  value  of  the  impressed  e.m.f. 
(3),  we  see  that  the  time  average  of  the  square  of  the  e.m.f.  to 

be  designated  by  E^  is       

£2  =  ^V2,  (10) 

which  may  replace  the  numerator  in  (9)  giving 

72  = ^_.  (10) 

^        R^  +  X^  ^     ^ 

Instead  of  using  the  mean  square  value  of  E  and  /,  as  in  equa- 
tion (10),  we  may  as  an  alternative  operation  express  the  ampli- 
tude of  /  in  terms  of  the  amplitude  of  E,  in  the  same  form  of 
equation;  namely,  by  (4),  making  the  sine  term  unity, 

p  =  ^^,  (11) 

Equation  (10)  gives  the  mean  square  value  of  current,  P,  in 
terms  of  the  mean  square  value  of  impressed  e,m.f.y  E^,  in  the  steady 
state.  Equation  (11)  gives  the  corresponding  equation  for  the  am- 
plitude I  of  current  in  terms  of  the  amplitude  E  of  e,m.f, 

83.  Condition  for  Steady-state  Current-resonance  in  a  Simple 
Circuit  Containing  a  Sinusoidal  Impressed  E.M  J. — ^The  steady- 
state  current  resonance  condition  is  defined  as  the  relation  be- 
tween the  constants  of  the  circuit  and  the  frequency  of  the 
impressed  e.m.f.  for  which  the  mean  square  current  or  current 
amplitude  is  a  maximum,  when  the  amplitude  of  the  e.m.f.  is 
constant. 
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By  (10)  and  (11)  it  is  seen  that  this  condition  is 

X  =  0;  (12) 

that  is,  by  (6) 

LC  =  1/wi^  (13) 

By  taking  2jr  times  the  square  root  of  both  sides  of  (13)  we 
obtain  for  the  current-resonance  condition 

2tVLC  =  r,,  (14) 

where 

Ti  =  2ir/«i  =a  period  of  impressed  e.m.f . 

Note  that  in  (14)  while  the  right-hand  side  is  the  period  of  the 
impressed  e.m.f.,  the  left-hand  side,  by  (68),  Chapter  II,  is  the 
undamped  period  of  the  receiving  circuit  (Circuit  II)  so  we  may 
conclude  that 

The  condition  for  a  rnaximum  mean  square  current  or  the  con- 
dition for  a  maximnm  amplitude  of  current  in  the  steady  state, 
which  condition  we  have  called  the  Currenirresonance  Condition,  is 
that  the  Undamped  Period  of  the  Receiving  Circuit  (not  the  actual 
free  period)  be  equal  to  the  actual  period  Ti  of  the  impressed  e.m.f. 

64.  Steady-state  Value  of  Current  at  Current-resonance. — 
At  cmrent-resonance  in  the  steady  state  the  current  is  obtained 
by  setting  X  =  0  in  (10)  or  (11),  and  extracting  the  square  root. 
This  gives 

/max.   =  I  (15) 

where  /  and  E  are  either  ampUtude  values  or  square  root  of 
mean-square  values  (R.M.S.  values). 

By  reference  to  (4)  it  will  be  seen  that  the  angle  by  which 
the  current  lags  behind  the  impressed  e.m.f.  at  current-resonance 
is  zero,  since  X  =  0. 

Hence,  also,  at  current-resonance,  by  (3),  (4),  and  (12),  we 
have 

i  =  e/R  (16) 

where  i  and  e  are  instantaneous  values. 

In  the  steady  state  at  current-resonance  the  relation  of  current 
to  impressed  e.m.f.  is  Ohm's  Law. 

In  this  condition  the  inductive  reactance  L<i)\  and  the  capacity 
reactance  —  1/C«i  are  numerically  equal  to  each  other  and  opposite 
in  sign  and  are  sometimes  said  to  neutralize  each  other. 
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66.  Ratio  of  Current  in  the  General  Case  to  Current  at  Current- 
resonance. — ^Let  us  now  divide  (11)  by  the  square  of  (15) 
obtaining 

This  equation  is  equally  true  whether  /^  and  /*max«  ^^^  the 
squares  of  the  ampUtudes  of  current  or  the  mean-square  values, 
since  the  ratio  of  amplitudes  squared  and  the  ratio  of  the  time 
average  of  the  squares  of  instantaneous  values  are  the  same. 

If,  in  (17),  we  replace  X  by  its  value  from  (5),  we  obtain 


y  = 


1  + 


L^COi 


2 


1    - 


LCu)x' 


(18) 


«2 

where 

y  =  /V/'max.  =   /"V/W  (19) 

Equation  (18)  is  the  eqiuition  to  a  resonance  curve  of  current 
square  against  the  circuit  adjustments. 

We  can  apply  (18)  to  specific  cases  in  which  different  elements 
of  the  system  are  variable.     We  shall  discuss  two  such  cases. 

66.  Resonance  Curve  of  Relative  Current  Square  with  a 
Fixed  Impressed  E.M.F.  and  Variation  of  Capacity  in  the  Receiv- 
ing Circuit. — Referring  to  Fig.  1  or  Fig.  2,  we  have  called  the 
circuit  II,  with  constants  L,  ft,  and  C,  the  receiving  circuit. 
Impressed  upon  Circuit  II  is  a  sinusoidal  e.m.f.  of  value 

e  =  ^  sin  wii, 

in  which  a>i  is  the  angular  velocity  of  impressed  e.m.f.  We  shall 
now  suppose  that  wi  and  E  are  kept  constant,  and  we  shall 
compute  the  relative  current  square  in  the  receiving  circuit  when 
the  condenser  C  of  the  receiving  circuit  is  given  various  values. 

The  fundamental  equation  of  the  result  is  given  in  (18),  and 
we  shall  merely  transform  this  equation  into  u  form  involving 
wavelengths  and  decrements  instead  of  inductances,  capacities, 
resistances,  and  angular  velocities. 

Regarding  the  decrement,  we  have  defined  in  (62)  of  Chapter 

II  a  quantity 

RT 
d  =  §  (20) 

in  which  d  is  the  logarithmic  decrement  per  cycle  of  a  circuit 
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whose  period  of  free  osciUation  is  T,  and  whose  resistance  and 
inductance  are  R  and  L. 

Now  the  period  of  free  oscillation  of  a  circuit  is  exactly  given 
in  (56),  of  Chapter  II.  This  period  is  given  approximately 
in  (58),  Chapter  II;  namely 

T  =  2tVlC  (21) 

Although  (21)  is  only  an  approximate  value  of  the  free  period 
of  oscillation  of  the  circuit,  it  is  the  exact  value  of  the  Undamped 
Period  qf  the  Circuit. 

We  shall,  accordingly  define  a  new  logarithmic  decrement, 
indicated  by  5,  with  the  exact  equation 

R2nr\/LC 
« ^ (22) 

and  shall  designate  this  decrement  b  as  the  logarithmic  decrement 
per  undamped  period  of  the  circuit. 

Since  we  are  going  to  vary  C  in  the  present  article,  6  as  defined 
in  (22)  is  a  variable.  Let  us  fix  our  attention  on  one  particular 
value  of  d,  namely  the  value  of  d  when  C  has  the  value  to  give  a 
maximum  value  of  y,  and  designate  this  value  of  S  as  do.  Now 
by  (18)  for  a  maximum  of  y,  it  is  seen  that 

LCo  =  1M«  (23) 

where 

Co  =  value  of  C  that  makes  y  a  maximum. 

From  (22)  and  (23),  we  have 

.         «2ir       rR 

where 

do  =  logarithmic    decrement    per    undamped    period    at 
current-resonance. 

Let  us  next  examine  the  question  of  wavelengths.  The 
period  of  the  impressed  e.m.f.  Ti  (say)  is  related  to  «i  by  the 
equation 

Ti  =  2ir/«i  (25) 

According  to  equation  (1)  the  wavelength  Xi  of  the  impressed 
e.m.f.  is 

Xi  =  cTi  =  2irc/a)i      "  (26) 
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If  we  call  the  period  of  the  circuit  T,  the  wavelength  of  the 
circuit  X  is 

X  =  cr  '  (27) 

where 

c  =  velocity  of  propagation  of  the  waves. 
T  =  free  period  of  oscillation  of  the  circuit. 

Since  T  is  not  exactly  given  by  (21),  while  the  undamped 
period  of  the  circuit  is  exactly  given  oy  (21),  let  us  define  the 
undamped  wcwelength  of  the  circuit  as  the  wavelength  of  the 
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Fio.  3. — Curves  of  relative  current  vs.  relative  wavelengths  for  various 

values  of  decrement. 

undamped  period,  and  indicate  this  undamped  wavelength  by 
a  Greek  capital  Lambda  A,  then 

A  =  d2Ty/LC  (28) 

In  general  when  the  circuits  have  small  decrements  A  does  not 
differ  appreciably  from  X,  but  when  the  decrements  are  large, 
we  should  find  it  inaccurate  to  replace  A  by  X. 

If  now  we  substitute  (24),  (26),  and  (28)  into  (18),  we  obtain 


'+sl-(^)') 


Equation  (29)  gives  the  valve  of  relative  square-current  y,  as 
defined  in  (19),  in  terms  of  the  undamped  wavelength  A  of  the  re- 
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ceitdng  circuit,  for  a  fixed  vatue  of  the  wavelength  Xi  of  the  impressed 
e,m.f, 

67.  Sample  Curves  of  Relative  Current  for  Fixed  Impressed 
E.M.F.  and  Variation  of  the  Capacity  of  the  Receiving  Circuit — 

If  we  extract  the  square  root  of  (29)  we  have 
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(30) 


Equaiion  (30)  is  ^rw^  whether  I  and  I  max.  are  anvplUude  values  or 
R.M.S,  Values. 
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Figures  3,  4,  5,  and  6  contain  plots  of  equation  (30)  for  differ- 
ent values  of  6o.     These  curves  were  traced  from  blue  prints 


Fig.    5. — Same  as  Fig.  3,  but  with  different  values  of  ^o  and  different  horizontal 

scale. 


Fio.  6. — Same  as  Fig.  6,  but  with  different  values  of  £o* 

kindly  supplied  to  me  by  Mr.  J.  Martin,  Expert  Radio  Aid  of  the 
U.  S.  Navy. 
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68.  Determination  of  Decrement  from  Relative  Current  Square 
with  Fixed  E.M.F.  and  Variation  of  C. — From  (29)  we  may 
obtain 

.            ±  ir{l  -XiVAM 
do   =^  ' ,'-^ ^ » 

(31) 


in  which 


\"J"" 


2/   =/V/W=^V/*m*x. 

Xi  =  wavelength  of  impressed  e.m.f.,  and 
A  =  undamped  wavelength  of  the  circuit. 

By  plotting  a  curve  of  y  vs.  Xi*/A*,  we  may  compute  a  value  of 
do  for  every  value  of  A.  All  of  the  values  of  Bo  so  obtained  should 
agree  within  the  limits  of  acciu*acy  of  the  measurements.  It 
is  apparent  that  this  accuracy  is  not  very  great,  but  fortimately 
it  is  not  generally  of  importance  to  know  do  with  great  accuracy. 

69.  Approximate  Method  of  Rapidly  Determining  do* — ^As 
an  approximate  method  of  determining  doy  let  A'  and  A''  =  the 
two  values  of  A  at  which  y  has  the  value  J^,  and  let  A"  >  A', 
then  by  (31) 

'  do  =      ir(l-XiVA"*)  and 
do=  -x(l-XiVA'2).. 

Adding  these  equations  and  dividing  by  2,  we  may  take  the 

following  steps 

tXi* 


«o  = 


lA'2      A''M 


^  2A'2A"2  ^^'*  ~  ^M 

^   irXiMA^'  +  AQfA^^  -AM 
2A^"*       1       Xi       J 

We  may  now  introduce  approximations  as  follows: 
Let 

A'A"  =  Xl^  (32) 

and 

A'  +  A"  =  2Xi  approximately,  (33) 

then 

do  =  r{ — r ;  approximately.  (34) 

To  the  same  degree  of  approximation  do  =  d. 
We  may  state  this  result  in  the  following  rule. 
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70.  Rule  for  Approximate  Determination  of  Logarithmic 
Decrement  d  of  a  Circuit  with  Variable  Capacity. — To  obtain 
the  logarithmic  decrement  of  a  circuity  impress  upon  it  an  unr- 
damped  e.m.f.  of  constant  amplitude  and  frequency f  take  the  dif- 
ference of  the  two  wavelength  adjustments  of  the  circuit  that  give  a 
mean  square  current  equal  to  half  the  maximum  mean  square 
current,  divide  this  difference  by  the  wavelength  adjustment  of  the 
circuit  th(U  gives  a  maximum  mean  square  current,  and  multiply 
the  quotient  by  ir.     This  gives  So  which  is  approximately  d. 

71.  Problem. — For  practice  it  is  recommended  that  the  reader 
apply  this  rule  to  the  curves  of  Figs.  3,  4,  5,  and  6,  noting  that  the 
ordinates  of  these  curves  are  the  square  roots  of  y,  and  that  for  y 
to  fall  to  a  half  value,  the  square  root  of  y  falls  to  .707  times  the 
maximum  value. 

78.  Determination  of  Decrement  by  Impressing  an  Undamped 
E.M  J^.  of  Fixed  Amplitude  and  Variable  Frequency  on  a  Circuit 
of  Fixed  Inductance,  Capacity  and  Resistance. — The  starting 
point  for  this  paragraph  is  the  general  equation  (18). 

The  decrement  per  undamped  period  of  the  fixed  circuit  is 
given  in  (22),  from  which  we  obtain 

Ri  -  -p-  (35) 

This  substituted  into  (18)  gives 


y  = 


l+^LC«.^{l-^,)*. 


(36) 


Now  introducing  the  wavelength  values  given  in  (26)  and  (28) 
we  obtain 

1 

y  = 


1  + 


A2 


a*  X,' 


1  - 


Xi 


2  ^  2 


(37) 


1 


This  last  equation,  solved  for  d  gives 

__  ±yXi  AVXi^  -  1^ 

^  ~     A     VW^ 

in  which  the  sign  is  to  be  chosen  so  as  to  make  8  positive. 


(38) 
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Equatmn  (38)  gives  the  decrement  8  per  undamped  period  of 
the  fixed  circuit  upon  which  is  impressed  an  e.m,f.  of  constant 
amplitude  and  of  wavelength  Xi.  The  undamped  wavelength  of 
the  fioced  circuit  is  A  defined  by  (28). 

79.  Approximate  Method  for  Rapidly  Determining  d  with 
Fixed  Circuit  and  Variable  Impressed  Angular  Velocity. — 
Analogously  to  the  case  of  fixed  e.m.f.  and  variable  circuit,  as 
approximately  treated  in  Art.  69,  we  may  treat  approximately  the 
case  of  fixed  circuit  with  a  variable  frequency  of  impressed  e.m.f. 

Let   X'l  and   X"i  =  impressed   wavelengths  at  which  y  has 

half  the  maximum  value, 

then  by  (38),  if  X'^i  >  X'l,  we  have 


6  = 


A 
and 

irV'i/ A2 


(xV  -  0 '  <39) 


6  =  - 


(xv  -  0  •  (*0^ 


Adding  these  two  equations,  dividing  by  2,  and  factoring,  we 
obtain 

Equation  (41)  is  exact. 

Now  X"i  is  greater  than  A  and  X'l  is  less  than  A,  so  that  if 
\"i  and  X'l  are  not  too  far  apart,  their  product  is  approximately 
equal  to  A*,  so  that  (41)  reduces  to 

— ^-T ^  [ ,  approximately,  =  d,  approximately.  (42) 

This  result  may  be  stated  in  the  following  rule. 

80.  Rule  for  Approximate  Determination  of  Logarithmic  Dec- 
rement d,  with  Circuit  Fixed  and  Frequency  of  Impressed  E.M.F. 
Varied. — To  obtain  the  logarithmic  decrement  of  a  circuit  of  fixed 
constants,  impress  upon  it  an  e.m.f.  of  fixed  amplitude  variable  oa 
to  frequency.  Take  the  difference  of  the  two  impressed  wavelengths 
that  produce  a  mean-square  current  equal  to  half  the  maximum 
mean-square  current,  divide  this  difference  by  the  wavelength  that 
gives  a  maximum  mean-square  current,  and  multiply  the  quotient 
by  IT. 


CHAPTER  VII 

THE  FREE  OSCILLATION  OP  TWO   COUPLED   RESIST- 
ANCELESS  CIRCmTS,    PERIODS  AND  WAVELENGTHS^ 

81.  Differential  Equations  for  Inductively  Coupled  System 
of  Two  Circuits. — If  we  have  two  circuits,  as  in  Fig.  1,  with 
the  inductances  of  the  two  circuits  near  enough  together  to 
permit  currents  flowing  in  one  of  the  circuits  to  induce  electro- 
motive forces  of  appreciable  values  in  the  other  circuit,  the 
circuits  are  said  to  be  coupled. 


Fio.  1 . — Two  circuits  I  and  II,  coupled  by  a  transformer. 

In  the  illustration  the  coupling  is  by  mutual  induction  and  is 
said  to  be  inductive  coupling. 

In  setting  up  the  differential  equations  both  circuits  will  be 
assumed  to  have  inductance,  capacity,  and  resistance.  The 
electromotive  forces  impressed  upon  the  system  from  without 
is  supposed  to  be  zero. 

^  The  following  is  a  partial  list  of  references  to  theoretical  works  on  the 
free  oscUlation  of  two  coupled  circuits: 

Lord  Rayleigh,  "Theory  of  Sound;"  J.  von  Geitler,  Sitz,  d,  k,  Akad. 
d.  Wi88.  z,  Wien,  February  and  October,  1905;  B.  Galizine,  Petersh.  Ber,, 
May  and  June,  1895;  V.  Bjerkness,  Wied.  Ann.j  55,  p.  120,  1895;  Oberbeck, 
Wied,  Ann.,  55,  p.  625,  1895;  Domalip  and  Kola£ek,  Wied.  Ann.,  57,  p. 
731,  1896;  M.  Wien,  Wied.  Ann.,  61,  p.  151,  1897,  and  Ann.  d.  Phya.,  8, 
p.  686,  1902;  Drude,  Ann.  d.  Phya.,  13,  p.  512,  1904;  B.  Macku,  Jahrh.  d. 
drahilos.  Teleg.,  2,  p.  251,  1909;  Cohen,  Bui.  Bu.  of  Standards,  5,  p.  511, 
1909. 
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Independent  of  the  method  of  setting  up  the  currents  in  the 
system,  the  current  t'l  flowing  in  the  Circuit  I  induces  an  electro- 

motive  force  M -^  in  Circuit  II,  and  likewise  the  current  it 

flowing  in  Circuit  II  induces  an  electromotive  force  Af-jr  in 

at 

Circuit  I,  where 

M  =  mutual    inductance    between    the    two    circuits. 

Consequently  the  differential  equations  for  the  currents  in  the 

two  circuits  are 


=  M 


Li%  -jT  -r  tCitt  + 


=  M 


dt' 
dii 


(1) 


(2) 


Ci         ^'*  dt' 
where 

Li,  Ri,  Ci  =  respectively  inductance,  resistance  and  ca- 
pacity of  Circuit  I, 
Lj,  JSj,  Cj  =  corresponding  values  for  Circuit  II. 

82 J  Differential  Equations  for  a  Direct  Coupled  System  of 
Two  Circuits. — In  the  inductively  coupled  system  described 


L'         L\ 


nm^^T^ 


Fio.  2. — Two  circuits  I  and  II  coupled  by  an  auto-transformer. 

above  the  two  coils  L\  and  L2,  which  acted  mutually  upon  each 
other,  had  no  part  of  their  metallic  circuits  in  common.  The 
mutual  action  between  them  was  by  means  of  the  transformer 
with  separate  and  distinct  primary  and  secondary  coils. 

Circuits  are  also  often  connected  by  an  auto-transformer, 
as  in  Fig.  2,  where  the  two  circuits  have  a  metallic  part  L'o  in 
common.    This  connection  is  called  a  direct  connection 'or  direct 

'  rhis  article  is  somewhat  confusing  and  may  be  omitted  at  first  reading. 


(3) 
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coupling.  It  will  now  be  shown  that  this  system  leads  to  a  set 
of  differential  equations  that  under  certain  conditions  are  the 
same  as  the  equations  for  the  inductively  coupled  system. 
For  the  sake  of  generality  we  may  suppose  that  certain  coils 
of  the  system,  as  L'  and  L'\  have  no  mutual  action  upon  each 
other  or  upon  other  parts  of  the  system,  while  other  coils,  as 
L'o  and  L"o  do  have  mutual  induction. 

Let  M   =  the  mutual  inductance   between  these   two  coils^ 
L'o  and  L"o, 
M'  =  the  mutual  inductance  between  L'o  and  L'  "o,  where 
L'  "q is  the  part  of  the  coilL"©  which  is  not  common  to L'o. 

Let 

Li  =  L    +  L  o> 

R\  =  /t    -\-  Rqj 

Lt  =  L"  +  L'\  =  L"  +  L'o  +  L"\  +  2M\ 

Ri  ==  -B    -}-  jBo    "i"  jB     o« 

Then  as  before  Li  and  L2  are  the  total  self-inductances  of  the 
Circuits  I  and  II  respectively,  and  Ri  and  Rt  are  the  total 
resistances,  and  M  the  total  mutual  inductance. 

Now  taking  the  counter  e.m.f.'s  around  the  two  circuits,  noting 
that  the  coil  L'o  is  traversed  by  a  current  t'l  —  t2,  we  have 

L'  ^  +  R'ii  +  ^^  +  Ro(H  -  t2)  +  L'o  ^  (ti  "  h) 

-J«f't=0,        (4) 

L"  ^  +  R"i,  +  ^^  +  R'  "oil  +  fio(i2  -  1 1)  +  L'  "0  ^ 

+  L'o|^(t.  -  »0  +  M'f  +  Af'  |(.-.  -  *0  =  0     (5) 

EquaJtiims  (1)  and  (2)  are  the  differential  equations  for  the 
currents  ii  and  i%  in  the  two  circuits  respectively  when  the  two 
circuits  are  connected  by  having  mvtiuU  inductance,  and  part  of  a 
coil  in  common. 

Introducing  the  values  of  Li,  Lt,  Ri  and  £2  from  (3),  we  obtain 
from  (4)  and  (5) 

^  W  +  «iti  +  ^  =  (^'  +  L'o)§  +  fi«»V  (6) 

L,^*  +  R.H  +  *^  =  {M'  +  L'o)§  +  i2..i.  (7) 
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Now 

M'  +  L'o  =  M  '  (8) 

as  may  be  seen  by  the  following  considerations.  M  is  the  mag- 
netic flux  linkage  common  to  L'o  and  L"o  for  a  unit  current  in  L'o, 
which  is  the  linkage  with  itself  (=L'o)  plus  the  linkage  withLo" 

Substituting  (8)  in  (6)  and  (7)  we  have 

l4-  +  ««^-  +  ^.  =  ^w  +  ^'^^'  <9) 

L.f  +  R^i.  +  ^'  =  mJ'  +  floi.  (10) 

Equations  (9)  and  (10)  are  the  differential  equations  for  the 
currents  ii  and  i%  in  the  two  circuits  respectively,  when  the  two  cir- 
cuits are  direct  coupled.  Ro  is  the  resistance  of  the  element  common 
to  the  two  circuits. 

It  is  seen  that  these  two  equations  are  identical  with  those  (1) 
and  (2)  for  the  inductively  coupled  drcuitSj  provided  the  resistance 
of  that  part  of  the  coil  common  to  the  two  circuits  is  negligible. 

It  is  evident  that  various  other  methods  of  coupling'  the  cir- 
cuits together  may  be  employed;  for  example,  they  may  be 
connected  together  by  having  a  condenser  in  common,  but 
we  shall  at  present  confine  our  attention  to  the  two  types  of 
coupling  here  illustrated,  and  shall  proceed  to  treat  the  special 
case  in  which  all  the  resistances  of  the  two  circuits  are  negligible. 

We  shall  describe  both  types  of  circuits  here  illustrated  as 
magnetically  coupled. 

83.  Differential  Equations  for  Two  Magnetically  Coupled 
Circuits  of  Negligible  Resistances. — If  all  of  the  resistances  of 
the  two  circuits  are  negligible,  the  equations  (1)  and  (2)  for  the 
inductively  coupled  circuits  and  the  equations  (9)  and  (10)  for 
the  direct  coupled  circuits  reduce  to  the  form 

'■W  +  ^  -  «f  ■  <■« 

These  are  the  differential  equations  in  the  resistanceless  case  of 
two  magnetically  coupled  circuits. 
^  See  subsequent  chapters. 
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84«  Steps  toward  a  Solution  of  (11)  and  (12).— The  two 
equations  (11)  and  (12)  are  to  be  solved  as  simultaneous.  The 
elimination  of  one  of  the  z's  from  those  two  equations  will  give  a 
homogeneous  Hnear  differential  equation  of  the  fourth  order* 
in  the  other  i  and  its  derivatives.  The  solutions  are,  therefore, 
additive,  and  the  complete  solution  must  contain  four  and  only 
four  arbitrary  constants. 

Instead  of  performing  the  eUmination  it  is  simpler  and  more 
instructive  to  solve  by  inspection  by  assuming 

ii  =  ilc*',  (13) 

ii  =  Be*'.  (14) 

That  these  values  are  solutions  is  seen  by  a  direct  substitution 
of  them  in  equations  (11)  and  (12),  giving 

^    I  =  MBk, 


A{Lik  + 


B 


Uk  + 


1 


=  MAk. 


(15) 


(16) 


The  product  of  these  two  equations  gives 


LJz  + 


1 

Cjfc 


^»*  +  CJt 


=  M'fc*, 


a?) 


which  is  independent  of  A  and  B. 

Equation  (17)  is  a  relation  that  must  be  satisfied  by  k,  in  order 
that  (13)  and  (14)  may  be  a  simultaneous  system  of  values  satis- 
fying (11)  and  (12), 

86.  Expression  of  (17)  in  Terms  of  Angular  Velocities  of  the 
Separate  Circuits. — ^Let  us  now  write 


«i«  =  l/LiCi, 
«»*  =  1/LjCs. 


(18) 
(19) 


It  is  seen  that,  since  the  resistances  are  negligible,  coi  and  0)2 
are  the  angular  velocities  of  free  oscillation  of  the  two  circuits  of 
the  BjTstem  respectively,  when  each  is  alone  and  uninfluenced  by 
the  other.     (Cf  Arts.  8  and  16). 

If  now  we  divide  (17)  by  LikLJc,  we  obtain 


^  k*  ] 


1  + 


0)2 


2 


k^  J 


!-«. 


(20) 


1  The  steps  of  thifl  process  are  given  in  Art.  98  below. 
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where 

^'  =  LOT.-  '«21) 

The  quantity  T  is  called  the  coefficient  of  coupling  of  the  circuits. 

Equation  (20)  may  be  solved  as  a  quadratic  in  k^.  It  is  some- 
what more  direct  to  our  purpose  to  solve  (20)  for  the  reciprocal 
of  k  rather  than  for  A;  itself. 

For  this  purpose,  let  us  perform  the  indicated  multiplication  in 
(20)  and  divide  the  result  by  «l2a>2^  obtaining 

Completing  the  square  and  solving  we  obtain 


Since  t,  by  the  physics  of  the  problem,  is  less  than  unity,  it  is 
seen  that  the  quantity  under  the  main  radical  is  negative  whether 
the  plus  or  the  minus  be  used  before  the  second  radical,  since  the 
original  circuits  are  oscillatory.  Whence,  fc  is  a  pure  imaginary 
quantity,  and  there  are  seen  to  be  four  different  values  of  k 
consistent  with  (23). 

These  four  values  may  be  written 


fci  =       jV  (say),         fcs  =     jctf"(say), 
k2  =  -  io)',  ^4  =  -jV, 


(24) 


where  «'  and  (a"  are  given  by  following  relation,  somewhat 
simplified  from  (23), 


1,  =  +  J^(i-r+ A)  + 'x/TA --y +4^,  ^25) 

CO  \  2\coi*       C02  /         2  \   \a>i*       cojV  wrwj* 

Taking  the  products  of  (25)  and  (26)  and  taking  the  recip- 
rocal of  the  result,  we  find  that 


/   y/    _  C0iC02 


CO  (0 


(27) 
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which  used  as  a  multiplier  of  (25)  and  (26)  gives 


^^(«i*  +  «,»)    -  I  yj  («i*  -  «,»)  »  +  4t 


*a)i*ci>2* 


"- vh:^^ <^) 


J  J  («1*  +  «2*)    +  L  /  («1«  -  COS*)  *  +  4t*«,««,* 


vrr 


r 


In  seeking  for  a  solution  of  our  original  differential  equations 
(11)  and  (12)  we  have  now  found  foiu*  solutions,  one  correspond- 
ing to  each  value  of  k.  These  solutions  are  of  the  form  of  (13) 
and  (14),  and  for  each  of  the  four  solutions  for  ii  we  have  a 
different  arbitrary  constant.  Similarly  for  each  of  the  four 
solutions  for  iz  we  have  a  separate  arbitrary  constant,  but  there 
are  some  relations  among  these  constants. 

Taking  the  sum  of  the  four  solutions  for  ti  and  likewise  for  t's, 
we  obtain 

fl  =  Ai6*"  +  A2€*"  +  Az€'*'  +  A^t'*'  (30) 

it  =   Bi€»"  +  J52€"'  +  fi8€*"    +  B,€'*'  (31) 

Equations  (30)  and  (31)  are  the  complete  solutions  of  the  differ- 
ential equaJtions  (11)  and  (12).  In  these  solutions  the  several  Vs 
are  given  by  (24)  taken  in  connection  with  (28)  and  (29).  The 
four  A^s  and  the  four  B*s  are  arbitrary,  except  thai  each  B  is  related 
to  the  corresponding  A  by  a  relation  of  the  form  of  (14)  and  (16). 
The  two  retoMone  (14)  and  (15)  are  not,  however,  independent  since 
their  product  was  used  in  determining  the  k^s, 

86.  Determination  of  the  Periods  of  the  Magnetically  Coupled 
Pair  of  Resistanceless  Circuits. — Let  us  leave  for  the  present  the 
question  of  the  values  of  the  arbitrary  constants  A  and  B,  which 
are  to  be  obtained  from  the  initial  conditions,  and  return  to  an 
examination  of  the  k%  which  may  be  used  to  give  us  the  period 
or  periods  of  the  resulting  osciUations  that  occur  in  the  coupled 
system. 

Since  the  k's  are  all  imaginary  quantities  with  the  values  given 
in  (24),  we  may  transform^  the  equations  for  ii  and  tj  (namely, 
(30)  and  (31))  into  the  trigonometric  forms 

•  ii  =  7'i  sin  (w't  +  ip'i)  +  I" 2  sin  W't  +  ip'\)  (32) 

ij  =  /'a  sin  {J't  +  ip\)  +  r\  sin  {i^"t  +  v?"-)  (33) 

^Sach  a  transfonnation  is  analyzed  in  Chapter  IX,  Art.  102. 


80  ELECTRIC  OSCILLATIONS  [Chap.  VII 

where  the  four  /*s  and  the  four  ^'s  are  constants  derivable  from 
the  A's  and  B's  or  from  the  initial  conditions. 

Fixing  our  aUerUian  upon  the  (a'  and  <J\  it  is  to  be  seen  that  both 
currents  are  doubly  periodic,  and  that  the  two  periods  of  the  current 
ii  in  Circuit  I  are  the  same  (W  the  two  periods  of  the  current  it  in 
the  Circuit  II.  These  two  periods  may  be  obtained  from  the  corre- 
sponding angular  velocities  w'  and  o)". 

Let  these  two  periods  be  T'  and  T",  which  are  related  to  the 
corresponding  angular  velocities  by  the  equations 

r  =  2T/a)'  (34) 

T"  =  Vo)"  (35) 

Therefore,  if  we  multiply  equations  (25)  and  (26)  through  by 
2ir,  and  recall  that  the  periods  Ti  and  T2  of  the  two  circuits 
when  alone  are 

Ti  =  2ir/a)i  (36) 

Ti  =  2ir/a>2  (37) 

we  obtain 


«*     (38) 


2 


(39) 


These  two  equations  may  be  written  in  a  different  form  as 
follows : 

r  =  ^^Ti^  +  T^^  +  2TiT^  Vl  '^^  + 

^  ^  r,*  +  T^^  -  2T^T2  Vl  -  r*      (40^ 

r"  =  2  J  Ti'  +  T22  +  2TxT^  Vl  -  r2  - 

^  -^  Ti'  +  Ta^  -  27'iT2  Vl  -  r'=      (41) 

That  (40)  and  (41)  are  respectively  identical  with  (38)  and 
(39)  may  be  shown  by  squaring  and  extracting  the  square  root 
of  (40)  and  (41),  by  which  operation  we  arrive  at  (38)  and  (39). 

The  equations  (38)  and  (39),  or  the  alternative  equations  (40) 
and  (41),  give  the  two  periods  T'  and  T"  of  the  doubly  periodic 


Chap.  VIll       RESISTANCELESS  CIRCUITS  81 

osciUation  that  occurs  in  the  primary  circuit  of  the  coupled  system. 
The  same  two  periods  occur  also  in  the  secondary  circuit  of  the 
coupled  system.  These  equations  are  exact  only  provided  the 
resistances  are  negligible  in  their  effects  on  the  periods. 

87.  Detennination  of  the  Wavelengths  of  the  Magnetically 
Coupled  Pair  of  Resistanceless  Circuits. — To  obtain  the  result- 
ing wavelengths  in  the  coupled  system,  it  is  only  necessary  to 
multiply  the  periods  by  the  velocity  of  light,  and  employ  the 
relations 


(42) 


y  =  cT  X"  =  cT" 

Xi  =  cT\  Xj  =  cTt 

These  values  substituted  into  (38),  (39),  (40)  and  (41)  give 


X'  =  ^^  (X,*  +  X,*)  +  ^>AX,*  -  Wy  +  4t»X,«X»« 
X"  =  ^i  (Xi*  +  Xj«)  -  ~  V(X7^V)'M^4^'X?X? 


(43) 


(44) 


or  the  alternative  results 


V  =  gVXi^  +  V  +  ZXiXsVl  -  r2  + 


\  V/Xi^  +  Xa^  -  2X1X2  Vl  -  r^     (45) 

X"  =  ^\xi*  +  w  +  2X1X2  Vi  -V2  - 

2  Vx^2  +  Xs^  -  2XiX2\/r^72     (46) 

Equations  (43)  and  (44),  or  the  aUemative  equations  (45)  and 
(46),  give  the  two  wavelengths  \'  and  \"  of  the  doubly  periodic 
osciUaiion  that  occurs  in  the  primary  circuit  and  also  in  the  secondary 
circuit  of  the  coupled  system,  provided  the  resistances  are  negligible 
in  their  effects  on  the  resulting  wavelengths.^ 

88.  Graphical  Method  of  Fiading  X'  and  X''.— The  equations 
given  in  the  preceding  section  permit  the  calculation  of  X'  and  X" 
when  Xi,  Xj,  and  r  are  given. 

When  great  accuracy  is  not  required,  the  following  graphical 
method  may  be  employed.     In  Fig.  3,  lay  oflF  AB  equal  to  Xi 

*  For  experimental  tests  of  these  equations  see  Pierce,  Physical  Review^ 
24,  p.  152,  1907;  also  "Principles  of  Wireless  Telegraphy,"  p.  228,  McGraw- 
HiU,  1910. 
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and  BD  also  equal  to  Xi  and  in  the  same  straight  line  with  AB. 
At  the  point  B  draw  the  line  BC  making  with  BD  an  angle 
whose  sine  is  r.  Make  the  length  of  BC  equal  to  Xs,  then  draw 
AC  and  DC.  Call  the  lengthsof  ACand  BC,  b  and  a  respectively. 
Then  half  the  sum  of  b  and  a  is  the  required  wavelength  \\ 
and  half  their  difference  is  the  required  wavelength  X'^ 

This  may  be  readily  proved  as  follows: 
Since 

sin  0  =  T, 

cos  $  =  Vl  —  r*- 

By  the  geometrical  proposition  concerning  the  square  of  the 
side  of  a  triangle  opposite  to  an  obtuse  or  an  acute  angle 


A  B  D 

Fig.  3. — Showing  geometrical  construction  for  obtaining  resultant  wavelengths. 


62  =  Xi*  +  \2^  +  2X1X2  cos  6  = 
a«  =  Xi«  +  Xa^  -  2XiXa  cos  6  = 

whence,  from  (45)  and  (46) 

X'  = 

X'  = 


=  Xi«  +  X2*  +  2XiX2\/l-r' 
=  Xi«  +  Xj^  -  2XiX2\/r^« 

b  +  a 
b  —  a 


(47) 


(48) 


(49) 


Exactly  similar  construction  may  be  employed  to  give  T' 

and  T'\  if  all  the  X's  are  replaced  by  the  corresponding  T'b. 

89.  Simple   Relations  Among  Wavelengths   or  Periods  in 

•  a  Magnetically  Coupled  Pair  of  Resistanceless  Circuits. — ^By 

taking  the  sum  of  the  squares  of  (38)  and  (39)  and  likewise 
the  sum  of  the  squares  of  (43)  and  (44),  we  obtain 


7T/2  +  y//2  ^  jT^2  +  jfjt^ 
V«  +  V'2    =  Xi2  +  Xj^ 


(50) 
(51) 
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Also,  by  taking  the  products  of  the  same  two  pairs  of  equations, 
we  obtain 

TT'  =  TiT2\/l~^^  (52) 

XV   =  XiX2\/r=T2  (53) 

90.  Special  Cases  of  the  Coupled  System  of  Negligible 
Resistances. — 

Case  /.  Isochroniam. — If  the  two  circuits  have  the  same 
period  when  each  is  alone, 

Xi  =  X,  =  X  (say)  (54) 

and 

Ti  =  ^2  =  r  (say)  (55) 

then  equations  (43),  (44),  (38),  and  (39)  give 

T   =  Ty/V+~T         T'  =  Ty/\^r  (56) 

V  =  xvr+^     \"  =  wr^T         {bi) 

Case  II.  Negligible  Coupling. — ^Whether  the  circuits  are  iso- 
chronous or  not,  if  T  is  sufficiently  small  so  that  terms  involving 
it  in  (38)  to  (43)  are  negligible,  these  equations  give 


r  =  Ti 

T"  =  T, 

(58) 

X'  =  Xi 

X"  =  X, 

(59) 

As  to  how  small  r  must  be  in  order  to  be  negligible  depends 
upon  the  relative  values  of  Xi  and  X«. 
If  Xi  =  X2,  then  by  (57),  to  be  negligible 

r/2  <  <  1  (60) 

where  <  <  means  "is  negligible  in  comparison  with.'' 

If,  on  the  other  hand,  Xi  and  X2  are  sufficiently  different  to  make 

4r2Xi2X22<Xi2  -  X2*  (61) 

we  may  expand  the  inner  radical  of  (43)  into 

2(Xi    -X2)|l  +  ^^^,_^^,j,+  .    .    . 
so  that  by  (43) 


V  =  Xi^i  +  TT^^^V^  +  . 


(Xi^   -    X2)« 
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whence 

V  =  Xi, 
provided 

To  decide  the  whether  or  not  the  coefficient  of  coupling  r  is  negli- 
gible so  as  to  permit  the  use  of  the  simplified  values  of  wavelength 
and  period  given  in  (58)  and  (59)  we  first  see  if  r  satisfies  (62). 
//  it  does  not,  then  we  require  that  it  must  satisfy  (60)  in  order  to  be 
negligible  for  the  system  of  resistanceless  circuits. 

The  effects  of  the  resistances  on  these  relations  wHl  be  given  in  a 
subsequent  chapter. 

CASE  III.  Perfect  Coupling. — If  the  coeflScient  of  coupling 
r  is  equal  to  unity,  the  coupling  is  said  to  be  perfect.  Putting 
r^  =  1  in  (40),  (41),  (45),  and  (46),  we  obtain 

r  =  VTVT^,         7"'  =  0  (63) 

X'  =  VxTT~V.         X"  =  0  (64) 

CASE  IV.  Coupling  Nearly  Perfect. — Still  assuming  that 
the  resistances  of  the  two  coupled  circuits  are  zero,  it  is  interest- 
ing to  examine  the  vdlues  of  the  resulting  wavelengths  when  r 
is  nearly  equal  to  unity;  that  is,  when  the  coupling  is  nearly 

perfect.    To  do  this  let 

2X^X2\/n^2 

Xi^  +  Xj 
then  (45)  becomes 

X'  =  iVx7+ x;*  (Vl  +~^  +  \/r=~^}  (66) 

with  a  similar  equation  for  X". 

Expanding  the  square  root  terms  by  the  binomial  theorem, 
we  obtain 

X'    =    a/Xi2>X2'^  (67) 

X"  =  aVXi^  +  X^,     provided  (68) 

aV8  <<  1.      where 

a  has  the  value  given  in  (65). 

In  the  present  chapter  there  have  been  laid  down  the  funda- 
mental differential  equations  for  the  free  oscillation  of  two 
coupled  circuits,  and  the  differential  equations  in  the  special 


«  =       X  2_i,x3~  (6^) 
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case  of  negligible  resistances  in  the  circuits.  General  solutions 
of  the  resistanceless  case  have  been  obtained,  and  these  solutions 
have  been  analyzed  with  reference  to  periods  and  wavelengths 
of  the  resultant  oscillations. 

In  the  next  chapter,  the  discussion  of  the  resistanceless  case 
will  be  continued  with  special  reference  to  the  amplitudes  of  the 
oscillations  under  given  initial  conditions. 

In  later  chapters  analysis  will  be  given  in  the  cases  where  the 
resistances  are  not  negligible. 


CHAPTER  VIII 

THE  FREE  OSCILLATIONS  OF  TWO  COUPLED  RESIST- 
ANCELESS  CIRCUITS.    AMPLITUDES^ 

91.  General  Considerations. — In  the  determination  of  the 
amplitudes  in  the  case  of  the  free  oscillations  of  two  coupled 
resistanceless  circuits,  the  result  will  depend  upon  the  initial 
conditions  assumed.  Two  sets  of  conditions  will  be  tak^n, 
corresponding  to  I.  Discharge  of  a  Condenser  in  the  Primajy 
Circuit  (Circuit  I),  II.  Discharge  of  an  Inductance.  These 
will  be  given  different  major  headings. 


L    DISCHARGE  OF  A  CONDENSER  Ci 

92.  Determination  of  Amplitudes  in  Case  of  the  Discharge 
ot  the  Primary  Condenser  with  Resistanceless  Circuits. — ^Let 
the  initial  conditions  in  this  particular  case  be  that  the  conden- 


g,-o 


Fio.  1. — Two  freely  oscillating  circuits.     Right-hand  diagram,  state  at  ( 

left-hand  diagram,  state  at  any  time  (. 


o; 


ser  Ci  in  Fig.  1  is  im'tially  charged  with  a  quantity  of  electricity 
Q  and  allowed  to  discharge. 

Let  us  measure  time  from  the  instant  at  which  the  discharge 
begins.     Then  the  initial  conditions  are 


When  /  =  0,    ii  =  0,    51  =  Q  =  CiE 

ii  =  0,    52  =  0 


(1) 


^  See  references  at  beginning  of  Chapter  VII,  and  also  particularly  E. 
Leon  Chaffee,  Amplitude  Relations  in  Coupled  Circuits,  Proc.  Inst, 
Radio  Engineers,  4,  p.  283,  1916.  Professor  Chaffee's  paper  contains  also 
experimental  verifications. 

86 
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In  Chapter  Vll,  equations  (30)  and  (31),  we  have  found  the 
general  solutions  for  current  in  the  form 

tj  =  Ai^  +  At^  +  A^  +  ^««*^  (2) 

it  =  Bi«*"+  Bs^  +  B»^  +  B^f""  (3) 

To  the  end  that  we  may  be  able  to  introduce  the  initial  con- 
dition in  9i  and  qt  we  must  obtain  the  equations  for  these  quanti- 
ties by  integrating  (2)  and  (3)  with  respect  to  t. 

This  integration  gives 

q,  =  J-i.dt  =  -^  «*"  +  ^  **"  +  Y^  **"  +  fcV  *"  ^4) 

,.=  /i,c«=fi.-  +  |.--Hf.-  +  ge-  (5) 

Now  the  several  A's  of  these  equations  are  known  from  Chapter 
VII,  equation  (24)  to  be  in  the  resistanceless  ease 

fci  =      jV,  A;,  =      jVM 

*2  =  -jV,  k,  =  -ico"J  ^""^ 

Furthermore,  from  Chapter  VII,  equation  (16)  we  know  that 
any  B  is  related  to  the  corresponding  A  by  an  equation  of  the 

form 

B  ^        Mk         ^  M       feg 

A  .    ,      ,         1  7.2   fc2  +  0)22  ^^^ 

^'^  +  C2A 

in  which  the  last  term  is  obtained  by  replacing  l/L^C^  by  W2*. 
In  using  this  equation  we  must  give  -B,  A,  and  k  the  same  sub- 
script.    Doing  this  and  replacing  the  subscripted  k  by  its  value 
froni  (6)  we  obtain  the  system  of  equations 


gj  =  gj  =  ^         co-2         ^ 

ila        A  4        L«  a;"2  -  a>2^        ^  '^^^^^ 


(8) 


in  which  X  and  F  are  abbreviations  for  the  quantities  set  im- 
mediately before  them  in  (8). 

Now  introducing  our  initial  conditions  (1)  into  (2),  (3),  (4) 
and  (5)   and  making  use  of  the  equations  (6)  and  (8),  we  obtain 

0  ^  A,  +  A2  +  At  +  A^  from  (2)  (9) 
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0  =  X{Ai  +  At)  +  Y{A,  +  A^  from  (3)  and  (8)        (10) 

Q  =  "^t/*  +  ^*.~„^*  from  (4)  and  (6)         (II) 

0  =  ^^^\~  ^'^  +  ^^^'.J,  ^*^  from (5), (6) and (8)   (12) 

Equations  (9)  and  (10)  give  by  elimination 

(X-Y)  iAi  +  At)=0  (13) 

(X  -  y)  {A,  +  At)=0  (14) 

while  equations  (11)  and  (12)  give  by  elimination 

-QY  =  (X  -Y)  "^T/'  (15^ 

QX^iX-Y)  ^'.~/*  (16) 

Unless  X  =  Y,  (13)  and  (14)  give 

Ai  =  -A»,    Ai  =  -A«  (17) 

and  these  values  substituted  into  (15)  and  (16)  give 

and 

^'  =  -^^  =  ^0Y)  ^1«> 

This  derivation  of  the  constants  Ai,  -4j,  As  and  -4 4  is  valid 
unless  X  =  Y.  By  a  comparison  of  (11)  with  (12)  it  is  seen 
that  X  cannot  equal  Y  unless  both  are  zero.  If  both  are  zero, 
(8)  shows  that  M  is  zero.  If  Af  is  zero  the  Circuit  II  will  have  no 
current  in  it,  and  the  Circuit  I  will  be  a  single  circuit  with  a 
condenser  discharge  in  it  satisf3ring  the  conditions  given  in 
Chapter  II. 

93.  Periodic  Equations  for  the  Currents. — With  these  values 
of  the  i4's  and  with  proper  values  of  the  fc's  from  (6)  introduced 
into  (2)  we  obtain 

'^  "  X-  Y  2  "^  X~=^  2  ^^^^ 

If  we  introduce  j  as  a  factor  in  the  denominators  of  the  ex- 
ponential factors  they  become  sines,  and  we  have 
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In  like  manner  using  the  values  of  the  B's  as  given  in  (8),  we 
obtain 

^^^    {<»'  sin  0,'t  -  w"  sin  w"t }  (22) 


ij  = 


X  -  Y 

As  a  step  toward  replacing  X  and  Y  by  their  values,  let  us 
note  from  (8)  that 

Ml  Ml 


X  = 


whence 


L.  1  -  «,*/«'»    L,  1  -  rvr,» 


X  = 


Ts* 


In  like  manner  from  (8) 


M 


L,  Ti"  -  r* 


Y  =  ¥- 


Tt* 


L,  Tt*  -  r"« 

From  these  values  of  X  and  Y,  we  obtain 

Y       ^  Ti^  -  7"' 

y  _    y  2"2   —    J"'2 

Y"  _  y       '7"i  _  'f"i 


(23) 


(24) 


(25) 


(26) 


Further,  if  we  replace  T'  and  T'  by  their  values  from  Chapter 
VII  equations  (38)  and  (39)  we  obtain 


X  -  Y 


X  -  Y 


1 

2J 

1 

21 


-  1 
+  1 

1 

1 

1        •* 

(27) 


(28) 


Introducing  these  values  into -(21)  we  obtain 


ti  = 


-0 


1 


V  +  (r^ 


+ 


-1 


+  1 


(a'  sin  0)^^ 


V 


1  + 


4t*7'i='7'8« 


+  1 


«"  sin  u"l 


(29) 


(Ti'  -  r,»)» 

Let  us  next  determine  it,  which  can  be  done  by  multiplying 
the  equation  (23)  by  (25)  obtaining 

XY        M        Tt* 


X  -  Y     Lt  T'^  -  T 


11% 


(30) 
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which  by  (38)  and  (39)  Chapter  VII 

M  Tj^ 


^«  V{Ti^  -  T2^y  +  ^^Tx^Tt^ 
This  introduced  into  (22)  gives 

it  =  ^      .  ^''  ={ctf^8ina>^^  -  «"sina)"«)(31) 

EquoHons  (29)  and  (31)  ^^6  the  complete  expressions  for  the 
currents  in  the  two  circuits  of  the  coupled  system  having  negligible 
resistances  and  excited  by  discharging  at  the  time  t  ^  0  the  conn 
denser  C\  with  an  initial  charge  Q. 

94.  Relative  Amplitudes  of  Current  in  the  Coupled  System 
of  Negligible  Resistances  Excited  by  a  Condenser  Discharge. — 
If  we  write  the  equations  for  ti  and  it  respectively  in  the  form 

ii  =  I'l  sin  (a't  +  r\  sin  «"«  (32) 

it  =  /'i  sin  a)'t  +  V't  sin  (^"t  (33) 

it  is  seen  that  the  ratios  of  amplitudes  for  the  same  frequency 
in  the  different  circuits  may  be  written.     [See  (21)  and  (22).) 

(34) 


-x 

It  Tt*  -  T'* 

VCt 

T,Tt 

=  Y 

M        Tt* 
L,  Tt*  -  T'" 

VCt 

T,Tt 

(35) 

Also  it  is  seen  that  the  ratio  of  amplitudes  of  the  two  different 
frequencies  in  the  same  circuit  are  for  primary  and  secondary 
respectively 

J",      -<a"X      -T'X      -T'{Tt*-T"*) 


nil 

I't 


w'F          T"Y 

T'\Tt*  - 

T'*) 

«"           T' 
«'            T" 

(36) 


(37) 


Equation  (34)  gives  the  ratio  of  amplitude  of  current  in  the  sec^ 
ondary  circuit  to  that  in  the  primary  circuit  for  the  frequency  T', 
Equation  (35)  gives  a  similar  ratio  of  amplitudes  for  the  frequency 
T".  EqiuUion  (36)  gives  the  ratio  of  amplitude  of  current  of  fre^ 
quency  T"  to  the  amplitude  of  current  of  frequency  T'  in  the  same 
{primary)  circuit.     Equation  (37)  is  a  similar  ratio  for  the  sec- 
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ondary  circuit.     These  equations  hold  for  excitaiian  by  the  discharge 
of  the  primary  condenser  with  resistancdess  circuits, 

n.    DISCHARGE  OF  AK  IKDUCTANCE 

96.  Determination  of  Amplitudes  when  the  Coupled  System 
of  Negligible  Resistances  is  Excited  by  the  Discharge  of  the 
Primary  Inductance.— Let  us  now  determine  the  solution  of  the 
resistanceless  coupled  circuit  problem  when  the  excitation 
is  produced  by  sending  a  steady  current  through  the  inductance 
of  Circuit  I,  and  then  isolating  it  as  was  done  in  the  buzzer  ex- 
citation process  of  Chapter  II. 

The  differential  equations  are  the  same  as  in* the  problem 
already  treated  and  give  therefore  the  same  frequencies  as  before. 
The  amplitudes,  however,  which  are  determined  by  the  initial 
conditions  will  now  be  different  from  those  of  the  previous 
sections. 

If  we  measure  time  from  the  instant  of  isolating  the  current  in 
the  primary  inductance,  the  initial  conditions  are  as  follows: 

When  t  =  0,  ii  =  /,  it  =  0, 

gi  =  0,  g,  =  0  (38) 

By  comparison  with  the  equations  (9)  to  (12)  it  will  be  seen 
that  these  initial  conditions  require 

/  =  Ai  +  A,  +  il,  +  ^4  t39) 

0  =  X(Ai  +  At)  +  Y{A,  +  A4).  (40) 

0A\       A.%   ,    A.2       A3  /^-i\ 

=  r-7 r-f} —  (41; 

Elimination  among  these  equations  gives 

^^"^  ^^^  2(7  -^  X)  ^*^^ 

XI 

^'°/*^°2(X-r)  ^^^ 

The  several  JB's  have  the  same  ratio  to  the  corresponding 
ii's  as  in  the  condenser  discharge  problem. 
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These  constants  substituted  into  equations  (2)  and  (3)  give, 
after  trigonometric  transformation  as  before,  the  results 


il   =    y  _   y  {  Y  cos  w'f  —  X  COS  <a"t\ 

-IXY 


»«  = 


{C08<a't  —  COS0)"t] 


145) 


(46) 


X  -Y 

By  comparison  of  these  equations  for  current  in  this  case  of 
inductance  excitation  with  the  corresponding  equations  for  cur- 
rent in  the  previous  problem  of  capacity  excitation,  it  will  be 
seen  that  equations  (45)  and  (46)  take  the  form 

1 


ti  = 


1  + 


yjl  + 


4t^Ti^T2^  " 
1  - 


cos  Co't  + 


yjl  + 


4T^Ti'Ti* 


ffi 


cos  (at 


(47) 


MI 


y  2 


2 


(Ti*  -  Ti^V 

[cos  (a't  -  COS  (a"t]    (48) 


**  Li  V{Ti^  -  72^)2  +  ^T^fi^Ti^ 

Equations  (47)  and  (48)  give  respectively  the  primary  and 
secondary  current  in  a  coupled  system  of  two  circuits  of  negligible 
resistances,  excited  by  sending  a  steady  current  I  through  the  in- 
dux^ante  of  the  primary  circuit  and  isolating  it  at  a  time  ^  =  0. 

96.  Relative  Amplitudes  of  Current  in  the  Resistanceless 
Coupled  System  Excited  by  Isolating  a  Current  in  the  Primary 
Circuit. — If  now  in  this  case  we  write  the  expressions  for  the 
currents  in  the  abbreviated  forms 

il  =  J'l  cos  a)'f  +  J'\  cos  o)"t  (49) 

ii  =  J'2  cos  (a't  +  J" 2  cos  (J'i  (50) 

and  compare  the  amplitudes  we  have 

.(51) 


(52) 


J', 

X 

Vc, 

TxT^ 

J\ 

Vc, 

Ti*  -  7"« 

J"2 

Y 

Vc, 

TiTi 

J"l 

~ 

'VCi 

T^i  —  T"* 

J'\ 

— 

X 

r^i  _  T"* 

J'l 

Y 

Ti*  -  r'* 

J"» 

4 

S£ 

— •• 

1 

J'2 

(53) 


(54) 
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Equations  (51)  to  (54)  give  the  rdative  amplitudes  of  current  in 
the  resistanceless  coupled  system  of  two  circuits  excited  by  the 
discharge  of  an  inductance  in  the  primary  circuit.  The  discharge 
is  produced  by  isolating  a  constant  current  I  in  the  primary  in-- 
dudance  alt  ^  0. 

It  is  to  be  noted  that  two  of  the  ratios  (51)  and  (52)  are  the  same 
as  in  the  case  of  the  condenser  excitation^  and  two  of  the  ratios  (53) 
and  (54)  are  different  from  the  case  of  condenser  excitation. 

It  is  also  to  be  noted  thai  cosines  appear  in  the  present  casCf 
where  sines  appeared  in  the  case  of  the  oilier  form  of  excitation. 


CHAPTER  IX 

« 

THE  FREE  OSCILLATION  OF  TWO  INDUCTIVELY 
COUPLED  CIRCUITS.    PERIODS  AND  DECRE- 
MENTS.   TREATMENT  WITHOUT  NEG- 
LECTING RESISTANCES' 

97.  Differential  Equations. — It  is  proposed  to  treat  in  the 
present  chapter  the  theory  of  the  free  oscillation  of  two  coupled 
circuits  such  as  are  shown  diagrammatically  in  Fig.  1.  The 
method  is  similar  to  that  employed  in  Chapters  VII  and  VIII, 
except  that  now  the  resistances  are  to  be  retained  wherever  their 
values  are  significant. 


Fig.  1. — Diagram  of  circuits. 

The  differential  equations  are  those  given  in  equations  (1) 
and  (2)  of  Chapter  VII,  which  are  here  rewritten  with  all  the 
terms  transposed  to  the  left-hand  side;  namely, 


Li  -j-  +  Rxii  +  ^ —  -  M  -^  =  0 
at  Ci  at 


1/2  -if  +  ^2^2  + 


Snit 


-m|.o 


(1) 


(2) 


98.  Elimination  to  Show  that  the  Resulting  Equations  are 
of  the  Fourth  Order. — Let  us  eliminate  i%  from  the  two  equations 
and  show  that  the  resulting  equation  in  i\  is  a  differential  equa- 
tion of  the  fourth  order. 

*  See  references  at  beginning  of  Chapters  VII  and  VIII.  The  present 
treatment  is  more  complete  than  the  treatment  in  the  references. 
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First  add  M  times  equation  (2)  to  L^  times  equation  (1), 
and  differentiate,  obtaining 

(L^,  -  JIf  «)^  +  L,iex^  + -^  +  i2,ilf -^  + -^  =  0    (3) 

Add  £2  times  (1)  to  (3J  and  differentiate,  obtaining 

^  Cx  ^  C,  d<      "  ^*^ 

Add  1/Ci  times  (1)  to  (4),  and  differentiate,  obtaining 

(L.l.  -  Af .)  ^  +  (I.B.  +  1,B.)  «!  +  (|?  +  ^  + 

In  the  same  way  the  elimination  of  i\  instead  of  i%  gives  for  ts 
the  same  equation  except  that  12  is  substituted  for  ii. 

Equation  (5)  is  a  liomogeneoua  linear  differential  equation  of 
the  fourth  order.  The  complete  solution  ha^  four  arbitrary  con- 
stants, and  any  solution  that  has  four  arbitrary  constarUs  is  complete. 

Instead  of  proceeding  directly  to  a  solution  of  (5)  by  introduc- 
ing an  exponential  with  t  in  theexponent,  it  is  somewhat  more 
convenient  to  make  our  substitutions  in  (1)  and  (2)  as  was  done 
in  Chapter  VTI.  We  shall  make  no  use  of  (5)  further  than  to 
note  that  the  complete  integral  has  four  arbitrary  constants. 

99.  First  Step  in  the  Solution  of  (1)  and  (2).— Let  us  begin 
the  treatment  of  the  pair  of  simultaneous  equations  (1)  and 
(2)  by  letting 

■  t,  =  Ae""',     i2  =  Be*"'  (6) 

These  values,  substituted  into  (1)  and  (2),  give,  after  division 

by  e*', 

AiLik  +  ft,  +  -L)  =  MBk  (7) 


and 


B(Ltk  +  Ri  +  7^)  =  MAk  (8) 


Taking  the  product  of  (7)  and  (8),  we  obtain 

(Lifc  +Ri  +  -^{LJc  +  722  +  ~f)  =  M^k^ 


(9) 
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Dividing  (9)  by  L\Ltk^j  we  obtain,  in  terms  of  abbreviations 
next  given,  the  equation 

where,  as  in  previous  chapters, 

M 

Ri  Rt  «io\ 

Among  these  abbreviations  note  that  the  quantities  Qi  and 
1^2  are  related  to  the  corresponding  co  and  a  by  the  equations 

Qi^  =  «!«  +  ai*,     Qj^  ^  ^^2  +  ^j^2  (14) 

as  may  be  seen  by  reference  to  (viii)  at  the  beginning  of  Chapter 
II. 

Equation  (10)  is  an  equcMon  of  the  fourth  degree  that  k  must 
satisfy,  in  order  for  (6)  to  be  solutions  of  the  original  differential 
equations.  In  (10)  the  quantity  r,  defined  hy  {l\)  is  called  the 
coefficient  of  coupling  of  the  circuits.  The  quantities  ai  and  cl% 
are  the  logarithmic  decrements  per  second,  or  damping  constants^ 
of  the  separate  circuits  when  each  is  alone  and  uninfluenced  hy  the 
other.  12i  and  %  are  the  undamped  angular  velocities  of  the  two 
circuits  respectively  when  they  are  uninfluenced  by  each  other. 

In  equation  (14)  oii  and  a>2  are  the  free  angular  velocities  of  the 
separate  circuits.  It  is  seen  that  the  undamped  angular  veloci- 
ties 12i  and  %  are  equal  to  the  free  angular  velocities  in  those 
cases  in  which  aiV^wi^  and  a%^/2(a%^  are  negligible  in  compari- 
son with  unity. 

100,  Note  on  the  Constants  A  and  B. — Returning  now  to 
equation  (10),  let  us  designate  the  four  A;'s  that  are  roots  of  (10) 
by  fci,  ^21  kz,  and  k^*  Then  by  (6)  for  each  of  the  fc's  there  will 
be  a  corresponding  A  and  B,  to  which  we  shall  give  subscripts 
1,  2,  3,  and  4  identical  with  the  respective  subscripts  of  k,  ob- 
taining 

t\   =   An^       ,       t2    =    i>n€       , 

where 

n  =  1,  2,  3,  4. 
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Applying  to  these  solutions  the  principle  of  additivity,  we 
shall  have  as  the  complete  integral  of  the  differential  equations 
(1)  and  (2)  the  following 

il    =  Ai€*'*  +  A2€**'  +  Aze"""   +  A4€*^  (15) 

and  likewise 

12  =  SBnC*-*,  (16) 

where  n  =  1,  2,  3,  4 

The  constants  An  and  £»  are  arbitrary  constants  of  integration. 
Although  there  are  eight  of  these  constants  only  the  four  A*s 
are  independent  of  each  other,  for  each  B  is  related  to  the  cor- 
responding A  by  an  equation  of  the  form  of  (7)  or  (8),  in  which 
we  must  give  A  and  B  either  of  the  common  subscripts  1,  2,  3,  4. 
Calling  any  one  of  these  common  subscripts  by  the  generic 
designation  n,  we  have  from  (7)  and  (8) 

An  (LiK  +Rl+  ^)   =  MBnkn  (17) 

Bn  (Ljcn  +  R2  +  ^)  =  MAnK  (18) 

Either  of  the  relations  (17)  or  (18)  may  be  used  to  determine 
Bn  from  Ant  but  if  both  (17)  and  (18)  are  used  they  give  no  more 
restriction  than  one  alone,  for  the  two  equations  are  not  inde- 
pendent, as  their  product  has  been  used  in  determining  kn- 

The  eight  arbitrary  constants  are  thus  reduced  to  four  by 
having  four  relations  among  them.  These  four  relations  are 
obtained  by  giving  n  successively  the  values  1,  2,  3,  and  4. 

The  four  arbitrary  constants  to  which  the  eight  are  reduced 
are  to  be  determined  by  the  initial  conditions  in  any  specific 
problem.  We  shall  postpone  the  determination  of  these  con- 
stants An  and  Bn  to  the  next  Chapter,  and  shall  proceed  in  this 
chapter  to  a  discussion  of  the  values  of -A;i,  k2,  kz,  and  k^,  which  are 
the  roots  of  the  fourth  degree  equation  (10). 

101*  Expression  of  the  Roots  k  as  Complex  Quantities  and 
the  Currents  as  Periodic  Functions  of  the  Time. — Expanding 
(10)  by  multiplying  the  factors  together,  we  obtain 

J.,  .   2(ai  +  a2)fc»  ,   (Oi^  +  O2*  +  4aia2)fc2 


1  -  r«        •  1  -  r^ 

+ 

-  r^  '     1   -  r 


98 


ELECTRIC  OSCILLATIONS 


[Chap.  IX 


Let  us  now  write  the  four  values  of  k  that  are  the  roots  of  (19) 
in  the  complex  forms 

kt  =  —a'  —  jV,        ki  =  —a"  —  j«". 


(20) 


They  can  be  written  in  this  form  for  if  any  root  is  a  complex 
quantity,  the  conjugate  complex  is  also  a  root.  Real  roots,  if 
they  exist,  must  therefore  be  two  or  four  in  number.  To  cover 
this  contingency  of  real  roots  it  is  only  necessary  to  make  (a' 
or  «",  or  both,  imaginary.    The  a's  always  remain  real. 

With  the  use  of  these  complex  roots,  equations  (15)  and  (16) 
can  be  transformed  into 

ii  =  /'i€-»''  sin  (u)'t  +  ip\)  +  /"ic-"''  sin  (a)"^+/'i)    (21) 

H  -  /'2€""^'*  sin  Wt  +  ip\)  +  /"2€""''  sin  («'7+  ip'\)     (22) 

as  is  proved  in  the  next  section. 

102.  Digression  to  Prove  Validity  of  the  Transformation  of 
(16)  into  (21). — With  the  values  of  fci,  kt^  fcj,  and  k^  given  in  (20) 
we  have 

^*ti  ^  ^-a't  ^.'i    ^  ,-a'<(cos  «'<  +  3  sin  «'0, 
€*-  =  «-«''  r''^''  =  c-^''(cos  o>'t  -  3  sin  co'O, 
etc.,  so  that  (15)  can  be  written 


tl    =   € 


-a'i 


[{A\  +  At)  coso)'^  +  jiAi  —  A2)  sin  w'/} 


+  €""'M(A,  +  .14)  coso)''^  +  j(ils  -  Aa)  sincu"^}     (23) 

Therefore, 

t,  =  7'i€-%in  («'<  +  v^'i)  +  /"i€~^''  sin  («''<  +  ip'\) 

provided 

Ai  +  -At  =  /'i  sin  v>'i,     i(Ai  -  At)  =  /'i  cos  ^'1 
A,  +  A4  =  /"i  sin  ^"1,    i(il,  -  ^4)  =  r\  cos  ^"1 


(24) 


(25) 


In  order  for  (25)  to  be  satisfied  by  real  values  of  I'l  and  ^'1,  it  is 
seen  that  ili  +  Aj  must  be  real  and  A\  —  A%  must  be  imaginary; 
that  is  to  say,  Ai  and  A^  must  be  in  general  conjugate  complexes. 
This  looks  like  an  additional  restriction  on  the  arbitrariness  of  Ai 
and  A%  that  we  have  imposed  by  the  transformation.  But,  as  a 
matter  of  fact,  this  limitation  is  imposed  by  the  equations  (15) 
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if  we  require  that  the  current  ii  be  real  and  if  we  assume  that 
u'  is  real,  for  this  assumption  gives  at  once  (23)  that  requires 
the  conjugate  relation  of  Ai  and  ^12- 
If  on  the  other  hand  <a'  is  imaginary,  let 

0)'  =  —jo)h,  where  w*  is  real,  then 

cos  «'  =  cosh  «A,  and  J  sin  w'  =  —  sinh  w*, 

so  that;  in  this  case,  (23)  shows  that  both  Ai  and  ^12  are  reals. 
With  these  two  A' 8  real,  (25)  shows  that  both  I'l  and  <p'i  are 
imaginary.  This  is  still  consistent  with  (24),  for  if  a>',  <p'i  and 
I'l  are  all  imaginary,  the  first  term  of  the  right-hand  side  of  (24) 
remains  real. 

It  is  thus  seen  that  the  transformation  of  (15)  into  (21)  is 
correct  algebraically  and  that  it  does  not  put  any  additional 
restriction  on  ii. 

103.  Angular  Velocities  and  Damping  Constants.  Double 
Periodicity. — Retiurning  to  equations  (21)  and  (22),  it  is  seen 
that,  if  (a'  and  o)"  are  real  quantities,  the  primary  ciurent  ii 
and  the  secondary  current  u  is  each  doubly  periodic,  with  the  two 
angular  velocities  <a'  and  (a"y  and  that  each  of  the  oscillations  has 
its  own  damping  constant,  a'  for  «'  and  a"  for  «". 

Both  circuits  have  the  same  two  angular  velocities  <a'  and  <a", 
and  both  have  the  same  damping  constants  a'  and  a'^ 

104.  Relations  Among  the  Damping  Constants,  the  Angular 
Velocities  and  the  Constants  of  the  Circuits. — We  shall  now 
make  use  of  the  following  propositions  proved  in  treatises  on  the 
Theory  of  Algebraic  Equations : 

If  ki,  ki,  kz,  and  A;  4  are  the  four  roots  of  the  fourth  degree  alge- 
braic equation  (19),  then 

I.  The  sum  of  the  four  values  of  the  roots  is  equal  to  the 
negative  of  the  coefficient  of  fc'  in  (19), 

II.  The  sum  of  the  products  of  the  roots  taken  two  and  two 
equals  the  coefficient  of  k^, 

III.  The  sum  of  the  products  of  the  roots  taken  three  at  a  time 
is  equal  to  the  negative  of  the  coefficient  of  A;, 

IV.  The  product  of  the  four  roots  is  equal  to  the  term  of  (19) 
not  involving  k. 

By  direct  computation,  using  the  form  (20)  of  the  root9,,we 
obtain  the  following  relations:  :  ::-< 
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«'  +  «"  =  "/  +  «/ 

1  —  r* 

1 

(26) 

hQ-  +  4a'a"  =  «'*+"^* +/**'"* 

1    —   T^ 

(27) 

1  —  r^ 

(28) 

1  —  t' 

(29) 

jy*  =  a'*  +  w'* 

(30) 

fl"*  =  a"»  +  w"» 

(31) 

The  definitions  of  the  other  quantities  are  given  in  (11), 
(12)  and  (13). 

The  equations  (26)  to  (29)  are  the  exact  relations  thai  the  primed 
quantities,  regarded  as  unknown,  bear  to  the  subscripted  quantities, 
regarded  as  known. 

The  primed  quantities  are  the  resultant  damping  constants  and 
angular  velocities  in  the  coupled  system,  while  the  subscripted 
quantities  are  qiuintities  belonging  to  the  circuits  I  and  II  respec- 
tively when  each  is  standing  alone  and  uninfluenced  by  the  other. 

The  problem  of  finding  the  damping  constants  and  angular 
velocities  in  the  coupled  system  consists  in  elimination  among 
these  equations  in  such  a  manner  as  to  obtain  each  of  the  primed 
quantities  in  an  equation  not  involving  the  other  primed  quan- 
tities. The  equations  are  sufiicient  in  number  for  this  purpose, 
and  the  eliminations,  though  difficult,  are  effected  in  the  sections 
that  follow. 

105.  Introduction  of  Undamped  Periods  in  Place  of  Undamped 
Angular  Velocities. — It  is  proposed  now  to  modify  the  relations 
(26)  to  (29)  by  introducing  periods  in  the  place  of  angular 
velocities. 


Let 


and 


Ti  =  2ir/a)i,  T  =  2jr/(a' 

Ti  =  2ir/coi,  T"  =  2ir/w' 

Si  =  27r/i2i,  S'  =  2ir/^ 

S2  =  2x/fi2,  S"  =  2ir/Q' 


(32) 


(33) 


: !  ^ere  Ti  and  T2  arc  the  periods  of  the  two  circuits,  respectively, 
\Chen  not  coupled;  T"  and  T"'  are  the  periods  that  coexist  in  each 
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circuit  when  coupled;  while  the  corresponding  jS's  are  the  several 
undamped  periods. 

It  is  often  true  that  the  /S's  are  close  approximations  to  the 
T's  in  single  oscillatory  circuits,  but  when  the  circuits  are  coupled 
the  arithmetical  differences  between  the  various  S's  or  T's 
appear  in  the  equations,  and  in  those  cases  it  is  not  safe  to  re- 
place the  5's  by  T's  without  special  investigation. 

Returning  now  to  our  coefficient  equations  (26)  to  (29), 
let  us  divide  (26),  (27),  and  (28)  each  by  (29)  and  multiply  by 
(2]r)*  or  (2ir)\  as  required,  obtaining,  respectively, 

(a'  +  a'OS'^S"*  =  (ai  +  a2)Si^Si^  (34) 

S'2  _,.  s'f2  ^  Si^  +  S2^  +  zSiSi  (say)  (35) 

a'S'^  +  a''S"^  =  aiSi^  +  a^St"  (36) 

5/25/^2  =  Si^Si\l  -  r»)  (37) 

The  z  that  occurs  in  (35)  has  the  value 

z  =  (aia2  -  aV(l  -  r«)}^  (38) 

Thene  equaJtiona  wriUen  in  terms  of  undamped  periods  are  the 
equivalents  of  (26)  to  (29),  which  were  obtained  directly  from  the 
coefficients  of  the  fourth  degree  equation  (19) .     They  are  exact. 

The  quantity  z,  as  defined  in  (38),  will  be  left  undetermined 
in  the  first  stages  of  the  diminatumSf  but  wHl  finally  be  expressed 
in  terms  of  known  quantities. 

106.  Combination  for  Undamped  Periods. — We  shall  now 
form  certain  combinations  of  the  equations  (34)  to  (38) .  The  first 
combination  is  here  designated  combination  for  vfndamped 
periods. 

Let  us  add  twice  the  square  root  of  (37)  to  (35)  and  extract  the 
square  root;  and  then  let  us  subtract  twice  the  square  root  of 
(37)  from  (35)  and  extract  the  square  root.  By  these  operations 
we  obtain,  respectively, 


5'  +  S''  =  VSi*  +  S2*  +  2S1S2  +  2SiS2\/l  -  r^      (39) 

S'  -  S"  =  VSi'  +  St^  +  zSSi  -  J2SiS,Vr=^     (40) 

In  choosing  the  positive  sign  before  the  main  radical  in  (40)  we 
are  specifying  that  of  the  two  quantities  S'  and  S"  we  shall' edit 
the  greater  S'. 
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Now  taking  respectively  the  sum  and  difference  of  these  two 
equations  and  dividing  by  2,  we  obtain 


S'  =  ^\Si^  +  Si^  +  zSiSt  +  2SiS,\/l  -  T« 
+  1^8^+  S,^  +  ZS1S2  -  2SiS2Vr^^ 

S"  =  ^\|Si«'+  5,2  +  zSiSt  +  2SiS2Vl^^^ 


(41) 


-  l^Si^  +  S2^  +  ZS1S2  -  ~2SiS2Vl  -  r2        ^^^^ 

Equations  (41)  arui  (42)  are  ^/le  values  of  the  undamped  periods 
in  the  coupled  system.  They  are  exa^.  It  mil  be  noticed,  fiowever, 
that  the  expressions  involve  z  and  hence  a'  and  a".  We  shaU  later 
show  how  to  obtain  z  in  terms  of  known  quantities. 

K)7.  Combination  for  Damping  Relations. — Betiu*ning  now  to 
the  equations  (34)  to  (37)  let  us,  first,  subtract  l/S'^  times  (34) 
from  (36) ;  second,  subtract  l//S"Himes  (34)  from  (36).  Dividing 
the  differences  obtained  by  S'^  —  S"^  we  have 

aiSi^  +  aSt^  -  (a,  +  a^)^^ 
I *^  _  (43) 


a    = 


a\Si^  +  02^2*  —  (ai  +  a?)   ^,,2 
.// *^  (44) 


a    =  — 


5/2    _    5//2 


Expanding  these  equations  by  replacing  S'^  and  S"*  by  their 
values  from  (41)  and  (42),  we  obtain 

""'  ^  ""'  (Si*  +  S2*  +  2S1S2)  -  laiSi*  +  a^S,') 


,        ai  +  a2       2(1  -  r2) 
o   = 


2(1  -  r2)  v^(S^2  +  S2^  +  zSiSi)^  -  4Si2S2*  (1  -  t2) 

(45) 

«^  +  «*  (5,2  +  S2^  +  zSiS2)  -  (aiSi«  +  a2S2*) 


„  ^  ai  +  a2     .  2(1  -  T*) 

^      2(1  -  r«~)  "^    -./t^t: 


2(1  -  r«)         -^(Si^  +  Sj*  +  zSiS2y  -  4S,2S,2  (1  _  ^2) 

(46) 

Eguaiions  (43)  and  (44),  or  ^Ae  oZtema^itie  equaiums  (45)  arid 
{481,  9^^  exact  relations  for  the  damping  constants  a'  and  a"  of  the 
^ti^^  vsdUaiions  in  the  coupled  system.    It  will  be  noted,  however, 
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thai  z  involves  a'  and  a",  so  that  these  qrmntities  have  not  yet  been 
completely  isolated. 

Before  entering  upon  a  determination  of  z,  let  us  write  out 
still  another  form  of  expression  for  the  damping  constants,  ob- 
tained directly  from  the  definition  (38)  of  z,  which  by  transposi- 
tion gives 

a  a    = 


1  -  T«    SiSi  (1  -  T^y 

We  have  also  from  (34)  and  (37)  by  division 

tti  +  as 


a'  +  a"  = 


1  -  r2 


Now  taking  four  times  the  first  of  these  equations  from  the 
square  of  the  second,  and  extracting  the  square  root,  we  obtain 


a'  —  a"  =  -f-     K^^  +  ^»)'  _  4aia2    ,  4^^z 

™  \  (1  -  r*)«        1  -  r2"^  SiSj  (1  -  r 


^ 


In  order  to  determine  which  sign  to  use  before  this  radical  it 
is  necessary  to  determine  from  an  independent  examination  of 
(45)  and  (46)  whether  a'  is  greater  than  or  less  than  a".  It 
will  be  noted  that  if 

then  a'  <a'\  and  we  must  use  the  minus  sign  before  the  radical 
above.  Uhder  this  condition,  elimination  between  the  equation 
for  a'  +  a"  and  that  for  a'  —  a"  gives 


,  ^  1  ai  +  02  _  1    Kdx  +  02)'  _  4aia2    .  ^^z .^v 

*         2  1  -  r«        2\  (1  -  r«)2        1  -  r^  "^SiSj  (1  -  r^)    ^^^ 

„  ^  1  ai  +  g,  ,   1    Ka[  +  02)^  _  ^ayai    ,  ^^z  r.^. 

2    1  -  r2  "*■  2\  (1  -  T^y        \-T^^  S1S2  (1  -  r^)    ^  ^ 

In  using  these  equations  (48)  and  (49)  it  is  to  be  especially  noted 
that  if  the  inequality  (47)  is  not  fulfilled  the  signs  before  the  radicals 
in  (48)  and  (49)  are  to  be  interchanged.  This  rule  of  signs  is 
based  also  on  the  stipulation  that  of  the  two  quantities  S'  and  S" 
the  greater  is  designated  S\ 

Having  now  obtained  a  variety  of  expressions  for  the  deter- 
mination of  S',  S",  a',  and  a",  we  shall  next  obtain  an  explicit 
equation  for  z  in  terms  of  known  quantities. 
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108.  Equation  for  z  in  Tenns  of  S^nown  Quantities. — We  shall 
now  obtain  an  equation  for  z  in  terms  of  known  quantities. 

Since  z  involves  the  product  of  a'  and  a",  let  us  form  this  product 
by  multiplying  (46)  by  (46).  In  performing  this  multiplication 
we  shall  use  the  temporary  abbreviation 

D  =  (Sx^  +  S2'  +  zSiS^y  -  4Si«S,^(l  -  r*), 

which  expanded  gives 

D  =  (Si^  -  S2^y  +  2SiS2^{Si^  +  St^)  +  z^Si^S^^  +  4r«Si«S2*  (50) 

Proceeding  now  to  take  the  product  of  (45)  and  (46),  and 
clearing  the  result  of  fractions,  we  obtain 

aVD(l  -  r«)  =  -(aiSi«  +  OaSa^)*  +  r^aiSi^  +  (hSf^y 

+  (ai  +  02)  (aiSi^  +  aaiS,*)  (Si«  +  St*) 

-  (ai  +  a^ySi^Si*  +  zSiSiiai  +  a,) 

(aiSi^  +  otSi'), 
whence 

oV'D(l  -  r»)  =  T^aiSi*  +  atSi^y 

+  zSiSi^ai^Si*  +  aiGiSi*  +  aiOaSi*  +  at^St^) 
+  aMSi^  +  S2'  -  2Si^S2*). 

Now  let  us  subtract  cfiajZ)  from  the  left-hand  side  of  this 
equation,  and  from  the  right-hand  side  this  same  quantity  with 
D  replaced  by  its  value  from  (60),  and  note  that  the  difference 
obtained  for  the  left-hand  side  is  —  ztt^D/SiS^  by  (38) .  We  thus 
obtain 

Vg'^=  rKaiSi*  -  a^Sz^y  +  2S1S2  (ai  -  aj)  (aiSi«  -  a2S2«) 
0102 

-  z^aiGiSi^Si^ 


Replacing  D  by  its  value  from  (60)  and  collecting  terms  we 
obtain 

\2(Si^  +  82^)  _  01028182} 

1  81S2  T^ 


Z^  +  z 


2 


+  2 


f  (Si»  -S2^y  ,  4^,  _^  (o,  -  o,)  (o,S,*  -  as5»») 


5,%'        '  ■  T 


t 


ir^oi02 
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If  we  introduce  the  abbreviations 

X  =  Sj/Si,        8i  =  aiSu        h  =  aiJSt  (52) 

equation  (51)  becomes 

z^  +  Az^  +  Bz  +  C  =  0  (53) 


where 


C  =  ^(^'  H-^j^x  -  2M2) 


(64) 


Equation  (53),  in  which  A,  B,  and  C  have  the  values  given  in 
(54),  gives  the  value  of  z  in  terms  of  known  constants  of  the  circuits. 
In  these  equations j  x,  5i  and  5s  have  the  valves  given  in  (52). 

It  is  to  be  borne  in  mind  in  using  these  equations  that  if  ai  and  as 
are  independent  of  Si  and  S2  then  81  and  dt  are  dependent  on  Si 
and  St  and  may  be  dependent  on  x. 

109.  If  the  Original  Circuits  Are  Oscillatory  when  Each  is 
Alone,  All  the  Real  Roots  of  (63)  Are  Negative. — As  a  step  toward 
fixing  the  limits  of  z,  we  shall  show  that  all  the  real  roots  of  (53) 
are  negative  provided  each  of  the  two  original  circuits  is  oscilla- 
tory when  it  is  alone  and  uninfluenced  by  the  other  circuit. 

If  the  original  circuits  are  both  oscillatory, 

5i/2t  <  1,     and     52/27r  <  1  (55) 

To  prove  that  the  real  roots  of  (53)  are  negative  it  is  only 
necessary  to  show  that  the  coefiicients  A,  B,  and  C  are  all  positive. 

Since  x  +  1/x,  where  x  is  positive  cannot  be  less  than  2,  it  is 
seen  that  condition  (55)  makes  A  positive. 

It  is  seen  also  that  always  C  is  positive,  since  it  is  a  perfect 
square. 

The  remaining  coefficient  B  is  more  difficult  to  treat,  but  may 
also  be  shown  to  be  positive  under  the  limitations  (56)  as  follows : 

Taking  B  from   (54)   add  and  subtract  2did2/ir^,  obtaining 

The  last  parenthetical  expression  may  be  written  in  the  form 
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a 

{x—l)*/x.    Grouping  this  last  term  with  the  first  and  grouping 
the  fourth  term  with  the  third,  we  obtain 

_       {x*  -  1)«  f ,       SiSt        x]       ]    ,   ^  ,  ,   {Bi-  St)'  ,^^^ 

^ i5— |i-^(iqrTp)  +  ^"  +      X'       (56) 

The  only  term  or  factor  in  this  equation  that  is  doubtful  as  to 
sign  is  the  expression  within  the  brace;  but  by  (55) 

*4^  <  4  (57) 

and,  since  x  is  positive,  it  is  also  apparent  that 

(^+T)«  <  '  '^  (58) 

By  taking  the  product  of  (57)  and  (58),  it  is  seen  that  the 
expression  within  the  brace  in  the  equation  (56)  for  B  is  positive, 
and  hence  B  is  positive. 

We  have  thus  proved  that,  if  each  of  the  original  circuits  is  oscil- 
latory when  standing  aloncy  aU  of  the  coefficients  of  the  cubic  equa- 
Hon  (53)  are  positive,  and  that  in  consequence  all  of  the  real  values 
of  z  are  negative. 

We  shall  next  be  able  to  assign  certain  limits  to  the  value  of 
z,  that  will  simplify  the  calculation  of  this  quantity. 

110.  Determinatioii  of  the  Limits  of  the  Value  of  z  for  Coupled 
Circuits  Oscillatory  when  Alone. — In  the  preceding  section  we 
have  shown  that  z  is  negative  provided  the  original  circuits 
are  oscillatory  when  alone.  We  can  now  establish  outside  limits 
of  the  value  of  z  by  very  simple  operations. 

To  begin,  let  us  take  the  original  definition  of  z,  equation  (38), 
multiply  both  sides  of  that  equation  by  SiS^,  and  partly  replace 
/Si*S2*  by  its  value  from  (37),  obtaining 

SiS^  =  5 (59) 

Let  us  now  make  use  of  the  algebraic  generaUzation  that  for 
any  two  real  quantities  x  and  y 

-  (x  +  yY 
then  by  this  relation  alone 
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Replacing  the  right-hand  side  of  (60)  by  its  value  from  (36) 
we  have 

a'a"S'^S"*  ?  («i^i*  +  ^^»*)*  (61) 

This  quantity  substituted  into  (59)  gives 

S,S^  ^  _  (<^^S^^ -^<^*S,')*  ^g2) 

Let  us  recall  that  z  is  negative,  and  let  us  divide  both  sides  of 
(62)  by  SiS%j  and  make  use  of  the  abbreviations 

X  ==  8%/ Si,     di  =  diSi,     82  =  ojSj,  (63) 

then  we  obtain 


O^z^  -(:;^-^^^^y 


(64) 


47r2 


The  inequality  (64)  gives  the  limits  of  the  value  of  2,  provided 
the  original  circuits  are  osdUalory  when  not  coupled, 

111*  Reduction  of  the  Cubic  Equation  for  z  to  a  Quadratic 
Equation  over  an  Important  Range  of  Constants. — In  equation 
(53)  we  have  given  a  cubic  equation  for  the  determination  of 
z,  and  we  have  shown  that  z  is  negative,  and  that  it  has  the 
limiting  values  specified  by  the  inequality  (64),  provided  the 
original  circuits  are  osciUatory,  that  is,  provided 


h\bt 


<  1  (65) 


47r2 
In  the  cubic  equation 

z^  +  Az^-[-  Bz  +  C  =  0 

the  terms  z^  and  Bz  are  the  only  negative  terms.  It  thus  appears 
that  we  can  neglect  z^  provided  it  is  negligible  in  comparison  with 
the  other  negative  term  Bz)  that  is,  provided 

z^<  <B  (66) 

and  this  proposition  can  be  tested  by  making  use  of  the  limiting 
value  of  z  from  (64)  and  comparing  this  Umiting  value  when 
squared  with  B  from  (54). 

It  is  to  be  noted  that  when  x  is  unity  the  maximmn  possible 
value  of  ^*  is  of  the  order  of  (5i  —  52)*/16jrS  while  the  order  of 
5  is  4r^  -f  (5i  —  52)V^*i  so  that  z^  is  negligible  in  comparison 
with  B,  provided 

l^L:ii?)!<<l  (67) 
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We  thus  see  in  a  general  way  that  z^  is  likely  to  be  negligible 
in  comparison  with  B.  A  careful  examination  of  the  possible 
values  of  z^  and  B  over  the  whole  possible  range  of  constants  of  the 
circuits,  shows  that  occasions  may  arise  in  which  (66)  is  not  ful- 
filled, so  that  we  then  require  the  whole  cubic  to  determine  z. 

In  cases,  on  the  other  hand,  in  which  z*  is  negligible  in  com- 
parison with  Bj  the  cubic  reduces  to  the  quadratic 

Az^  +  Bz  +  C  =  0  (68) 

of  which  the  solution  is 

R  \  I        A  An 

(69) 


B 


-^- 


A  AC 


B 


In  this  solution  we  have  chosen  the  minus  sign  before  the 
radical,  because  this  gives  the  smaller  absolute  value  of  2  as  is 
required  by  the  condition  that  z^  be  negligible.  The  question  of 
this  sign  is  investigated  in  certain  of  the  special  cases  treated 
below,  but  has  not  been  given  any  extended  general  investigation. 

We  may  sum  up  regarding  z  as  follows:  z  is  exactly  given  by 
the  cubic  equation  (53).  Whenever  z  is  so  small  that  its  square  is 
negligible  in  comparison  with  the  coefficierU  B,  as  is  often  the  case, 
the  valu^  of  z  is  given  with  sufficient  accuracy  by  (69).  Even  if 
the  whole  cubic  must  he  v^ed  in  determining  z,  the  calculations 
may  he  f  agitated  hy  making  a  preliminary  approximate  calculation 
ofzhy  (69). 

We  have  now  solved  completely  the  problem  of  determining 
the  damping  constants  and  periods  of  the  coupled  system. 

We  shall  now  proceed  to  a  numerical  treatment  of  certain 
important  special  cases,  and  as  a  result  of  the  calculations  we  shall 
have  our  attention  called  to  important  simplifications  that  some- 
times arise. 

The  special  cases  to  be  investigated  are  as  follows: 

Case  I.  The  Quasi  Isochronous  System, 

Case  II.  The  General  Case  with  Numerical  Constants,  and 

Case  III.  The  Loose-coupled  System. 

CASE  1.    THB  QUASI  ISOCHRONOUS   STSTEM 

112.  The  Equations  for  z  in  the  Quasi  Isochronous  System. 

We  shall  now  Umit  the  discussion  to  the  case  in  which  the  original 
two  circuits  have  nearly  the  same  free  periods  Ti  and  Tt.    In- 
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stead  of  assuming  Ti  exactly  equal  to  Tt,  it  is  simpler  to  assume 
the  undamped  periods  equal;  that  is 

Si  =  S,  =  S  (say)  (70) 

We  shall  call  this  the  case  of  quasi  isochronism. 

To  avoid  continually  writing  certain  combinations  of  hi  and 
^1,  we  shall  use  the  following  abbreviations, 

Under  the  condition  of  quasi  isochronism  the  quantities  defined 
in  (54)  become 

x  =  1,  A  =  4(1  -  »),  B  =  4(r^  +  u),  C  =^  ^rhi      (72) 

The  cubic  equation  (53)  for  z^  in  the  isochronous  case,  becomes 

2»  +  43«(1  -  »)  +  4^(r«  +  tt)  +  Arhi  =  0  (73) 

This  factors  into 

J  (2  -  Av)  +  (2  +  u)(r*  +  «)  =  0  (74) 

From  this  factored  form  we  can  make  a  discovery  of  a  new 
fact  in  regard  to  the  limit  of  z.  We  have  already  shown  in  the 
general  case  the  relation  (64),  which  in  the  isochronous  case 
(since  x  =  1)  becomes 

0^2=  ^  -  u  (75) 

This  inequality  may  be  otherwise  written  in  the  form 

z  ^0,     and  2  +  u  ^  0  (76) 

This  fact  applied  to  (74)  shows  that  the  first  term  of  that 
equation  is  negative  or  zero,  and  therefore  the  last  term  must  be 
positive  or  aero  to  make  the  sum  zero.  We  have  just  shown  in 
(76)  that  one  of  the  factors  {z  +  u)  of  the  last  term  is  positive  or 
zero,  and  hence  the  other  factor  of  that  term  is  positive  or 

zero;  that  is, 

z  +  T^^O  (77) 

This  result  is  important  in  determining  the  signs  and  the  limiting 
values  of  expressions  to  follow. 
We  shall  now  examine  the  condition  under  which  the  cubic 
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equation  for  z  reduces  to  a  quadratic.     This  condition  as  stated 
in  (66)  may  be  written 

z^  <<  B, 

which  in  the  isochronous  case,  by  (72),  becomes 

z^  <<  4(t2  +  u)  (78) 

Now  by  (76)  and  (77), 

2*  <  M*  and  also  z^  <  t* 

so  that  (78)  is  met  if 

either  m»  <  <  4(t«  +  m)  or  t*  <  <  4(7*  +  u)  (79) 

Either  of  the  alternative  conditions  of  (79)  is  sufficient  to 

•  

reduce  the  cubic  to  the  quadratic.    If  u  <  r^  the  first  of  the  alter- 
natives is  met  if 

M*  <<  8w;  that  is  ^^^3^^'  <<  1  (80) 

If  T*<tt,  the  second  alternative  of  (79)  is  met  if 

^'<<1  (81) 

We  have  then  the  resvU  that  the  quadratic  relation  is  sufficient 
to  determine  z  in  any  ca^e  of  quasi  isochronism  in  which  r*/8  is 
negligible  in  comparison  with  unity  or  in  which  (5i  —  6i)V32ir* 
is  negligible  in  comparison  with  unity.  The  latter  of  these  alter-- 
natives  is  true  for  oscillatory  circuits  even  when  they  are  very  highly 
damped.  The  exact  degree  of  damping  is  easily  determined  in  a 
specific  case. 

Let  us  now  write  out  the  simplified  value  of  z  for  the  isochro- 
nous system.  This  is  done  by  replacing  the  coefficients  A,  B, 
and  C  in  (69)  by  their  values  from  (72),  and  gives 


T* 

+ 

u 

2(1 



v) 

T* 

+ 

u 

-V'-^ 


2  = ,.        4r«u(l  -  V) 


(r»  +  «)»    J 


tM-  M       ,         /(t«  -  «)*   +  4t*U»  ff>o\ 

W^-v)  +  V — 4(rr^* ^^^^ 

Let  us  now  make  a  digression  to  prove  the  correctness  of  the 
signs  before  the  radicals  in  (82),  since  this  matter  was  passed 
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over  without  much  attention  in  the  statements  following  (69). 
Using  the  second  of  the  forms  of  (82),  transposing  the  first  term 
of  the  right-hand  side  to  the  left-hand  side,  and  collecting  terms 
over  a  conmion  denominator,  we  have 

2z{l  -  y)  +  r«  +  u  _ 

2(1  -  t;)  ~  ^' 

where  fl  is  a  temporary  abbreviation  for  the  radical.  The 
numerator  of  the  left-hand  side  can  be  regrouped  giving 

(g  +  T^)  +  (Z  +  U)   -    22V  _ 

2(1  -  v)  "■  ^• 

Now  by  (76)  and  (77)  it  is  seen  that  all  the  terms  of  the  numera- 
tor are  positive,  so  that  the  radical  R  must  be  positive  (in  the 
second  form  of  (82)),  provided  v  is  less  than  imity;  that  is, 
provided  the  original  circuits  are  oscillatory.  Hence  the  'cor- 
rectness of  the  signs  given  to  the  radicals  in  (82). 

In  the  case  in  'which  Si  =  S%  ==  S  the  quantity  z  is  exactly 
given  by  (73),  or  (74).  In  all  cases  in  which  the  condition  (80), 
or  the  condition  (81),  is  fuifiUed  z  is  given  with  sufficient  accuracy 
by  (82) .  For  these  isochronous  circuits,  (82)  is  of  almost  universal 
applicability. 

It  may  be  noted  also,  if  the  original  circuits  are  separately  oscH- 
laiory,  that  the  absolute  value  of  z  is  less  than  u  and  less  than  r^ 
and  that  z  is  negative,  as  is  shown  by  (76)  and  (77). 

113.  The  Equations  for  Undamped  Periods  and  Damping 
Constants  in  the  Quasi  Isochronous  Circuits. — With  the  original 
circuits  separately  tuned  to  the  same  ujidanped  periods  so  that 

the  equations  (41)  and  (42)  for  the  undamped  periods  of  the 
coupled  system,  on  being  squared,  give 


z^ 


S'2  =  S2  I  1  +|+^r»+g  +  ~ 


S"^  =  S^\l+^^y]r^+Z  +  ^~r 


2 

4" 


(83) 


For  the  damping  constants  we  shall  use  the  equations  (48) 
and  (49),  but  we  shall  first  examine  the  criterion  (47)  as  to  the 
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sign  to  use  before  the  radicals  in  (48)  and  (49). 
isochronism,  the  criterion  (47)  reduces  to 


In  the  case  of 


(ai  +  fl2)(2  +  g) 

2(1  -  r^) 


>  ai  +  Ot, 


which  reduces  to 


z  +  2t»  >  0. 


By  (77)  this  condition  is  aXways  fulfilled  with  osciUatory  cir- 
cuits, and,  therefore,  by  the  note  following  (48)  and  (49)  the 
signs  in  these  two  equations  are  correct  for  this  case. 

These  two  equations  (48)  and  (49),  by  the  isochronous  con- 
dition iSi  =  Sj  =  jS,  reduce  to 


of  = 


a\  -f"  0,2 

2(T 


z-^jU-Vi^l 


a"  = 


where 


ai_+  oi 
2U" 


_-^{i  +  Vnrtfi 


(84) 


(86) 


0    _  q  -  r')(4t>  -  z) 
4t>  +  w 


(86) 


in  the  system  of  two  circuits  thai  are  separately  tuned  to  the  same 
undamped  periods,  the  residtant  undamped  periods  when  the  cir" 
cuits  are  coupled  together  and  allowed  to  oscillate  freely  are  given 
by  the  equaiions  (83),  and  the  resultant  damping  constants  are  given 
by  (84)  and  (86)  in  terms  of  $  defined  by  (86).  The  values  of 
u  and  V  are  defined  in  (71).  z  is  given  by  (73*)  and  is  vMudly 
given  with  sufficient  accuracy  by  (82). 

114.  Application  to  Two  Numerical  Cases  of  Quasi  IsDchronism* 
As  the  first  special  case  of  quasi  isochronism,  let  us  take  the 
following  numerical  values. 

Let 


5i  =  O.Stt,        fis  =  O.It 

In  this  case  the  values  of  u  and  v  become 

u  =  0.01,     V  =  0.0075,    4v  +  u  =  0.04 

With  these  numerical  values  (82)  becomes 

r*  +  0.01 


(87> 


(88) 


2  =    — 


1.985 


I  0 ■ 039t7* 

\  (r*  +  0.01)*, 
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In  this  numerical  case  (84)  and  (85),  on  multiplying  both 
sides  by  S/r,  become 

a'S        0.2 


and 


a"S 


1  -r 


0.2 


l-r 


{1- Vi-«l 


li  +  Vi-o} 


(89) 


(90) 


.6 


>■ 


1 

/ 

/ 

/ 

/ 

/ 
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a 

fS/» 

/ 

^^ 

y 

-= 

X 

\ 

^ 

\ 

/ 

_^ 

/ 

a 

w^ 

— ' 

— 

— 

— 

z 


A 


.6 


.7 


Fio.  2. — Quantities  proportional  to  resultant  damping  constants  plotted 
against  coefficient  of  coupling  r  in  special  case  in  which  di  »  0.3T,  5i  »  O.lr, 
and  5i  -  iSt  -  -S. 


where 


B  = 


(1  -  r^)(0.03- z) 
0.04 


(91) 


Computations  were  made  for  various  values  of  r.  The  method 
of  making  the  computations  consists  in  first  determining  z  by 
the  use  of  the  equation  f oUowing  (88)  and  then  computing  a'/S/ir 
and  a"S/ic  by  the  use  of  (89),  (90)  and  (91).  The  values  of 
S'JS  and  S"  I&  may  be  computed  directly  from  (83). 
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-Computed  Values  of  Damping  Constants  and  Undamped  Periods 
of  the  Quasi  Isochronous  Sjrstem  of  Two  Circuits  with 
Various  Values  of  r.    Given  ^i  »  0.3t,  ^   »  O.It 


r* 

• 

S 

5' 

5" 

T 

5Vi_r 

0.0000 

0.0000 

-0.00000 

0.300 

0.100 

1.0000 

1.0000 

1.000 

1.000 

0.0278 

0.00077 

-0.00077 

0.296 

0.104 

1.0002 

0 .9994 

0.986 

1.011 

0.0678 

0.00334 

-0.00333 

0.283 

0.118 

1.0011 

0.9962 

0.973 

1.026 

0.0802 

0.00646 

-0.00636 

0.264 

0.139 

1.0037 

0.9931 

0.965 

1.034 

0.092 

0.00842 

-0.00810 

0.249 

0.154 

1.0071 

0.9887 

0.967 

1.036 

0.101 

0.0103 

-0.00922 

0.237 

0.167 

1 .0143 

0.9809 

0.966 

1.033 

0.109 

0.0119 

-0.00961 

0.232 

0.173 

1 .0216 

0 .9731 

0.970 

1.029 

0.121 

0 .0146 

-0.00980 

0.232 

0.176 

1 .0323 

0 .9621 

0.976 

1.025 

0.187 

0 .0348 

-0.00996 

0.246 

0.168 

1 .0735 

0.9151 

0.984 

1.014 

0.200 

0.0400 

-0.01000 

0.250 

0.167 

1 .0810 

0.9065 

0.986 

1.012 

0.300 

0.0900 

-0.01000 

0.286 

0.154 

1.130 

0.8439 

0.990 

1.007 

0.400 

0.1600 

-0.01000 

0.333 

0.143 

1.176 

0.7796 

0.993 

1.005 

0.500 

0.2500 

-0.01000 

0.400 

0.133 

1.219 

0.7107 

0.996 

1.003 

0.000 

0.8600 

-0.01000 

0.500 

0.125 

1.260 

0.6353 

0.996 

1.002 

0.700 

0.4900 

-0.01000 

0.667 

0.118 

1.299 

0.6497 

0.996 

1.002 

0.800 

0.6400 

-0.01000 

1.000 

0.113 

1.337 

0.4487 

0.997 

1.002 

0.900 

0.8100 

-0.01000 

2.000 

0.106 

1.374 

0.3172 

0.998 

1.001 

1.000 

1.000 

-0.01000 

infin. 

0.100 

1.414 

0.0000 

1.000 

1.000 

Table  IL — Computed  Values  of  Damping  Constants  and  Undamped  Periods 
of  the  Quasi  Isochronous  System  of  Circuits  with  Various  Values  of  r. 

Given  di  =  O.Odir,  ai  »  O.Olir 


T» 

c 

T 

5' 
8 

S 

S' 

5"  • 

T 

5Vi+, 

SvT^r 

0.000 

0.000000 

-0.000000000 

0.01000 

0.03000 

1.0000 

1.0000 

1.0000 

1.0000 

0.001 

0.000001 

-0.000001000 

0 .01006 

0 .02996 

1.0000 

1.0000 

0.9995 

1.0005 

0.002 

0.000004 

-0.000003999 

0 .01020 

0 .02980 

1.0000 

1.0000 

0.9990 

1.0010 

0.004 

0.000016 

-0.000015996 

0.01083 

0.02917 

1.0000 

0.9999 

0.9980 

1.0019 

0.006 

0.000036 

-0.00003693 

0  .01200 

0.02800 

1.0001 

0.9999 

0.9970 

1.0029 

0.008 

0.000064 

-0.00006394 

0 .01390 

0 .02601 

1.0001 

0 .9999 

0.9960 

1.0039 

0.010 

0.000100 

-0.00009974 

0 .01940 

0.02067 

1.0002 

0 .9997 

0.9963 

1.0047 

0.012 

0.000144 

-0.00009997 

0.01996 

0 .02024 

1.0031 

0.9964 

0.9970 

1.0026 

0.015 

0.000225 

-0.00009999 

0.01970 

0.02030 

1.0063 

0.9941 

0 .9978 

1.0017 

0.020 

0  000400 

-0.00010000 

0.01960 

0.02041 

1.0084 

0.9911 

0.9984 

1.0011 

0.030 

0.000900 

-0.00010000 

0.01941 

0.02061 

1.014 

0 .9865 

0.9989 

1.0006 

0.040 

0.001600 

-0.00010000 

0 .01923 

0.02083 

1.019 

0.9803 

0.9991 

1.0004 

0.060 

0.002500 

-0.00010000 

1 .01906 

0 .02106 

1.024 

0.9750 

0.9993 

1.0002 

0.1 

0.01 

-0.00010000 

0.01818 

0 .02222 

1.048 

0.9487 

0.9996 

1.0000 

0  2 

0.04 

-0.00010000 

0  .01666 

0 .02600 

1.096 

0 .8943 

0.9997 

0.9999 

0.3 

0.09 

-0.00010000 

0 .01638 

0 .02866 

1.140 

0.8366 

0.9997 

0.9998 

0.4 

0.16 

-0.00010000 

0 .01437 

0 .03333 

1.183 

0.7744 

0 .9998 

0.9997 

0.5 

0.25 

-0.00010000 

0.01333 

0.04000 

1.224 

0.7088 

0.9998 

0.9996 

0.6 

0.36 

-0.00010000 

0.01260 

0.05000 

1.264 

0.6318 

0 .9998 

0.9994 

0.7 

0.49 

-0  00010000 

0.01176 

0 .06667 

1.303 

0.5474 

0.9998 

0.9993 

0.8   0.64 

-0.00010000 

0.01111 

0.10000 

1.341 

0.4468 

0 .9998 

0.9989 

0.9   0.81 

-0.00010000 

0 .01062 

0.20000 

1.378 

0.3155 

0  .9999 

0.9978 

1.0 

1.00 

-0.00010000 

0.01000 

infin. 

1.414 

0.0000 

1.0000 

1.0000 
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Table  I  contains  the  results  of  the  calculation  with  various 
values  of  t.  These  results  are  plotted  in  the  curves  of  Figs.  2 
and  3. 

As  a  second  example  of  the  quasi  isochronous  S3n3tem;  we  have 
computed  the  case  in  which 


8i  =  0.03t,         8i  =  O.OIt 


(92) 
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Fig.  3. — Quantities  proportional  to  S'  and  S"  plotted  against  r  in  special  case  in 

which  $1  =  0.3ir,  St  «  O.lx,  and  5i  «  5j  =  5. 

The  results  in  this  case  are  recorded  in  Table  II  and  some  of  the 
significant  values  are  plotted  in  Figs.  4  and  5.  Although  the 
scale  in  Figs.  4  and  5  is  different  from  the  scale  in  Figs.  2  and  3, 
it  is  seen  that  the  case  with  the  decrements  given  in  (92)  has 
general  characteristics  in  common  with  the  case  with  the  larger 
decrements  given  in  equation  (87). 

116.  Discussion  of  the  Results  in  the  Numerical  Cases  of 
Isochronous  Circuits,  with  Derivation  of  Limiting  Values  of  z. 
Certain  significant  facts  are  apparent  from  Tables  I  and  II, 
compiled  for  the  two  sets  of  specific  values  of  the  decrements. 
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One  of  these  facts  is  that  for  small  values  of  t^,z  is  approximately 
equal  to  —  t*.  This  may  be  derived  theoretically  from  the  cubic 
equation  (74)  for  z,  which  by  transposition  of  the  first  term  to  the 

right  and  division  hy  z  +  u  gives 

z^{4v  —  z) 


z  =  -r«  + 


4(z  +  u)  ' 


If  z  is  to  become  approximately  — t*  the  second  term  of  the 
right-hand  side  must  be  small,  and  the  equation  must  still  be 
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Fio.  4. — 6ame  as  Fig.  2  except  that  h\  «  O.OSt,  h%  «  O.Olir,  and  that  scale  is 

changed. 


approximately  correct  when  z  in  the  fraction  is  replaced  by— r*, 
giving 

z  =  -rMl  "  -^    _  ^^^ },  approximately.  (93) 

Now  by  (77)  2  +  r*  must  be  positive,  so  that  (93)  can  be 
employed  only  when  r*  is  less  than  u,  and  since  the  fraction  of  (93) 
was  obtained  by  replacing  z  by  —  r^  it  is  seen  that  for  (93)  to  be 
applicable  the  fraction  in  (93)  must  be  small  in  comparison  with 
unity.     If  these  conditions  are  fulfilled  z  becomes  approximately 
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equal  to 
follows: 


then 


— r*.     In  symbols,  these  statements  may  be  written  as 


If  T*  <  u,  and  if  -~ ^  <  <  1 


2   =    — -T2 


(94) 


(95) 
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1  OR 

y^ 
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Fia.  5. — Same  as  Fig.  3,  except  that  ^i  —  O.OSir,  ^  »  O.Olir,  and  scale  is  changed 

Wiih  the  quasi  isochronous  system  of  circuits,  and  under  the 
conditions  expressed  in  (94)  z  may  be  equaied  to  —t^  as  given  in 
(95).  In  subsequ^ent  sections  we  shall  designate  the  case  in  which 
(94)  and  (96)  are  fulMled  as  the  r-case. 

Another  fact  apparent  from  Tables  I  and  II  is  that  with  in- 
creasing values  of  r,  z  approaches  in  each  case  a  definite  limit,  and 
this  definite  limit  in  each  case  is  seen  to  be  —u. 
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This  result  may  also  be  established  analytically,  as  follows: 
Transposing  the  first  term  of  (74)  to  the  right,  and  dividing  the 
resulting  equation  by  t*  +  z,  we  obtain 

z^(4v  —  z) 
4(t2  +  z) 

which  reduces  to  u  provided  the  last  term  is  negligible  and 
positive.  In  detail,  let  us  replace  zhy  —u  in  the  last  term, 
obtaining 

2  =  —  tt  I  1  —  -TT-T'Z — T  I » approximately.  (96) 

But,  since  z  +  u  ia  positive  by  (76),  this  can  only  be  true 
provided  u  is  less  than  r*,  and  since  we  have  replaced  «  by  —  w, 
we  must  require  also  that  the  last  term  in  (96)  be  negligible. 
In  symbols,  we  have 

If  u  <  r^  and  if  ^?-pt4  <  <  1  (97) 

4(r^  —  u)  ^     ' 

then  2=  -u  =  -  ^^2^--  (98) 

The  last  step  of  (98)  is  by  the  definition  of  u  given  in  (71). 

With  the  quasi  isochronous  system  of  circuits,  and  under  the 
conditions  expressed  in  (97),  z  may  be  equaled  to  —u.  In  subse- 
quent sections  we  shaU  designate  this  case  a«  the  u-case. 

116.  Simplified  Equations  for  the  Damping  Constants  and 
Periods  in  the  u-Case  and  the  r-Case  of  Isochronous  Circuits. 
In  the  i^-case  and  the  r-case  as  described  in  the  preceding  section, 
z  reduces  to  very  simple  values,  and  the  damping  constants  and 
undamped  periods  may  be  also  expressed  in  simplified  form.  We 
shall  take  the  two  cases  in  order  beginning  with  the  lipase. 

117.  The  u-Case. — Equations  (97)  and  (98)  give  the  relations 
W  the^constants  in  the  ZM;ase.  Replacing  u  and  v  by  their  values 
from  (71)  and  (72),  we  obtain 

If 

4ir^        <  r^  and  if  —^-—  «  r^ ^—        (99) 

then 

* ^ —  ^^^' 
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Introducing  the  value  «  =  —  w  into  (86)  we  obtain 


^  =  1  - 


r 


2 


whence  (84)  and  (85)  become 

Under  the  conditions  set  forth  in  (99),  or  in  abbreviated  form  in 
(97),  equation  (101)  gives  the  damping  constants  in  the  isochronoris 
system  of  two  magnetically  coupled  circuits.  This  toe  have  called 
the  u-case. 

In  this  u-case,  the  undamped  period  equations  (83)  become  by 
(98)  

S'«  =  S^[l-|  +  ^r«-u  +  ^'[  (102) 


s^^.=sWi-|-^pr^+^ 


(103) 


In  the  Vrcase  of  isochronous  circuits,  as  specified  by  (99),  or 
(97),  equations  (102)  arhd  (103)  give  the  squares  of  the  undamped 
periods  in  the  coupled  system.     The  value  of  u  is  given  in  (71) . 

Note  thai  as  u  approaches  zero  in  this  case,  S'  and  S"  approach 

the  values  

S'  =  iSVT+7,  and  /S"  =  ^vT^  (104) 

and  in  the  special  case  in  which  6i  and  62  are  made  zero,  S, 
5'  and  8"  are  respectively  equal  to  T,  T'  and  T",  so  that  we  have 

T'  =  rvT+l^,  and  r'  =  T\/T^^  (105) 

as  is  required  by  Chapter  VII. 

Equation  (105)  gives  the  values  of  the  periods  in  the  isochronous 
system  in  which  61  and  b^  are  zero,  and  is  in  agreement  with  Chapter 
VII.  Equation  (104)  gives  the  undamped  periods  in  the  quasi 
isochronous  circuits  when  81  =  62. 

lis.  The  r-Case. — This  designation  applies  to  the  case  in 
which  z  =  —  T*.  The  conditions  for  this  are  given  in  (94). 
On  replacing  u  and  v  by  their  values  from  (71),  (94)  and  (95) 
become 

,.<(£i-|!l*.andifrM¥l  +  ?l<<^*-^.^-r*    (106) 


4t«   ■   4 


4t« 


4r' 
thea 

z=  -T*  (107) 
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To  obtain  the  damping  constants  in  this  case,  let  us  substitute 

(107)  into  (86),  obtaining 

.       (1  -  t')(4!>  +  r») 

ff    =     -j j » 

which  substituted  into  (84)  and  (85)  gives 

Gi  +  az 


,f  __ 


Ur 

2(1- 

r') 

= 

2(1- 

0,2 

a" 

= 

2(1- 

at 

fli  + 

a^ 

1 


+  T<  +  4w* 


4f  +  u 


4y  +  u 

_       < 

,  approximately,     (1^) 


2(1- 


r^) 


1  + 


1  + 


lU   —  T 


+  T*  +  4t' 


4p  +  u 

,  approximately.     (109) 


4y  +  u 

In  the  T'Case  of  isochronous  circuits j  as  specified  in  (106),  equa- 
tions (108)  and  (109)  give  the  damping  constants  in  the  coupled 
system.  In  the  values  marked  approximately^^  we  have  neglected 
a  quantity  twice  as  large  as  thai  specified  as  negligible  in  (106). 
The  values  of  u  and  v  are  given  in  (71). 

Taking  up  next  the  undamped  periods  in  this  r-case  and  re- 
placing zhy  —  T*  in  (83),  we  obtain 

S'2  =  s^,     and  S"^=S^(1  -  r^)  (110) 

These  results  may  be  inaccurate,  since  in  (83)  the  radical 
involves  the  sum  of  z  and  r*  and  also  involves  z^.     We  can  obtain 

a  closer  approximation  by  employing  for  z  equation  (93),  giving 

.      ,       r^{4v  +  r2) 

^       ^u-  T«) 

Now  adding  to  this  2^/4  =  t*/4,  approximately,  we  have 

Z  +  T*  +  ZV4    =    -r^ rr^- 

4(«  —  t') 


This  inserted  into  (83)  gives 


S"  =  S" 


S"t  =  s« 


1  _  L'  ^  L*    M»>  +  M 

2  "*"2  yj^iT^ 

2        2  Vu  -  T* 


(111) 


(112) 


E gyrations  (111)   and  (112)  give  the   values  of  the  undamped 
periods  (squared)  for  the  two  isochronous  circuits  in  the  r-case, 
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as  specified  in  (94),  or  (106).    The  values  of  u  and  v  are  given  in 

(71). 
119.  r-Case,  Continued.    Limits  Approached  as  r^  Approaches 

Zero. — In  the  preceding  section  we  have  given  equations  for  the 

damping  constants  and  undamped  periods  in  what  has  been 

called  the  r-case,  as  specified  by  (94),  or  (106).    Let  us  now 

suppose  that  r^  is  small  enough  to  be  neglected  in  (108),  (109), 

(111),  and  (112);  then  these  equations  reduce  to 

a'  =  a2,     a''  =  ai,    S'  =  S"  =  S  (113) 

as  may  be  seen  by  making  t*  =  0,  and  replacing  u  and  v  by  their 
values. 

The  condition  under  which  r^  is  sufficiently  near  zero  to  make 
(113)  substantially  correct,  may  be  derived  by  examining  (108). 
[Expansion  of  the  radical  in  (108)^  second  form,  gives 


/u  -  T^  _     I     u      [         T^(4v  +  u)  r 

\4»  +  u       \4t;  + wl  2(w)  *  '  '  J 


ai  —  a2 
ai  +  a2 

0>l   "~    ^2 

tti  +  a2 


J  _  T^(4»  +  u) 


2u 

(114) 


provided 


"  «^.-  '-t^  ("« 


In  making  these  reductions  we  have  used  the  definitions  of  u 
and  V  given  in  (71),  and  have  used  also  the  definitions  (52)  of 
di  and  52  with  Si  =  St  =  S  for  this  special  case  of  isochronous 
circuits. 

The  remaining  step  of  reducing  a'  to  at  and  a"  to  ai,  as  given 
in  (113),  consists  in  substituting  (114)  into  (108),  and  making 
r*  negligible  in  comparison  with  1. 

Equations  (113)  give  the  damping  constant  and  undamped 
periods  in  the  isochronous  system,  provided  t^  is  negligible  as 
specified  in  (115). 

120.  Summary  of  Results  with  the  Quasi  Isochronous  System 
of  Two  Magnetically  Coupled  Circuits. — Considering  first  the 
damping  constants,  and  having  reference  to  Figs.  2  and  4, 
it  is  seen  that  for  small  values  of  t^,  as  specified  in  (115), 

a'  =  02,     a"  =  ai. 
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Under  this  same  condition  of  small  t^,  with  however,  a  some- 
what larger  possible  value  of  t^,  reference  to  the  Tables  I  and  II, 
and  to  the  curves  of  Figs.  3  and  5,  and  to  the  analysis  of  the 
preceding  section,  shows  that  substantially 

For  larger  values  of  r*,  such  as  are  specified  in  (99)  and  desig- 
nated the  t^-case,  a'  and  a"  are  given  by  (101);  namely 

a'  =  i^L+^  and  a"  =  «^  +  «^ 


2(1  +  r)  ^^^  ^         2(1  -  r) 

Referring  to  Tables  I  and  II,  and  to  Figs.  2  and  4,  it  is  seen 
that  this  latter  condition  is  attained  for  values  of  r  greater  than 
about  twice  the  values  of  t  at  which  the  a'  curve  and  the  a" 
curve  come  nearest  together  to  form  a  neck  in  the  figures. 

For  this  same  range  of  values  of  r,  in  which  t  is  greater  than 
twice  the  value  at  which  the  neck  is  formed  by  the  a'  and  a" 
curves,  S'  and  S"  are  given  by  (102)  and  (103),  and  in  the  special 
case  of  small  values  of  u  (that  is,  small  values  of  (di  —  62y/4nr^) 
these  quantities  are  approximately  given  by. (104),  which  is 

S'  =  sVr+7,  and  S"  =  Sy/l^^- 

For  values  of  r  intermediate  between  those  values  that  give 
the  simplified  expressions  for  damping  constants  and  periods, 
the  exact  expressions  involving  z  must  be  employed. 

CASE  n.    THE  GENERAL  CASE  WITH  NUMERICAL  COEFFICIENTS 

121.  Statement. — If  we  take  the  general  case  of  two  mag- 
netically coupled  circuits,  such  as  are  shown  in  Fig.  1,  and  sup- 
pose that  the  two  separate  circuits,  when  each  is  standing  alone 
have  the  undamped  periods  Si  and  S^  and  the  damping  constants 
ai  and  a2,  the  equations  (41)  and  (42)  specify  the  values  of  the 
undamped  periods  that  coexist  in  both  of  the  circuits  when  they 
are  coupled  together  with  a  coefficient  of  coupUng  t.  The 
equations  (45)  and  (46)  give  the  damping  factors  in  the  two 
oscillations  of  the  coupled  system. 

Both  of  these  pairs  of  equations  involve  a  quantity  z.  The 
exact  value  of  z  is  given  by  the  cubic  equation  (53)  which  has 
coefficients  A,  B,  and  C  defined  in  (54).  If  we  know  the  coeffi- 
cient of  coupling  T,  the  decrements  5i  and  82  of  the  original  cir- 
cuits, and  X,  which  is  the  ratio  of  S2  to  Si,  we  can  compute  z 
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from  (53),  and  can  then  proceed  to  solve  completely  the  problem 
of  finding  the  periods  and  damping  factors  of  the  coupled  system. 

Instead  of  using  the  cubic  equation  (53)  for  z,  it  is  usually 
sufficiently  accurate  to  use  the  values  of  z  given  by  (69).  The 
test  of  this  point  is  specified  in  (66). 

We  shall  now  proceed  to  compute  S',  S",  a',  and  a"  for  four 
diflFerent  values  of  r*,  and  shall  allow  the  ratio  of  St  to  Si  to  be 
varied  by  varying  S2,  while  Si  is  kept  constant.    With  this  con- 


1.1  1.2  o 

Fio.  6. — Cirouxts  not  isochronous.    Values  of  correction  factor  ( ~  2)  for  various 

values  of  8t/8i  and  for  various  values  of  r. 

dition,  if  ai  and  a^  are  supposed  to  remain  constant,  81,  which  is 
aiSi,  will  stay  constant,  but  62,  which  is  aiSt  will  vary.  We  shall 
therefore  assign  a  fixed  numerical  value  0.3t  to  5i,  and  shall  as- 
sign a  fixed  value  O.Itt  to  5s  at  S2  ==  Si.  That  is  di  =  0.3ir, 
and  OtiSi  =  O.lir. 

122.  Computation  of  z  in  the  General  Case  of  Two  Magnetic- 
ally Coupled  Circuits  with  Given  Values  of  5i|  aSu  and  with 
Various  Values  of  r*  and  Various  Values  of  the  Ratio  of  Ss  to  Si. — 
We  shall  take  in  our  numerical  illustration 

di  =  0.3t,    (h/3i  =   O.lir,    then  82  =   O.lxa?         (113) 
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where,  as  in  (63) . 

X  =  Si/ Si  (114) 

The  coefficients  A,  B,  and  C  of  (54),  in  this  numerical  case, 
become 

A  =  1.97a;  +  ?  (116) 


X 


1 


B  =  4r2  +  ^  +  0.98x*  -  1.94 
x^ 

C  =  T^  (o.Olx'  +  ^  -  0.06»  ) 


(116) 

(117) 


The  quantity  r'  is  given  foiir  values;  namely,  0.1,  0.01,  0.025, 
and  0.001. 

The  first  computation  consisted  in  determining  z.  For  this 
purpose  the  reduced  equation  (82),  or  (69),  has  been  sufficient  for 
all  values  of  the  computation,  except  for  two  values  that  are 
indicated  in  the  table,  where  it  was  found  necessary  to  use  the 
cubic  (53)  instead  of  the  reduced  equation. 

The  results  for  z  are  given  in  Table  III,  and  are  plotted  in  the 
curves  of  Fig.  6. 

Table  III. — Computed  Values  of  the  Correction  Factor  z  in  the  Special  Case 

in  Which  di  =  0.3t,  aaSi  =:  0.1t  for  the  General  Case  with 

Ss/Si  =x,  and  with  Four  Different  Values  of  r* 


X  -  8t/Si 

Values  of  —  «  for 

r<  -»  0.001 

T«    -   0.01 

tS  "  0.025 

r«  -  0.1 

0 . 76923 

0.000231 

0.002113 

0.004587 

0.011006 

0.83333 

0.0003287 

0.002892 

0.006250 

0.012031 

0.90909 

0.0006382 

0.005264 

0.009028 

0.012031 

0.95238 

0.0008865 

0.007436 

0.010424 

0.011313 

0.96154 

0.0009358 

0.008066 

0.010619* 

0.011104 

0.97087 

0.0009728 

0.008687 

0.010641 

0.010858 

0.98039 

0.0010013 

0.010108 

0.010568 

0.010592 

0.99010 

0.0009760 

0  0101651 

0.010314 

0.010302 

1.00 

0.0009991 

0.009203 

0.009950 

0.009991 

1.01 

0.0009659 

0.008009 

0.009478 

0.009648 

1.02 

0.0009160 

0.007245 

0.008945 

0.009325 

1.03 

0.0008499 

0.006410 

0.008175 

0.008978 

1.04 

0.0007794 

0.006053 

0.007792 

0.008622 

1.05 

0.0007147 

0.005206 

0.007214 

0.008403 

1.10 

0.0003955 

0.002891 

0.004750 

0.006529 

1.20 

0.0001199 

0.000997 

0.001967 

0.003683 

1.30 

0.0000419 

0.000382 

0.000816 

0.001882 

'  In  computing  these  two  values  all  the  terms  of  the  cubic  equation  (53) 
were  used. 
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123.  Computation  of  S'  and  S''  in  the  General  Case  with 
Numerical  Constants. — Having  computed  the  values  of  —z 
recorded  in  Table  III,  we  shall  next  make  numerical  computations 
of  S'  and  S".  For  this  purpose,  we  shall  divide  both  sides  of 
(41)  and  (42)  by  Si,  and  replace  S2/S1  by  x,  obtaining 

S'  1      / y= 

g-  =  2  "^1  +  ^^  +  ^^  +  2a?  V  1  ~  '^^ 

1 


+  2  Vl>  x^  +  xz  -  2x  Vl  -  r^  (118) 

S"        1     / 7-= 

g-  =  2^  \  -\-  x"  -^  xz  ■\-2x^\  -  r'^ 

-  2  V^l  +  a:2  +  xz  -  2xy/\^^     (119) 

Using  the  values  of  x,  —2,  and  r*  given  in  Table  III,  the  values 
recorded  in  Tables  IV,  V,  VI  and  VII  in  the  columns  marked 
SySi  and  S"IS\  were  obtained.  These  values  are  plotted  in 
Figs.  7  to  10. 

For  comparison,  to  show  the  effect  of  the  damping  constants  in 
modifying  the  periods,  there  is  recorded  in  parentheses  after 
each  value  of  S' jSx  and  S" IS\  the  value  obtained  by  regarding 
z  as  zero.  In  Fig.  8  the  dotted  curve  is  a  graph  of  values 
obtained  by  neglecting  2;,  while  the  continuous  Une  curve  is  the 
graph  of  true  values  with  z  considered. 

124.  Computation  of  9!  and  k"  in  the  General  Case  with 
Numerical  Constants. — Continuing  with  the  same  set  of  special 
values,  we  have  next  computed  the  values  of  ratios  expressing 
a!  and  a"  in  terms  of  known  quantities. 

For  the  formulation  of  this  problem,  let  us  first  examine  the 
equation  (47),  which  is  used  to  determine  the  algebraic  sig-  s  of 
certain  damping  constant  equations  to  be  employed.  Dividing 
both  sides  of  the  inequaUty  (47)  by  /Si,  and.  replacing  S2/S1 
by  X,  we  obtain 

(ai/Si  +  a2Si)(l  +  a;2  +  xz) 


2(1  -  r^) 


>  aiSi  +  a2/Six2  (120) 


Replacing  a\S\  by  its  special  value  0.3ir,  and  a^Si  by  its 
special  value  O.lir,  we  obtain 

0.2(1  +  X*  +  xz)  >  (1-t2)(0.3  +  O.lx^)  (121) 

as  the  criterion  for  determining  the  signs  in  (48)  and  (49),  which 
we  are  going  to  employ.    If  (121)  is  fulfilled,  the  signs  in  (48) 
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and  (49)  are  correct.    We  shall  next  examine  (48)  and  (49) 
with  a  view  to  using  them  in  the  present  numerical  case. 

Multiplying  (48)  through  by  Si/ir,  and  replacing  ajSi  by  0.3t 
and  azSi  by  O.It,  we  obtain 


a' Si  ^     0.2      _  1    / 0.16 4(0.03)  4z 

V  1  -  r^        2\  (1  -  r2)2        1  -  T*    "^  a;(l  -  r^) 

=  r^.{i-vr=^}  "  (122) 

where 

In  like  manner,  from  (49)  we  obtain 

5::^  =  -M^  {1  +  Vl  Z^l  (123) 

In  using  these  eqvMions  it  is  to  he  home  in  mind  that,  if  (121) 
is  not  fulfilled,  the  signs  hefore  the  radicals  in  (122)  and  (123)  are 
to  he  interchanged. 

126.  Criterion  Values. — ^Applying  the  criterion  inequality 
(121)  to  the  present  numerical  cases  it  is  found  that  the  signs 
given  in  (122)  and  (123)  are  correct  for  all  values  of  x  greater 
than  a  certain  limiting  value  for  each  value  of  r*.  These  limit- 
ing values  are  as  follows: 


T» 

Limiting  value  of  x.     Signs  in  (122)  and  (123) 
are  correct  for  x  greater  than 

0.001 

0.999 

0.010 

0.987 

0.025 

0.961 

0.100 

0.806 

Keeping  these  criterion  values  in  mind,  equations  (122)  and 
(123)  were  used  in  computation  of  the  values  of  a'S\/T  and 
a^Si/ir  recorded  in  Tables  IV  to  VII,  and  plotted  in  the  curves 
of  Figs.  11  to  14. 

126.  Examination  of  Results  in  the  General  Case  with  Nu- 
merical Constants. — The  results  contained  in  Tables  III  to  VII 
will  now  be  examined.  The  given  constants  used  in  the  compi^ta^ 
tion  of  these  tables  are  8i  =  0.37r,  a2<Si  =  O.lx,  while  the  coeffi- 
cient of  coupling  had  four  different  values  whose  squares  are 
r^  =  0.001,     r*  =  0.01,     r*  =  0.026,     r*  =  0.1. 
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127.  Examination  of  z. — Table  III  contains  values  of  —2  for 
various  values  of  x  {  =  82/81)^  and  for  the  four  different  values  of 
T*.  These  results  are  plotted  in  Fig.  6.  It  will  be  seen  that  in 
each  case  —z  has  a  maximum. 

For  the  two  smaller  values  of  r^  (i.e.,  for  t^  =  0.001  and  r*  = 
0.01)  the  maximum  value  of  —2  is  approximately  equal  to  t*, 
and  this  maximum  value  occurs  at  a  value  of  :r  a  httle  less 
than  unity. 

For  the  two  larger  values  of  t*,  the  maximum  value  of  —2  is 
much  smaller  than  t*  and  occurs  at  a  value  of  x  considerably 
different  from  unity. 

128.  Examination  of  the  Undamped  Periods. — ^The  values  of 
the  undamped  periods,  in  the  form  of  their  ratios  to  81,  are  given 
in  Tables  IV  to  VII,  for  different  values  of  x  ( =  82/ Si)  and  for  the 
different  values  of  r^.  Each  of  the  tables  corresponds  to  a 
particular  value  of  t^. 

In  these  tables  the  quantities  in  parentheses  are  the  values 
that  are  obtained  if  we  consider  2  to  be  zero,  while  the  values 
not  in  parentheses  are  the  values  obtained  by  giving  z  its  proper 
value,  and  taking  account  of  its  effect  on  the  resultant  periods. 

A  comparison  of  the  values  not  in  parentheses  with  those  in 
parentheses  shows  the  amount  of  the  error  that  would  be  made 
in  this  numerical  case  of  rather  large  damping  if  z  were  entirely 
neglected.  The  effect  of  the  z  differs  with  the  coefficient  of 
coupling  T  and  with  the  ratio  x  of  the  undamped  periods  of  the 
original  circuits. 

From  Table  IV,  in  which  r^  =  0.001,  it  is  seen  that  the  effect 
of  2:  is  inappreciable  for  large  and  for  small  value  of  x  (that  is, 
for  values  in  which  the  original  circuits  are  widely  out  of  syn- 
chronism), but  at  a;  =  1  (i.e.,  with  the  circuits  synchronous)  the 
effect  of  z  in  this  case  is  to  modify  the  computed  periods  by  about 
1  per  cent. 

From  Table  V,  in  which  t^  =  0.01,  it  is  seen  that  at  x  =  0.98 
the  effect  of  z  is  to  modify  the  computed  values  by  about  4 
per  cent.  In  this  case  also,  the  effect  of  z  is  hardly  appreciable 
for  large  and  for  small  values  of  x. 

Table  VI,  with  r^  ==  0.025,  shows  that  the  effect  of  2  is  to  modify 
the  computed  periods  by  about  2  per  cent,  for  x  in  the  neighbor- 
hood of  1,  with  this  effect  decreasing  toward  the  small  values 
of  X  and  almost  inappreciable  at  the  large  values  of  x. 

Similarly,  Table  VII,  for  t*  =  0.1,  shows  that  the  effect  of  z 
9 
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Table  IV. — Computed  Values    Involving    Damping    Constants  and  Un- 
damped Periods  in  the  General  Case  with  Various  Values  of  z  »  Ss/Si. 
Given  Si  »  0.8ir,  asSi  »  0.1t  and  r^  »  0.001 

Values  in  parentheses  are  values  obtained  by  regarding  2  as  negligible. 


X  -  St/Si 

a'8i/w 

a"Si/T 

S75i 

8"/Si 

0.76923 

0.3000 

0.1004 

1.0007  < 

;i.0009) 

0.7683  (0.7682) 

0.8333) 

0.2999 

0.1005 

1.0006  { 

;i.ooio) 

0.8324  (0.8320) 

0.90909 

0.2980 

0.1024 

1.0007  ( 

;i.0022) 

0.9080  (0.9066) 

0.95238 

0.2969 

0.1035 

1.0005  ( 

;i .  0046) 

0.9514  (0.9476) 

0.96154 

0.2966 

0.1038 

1.0001  ( 

;i.0053) 

0.9609  (0.9559) 

0.97087 

0.2966 

0.1039 

1.0000  ( 

;i .  0067) 

0.9705  (0.9639) 

0.98039 

0.2966 

0.1039 

0.9992  1 

;i.0083) 

0.9807  (0.9718) 

0.99010 

0.2966 

0.1038 

1.0003  < 

[1.01 14) 

0.9893  (0.9784) 

1.00 

0.1039 

0.2965 

0.9987  ( 

;i.0038) 

0.9972  (0.9938) 

1.01 

0.1037 

0.2967 

1.0072  { 

; 1.0104) 

1.0023  (0.9977) 

1.02 

0.1034 

0.2970 

1 . 0136  1 

;i.oi60) 

1.0059  (1.0037) 

1.03 

0.1030 

0.2974 

1.0199  ( 

;i.0218) 

1.0096  (1.0079) 

1.04 

0.1029 

0.2978 

1.0270  ( 

;i.0285) 

1.0135(1.0128) 

1.05 

0.1025 

9.2981 

1.0332  1 

1 . 0343) 

1.0163  (1.0164) 

1.10 

0.1007 

0.2997 

1.1014  i 

;  1.1025) 

0.9982  (0.9973) 

1.20 

0.099^ 

0.3010 

1.2013  1 

;i.2014) 

0.9986(0.9983) 

1.30 

0.0990 

0.3014 

1.3009  < 

;i.3009) 

0.9988(0.9987) 

Table  V.— Same  as  Table  IV,  Except  That  r^ 

»0.01 

z  -  St/8i 

afSi/w 

a"Si/x 

S'/8i 

S"/5i 

0.76923 

0.2900 

0.1141 

1.0052(1.0077) 

0.7614  (0.7610) 

0.83333 

0.2857 

0.1183 

1.0071  (1.0105) 

0.8233  (0.8205) 

0.90909 

0.2705 

0.1336 

1.0089(1.0194) 

0.8966  (0.8874) 

0.95238 

0.2532 

0.1508 

1.0087  (1.0294) 

0.9395  (0.9205) 

0.96154 

0.2472 

0.1569 

1.0073  (1.0322) 

0.9499  (0.9270) 

0.97087 

0.2404 

0.1637 

1.0065(1.0307) 

0.9599  (0.9327) 

0.98039 

0.2116 

0.1925 

0.9960  (1.0395) 

0.9795(0.9386) 

0.99010 

0.1923 

0.2118 

0.9925  (1.0439) 

0.9925(0.9437) 

1.00 

0.1672 

0.2368 

1.0121  (1.0489)  • 

0.9831  (0.9487) 

1.01 

0.1520 

0.2520 

1.0260(1.0544) 

0.9794  (0.9532) 

1.02 

0.1443 

0.2598 

1.0363  (1.0604) 

0.9793  (0.9672) 

1.03 

0.1370 

0.2670 

1.0470(1.0667) 

0.9788  (0.9607) 

1.04 

0.1340 

0.2701 

1.0559(1.0716) 

0.9801  (0.9668) 

1.05 

0.1279 

0.2762 

1.0666(1.0808) 

0.9796  (0.9666) 

1.10    . 

0.1134 

0.2907 

1.1152  (1.1212) 

0.9816  (0.9762) 

1.20 

0.1037 

0.3003 

1 .  2094  (1 .  2109) 

0.9879(0.9867) 

1.30 

0.1006 

0.3031 

1.3086  (1.3091) 

0.9884  (0.9881) 
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Table  VI.--Same  as  Table  IV,  Except  Tbat  r^ 

-=0.086 

X  -  St/Si 

o'SiA 

a"5iA 

S'/8x 

8"/8i 

0.76923 

0.2766 

0.1336 

1.0079(1.0168) 

0.7538  (0.7470) 

0.83333 

0.2653 

0.1450 

1.0175  (1.0242) 

0.8087(0.7983) 

0.00909 

0.2386 

0.1716 

1.0263(1.0404) 

0.8747  (0.8630) 

0.95238 

0.2142 

0.1960 

1.0358(1.0542) 

0.9080(0.8920) 

0.96154 

0.2051 

0.2051 

1.0399(1.0579) 

0.9154(0.8975) 

0.97087 

0.1969 

0.2123 

1.0422(1.0619) 

0.9198  (0.9028) 

0.98039 

0.1892 

0.2210 

1.0464(1.0651) 

0.9252  (0.9068) 

0.99010 

0.1802 

0.2300 

1.0512  (1.0711) 

0.9293  (0.9128) 

1.00 

0.1719 

0.2383 

1.0573  (1.0762) 

0.9339  (0.9176) 

1.01 

0.1640 

0.2463 

1.0639(1.0818) 

0.9375  (0.9219) 

1.02 

0.1570 

0.2532 

1.0708(1.0876) 

0.9405  (0.9260) 

1.03 

0.1488 

0.2615 

1.0787  (1.0937) 

0.9429(0.9298) 

1.04 

0.1449 

0.2653 

1.0861  (1.1014) 

0.9457  (0.9346) 

1.05 

0.1399 

0.2704 

1.0941  (1.1069) 

0.9477  (0.9367) 

1.10 

0.1222 

0.2881 

1 .  1362  (1 .  1437) 

0.9559(0.9465) 

1.20 

0.1070 

0.3033 

1.2265(1.2291) 

0.9662  (0.9642) 

1.30 

0.1019 

0.3084 

1.3208(1.3217) 

0.0719  (0.9713) 

Table  VH.— 

Same  as  Table  IV,  Except  That 

r«  =  0.1 

X  -  a^Si 

afSi/T 

a"8i/v 

SV5i 

S"/8t 

0.76923 

0.2346 

0.2098 

1.0481  (1.0552) 

0.6963  (0.6916) 

0.83333 

0.2139 

0.2304 

1.0570  (1.0732) 

0.7502  (0.7262) 

0.90909 

0.1855 

0.2589 

1.0917  (1.1013) 

0.7901  (0.7833) 

0.95238 

0.1688 

0.2756 

1.1116(1.1218) 

0.8128  (0.8052) 

0.96154 

0.1655 

0.2790 

1.1162  (1.1263) 

0.8172  (0.8099) 

0.97087 

0.1620 

0.2824 

1.1213  (1.1312) 

0.8214  (0.8142) 

0.98039 

0.1586 

0.2858 

1.1266(1.1363) 

0.8256  (0.8186) 

0.99010 

0.1552 

0.2892 

1 .  1322  (1 .  1417) 

0.8297  (0.8227) 

1.00 

0.1519 

0.2926 

1.1381  (1.1473) 

0.8336  (0.8269) 

1.01 

0.1485 

0.2960 

1.1441  (1.1531) 

0.8375  (0.8310) 

1.02 

0.1455 

0.2990 

1.1504  (1.1591) 

0.8412  (0.8349) 

1.03 

0.1424 

0.3020 

1.1569  (1.1653) 

0.8447  (0.8386) 

1.04 

0.1395 

0.3049 

1.1633  (1.1715) 

0.8481  (0.8423) 

1.05 

0.1376 

0.3068 

1.1701  (1.1779) 

0.8514  (0.8457) 

1.10 

0.1250 

0.3195 

1.2045  (1.2106) 

0.8643  (0.8599) 

1.20 

0.1127 

0.3317 

1.2847(1.2875) 

0.8863  (0.8836) 

1.30 

0.1020 

0.3424 

1.3702(1.3718) 

0.9001  (0.8991) 
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on  the  periods  is  small  for  large  values  of  z.  The  effect  of  2;  is 
about  1  per  cent,  on  computed  periods  for  values  of  x  between 
about  0.95  and  1 .02.  For  small  values  of  x  the  effect  of  z  is  smialler 
than  in  the  neighborhood  of  a:  =  1,  but  is  still  considerable  for 
the  smallest  value  of  x  used  in  the  computations. 

It  will  be  interesting  to  compare  the  effect  of  2,  which  is  the 
effect  of  the  damping  constants,  on  the  resultant  undamped 
periods  S'  and  S",  with  the  effect  of  the  damping  constants  oq 
the  original  periods  Ti  and  T2  of  the  circuits  if  not  coupled. 

Let  us  note  that  for  any  oscillatory  single  circuit  the  undamped 
period  and  the  free  period  have  respectively  the  values 

S  =  27r/i2,         T  =  2^/0)  =  27r/\/«2-a2  (124) 

whence 

I  =  Vl  -  aVn"'   =  Vl  -  a^Sy^T^  =  Vl  -  5V4^'  (125) 
=  1  —  d^/Sfir^y  approximately 

Using  the  values  of  di  pertaining  to  this  numerical  example 
(0.3t),  we  have 

^  =  1  -  O.Oll, 

while  if  81  were  zero  Si  would  be  equal  to  Ti,  so  that  the  effect 
of  the  damping  in  this  circuit  alone  is  to  modify  its  period  by 
about  1  per  cent.  For  the  other  circuit  with  the  decrement  62, 
which  is  smaller,  the  effect  would  be  less. 

It  appears,  therefore,  that  in  the  coupled  system,  the  effect  of 
the  decrements  in  modifying  the  periods  is  as  much  as  four  times 
as  great  as  with  a  single  circuit  standing  alone  (compare  Table 
V). 

Let  us  refer  now  to  the  curves  of  Figs.  7  to  10.  In  these 
curves  S'/Si  and  S'^Si  are  plotted  as  ordinates  and  x  ( =  S2/S1) 
is  plotted  as  abscissae.  We  have  adhered  to  the  convention  that 
of  the  two  quantities  S'  and  S",  the  greater  shall  be  designated 
S'.  In  Figs.  7  and  8,  for  r^  =  0.001  and  t^  =  0.01  respectively, 
the  curves  consist  of  two  lines  that  cross;  and  the  upper  part  of 
each  of  these  lines  has  been  designated  S'/Si  and  the  lower  part 
S"/Si  to  conform  to  the  convention  that  S'>S'\  In  Figs. 
9  and  10,  which  are  for  r^  =  0.025  and  t*  =  0.01  respectively,  the 
two  curves  do  not  cross  or  touch,  and  the  curves  for  S'/Si  and 
S"/Si  are  widely  separated.     The  curves  in  these  cases  of  the 
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larger  coefficients  of  coupling  are  very  similar  in  character  to  the 
corresponding  period  curves  in  which  the  resistances  were  con- 
sidered to  be  zero,  as  in  the  dotted  curves  of  Fig.  8.  The  values 
in  the  present  cases,  as  given  in  Tables  VI  and  VII,  in  which  the 
decrements  are  rather  large,  differ  by  as  much  as  2  per  cent, 
from  the  values  obtained  by  neglecting  the  resistances. 

A  criterion  can  be  obtained  theoretically  that  will  determine 
in  any  particular  case  whether  the  curves  of  S'  and  S"  meet,  as  in 
Figs.  7  and  8,  or  do  not  meet,  as  in  Figs.  9  and  10,  but  this  in- 
vestigation is  here  omitted. 

129.  Examination  of  Damping  Constants. — Tables  IV  to  VII 
contain  values  of  a'Si/w  and  u'^Si/t  for  various  values  of  x 
(  =  St/Si)  and  for  four  values  of  t^,  as  indicated  in  the  headings 
to  the  tables.  Here,  as  always,  a'  is  the  damping  constant  in 
the  coupled  system  belonging  to  the  undamped  period  S\  which 
is  the  larger  of  the  resultant  undamped  periods,  and  a''  is  the 
damping  constant  in  the  coupled  system  belonging  to  £>'',  which 
is  the  smaller  of  the  resultant  undamped  periods. 

Curves  corresponding  to  these  damping  constants  are  plotted  in 
Figs.  11  to  14,  with  x  as  abscissse,  and  with  a'Si/ir  and  a"Si/T  as 
ordinates. 

In  Fig.  11,  which  is  for  the  case  of  t*  ==  0.001,  it  is  seen  that 
for  a  range  of  x  extending  nearly  up  to  ic  =  1,  g'Si/t  is  approxi- 
mately equal  to  0.3  (which  is  the  value  of  aiSi/r  =  Si/t  =  0.3  in 
this  numerical  case).  The  same  quantity  is  approximately 
equal  to  0.1  (that  is,  approximately  equal  to  a^Si/v)  for  a  range 
of  X  extending  from  x  =  1  on  up  to  the  largest  value  of  x  given. 
The  curve  of  a"S\/ir  does  the  same  thing  over  a  reversed  pair 
of  ranges. 

We  may  express  this  result  as  follows : 

In  this  special  case  of  r*  =  0.001,  we  see  that 
I.  Ifx<  0.99, 

a'  =  ai  and  a"  =  a^,  approximately ^ 
II.  Ifx  >  1, 

a'  ^  a^  and  a"  =  ai,  approximately , 
III.  Between  x  =  0.99  and  x  =  1,  a'  and  a"  undergo  transition ^ 
IV.  Atx  =  0.995  th£  damping  constants  a'  and  a"  are  equal. 

These  simple  relations  are  incident  to  the  looseness  of  the  coupling 
in  this  case. 
The  curves  of  Fig.  12  show  that  with  the  larger  coefficient  of 
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coupling  (with  t^  =  0.01)  the  region  of  transition  is  spread  out  so 
that  it  embraces  practically  the  whole  plotted  range  of  x.  The 
intersection  point  in  this  case  is  at  about  x  =  0.987. 

With  still  larger  coefficients  of  coupling  (with  t*  =  0.026  and 
r*  =  0.1),  the  curves  of  Figs.  13  and  14  show  that  the  inter- 
secting points  are  still  further  shifted  toward  the  smaller  values  of 
X.  These  points  appear  at  x  =  0.961  and  x  =  0.805  respectively, 
as  has  been  previously  determined. 

m.  THE  LOOSB  COUPLED  SYSTEM 

130.  Determination  of  the  Oscillation  Constants  When  r  =  0. 

We  can  best  obtain  the  result  in  this  case  by  letting  r^  =  0  in 
the  original  fourth  degree  equation  (10),  which  then  factors  into 

fc2  +  2aik  +  Qi^  =  0,  or 
k^  +  202*  +  ^2^  =  0, 
whence  replacing  either  12^  by  a*  +  a>*,  we  have 

k^  +  2aik  +  ai*  ==  —  wi',  or 
k^  +  2a2k  +  a%^  =  —  co2^. 

Extracting  the  square  roots  we  have 

k  =  —ai  ±  JQ)i,  or 

k  =  —  tt2  i  iw2. 

From  the  definitions  of  k  given  in  (20)  we  see  that 

a'  =  ai,  or  a2,    a"  =  a^,  or  ax  (126) 

0)'  =  0)1,  or  C02;     «"  =a>2,  orwi  (127) 

By  a  combination  of  these  equations  we  obtain  also 

S'  =  Si,  or  S2,    S"  =  /S2,  or  Si  (128) 

'  The  ambiguity  of  these  values  can  be  removed  by  use  of  the 
convention  that  S'  is  greater  than  S",  so  that 


if  Si  >  S2,     a'  =  ai,    «'  =  «i,    S'  =  Si 

a"  =  02,  «"  =  «2,  S"  =  Sa 


(129) 


while 

if  Si  <  St,  a'  =  a2,   co'  =  a>2,   S'  =  Sj  }  (130) 

a"  =  ai,  «"  =  0)1,  S"  =  Si  J 
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For  convenience  we  may  also  here  write  the  values  of  the 
periods  and  wavelengths,  as  follows: 

if  Si  >  S2,  r  =  Ti,  r"  =  Ta,  X'  =  Xi,  X"  =  Xj        (131) 

while 

if  Si  <  Si,  r  =  ^2,  T"  =  Ti,  X'  =  X2,  X"  =  Xi        (132) 

Equations  (129)  to  (132)  give  the  values  of  the  oscillation  con- 
stants of  the  coupled  system  in  terms  of  the  values  of  the  constants 
of  the  system  not  coupled,  provided  r^  is  effediudly  zero. 

The  next  Chapter  will  treat  of  the  amplitudes  in  the  system 
of  two  magnetically  coupled  circuits. 


CHAPTER  X 

AMPLITUDE  AND   MEAN   SQUARE   CURRENT  IN   THE 
INDUCTIVELY  COUPLED   SYSTEM   OF  TWO   CIRCUITS 

131.  Continuation  of  Preceding  Chapter. — In  the  preceding 
chapter  the  discussion  was  confined  mainly  to  the  periods  and 
damping  constants  of  the  coupled  system  of  two  circuits  related 
as  shown  in  Fig.  1  of  Chapter  IX. 

However,  in  equations  (15)  and  (16)  we  have  given  the  general 
expressions  for  the  currents  ii  and  t2  in  the  two  circuits  respec- 
tively in  the  form 

t,=  SB„H      "'"''^    '    '    '  (2) 

We  have  foimd  that  the  four  fc's,  fci,  ^2,  kz  and  ^4,  are  the  four 
roots  of  a  fourth  degree  algebraic  equation,  (19)  Chapter  IX, 
and  that  these  roots  may  be  written  as  two  pairs  of  conjugate 
imaginary  quantities  as  follows: 

fci  =  —a'  +  j(a\        kz  =  —a"  +  jV, 
A;2  =  —a'  —  jV,        ^4  =  —  o"  —  ju)'\ 

In  the  preceding  chapter  the  discussion  of  these  roots  was 
entered  into  at  length.  We  propose  now  to  return  to  the  matter 
of  the  ampUtudes  of  the  primary  and  secondary  currents,  for 
two  sets  of  initial  conditions  based  on  two  modes  of  exciting  the 
oscillation.  These  two  methods  are  first,  Excitation  by  Discharge 
ing  the  Primary  Condenser  and,  second.  Excitation  by  Discharging 
the  Primary  Inductance.  These  titles  will  constitute  the  major 
headings  of  the  material  of  the  present  Chapter. 

EXCITATIOir  BT  DISCHARGING  THE  PRIMARY  CONDENSER 

132.  Initial  Conditions  with  Ci  Initially  Charged  and  Allowed 
to  Discharge. — If  the  primary  condenser  Ci  is  supposed  to  be 
initially  charged  with  a  quantity  of  electricity  Qi,  while  the 
secondary  condenser  is  initially  uncharged,  and  if  the  currents 
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in  the  primary  and  secondary  circuits  are  initially  zero,  we  shall 
have  the  initial  conditions, 

t   =  0 

ii  =  0 

i,  =  0 

Qi  =  J'iidt  =  Qi 
Qi  =  J'itdt  =  0 

These  initial  conditions  when  substituted  into  (1)  and  (2)  give 

SAn  =  0,       SB,  =  0 ) 


(3) 


(4) 


fvn.  rvn. 


(5) 


where  2  denotes  a  summation  extended  to  n  =  1,  2,  3,  4. 

133.  Relations  Among  the  A's  and  B's. — There  are  four  rela- 
tions among  the  A's  and  B'b  as  given  in  equation  (7)  or  (8)  of 
the  preceding  chapter^  for  each  of  these  equations  for  any 
given  Af  B,  and  k,  all  with  the  same  subscript  1,  2,  3,  or  4.  The 
subscripts  of  the  L,  72,  and  C,  are  not  to  be  permuted  with  per- 
mutation of  the  subscripts  of  Ay  B,  and  k. 

The  equations  (7)  and  (8),  when  each  is  divided  by  k,  may  be 
written 

LiAn  +  «i^  +  ^^2  =  MBn  (6) 

L^Bn  +  fl^f^  +  ^fi  =  MA^  (7) 

We  may  now  perform  useful  eliminations  among  equations 
of  the  type  of  (6)  and  (7)  as  follows : 

If  we  take  the  sum  of  the  four  equations  comprised  in  (6)  when 
n  is  given  respectively  the  values  1|  2,  3;  and  4,  we  obtain 

Li^An  +  ftiS  ^  +  ^  S^,  =  MSfin  (8) 

whence  J  by  (6), 

0  +  RiQi  +  ^^  X^,  =  0  (9) 

and  by  transposition 

s|^  =  -  CifliQi  (10) 

A  similar  treatment  of  equation  (7)  gives 

sgi,  =  0  (11) 
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If  we  next  take  equation  (6),  and  divide  it  by  knj  we  shall  have 
four  equations,  corresponding  respectively  to  n  =  1,  2,  3,  and  4. 
If  now  we  add  these  four  equations,  we  obtain 

which  in  v^^w  of  (5)  and  (10)  reduces  to 

LiQi  -  CiRi^Qt  +  vj-  2^3  =  0. 


This,  by  transposition,  gives 

A 


2^  =  Ci^i^Qi  -  LiCiQi 


(12) 


A  corresponding  treatment  of  the  four  equations  compre- 
hended in  equation  (7)  gives 


2|^3  =  MC,Q^ 


(13) 


134.  Summaiy  of  These  Results. — With  excitation  of  the 
S3rstem  by  discharging  the  primary  condenser  initially  charged 
with  a  quantity  Qi  of  electricity,  the  four  A^s  and  the  four  B^s 
were  found  to  satisfy  the  following  group  of  equations 


2A,  =  0, 

SBn  =    0 

kn 

2,  J  =       CiRiQiy 

2^"  -  n 

Sjp3  =  C^fli'Q,  - 

LiCiQi, 

2|^,  =  MC^, 

(14) 


136.  Determination  of  the  Values  of  Bi,  B2,  Bs,  and  B4. — 

The  values  of  the  several  5's  may  be  determined  by  solving  the 
four  simultaneous  B-equations  of  (14) .  Bi  is  thus  found  to  be 
given  by  the  determinant  equations 


Bi 


1 
1 

1 
1 

1 
1 

1 
1 

fcl 

1 

ki 
1 

kz 
1 

*4 
1 

1 

1 

A,' 

1 

k,* 
1 

kit 

=  -MCO, 


1 

1 

1 

1 

1 

1 

ki 

fc, 

*4 

1 

1 

1 

A;,«   k»*   jfc4» 


(51) 
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Subtracting  the  first  column  of  the  left-hand  determinant  from 
each  of  the  other  colunms,  and  casting  out  the  first  row  and 
column,  we  obtain 


Bi 


1 

1 

k. 

A, 

1 

1 

kt* 

kx' 

1 

1 

Factoring  we  obtain 


1_ 

_1^ 

1 


fci»      fcs'       fci«      fc*'       ki^ 


1 

fcl 

1      1 

A;4      ki 

1 

1         1 

1 

1         1 

^'  U,      fcj  U,      Jfc,)  (*«      fci)  ^ 


(16) 


1 


A^2  ^1 

L+  JL 


+^ 


1 

^  +  ^ 


*h 


1 

1 


fc4 


1  + 


1 


ifc4fcl   "*"  fcl'' 


The  determinant  of  this  last  expression  may  be  simplified 
by  subtracting  l/ki  times  the  second  row  from  the  third  row, 
and  1/Ai  times  the  first  rowfromthesecond,givingforthedetermi- 
nant  factor  alone 


1 

1 

1 

1 

1 

1 

k^ 

Icz 

^4 

1 

1 

1 

k\i 

fc.' 

k,^ 

This  determinant  is  to  be  multiplied  by  the  factors  before  the 
multiplication  sign  in  (16)  and  equated  to  the  right-hand  side 
of  (15),  and  gives  as  the  resultant  equation 

MC20iA;i'fc2A;8A;4 


^'  "(fci  -  A;2)(fci  -  kz)(lcx  -  fcO 

In  a  similar  manner  we  may  obtain 

MC7Qik%^kikzki^ 


tl7) 


52    =     -7 


B,  =  - 


B,=  -„-- 


(^2  —  ki){]k2  —  k%)(k^  —  k^ 

MC^jJc^kJzJc^ 

(*s  -  ki)(kt  -  k2)(ki  -  k^) 

MC^Qik^^kikikz 


{k^  -  ki){ki  -  A;2)(A;4  -  kz) 


(18) 


(19) 


(20) 
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Here  it  is  seen  that  with  the  given  set  of  initial  conditions 
the  B's  are  completely  determined  in  terms  of  the  values  of  the 
A:'s.  The  values  of  ili,  A  2,  Az,  and  A  4,  can  be  obtained  from 
the  corresponding  values  of  the  B's  by  use  of  the  equations  (7). 
We  shall,  however,  not  write  out  the  values  of  the  A%  but 
shall  continue  an  investigation  of  the  B's.^ 

136.  Determination  of  is  in  Trigonometric  Form. — If  now 
we  introduce  into  the  equation  for  Bi  the  value  immediately 
following  equation(2),  of  the  k'B  in  terms  of  a's  and  cu's,  and  if  we 
write,  as  usual, 

we  obtain 

Si  =  -MC2Q1 

L2j«'  {a"  -  a'  +  j(a)'  -  a,")  j  {a"  -  a'  +  i(«'  +  a,") }  J     ^^^^ 

■  Now  recalling  that  a  complex  quantity  may  be  written  in 
the  exponential  form,  with  the  type 

and  letting 

H  =  MC,Q,Q'^Q"^ 

V[{a"  -  ay  +  («'  -  «")M  1  (<^"  -  0,'y  +  (<^'  +  «")M 
and 

^1  =  2  tan-1  _"L_  -  tan-^  —, j  -  tan-^    ;;        ,      (23) 

^  —  a  a    —  a  a    —  a 

we  obtain 

If  now  we  treat  B2  in  the  same  way,  we  shall  find  that  £> 
differs  from  B]  only  in  that  the  <a'  has  a  different  sign.  It 
will  be  seen  that  this  changes  the  sign  of  the  (pi,  and  also  changes 
the  sign  of  the  whole  quantity,  since  ia'  enters  as  a  divisor. 
That  is, 

^«  =  +  w  *  ^^^ 

>  Up  to  here  this  chapter  follows  more  or  less  closely  P.  Dnide,  Ann,  d. 
Phys.,  25,  p.  512,  1908.  At  this  point  I  depart  from  Drude  to  avoid  an  error 
he  makes  in  that  on  p.  531  in  taking  a  time  derivative  of  his  equation  (51) 
he  overlooks  the  fact  that  B  is  a  function  of  the  time.  The  same  error  is 
made  by  Bjerknes  before  Drude  and  persists  through  much  of  the  literature. 
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A  similar  treatment  of  Bt  and  B*  gives 

(26) 
in  which 


Bt 

=  + 

2;«" 

€-'« 

«" 

}    ~~ 

tan-' 

«'  - 
a"  - 

"% 

-a" 

a'    ^ 

^j  =  2  tan"^ 7>  —  tan-^  -77 j-  +  tan"^  -77^^^^ — -,     (27) 

—  a  a    —  a  a"  —  a'     ^ 

If  now  we  introduce  these  quantities  into  equation  (2)  for 
it,  we  shall  have 

~         2j  J 

)  (28) 


t2  = 7 


«" 


f-n"t 


2j 
This  equation  becomes  in  trigonometric  form 

i,  =  _«if_  ^^/, gjj^  (^,^  +  ^^)  _  a}^  ,-.//! gin  («"/  +  ^0   (29) 

where  /T,  <pi,  and  ^s  are  defined  in  equations  (22),  (23),  and  (27). 

Equation  (29)  (jrtVea  t/ie  exact  value  of  the  current  i%  in  the  secondary 
circuit  of  the  coupled  system  produced  by  ihe  discharge  of  the  con- 
denser Ci  in  the  primary  circuit.  The  condenser  Ci  wa^  initially 
charged  with  a  quardity  of  electricity  Qi. 

137.  Integral  Effect  in  Secondary  Circuit. — If  the  secondary 
circuit  contains  a  hot-wire  ammeter  or  other  instrument  that  is 
affected  proportionally  to  the  square  of  the  current,  it  becomes 
important  to  obtain  the  value  of  the  time  integral  of  the  square 
of  the  current  extended  over  the  time  of  one  complete  discharge. 
If  we  call  this  integral  /,  then  by  direct  integration  of  the  square 
of  (29),  we  obtain 

Term  No. 


0'»  .^  .        ,  CO 


/ 


+  I^Ti  COS  (2^1  -  tan-J-3^,)  (2) 

Q"*  ttf" 

+  4^  cos  (2^  -  tan-»3^,)  (3) 


Q'*Q"* 


cos 


Via'  +  o")»  +  («'  -  «")* 


(4) 


coB^y,  +  yt  -  tan  ^  —(^rzf:^^) 


(5)  (30) 
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The  terms  of  this  equation  are  numbered  for  future  reference. 

Equation  (30)  is  exact.  It  gives  the  integral  of  the  square  of  the 
secondary  current  produced  by  the  discharge  of  a  condenser  in  the 
primary  circuit,  in  terms  of  the  resultant  damping  constants  and 
-angular  velocities. 

We  shall  next  abandon  strict  accuracy  and  see  how  to  replace 
equation  (30)  by  an  approximation  suitable  for  calculation  in 
certain  important  cases. 

138.  Approximate  Treatment  of  the  Integral  Effect  with 
Neglect  of  a^  in  Comparison  with  (aK — As  an  approximation 
to  the  value  of  /,  let  us  first  neglect  all  of  the  squares  of  the  a's 
and  the  product  of  two  a's  in  comparison  with  the  squares  of  the 
co's  or  in  comparison  with  the  product  of  two  w's,  except  where 
there  appears  differences  of  the  squares  of  the  cu's. 

The  term  marked  (I),  within  the  brace  of  (30),  is  of  the  order 
o)^/2a.  The  coefficients,  within  the  brace,  of  the  trigonometric 
quantities  that  occur  in  the  other  terms  have  order  as  follows: 

Table  of  Order  of  Coefficients  of  the  Trigonometric  Quantities  in  Various 

Terms  of  (30) 


Order  relative  to  the  order 

Term  No. 

Order 

of  term  (1) 

(2) 

«/4       • 

a/2w 

(3) 

«/4 

a/2u 

(4) 

cJ^/2a^ 

1 

(5) 

«/2 

a/<a 

We  shall  next  examine  the  trigonometric  quantities  by  which 
these  coefficients  are  to  be  multiplied. 

Let  us  call  the  trigonometric  quantities  in  terms  (2),  (3),  (4), 
and  (5)  respectively,  f  2,  F3,  F4,  and  Fs.  In  these  trigonometric 
quantities  we  shall  expand  the  antitangents  of  those  quantities 
known  to  be  large  (that  is,  of  the  order  of  co/a)  by  the  well  known 
formula 

^         ...     ,  where  x2>  1        (31) 


tan 


-1 


2      x^Sx^ 


and  shall  neglect  terms  of  the  order  of  a'/w'  in  comparison  with 

a /(I). 

^  In  the  extreme  case  in  which  (w'  —  co")^  happens  to  be  negligible  in 
comparison  with  2(o'  +  o")*.  To  cover  all  contingencies  we  estimate  its 
order  as  large  as  it  can  ever  be. 
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This  gives 

p            To*       iw'-«"      3o'      2ia"  -  oQi 
Fi  =  sin  2tan-i  — , > ? V,      »     ' 

F»  =  sin  2tan-i  —, ; 77  +    \   ,      ,/   » 

r2o'      2a"  ,  2(0"  -  a')      ^       ,     «'  -  «"   1 

F4  =  —  cos  —f jr+      ,  ,     „    —  tan-»  — .  „        ,.   » 

L «         w  «  +  «  .  —  (a    +  o )  J 

„  .   r_^       .  u'  -  o>"  .  a'  +  g"      2o'      2o"-| 

Let  us  now  continue  our  omission  of  squares  or  higher  powers 
of  a/<a  in  comparison  with  unity,  and  expand  the  above  expres- 
sions, with  replacement  of  sin  (a/«)  by  o/a>  and  cos  (a/«)  by  unity . 
This  process  gives 

Ft  =  sm  2tan-i  —, >   -    "t  +      /   .     //     cos 

L  a     —  a  J      L  CO  «'  +  ca"  J 

^  r^^       y  -  0)"!      r3a"      2(a''  -  a')i 

Fi  =  sin  2tan-i  —, 7   -    — „ \    ,      ;,-  cos 

L  a     —  a  J      L «  co   +  «     J 

F.=  -cos[tan--^^-^]- 

r2a'      2a"   .  2(a"  -  a')l   .    T       ,     «'  -  «"    1 
-T  -  -77  +— /   ,     //     sm  tan-i — .  ;/   .     ,.b 
Lo)         ci)  w  +C0     J       L  —  (a    +a)J 

Fs  =  -  sinr2tan-i  "r,^^!  + 
L  a     —  a  J 

r2a'      2a"      af  +  afl       r^,     _^  co^  ~  co"l 

— r  +  -TT /   ,     //  cos  2  tan-i  —, ,  • 

L  w         w  «   +  CO  J       L  a     —  a  A 

The  cosine  terms  in  the  expressions  for  F2,  Pzy  and  Fs  have  as 
multipliers  quantities  of  the  order  of  a/co,  and  since  the  coeffi- 
cients by  which  these  F's  are  to  be  multiplied  in  forming  J  (see 
Table  of  Coefficients)  are  of  the  relative  order  of  a/ta^  these  cosine 
terms  will  be  neglected  leaving 

-  Fj  =  F,  =  F2  =  sin  (2  tan-'  ^„  ""^  ,) 

-  _2(a^  aO(co^  -  co") 

"■  (a"  -  ay  -h  (co'  -  co")2  ^"^^^ 


10 
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The  remaining  F,  F^,  written  out  by  the  formulas  for  the  sine 
and  cosine  of  an  antitangent,  gives 

■2a'      2a"  ,  2(o"  -  a') 


F^  = 


°--^''-rf-^+'-i7i^]<"--"--' 

Via"  +  a'y  +  (o)'  -  o)"y 


(33) 


Via"  +  a'y  +  («'  -  «")' 

If  now  we  introduce  these  several  results  into  (30)  and  at  the 
same  time  replace  the  Q's  by  ta'e,  we  obtain 


fa> 


'i 


<a 


nt 


+  2(«'  +  «")L(o"  -  o')*  +  (« 


'    _   ,.,"^8 


«") 


J 


Term  No. 

(1) 

(2) 


// 


«'«"(a"  +  a')  -  2(o'«"*  -  a"«'«)^Vx-^ 

to   -f-  w 


(a"  +  a')'  +  (w'  -  w") 


(3)  (34) 


where 


J 
H  = 


/•oo 


JlfCaQiw'^o)"* 


(«'  +  «")  V(a"  -  aO^  +  (co'  -  co'O' 


(35) 


Equation  (34)  /or  J  ^Ve«  ^  integral  of  the  square  of  the  secondary 
current  for  a  complete  discharge  under  the  condition  that  the  square 
of  each  of  the  damping  constants  a  is  negligible  in  comparison  with 
the  square  of  the  angular  velocities  <a.  No  other  approximation 
has  been  made.  The  resvU  is  in  terms  of  the  damping  cor^stants 
and  angular  velocities  of  the  coupled  system. 

139.  Value  of  the  Integral  of  the  Square  of  the  Secondary 
Current  for  Two  Circuits  of  Small  Damping,  Nearly  in  Resonance 
and  Very  Loosely  Coupled. — Under  the  conditions  given  in  this 
caption,  the  expression  for  the  time  integral  of  the  square  of 
the  current  in  the  secondary  circuit  reduces  to  a  simple  form. 
Assumptions  are  to  be  made  as  follows : 

Assumption  I. — The  damping  constants  are  supposed  to  be  so 
small  that  their  squares  are  negUgible  in  comparison  with  the 
squares  of  the  angular  velocities.    This  assumption  is  fulfilled 
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by  circuits  even  when  the  damping  constants  are  large  enough 
to  cut  the  amplitude  of  current  to  one-half  in  one  oscillation. 
The  introduction  of  this  assumption  permits  the  use  of  equation 
(34)  for  J. 

Assumption  II. — The  coefficient  of  coupUng  is  supposed  to  be 
80  small  that  we  may  with  close  approximation  take 


a'  =  ai,  a"  =  aa,  <a'  =  wi, «''  =  cot 
a'  =  as,  a"  =  ai, «'  =  oji,  «"  =  wi 


(36) 


as  in  equations  (129)  and  (130),  Chapter  IX. 

Assumption  III. — The  two  circuits  are  assumed  to  be  nearly 
in  resonance  so  that  0)2  is  nearly  equal  to  0)1,  and,  except  in 
difference  terms  we  shall  replace  coi^,  <a%^  and  <ai(a%  by  a  common 
quantity  (i)\    Also  we  shall  assume 

a>2  —  «i  <  <  2a)  (37) 

Referring  now  to  equation  (34)  it  is  seen  that  these  assumptions 
make  the  term  marked  "Term  No.  (2) "  negUgible  in  comparison 
with  the  term  No.  (1),  since  the  quantity  in  the  square  bracket 
in  No.  (2)  cannot  be  greater  than  J^. 

Also  it  is  seen  that  in  Term  No.  (3)  the  term  in  the  numerator 
subtracted  from  caW  {a"  +  a')  is  negligible. 

In  the  remaining  terms,  making  the  substitutions  called  for 
in  Assumption  II,  we  obtain  from  (34)  the  following  simplified 
approximate  value  of  J: 

r  _  :^!5lM  _l  1 4(oi  +  Oa)  .  .„. 

•^  "     4    ^  ai  "^  a,       (ai  +  a,)^  +  (0,1  -  u>^y^        ^^""^ 


where 


^  MCrQ^<.^  • 

2V(a2  -  ai)2  +  (0)1  -  a,,)^  ^     ^ 

Equation  (38)  reduces  to 

J  ^  H^<a\ai  +  at)  .(fli  -  02)'  +  (m  -  c»>2)^  /^qx 

4aia2  (fli  +  02)^  +  (ci)!  —  0)2)* 

Substituting  for  H*  its  value  from  (39),  we  obtain 

J  ^  M^C^HJi^u)^  ai  +  a2  .^^. 

16aia2  (ai  +  02)^  +  («i  —  0)2)* 

Equation  (41)  gives  the  value  of  J  {which  is  defined  as 

Ht) 


/•oo 

=  Jo''' 
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in  the  case  of  a  secondary  circuit  very  loosely  coupled  to  a  primary 
circuit,  when  the  condenser  in  the  primary  is  charged  with  a  qtumtUy 
of  electricity  Qi  and  allowed  to  discharge.  The  two  circuits  are 
supposed  to  have  damping  constarUs  whose  squares  are  negligible 
in  comparison  with  the  squares  of  the  angular  velocities,  and  the 
circuits  are  supposed  to  be  not  more  than  5  or  10  per  cent,  out  of 
resonance. 

The  next  section  shows  a  method  of  using  (41)  to  obtain  the  decre- 
ment of  an  unknown  circuit. 

140.  Determination  of  the  Decrement  of  an  Unknown  Circuit 
by  Measuring  the  Integral  Square  Current  in  a  Secondary 
Circuit  Loosely  Coupled  with  the  Unknown  Circuit. — One  of  the 
usual  methods  of  measuring  the  logarithmic  decrement  di  of  an 
oscillatory  circuit  is  repeatedly  to  charge  and  discharge  the  con- 


Wave  Meter 


II 


O 


Fio.  1. — For  determining  decrement  of  circuit  I.     Circuit  II  is  a  wavemeter 
with  variable  condenser  Cz,  and  a  current-measuring  instrument  at  A. 


denser  Ci  (Fig.  1),  or  inductance  Li  of  the  given  circuit,  and 
to  make  wavelength  measurements  and  integral  square  current 
measurements  in  a  loosely  coupled  standard  secondary  circuit 
(II)  of  small  decrement  d^.  The  standard  circuit  is  usually  a 
wavemeter,  or,  if  calibrated  to  read  directly  in  decrements,  a 
decremeter. 

The  approximate  formulas  for  obtaining  decrements  by  this 
method  are  derivable  from  (41).  If  we  call  the  value  of  J  when 
W2  =  wi  the  resonant  value  of  J,  indicated  by  Jr,  we  have  from  (41) 


Jr   = 


_M^C2Wco»_ 
16aia2(fli  +  tta) 


(42) 


Chap.   X]  AMPLITUDE,  MEAN  SQUARE  CURRENT  149 


By  dividing  (41)  by  (42),  we  obtain 


^  =  JV  = 


(oi  +  at)* 

(ai  +  a%)*  +  («i  - 

1 

■«,)* 

1  +  : 

cox*       [i 

«ii 

(43) 


Let  us  now  recall  that 

di  =  aiTi  = 
and  at  the  same  frequency- 
da  =  02^1  = 

also 


2irai 
2irat 


W2/C01  =  Xr/X,  where 

Xr  =  the  wavelength  setting  of  the  wavemeter  at  resonance, 
X   =  its  wavelength  setting  for  the  reading  J. 

In  terms  of  these  quantities  equation  (43)  becomes 

1 


y  = 


whence 


1  + 


4ir^ 


di+.ds  =  ± 


(di  +  d^y 


2t     1  - 


Xrl 


=  + 


#^ 


(44) 


in  which  that  sign  before  the  radical  is  to  be  taken  that  makes 
di  +  da  positive. 

A  simple  way  of  applying  the  formula  is  as  follows:  Plot  a 
resonance  curve  of  J  against  X,  as  is  illustrated  in  Fig.  2.  Then 
if  we  take  the  two  values  of  X  (Xa^and  X6  say)  that  give  the  same 
value  of  Jy  and  call 

Xa  -  X6  =  AX  (45) 

we  shall  have  from  (44) 

<i.  +  A  -  +  — f5=-^- 

and 


di  +  d»  =  - 
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whence  by  addition  and  division  by  2, 


di  +  c/2  = 


Xfc       Xoi 


and  since  XaX*  =  Xr*  approximately,  we  may  write 


di  +  da  = 


K     \Jr- 


(46) 


Xr     \Jr-  J 

That  is,  to  obtain  di  +  dz,  we  take  the  width  AX  of  the  resonance 
curve,  Fig.  2,  in  meters  wavelength  at  any  height  J,  divided  by  the 
resorumt  wavelength  \r  in  meter  and  muUiply  by  ir  and  by  the 
square  root  of  J/{Jt  —  J)- 


Fig.  2. — Illustrating  equation  (46). 

This  formula  is  particularly  easy  to  apply  at  the  point  where 
J  =  Jr/^y  for  the  formula  then  becomes 

TA\h 


di  +  da  = 


Xr 


(47) 


where    AX*  =  the  difference  of  the  two  wavelengths  that  give 

J  one-half  of  its  resonance  value. 

EXCITATION  BY  DISCHARGING  THE  PRIMARY  INDUCTANCE 

141.  Initial  Conditions  When  the  Current  is  Produced  by 
the  Discharge  of  an  Inductance  in  the  Primary  Circuit — As 
has  been  pointed  out  in  Chapter  II,  it  is  the  practice  in  many 
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electrical  measurements  and  in  some  small  transmitting  stations 
to  excite  the  current  oscillations  by  isolating  a  current  in  the 
primary  inductance  and  allowing  the  current  to  subside.  We 
have  referred  to  this  method  of  excitation  as  excitation  by  the 
discharge  of  an  inductance. 

The  discharge  of  the  inductance  is  eflfected  in  practice  by  the 
use  of  an  electromagnetically  driven  interrupter  as  shown  at 
J  in  Fig.  3,  where  is  illustrated  a  coupled  system  operated  in 
this  way 

A  current  from  the  battery  B  is  sent  through  the  inductance 
Li,  and  when  this  current  has  a  certain  value  /i,  which  is  prac- 
tically steady,  the  feed  current  is  opened  at  J. 

We  have  then  the  initial  conditions 


when  <  =  0,    n  =  /i, 

I  I         Primary 


it  =  0 
?«  =  0J 

Secondary 


(48) 


M 


nc 


FiQ.  3. 


These  conditions,  so  far  as  they  pertain  to  a  single  circuit 
are  discussed  in  Chapter  11. 

With  these  initial  conditions,  we  are  now  to  determine  the 
values  of  An  and  Bn  in  the  equations 

il    =    2An€*-',       i,   =    S^n€*-'  (49) 

By  integration  of  (49)  we  obtain 


(50) 


(51) 


Now  introducing  the  initial  conditions  (48)  we  obtain 

SAn   =   /l,  ZBn^O 

ZAn/kn   =    -   CiiZi/l,  I^Bn/kn   =   0 

142.  Manipulation  of  the  Initial  Conditions. — To  obtain 
further  relations  concerning  A  and  B,  we  shall  make  use  of  the 
equations  (6)  and  (7).  If  in  (7)  we  make  n  successively  1,  2,  3,  4, 
we  obtain  four  equations,  which  added  together  give 

UXBn  +  R^X?f  +  ^-  S  J;  =  MXAn. 
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This  equation,  by  (51),  reduces  to 


h 


=  MCtIi  (52) 


which  is  a  new  equation  in  terms  of  B^. 

Let  us  now  take  equation  (6),  multiply  each  term  by  fcn,  and 
sum  up  for  the  four  A;'s;  and  let  us  perform  a  similar  operation 
on  (7).     These  two  operations  yield 

and 

Of         fCn 

By  (51)  these  two  equations  reduce  to 

LiXAnkn    =    MXBnK  L^^Bnkn    =   M2An*n  (53) 

Solving  the  two  equations  of  (53)  as  simultaneous,  we  obtain 

ZBJCn  =  0,  lAJCn  =  0  (54) 

Collecting  results,  so  far  as  concerns  B,  we  have 

XBJCn  =  0,    SBn   =   0,    XBn/kn   =   0,    XBn/kn^   =  MCJl     (55) 

It  will  not  be  necessary  to  go  through  the  detail  of  solving 
these  four  simultaneous  equations,  as  we  can  obtain  the  result 
by  a  direct  comparison  of  these  equations  (55)  with  the  corres- 
ponding equations  (14)  obtained  with  the  condenser-discharge 
method  of  excitation.  If  in  (55)  weletBi  =  Yi/k},  B^  =  Y^/ki, 
etc.,  equations  (55)  in  terms  of  Yn  will  be  of  the  same  form  as 
(14),  with  olily  the  Qi  of  (14)  replaced  by  /i. 

It  thus  appears  that  if  we  substitute  /i  for  Qi  in  the  values  of 
Bn  given  in  (17)  to  (20),  and  divide  the  result  by  fc»,  we  shall 
get  Bn  of  the  present  problem. 
This  gives 

Tj    ^ MCjIiki^kzkJci  .^v 

^'  (fci  -  fc^)  (fci  -  k,)  (fci  -  fc4)  ^    ^ 

The  other  quantities  B2,  Bz,  Ba  can  be  obtained  from  (56) 
by  advancing  the  subscripts  of  the  fc's. 

In  order  now  to  put  our  result  into  trigonometric  form  we  may 
take  the  result  (23)  of  the  previous  problem,  multiply  it  by  /i 
and  divide  it  by  Qiki,  and,  since 

-»(«7— o') 


t2  =  —  ^-  I  — /  €""'*  sin  Ico't  +  <pi  —  tan-*  -^,)  + 
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obtain  for  the  present  Bi, 

B,=  -|l^,^(--t--^^)  (57) 

2j(a'Qi 

A  similar  treatment  of  the  other  B^s,  and  their  combination 
to  form  Uj  gives 

^'  €"«"'  sin  (a,"«  +  ^2  -  tan-i  ^)  j  •      (58) 

In  this  equation  H,  tpi  and  <P2  have  the  values  given  in  (22), 
(23),  and  (27)  respectively.  The  H  that  occurs  in  (58)  is  taken 
from  the  case  of  condenser-discharge  method  of  excitation  and 
contains  Qi,  but  this  Qi  is  eUminated  by  the  Qi  of  the  denominator 
of  (58).    The  Qi  has  no  meaning  in  the  present  problem. 

Equation  (58)  gives  the  exact  value  of  the  current  Z2  in  the  sec- 
ondary of  the  coupled  system  when  the  system  is  excited  by  the  dis- 
charge of  the  primary  inductance  originally  traversed  by  a  current 
/i.  The  amplitudes  are  seen  to  be  absolutely  and  relatively  differ- 
ent from  the  corresponding  amplitudes  prodticed  by  excitation 
by  condenser  discharge  {compare  (29)).  The  phase  of  the  currerU 
components  is  also  changed  from  the  previous  ca^e.  The  Qi 
occurring  in  the  demoninator  of  (58)  has  no  meaning  and  is  eUmi- 
nated by  a  Qi  involved  in  the  numerator  in  H. 

143.  Value  of  the  Integral  of  the  Square  of  the  Secondaiy 
Current  in  the  Coupled  System  Excited  by  the  Discharge  of 
the  Primary  Inductance. — By  making  suitable  changes  in  (30) 
we  obtain  in  this  case 

Oi^ "  1  4a)' V  ^  ^i^^^a" 


+  2-72  COS  (2^1  —  3  tan""^  "Z"' ) 
+4„-7r2  co8(2v>2  -  3  tan-'  ~-) 


QTQ" 


cos  I  ^1-^2 -tan-' — -,+tan-i-  ^^-tan->  — 7- ,—  -jj, ) 

cos  (v.,  +  V,  -  tan-»  -^,  +  tan-'  -^,  -tan-'     "'  +  "") 
\  —a  —a"  —(a'  +  a")/ 


Via'  +  a'y  +  («'  +  «")» 


(59) 
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This  expression  is  exact.  It  gives  the  integral  of  the  square  of  the 
secondary  current  of  the  coupled  system  excited  by  discharging  the 
primary  inductance  origirwUy  traversed  by  a  current  /i. 

If,  now,  we  neglect  the  squares  of  the  damping  constants  in 
comparison  with  the  squares  of  the  angular  velocities,  this 
equation,  by  the  employment  of  processes  similar  to  those  uscxl 
in  deriving  (35),  reduces  to 


':,+    ' 


4o'   '   4a" 

(„'   -  (0")» 


/-.// 


4ci>  o) 


sin  (2  tan"^  — ,, 7) 

\  a    —  a  / 


w  CO    (co    +  o)   J  V.OU; 

_  f  _—7i\i 


where 


(a'  +  a'y  +  (co'  -  «") 


MCiQiu)'^'^ 


Equation  (60)  gives  the  irUegral  of  the  square  of  the  secondary 
currentf  in  a  coupled  system,  excited  by  discharging  the  primary 
inductance  originally  traversed  by  a  current  /i,  in  case  the  squares 
of  the  damping  constants  are  negligible  in  comparison  with  the 
squares  of  the  angular  velocities.  No  other  approximation  has 
been  made.  The  Qi  that  occurs  in  (60)  has  no  meaning,  in  this 
case,  and  is  eliminated  by  the  Qi  occurring  in  H  in  (61). 

If  next  we  assume  the  circuits  very  loosely  coupled  and  assume 
that  they  do  not  depart  from  synchronism  by  more  than  a  few 
per  cent.,  and  apply  the  assumptions  and  methods  employed  in 
deriving  (41),  we  find 

J  ^  M^C^^Ii^cc^  Qi  +  a2 ,g2) 

IQaiat      (fii  +  a2y  +  («i  —  wj)^ 
where,  as  before 

J  =  fj"  ii^dt. 

Equation  (62)  gives  the  value  of  the  time  integral  of  the  square  of 
the  secondary  current  m  a  coupled  system  excited  by  a  discharge 
of  the  primary  inductance  originally  traversed  by  a  current  1%. 
In  obtaining  this  simplified  result  the  squares  of  the  damping  con- 
stants have  been  neglected  in  comparison  with  the  squares  of  the 
angular  velocities,  and  the  coefficient  of  coupling  has  been  assumed 
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to  be  80  sniajl  that  the  damping  constants  and  angular  velocities  of 
the  coupled  systems  are  the  same  as  these  constants  for  the  circuits 
uncoupled,  as  expressed  in  (36).  Also  the  circuits  <is  supposed 
to  be  near  enough  to  synchronism  to  make  (37)  applicable. 

It  is  seen  that  the  value  of  J  divided  by  J^  which  is  the  value 
of  J  at  resonance,  reduces  approximately  to  the  same  value  as 
with  the  condenser-discharge  method  of  excitation  (compare 
(41)),  so  that  the  method  of  decrement  measurement  illustrated  in 
Fig.  1  and  the  text  of  Art.  140  applies. also  to  the  inductance 
method  of  excitation. 


CHAPTER  XI 

THEORY  OF  TWO  COUPLED  CIRCUITS  UNDER  THE  AC- 
TION  OF  AN  IMPRESSED  SINUSOIDAL  ELECTRO- 
MOTIVE FORCE 

In  the  treatment  of  two  coupled  circuits  the  discussion  up  to 
the  present  has  been  confined  to  the  free  oscillation  that  takes 
place  when  the  system  is  given  a  charge  and  is  allowed  to  dis- 
charge. It  is  proposed  now  to  treat  the  two  circuits,  when  one 
of  them  has  operating  within  it,  or  upon  it,  a  sinusoidal  electro- 
motive force.  ^ 


Fig.  1. — Two  coupled  circuits  with  impressed  e.m.f. 

144.  Form  of  Circuit  to  Which  the  Analysis  Applies.— The 

form  of  circuit  to  which  the  analysis  is  to  apply  exactly  is  shown 
in  Fig.  1,  where  the  circuit  I  contains  a  condenser,  an  inductance 
and  a  resistance  and  a  source  of  sinusoidal  electromotive  force, 
indicated  at  e. 

.    Coupled  with  the  circuit  I  is  a  secondary  circuit  II,  contain- 
ing also  inductance,  resistance,  and  capacity  in  series  with  one 
another. 
The  constants  of  the  circuits  are  Li,  Ci,  Ri  for  the  primary, 

^  This  problem  without  condensers  in  the  circuits  was  first  treated  by 
Maxwell,  Phil,  Trans,,  165,  1864.  With  condensers  it  was  treated  by 
Bedell  &  Crehore,  Physical  Review,  1,  p.  117  and  p.  177,  1893  and  2, 
p.  442,  1894.  See  also  Oberbeck,  Wied,  Ann.,  65,  p.  623,  1895;  and  Pierce, 
Proc,  Am.  Acad.,  46,  p.  291,  1911. 
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and  Lj,  Cj,  R2  for  the  secondary  circuit.  M  is  the  mutual  in- 
ductance between  the  two  circuits. 

146.  The  Differential  Equations. — ^Let  the  e.m.f.  impressed 
upon  the  primary  be 

e  =  E  co8o)t  =  real  part  of  Sc^'  (1) 

Taking,  now,  the  fall  of  potential  around  each  of  the  circuits, 
and  equating  it  to  the  impressed  e.m.f.,  we  obtain  the  following 
differential  equations  involving  the  currents  in  the  two  circuits: 

W.  +  L^  +  ^^-«f.O  (3) 

where  in  equation  (2),  for  simplicity,  we  have  replaced  the  actual 
impressed  e.m.f.,  E  cos  cot,  which  is  a  real  quantity,  by  a  complex 
quantity 

E^""'  =  Eiaos  o)t  +  j  sin  «0  (4) 

The  result  is  that  the  solutions  that  we  shall  now  obtain  will 
give  complex  quantities  for  the  values  of  ii  and  t's-  Of  these 
complex  values  of  ii  and  t'a,  the  real  components  will  be  the  solu- 
tion  of  the  given  problem  with  E  cos  tat  as  the  impressed  e.m.f. 

146.  Nature  of  the  Solution. — The  complete  solution  of  the 
pair  of  equations  (2)  (3)  is  obtained  by  adding  the  particular 
iniegral  to  the  complemeniary  function. 

The  Complementary  Function  in  ii  and  it  is  the  general  solu- 
tion of  the  system  (2)  (3)  with  the  right-hand  side  of  (2)  replaced 
by  zero.  This  we  have  obtained  in  Chapter  IX  in  the  form  of 
(21)  and  (22),  Art.  101.  Such  a  solution  for  t'l  and  it  with  the 
arbitrary  constants  undetermined  is  to  be  a  part  of  the  solu- 
tion of  our  present  problem. 

The  Particular  Integral  of  the  pair  of  equations  is  any  pair  of 
values  of  t'l  and  it  that  will  satisfy  the  simultaneous  equations 
(2)  and  (3). 

147.  Determination  of  the  Particular  Integral. — It  appears  that 
in  order  to  meet  the  term  involving  the  exponential  in  jcat  on 
the  right-hand  side  of  (2),  we  shall  probably  need  such  an  ex- 
ponential in  our  value  of  ii  and  t's.    Let  us  try  setting 

ii   =  Ae^'  (5) 

it  -  B^^'  (6) 
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where  w  is  specifically  the  w  of  the  impressed  e.m.f.,  and  is  not 
an  unknown  quantity  to  be  obtained  from  the  constants  of  the 
circuits  as  was  the  k  in  the  exponentials  in  fc^  employed  in  Chapters 
VIII  and  IX. 

To  see  if  the  assumed  solutions  are  correct,  let  us  substitute 
(5)  and  (6)  in  (2)  and  (3),  obtaining 

c'"'[a  ( Ri  +  j(Li<^  "  ^)  )   -  JMc^BJ  =  J?€'-*  (7) 

€'-'[b  j  ^2  +  J  {l^  -  ^)  1   -  ^'^^^]  =  0  (8) 

In  these  equations  let  us  designate  the  Reactances  of  the  separate 
circuits  by  Xi  and  X2;  that  is,  let 


and 


X,=L^-^  (10) 


It  is  seen  that  the  exponential  factors  of  (7)  and  (8)  divide  out; 
and  our  assumed  solutions  prove  to  be  correct  provided  (7) 
and  (8)  are  satisfied.     These  reduce  to 

(fii  +  jXOA  -  jM<^B  =  E,  (11) 

and 

(fl2  +  3X2)8  -  jMoiA  =  0  (12) 

and  completely  determine  A  and  B,  as  we  shall  soon  show. 
The  complex  quantities  R\  +  jXi  and  R^  +  jXt  that  occur 
in  (11)  and  (12)  and,  for  a  given  impressed  frequency,  are  con- 
stants of  the  Circuits  I  and  II,  and  are  usually  designated  by  a 
small  z  with  proper  subscript : 

zi=Ri+  jXi  (13) 

Z2   =   R2+  JX2  (14) 

These  quantities  are  called  complex  impedances. 
As  further  abbreviations  it  is  customary  to  designate  the 
magnitudes  of  Zi  and  Zi  by  capital  Zi  and  Z2  defined  by 


Zi  =  VRJ+X?  (15) 

Z2  =  VrT^-Tx?  (16) 


The  quantities  Zi  and  Z2  are  called  impedances. 
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Returning  now  to  the  relations  (11)  and  (12)  between  A  and 
B,  these  equations  in  terms  of  Zi  and  Z2  become 

ZiA  -  jMcaB  =  E, 

ziB  -  jMo)A  =  0, 


whence 


B  = 


jMcjA 


22 


and 


A  = 


E 


22 


where,  as  an  abbreviation, 


z\  =  Zl  + 


=  7"  (say), 

z  I 


Z2 


(17) 


(18) 


(IS) 


In  terms  of  z'l,  our  equations  (5)  and  (6)  become 

E^^ 


ii  = 


^2  = 


jMoiE^^ 

Z%Z  I 


(20) 


(21) 


Since  in  (20)  the  quantity  z\  occurs  as  a  divisor  of  the  com- 
plex e.m.f.  to  give  the  complex  current,  we  may  call  z'l  the 
apparent  complex  impedance  of  the  primary  circuit.  We  may 
anal3''ze  z'l  into  its  real  and  imaginary  parts  by  replacing  z\ 
and  z^  by  their  values  (13)  and  (14).    Then  (19)  becomes 

_    2,  .2 


M'o>' 


Ri  +  jXi 
Rationalizing  the  second  term,  we  obtain 


z'i  =  Ri  +  ^R>+  3 


2 


X,  - 


2,.»2 


"27 


X, 


where 


and 


=  fi^+jX'i(sa>), 


A  1  —  Ai ^-Y-A2 


(22) 
(23) 

(24) 
(25) 


If  we  should  replace  z'l,  of  equation  (20)  by  its  value  as  given 
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in  (23),  we  should  see  that  the  current  for  the  primary  circuit 
would  be  the  same  as  it  would  be  if  the  secondary  circuit  were 
not  present,  provided  the  primary  resistance  were  changed  to 
fi'i  and  the  primary  reactance  to  X\.  These  quantities  R\ 
and  X'l  are  called  respectively  the  apparent  resistance  and 
apparent  reactance  of  the  primary  circuit. 

It  may  be  noted  that  the  apparent  resistance  is  greater  than 
Ihe  true  resistance;  but,  since  X2  may  be  positive,  negative  or 
zero  depending  on  the  relative  values  of  L^  and  Csw,  the  ap- 
parent reactance  may  be  greater  than,  equal  to,  or  less  than,  the 
true  reactance  of  the  primary  circuit  alone. 

If  now  we  introduce  a  quantity  called  apparent  impedance, 
indicated  by  Z'l,  and  defined  by 

Z\  =  VflV+XV  (26) 

and  also  introduce  the  abbreviation 

/i  =  tan-i  |J-J  (27) 

we  may  write  (23)  in  the  form 

'z\  =  Z\€^''  (28) 

We  are  going  to  use  this  equation  in  determining  the  real 
component  of  ii. 
In  Uke  manner,  for  the  determination  of  U,  we  may  employ 

22  =  Z2^*""f  (29) 

and 

j  =  6''/'  (30) 

Substituting  (28),  (29)  and  (30)  into  (20)  and  (21),  and  takmg 
the  real  part  of  the  results,  we  obtain 

E 
ii  =  2^  cos  iu>t  -  (p\)  (31) 

i2  =  ^f  cos(a,f  -  v^'i  +  ^/2  -  tan-i  |-*)  (32) 

Equations  (31)  and  (32)  are  the  required  particular  integrals  of 
the  differential  equations  (2)  ar^i  (3).  All  of  the  quantities  entering 
into  these  expressions  are  known  in  terms  of  the  constants  of  the 
circuits  and  the  amplitude  and  angular  velocity  of  the  impressed 
e.m.f,  Z\  and  ip\  are  defined  respectively  by  (26)  and  (27). 
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148.  The  Complete  Solution  and  the  Steady  State  Solution. — 
As  pointed  out  above,  the  complete  solution  of  the  given  differ- 
ential equations  is  made  up  of  the  particular  solutions  (31)  and 
(32)  plus  the  values  of  ii  and  i^  respectively  given  by  equations 
(21)  and  (22)  of  Chapter  IX.  The  latter  are  the  values  of  the 
currents  for  a  free  oscillation  of  the  circuits.  These  currents  are 
doubly  periodic  in  general  with  angular  velocities  w'  and  cj" 
and  damping  constants  a'  and  a"  determined  by  the  constants 
of  the  circuits.  Superposed  on  this  doubly  periodic  free  oscilla- 
tion, are  the  current  values  given  as  our  particular  solutions 
(31)  and  (32).  These  particular  solutions  have  the  frequency 
of  the  impressed  e.m.f.,  and  are  hence  called  the  forced  solutions. 

After  a  suflBicient  lapse  of  time  the  free  solution  terms,  which 
have  exponential  damping,  subside  and  leave  only  the  terms 
given  in  (31)  and  (32).  These  values  of  ii  and  1*2  given  by  (31) 
and  (32)  constitute  the  steady  state  values  of  the  currents. 

We  may  note  then  that  the  steady-state  currents  have  the  fre- 
quency of  the  impressed  e.m.f.,  and  are  completely  given  by  (31) 
and  (32).  Whenever  these  equations  are  used  as  the  complete 
values  of  the  currents,  we  must  make  sure  that  a  sufficient  time  has 
dapsed  after  the  application  of  the  e.m.f.  to  permit  the  subsidence 
of  the  transient  terms  of  the  form  of  those  obtained  in  Chapter  IX 
as  the  free  oscillation  currents  of  the  system. 

PARTIAL  RESONANCE.     MAXIMUM  AMPLITUDE  OF 
SECONDAftT  CURRENT  OBTAINED  BY  ADJUST- 
MENT OF  A  SINGLE  VARUBLE 

149.  Attention  to  Secondary  Current  Amplitude. — We  shall  for 
the  present  confine  our  attention  to  the  amplitude  of  the  current 
in  the  Circuit  II,  which  may  be  called  the  secondary  circuit, 
since  the  e.m.f .  is  appUed  to  the  other  circuit.  Circuit  I. 

Both  in  the  case  of  the  sending  station  and  the  receiving 
station  this  secondary  current  is  important;  for  in  the  case  of  a 
sending  station  the  e.m.f.  is  applied  usually  to  a  closed  circuit 
coupled  with  an  antenna  circuit,  so  that  the  secondary  circuit 
would  be  the  antenna  circuit  at  the  sending  station,  and  we  are 
interested  in  knowing  the  current  in  the  antenna.  At  the  re- 
ceiving station  the  e.m.f.  may  be  regarded  as  impressed  on 
the  antenna  from  a  distant  station,  while  coupled  with  the 
receiving  antenna  is  usually  a  closed  circuit  actuating  the 
detector.  This  closed  circuit  would,  therefore,  be  a  secondary 
11 
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circuit  wi^  reference  to  the  receiving  avienna,  and  we  are  interested 
in  knowing  the  current  received  in  this  secondary  circuit. 

We  shall  here  limit  the  investigation  to  conditions  for  produc- 
ing a  maximum  amplitude  of  current,  in  a  steady  state,  in  the 
secondary  circuit,  Circuit  II,  under  the  action  of  a  sinusoidal 
e.m.f.  in  Circuit  I. 

150.  Definitions  of  Partial  Resonance  Relations  S  and  P. — 
When  any  single  element  of  the  system  is  adjusted  to  produce 
a  maximum  secondary  current  ampUtude,  while  all  the  other 
elements  are  kept  constant,  we  shall  designate  the  condition 
as  one  of  Partial  Resonance  and  shall  describe  the  adjusted  mem- 
ber as  satisfying  a  Partial  Resonance  Relation, 

Two  partial  resonance  relations  will  now  be  derived,  and  will 
be  designated  S  and  P,  where  S  means  that  the  secondary  is 
adjustable.    P  means  that  the  primary  is  adjustable. 

Partial  Resonance  Relation  P  will  be  used  to  describe  the 
adjustment  of  the  primary  reactance  Xi  that  will  give  a  maximum 
amplitude  of  secondary  current,  when  all  the  other  elements 
of  the  system  are  kept  constant.  The  result  will  appear  as  an 
equation  for  the  determination  of  Xi. 

Partial  Resonance  Relation  S  will  designate  the  adjustment 
of  the  Secondary  reactance  X2  that  will  give  a  maximum  of 
amplitude  of  secondary  current,  when  all  the  other  elements 
of  the  system  are  kept  constant. 

It  is  evident  that  these  two  partial  resonance  relations  are 
determined  mathematically  by  setting  severally  equal  to  zero 
the  partial  derivatives  of  I2  with  respect  to  Xi  and  Xt. 

We  shall  now  proceed  to  determine  these  partial  resonance 
relations. 

161.  Determination  of  Partial  Resonance  Relation  S. — 
Denoting  the  ampUtude  of  current  in  the  secondary  circuit  by  /«, 
we  have  from  (32) 

/a  =  MwE/ZiZ'i  (33) 

where 

Zt^  =  Rt^  +  Xt^ 
and 

ZV  =  (ft.  +  ^R^) «  +  (Xx  -  ^X,) «  (34) 

Since  in  (33)  Af ,  w,  and  E  are  to  be  considered  constant,  and 
since  Z2  and  Z\  are  both  positive,  we  may  obtain  a  maximum 
value  of  li  by  determining  the  condition  for  a  minimum  value 
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of  the  square  of  the  denominator  of  (33).    With  Xt  as  the 
variable,  this  is  done  by  setting  equal  to  zero  the  derivative 
of  the  square  of  the  denominator  of  (33)  with  respect  to  Xt. 
That  is 

Expanding  Z\  by  (34)  and  multiplying  by  Z2*,  we  obtain 

Zj^Z'i*  =  Zt*Zi^  +  Af^o)^  +  2Af«co*  {R1R2  -  XiXt)      (35) 

Performing  the  operation  indicated  by  the  equation  preceding 
(35),  we  obtain 

0  =  2XiZi^  -  2MWX1; 

whence  oiu-  required  condition  for  a  maximum  ampUtude  of 
secondary  current  becomes 

^-  =    rj  o    (Partial  Resonance  Relation  S).  (36) 

This  equation  (36)  gives  the  value  that  X^  must  have  in  order  to 
give  a  maximum  current  in  the  secondary  circuit  when  all  the 
quantities  except  X2  are  kept  constant.  The  relation  (36)  will 
be  called  Partial  Resonance  Relation  S. 

162.  Partial  Resonance  Relation  P. — Let  us  now  return  to  the 
general  expression  (33)  for  I^j  and  suppose  that,  with  any  arbi- 
trary fixed  values  of  jRi,  R^j  M,  w,  and  X^,  it  be  required  to 
determine  what  adjustment  of  the  Primary  Reactance  Xi  is 
necessary  in  order  to  make  the  secondary  current  a  maximum. 
That  is,  instead  of  adjusting  the  secondary  reactance  Xs  we 
are  going  to  adjust  the  primary  reactance  Xi  to  give  the  maximum 
current  amplitude  in  the  secondary  circuit. 

The  result  in  this  case  can  be  obtained  by  inspection,  for 
Zj  does  not  involve  Xi.  In  the  denominator  of  (33)  only  Z\ 
involves  Xi,  and  we  must  choose  Xi  to  make  Z\  a  minimum. 
By  (34)  it  is  seen  that  this  is  attained  by  making  the  expression 
in  the  last  parenthesis  in  (34)  zero;  that  is 

Xi      M^w* 

-^  =  — /tT"  (Partial  Resonance  Relation  P).  (37) 

A2        ^2 

Equation  (37)  gives  Partial  Resonance  Relation  P,  which 
determines  the  value  that  X\  must  have  in  order  for  the  secondary 
current  amplitude  to  he  a  maxium  for  the  given  fixed  vcdues  of 
Xt,  M»«»  and  Z,. 
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153.  Note  Regarding  Effect  of  Resistances  on  Partial  Reson- 
ance Relations  P  and  S. — In  equation  (36),  Zi  contains  Ri  as  one 
of  its  terms,  while  in  (37)  Z2  contains  R2  as  one  of  its  terms. 
The  resistances  do  not  enter  otherwise  in  these  two  expressions. 

It  is  to  be  noted  then  that  the  resistance  of  the  secondary 
circuit  has  no  effect  in  determining  the  adjustment  that  must 
be  given  to  the  secondary  reactance  to  make  the  secondary 
current  a  maximum;  and  the  resistance  of  the  primary  circuit 
has  no  effect  in  determining  the  adjustment  that  must  be  given 
to  the  primary  reactance  to  make  the  secondary  current  a 
maximum. 

164.  Secondary  Current  Under  Partial  Resonance  Relation 
S. — ^Let  us  obtain  next  the  current  ampUtude  in  the  secondary 
circuit  when  the  secondary  reactance  is  adjusted  to  the  partial 
resonance  r3lation  S,  as  given  in  (36). 

To  do  this  let  us  substitute  the  value  of  X2  from  (36)  into  (35) 
and  extract  the  square  root  of  (35)  to  get  the  denominator  of 
(33).  In  making  this  substitution  Zz^  of  the  right-hand  side  of 
(35)  must  be  decomposed  into  R2^  +  X^,  so  that  the  X%^  may  be 
replaced.  When  we  have  made  this  substitution  we  shall  have 
imposed  upon  I2  the  condition  (resonance  relation  S)  for  a  maxi- 
mum; therefore  we  shall  write  the  resulting  value  of  /»  as 
[/2maxj5.     We  obtain 

L^Smaz.  is   = 

MoiE 


which  reduces  to 

Equation  (38)  gives  the  current  amplitude  in  the  secondary 
circuit,  when  Jar  fixed  values  of  the  other  constants  of  the  circuits^ 
X2  is  set  at  the  value  to  give  a  maximum  secondary  current  amplitude. 
Expressed  oiherwisCy  (38)  gives  the  amplitude  of  secondary  current 
under  partial  resonance  relation  S. 

166.  Secondary  Current  Under  Partial  Resonance  Relation  P. 
In  like  manner,  if  we  substitute  (37)  into  (33)  and  designate 
the  resulting  value  of  li  by  [/smax.li',  we  obtain 

/C1Z2  H ^ — 
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EqtuUion  (39)  gives  the  amplitude  of  secondary  current  under 
Partial  Resonance  Relation  P;  that  is,  under  the  condition  thai  for 
fixed  values  of  the  other  constants  of  the  circuits,  Xi  ts  set  at  the  value 
to  give  maximum  amplitude  of  secondary  current, 

JL  THE  OPTIMUM  RESONANCE  RELATION 

166.  The  Optimum  Resonance  Relation. — For  given  values  of 
certain  constants  of  the  coupled  system  we  have  found  two 
different  adjustments,  one  of  the  primary  reactance,  and  the 
other  of  the  secondary  reactance,  that  would  give  a  maximum 
amplitude  of  secondary  current.  In  order  to  get  the  biggest 
possible  current  in  the  secondary  circuit,  it  is  apparent  that  we 
should,  if  possible,  satisfy  the  Partial  Resonance  Relation  S  and 
the  Partial  Resonance  Relation  P  both  at  the  same  time. 

It  is  somewhat  more  instructive  to  proceed  by  anoth^  method 
as  follows: 

Equation  (36)  tells  us  what  value  we  must  give  to  the  reactance 
Xi,  of  Circuit  II,  for  a  given  Xi,  Zy,  E,  M,  and  <a,  in  order  to  obtain 
a  maximum  amplitude  of  current  in  Circuit  II. 

If  now  we  take  a  different  set  of  values  of  these  constants 
Xi,  Zi,  we  shall  require  a  different  value  of  X2,  and  shall  get 
a  different  maximum  value  of  secondary  current.  We  may  now 
ask  ourselves  which  of  these  several  combinations  of  adjustments 
will  give  a  maximum  of  the  maxima  of  secondary  current 
amplitude. 

To  determine  this  let  us  suppose  that  Xt  is  always  automatic- 
ally given  the  value  that  satisfies  resonance  relation  S,  so  that 
(38)  is  kept  satisfied,  even  as  we  vary  Xi,  and  let  us  determine 
the  value  of  Xi  that  under  this  condition  will  give  a  maximum 

of  [Ilmmx.]s» 

This  is  attained  mathematically  by  setting  equal  to  zero  the 
derivative  of  the  denominator  of  (38) ;  that  is 

Now  by  definition 

Zx  =  VrJ+x?, 
H^  =  xjVWTx?  =  x,/z,. 
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This  put  into  the  second  form  of  (40),  gives,  after  multiplica- 
tion by  Zi, 

0  =  XiiRi  -  Jlf»«2i2,/Z,2). 

From  this  it  follows  that  one  or  the  other  of  the  following 
equations  is  the  condition  of  the  required  maximum  of  [/2in»x.l«; 
to  wit: 

Either  Xi  =  0  (I) 

We  are  now  to  decide  which  of  these  two  conditions,  (I)  or 
(II),  is  correct  for  determining  the  required  maximum  of  [/smaxJ*- 
Let  us  first  replace  Zi^  by  its  value  Xi^  +  fli',  which,  sub- 
stituted into  (II),  gives 

Xi^=  |-'(MV  -  RiR,)  (IF)        (41) 

Equation  (11')  is  equivalent  to  (II). 
Let  us  examine  two  cases. 
Case  I.    Let 

In  this  case  the  proper  resonance  relation  is  (I),  for  if  Af*«*  is 
less  than  RiRi,  Condition  (11^  makes  Xi  imaginary  and  is  there- 
fore unattainable. 
Case  II.    Let 

APu)^  >  R1R2. 

By  substitution  of  Conditions  (I)  and  (II)  severally  into  (38) 
we  find  that  Condition  (I)  reduces  the  denominator  of  (38)  to 

RiRi  +  ilf^w*  =  i4(say); 

while  Condition  (II)  reduces  this  denominator  to 

2Mu3\/RiR2  =  -B(say). 

Now  B  is  seen  to  be  less  than  A,  because  twice  the  product 
of  any  two  real  quantities  is  less  than  the  sum  of  their  squares. 
Hence  in  this  case  Condition  (II)  gives  a  larger  amplitude  of 
secondary  current  than  does  (I). 

If  M^o)^  =  RiR2y  Conditions  (I)  and  (II)  reduce  to  the  same 
condition  as  may  be  seen  by  comparing  (II')  with  (I). 

It  thus  appears  that  under  the  limitations  of  Case  I,  Condition 
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(I)  gives  the  largest  attainable  secondary  current;  and  under  the 
limitations  of  Case  II,  condition  (II)  gives  the  largest  attainable 
secondary  current;  and,  if  Af*w^  =  R1R2,  Conditions  (I)  and  (II) 
are  both  appropriate  for  giving  the  largest  possible  current,  in 
the  secondary  circuit. 

These  results  have  been  attained  by  supposing  that,  while  seek- 
ing the  optimum  condition,  we  have  kept  (36)  always  satisfied; 
so  (36)  must  be  fulfilled  simultaneously  with  (I)  when  (I)  is 
optimum  and  simultaneous  with  (II)  when  (II)  is  optimum. 

Combining  (36)  with  (I)  and  (II)  in  the  two  cases  we  have 
respectively  the  results  following. 

If  APw^  <  R1R2  (42) 

then         Xi  =  0,     and    Xj  =  0  (43) 

gives  the  largest  attainable  amplitude  of  secondary  current.     We 
shall  call  this  system  of  equations  the  optimum  resonance  rela- 
tion at  deficient  coupling. 
On  the  other  hand,  if 

ilf  2«2  >  /2ii?2  (44) 


the  combination  of  (II)  with  (36)  gives 

X2  ^Ri  ^  M^o)^ 
Xi      Ri        Zi^ 


(45) 


as  the  condition  for  the  largest  attainable  amplitude  of  secondary 
current.     We  shall  call  the  system  4)f  equations  (44)  and  (45) 
the  optimum  resonance  relation  at  sufficient  coupling. 
In  the  interest  of  completion  of  nomenclature,  if 

3/^0,2  =  RiR2  (46) 

we  shall  call  the  couphng  critical  coupling.  Either  (43)  or  (45) 
is  the  optimum  resonance  relation  at  critical  coupling,  since  both 
reduce  to  the  form  (43)  as  may  be  seen  from  (41). 

//  (42)  is  fulfilled,  (43)  is  the  condition  for  maximum  amplitude 
of  secondary  current.  If,  on  the  other  hand  (44)  is  fulfilled,  (45) 
gives  this  condition.  If  (46)  is  fulfilled,  (45)  and  (43)  reduce  to 
the  same  value. 

167.  Value  of  Max.  Max.  Secondary  Current  Amplitude  at 
Deficient  Coupling.— The  case  of  deficient  coupling  is  the  case  in 
which 

M^u)^  <  RiRi.  (47) 
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Then  the  appropriate  setdngs  of  the  two  circuits  for  the 
greatest  possible  amplitude  of  secondary  current  is  the  adjust- 
ment that  makes 

Xi  =  0  =  X,;  (48) 

that  is,  each  circuit  is  separately  adjusted  so  as  to  make  its 
undamped  period  equal  to  the  period  of  the  impressed  e.m.f. 
From  (38)  the  current  obtainable  under  these  conditions  is 


McaE 


2  max.  max.  — 


R1R2  +  M^o)^ 


(49) 


//  the  circuits  are  so  loosely  coupled  that  M^o)^  <  RiR^y  then  for  a 
max,  max,  secondary  current,  the  circuits  should  be  tuned  to  satiny 
(48),  and  the  current  obtained  at  this  adjustment  is  given  by  (49). 

The  current  is  seen  to  decrease  with  decreasing  Af ,  for  if  we 
differentiate  (49)  with  respect  to  M  we  obtain  a  negative  quantity 
for  all  values  of  JW"*co*  less  than  R1R2. 

168.  Value  of  Max.  Max.  Secondaiy  Current  at  SuflSicient 
Coupling. — In  this  case 

M^o)^  >  R1R2,  (50) 

The  appropriate  setting  of  the  two  circuits  for  the  greatest 
possible  secondary  current  in  this  case  is  given  by  equations  (45) 
which  are  here  rewritten 


X2  i?2  M'O) 


2,.,  2 

(51) 


Xi    ^Ri        Zi2 

As  an  alternative  expression,  it  has  been  seen  that  the  CJondi- 
tion  (II')  of  equation  (41)  was  equivalent  to  the  Condition  (II), 
preceding  (41),  which  combined  with  the  first  part  of  (40)  gives 


and 


=  Wl! 


(MV  -  R1R2), 


(52) 


Equations  (52)   are  together  equivalent  to   (51)   provided  both 
radicals  in  (52)  are  given  the  same  sign. 

Now  from  the  second  part  of  (51)  we  obtain 


■'  =  ^'*^"  w? 
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If  we  substitute  this  quantity  into  (39)  and  call  the  resultant 
current  amplitude  h  max.  maz.^  we  have 

E 

1 2  max.  max.   =  7y     /v>   t^  '  (^^) 

^VRiRi 

If  the  circuits  are  so  closely  coupled  as  to  satisfy  the  condition  for 
sufficient  coupling  as  defined  by  (50),  then  in  order  to  obtain  a 
max.  max.  secondary  current^  the  circuits  should  be  tuned  to  satisfy 
conditions  (51),  or  the  equivalent  conditions  (52),  and  the  current 
obtain^  at  this  adjustment  is  given  by  (53). 

It  is  seen  that  in  the  case  of  sufficient  coupling  (that  is,  when 
Af*«*  <  RiR^)  the  value  of  the  secondary  current  obtained  is 
independent  oj  the  mutual  inductance. 

169.  Optinium  Resonance  Relation  Equivalent  to  Fulfillment 
of  Partial  Resonance  Relations  S  and  P  Simultaneously. — Before 
passing  to  a  further  consideration  of  max.  max.  current  ampli- 
tudes it  is  interesting  to  note  that  the  simultaneous  fulfillment 
of  Partial  Resonance  Relation  S  and  Partial  Resonance  Relation 
P  results  in  the  Optimum  Resonance  Relation. 

The  Partial  Resonance  Relation  S  given  by  (36)  is 


X2      M«w« 


(S) 


Xi        Zi»  ' 
while  the  Partial  Resonance  P  given  by  (37)  is 

Taking  the  product  and  then  the  quotient  of  these  two  equa- 
tions, we  obtain 

ZiZt  =  MW  (54) 

and 

X^      Zl      X,'  +  fij'      R^  .    . 

Xy*      Zi^      Xi^  +  Ri*      Ri»  ^^ 

The  last  step  in  (55)  is  taken  by  the  law  of  division  in  the  theory 
of  ratio  and  proportion. 

Taking  the  square  root  of  the  first  and  last  members  of  (55) 
and  combining  with  (S)  we  have  the  optimum  resonance  relar 
tion  (51),  which  is  the  case  of  sufficient  coupling. 

Note,  however,  (S)  and  (P)  are  attainable  simultaneously  only 
provided  (54)  is  attainable,  but  since  by  definitions  of  Zi  and  Z2, 

^1^2    ?    RlRi'y 
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hence,  by  (54)  (S)  and  (P)  are  simultaneously  attainable  only 
provided 

M^ca^  ^  R1R2. 

This  is  not  quite  correct,  because  there  is  another  way  of 
satisfying  (S)  and  (P)  simultaneously  without  leading  to  (54), 
and  that  is  by  making 

Xx  =  0andX2  =  0  (56) 

so  that  alternative  to  the  optimum  resonance  relation  (55)  we 
have  (56)  as  a  possible  optimum  resonance  relation.  By  work 
done  above,  it  was  shown  that  (56)  is  the  actual  optimum  reso- 
nance relations,  provided 

We  have  thus  shown  that  the  Optimum  Resonance  Relation  is 
Equivalent  to  the  requirement  that  the  Partial  Resonance  Relations 
P  and  S  be  fulfilled  simultaneously. 

Instantaneous  Value  of  Secondary  Current  and  of  Primaxy 
Current  at  Optimum  Resonance.  Sufficient  Coupling. —  Under 
the  conditions  for  optimum  resonance  for  sufficient  coupling  the 
apparent  resistance  and  the  apparent  reactance  of  the  primary 
circuit,  as  given  in  (24)  and  (25),  reduce  to 

ft'i  =  2/2i,    X'l  =  0  (57) 

whence  the  angle  ^'i  as  defined  in  (27)  reduces  to 

^'1  =  0  (58) 

The  instantaneous  current  ii,  as  given  by  (31),  under  these 

conditions  reduces  to 

E  cos  (at 


imax.  max. 


2Ri 


(59) 


This  equation  gives  the  value  of  the  instantaneous  current  in 
the  primary  circuit  at  optimum  resonance  and  sufficient  coupling. 
In  this  equation  E  cos  cot  is  the  impressed  e,m,f.j  and  the  resuU  is 
J  or  the  steady  state. 

Next,  to  determine  the  secondary  instantaneous  current,  let 
us  take  (32),  replace  its  amplitude  by  (53),  and  also  make  ^'1  =  0, 
as  in  (58),  obtaining 

E  cos  Lt  +  7r/2  -  tan  -'^) 

^^  max.  max.   =  ^  . {^l.  (60) 

2y/RiR2 
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This  equation  gives  the  value  of  the  instantaneous  current  in 
the  secondary  circuit  at  optimum  resonance  with  sufficient  coupling, 
in  a  steady  state,  under  the  action  of  an  e.m.f.  E  cos  cot  impressed 
upon  the  primary. 

POWER  EXPENDITURE  IN  THE  COUPLED  CIRCUITS 


160.  Power  Expended  in  the  Primary  and  Secondary  Cir- 
cuits in  the  Coupled  System  at  Optimum  Resonance  for  Suffi- 
cient Coupling. — If  we  multiply  the  instantaneous  e.m.f.  E  cos 
<at  by  the  instantaneous  primary  current  (59)  at  optimum  reso- 
nance (sufficient  coupling),  we  obtain  for  the  instantaneous  power 
pi  supplied  to  the  primary  circuit 

Pi  -  -^^^  (61) 

If  we  take  the  time  average  of  this  power,  over  an  integral 
number  of  half-periods,  or  over  a  time  that  is  long  in  comparison 
with  a  half-period,  and  indicate  the  average  so  obtained  by  Pi,  the 
average  of  the  numerator  becomes  E^/2,  This  value  is  the  mean 
square  of  e,  which  mean  square  we  may  indicate  by  ^*,  and  obtain 

Pi  =  Yy2Ri  (62) 

This  is  the  average  power-input  into  the  system  of  circuits,  at 
optimum  resonance  with  sufficient  coupling. 

Next,  let  us  examine  the  power  converted  into  heat  or  radiated 
as  electric  waves  from  the  primary  circuit.  This  is  the  square 
of  the  ciurent  times  the  resistance  of  the  circuit.  If  we  call  this 
power  [pjjj,  we  have 

[Pi]r  =  ti^Ri  =  —^ (63) 

of  which  the  average,  indicated  by  replacing  p  by  capital  P,  is 

Equations  (63)  and  (64)  give  respectively  the  instantaneous 
power  and  the  average  power  converted  into  heat  in  the  primary 
circuit  or  radiated  from  it  as  electric  waves,  at  optimum  resonance 
with  sufficient  coupling. 

The  diflference  between  the  power-input  and  the  power  con- 
verted in  the  primary  circuit  is  the  power  communicated  to  the 
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secondary  circuit.     By  taking  (63)  from  (61)  and  (64)  from  (62), 
this  is  seen  to  be 

_  E*  C0B*wf  . 

P»  -      4^^  (65) 

and 

Pi2  =  FV4/ei  (66) 

Equations  (65)  and  (66)  give  respectively  the  instantaneous 
power  and  the  average  power  communicated  to  the  secondary  cir- 
cuit at  optimum  resonance  with  sufficient  coupling.  These  values 
are  seen  to  he  the  same  as  ihe  corresponding  quantities  converted 
in  the  primary  into  heat  or  radiaied  from  it. 

Let  us  now  as  an  independent  operation  calculate  the  power 
consumed  in  the  resistance  of  the  secondary  circuit.  This  is 
obtained  by  multiplying  the  square  of  the  instantaneous  second- 
ary current  (60)  by  the  secondary  resistance  -B2,  and  gives 

^       Ehin^t  -  tan-KXi/gQ]  ,^.. 

of  which  the  time  average  is 

Pi=:^/4fii  (68) 

These  equaiions  (67)  and  (68)  give  the  instantaneous  power  and 
the  average  power  converted  into  heal  or  radiation  in  the  secondary 
circuit.  It  is  seen  that  the  average  value  is  the  same  as  the  average 
value  of  power  communicaied  to  the  secondary  from  the  primary ,  and 
the  same  as  the  average  power  consumed  in  the  primary. 

A  comparison  of  the  instantaneous  values  (67)  and  (65)  shows 
that  the  conversion  into  heat  is  not  in  phase  with  the  transfer 
from  the  primary  to  the  secondary.  This  is  not  surprising  for 
the  power,  for  a  part  of  the  time,  is  stored  in  the  condenser  and 
inductance  of  the  secondary  circuit. 

As  a  general  conclusion  from  this  investigation  into  power  the 
important  result  is  obtained  that,  with  M^co^  greater  than  RiRt^ 
if  we  adjust  the  two  circuits  to  such  values  as  to  give  a  max.  max.  of 
secondary  current,  then  one-half  of  all  the  power  communicaied 
to  the  system  through  the  impressed  e.m.f.  is  dissipated  in  the  pri- 
mary circuit  and  one-half  is  dissipated  in  the  secondary  circuit. 

This  adjustment  is,  therefore,  not  a  very  efficient  one,  in 
general,  for  communicating  power  to  a  coupled  system  and 
dissipating  it  in  a  secondary  load. 

If  on  the  other  hand,  our  problem  is  the  reception  of  electric 
waves  from  a  distant  station  by  means  of  a  coupled  system  of 
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circuits  and  the  affecting  of  an  instrument  in  the  secondary 
circuit,  which  instrument  responds  more  actively  the  larger 
the  secondary  current,  this  adjustment  though  not  efficient 
may  give  the  maximum  of  response  in  the  receiving  instrument. 
It  is  to  be  noted,  however,  that  we  have  assumed  a  constant 
amplitude  of  impressed  e.m.f.,  and  if  the  radiation  from  the 
receiving  antenna  affects  the  resultant  impressed  e.m.f .,  a  proper 
correction  has  to  be  applied. 

We  shall  next  discuss  the  conditions  for  maximum  efficiency 
of  transfer  of  power  to  the  secondary  circuit  through  the  coupled 
system. 

161.  Condition  for  the  Transfer  of  Power  to  the  Secondary 
Circuit  with  Maximum  Efficiency. — We  must  now  go  back  to  our 
original  current  equations  (31)  and  (32),  unmodified  by  the 
introduction  of  any  resonance  relations,  and  form  the  expressions 
for  the  average  power  expended  in  the  secondary  resistance 
and  the  average  power  expended  in  the  primary  resistance. 

This  is  done  by  taking  the  square  of  the  respective  currents 
and  multiplying  by  the  respective  resistances  and  averaging  as  to 
time.  If  we  merely  write  the  ratio  of  these  average  power 
values,  we  obtain 

It  is  seen  that,  for  a  fixed  value  of  M,  ca,  R%,  and  Ri,  this 
ratio  of  the  average  power  expended  in  the  secondary  to  the 
average  power  expended  in  the  primary  is  a  maximum  when 
Xt,  comprised  in  Z2,  is  zero.     That  is, 

X2  =  0  (70) 

Eqtuttion  (70)  is  the  condition  for  a  maximum  efficiency  of 
the  transfer  of  power  to  the  secondary  circuit. 

Putting  (70)  into  (69),  it  is  seen  that  at  maximum  efficiency 

9  =  t-^  (71) 

To  obtain  from  this  expression  the  efficiency  at  maximum 
efficiency  it  is  only  necessary  to  form  from  (71)  the  ratio 
Pi/  (Pi  +  -P2).  This  is  done  by  taking  the  reciprocal  of  (71), 
adding  unity  to  both  sides,  and  again  taking  the  reciprocal. 
This  gives 

^«'-^^'  =  M^<,'  +  R^R,  ^^^^ 
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Equation  (72)  gives  the  efficiency  of  the  transfer  of  power  from 
the  impressed  e.m.f.  to  the  secondary  circuit  when  the  secondary 
circuit  is  adjusted  for  the  maximum  efficiency  of  such,  transfer. 
The  efficiency  of  the  transfer  is  independent  of  the  primary 
adjustment, 

162.  'Condition  for  the  Transfer  of  Maximum  Power  to  the 
Secondary  Circuit,  The  Transfer  Being  Effected  at  Maximum 
Efficiency. — If  we  want  to  get  the  maximum  transfer  of  power 
to  the  secondary  circuit  at  maximum  efficiency,  we  need  merely 
put  the  condition  for  the  maximum  eflSciency  of  transfer  (namely, 
X2  =  0)  into  the  ampUtude  equation  (33)  for  secondary  current 
and  then  adjust  Xi  to  make  the  square  of  this  amplitude  a 
maximum. 

Putting  X2  =  0*  into  (33)  we  obtain 

J  MuE 

15  = 


«-n/*  +  "n7 


2  (73) 


)=  +  X,^ 


It  is  seen  by  inspection  that  to  make  this  a  maximum,  we 
require  Xi  to  be  zero. 
We  have  then 

Xi  =  0  =  Xj,  or  LiCi  =  L2C2  =  1/co^  (74) 

Equations  (74)  are  the  conditions  for  a  maximum  transfer  of 
power  at  maximum  efficiency  from  the  e.m.f.  to  the  secondary 
circuit.  In  this  equation  «  is  the  angular  velocity  of  impressed 
e,m,f, 

163.  Comparison  of  Secondary  Current  at  Maximum  Power 
and  Maximum  Efficiency  with  the  Secondary  Current  at  the 
Optimum  Resonance  Relation. — The  amplitude  of  the  sec- 
ondary current  at  maximum  secondary  power  and  at  maximum 
efficiency  of  transfer  of  power  is  obtained  by  inserting  (74)  into 
(73).     This  gives 

J McoE  . 

^^-^--■-«-M'o>^  +  R,R2  ^^^^ 

This  is  the  secondary  current  at  maximum  secondary  power 
transferred  at  maximum  efficiency  from  the  source  to  the  secondary. 

Let  us  compare  with  this  the  secondary  current  at  optimum 
resonance,  with  coupling  sufficient,  which  by  (53)  is 

/  --A_ 
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The  combination  of  this  equation  with  (75)  gives 

1 2  max.  eff.      _   2\/^jyM^^ 


(76) 


1 2  max.  max.         1  +  RiRt/ M^(j)^ 

Table  I  contains  calculated  values  of  this  ratio  for  different 
values  of  MW/R1R2. 

Table  I. — Comparison  of  Secondary  Current  for  Two  Sets  of  Conditions 


RiRt 

max. 

/f  max.  eff. 
It  max.  max 

1 

0.50 

1.00 

2 

0.66 

0.93 

3 

0.75 

0.87 

4 

0.80 

0.80 

5 

0.83 

0.74 

6 

0.86 

0.70 

7 

0.87 

0.66 

8 

0.88 

0.62 

9 

0.90 

0.60 

GO 

1.00 

0.00 

In  the  first  column  of  Table  1  are  arbitrary  values  of  the  ratio 
of  Af  *o)*  to  R\R^.  Consistent  with  these  ratios,  the  second  column 
gives  the  maximum  attainable  eificiency  of  the  transfer  of  power 
to  the  secondary  circuit  from  the  source  of  e.m.f.  This  efficiency 
increases  as  the  ratio  in  the  first  column  increases.  In  the  third 
column  is  the  ratio  of  the  amplitude  of  the  secondary  current 
obtainable  at  maximum  efficiency  to  the  amplitude  attainable 
at  the  adjustment  for  maximum  secondary  current.  It  is 
seen  that  at  50  per  cent,  efficiency  this  ratio  is  unity,  while  with 
increasing  efficiency  this  ratio  decreases  toward  zero. 


CHAPTER  XII 


RESONANCE  RELATIONS  IN  RADIOTELEGRAPHIC  RE- 
CEIVING STATIONS  UNDER  THE  ACTION  OF 
PERSISTENT  INCIDENT  WAVES 

164.  Use  of  Persistent  Waves. — ^Persistent,  or  sustained, 
waves  have  recently  come  into  extensive  use  in  radiotelegraphy 
and  radiotelephony.  With  these  persistent  waves,  which  are 
emitted  by  the  sending  station  while  the  sending  key  is  depressed, 
tens  of  thousands  of  oscillations  may  arrive  at  the  receiving 
station  even  during  the  production  of  a  single  dot  of  the  tele- 
graphic code.    This  permits  the  establishment  of  practically 


Ci 


Fio.  1.  FiQ,  2. 

Fio.  1. — Inductively  coupled  radiotelegraphic  receiving  station  with  detector 
D  in  series  in  a  secondary  circuit. 

Fig.  2. — Closed  system  approximately  equivalent  to  Fig.  1. 

a  steady  state  at  the  receiving  station,  so  that  the  mathematical 
deductions  of  the  preceding  chapter  may  be  appUed  directly 
to  the  radio  telegraphic  circuits.^ 

165.  In  Respect  to  Resonance  the  Antenna  Circuit  is  Ap- 
proximately Equivalent  to  a  Closed  Circuit  Consisting  of  a 
Localized  Inductance,  Capacity  and  Resistance. — With  a  re- 
ceiving station  of  the  type  shown  diagrammatically  in  Fig.  1, 

*  This  chapter  is  adapted  from  Pierce,  "  Theory  of  Coupled  Circtuts, 
Under  the  Action  of  an  Impressed  Electromotive  Force  with  Applications 
to  Radiotelegraphy,"  Proc,  Am.  Acad.,  46,  p.  293,  1911. 
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certain  theory  and  experiments,  not  here  presented,  show  that  in 
respect  to  resonance  relations,  the  system  is  substantially 
equivalent  to  the  system  of  Fig.  2,  with  antenna  replaced  by 
a  suitable  localized  capacity,  inductance  and  resistance. 

The  e.m.f .  impressed  upon  the  antenna  by  the  incoming  waves 
may  be  simulated  by  a  source  e  of  e.m.f .,  Fig.  2,  in  series  in  the 
primary  circuit. 

In  the  form  of  receiving  circuit  illustrated  in  Fig.  1,  the 
detector  D  is  in  series  in  the  secondary  circuit,  Circuit  II,  and 
this  whole  system  goes  over  into  the  system  of  Fig.  2. 

In  case  the  detector  is  of  high  resistance,  it  may  be  advanta- 
geous to  take  it  out  of  Circuit  II,  and  place  it  along  with  a  con- 
denser Cz  on  a  branch  in  shunt  to  C2.  This  arrangement  is 
shown  in  Fig.  1  of  Chapter  XV  and  is  there  treated.  At  pres- 
ent we  shall  suppose  the  receiving  station  to  be  of  the  type 
of  Fig.  1,  and  to  be  equivalent  to  the  simpUfied  system  given  in 
Fig.  2. 

All  that  we  have  developed  in  the  preceding  chapter  we  shall 
now  assume  to  apply  approximately  to  Fig.  1,  and  shall  de- 
scribe our  results  in  terms  of  the  radiotelegraphic  circuits  of  this 
Fig.  1.  It  is  to  be  borne  in  mind  that  what  we  shall  say  applies 
with  greater  accuracy  to  the  simplified  circuits  of  Fig.  2. 

I.  PARTIAL  RESONANCE  RELATIONS  S  AND  P 

166.  Transformation  of  Partial  Resonance  Relations  S  and  P. 

If  Circuit  I  and  the  mutual  inductance  of  the  system  is  kept 
constant  and  the  reactance  X2  of  the  secondary  circuit  is  used 
in  tuning  to  obtain  a  maximum  of  amplitude  of  current  in  Circuit 
II,  the  setting  required  is  said  to  satisfy  Partial  Resonance 
Relation  S,  This  relation  is  given  in  the  previous  chapter  by 
equation  (36),  which  is  here  rewritten 

X2  =    ^  g  Xi  (Partial  Resonance  Relation  S).  (1) 

On  the  other  hand,  if  Xi  is  used  as  the  adjustable  member 
while  all  of  the  other  members  of  the  system  of  circuits  are 
kept  constant,  the  condition  for  a  maximum  amplitude 
of  secondary  current  (in  Circuit  II)  has  been  called  in  the  pre- 
vious chapter  Partial  Resonant  Relations  P.  The  equation  for 
12 
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this  resonance  relation  is  given  as  (37)  of  the  preceding  chapter, 
and  is  here  rewritten 

Xi  =    ^     X2  (Partial  Resonance  Relation  P).  (2) 


Z, 


It  is  proposed  now  to  transform  these  two  resonance  relations 
by  replacing  Xi,  X2,  Zi  and  Z^  by  their  customary  values, 
given  respectively  in  (9),  (10),  (15)  and  (16)  of  Chapter  XI, 
This  operation  gives 


r 

L2C1)  —  -p^  =  ^ — z ^^^-^ —  (Resonance  Relation  S)    (3) 


(^•"-cfc)'  +  «'' 


CtU 

and 


Li<a  —  p —  =  -; J— I — —    (Resonance  Relation  P).  (4) 


We  shall  now  change  the  form  of  these  equations  so  that  the 
result  is  expressed  in  terms  of  angular  velocities,  decrements, 
and  the  coefficient  of  coupling.     For  this  purpose,  let 

Qi«  =  1/LiCi,         122^  =  1/L2C2,   t2  =  MyL,Lt  (5) 

and  let 

m  =  Ri/Li(a  =  RiT/2tLi  =  5,/ir  (6) 

712  =  fij/Ljw  =  R2T/2irLi  =  8t/K  (7) 

The  quantities  Qi  and  122  as  defined  by  (5)  are  quantities 
that  have  been  extensively  used  in  Chapters  VI,  IX,  and  X 
and  have  been  designated  Undamped  Angular  Velocities.  The 
quantity  r,  called  Coefficient  of  Coupling,  has  also  been  extensively 
used  in  the  previous  chapters. 

The  quantities  171  and  172,  defined  by  (6)  and  (7),  are  new, 
and  are  seen  to  be  respectively  l/v  times  the  logarithmic  decre- 
ments of  the  two  circuits  per  cyde  of  impressed  e.mj. 

Introducing  these  various  abbreviations  into  (3)  and  (4) 
we  may  write  these  equations,  after  a  transposition  of  terms,  in 
the  forms 

(' -  ^)  (•  -  ^*)  -  -  - '■■if^^:i    <«) 

(Partial  Resonance  Relation  S) 
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and 

('  -  ^^  (' :  ^")  - "  -  '■'!  'r^^]     (« 

(Partial  Resonance  Relation  P) 

For  any  given  fixed  values  of  the  other  quantities  that  occur  in 
these  equaiior^j  and  for  fixed  amplitude  of  the  impressed  e.m.f., 
equation  (8)  gives  the  value  that  the  ratio  122/a>  must  have  in  order 
to  produce  a  maximum  of  amplitude  of  secondary  current  in  a 
steady  state. 

Likewise,  for  the  other  quantities  fi^xed,  equation  (9)  gives  the 
value  that  the  ratio  12i/co  must  have  in  order  to  produce  a  maximum 
amplitude  of  secondary  current  in  a  steady  state. 

167.  Transformation  of  Partial  Resonance  Relations  S  and  P 
into  Forms  Involving  Wavelengths. — As  most  radiotelegraphic 
frequency  measurements  are  made  in  terms  of  wavelengths, 
it  is  proposed  to  make  certain  obvious  transformations  to 
expresR  equations  (8)  and  (9)  in  terms  of  ratios  of  wavelengths. 

It  will  be  remembered  that  the  wavelength  X  corresponding  to 
a  period  T,  of  angular  velocity  w,  has  been  defined  by  the  equa- 
tion 

X  =  cT  =  27rc/co  (10) 

where  c  is  the  velocity  of  light  in  free  space  (in  meters  per  second, 
if  X  is  in  meters  and  T  in  seconds). 

We  have  also  used  in  previous  chapters  the  idea  of  an  Un- 
damped Wavelength  of  a  circuit,  which  ordinarily  diflfers  but 
slightly  from  the  free  wavelength  X  of  the  circuit,  in  that  the 
Undamped  Wavelength,  designated  by  a  Greek  Capital  Lambda 
A,  is  defined  as 

A  =  27rc/ft  (11) 

The  undamped  wavelength  A  of  a  circuit  is  the  wavelength 
that  the  circuit  would  have  if  its  resistance  were  removed  without 
changing  the  inductance  and  capacity  of  the  circuit. 

Giving  to  equation  (11)  subscripts  1  and  2,  and  dividing  it 
into  (10)  we  have 

Qi/o)  =  X/Ai,  Qj/w  =  X/A2  (12) 

In  terms  of  the  ratios  of  wavelengths,  equations  (8)  and  (9) 
may  be  written 

('-i^)('-a--'ll-:i:f;i 

(Partial  Resonance  Relation  S) 
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and 


('-a('-a-"-M[^^l 


(Partial  Resonance  Relation  P) 

In  these  equations  X  is  the  wavelength  of  the  impressed  e.mj,^ 
Ai  and  A  2  are  the  undamped  wavelengths  of  Circuits  I  and  II 
respectively.  In  applying  (13)  Ai  alone  is  supposed  to  be  varied 
in  obtaining  the  maximum  of  amplitude  of  secondary  current. 
In  applying  (14)  A2  alone  is  supposed  to  be  varied  in  cbtaining  the 
maximum  amplitude  of  secondary  current. 
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Fig.  3. — Resonant  values  of  X^/Aj  for  various  values  of  \*/\^' 

168.  Examination  of  the  Partial  Resonance  Relation  S  in  a 
Numerical  Case. — We  shall  now  take  a  numerical  case  in  which 
r  and  171^  are  given,  and  shall  employ  the  Partial  Resonance 
Relation  S,  in  the  form  of  equation  (13),  to  determine  the  value 
of  XVAj  that  is  required,  for  various  values  of  XVAi,  in  order  to 
produce  a  maximum  of  amplitude  of  secondary  current. 
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We  shall  take,  in  the  example,  r  =  0.30,  and  shall  give  to  171* 
the  four  values  0,  0.001,  0.01,  and  0.1.  Computed  numerical 
values  are  contained  in  Table  I. 

Where  the  numbers  are  omitted  near  the  middle  of  the  table, 
the  values  of  XVAj^  are  given  as  negative  by  the  formula,  and 
are  therefore  impossible  of  realization,  because  they  would  make 
As  imaginary. 

Table  L — ^Resonant  Values  of  (X/At)^  for  Various  Values  of  (X/Ai)*.     Given 
r  »  0.80,  and  Given  Four  Different  Values  of  171'  Following  Partial 

Resonance  Relation  S 


(X/Ai)«  for 

(X/Ai)2 

i?i«  -  0 

VI*  -  0.001 

1 
iii»  -  0.01 

VI*  -  0  1 

0.0 

0.910 

0.910 

0.911 

0.918 

0.2 

0.888 

0.888 

0.889 

0.903 

0.4 

0.850 

0.850 

0.854 

0.883 

0.6 

0.775 

0.776 

0.789 

0.862 

0.8 

0.550 

0.561 

0.640 

0.812 

0.9 

0.100 

0.182 

0.550 

0.919 

0.95 

0.640 

0.955 

0.97 

0.752 

0.973 

0.98 

0.827 

0.982 

0.99 

0.181 

0.911 

0.991 

1.00 

1.000 

1.000 

1.000 

1.02 

4.500 

2.290 

1.170 

1.017 

1.03 

3.000 

2.360 

1.250 

1.027 

1.05 

2.800 

2.290 

1.360 

1.045 

1.1 

1.900 

1.818 

1.450 

.1.082 

1.2 

1.450 

1.439 

1.360 

1.129 

1.3 

1.300 

1.297 

1.270 

1.143 

1.4 

1.225 

1.224 

1.212 

1.139 

1.5 

1.180 

1.179 

1.176 

1.129 

1.6 

1.150 

1.150 

1.146 

1.117 

1.8 

1.112 

1.112 

1.111 

1.097 

2.0 

1.090 

1.090 

1.089 

1.082 

2.5 

1.060 

1.060 

1.060 

1.057 

3.5 

1.036 

1.036 

1.036 

1.035 

5.0 

1.023 

1.023 

1.023 

1.022 

10.0 

1.010 

1.010 

1.010 

1.010 

• 

CO 

1.000 

1.000 

1.000 

1.000 

The  numerical  results  of  Table  I  are  plotted  in  the  curves  of 
Fig.  3,  with  (X/Ai)^  as  abscissae  and  (X/Aa)^  as  ordinates. 
For  i?i*  ==  0,  the  curve  is  an  equilateral  hyperbola  with  axes 
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at  1,1,  as  may  be  deduced  directly  by  making  rii^  =  0  in  (13). 
When  rji^  =  0.001,  the  curve  practically  coincides  with  the  curve 
for  771^  =  0  except  in  the  interval  of  abscissae  between  0.9  and 
1.1,  where  it  sweeps  from  the  third  quadrant  up  through  the 
point  1,1  and  joins  with  the  part  of  the  curve  in  the  first  quadrant. 
At  the  bottom  of  the  figure  between  the  abscissae  0.9  and  0.98 
this  curve  for  rii^  =  0.001  has  a  gap  in  it.     In  this  gap  the  com- 
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Fia.  4. — Resonant  values  of  \\/\*  for  various  values  of  A^  A. 

puted  values  of  the  ordinates  are  negative,  and  the  value  of  A2 
is  hence  imaginary  in  this  region. 

The  curves  for  i/i^  =  0.01  and  0.1  fall  into  coincidence  with  the 
equilateral  hyperbola  for  large  and  for  small  values  of. abscis- 
sae; but  in  the  neighborhood  of  the  abscissa  at  1  they  cross  over 
from  the  first  to  the  third  quadrant.  The  greater  the  value  of 
rji^  the  greater  the  departure  of  the  curve  from  the  equilateral 
hyperbola. 

The  whole  course  of  these  curves  resembles  the  corresponding 
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curves  in  optics,  obtained  when  the  index  of  refraction  is 
plotted  against  frequency,  in  the  neighborhood  of  an  absorp- 
tion band. 

169.  Plot  of  the  Partial  Resonance  Relation  S  in  flie  Numer- 
ical Case  in  the  Reciprocal  Form. — It  is  deemed  worth  while  to 
plot  the  values  of  the  reciprocals  of  Table  I.  This  will  give  the 
curves  in  the  form  of  (A2/X)^  versus  (Ai/X)*.  These  reciprocals 
are  recorded  in  Table  II,  and  are  plotted  in  the  curves  of 
Fig.  4. 

Table  II  was  obtained  by  taking  the  reciprocals  of  all  of  the 
numbers  within  the  columns  of  Table  I. 


Table  11. — ^Reciprocals  of  Numbers  in  Table  I 


(Aj/X)«  for 

(AiA)« 

m*  -  0 

i;i»  -  0.001 

VI*  -  0.01 

m*  -  0.1 

00 

1.099 

1.099 

1.098 

1.089 

5.0 

1.126 

1.126 

1.125 

1.107 

2.5 

1.176 

1.176 

1.171 

1.133 

1.67 

1.290 

1.289 

1.267 

1.159 

1.25 

1.818 

1.782 

1.563 

1.232 

1.11 

10.000 

5.495 

1.818 

1.088 

1.05 

1.562 

1.047 

1.03 

1.330 

1.028 

1.02 

1.209 

1.018 

1.01 

5.525 

1.098 

1.009 

1.00 

1.000 

1.000 

1.000 

0.98 

0.222 

0.437 

0.855 

0.983 

0.97 

0.333 

0.424 

0.800 

0.973 

0.95 

0.357 

0.437 

0.735 

6.957 

0.909 

0.526 

0.550 

0.690 

0.924 

0.833 

0.690 

0.695 

0.735 

0.886 

0.769 

0.769 

0.771 

0.787 

0.875 

0.714 

0.816 

0.817 

0.825 

0.878 

0.666 

0.847 

0.848 

0.850 

0.886 

0.625 

0.870 

0.870 

0.873 

0.895 

0.555 

0.899 

0.899 

0.900 

0.912 

0.500 

0.917 

0.917 

0.918 

0.924 

0.400 

0.943 

0.943 

0.943 

0.946 

0.286 

0.965 

0.965 

0.965 

0.966 

0.200 

i        0.978 

0.978 

0.978 

0.978 

0.100 

0.990 

0.990 

0.990 

0.990 

0.000 

1.000 

1.000 

1.000 

1.000 
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By  reference  to  Fig.  4,  it  Is  seen  that  in  terms  of  the  coordi- 
nates of  Fig.  4,  the  curves  have  lost  their  symmetry,  with  the 
exception  of  the  curve  with  i/i*  =  0,  and  this  has  shifted  its  as- 
symptotes.  The  equation  for  this  case  of  171^  =  0  may  be  ob- 
tained directly  as  follows: 

If  the  damping  term  of  (13)  is  negligible,  the  equation  becomes 

(1  -  XVAi^)(l  -  XVAs^)  =  r«  (15) 

Performing  the  indicated  multiplications,  then  multiplying 
both  sides  of  (15)  by  Ai^A2VX*,  adding  1/(1  — r*)*,  and  again 
factoring,  we  obtain 

( X2'  ~  1  zry2)  (^  -  nzT^/  "  (1^  T^y        ^^^^ 

This  is  seen  to  be  an  equilateral  hyperbola  with  asymptotes 
at 

(Ai/\y  =  1/(1  -  r»)  and  (A,/\y  =  1/(1  -  r«)  (16) 

Equation  (15)  or  the  altemaiive  equation  (15a)  is  a  statemen 
of  the  Partial  Resonance  Relation  S  in  the  special  case  in  which 
171*  is  negligible.    Equation  (16)  is  the  equation  to  the  a^mptotes 
to  the  hyperbola  (15). 

170.  Note  on  the  Partial  Resonance  Relation  P. — We  have 
given  in  Tables  I  and  II  numerical  calculations  of  the  partial 
resonance  relation  S,  and  have  plotted  the  results  in  the  curves 
of  Figs.  3  and  4.  We  shall  not  here  present  the  corresponding 
results  for  the  partial  resonance  relation  P,  since  by  the  sym- 
metry of  equations  (13)  and  (14)  it  will  be  evident  that  the 
tables  and  curves  will  remain  as  they  are  except  that  the  sub- 
script 1  will  be  replaced  by  2  and  the  subscript  2  will  be  re- 
placed by  1,  in  order  to  change  the  results  into  values  required 
by  the  resonance  relation  P. 

171.  Effect  of  Coefficient  of  Coupling  r  on  Partial  Resonance 
Relation  S  in  the  Case  of  i?i*  =  0. — If  the  resistance  of  the 
primary  circuit  be  so  small  that  171*  is  essentiall}'  zero,  the  partial 
resonance  relation  S  takes  the  form  of  equation  (15),  which  is 
the  equation  of  an  equilateral  hyperbola  in  terms  of  (X/A2)* 
versus  (X/Ai)*,  with  asymptotes  at 

(X/A,y  =  1  =  (X/AO^  (17) 
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A  series  of  such  curves  computed  for  different  values  of  t* 
are  plotted  in  Fig.  5.  The  computed  values  are  contained  in 
Table  III. 


1.0         1.2  1.4  1.6  1.8         2.0 

X'/a'x 

Fig.  5. — Showing  relation  of  Ai'  to  Ai'  for  resonance  relation  S  with  various 

values  of  t*,  and  with  ni  —  0. 

As  may  be  seen  from  the  equation  (15)  and  from  the  numerical 
results,  as  r^  is  made  smaller  and  smaller,  the  equilateral 
hyperbola  approaches  the  asymptotes,  and  in  case  t*  =  0, 
the  hyperbola  becomes  two  straight  Unes  coincident  with  the 
a83niiptotes. 
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Table  IIL— Resonant  Valttes  of  (X/At)*  for  Various  Values  of  (X/Ai)*  and 
Various  Values  of  r*,  According  to  Partial  Resonance  Relation  S.    Given 


^ 

(X/A«)«  for 

(X/Ai)« 



r>  -  0.001 

r>  -  0.005 

T«  -  0.01 

r«  -  0.05 

T«  -  0.09 

0.0 

0.999 

0.995 

0.99 

0.95 

0.91 

0.2 

0.999 

0.994 

0.99 

0.93 

0.88 

0.4 

0.998 

0.992 

0.98 

0.92 

0.85 

0.6 

0.998 

0.985 

0.97 

0.88 

0.78 

0.8 

0.995 

0.978 

0.95 

0.75 

0.55 

0.9 

0.990 

0.950 

0.90 

0.50 

0.10 

0.95 

0.980 

0.900 

0.80 

0.00 

0.97 

0.967 

0.835 

0.67 

0.98 

0.950 

0.750 

0.50 

0.99 

0.900 

1.00 

1.02 

1.050 

1.250 

1.50 

3.50 

4.50 

1.03 

1.033 

1.165 

1.33 

2.66 

3.00 

1.05 

1.020 

1.100 

1.20 

2.00 

2.80 

1.1 

1.010 

1.050 

1.10 

1.50 

1.90 

1.2 

1.005 

1,025 

1.05 

1.25 

1.45 

1.3 

1.003 

1.016 

1.03 

1.17 

1.30 

1.4 

1.002 

1.012 

1.02 

1.13 

1.23 

1.5 

1.002 

1.010 

1.02 

1.10 

1.18 

1.6 

1.002 

1.008 

1.016 

1.08 

1.15 

1.8 

1.001 

1.006 

1.012 

1.06 

1.11 

2.0 

1.001 

1.005 

1.010 

1.05 

1.09 

2.5 

1.001 

1.003 

1.006 

1.03 

1.06 

3.5 

1.000 

1.002 

1.004 

1.02 

1.04 

5.0 

1.000 

1.001 

1.002 

1.01 

1.02 

10.0 

1.000 

1.000 

1.001 

1.005 

1.01 

00 

1.000 

1.000 

1.000 

1.000 

1.00 

n.  OPTIICUM  RESONANCE  RELATION  AS  SUFFICIENT  COUPLING 

172.  Case  of  Sufficient  Coupling.  Equations  for  Optimum 
Resonance  in  Terms  of  Angular  Velocities. — ^Let  us  next  examine 
what  we  have  called  in  the  preceding  chapter  the  aptirnvm  re- 
sonance relationf  which  is  the  condition  for  a  maximum  maximum 
of  secondary  current  in  the  steady  state  under  the  action  of  an 
impressed  sinusoidal  e.m.f.  The  coupUng  is  called  siiffideni 
coupling  whenever  the  mutual  inductance  between  the  two 
circuits  is  large  enough  to  make 
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The  equations  for  the  optimum  resonance  relation  under  this 
condition  has  been  given  in  suitable  form  in  equations  (52)  of 
the  preceding  chapter.  If  in  these  equations  we  replace  Xi 
and  Xi  by  their  customary  values,  and  if  further  we  introduce  the 
subscript  ''apV  to  designate  the  optimum  relation,  we  have 


and 


{^•«    -    ilopt.  =  ±  VI  ^^'«*  -  «.««> 


(18) 


where  we  must  use  the  same  sign  in  both  equations  to  obtain  a 
consistent  simultaneous  pair  of  values.  This  follows  from  the 
fact  given  in  equation  (51),  Chapter  XI,  that  the  ratio  of  X^  to 
Xi  must  be  positive. 

If  now  we  divide  both  sides  of  (18)  by  Liw,  or  Ljw,  as  required, 
and  use  the  abbreviations  given  in  (5),  (6)  and  (7),  we  obtain 


NW    /opt.  \  171172 


ViVi 

1 


-ft')       =±nJ^-l  (20) 

Vw^/opt.  \i?ii72 

These  equations  give  the  optimum  values  of  the  undamped  angular 
velocities  Qi  and  12s  relative  to  the  incident  angular  velocity  ca. 
These  optimum  vahxes  are  values  that  produce  a  maximum  maximum 
secondary  current  amplitude.  The  equations  apply  to  the  case  of 
sufficient  coupling^  for  which 

ilf  «w«  >  R1R2,  i.e.,  r«  >  i?ii7i  (21) 

173.  The  Optimum  Resonance  Relation  in  Terms  of  Wave- 
lengths, at  Sufficient  Coupling.— If,  in  equations  (19)  and  (20) 
we  replace  the  ratios  of  angular  velocities  by  the  reciprocals  of 
the  corresponding  ratios  of  wavelengths,  in  accordance  with 
equations  (12),  and  make  certain  evident  transformations,  we 

obtain 

1 


\X/opt.       1  ±  T7ix/^'^ 

\t7i'72 


(21) 


1 


VX/opt.      1  ±  ri2\l 


(22) 


It^  .9iMti9§r%f^iATI0N8  (Chap.   Xll 

^P^^0@^'^n4E'Mk^S'ffl^^tb  equations  must  have 
'^^^^p^'EiE7*£^^''QV*)R4S^)  ore  optimum  provided 

»}Jfa'«.  (23) 

'H<!^lMI'<^<§»^V!e'  Res 


^^[  Resonance  Relation  in 

|.A«^to  facilitate  the  optimum 
~      the  square  root  of  (21) 


-S- 


,«..«..»..SS.J|:.SS;*  .88. 

iai|>iuBfai::m£4s'*!W*M  give  also  optimum  values  of 

„,._^.,... w«|?4i*'^**§'4l"»- 

■S"**-"!!';^;'*-  T  "B-  •»•  "»•  •»• 

"  •W^l'^'^  =  1'  -J—  -  1  (25) 

«  -Bi-j^^^l^^l;^^!/^)"?!-  ft*"*  various  values 
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The  values  from  this  table  are  plotted  in  the  curves  of  Fig.  6, 
with  (Ai/X)opt.  as  ordinates  and  <pi  as  abscissae.  The  lower  curve 
was  obtained  by  using  the  +  sign  within  the  radical  of  (24),  and 
the  upper  curve  was  obtained  by  using  the  minus  sign  in  that 
radical.  Note  that  the  same  figure  may  be  employed  to  obtain 
the  values  of  (A2/X)j^t.  for  given  values  of  <p2.  To  obtain  a 
consistent  pair  of  optimum  values,  if  the  upper  or  lower  curve  is 
used  to  determine  Ai  the  same  ciu-ve  must  be  used  to  obtain  As. 


Table  IV. — ^Values  of  (Ai/X)opt-  Corresponding  to  Different  Values  of  ^i. 

Computed  from  Equation  (24) 


^ik« 

(^»A)opt. 

1P1 

Using  +  sign 

Usins  —  sign 

0.0 

1.000 

1.000 

0.1 

0.953 

1.054 

0.2 

0.953 

1.118 

0.3 

0.877 

1.196 

0.4 

0.845 

1.292 

0.5 

0.817 

1.414 

0.6 

0.791 

1.581 

0.7 

0.767 

1.825 

0.8 

0.746 

2.236 

0.9 

0.725 

3.162 

1.0 

0.707 

Infinite 

1.1 

0.690 

Imaginary 

1.2 

0.675 

Imaginary 

1.3 

0.660 

Imaginary 

1.4 

0.646 

Imaginary 

1.5 

0.632 

Imaginary 

1.6 

0.620 

Imaginary 

1.7 

0.608 

Imaginary 

1.8 

0.597 

Imaginary 

1.9 

0.587 

Imaginary 

2.0 

0.577 

Imaginary 

2.1 

0.568 

Imaginary 

2  2 

0.559 

Imaginary 

2.3 

0.550 

Imaginary 

2.4 

0.542 

Imaginary 

2.6 

0.535 

Imaginary 

2.6 

0.527 

Imaginary 

As  an  example  of  the  manner  of  using  the  auxiliary  curves  of 
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Fig.  6,  in  calculation  of  optimum  values  of  Ai  and  A2,  let  us  take 
a  special  case. 

Suppose  T*  =  0.30  and  171  =  0.1,  let  us  give  various  values  to 
772  and  compute  the  corresponding  optimum  wavelength  adjust- 
ments, with  the  results  recorded  in  Table  V. 

In  compiling  this  table  the  values  of  (pi  and  ^  corresponding 
to  various  values  of  172  were  calculated  by  equations  (24)  and  (25). 
The  corresponding  wavelength  ratios  were  then  taken  from  the 
curve  of  Fig.  6. 
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FiQ.  7. — Relation  of  optimum  wavelength  adjustment  to  damping  in  circuit  II, 
for  given  values  of  171  and  t.     (i^  =  0.1,  t  ■«  0.30). 


The  results  contained  in  Table  V  are  plotted  in  Fig.  7.  In 
the  same  way  the  optimum  resonance  relations  for  various  values 
of  r  and  of  171  may  also  be  obtained,  but  the  single  example  here 
computed  and  plotted  serves  to  show  the  manner  in  which  the 
damping  constants  contribute  to  determine  the  optimum  reso- 
nance adjustment  of  the  two  circuits,  with  the  given  coefficient 
of  coupling. 
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Table  V. — Computation  of  Optiinum  Resonance  Values  in  a  Special  Case, 
in  which 

T«  =  0.30 

171  =  0.1 

17s  »  Various  Values 


n* 

*>i 

¥»« 

(y)  op^- 

(y)  op*- 

(t)  op'- 

(t)  op- 

0.01 

0.943 

0.094 

0.720 

0.955 

4.07 

1.053 

0.02 

0.662 

0.133 

0.777 

0.940 

1.73 

1.070 

0.03 

0.539 

0.162 

0.806 

0.930 

1.47 

1.090 

0.04 

0.464 

0.186 

0.827 

0.917 

1.37 

1.110  . 

0.05 

0.412 

0.206 

0.840 

0.910 

1.30 

1.123 

0.06 

0.374 

0.224 

0.850 

•0.905 

1.26 

1.135 

0.07 

0.345 

0.242 

0.862 

0.900 

1.23 

1.148 

0.08 

0.319 

0.255 

0.870 

0.895 

1.205 

1.152 

0.09 

0.300 

0.270 

0.875 

0.890 

1.196 

1.168 

0.1 

0.282 

0.282 

0.882 

0.882 

1.180 

1.180 

0.2 

0.187 

0.374 

0.917 

0.853 

1.110 

1.262 

0.3 

0.141 

0.423 

0.935 

0.837 

1.078 

1.310 

0.4 

0.112 

0.448 

0.950 

0.832 

1.060 

1.345 

0.5 

0.089 

0.445 

0.960 

0.830 

1.048 

1.340 

0.6 

0.071 

0.426 

0:970 

0.837 

1.036 

1.320 

0.7 

0.054 

0.378 

0.975 

0.852 

1.032 

1.262 

0.8 

0.035 

0.280 

0.980 

0.885 

1.010 

1.175 

0.9 

0.000 

0.000 

1.000 

1.000 

1.000 

1.000 

Either  pair  of  values  under  a  brace  is  to  be  employed  simultaneously  for 
optimum  resonance. 


176.  General  Pacts  R^arding  the  Optimum  Resonance  Re- 
lation with  Coupling  Sufficient — From  the  special  example  just 
treated  and  from  the  equations  (21)  and  (22)  the  following  impor- 
tant facts  are  apparent  in  the  case  of  sufficient  coupUng  as  defined 
by  the  inequaUty 

1.  With  given  values  of  the  coefficient  of  coupUng  and  the 
damping  constants  of  the  two  circuits  the  adjustment  for  a  max. 
max.  value  of  secondary  current  is  in  general  doubly  valued.  One 
may  in  general  get  best  resonance  either  by  setting  both  wave- 
lengths appropriately  longer  than  the  incident  waves,  or  by 
setting  both  circuits  to  a  wavelength  appropriately  shorter  than 
the  incident  waves. 

2.  The  adjustment  for  optimum  resonance  is  materially  in- 
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fluenced  by  the  resistances  of  the  two  circuits,  so  that,  in  general, 
with  fixed  incident  waves,  if  one  tunes  a  radiotelegraphic  system 
of  the  coupled  type  to  resonance,  with  the  use  of  a  given  detector, 
and  then  changes  to  a  detector  of  different  resistance,  it  is  nec- 
essary to  shift  the  wavelength  of  both  the  circuits  in  order  to 
bring  the  system  back  to  optimum  adjustment. 

3.  With  fixed  values  of  the  damping  factors,  and  provided 
r*  >  i7i?72,  the  proper  adjustment  for  a  maximum  secondary  cur- 
rent is  materially  influenced  by  the  coefficient  of  coupling  r,  and 
every  change  of  t  requires  a  readjustment  of  the  wavelengths  of 
both  of  the  circuits  of  the  coupled  system. 

m.  CURRENT  AMPLITXTDE  AT  OPTIMUM  RESONANCE 

176.  General  Value  of  Secondaiy  Current  Amplitude. — In 

equation  (33)  of  the  preceding  chapter  we  have  the  general  ex- 
pression for  the  secondary  current  ampUtude,  and  this  expres- 
sion, in  view  of  (35)  of  the  same  chapter,  may  be  written 

I    =  ^^^  /26) 

where  Xi,  X2,  Zi,  and  Z2  are  the  ordinary  abbreviations  for  the 
reactances  and  impedances,  defined  as  follows: 

Xi  =  Lio)  -  1/Ciw,        X2  =  L2CD  -  I/C2W  (27) 

Zi2  =  Ri^  +  Xi*,  Z2'  =  R2^  +  X2^  (28) 

In  these  equations  (a  is  the  angular  velocity  of  the  impressed 
e.m.f . ;  E  is  the  ampUtude  of  impressed  e.m.f . ;  and  M  is  the  mutual 
inductance  between  the  two  circuits.  I2  is  the  amplitude  of 
the  secondary  cmrent  for  any  values  whatever  of  the  constants 
of  the  circuits. 

177.  Current  Amplitude  in  Secondary  Circuit  at  Optimum 
Resonance,  with  Coupling  Sufficient — We  have  also  seen  in  the 
preceding  chapter  that  if 

JIf  2co2  >  R,R2  (29) 

or,  otherwise  expressed,  if 

r^  >  171172  (30) 

the  secondary  current  amplitude  obtained  at  optimum  resonance 
is,  by  Chapter  XI  equation  (53), 

I2  =  ^    £ (31) 

max.  max.        2\//?lfl2 
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In  this  ca^e  ihe  ampLUvde  of  secondary  current  is  independent 
of  the  coefficient  of  coupling  provided  only  (29),  or  (30),  is  ftdfilled. 

178.  Current  Amplitude  in  Secondary  Circuit  at  Optimum 
Resonance  with  Coupling  Deficient. — The  coupling  is  called 
deficient  whenever 

r»  <  vm  (32) 

Under  this  condition,  by  equation  (49)  Chapter  XI,  the  value 
of  the  amplitude  of  secondary  current  is 

Mo)E 


max.  max. 


RiRa  +  Af««« 


(33) 
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Fig.  8. — Relative  values  .of  max.  max.  secondary  current  for  different  values 

In  terms  of  the  ratio  constants  r,  171  and  172;  defined  in  (5),  (6) 
and  (7)  this  can  be  written 

^  (34) 


max.  max. 


VR^: 


T  V1?lT?2j 

In  this  case  the  amplitude  of  current  depends  upon  the  ratio  of 

r  to  V^. 

Table  VI  following  contains  a  series  of  values  of  relative  ampli- 


imax.  max, 


.  for  various  values  of  the  ratio  r/^yrjirn.    These 


tude  of  7, 

results  are  plotted  in  the  cmve  of  Fig.  8. 
Id 
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In  this  table  and  curve  the  relative  amplitude  of  secondary 
current  is  arbitrarily  designated  as  unity  for  r*  =  1^1172. 

Table  VI. — ^Relative  Values  of  Izmaz.  max.  for  Different  Values  of  the  Ratio 


r/y/iiiiit 

ReUtive  values  of  /^„  „^^ 

>1 

1.000 

1.00 

1.000 

0.90 

0.995 

0.80 

0.974 

0.70 

0.937 

0.60 

0.880 

0.50 

0.800 

0.40 

0.690 

0.30 

0.551 

0.20 

0.385 

0.10 

0.198 

IV.  ON  THE  SHARPNESS  OF  RESONANCE  AND  THE  POSSIBILITY 

OF  AVOIDING  INTERFERENCE 

179,  Ratio  of  Interference. — If  we  have  an  electromagnetically 
coupled  receiving  station  of  the  form  of  Fig.  1,  and  if  we  set  our 
receiving  station  in  the  optimum  resonance  condition  for  a  given 
desired  wave  of  angular  velocity  wo,  we  shall  receive  from  this 
wave  an  amplitude  of  current  /jmax.  max.  given  by  equation  (31), 
if  the  coupUng  is  sufficient j  and  by  (33),  if  the  coupling  is  de- 
ficierU;  where  E  is  the  ampUtude  of  e.m.f.  impressed  by  the  wave 
of  0)0)  and  where  the  <a  of  (33)  is  to  be  replaced  by  odq. 

If  now  at  the  same  time  someone  else  is  sending  electric  waves 
with  a  different  angular  velocity  co,  and  is  at  such  a  distance  from 
us  as  to  impress  an  equal  amplitude  of  e.m.f .,  we  shall  receivefrom 
him  an  amount  of  interfering  current  given  by  (26). 

Let  lis  now  take  the  ratio  of  the  interfering  current  to  the  desired 
current,  and  call  this  ratio  the  ratio  of  interferencei  indicated  by  Y. 

Then,  on  forming  the  indicated  ratio,  we  have: 

If  the  Coupling  is  Suffi^dent  {i,e.,  if  M^(»)(?>  RiRt) 

Y   r=     [^^1^     — 1  /OCX 

[l2]o)o         IZi^Za^  +  M*co^  +~2M^o)^(RiR2  -  XiXt) 


si- 


4i»f 


'w'fijftj 
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If  now  we  designate  by  1710  and  1720  the  values  that  rn  and  i/s 
have  when  w  =  wo,  we  have 

Vio  =  22i/Li«o,        ^720  =  R^/L^o  (36) 

If  also  we  let 


=  Jr^-l  (37) 


we  shall  have,  by  the  fact  that  the  circuits  are  in  optimum  reso- 
nance for  angular  frequencies  <ao,  by  (19)  and  (20),  the  additional 
equations 

1 k  ==  ±  1710^0,  and  1 i  —  ±1720^0  (38) 

Wo  «o 

In  terms  of  these  ratio  constants,  we  may  change  the  form  of 
Xi,  as  follows: 

Xi  =  L16)  —  1/Ci(i)  =  Licall jj 


=  LiO)o( 2) 

Wo         w  Wo  / 


0)       Wo  Oi^> 

\Wo  w  Wo^ 

which  by  (38)  gives 


„  J         /  w        Wo    ,  wo\ 

Xi  =  i^iwo  I ±  1710^0—1 

\wo         w  w/ 


^Wo 

=  LiwoWi(say)  (39) 

Likewise 

Xi  =  L2WoU2(say)  (40) 


where 


Ml  = ± ,  M2  = ± (41; 

Wo  w  W  Wo  w  w 


If  now  we  divide  the  numerator  and  denominator  of  the  frac- 
tion under  the  radical  in  (35)  by  Li^L%^<i>o\  and  make  use  of  the 
abbreviations  above  given,  we  obtain 


r  =  - 


w*    .    ^  «  w* 


(1710*  +  Ui^)(riio^  +  U2^)  +  T*—  +  2t2— (171(^20  -  UiUi) 

Wo  Wo 

4t^io172ow*/wo^ 

(42) 
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Equation  (42)  can  be  otherwise  factored  so  as  to  give 

Y ^     ^  (43) 

/(1710U2  +  mouiy  +  M — ^  + 17101720  —  uiut) 

A/  4r^ioi72owVwo* 

In  eqruUian  (43)  Y  is  the  ratio  of  interference  at  sufficient  coup- 
ling. It  is  the  ratio  of  the  secondary  current  produced  by  Ike  inter- 
ferir^  signal  of  angular  velocity  co  to  ihe  secondary  currerU  produced 
by  ihe  desired  signal  of  angular  velocity  coo.  The  two  sigruils  are 
supposed  to  be  of  such  intensity  a^  to  impress  equal  amplitudes  of 
e.m.f.  on  the  receiving  arUenna. 

We  shall  next  write  out  a  similar  equation  for  the  ratio  of 
interference  at  deficient  coupling. 

//  ihe  Coupling  is  Deficient  (i.e.,  if  M^co^  <  RiRi), 
we  obtain  Y  by  dividing  (26)  by  (33),  with  cj  in  (33)  replaced 
by  «o.    This  gives 

Y  =  ^  (44) 

Now  we  introduce  the  condition  that  the  constants  of  the  cir- 
cuits are  such  that  the  system  is  in  optimum  resonance  (with 
deficient  coupling)  with  the  angular  velocity  «o;  that  is,  by  (48) 
Chapter  XI, 

Xi  =  0  =  X2,         at  o)  =  CO®. 

These  last  two  equations  give 

1  -  QiVcoo'  =  0  =  1-  Q2V«o*  (45) 

Dividing  numerator  and  denominator  of  (44)  by  Li^Li^a>o^y 
subject  to  the  condition  (45),  we  obtain  from  (44) 

Y F— -  ^^=^^====L===^=^^=  (46) 


CO*     .    ^  .  co2 


COo  Wo 


coo^ 


(i7io»72o  +  r^y 


where  «       coo  ^.«x 

v  = (46) 

COo  (^ 

Equation  (46)  may  be  otherwise  factored  so  as  to  take  the  form 

Y    ^ (t?  10^720  -fr'WtgO  /^yx 

I  /  2  \    •' 

yjv^ivio  +  '?2o)^  +  y^  +  rjiQiri20  —  v^j 
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Equation  (47)  gives  the  ratio  of  interference  Y  at  deficient  coupling. 
The  quantity  Y  is  the  ratio  of  the  secondary  current  produced  by 
the  interfering  signal  of  angular  velocity  co  to  the  secondary  current 
produced  by  the  desired  signal  of  angular  velocity  wo^  when  the 
signals  are  suck  as  to  impress  equal  amplitudes  of  e.m/.  on  the 
receiving  antenna. 

180.  Tables  and  Curves  Showing  the  Ratio  of  Interference 
in  a  Typical  Case. — Values  calculated  for  the  ratio  of  inter- 
ference y  in  a  specific  case  are  contained  in  Tables  VII  and  VIII. 
These  two  tables  of  values  were  obtained  with 


1710  =  0.03,  1720  =  1.00,  T^  =  various  values 


(48) 


The  various  values  employed  for  r*  are  indicated  in  the 
headings  to  the  columns  in  the  Tables. 

Graphs  of  the  values  given  in  these  tables  are  exhibited  in 
Figs.  9  to  12.  The  tables  and  curves  employ  as  parameter 
the  value  of  X/Xo  (=«o/«)  where  Xo  is  the  wavelength  of  the  de- 
sired signal,  and  X  the  wavelength  of  the  interfering  signal. 

In  all  three  of  the  figures  the  black  dots  are  values  obtained 
with  the  case  of  critical  coupling  (t*  =  i7ioi?2o  =  0.03). 

Table  Vn. — ^Values  of  the  Ratio  of  Interference  T  at  Sufficient  Coupling 

for  Different  Values  of  Relative  Incident  Wavelengths,  and  Different 

Coefficients  of  Coupling  r.     Given  1710  -  0.03,  17^0  =  1-00 


yfor 

XA« 

T«  -  0.61 

T»  -  0.30 

T«  -  0.16 

r»  -  0.06 

1 

(  +  ) 

(~) 

(  +  ) 

(-) 

(  +  ) 

(-) 

(  +  ) 

(-) 

0.87 

0.319 

0.171 

0.293 

0.240 

0.256 

0.247 

0.232 

0.278 

0.909 

0.411 

0.296 

0.387 

0.312 

0.353 

0.334 

0.327 

0.356 

0.952 

0.638 

0.475 

0.619 

0.497 

0.577 

0.524 

0.548 

0.553 

0.98 

0.886 

0.779 

0.876 

0.795 

0.871 

0.814 

0.849 

0.833 

1.00 

1.000 

1.000 

1.000 

1.000 

1.000 

1.000 

1.000 

1.000 

1.02 

0.875 

0.833 

0.865 

0.767 

0.847 

0.776 

0.841 

0.805 

1.05 

0.580 

0.400 

0.557 

0.416 

0.567 

0.433 

0.530 

0.468 

1.10 

0.320 

0.198 

0.309 

0.225 

0.297 

0.215 

0.298 

0.230 

1.15 

0.209 

0.125 

0.203 

0.129 

0.198 

0.134 

0.204 

0.144 

The  columns  headed  (+)  were  obtained  by  using  the  plus  sign  in  the 
expressions  for  ui  and  ut  (41),  and  belong  to  the  long-wave  optimum  ad- 
justment of  the  receiving  circuits;  while  the  columns  headed  (— )  were 
obtained  by  using  the  minus  sign  in  equation  (41)  and  belong  to  the  short- 
wave optimum  adjustment  of  the  two  receiving  circuits. 
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.88     .90     .92     .94     .96     .98    1.00   1.02   1.04  1.06  1.08  1.10  1.12  ia4 

XAo 
Fio.  9. — Ratio  of  interference.  Xo  »  wavelength  of  desired  signal.  X  » 
interfering  wavelength.  Black  dots  «  values  obtained  at  critical  coupling 
(r*  «  0.03).  Sign  (+)  designates  use  of  long-wave  optimum  adjustment; 
sign  (— )  designates  use  of  short-wave  optimiim  adjustment.  Given  mo  ^ 
0.03,  vio  '^  1.00. 


.88  .92  .96  1.00  1.04  1.08  L12 

X/Xo 
Fig.  10. — Ratio  of  interference.     Heavy  lines  for  r*  »  0.30.     Dotted  lines 
forr'  *■  0.15.    Top  curves  using  long- wave  optimum  adjustment;  bottom  curves 
using  short-wave  optimum  adjustment.     Black  dots  obtained  at  critical  coupl- 
ing.    Given  i^io  =»  0.03;  vtQ  ^  1.00. 
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1.00 
X/Xt 

12. — Ratio  of  interference  at  deficient  coupling  for  r*  ■>  0.01  and  r* 
Black  dota  obtained  at  critical  coupling.     Given  m%  *  0.03,  fst  ■■  1.00. 


-  0. 
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Table  Vm. — Similar  to  Table  VII,  but  with  Deficient  Coupling 


X/Xo 

Ffor 

r«  =  0.03 

T«  =  0.01 

T*  -  O.OOJ 

4.00 

0.00102 

0.00068 

0.00052 

3.00 

0.00263 

0.00177 

0.00130 

2.00 

0.0111 

0.0074 

0.00555 

1.50 

0.0370 

0.0246 

0.0183 

1.25 

0.0984 

0.0653 

0.0483 

1.15 

0.180 

0.119 

0.0888 

1.10 

0.274 

0.184 

0.138 

1.05 

0.510 

0.380 

0.279 

1.03 

0.707 

0.543 

0.435 

1.02 

0.833 

• 

0.700 

0.588 

1.01 

0.950 

0.890 

0.825 

1.00 

1.000 

1.000 

1.000 

0.99 

0.952 

0.899 

0.841 

0.98 

0.848 

0.721 

0.612 

0.97 

0.728 

0.571 

0.461 

0.952 

0.552 

0.397 

0.306 

0.909 

0.333 

0.222 

0.167 

0.870 

0.239 

0.157 

•   0.117 

0.800 

0.156 

0.103 

0.0760 

0.667 

0.0860 

0.0558 

0.0413 

0.500 

0.0460 

0.0300 

0.0222 

0.333 

0.0242 

0.0159 

0.0118 

0.250 

0.0168 

0.0108 

0.00820 

By  reference  to  Fig.  12,  one  sees  that  with  deficient  coupling 
a  decrease  of  the  coefficient  of  coupling  always  diminishes 
the  interference  for  any  wavelength  of  the  interfering  signal. 

With  the  coupling  sufficient^  as  displayed  in  Figs.  9,  10, 
and  11,  the  ratio  of  interference  for  a  given  coefficient  of  coupling 
may  be  either  greater  or  less  than  the  interference  with  the  smaller 
coefficient  of  coupling  designated  as  Critical  Coupling.  In 
this  case,  with  t^  ==  0.03,  the  coupling  is  critical,  for  then  Af  *«o*  = 
R1R2,  or,  otherwise  stated,  t^  =  77io'72o. 

With  the  coupUng  sufficient,  the  curve  for  the  long-wave 
tuning  in  the  neighborhood  of  resonance  shows  generally  a 
larger  interference  than  the  curve  of  short-wave  tuning,  but 
if  the  range  of  wavelengths  is  sufficiently  extended  the  two 
curves  cross  and  show  the  reverse  condition.  Such  a  crossing 
point  is  shown  at  X/Xo  =  0.885  on  one  of  the  pairs  of  curves 
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of  Fig.  10.  A  mathematical  investigation  shows  that  the  curve 
of  interference  for  long-wave  tuning  always  crosses  the  curve 
of  interference  for  short-wave  tuning  at  the  point  given  by  the 
equation  

U  "   \  1  -  i7ioi?20  +  r*  ^^^^ 


V.  IfAX.  MAX.  SECONDARY  CURRENT  AND  DETECTOR 

RESISTANCE 

181.  At  Optimum  Resonance  with  Coupling  Sufficient  the 
Total  Heat  Developed  in  the  Secondary  Circuit  is  Independent 
of  its  Resistance. — At  Sufficient  Coupling;  that  is,  when 

M^w^  >  R1R2,  (49) 

the  current  obtained  at  optimum  resonance  has  been  found  to 

be 

E 

/2ma,.n.a..=^=  (50) 

which  shows  the  striking  property  of  being  independent  of 
the  mutual  inductance  between  the  circuits,  provided  only 
that  M CO  is  great  enough  to  fulfill  the  condition  for  sufficient 
coupling. 

If  the  resistances  of  the  two  circuits  are  independent  of  the 
frequency,  the  higher  the  frequency  the  smaller  M  can  be  and 
yet  have  (60)  fulfilled.  For  this  reason,  high-frequency  trans- 
formers may  be  coupled  much  more  loosely  than  corresponding 
transformers  for  low  frequency,  and  iron  which  is  used  to  in- 
crease M  in  low-frequency  transformers  is  not  advantageous 
in  high-frequency  transformers. 

Another  very  interesting  and  important  fact  is  the  fact  that 
can  be  obtained  from  (50)  that  the  heat  developed  in  the  sec- 
ondary circuit  at  oplimum  resonance  with  coupling  sufficient  is 
independent  of  the  resistance  R2  of  the  secondary  circuit;  for  if 
we  multiply  the  square  the  secondary  current  by  R2,  we  obtain 
for  the  power  dissipated  in  the  secondary  circuit  a  quantity  in- 
dependent of  122. 

This  means  that  at  optimum  resonance  with  sufficient  coupling 
there  is  as  much  heat  developed  in  the  secondary  circuit  when 
a  low-resistance  detector  is  used  as  when  a  high-resistance  de- 
tector is  used.    If,  therefore,  the  detector  is  an  instrument  whose 
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indications  are  proportional  to  the  heat  developed,  a  low-re- 
sistance detector  would  be  as  sensitive  as  a  high-resistance 
detector  if  it  were  not  for  the  fact  that  a  low-resistance  detector 
is  a  smaller  proportion  of  the  total  resistance  of  the  secondary 
circuit. 

Similar  considerations  apply  to  a  detector  of  the  electrody- 
namometer  t3rpe.  If  the  deflections  of  the  electrodynamometer 
are  proportional  to  n'/a*,  where  n  is  the  number  of  turns  of  wire 
in  the  coil,  and  if  the  size  of  the  channel  of  windings  is  fixed  so 
that  the  resistance  R  of  the  detector  is  pl/s,  I  and  8  being  the 
length  and  cross  section  of  the  wire  in  the  coil  and  p  the  specific 
resistance  of  the  material  of  the  wire,  then  we  have 

I  =  27rm, 

in  which  r  is  the  mean  radius  of  the  windings;  and  approximately 

S  =  A/n, 

where  A  is  the  area  of  the  channel. 
Therefore, 

jy       2irprn* 

It    =    2 » 

A 
or 

whence,  if  the  deflection  D  is  such  that 

we  have 

Dcx>Rh^ 

This  gives  for  the  circuit  containing  the  electrodynamometer 
detector  the  same  relations  as  with  the  thermal  detector  above 
specified. 

From  the  results  here  obtained,  we  may  draw  the  following 
conclusions: 

//  the  detector  is  to  be  used  in  series  with  the  secondary  circuit, 
and  if  the  indications  of  the  detector  are  proportional  to  the  square 
of  the  secondary  current  times  the  resistance  of  the  detector,  and  if 
the  resistance  of  the  remainder  of  the  secondary  circuit  is  tnconstder-^ 
able  in  comparison  with  the  resistance  of  the  detector,  and  if  the 
e,m,f.  impressed  on  the  antenna  by  the  incoming  waves  has  an 
amplitude  uninfluenced  by  the  tuning  of  the  secondary  circuit,  and 
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if  the  efficiency  of  the  detector  is  independent  of  its  resistance,  then 
the  indications  of  the  UnjHresistance  detector  will  he  as  grecU  as 
the  indications  of  a  high-resistance  detector.  The  Uyunresistance 
detector  wHl  then  be  preferred  to  the  high-resistance  detector,  be- 
cause resonance  with  the  low  resistance  is  sharper. 

This  analysis  is  given  in  the  effort  to  determine  the  theoretical 
limitation  upon  the  choice  of  a  detector  for  use  in  series  in  the 
secondary  circuit  of  a  radiotelegraphic  receiving  station. 

In  practice,  up  to  the  present  time,  only  detectors  of  compara- 
tively high  resistance  are  found  to  be  appUcable  to  the  reception 
of  weak  signals.  The  reason,  in  the  form  of  an  alternative,  is 
apparent  from  the  analysis  here  given,  to  wit: 

Either  J  the  detectors  of  low  resistance  have  a  smaller  efficiency  in 
the  conversion  of  the  oscillatory  energy  into  perceptible  indications; 

Or,  the  low-resistance  detector  by  permitting  and  requiring  a 
larger  value  of  1 2^  causes  su4^h  large  reactions  on  the  received  antenna 
current  as  to  modify  maieriaJly  the  electromcLgnetic  field  of  the 
incident  waves. 

The  first  of  these  alternative  possibiUties  is  a  matter  for  ex- 
perimentation on  the  conversion  factors  of  the  detectors  them- 
selves. The  second  of  the  possibilities  is  a  matter  for  theoretical 
investigation  by  the  use  of  Maxwell's  Theory  of  the  Electromag- 
netic Field. 


CHAPTER  XIII 

A  GENERAL  RECIPROCITY  THEOREM  IN  STEADY- 
STATE  ALTERNATING-CURRENT  THEORY 
WITH  APPLICATION  TO  THE  DETER- 
MINATION OF  RESONANCE 
RELATIONS 

I.    RECIPROCITY  THEOREM  IN  STEADY-STATE  ALTERNATING- 
CURRENT  THEORY 

182.  Statement  of  the  Reciprocity  Theorem. — //  we  have  any 
system  of  ironhss  aUemating-current  circuits^  however  complicated, 
and  if  we  have  in  the  system  a  sinusoidal  impressed  e.m.f.  applied  at 
any  point  of  the  system  and  an  impedanceless  ammeter  at  any  other 
point  of  the  system,  the  ammeter  and  e.m.f.  are  interchangeable 
without  changing  the  amplitude  or  phase  of  the  steady^tate  current 
through  the  ammeter. 

This  theorem  will  be  proved  below. 

183.  Utility  of  the  Theorem. — With  a  given  system  of  circuits 
by  making  suitable  interchanges  of  ammeter  and  e.m.f.,  we  may 
obtain  several  different  expressions  for  the  same  current,  and 
may  then  determine  important  resonance  relations  by  inspection. 

This  process  has  important  applications  (for  example,  to 
telephony  and  radiotelegraphy)  in  obtaining  steady-state 
resonance  relations  in  respect  to  the  variables  of  the  system. 

184.  Example  with  Two  Circuits. — To  begin  with  let  us  prove 
the  reciprocity  theorem  for  two  circuits,  called  Circuit  I  and  Cir- 
cuit II,  as  illustrated  in  Fig.  1.  To  make  the  problem  as  general 
as  possible,  let  us  suppose  the  two  circuits  to  be  coupled  together 
by  having  a  common  conductive  part  which  may  contain  in- 
ductance, Lof  resistance  Ro  and  capacity  Co,  and  to  be  further 
coupled  by  having  a  mutual  inductance  M  in  the  form  of  a 
transformer. 

As  we  go  aroimd  Circuit  I,  let 

Ri  =  the  sum  of  all  the  resistances  in  series,  including  resist- 
ances common  to  both  circuits. 
Li  =  the  sum  of  all  the  self-inductances  in  series  including 
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common  inductances  and  the  inductance  of  that  coil  of 
the  transformer  that  is  in  Circuit  I. 
1/Ci  =»  the  sum  of  the  reciprocals  of  all  the  capacities  including 
common  capacities. 

As  we  go  around  the  Circuit  II,  let 

R29 1/2  and  I/C2  be  the  corresponding  quantities  for  Circuit  II. 

Let  Ro,  I/O  and  1/Co  be  the  corresponding  quantities  common 
to  both  circuits.    These  will  be  called  miUiial  values. 

Let  M  be  the  mutual  inductance  of  the  two  coils  of  the  trans- 
former with  its  primary  in  one  circuit  and  its  secondary  in  the 
other  circuit. 


r^IK5tR5"^VlRRRr\ 


Fig.  1. — Two  circuits  I  and  II  with  involved  coupling. 

We  shall  use  the  real  quantities  Xi,  X2,  Zi,  Z2  and  the  complex 
quantities  zi,  z^  in  their  ordinary  engineering  significance. 
For  the  common  part  of  the  two  circuits,  we  shall  let 


and 


Coco 

Zo  =  VbTTx^ 

2o  =  ^0  +  JXq 


(1) 

(2) 
(3) 


where  w  is  the  angular  velocity  of  the  impressed  e.m.f . 

186.  The  Differential  Equations. — If  we  take  the  impressed 
e.m.f .  in  the  forn^ 

e  =  E  cos  (at  (4) 

we  may  temporarily  replace  it  by  the  complex  quantity 

^      e'  =  E^"^  (5) 
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and  after  solving  the  differential  equations  take  only  the  real 
part  of  the  result.  If  now  we  let  1 1  be  the  current  in  those  parts  of 
Circuit  I  that  are  not  common  to  Circuit  II  and  i%  the  correspond- 
ing current  in  Circuit  II,  the  differential  equations,  obtained 
by  taking  the  counterelectromotive  force  around  each  circuit 
and  equating  it  to  the  impressed  electromotive  force  plus  the 
e.m.f.  induced  from  the  other  circuit,  are 

L^^  +  R^^,  +  ^-f^  E^^  +  Lo^  +  Roi2  + 

-c^^^li       (^) 

186.  Steady-state    Solution. — To    obtain    the    steadynstatc 
solution  of  these  equations  (6)  and  (7),  we  shall  let 

ix  =  Ax^^,        H  =  Af^^  (8) 

Substituting  (8)  into  (6)  and  (7),  dividing  out  ^,  and  making 
use  of  the  usual  notation,  we  obtain 

ZiAi  =  E+  (zo  +  Mjo))Ai  (9) 

ZtA2  =  (zq  +  Mjo})Ai  (10) 

Let  us  introduce  as  an  abbreviation  the  complex  quantity 
m  defined  by  the  equation 

m  =  Zo  +  Mj(a  (11) 

We  shall  call  m  the  complex  mutual  impedance  between  the 
two  circuits. 
Then  equations  (9)  and  (10)  may  be  written 

ZiAi  —  mAj  =  E  (12) 

z^A%  -  mAi  =  0  (13) 

187.  Proof  of  Reciprocity  Theorem  for  These  Two  Circuits. — 

From  equations  (11)  and  (13)  we  can  obtain  the  value  of  the 
current  in  the  circuit  II  when  the  e.m.f.  is  impressed  on  Circuit 
I.  The  vector  ampUtude  of  this  current  obtained  by  solving  the 
two  equations  as  simultaneous  is 

A,=  --!"-^  (14) 

Z\Z2  —  7/r  .  ^     ' 
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Let  us  next  suppose  that  the  impressed  e.m.f .  is  removed  from 
Circuit  I  and  applied  to  Circuit  II,  then  the  equations  corres- 
ponding to  (12)  and  (13)  are 

ZiAi  —  mA%  =  0  (15) 

ZtAi  -  mAi  =  E  (16) 

The  solution  of  these  equations  as  simultaneous  gives,  for 

Ai, 

^  _rnE_ 

ZlZt  —  w* 

//  the  e.m.f.  is  applied  to  Circuit  /,  (he  vector  amplitude  of  cur- 
rent  in  Circuit  II  is  given  by  (14).  When  the  same  e.m.f.  is  re- 
moved from  Circuit  I  and  applied  to  Circuit  II  j  the  vedor  amplitude 
of  current  in  Circuit  I  is  given  by  (17).  Whence  it  appears  that  the 
ammeter  rending  boOi  as  to  amplitude  and  phase  is  uthchanged 
by  an  interchange  of  ammeter  and  e.mj.  The  definition  of  m 
is  given  in  (11). 

188.  Proof  of  Reciprocity  Theorem  for  n  Circuits  Coupled 
in  Any  Way, — Let  us  suppose  that  we  have  n  circuits  coupled 
in  any  way  by  common  conductive  portions  and  by  transformers, 
any  or  all  circuits  being  coupled  with  any  or  all  others.  Between 
any  two  circuits,  for  example  the  third  and  the  fifth,  let  what  we 
,  have  called  the  complex  mutual  impedance  m  be 

W86   =   286  +  Majco  (18) 


where 


and 


286  —  the  vector  impedance  common  to  the  two 
circuits, 

Mzi,  =  the  mutual  inductance  between  them. 


Let  us  now  note  that  the  complex  mutual  impedance  is  recipro- 
cal, so  that 

mu  =  msz  (19) 

as  may  be  seen  from  the  manner  of  its  formation  (provided  there 
are  no  distributed  capacities  in  the  circuits,  such  as  to  make 
3fw  different  from  Mis). 

If  now  as  before  we  let  the  currents  in  the  uncommon  portions 
of  the  several  circuits  be 

ii  =  Ai€^'-',  ij  =  Aj^^"*,  t,  =  A.e'"'   .    .    .  (20) 


208 


ELECTRIC  OSCILLATIONS 


IChap.   XIII 


and  if  we  note  that  every  circuit  may  (or  may  not)  act  on  every 
other,  the  equations  formed  as  a  generalization  of  (12)  and  (13), 
and  connecting  the  several  coefficients  Ai,  A%,  As  ,  .  .  will 
be 

ZiAi  —  mi^A^  —  miiAs  —  W14A4 =  E 

— Wjiili  +  Zi  At  —  niiiAz  —  nh^\ =0 

—mziAi  —  mssAj  +    ZiAz  —  WJ4A4  =  0  [  (21) 

—mnAi  —  niitAt  —  m^zAs  +  Z4A4   =0 

=  0 

where  the  e.m.f .  is  impressed  on  Circuit  I. 

We  may  now  write  down  the  determinant  from  which  can 
be  obtained  the  vector  current  amplitude  in  any  one  of  the 
circuits.  Let  us  for  example  form  such  a  determinant  for  Az. 
It  is 


A, 


2l 

—  mi2  —rriiz 

—  mi4  .  . 

—  m%\ 

Zi    —  niiz 

—  m24  . . 

—  mzx 

—  'tnz2       23 

—  mzA  .  • 

•    ■    •    • 

—  W42    —^48 

•      •••                  ••■• 

Z4    . . 

■    •   •   •        •   • 

E  — W12  22       — 1Uz4    • 

—  fUzi    —  Wl82    ~"Wl34     . 

—  W4I    — WI42  Za 


(22) 


It  will  not  be  necessary  to  reduce  this  determinant. 

Let  us  next  suppose  that  the  e.m.f.  and  the  anuneter  are 
interchanged.  This  will  put  the  amplitude  E  of  the  applied 
e.m.f.  in  the  right-hand  side  of  the  third  of  the  equations  (21) 
instead  of  in  the  first.  If  we  then  solve  the  set  of  simultaneous 
equations  (21)  for  A 1  instead  of  for  Azy  we  obtain  the  determinant 


Ai 


same  determinant  as  at  left 
of  (22) 


E 


—  1/I12  — WI18  — WI14 

Zz    — ^23    — W24 
—  77142    —  Tfliz  Z\ 


(23) 


It  is  seen  that  the  determinant  on  the  right-hand  side  of  this 
equation  is  the  same  as  the  determinant  on  the  right-hand  side 
of  (22)  except  that  the  rows  of  the  one  are  the  colunms  of 
the  other.  This,  however,  leaves  the  two  determinants  equal. 
We  have  then  the  result  that  A\  in  (23)  is  equal  to  As  in  (22). 

Since  the  'particular  circuits  employed  in  this  demonstration 
are  any  two  circuits^  we  have  proved  the  reciprocity  theorem  enun- 
ciated in  the  first  paragraph  of  this  chapter,  for  all  ccLses  except 
where  the  e.m.f.  or  ammeter  is  placed  in  a  common  member  of 
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the  system.  The  theorem  is  also  true  when  the  e,m.f.  or  the  am- 
meter is  placed  in  the  common  m^ember,  as  the  following  reasoning 
with  two  circuits  shows, 

188a.  Proof  of  the  Reciprocity  Theorem  When  the  E.M.F.  or 
the  Ammeter  is  Placed  in  a  Common  Member. — For  this  proof 
it  will  be  sufficient  to  take  two  circuits,  as  shown  in  Fig.  2, 
with  the  e.m.f .  e  applied  (say)  to  the  common  member  of  the 
circuits.  The  e.m.f.  will  then  be  impressed  on  both  circuits, 
but  since  the  two  currents  are  both  estimated  positive  in  a  clock- 
wise sense',  the  e.m.f.  will  aid  one  of  the  currents  and  oppose 
the  other  in  the  common  member,  so  that  the  equations  for  the 
vector  cyrrent  amplitudes  become  (compare  (12)  and  (13)) 

21-4.1  —  mA2  =      E 
ZiAi  —  mAi  =  —E 


(24) 


^rmp^ 


Fio.  2. — Two  circuits  with  e.m.f.  in  commom  member. 

A  solution  of  these  equations  for  Ai  gives 

^  E(z,  -  m) 
ZiZ2  —  m^ 

Let  us   now  interchange  the  e.m.f.  and  current-measuring 
apparatus.    The  amplitude  equations  then  become 

ZiAi  —  mAi  =  E 
ZzAi  —  mAi  =  0 

The  current-measuring  apparatus  is  now  inserted  in  the  com- 
mon member  so  that  it  measures  the  instantaneous  difference 

14 


(26) 
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of  the  two  currents,  determined  by  the  vector  magnitude  A  i  — 
A  2.    Let  us  determine  this  difference.     Equation  (26)  gives 


Ar  = 


A,= 


Ez 


2 


ZiZ2  —  m- 
Em 


Z1Z2 


m' 


(27) 


so 


Ai  -  A2  = 


E(z2  —  m) 
Z1Z2  —  m^ 


(28) 


Equation  (25)  gives  the  vector  anvplUude  of  current  in  Circuit  I 
when  the  e.m/.  is  applied  to  the  common  member. 

Equation  (28)  gives  the  vector  amplitude  of  current  in  the  comr 
mon  member  when  the  e.m,f.  is  applied  to  Circuit  /.  The  right-- 
hand  sides  of  the  two  equations  are  equal.  It  is  seen  that  the  general 
reciprocity  theorem,  enunciated  in  the  first  paragraph  is  therefore 
true  even  when  the  e.m.f.  or  ammeter  is  applied  to  a  common  member 
of  the  system  of  circuits, 

n.  CURRENT  AMPLITUDES  IN  A  CHAIN  OF  CIRCUITS 

Before  attempting  to  use  the  reciprocity  theorem  in  the  determi- 
nation of  resonance  relations  it  is  well  to  obtain  certain  useful 
relations  among  the  current-amplitudes. 


I        m 


Pig.  3. — Chain  of  three  circuits  with  transformer  connections. 

189.  Definition  of  a  Chain  of  Circuits. — By  a  chain  of  circuits 
is  meant  a  system  in  which  the  first  circuit  is  coupled  with  the 
second,  the  second  with  the  third,  the  third  with  the  fourth,  etc., 
to  the  last  which  is  not  connected  to  the  first.  That  is,  the  chain 
is  left  open.  Fig.  3  shows  such  a  chain  in  which  the  connec- 
tions are  all  through  transformers.  We  may  also  have  the  con- 
nections or  couplings  made  in  any  other  way,  as  in  Fig.  4,  where 
some  of  the  connections  are  by  transformers,  some  by  having 
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a  common  member  of  any  kind  of  impedance,  and  some  by  a 
combination  of  transformer  and  common  member. 

190.  Current-amplitude  Relations  in  the  Chain. — ^Let  us  sup- 
pose that  we  have  an  e.m.f.  sinusoidal  in  character  applied  to 
the  first  circuit,  and  let  us  obtain  expressions  for  the  vector 
amplitude  of  current  in  each  of  the  circuits  of  the  chain.  Using 
the  exponential  form  of  e.m.f .  given  in  equation  (5),  we  can  write 
down  a  series  of  equations  connecting  the  amplitudes  with  one 
another  by  using  the  general  equations  (21)  into  which  we  are 
to  set  equal  to  zero  all  of  the  complex  mutual  impedances  m 
except  those  that  have  their  subscripts  a  pair  of  consecutive 
numbers.    This  gives 

ZiAi  —  fHi^Ai  =  E 

—rnziAi  +  ZzAi  —  w»4^4  =  0  (29) 

—tnAiAz  +  ZiAi  —  WifiAs  =  0 
—m^iAi  +  z^i  =  0 

where  it  is  supposed  that  we  have  five  circuits  in  the  chain. 


y 


M 


VI 


y_mj 


Pig.  4. — Chain  of  circuits  with  a  variety  of  typea  of  coupling. 


These  equations  (29)  may  be  solved  by  getting  A^  from  the 
last  equation,  and  substituting  the  result  in  the  next  preceding 
equation,  etc.,  giving,  in  view  of  (19), 

W45A4 


A5  = 


Ai  = 


Zs 

TiiziAz 


Zi  - 


^46 


(30) 


(31) 


As  = 


Z6 
W23A2 


Zs  — 


mzA' 


Zi  - 


26 


(32) 
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A2  = -^^—^ 

(33) 


Ax  = 


22 

mtz^ 

^34^ 

Zz  — 

^^Us"- 

Za  - 

Zi 

E 

mi2* 

Zi 

Z2  - 

^23^ 

mzA^ 

Zz  - 

m46^ 

9 .  — 

(34) 


^5 


TAe  equations  (30)  to  (34)  grive  ^6  relations  for  finding  the  vector 
amplitudes  of  the  currents  in  the  several  circuits  of  a  chain  with 
the  cowpling  between  the  circuits  of  any  character  whatever.  In 
this  set  of  equaiions  the  e.m.f.  is  applied  to  the  first  circuit  and  the 
chain  is  supposed  to  stop  with  the  fifth  circuit. 

If  there  are  more  than  five  circuits,  it  is  evident  from  the  form  of 
the  equations  how  the  result  may  he  extended  to  the  greater  number 
of  circuits.  If,  on  the  other  hand,  there  are  fewer  circuits  than 
five,  it  is  evident  that  all  quantities  having  a  subscript  higher  than 
the  number  of  the  circuits  are  to  be  set  equal  to  zero. 

It  is  also  evident  how  the  equations  are  to  be  changed  in  any  case 
in  which  the  e.m,f.  is  applied  to  Circuit  V  and  the  currents  measured 
in  the  other  circuits. 

We  shall  next  form  a  similar  set  of  equations,  when  the  e.m.f.  is 
applied  to  some  intermediate  circuit. 

In  the  equations  (30)  to  (34),  the  A^s  have  values  given  by  (20) 
and  the  m's  by  (18). 

191.  Current-amplitudes  When  the  E.M  JP.  is  Applied  to  an 
Intermediate  Circuit. — ^Let  us  suppose  the  e.m.f.  to  be  applied 
to  some  intermediate  circuit,  say  the  third  in  the  chain  of  circuits 
above  referred  to.  In  that  case  the  equations  (29)  are  the  same 
as  there  given  except  that  the  amphtude  E  of  e.m.f.  is  shifted 
from  the  first  equation  to  the  third.  We  may  then  get  the  re- 
lations among  the  current-amplitudes  by  starting  with  the  last 
equations  and  successively  eliminating  up  to  the  third,  and  then 
starting  with  the  first  and  eliminating  between  successive  equa- 
tions down  to  the  third,  and  by  then  solving  the  third  equation. 
The  result  follows: 

As  =  -— —  (3o) 

Zb 
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A,  =     ^»^\  (36) 

^*  — r~ 

Az  =  i^^ T-  (37) 

_       mas' m^4* 

mi2^  m46* 

^2 2^4   - 


W2SA3 
"2 


Zl  Zb 


-.^-^  (38) 

22  — 


7^12^2 


^1 


4i=  ^^^  (39) 

TAe  egiuUians  (36)  to  (39)  ^Vc  the  relaMons  for  finding  the  vector 
current  amplitudes  when  the  e.m.f.  is  applied  to  the  third  circuit. 
The  total  number  of  circuits  in  the  chain  to  which  these  equations 
apply  is  five.  It  will  readily  be  seen  how  this  resuU  is  to  be  modified 
for  a  different  number  of  circuits^  or  for  an  application  of  e.m.f. 
to  a  different  one  of  the  intermediate  circuits. 

The  various  equations  (30)  to  (39)  are  given  as  models  from 
which  the  vector^current  amplitudes  may  be  obtained  in  a  special 
case. 

192.  A  Simplification  is  Introduced  When  m  is  Real  or  Pure 
Imaginary.  Pure  Mutual  Impedance. — When  the  several  m's 
are  real  quantities  or  pure  imaginarieSy  a  simplification  is  intro- 
duced in  that  all  of  the  w^'s  are  reals.  We  can  see  under  what 
conditions  such  a  condition  is  attained,  if  we  write  down  one  of 
the  m's  in  an  expanded  form.  Take  mi2,  which  expanded, 
becomes 

mi2  =  R\2  +  j  (1/120)  —  ^ h  Af I20;j  (40) 

If  jBi2  alone  enters,  mn  is  real;  if  R12  does  not  enter,  7/112  is  a 
pure  imaginary. 

Some  of  the  cases  in  which  7^12  is  real  or  pure  imaginary  ap- 
pear in  the  diagrams  of  Fig.  5. 

The  Circuits  I  and  II  themselves  may  have  any  character  what- 
ever, and  there  may  be  any  number  of  them.  The  illustrations 
in  Fig.  5  have  reference  only  to  the  manner  of  coupUng  the  cir- 
cuits together.  In  the  first  diagram  the  two  circuits  are  shown 
coupled  together  merely  by  having  a  common  resistance,  and  in 
this  case  7ni2  is  real.  In  all  of  the  other  diagrams  of  the  figure 
77112  is  shown  as  a  pure  imaginary. 
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When  the  coupling  factor  mn  is  either  real  or  pure  imaginary 
we  may  appropriately  call  this  factor  a  pure  mutual  impedance, 
to  distinguish  it  from  the  general  case  of  a  complex  mutual  im- 
pedance. It  is  seen  that  the  case  of  the  pure  mutual  impedance 
covers  many  important  systems  of  circuits,  and  we  shall  from 
here  on  confine  the  discussion  to  the  systems  of  two  or  m6re 
circuits  having  pure  mutual  impedances. 


(2) 

rwmmm 


^u"  -^it"  ^^^1 


(4) 


»»ii— J/C^w« 


(5) 
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Fig.  6. — Sample  circuits  with  pure  mutual  impedance. 
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IIL  SOLUTION  OF  THE  PROBLEM  OF  TWO  CIRCUITS  HAVIIfG 

TRANSFORMER  COUPLING 

193.  Statement  of  the  Problem. — This  is  the  problem  of  Chap- 
ters XI  and  XII.     Given  two  circuits  of  the  form  shown  in  Fig. 


^ISW^PT' 


Fio.  6. — Two  circuits  with  transfonner  coupling. 

6,  with  a  transformer  connection  between  them,  and  with  a 
sinusoidal  e.m.f .  impressed  on  Circuit  I,  to  find  the  currents  in  the 
two  circuits  and  to  find  also  the  resonance  relations. 
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By  (18)  it  is  seen  that  the  mutual  impedance  mn  is 

Wia  =  jMo)  =  m  (say)  (41) 

where  M  is  the  mutual  inductance  between  the  circuits.  This  is 
a  pure  imaginary. 

-  194.  Currents  When  the  E.M.F.  is  Applied  to  Circuit  I.— By 
equations  (30)  to  (34),  using  only  the  first  two  equations  with 
changed  subscripts,  or  using  the  last  two  equations  with  all 
terms  of  subscripts  above  2  made  zero,  we  have  for  the  vector 
current  amplitudes  the  equations 

A,  =  "-^  (41a) 

Ai ^  (42) 

«i  -  — 
2j 


where 


As  usual  let 


Zi  =  Ri+  jXi 
Zi  =  Rt  -\-  jX% 

Zi*  =  Ri*  +  Xi* 


(43) 


(44) 


Replacing  zi  and  Zt  in  (41a)  and  (42)  by  their  values  and 
rationalizing  the  denominator  of  (42)  we  obtain 

where 

R'l  =  «i  -  ^  (47) 

A:'i=Xi  +  ^*  .         (48) 

Then  by  (8),  using  (45)  and  (46) 

*■'  -  WTTWf"  <*"' 


216  ELECTRIC  OSCILLATIONS         [Chap.  XIII 

From  equation  (49)  it  is  seen  that  the  current  in  Circuit  I 
is  the  same  as  it  would  be  if  II  were  removed,  and  the  resistance 
and  reactance  of  Circuit  I  were  replaced  by  R\  and  Z'j  respect- 
ively. Prom  (60)  it  is  seen  that  the  ciurent  in  Circuit  II  is  what 
it  would  be  if  I  were  removed  and  an  e.m.f .  mii  were  impressed 
on  Circuit  II. 

If  now  we  replace  m  by  its  value  (41),  rationalize  (49)  and  (50) 
and  take  the  real  part  of  the  result  we  have 

ii  =  yr  <50s  y»t  —  tan"^  -^j  (51) 

M<aE        I  .       .     _i  X\   ,  T       4.     _,  X%\         ,_-. 

H  =    rrr  r,    COS  Uai  —  IATT^  ^  "^  9  ""  *^^        P~)  v^^^ 


Where 


Z\Zi 

Z\  =  VxvTfiV  (53) 


R'l,  X'l,  Z'l  are  usually  called  equivalent  resistance^  reactance 
and  impedance  of  the  Circuit  I.  Since  we  are  going  to  introduce 
certain  other  equivalences,  we  shall  designate  the  equivalences 
here  given  the  forward  equivalences. 

Equaiions  (51)  and  (52)  give  the  current  in  the  two  circuits  in 
a  steady  stale  when  the  cosine  e.m.f.  is  impressed  on  Circuit  L 

195.  Currents  When  the  E.M.F.  is  Applied  to  Circuit  II.— 
Let  us  next  suppose  that  the  e.m.f .  is  impressed,  not  on  Circuit  I, 
but  on  Circuit  II,  and  let  us  call  the  equivalences  in  this  case 
backward  equivalences ^  which  we  shall  indicate  by  an  index  (^). 
We  can  form  the  expressions  for  the  current  in  this  backward 
case  by  a  mere  interchange  of  subscripts  1  and  2  and  an  accom- 
pan3ring  change  of  index  from  (')  to  (^).    That  iSi 

With  e.m.f.  applied  to  Circuit  II, 

i%  =  «-o  cos  Uat  —  tan"^  -p^j  (54) 

ii  =  Y^  ^^^  (^^  "  **^~^  "^  "^  ^/^  "  ^^^"^  rJ     ^^^^ 

There  follows  a  table  of  equivalences  (Table  I)  in  which  m  is 
any  pure  mutual  impedance.  This  Table  I  has  application  to 
any  case  of  pure  mutual  impedance  between  the  two  circuits  and 
may*be  used  in  a  case  more  general  than  that  of  the  transformer 
coupling  here  used  in  the  illustration. 
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Table  L— Equivalences  for  two  Circuits  With  Pure  Mutual  Impedance 


Baokward  eqiiiTalenoca 

Z'l*  -  «','  +  x\* 

X'  -  X    4.  ^*^' 

In  the  particular  case  under  consideration,  with  transformer 
coupling, 

m«  =  -M«««         ,  (56) 

We  have  in  equations  (51)  and  (52)  ^A«  current  in  the  two  circuits 
when  the  cosine  e.in.f.  is  impressed  on  Circuit  I;  in  equations 
(54)  and  (55),  the  corresponding  currents  when  the  cosine  e.m.f. 
is  applied  to  Circuit  II.  The  Equivalences  Jar  two  circuits  with 
pure  rnvJhud  impedance  are  given  in  Table  I. 

196.  Resonance  Relations  Obtained  by  the  Theorem  of 
Redpfodty. — We  may  now  apply  the  Theorem  of  Reciprocity  to 
determine  the  resonance  relations  in  the  system  of  two  circuits 
with  transformer  coupling.  The  e.m.f.  is  to  be  applied  to  Cir- 
cuit I,  and  we  are  to  obtain  the  adjustment  of  either  or  both 
circuits  such  as  to  give  a  maximum  of  current  amplitude  in 
Circuit  II.  Calling  the  current  ampUtude  in  Circuit  II  I2, 
we  have,  by  (52) 

•        Mo)E  ..-V 

Now  by  the  Reciprocity  Theorem,  this  current  amplitude  is 
the  same  as  the  amplitude  in  Circuit  I,  with  e.m.f.  in  Circuit  II; 
that  is,  by  (55)  and  the  Reciprocity  Theorem 

/.  =  |l|  (58) 

The  expressions  (57)  and  (58)  are  now  to  be  regarded  merely 
as  two  different  ways  of  writing  h.  In  (57)  Z'l  is  the  only  quan- 
tity that  contains  Xi,  so  the  adjustment  of  Xi  that  makes  /s 
a  maximum  is  that  adjustment  that  makes  Z\  a  minimum;  but 
since  of  the  two  terms  that  make  up  Z\,  R'l  does  not  contam 
Xi,  we  need  only  make  X\^  a  minimum;  and  this  is  attained  by 
making  X\  zero.    We  have  then  that  we  obtain  Xiopt.  by  making 

X\  =  0,  for  Ziopt.  (59) 
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In  like  manner,  if  we  employ  the  second  expression  (68)  for 
Jj,  it  is  noticed  that  only  Z2'  contains  X2,  and  of  this  qiiantity 
R2^  is  independent  of  X2,  hence 

^2°  =  0,  for  Xiopt.  (60) 

The  result  is  this:  For  any  given  value  of  X^,  the  optimum 
value  of  Xi  is  thai  value  that  m>akes  JT'i  =  0. 

For  any  given  valvs  of  Xiy  the  optimum  value  of  X2  is  that  value 
that  makes  -X'2®  =  0. 

In  order  to  get  the  grand  maximum  of  current  /•  it  is  necessary 
to  make  both  X'l  =  0  and  Xz^  =  0. 

197.  Discussion  dt  Results,  and  Their  Reduction  to  the  Forms 
Found  in  Chapter  XI. — By  Table  I  and  equation  (56),  we  may 
write  equations  (60)  in  the  form 

^2  =      ^  g      gives  X2  opt.  (61) 

This  equation  is  in  agreement  with  (36)  of  Chapter  XI,  called 
Partial  Resonance  Relation  S,  and  to  it  much  of  the  discussion  in 
Chapters  XI  and  XII  was  devoted. 

To  get  the  current  1 2  max.  for  X2  optimum,  it  is  only  necessary 
to  notice  that  in  (58)  of  the  present  chapter,  Z2°  reduces  to  R2^, 
so  that  (58)  becomes  in  view  of  Table  I 

'<2maz.  =                      if2    2D  y  ^^  X2  opt.  C^2) 

ti2^i  -r  — -y 

This  result  agrees  with  (38)  of  Chapter  X. 

In  order  now  to  obtain  the  best  adjustment  of  both  circuits 
simultaneously,  we  may  put  (59)  of  the  present  chapter  into 
the  form 

Xi  =  — ^"2  -  gives  Xi  opt.  (63) 

^2 

I 

and  solve  simultaneously  with  (61).  Equation  (63)  agrees  with 
equation  (37)  of  Chapter  XI,  and  was  there  called  Partial 
Resonance  Relation  P. 

As  pointed  out  in  Chapter  XI  one  way  of  satisfying  (61)  and 
(63)  simultaneously  is  by  making 

Xi  =  0  and  X2  =  0  (64) 
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Another  way,  by  taking  the  ratio  of  (61)  to  (63),  and  applying 
the  principle  of  division  to  the  ratios,  is  by  making 

Xi  ^Ri  ^  M^cj^ 
Xi      Ri        Zi^ 


(65) 


The  equaiions  (64)  and  (65)  are  in  agreement  with  equations 
(43)  arhd  (45)  of  Chapter  XI,  and  give  the  optimum  resonance 
relation. 

Now  it  is  to  be  noticed,  since  Zi^  is  greater  than  or  equal  to  R\^, 
thai  equation  (65)  can  be  fulfilled  only  provided 

R1R2  ^  MW  (66) 

which  is  the  criterion  inequality  (44)  of  Chapter  XI. 

The  discussion  of  this  problem  will  here  be  discontinued,  be- 
cause from  this  point  forward  the  material  beginning  at  equations 


R< 


FiO.  7. — Two  circuits  with  capacity  coupling. 

(47)  of  Chapter  XI  and  continuing  through  that  chapter  and 
through  Chapter  XII  applies  exactly. 


IV.  SOLUTION  OF  THE  PROBLEM  OF  TWO  CIRCUITS  HAVING 

CAPACITY  COUPLING 

198.  Statement — ^Let  us  consider  next  two  circuits  coupled 
together  by  having  a  common  condenser  C12,  as  shown  in  Fig.  7. 
The  mutual  impedance  in  this  case  is 


m  =  l/jCiiw 


(67) 


The  reactances  are 


Xi  =  Liw  -  1/CiO),     X2  =  Lao  -  l/Cjco  (68) 

where  Ci  is  total  primary  capacity  consisting  of  Cio  and  Cw  in 
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series,  and  Ct  is  the  total  secondary  capacity  consisting  of  do 
and  Ci2  in  series. 
Therefore, 

J  -  -L  4-  J-  1  -  -L  -I-  J-  (M^ 

Ui  Uio  v-'lj    O2  V/20  ^12 

The  discussion  concerning  the  case  of  the  transformer  coupling, 
given  in  the  present  chapter,  applies  exactly  to  the  capacity 
coupling  if  we  give  to  m  the  value  in  (67)  in  place  of  the  value  in 
(56). 

With  this  understanding  the  table  of  equivalences  Table  I 
may  be  retained. 

199.  Current  Amplitude  in  Circuit  n. — The  current-amplitude 
equations  (57)  and  (58)  must  be  changed  by  replacing  M<a  in 
the  numerator'  by  l/Citco.    We  thus  obtain 

and 

E 

Equationa  (70)  and  (71)  are  alternative  expressions  far  the  cut' 
rent  amplitude  in  Circuit  II,  when  the  coupling  between  Circuit  I 
and  Circuit  II  is  by  means  of  a  common  condenser  Ci%.  The 
values  of  Z\  and  Z^  are  given  in  Table  I,  which  mu^  be  employed 
with  (he  value  of  m  given  in  (67). 

200.  Partial  Resonance  Relations. — ^By  replacing  M^ta*  by 
1/Cii^ul^,  equations  (61)  and  (63)  become  the  partial  resonance 
relations  for  the  capacity  coupling,  as  follows: 

X2  =  c^^2;^v  gives  Xj  opt  (72) 

and 

^1  =  n   2  27  2>  giv®®  -^1  opt.  (73) 

U12  CO  Zf2 

In  the  case  of  capacity  coupling  by  a  condenser  C12  common  to 
Circuit  I  and  Circuit  II,  the  value  of  X^  given  in  (72)  produces 
the  largest  current  amplitude  1%,  for  given  values  of  Cn,  Xi,  Zi, 
and  (a. 

^  p —  with  a  minus  sign  is  not  employed  because  amplitude  is  essen- 
tially posiitiM'^ 
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In  like  manner  the  value  of  Xi  given  in  (73)  prodtuxB  the  largest 
value  of  It,  for  given  values  of  Cn,  Xt,  Zt,  and  <a. 

201.  Optimum  Resonance  Relation  and  Current  at  Optimum 
Resonance. — In  order  to  obtabi  Tnaximmn  current  amplitude 
It  when  both  X\  and  Xi  are  varied  and  adjusted,  it  is  necessary 
to  give  to  them  such  adjustments  that  both  (72)  and  (73)  are 
satisfied.    Let  us  note  that  the  product  of  (72)  and  (73)  gives 

-X'l-X^*  =  n  5ifUi>  whence  (note  also  (72))  (73) 

Either  Xi  =  0  =  Z,  (74) 

or  Z,Zt  =  ^ri-5  (76) 

\j  12  W 

The  latter  can  be  fulfilled  only  provided 

C^^  ^  ^'^' 

Returning  to  (72)  and  (73),  let  us  divide  one  by  the  other 
obtaining 

X?  -  z?  ^^^> 

whence  by  Division  of  Ratios,  and  combination  of  results  with 
(72)  we  have 

Also  by  (74) 

Xi  =  0  =  Xt,  provided  Tr-r-t  <  ^i^«  (TO) 

C/ 12  W 

Equations  (77)  ani  (78)  are  the  optimum  resonance  relations. 
Ovt  of  analogy  with  the  case  of  transformer  coupling,  we  may  caU 
(77)  (he  optimum  resonance  relation  with  Capacity  Coupling 
Svfficienlf  and  (78)  the  optimum  resonance  relation  with  Capacity 
Coupling  Deficient.  Either  relation  is  optimum  when  the  Capacity 
Coupling  is  Cxitical  (i.6.,  l/Cv^ofl  —  RiRt). 

202.  Current  Amplitude  I2  at  Optimum  Resonance.    Max. 

ICax.  Current,  with  Capacity  Coupling. — The  resonance  relation 

(72)  is  equivalent  to  making  Xt^  =  0,  as  is  seen  by  reference  to 

Table  I.    In  this  case  equation  (71)  becomes 

E 
[/souulIxi  opt.  =^ — Zfl^  which,  by  Table  I, 

''^   '   '   g 

(79) 


Ci2«(ZiiZ2  +  ^^^J 
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Equaiion  (79)  gives  the  amplitude  of  current  in  Circuit  II,  when 
Circuit  II  has  its  optimum  adjustment,  with  any  values  whatever 
of  the  other  constants  of  the  system. 

Let  us  now  make  the  additional  requirement  that  Xi  shall  also 
have  its  optimum  adjustment.  There  will  be  two  cases  according 
as  the  capacity  coupling  is  Sufficient  or  Deficient. 

First,  with  Coupling  Sufficient,  equation  (77)  gives 

Ci2(ay/R2 
which  introduced  into  (79)  gives 

E  1 

1 2  max.  max.  =  -—7==.,  providcd  ^    ,  ^  >  RiRi  (80) 

2vi2ifij  C  12=^0)^ 

Second,  with  Coupling  Deficient,  we  may  still  employ  equation 
(79)  but  must  satisfy  (78)  by  making  Xi  =  0.  Then  in  (79) 
Zi  reduces  to  Ri,  and  we  obtain 

E  1 

^2  max.  max.  = r" ,  prOVidcd  ^     ^    ^  <  RiR^     (81) 

Ci^RlR^  +  Tj; 

When  Circuit  I  and  Circuit  II  are  coupled  together  by  having 
a  common  condenser  Cn  we  may  designate  the  coupling  as  Sufficient 
when 

ri   9  2  >  R1R2  (82) 

and  may  designate  the  Coupling  as  Deficient  when 

ri    o   z  '^  R1R2  (83) 

C  12^(0* 

When  these  two  quantities  that  occur  in  (83)  are  equal,  we  shall 
designate  the  Coupling  as  Critical.  We  have  the  result  that  (80) 
gives  the  max.  max.  current  amplitude  1%  when  dhe  coupling  is 
Capacity  Coupling  SufficierU.  On  the  other  hand,  if  the  Capacity 
Coupling  is  Deficient,  I2  has  the  max.  max.  value  given,  by  (81). 
When  the  coupling  is  Critical,  either  (80)  or  (81)  gives  the  current 
at  optimum  resonance  of  both  Circuit  I  and  Circuit  II. 

As  in  the  case  of  the  transformer  coupling,  we  have  the  result, 
that  so  long  as  the  coupling  is  sufficient,  the  current  li  at  opti- 
mum adjustment  has  an  amplitude  independent  of  the  size  of 
the  coupling-condenser  Cu. 
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All  of  the  deductions  regarding  the  case  of  transformer  coupling 
apply  consistently  to  the  case  of  capacity  coupling,  provided 
we  replace  Mw  of  the  transformer  case  by  —  l/Cijo)  of  the 
capacity-coupling  case. 


V.    SOLUTION  OP  THE  PROBLEM  OF  TWO  CIRCUITS 
HAVING  RESISTANCE  COUPLING 

203.  Partial  Resonance  Relations. — A  diagram  of  two  cir- 
cuits coupled  together  by  having  a  common  resistance  Rit  is 
shown  in  Fig.  8.     The  common  mutual  impedance  in  this  case  is 


m  —  Rii 


(84) 


^1  S..  ^  ^»  R» 


Ofc. 


JO 


R 


12 


«, 


oA^ 


Fio.  8. — Two  circuits  having  resistance  coupling. 

The  total  resistance  of  the  CSrcuit  I  is  fii  made  up  of  the  com- 
mon resistance  Ru  and  the  resistance  Rio  (say)  in  Circuit  I  not 
common  to  Circuit  II.     That  is, 

Ri  =  x?io  H~  Ri2  \P^/ 

likewise 

i?2  =  -Rio  "h  Ri2  (So) 

With  the  understanding  that  m  has  the  value  given  in  (84) 
the  Table  of  Equivalences  (Table  I)  will  give  the  Equivalences 
for  this  case  also. 

The  partial  resonance  relations  then  become 

X\  =  0,  and  Xt""  =  0, 
which  by  Table  I  and  equation  (84)  give 


and 


__  Rit  Xi    .       -^ 

Xi   = 2^y- gives  A  lopt. 


__  /?i2  Xi     .  ^ 

A  2   = ^ry- gives  A  2  opt. 


(87) 


(88) 
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EquaJtions  (87)  and  (88)  are  the  partial  resonance  relations 
P  and  S  respectively. 

204.  Optimum  Resonance  Relation. — For  the  optimum  reso- 
nance relation,  (87)  and  (88)  must  be  true  simultaneously.  They 
can  be  true  simultaneously  only  provided 

Xi  =  0  =  Z,  (89) 

for  by  taking  the  product  of  (87)  and  (88)  we  have 

XiXiiZi^Z^^)  =  XiX,(Rn')  (90) 

Now  Z1Z2  ^  RiRij  by  definition  of  Zi  and  Z%,  and  by  (85) 
and  (86)  RiRt  >  Ri2\  hence 

Zi^Zi*  >  Rit\ 
and  by  (90),  therefore 

X1X2  =  0. 

Comparison  of  this  result  with  (87)  and  (88)  shows  that  both 
Xi  and  X2  must  be  zero. 

In  this  case  of  resistance  coupling  between  the  circuits  I  and  II, 
we  have  orUy  one  case  of  optimum  resonance,  given  by  (89),  which 
corresponds  to  the  case  of  Deficient  Coupling  in  the  other  examples 
of  Transformer  Coupling  and  Capacity  Coupling. 

206.  Secondary  Current  Amplitude  at  Optimum  Resonance 
with  Resistance  Coupling. — ^The  general  expression  for  amplitude 
li  of  current  in  this  case,  since  this  amplitude  is  essentially  posi- 
tive, is  obtained  by  replacing  M<a  by  Rn  in  equations  (57),  and  is 

Y    R12E  ^   R\%E ^ 

Z  1Z2       Zi  Z\ 

Before  passing  to  the  case  of  optimum  resonance,  let  us  in- 
troduce merely  the  resonance  relation  with  X^  optimum  as 
given  in  (88),  which  is  equivalent  to  Xi    =  0.    This  gives 

\i        \  —  ^^^^ 

[1 2  max.JXi  opt.  "    7  D  o 

and,  by  Table  I, 

RitE 


H'^-Hr) 


Rii^RA         (91) 


EquaJtion  (91)  gives  the  amplitude  of  current  in  Circuit  II  when 
all  the  constants,  except  X2,  have  any  valves,  and  Xt  has  its  opti- 
mum  adjustment  as  specified  by  (88). 
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Let  us  now  introduce  the  condition  that  X^  as  well  as  X^  shaU 
have  its  optimum  adjustment.  By  (89)  this  can  be  attained 
only  by  making  Xi  =  0,  then  by  (88)  X%  automatically  becomes 
zero. 

Making  Zi  »  0  in  (91)  we  obtain 

i2mAz.  max.  =^    n  n  d    i  (92) 

EquaJtion  (92)  gives  the  maximum  possible  value  of  1 2,  in  (he  case 
of  two  circuits  I  and  II  coupled  by  having  a  common  resistance 
Rit.  The  adjustment  that  gives  this  max.  max,  current  is  given  by 
(89),  and  is  seen  to  be  an  adjustment  of  each  circuit  separately 
to  have  its  undamped  period  equal  to  the  period  of  the  impressed 
e,m^. 

Note  thai  the  case  of  resistance  coupling  is  always  one  of  essen- 
tially Deficient  Coupling. 


15 


CHAPTER  XIV 

RESONANCE  RELATIONS  IN  A  CHAIN  OF  THREE 

CIRCUITS  WITH  CONSTANT  PURE  MUTUAL 

IMPEDANCES.    STEADY  STATE 

206.  Statement  of  Problem. — We  propose  now  to  utilize  the 
Reciprocity  Theorem  of  the  preceding  chapter  to  determine  the 
resonance  relations  in  a  system  of  three  circuits  arranged  in  a  chain 
with  the  couplings  between  the  circuits  in  the  form  of  pure  mviuoL 
impedances,  as  defined  in  Art.  192.  The  purpose  of  this  treat- 
ment is,  first,  to  give  an  illustration  of  the  simplicity  resulting 
from  the  use  of  the  Reciprocity  Theorem  to  determine  resonance 
relations,  and,  second,  to  lay  the  foundations  for  solving  im- 
portant problems  relating  to  radiotelegraphic  practice. 


Fio.   1. — ('hain  of  three  circuitn  with  transformer  coupling. 

207.  Illustrative  Forms  of  Circuits. — Two  forms  of  circuits 
to  which  the  present  analysis  applies  are  shown  in  Figs.  1  and  2. 

In  Fig.  1  the  couplings  in  the  chain  of  three  circuits  are  made 
by  transformers. 

In  Fig.  2,  which  is  analogous  to  a  much-used  type  of  radio 
receiving  system,  the  coupling  between  Circuit  I  and  Circuit 
II  is  by  a  transformer,  while  the  coupling  between  Circuits  II 
and  III  is  by  a  common  condenser  C23. 

In  both  figures  R$  represents  a  resistance  that  may  be  regarded 
as  the  resistance  of  the  detector. 

The  two  figures  are  both  special  cases  of  a  chain  of  three  cir- 
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cults  with  pure  muttud  impedances  as  defined  in  the  previous 
chapter. 

208.  Anticipatory  Sketch  of  the  Method. — The  method  em- 
ployed in  this  problem  will  consist  in  obtaining  three  Variant 
Expressions  for  the  current  in  Circuit  III,  when  the  e.m.f.  is 
applied  to  Circuit  I.     These  three  forms  will  be  found  to  be 

_     \PyE\     _      \fiyE\      __     \&yE\ 

ZfsZr  2^  1  ^1^2   ^Z  Li\£j  2   ^3 

(1)  (2)  (3) 

where  the  vertical  lines  enclosing  the  numerator  indicates  abso^ 
lute  value. 


Fig.  2. — Chain  of  three  circuits  with  one  transformer  coupling  and  one  capacity 

jcoupling. 

The  various  Z's  will  be  found  to  have  the  definitions  given  in 
Table  I,  Art.  211.  The  values  of  the  various  Z's  will  then  be  shown 
to  be  such  that  we  obtain  certain  fundamental  forms  of  the  reso- 
nance relations  by  inspection. 

The  principles  underlying  the  method  will  now  be  established, 
first,  by  directly  showing  the  identity  of  the  denominators  of  (1), 
(2),  and  (3),  and,  second,  by  the  use  of  the  Reciprocity  Theorem. 

209.  Direct  Proof  of  the  Identity  of  the  Denominators  of 
Equations  (1),  (2),  and  (3).— Referring  to  Table  I  in  Art.  211  for 
definitions  of  the  various  Z's,  let  us  note  by  direct  multiplication 
and  substitution  that 

(ZaZ',Z'i)2  =  (ZiZi^Zg^)^  =.(ZiZVZs)^ 
=  Zi^Za^Z,*  +  jS^Zs^  +  T^Zi^ 
+  2/32Z8H«i«2  -  XxX^)  \  (4) 

+  2y^ZxKR2Rz  -  X^z) 
+  2fi^y\RxRz  +  Z1Z3) 

Prom  equations  (4)  it  appears  that  equations  (1),  (2),  and  (3) 
are  established  as  soon  as  we  prove  the  correctness  of  any  one  of 
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them.  This  last  step  is  easy  to  take,  but  will  be  here  omitted, 
as  the  step  occurs  in  the  use  of  the  Reciprocity  Theorem  following. 
On  accoimt  of  the  importance  of  the  Reciprocity  Theorem 
in  itself  y  we  shall  now  make  use  of  it  to  deduce  again  the  identity 
of  equations  (1),  (2),  and  (3),  and  shall  incidentally  supply  such 
steps  as  have  been  omitted  in  the  above  sketch. 

L  APPLICATION  OF  THE  RECIPROCITY  THEOREM 

210*  Notation. — The  notation  employed  here  will  be  the  same 
as  in  the  preceding  chapter,  namely,  as  we  go  around  the  nth 
circuit, 

Rn  =  the  sum  of  all  the  resistances  in  series  in  the  nth  circuit 
including  resistances  common  to  neighboring  circuits,  if 
there  be  such; 

Ln  =  the  sum  of  all  self-inductances  in  series  in  the  nth  cir- 
cuit, including  self-inductances  common  to  the  nth  cir- 
cuit and  its  neighbors  if  there  be  such,  and  including  the 
self-inductance  of  any  primary  or  secondary  coil  of  a 
transformer  if  any  such  coil  be  in  the  nth  circuit; 
1/Cn  =  the  sum  of  the  reciprocals  of  all  capacities  in  series  in 
the  nth  circuit,  including  the  capacities  of  condeners; 
common  to  the  nth  circuit  and  to  neighboring  circusits 

Xn  =  Lna>  -   l/CnU>,       Zn'  =   Rn^  +  ^n^       Zn   =   Rn  +  jXn] 

mis  =  complex  mutual  impedances  between  Circuits  I  and  II 

=  zn  +  jM i2(»),  where 
2^12  =  complex  impedance   common  to  Circuits  I  and  II,  if 
there  be  such,  and 
Af  12  =  mutual  inductance  between  Circuits  I  and  II,  if  there  be 

such. 
tntif  tnuj  etc.  =  similar  quantity  to  mi2  but  for  other  pairs  of 
circuits. 

211.  Values  of  Complex  Current  Amplitudes  and  Complex 
Currents. — By  means  of  the  general  methods  of  Chapter  XIII, 
it  is  seen  that  with  the  cosine  e.m.f.  applied  to  Circuit  I,  the 
ciurents  in  the  three  circuits  are  the  reed  parts  of  the  complex 
quantities 

fi  =  Ai€^,    12  =  Aje^"*,    i,  =  Az€^'^  (6) 

where  <a  is  the  angular  velocity  of  the  impressed  e.m.f.,  and  Ai, 
At,  A  a,  satisfy  relations  of  the  form  of  (34),  (33)  and  (32)  of 
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Chapter  XIII,  with,  however,  all  of  the  terms  of  subscripts 
higher  than  3  made  equal  to  zero.  These  relations  written  out 
here  are 


A,  = 


A,  = 


mi^Ai 


fntiA\ 


z%  - 


mii' 


zz 


ili  = 


E 


Zi  - 


mi2' 


Rz  +  jXz 

R'l  +  iX't 

E 

"  R/  +  jX\ 


(6) 


(7) 


«,  - 


Zz 


(8) 


where  the  third  members  of  (7)  and  (8)  are  written  down  from 
the  general  knowledge  that  any  algebraic  combination  of  complex 
quantities  is  a  complex  quantity  of  the  form  a  +  jh. 

Equations  (7)  and  (8)  require  that  R'l,  X'l,  /Z'j,  and  X't 
shall  be  given  definitions  consistent  with  these  equations  (7) 
and  (8). 

By  working  out  the  values  of  the  denominators  in  (7)  and  (8), 
and  equating  the  two  denominators  for  the  same  quantity  in  each 
case,  we  obtain  the  values  of  the  primed  quantities  in  the  first 
column  of  Table  I  following: 

Table  L — ^Equivalences  for  Three  Circuits  with  Pure  Mutual  Impedances 


Forward  equivalenoes 

Backward  «quivalenoea 

Two-way  equivalenoeB 

JTi  —  ill  +    -,  . 
X  1  -  Xi       ^,^, 

x.-x.-  2^, 

x,'.x,-^ 

HV.fi. +^^  +  ^' 
^  •        ^'       Zi«        Z.« 

Z'i«  -  fi'i*  +  X'i« 
ZV  -  «*««  +  X'i« 

Zi««  -  fit'*  +  Xi*« 

Z'j»«  -  R't''*  +  X',<»« 

In  Table  I  and  in  subsequent  equations,  since  the  two  m's  are 
pure  imaginaries,  as  may  be  seen  by  reference  to  their  formation^ 
we  have  let 

win  =  jfi 
and  (9) 

rrhz  =  jy 
where  fi  and  y  are  real  quantities. 
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In  setting  up  Table  I  we  have  rejilaced  mi2  and  m%z  by  their 
values  (9). 

212.  Ctirrents  in  Terms  of  Forward  Equivalences. — We  may 
now  write  down  the  values  of  the  currents  ii,  ^2,  t»  with  the  use 
of  the  Forward  Equivalences  contained  in  column  one  of  Table  I. 

This  is  done  by  taking  (6),  (7),  and  (8),  in  terms  of  the  primed 
quantities,  eliminating  among  them  and  substituting  the  results 
in  (5),  and  then  rationalizing  and  taking  the  real  part  of  the  result, 
obtaining 

ii  =  ^r  cos  M  -  /i)  (9) 

^  1 

ByE 
is  =  fz  y/  y/   cos  (co<  +  T  -  ip\  -  ip\  -  ipz)  (11) 

£SZ^  2^  1 

where 

v?'i  =  tan"*-^,  <p'2  =  tan-i  ^— ^  ^3  =  tan"^  ~         (12) 

Also,  if  in  (11)  we  let  /s  be  the  amplitude  of  zj,  we  have 

^_§yE_ 
'      ZzZiZ'  ^     ' 

Equations  (9),  (10),  and  (11)  give  the  values  of  the  currents  in 
the  three  circuits  respectively  after  these  currents  have  recxhed  a 
steady  state,  under  the  action  of  a  cosine  e.m,f.  of  amplitude  E 
impressed  on  Circuit  L  EquaJtion  (13)  gives  the  amplitude  of 
current  in  Circuit  III. 

213.  Current  Amplitude  I3  in  Terms  of  Backward  Equivalences. 
Let  us  now  obtain  a  Variant  form  of  /j.  To  do  this  we  shall 
temporarily  suppose  that  the  e.m.f.  is  applied  to  Circuit  III, 
and  shall  obtain  the  current  in  Circuit  I.  The  Backward  Equiva- 
lences of  Table  I  bear  to  this  case  the  same  relation  that  the 
Forward  Equivalences  bear  to  the  forward  case,  so  we  obtain 

1 1  =  /7  rr  0/7  o»   when  the  e.m.f.  is-  applied  to  Circuit    III. 

Z1Z2  ^z 

Now  by  the  Reciprocity  Theorem,  this  current  /i  is  the  same 
as  we  should  get  in  Circuit  III  (that  is,  h)  if  the  e,m.f .  were  ap- 
plied to  Circuit  I;  whence 

ByE 
Iz  -  rj  rj  orj  o'  with  c.m.f.  itt  Circuit  I. 

Zi\Ci2   <^i 


Chap,  XIV]        CHAIN  OF  THREE  CIRCUITS 


231 


This  is  equation  (2)  above. 

As  to  equations  (1),  let  us  note  that  it  has  been  akeady  ob- 
tained in  (13). 

214.  Current  Amplitude  I«  in  Terms  of  Two-way  Equivalences. 
We  have,  remaining,  one  more  form  of  expression  (3)  to  obtain 
for  7i.  This  may  be  obtained  by  the  Theorem  of  Reciprpcity 
applied  to  Circuits  I  and  II.  By  the  general  equations  of  tlfe 
form  of  (29),  Chapter  XIII,  when  the  e.m.f.  is  applied  to  Circuit 
II,  and  when  there  are  only  three  circuits  in  the  chain,  we  obtain 
the  relations 

ZiAi  —  mi2A2  =  0 
— mi2i4.i  +  Z2A2  —  mitAz  =  E  (13) 

Replacing  mu  byj^,  itiit  hy  jy,  and  solving  (13)  for  Ai,  At, 
and  A3,  we  obtain 


A,  = 


A.  = 


A,  = 


_  m, 

jyA2 


Zi 


E 


E 


^*  +  T  +  T 


R'^  +  2^'^ 


(say) 


(14) 


The  last  denominator  of  the  A2-equation  is  an  abbreviation 
for  the  complex  denominator  preceding  it  in  the  Aa-equation. 
Equating  the  real  and  the  imaginary  parts  of  these  two  denomina- 
tors respectively,  we  obtain,  on  solving,  the  values  of  R'^  and 
X'\  contained  in  the  last  column  of  Table  I.  These  values 
are  the  equivalent  resistance  and  reactance  of  Circuit  II  as  in- 
fluenced by  the  two  Circuits  I  and  II,  and  are  hence  called  the 
Two-^ioay  Equivalences  of  Circuit  II. 

Now  solving  the  Ai-equation  and  the  A.2-equation  of  (14) 

as  simultaneous,  rationalizing  and  taking  the  amplitude  of  the 

real  part,  we  obtain 

pE 


/i  = 


Z'2^Zi 


,  with  e.m.f.  in  II 


(15) 


Compare  with  this  the  amplitude  of  iz  in  (10),  which  gives 


PE 


li  =  <y/  ry/  9  with  c.m.f .  in  I 


(16) 
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By  the  Theorem  of  Reciprocity  these  two  quantities  (15) 
and  (16)  are  equal,  hence 

Z'^Zi  =  Z'iZ'2  (17) 

Multipl3ring  both  sides  of  this  equation  by  Zs,  we  obtain 

•     '  ZiZ'j^Z,  =  ZsZ',Z^  (18) 

which  makes  (3)  true  if  (1)  is  true.    But  we  have  already  proved 

(1). 

We  have  thicB  shown  thai  equaJtions  (1),  (2),  and  (3)  are  three 
different  ways  of  expressing  the  current  amplitude  in  Circuit 
III  under  the  action  of  a  cosine  e.m,f.  applied  to  Circuit  I,  pro- 
vided  the  current  has  reached  a  practically  steady  state. 

The  use  of  the  Reciprocity  Theorem  has  enabled  us  to  obtain 
certain  Equivalent  Resistances,  indicated  by  R\,  R\,  R^*,  ijj®,  R'^f 
and  certain  Equivalent  Rea^ances,  indicated  by  X'l,  X\,  Xz^, 
Xi^,  X'%*j  all  of  which  are  tabulated  with  their  values  in  Table  I. 
By  taking  the  square  root  of  the  sum  of  the  squares  of  these  resistances 
and  the  corresponding  reactances  we  have  formed,  and  included  in 
Table  I,  the  Equivalent  Impedances  Z\,  Z%  Z,"*,  Zj"*,  Z',**. 

We  have  then  written  down  in  terms  of  the  Equivalent  Impedances 
three  different  expressions  for  the  Current  Amplitude  Iz.  In  these 
three  expressions  (1),  (2),  (3),  the  occurrence  of  Xi,  Xi,  and  Xz,  as 
will  presently  be  shown,  is  such  that  certain  fundamental  forms  of 
the  resonance  relations  may  be  had  by  inspection. 

n.  PARTIAL  RESONANCE  RELATIONS  AND  RESTRICTED 
RESONANCE  RELATIONS  WITH  PURE  MUTUAL  IM- 
PEDANCES UNCHANGED 

215.  Nomenclature. — We  shall  designate  as  Partial  Reso- 
nance Relation  re  X\  the  adjustment  of  Xi  that  makes  Iz  (say)  a 
maximum  when  all  the  other  members  of  the  circuits  are  kept 
constant. 

In  general  a  Partial  Resonance  Relation  re  a  Variable  will 
mean  the  adjustment  of  the  variable  that  makes  the  amplitude 
of  the  current  in  the  detector  circuit  (or  work  circuit)  a  maximum 
while  all  the  other  members  of  the  system  are  kept  constant. 

In  certain  cases  the  range  of  adjustment  of  a  designated 
variable  may  not  be  sufficient  to  attain  an  absolute  maximum 
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of  the  work  current.  In  those  cases  we  shall  designate  as  a 
Restricted  Resonance  Relation  re  a  Variable  the  adjustment  of 
the  variable  that  will  make  the  current  ampUtude  in  the  work 
circuit  the  largest  that  can  be  obtained  with  any  adjustment 
possible  to  the  variable  under  the  limitations  of  the  restriction. 
In  case,  for  example,  Xi  is  the  variable  under  observation, 
we  shall  refer  to  the  value  of  Xi  that  gives  the  greatest  work  cur- 
rent, subject  to  the  restrictions  of  Xi,  as  the  Restricted  Resonance 
Relation  re  Xi,  or  Resonance  ReUUion  re  Xi  Restricted. 

216.  Resonance  Relations  for  a  Chain  of  Three  Circuits 
With  Pure  Mutual  Impedances  Unchanged. — We  have  already 
pointed  out  in  the  anticipatory  sketch  (Art.  208)  the  nature 
of  the  steps  to  be  employed.  Three  forms  of  expression  for 
/s  were  given  in  equations  (1),  (2),  and  (3),  and  these  three  forms 
have  now  been  derived  and  shown  to  be  identical  in  value.  Since 
the  numerators  are  supposed  to  be  constant,  we  can  make  Iz  a 
maximum,  by  making  the  denominators  a  minimum. 

By  definition  of  the  various  equivalences  in  Table  I  it  is  seen 
that  the  denominator  ZsZ'sZ'i,  of  equations  (1)  involves  Xi 
only  in  the  factor  Z'l.  To  make  Iz  a  maximum  by  varying  Xi, 
it  is  necessary,  therefore,  only  to  make  Z'l  a  minimum  re  Xi. 
Since  the  resistances  of  the  system  are  all  constants,  in  it  is 
seen,  by  reference  to  Table  II,  that  this  is  attained  by  making 
X'l*  a  minimum  re  Xi 

Heince,  if  Xi  is  unrestricted,  the  resonance  condition  is 

Z'l  =  0  (20) 

(Partial  Resonance  Relation  re  Xi) 

On  the  other  hand,  if  Xi  is  restricted,  the  resonance  condition  is 

X\*  =  minimum  (21) 

(Resonance  Relation  re  Xi  Restricted) 

In  like  manner,  since  in  the  denominator  of  (3),  Xi  occurs 
only  in  the  factor  Z'%°,  we  find,  by  similar  reasoning, 

A"',^  =  0  (22) 

(Partial  Resonance  Relation  re  Xi) 

and 

X'ji°*  =  minimum  (23) 

(Resonance  Relation  re  Xi  Restricted) 
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Again,  since  in  the  denominator  of  (2)  X3  occurs  only  in  the 
factor  Zs®,  we  have 

^3°  =  0  (24) 

(Partial  Resonance  Relation  re  X3) 
and 

Xz°^  =  minimum  (25) 

(Resonance  Relation  re  X3  Restricted) 

EquaiUma  (20),  (22),  and  (24)  give  respectively  the  partial 
resonance  relations  re  Xi,  ^2,  and  Xs,  when  the  mviual  impedances 
are  pure  and  unvaried.  In  ca^e  restrictions  on  any  or  all  of  the 
reactances  prohibits  the  aUainment  of  any  or  all  of  the  partial 
resonance  relalions,  we  must  substitute  for  any  of  the  relations  that 
is  unattainable  the  corresponding  Resonance  Relation  Restricted^ 
as  given  in  (21),  (23),  or  (25). 

m.  APPLICATION  TO  A  CASE  IN  WHICH  THE  REACTANCES  ARE 

ALL  UNRESTRICTED 

217.  Optimum  Resonance  Adjustments.  Adjustments  for  a 
Grand  Maximum  of  Current  Amplitude  Is,  When  the  Reactances 
are  All  Unrestricted. — ^Let  us  now  determine  the  adjustments 
that  must  be  given  to  all  three  of  the  circuits,  in  order  to  obtain 
a  grand  maximum  of  amplitude  Is,  under  the  condition  that  all 
of  the  reactances  are  unrestricted. 

This  is  done  by  solving  (20),  (22),  and  (24)  as  simultaneous. 
For  this  purpose  we  shall  make  constant  use  of  Table  I,  Art.  211. 

Let  us  first  solve  (20)  and  (22)  as  simultaneous. 

By  (22) 

Z'2°  =  0. 

By  a  comparison  of  the  third  and  first  columns  of  Table  I,  Art. 
211,  it  is  seen  that  the  satisfaction  of  this  equation  requires 

X'2  -  ^'  =  0  (26) 

Equation  (26)  is  an  alternative  form  of  (22). 
Returning  now  to  (20),  we  may  write  it  (by  the  definition  of 
X'l)  in  the  form 

^1  -  S-'  =  0  (27) 


£J   2 

Equation  (27)  is  an  alternative  form  of  (20). 
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If  now  (22)  and  (20)  are  simultaneously  true,  their  equivalents 
(26)  and  (27)  must  be  simultaneously  true;  so  that  by  replacing 
X'i  in  the  numerator  and  denominator  of  (27)  by  its  value  from 
(26),  we  obtain 

Equation  (28)  is  a  first  step  in  the  treatment  qf  (20)  and  (22)  as 
simultaneous. 
From  (28)  it  follows  that 

either  Xi  =  0  (29) 

or  ij32  =  __«__  =  __  (30) 

This  last  equation  is  obtained  by  dividing  (28)  by  Zi,  and 
clearing  of  fractions,  obtaining  the  equality  of  the  first  term 
to  the  second.  The  third  member  follows  from  the  second  by 
emplo3dng  the  definition  of  Zi*. 

Extracting  the  square  root  of  (30)  and  combining  the  alterna- 
tive combination  (29)  (30)  with  (26),  we  obtain 

either  Xi  =  0  and  Z'j  =  0  (31) 

Equations  (31)  and  (32)  constitute  a  pair  of  results,  one  or  the 
other  of  which  must  be  fulfilled  in  order  to  make  Xi  and  X^  both 
optimum,  while  Xz  may  have  any  value  whatever.  The  quantity 
Xi  is  involved  in  X'2  and  R'%  (see  Table  I). 

A  similar  treatment  of  (22)  and  (24)  as  simultaneous  gives 

either  Xs  =  0  and  Xz""  =  0  (33) 

x;  =  ii;'z?  (34) 

Equations  (33)  and  (34)  constitute  a  pair  of  resvltSf  one  or 
the  other  of  which  must  be  fyifiUed  in  order  to  make  Xz  and  Xt  both 
optimum,  while  Xi  {involved  in  X2  and  R%^)  may  have  any  values 
whatever. 

We  come  next  to  treat  of  the  case  where  all  three  of  the 
circuits  are  at  optimum  adjustment  simultaneously.  This 
treatment  consists  in  solving  the  equations  (31)  and  (32)  as 
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simultaneous  with  (33)  and  (34),  while  keeping  in  mind  that 
the  two  pairs  of  equations  are  themselves  alternative  possibilities. 

We  shall  first  show  that  (32)  and  (34)  are  not  simultaneously 
possible,  as  follows: 

Replacing  the  primed  quantities  in  (32)  by  their  values  from 
Table  I,  we  obtain  for  this  equation 

X2  _  7^  ^^+  y!^  =  iL  (35) 

Xi'     X\Zz^      Ri      RiZs^      Zi 

A  similar  treatment  of  (34)  gives  for  it 

X,       XzZi^       Rz'^  RzZi^       Zz*  ^"^^^ 

If  we  make  these  two  results  true  simultaneously  their  latter 
parts  lead  to 

2Ri/Rz  =  0, 
which  cannot  be  true. 

We  may,  therefore,  exclude  the  stmvUaneous  ftdfiMmerU  of 
(32)  and  (34)  as  a  possible  compliance  iviih  the  resonance 
requirement. 

We  shall  next  examine  (31)  and  (33)  as  a  possible  simultaneous 
resonance  adjustment.    This  combination  gives 

Xi  =  0,  Z,  =  0,  X'2  =  0,  Xt""  =  0 

By  definitions  of  X'%  and  Xt^  (Table  I),  these  equations  reduce 
to 

Xi  =  X,  =  X,  =  0  (37) 

Equaiions  (37)  is  the  result  of  treating  (31)  and  (33)  as 
simultaneous. 

Let  us  now  examine  the  combination  of  (31)  and  (34).  By 
(31)  two  of  the  numerator  terms  of  (34)  reduce  to  simpler  values, 
and  the  combination  gives 

1  =  0,  and  Y'  =  — ^"^ =  2  «  ^  ^ 

Equations  (38)  is  the  result  of  treating  (31)  and  (34)  as 
simultaneous. 

In  like  manner  the  combination  of  (33)  and  (32)  gives 

X»  =  0,  and  I?  =  ^^^  =  £,  (39) 
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Equations  (39)  is  the  result  of  treating  (33)  and  (32)  as 
simultaneous, 

218.  Adjustments  for  Grand  Maxima  of  Is  Sunmuuized  and 
Designated  Optimum  Combinations.  Current  Amplitude  Is 
Obtained  at  the  Optimum  Combinations.  Conditions  Under 
Which  the  Combinations  are  Respectively  Optimum. — We  have 
given  in  equations  (37),  (38),  and  (39)  three  combinations  of 
relations  any  one  of  which  satisfies  (20),  (22),  and  (24)  simul- 
taneously, and  is  a  possible  optimum  combination.  We  shall 
now  show  that  it  is  sometimes  one  and  sometimes  another  of 
these  combinations  that  is  optimum. 

Let  us  designate  the  three  combinations  as  follows: 

Optimum  Combination  (a),  equation  (37); 
Optimum  Combination  (fi),  equation  (38); 
Optimum  Combination  (7),  equation  (39). 

The  condition  imder  which  Combination  (/3)  is  attainable 
may  be  had  by  inspection  of  (38),  by  noting  that  Zt'^  cannot 
be  less  than  Bz^j  whence 

RiRt  Rz 

that  is, 

RiRtRz  ^  Riy^  -  Rzfi^.  (40) 

The  ineqxwlity  40  gives  the  condition  under  which  Combinaiion 
{p)  is  attainable. 

A  similar  process  shows  the  condition  under  which  (7)  is 
attainable,  and  gives 

RiRiRz  ^  Rzfi^  -  Riy^  (41) 

The  inequality  (41)  gives  the  condition  under  which  Combination 
(7)  is  aUa^'nable. 

There  is  no  restriction  on  the  attainability  of  Combination  (a). 

To  find  the  current  amplitude  7s  under  the  three  Optimum 
Combinations  respectively,  let  us  take  /«  in  the  form  given  in 
equation  (3).    This  is 

7  -    \fiy^  a<^^ 

On  substituting  the  combination  of  equations  (37)  into  this, 
we  have  for  the  value  of  Iz^  under  the  optimum  combination 
(a),  the  value 

rr  1 [/^^g] /4QX 

^^'^«  "  RJtJtiz  +  ^''Rz  +  l^Rx  ^  ^ 
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Likewise  in  (42)  substituting  the  optimum  combination  (/3) 
as  given  by  (38),  we  obtain  after  reduction 

"  2\/r[Rz  VR1R2  +  /32 

Again  in  (42)  substituting  the  optimum  combination  (7)  as 
given  by  (39),  we  obtain  after  reduction. 

[h]y  =  ^    . ^^fL (45) 

It  will  now  be  shown  that  [/aj/j,  whenever  (fi)  is  attainable 
is  larger  than  [/«]«.  This  is  done  by  multiplying  the  numer- 
ator and  denominator  of  (44)  by  7,  which  makes  the  nimierator 
the  same  as  the  numerator  of  (43) .  A  comparison  of  the  resultan  t 
denominators  now  shows  that 

[Iz],  ?  [IzL 
whenever 

RiRiRt,  +  fi^Rz  +  y^Ri  -  2y\/R^z  VR1R2  +  P^  ?  0   (46) 
The  left-hand  side  may  be  expressed  as  a  square  thus 

{  VRzVRiRz  +  P'  -  yVRi}^  ?  0, 

which  is  seen  to  be  always  fulfilled,  since  the  quantities  under 
the  radicals  are  all  positive. 

We  have  then  the  result  that  Combination  (p),  if  attainable, 
gives  a  larger  value  of  /«  than  does  Combination  (a).  In  a 
similar  way  it  can  be  proved  that  Combination  (7),  if  attainable 
also  beats  (a).  It  is  not  necessary  to  compare  {$)  with  Combina- 
tion (7)  since  the  two  al-e  never  both  attainable  in  the  same  case, 
as  may  be  seen  by  comparing  (40)  with  (41). 

The  results  may  now  be  further  summarized  in  the  following 
Key. 

219.  Summary  and  Key  Concerning  Grand  Maxima  of  I3 
When  the  Mutual  Impedances  are  Invariable,  and  When  the 
Reactances  are  Unrestricted. — 

7.  Resonance  Combination  (a). 

If 

RiRiRz  y  [Ra^  -  RzP^l 

where  the  vertical  Uiles  indicate  "absolute  value,"  use  Resonance 
Relation 

Xi  =  X2  =  X3  =  0  (47) 
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aud  calculate  the  grand  manmum  of  It  by 

rr  1 \fiyE]  (.f.. 

II.  Resonance  Combination  (P). 
If 

RiRiRt  f,  Riy*  -  Rtfi*, 
use  Resonance  Relations 

and  calculate  the  grand  maximum  of  /s  by 

1/    1  =  [ffg]  ^  .^QV 

III.  Resonance  Combination  (7). 
If 

use  Resonance  Relations 

and  calculate  the  grand  maximum  of  h  by 

"^  ~  2vTO3^vHr+^ 

This  summary f  or  key,  contains  the  optimum  resonance  combi- 
nations and  the  grand  maxima  of  current  in  Circuit  III,  obtained 
when  the  reactances  Xi,  X%,  and  Xz  are  unrestricted. 


CHAPTER  XV 


RESONANCE   RELATIONS    IN    A   RADIOTELEGRAPHIC 
RECEIVING    STATION   HAVING    A    COUPLED 
SYSTEM  OF  CIRCUITS  WITH  THE  DE- 
TECTOR IN  SHUNT  TO  A  SEC- 
ONDARY CONDENSER 

I.  GENERAL  RESULTS 

220.  Form  of  Circuits. — In  Chapters  XI  and  XII  there  is 
given  a  theory  of  coupled  circuits  approximately  applicable 
to  a  radiotelegraphic  receiving  station  in  which  the  detector  is 
in  series  in  the  secondary  circuit.  The  treatment  is  approximate 
in  that  the  receiving  antenna  of  practice  had  its  capacity,  in- 
ductance, and  resistance  distributed  along  the  length  of  the 
antenna,  while  the  system  treated  was  idealized  by  replacing 


i\} 


Detector,  R» 


StopDa«e 
Condenser 


Fio.  1. — Radiotelegraphic  receiving  circuits  with  detector  in  shunt, 


the  distributed  constants  of  the  antenna  by  a  lumped  capacity, 
inductance,  and  resistance. 

It  is  proposed  now  to  undertake  a  similar  analysis  of  the 
corresponding  problem  with  the  detector  and  a  ''stoppage  con- 
denser^^ do  in  shunt  to  the  condenser  Caj  of  the  secondary  cir- 
cuit, and  to  attempt  to  determine  under  what  conditions,  if  any, 
this  arrangement  is  superior  to  the  arrangement  of  Chapter  XII, 
Pig.  1. 

240 
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The  form  of  circuit  constituting  the  subject  matter  of  the 
present  chapter  is  given  in  Fig.  1.  If  we  idealize  this  circuit  by 
replacing  the  antenna  and  ground  by  a  lumpecf  capacity,  as  was 
done  in  the  previous  chapters,  we  have  the  arrangement  given 
in  Fig.  2f  in  which  the  condenser  Ci  replaces  the  antenna  and 
ground,  and  the  local  e.m.f .  e  replaces  the  e.m.f .  impressed  by  the 
incident  waves.  If  the  waves,  are  persistent  and  undamped, 
the  current  will  arriye  at  a  steady  state  even  for  the  shortest  dot 
made  at  the  sending  station.  We  shall  seek,  therefore,  only  the 
steady-state  solution. 


Flo.  2. — Similar  to  Fig.  1,  but  with  antenna  circuit  replaced  by  a  closed  circuit. 

221.  Notatioo. — We  shall  give  the  various  parts  of  the  cir- 
cuits the  designations  indicated  in  Fig.  2.  If  we  compare  this 
notation  with  that  of  Fig.  2  of  Chapter  XIV,  we  shall  see  that 
the  notation  is  the  same  except  that  Mu  has  now  been  simplified 
toAf. 

The  reactances  of  the  three  circuits  are  seen  to  be 

Xi  =  Lio)  —  l/Cio),  Xi  =  Ljo)  —  1/C»tw,  Xz  =  —  l/Caw  (1) 

where 

1  1  1 

(2) 


Ci       C%z       do 


Using  the  methods  of  the  preceding  chapters  if  we  let  m^  and 
mtt  be  the  complex  mutual  impedances  between  Circuits  I 
and  II  and  Circuits  II  and  III  respectively,  and  refer  to  the 
definition  of  these  quantities  given  in  (18)  of  Chapter  XIII, 
we  see  that 

Wij  =  jMoi,    and    nhz  =  l/jCjsw  (3) 

In  order  now  to  make  Chapters  XIII  and  XIV  directly  ap- 

16 
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plicable  to  the  present  problem,  we  shall  note  that  fi  and  y  a.s 
used  in  (9)  of  Chapter  XIV  have  now  the  values 

|3  =  M«,    7  =  -  ^^  (4) 

With  equations  (4)  as  definitions  of  /3  and  7,  Table  I  of  Chapter 
XIV  (Art.  211)  contains  the  Equivalences  for  the  present  case. 

222.  Current  Amplitude  I3  in  Circuit  m. — By  equations  (1), 
(2),  and  (3)  of  Chapter  XIV,  we  may  now  write  the  current 
amplitude  h  in  Circuit  III  in  three  variant  forms  as  follows: 

__     137^1     ^     \fiyE\     ^  JffyEl 

(5)  (6)  (7) 

Equations  (5),  (6),  and  (7)  give  three  variant  forms  of  expression 
for  the  current  amplitude  Iz  in  Circuit  III.  In  these  equations  fi 
and  7  have  the  values  given  in  (4),  and  the  various  Z's  have  the 
values  given  in  Table  I  Art.  211. 

223.  Investigation  to  Determine  the  Resonant  Values  of  the 
Stoppage  Condenser  C30. — The  condenser  Cso  is  in  practice 
ordinarily  called  the  Stoppage  Condenser,  We  shall  now  seek 
the  value  of  Cso  (called  optimum  value)  that  gives  the  greatest 
current  amplitude  Is  in  the  detector  circuit  (Circuit  III).  The 
detector  has  any  resistance  Rz, 

If  we  examine  equation  (6),  we  see  that  /3,  7,  JS,  Zi  and  Z^* 
are  independent  of  Cso,  which  is  involved  in  Zs®  alone. 

The  optimum  value  of  C30  is  thus  the  value  that  makes  (since 
Zs®  is  positive) 

Zi*^  =  a  minimum,  re  Cso  (8) 

By  Table  I,  Art.   211, 

Z8°2    =    fis°*  +  ^3^2  (9) 

in  which,  by  reference  to  Table  I  it  is  seen  that  Rs^  is  independent 
of  Cso.  We  may,  therefore,  attain  our  optimum  value  of  C30 
by  making 

Xs°2  =  a  minimum,  re  Cso  (10) 

If  possible,  we  shall  choose  C30  to  make 

Xs°  =  0  (11) 

Equation  (II) ^  if  attainable,  will  give  the  Partial  Resonance  Rela- 
tion re  Cso. 
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If,  on  account  of  restrictions,  it  is  not  possible  to  fulfill  (11), 
we  shaU  choose  Cso  to  make  the  value  of  X^^^  a  minimum,  and 
obtain  what  we  have  called  the  Resonance  Relationre  Cso  Restricted, 

We  shall  use  the  restricted  resonance  relation  only  when  the 
partial  resonance  relation  (11)  cannot  be  attained,  for  if  (11) 
can  be  attained  it  will  give  a  larger  /s  than  could  be  had  with 
the  restricted  relation  that  does  not  make  Xz^  zero. 

224.  Resonance  Relations  re  Cso-  Restrictions. — ^Let  us  now 
write  down  the  abbreviated  value  of  X^"  from  Table  I,  Art.  211. 
It  is 

Xz°  =  Xz  —  -y-oY  (^^) 

Replacing  Xz  by  its  value  from  (1)  and  (2),  and  indicating 
the  square,  we  have 

^^o,  =  r  _  J JL  _  I'^A  ] '  (13) 

L        Csow         C23W  ^2°^  J 

Now  C»o  can  have  any  positive  value,  so  that  the  first  term  in 
the  bracket  can  have  any  negative  value. 
We  see  then  that  we  can  make 

Xs^«  =  0  (14) 

provided  the  remaining  terms  in  the  bracket  of  (13)  are  positive; 
that  is  provided 

-7^-t¥^0  •   (15) 

023^  ^2 

//  (15)  is  satisfied,  there  is  some  value  of  Czo  that  satisfies  (14), 
and  hence  (14)  is  attainable  and  is  the  resonance  relation  re  Cso* 
In  (15)  ^2°  and  Zt""  are  defined  in  Table  /,  AH.  211. 

If,  now,  on  the  other  hand,  (15)  is  not  satisfied,  then  the  last 
two  terms  in  the  bracket  of  (13)  are  negative.  The  first  term  in 
the  bracket  is  also  negative,  and  by  inspection  it  is  seen  that  we 
shall  make  the  whole  bracket  squared  a  minimum,  by  making  the 
first  term  zero.  Therefore, 
for  Xz*^  a  minimum  we  must  make 

Cso  =  infinity  .  (16) 

provided 

1         y'X, 


C28<0  Z2 

If  (17)  is  satisfies},  equation  (16)  gives  the  optimum  value  of 
C30.     This  is  the  Resonance  Relation  re  Czo  Restricted, 
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225.  Expansion  of  Resonance  Relations  re  Cm. — ^We  shall  now 
elaborate  (14)  and  (15).  To  do  this,  we  shall  introduce  two  new 
abbreviations  as  follows: 

Let 

A«  =  Ri^  +  UW  +  ^,  +  ^  (ff  1B2  -  XJjff^  )         (18) 

B^L^-^  (19) 

To  justify  the  designation  of  (18)  in  a  form  that  is  essentially 
positive,  let  us  note  that,  if  we  recall  that 

we  can  factor  (18)  into 

=  22,^2  +  B^  (21) 

which  shows  it  to  be  essentially  positive. 

Now  making  use  of  Table  I,  Art.  211|  and  equations  (1), 
(2),  (4)  and  (19),  we  have 


Also, 


z  * 

=  5  +  7  (22) 


r      J-  P^» 


=  /?,"*  +  B*  +  2J5y  +  7* 

=  4»  +  2B7  +  7*  (23) 

In  terms  of  these  results,  we  can  express  (14),  by  using  (13), 
as  follows 


This  gives 


Therefore, 

Replacing  7  by  its  value  —  l/Caaw,  we  obtain  from  (25) 

C„«  =  -  C„«  +  j^;^  (26) 
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Since  in  (24)  the  denominator  of  the  last  fraction  is  positive, 
and  since  y  is  negative,  and  C$o(»  is  positive,  equation  (24)  and 
consequently  (26)  can  be  realized,  only  provided 

A^  +  By  ^  0  (27) 

Replacing  y  by  its  value  this  last  inequality  can  be  replaced  by 

EguaJtUm  (26)  gives  the  value  of  Cwu  for  a  maximum  amplitude 
of  1%.  This  is  the  Partial  Resonance  ReUUion  re  Cso*  It  can  be 
attained  only  provided  (28)  is  satisfied. 

If  (28)  is  not  satisfied,  we  must  use  ihe  Restricted  Resonance 
Relation,  given  in  (16);  namely , 

Cso  =  a>  (29) 

^e  shall  consider  next  the  Resonance  Relations  re  Cts* 
226.  Resonance  Relations  re  dz* — We  shall  now  make  an 
independent  investigation  of  the  resonance  relations  re  Cut 
and  shall  begin  with  the  current  amplitude  equation  (6),  which 
squared  gives 

**    —  <7  9v  09/7  oo>  wnere  y  — 


In  this  equation  the  quantities  y,  Z^  and  Zt  all  contain 
Cia,  while  the  other  quantities  of  the  equation  do  not,  so  that  for 
a  maximum  7**  with  respect  to  Cm,  we  must  make 

*    .*     =  a  minimum, re  C\%  (30) 

Now,  by  Table  I,  Art.  211, 


Zt"*  =  (r»  +  ^)  +  (x»  -  ^^) 


=  fi,»  +  X»*  +  27»(fi«°fi»  -  X,°X,)  _!_ 


whence 


Zt'^Z,"*  ^  zii 

7*  7* 


(r»*  +  Xt*)  +  2  (/?,»/?,  -  X,»X,)  +  7' 


-2J:,(B  +  7). 


7* 
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In  this  expression  Xz  still  involves  y,  and  must  be  replaced  by 
its  value  from  (1).     This  gives,  after  simplification, 


To  make  this  a  minimum  with  respect  to  y,  let  us  set  the  de- 
rivative of  it  with  respect  to  y  equal  to  zero,  obtaining 

0  =  -  1  {a^(r.*  +  ci^)  1  -  7.  |5(fi«*  +  ck^  -£] 

(32) 
whence, 

either  ^  =  - »  (33) 

-1       B ^^— ^  (34) 

or  y       A^ 


^«^  (^'^  +  cir^) 


Since  y  is  negative,  (34)  can  be  attained,  only  provided 


B  —                  1  ,„>. 

2  ?  ; -,— T-  (33; 


^'•"(^''  +  0^7') 


To  ascertain  whether  (33)  or  (34)  gives  the  larger  value  of 
current  amplitude  /a,  let  us  substitute  these  two  values  succes- 
sively into  (31),  and  designate  the  results  respectively  by  Di 
and  Dij  as  temporary  abbreviations,  obtaining 

when  7  has  the  value  given  by  (33) ;  and  (using  (32)  for  (34)) 
22^22302 


y'       "  ^  y' ^\^'' '^  CToW 


+  (fl2^  +  RzV  +{b  -  ~) '  =  D2  (37) 

when  7  has  the  value  given  by  (34).  It  is  seen  by  inspection 
that  D2  is  less  than  or  equal  to  Di,  so  that  (34)  gives  more  cur- 
rent amplitude  h  than  does  (33),  and  is  to  be  used  whenever  it 
can  be  attained ;  that  is,  whenever  (35)  is  satisfied. 
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We  may  now  replace  y  in  (33)  and  (34)  by  its  value  (4), 
obtaining 
either  Cu  =  0  (38) 

or  C2,«  =  ^, ^ r-  (39) 

When  (35)  is  satisfied,  equation  (39)  gives  the  value  of  Cn  that 
produces  a  maximum  value  of  Is.  When  (35)  is  not  satisfied, 
equation  (38)  is  to  he  used  to  obtain  a  maximum  value  of  It, 

227.  Optimum  Simultaneous  Adjustments  of  Botb  Cso  and 
Css«  Resonance  Combination  L. — We  have  now  obtained  in- 
dependently the  optimum  adjustments  re  Cso  as  given  in  (26)  and 
(29)  distinguished  by  the  criterion  (28),  and  the  optimum  ad- 
justment of  Cn  as  given  in  (38)  and  (39)  distinguished  by  th<e 
criterion  (35). 

We  shall  next  determine  what  simultaneous  adjustments  of 
both  Cso  and  Cu  are  optimum,  leaving  Ci  still  arbitrary. 

This  is  done  by  treating  these  various  equations  as  simul- 
taneous, keeping  in  view  the  criteria  imder  which  any  of  the 
respective  combinations  is  attainable. 

Let  us  begin  with  the  combination 

Cso  ~    ^ 

and  (40) 

Cit  =  0 

By  reference  to  the  descriptive  matter  concerning  (29)  and 
(33)  we  see  that  the  equations  (40)  can  be  a  proper  resonance 
combination  only  provided  this  combination  is  inconsistent 
with  (28)  and  (35) .  To  be  inconsistent  with  these  inequalities 
(28)  and  (35)  we  require  that 

—     B 
-^^  ?  7y — >  when  Cjs  =  0, 

and 

■ji  ^  j— ,  when  Cso  =  « 

Cz^Rz^  +  7^ — 

These  two  relations  merely  require  that 

B  <  0  (41) 

We  have  then  the  result  that  under  condition  (41)  the  optimum 
combination  of  values  of  Cso  CLnd  dz  is  that  given  by  (40).     This 
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means  that  in  this  case  Cso  is  short  circuited  and  Czz  is  open  circuited 
or  removed.  Since  in  this  case  the  capacities  no  longer  enteTf 
we  shall  designate  this  comMnaiion  (40),  under  condition  (41) 
as  Resonance  Combination  L. 

228.  Optimum  Simultaneous  Adjustment  of  Cso  and  C^j. 
Resonance  Combination  0. — ^Let  us  examine  next  the  combina- 
tion of  (38)  with  (26).  If  these  two  equations  are  simultaneous 
we  have 

C2,  =  0  1 
Caow  =  -g 

The  restrictions  under  which  the  equations  (38)  and  (26) 
were  resonance  relations  are  that  (35)  be  not  satisfied  and  that 
(28)  be  satisfied.     That  is, 

D     __  1 

-jl  ^ 7—,  when  Caow  =  1/B, 

C^^R,^  +  j^ 

and 

—     B 
A^  ^     — ,  when  Ctz  =  0. 

C23W 

The  second  of  these  inequalities  gives 

fi  >  0  (43) 

and  the  first,  on  replacing  Csow  by  l/fi,  and  inverting  the  in- 
equality, gives 

A^  -  i?3'  +  5' 

B  ^         B 

This  by  (43)  and  (21)  gives 

/?2°  3  Rz  (44) 

Under  conditions  (43)  and  (44),  the  combinaMon  (42)  is  the 
optimum  resonance  combination  with  respect  to  both  Czq  and  Cjs. 
We  shall  call  this  Resonance  Combination  0. 

229.  Resonance  Combination  A. — ^Let  us  next  investigate  (39) 
and  (26)  as  a  possible  combination.  This  requires  extensive 
elimination. 

By  partial  division  of  the  fractional  part  of  (26)  this  equation 
gives 

C30CO    -     -    C23CO  +  ^  +   ^2(C,3a,A2   -    B) 

B             B^  —  A^ 
=  -  Cj,«  +  -J-,  +  — ; ^  -  (45) 


A*(c„«-f,) 


Chap.  XV]  DETECTOR  IN  SHUNT  249 

Equation  (45)  is  the  equivalent  of  (26). 

Let  us  now  replace  the  first  two  terms  on  the  right  and  the 
corresponding  expression  in  the  last  denominator  by  its  equiva- 
lent from  (39),  obtaining 

Transposing  the  first  term  of  the  right-hand  side  to  the  left, 
and  collecting  these  two  terms  over  a  common  denominator, 
we  obtain,  after  clearing  of  fractions 

By  (21) 

which,  introduced  into  the  preceding  equation,  gives  a  perfect 
square  on  both  sides.     Taking  the  square  root,  we  obtain 

uso^ita  =  — r; r 


A^  '    A^Caow 

Clearing  this  of  fractions  and  solving,  we  obtain 


The  substitution  of  (46)  into  (39)  gives 

B  -J^  (A*  -  R^^R,) 
Cuo>  = ^^^^2 (47) 

The  conditions  under  which  these  results  can  be  attained 
are  the  conditions  that  make  the  radicals  real,  and  make  the 
numerator  of  (47)  positive.    These  are 

A^  ^  Ri'^Riy  and  5  >  0  1 

By  (21)  the  latter  gives 

This  equation  combined  with  (48)  gives  for  the  complete 
condition 

S  >  0,  and  Ri""  ^Rz<4^o  (49) 
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Under  conditions  (49)  equations  (46)  and  (47)  give  the  optimum 
resonance  combinaiion  with  respect  to  both  Cso  CLnd  Cn.  We  shaU 
call  this  Resonance  Combination  A. 

230.  Resonance  Combination  B. — There  remains  one  other 
possible  combination;  namely,  the  combination  of  (28)  and  (39). 
This  combination  gives 

and  (50) 

C28W  =  B/A^  J 

We  shaU  call  (50)  tiie  Resoruince  Combination  B 
Examination  shows  that  the  only  restriction  on  this  is  JS  >  0, 
so  that  Resonance  Combination  B  as  given  in  (50)  is  applicable 
coextensive  with  Resonance  Combinations  0  and  A.  It  can  be 
shown,  however,  that  where  either  0  or  A  is  attainable  the 
Resonance  Combination  B  is  inferior  as  a  resonance  relation,  as 
follows: 

Taking  the  general  equation  (31),  introducing  in  turn  Combina- 
tion 0  and  Combination  B  as  given  in  equations  (50),  and 
calling  the  results  Do  and  Db,  we  have 

Do  =  («2°  +  RzY  (51) 

and 

Db *jj  +  (i2»'+  fl.)»  (52) 

Let  us  note  for  future  use  that  by  (21)  this  can  be  written 

Referring  now  to  (51)  and  (52)  it  is  seen  that  Do  is  the  smaller 
whenever  the  fraction  of  (52)  is  positive;  that  is,  whenever 

Rz^  <A\ 

Since  by  (21),  the  right-hand  side  is  greater  than  jBi°*,  we  have 
a  fortiori  that  Do  is  smaller,  when 

Rz  K  ^2°  (54) 

It  thus  appears  that  0  gives  a  larger  Iz  than  does  (B),  whenever 
0  is  applicable,  as  may  he  seen  by  comparing  (54)  vnth  (44). 

We  shall  next  show  that  Resonance  Combination  B  as  given 
in  (50)  is  inferior  to  Resonance  Combination  A,  whenever  A  is 
attainable.    This  is  done  by  comparing  the  ciurent  Iz  at  Com- 
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bination  A  with  that  at  the  combination  given  in  (50).    Com- 
bination A  is  given  in  (46)  and  (47) .    By  (46) 

1  i2,A« 


whence  by  transposition 


-  Rt^  (55) 


Equation  (56)  is  an  aUemative  statement  of  (46). 
Let  us  next  note  by  transposition  of  (47)  and  multiplication 
by  (46),  that  we  obtain 

(A^Caaw  -  B)Czoco  =  -  AV^s, 

whence 

-  <^""  -  3-.<^  ci  -  «  -  ^  <"> 

EquaJtion  (57)  is  a  partial  expression  of  Combination  B,  and  is 
true  whenever  (46)  and  (47)  are  true. 

Introducing  (56)  and  (57)  into  (37),  we  obtain  on  expanding 
terms 

^   ^  Cow  ^  C„»««' 

which  reduces  to 

Rt    \     ■     /not     n  \*  ■     D«        RiB* 


^*  =  cl-«|i-i}  +  («*^+««)'+^*- 


R: 


80  W     V  xl/8  /  •'*'2 

In  this,  let  us  replace  the  first  factor  on  the  right  by  its  value 
from  (55),  obtaining 

Z),=  %4-*  -A*-  fl,»  +  R,''Rt  +  (Rt"  +  R»)*  +  B*-  §1*. 

Now  making  use  of  (21)  this  may  be  reduced  to 

Di  =  4ft2^i28. 
Identif3ang  Ds  as  the  first  member  of  (37),  we  have 

7  ©27  02 

^^-4^  =  4fl2^ie8  =  Dt  (58) 

Equation  (58)  is  the  value  assumed  by  the  general  equation  (37) 
whenever  the  Resonance  Relations  A  are  fulfiUed. 
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We  shall  now  show  that  the  right-hand  side  of  (58),  which  is 
obtained  with  Resonance  Combination  A  is  smaller  than  the 
corresponding  expression  obtained  with  the  Resonance  Combina- 
tion B  given  in  (50).  We  have  already  found  that  the  result  ob- 
tained with  Combination  B  is 


y' 


=  Db  (59) 


where  Db  has  the  value  given  in  (53) .    We  see  then  that 

D2  <  Dsy 

whenever 

fA^  +  R^Rz\  ^ 


(±^t£iJ^^  ^^R,oRz:^o 


This  inequality  reduces  to 

(A«-  Rz^'Rzy  >0, 

which  is  always  fulfilled. 

We  have  then  the  resnU  that  the  denominator  {proportional  to 
Di)  in  the  expression  for  Iz  is  less  with  the  Combination  A  than 
that  {proportional  to  Db)  with  the  ComhinaJtion  B,  so  thai  whenever 
Combination  A  can  be  realized  it  is  to  be  preferred  to  Combination 
B. 

We  have  then  the  restdt  that  Resonance  Combinaiion  B  is  to  be 
used  only  when  B  is  greater  than  zero,  and  when  neither  Combinor- 
tion  0  nor  Combination  A  can  be  fvlfiMed. 

An  examination  of  this  fact  leads  to  the  conditsion  that  Reso- 
nance Combination  B  as  given  in  equations  (50)  is  valid  only  when 

B  >  0,  and  ^  ^  Rz  (60) 

Before  summing  up  these  results  in  a  Key,  let  us  obtain  ex- 
pressions for  the  current  amplitude  7a  for  these  several  Reso- 
nance Combinations,  LyQ,  A,  and  B. 

231.  Amplitude  of  Current  Is  for  Resonance  Combinations 
L|  0|  A,  and  B. — To  obtain  expressions  for  the  amplitude  of 
cm-rent  for  these  several  resonance  combinations,  we  may  employ 
equation  (6),  which  squared  may  be  written 


/»2  = 


^1^ 


/z^^zi^\ 


ZiW  (61) 
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where,  as  a  temporary  abbreviation, 

D  =  ^^^  (63) 

In  case  of  the  Resonance  Combination  L,  we  can  find  D,  which 
we  shall  then  call  Z>l,  by  substituting  (40)  into  (31),  bearing 
in  mind  that 

1/7  =  -  Caso)  •     (64) 

This  gives 

so  that  by  (61)  the  current  in  this  case  becomes 

M(aE 
f^«max.  max  J  J,    "  Ziy/\R^+~R^y+^^  ^^^^ 

Equation  (64a)  gives  the  Current  Amplitude  in  Circuit  III  for 
the  Resonance  Combination  L. 

To  get  the  current  for  Resonance  Combination  0,  we  have 
already  obtained  D  in  the  form  of  Do  in  equation  (51),  so  that  by 
(61) 

rr  ,        ^  M0)E ,        . 

^    '  ™«-  ">"-^  0         Z\  (iJ2°  +  Rz)  ^   ^ 

This  is  the  current  amplitude  for  Resonance  Combination  0. 
Likewise  for  Resonance  Combination  A,  we  use  the  value  of 
D  given  in  equation  (58)  and  obtain 

This  is  the  current  amplitude  for  Resonance  Combination  A. 
For  Resonance  Combination  B,  we  use  the  value  of  D  given  as 
Db  in  (53),  and  obtain 

rr  1 McjE  .     -. 


Zi(4  +  M) 


This  is  the  current  amplitude  for  Resonance  Combination  B. 

232.  Summary  and  Key  to  Results  for  Optimum  Values  of 
Css  and  Cso  and  for  Maximum  Values  of  Is,  with  Arbitrary  Val- 
ues of  Xi. — We  are  now  prepared  to  give  a  summary  of  results 
obtained  up  to  the  present.  In  this  we  shall  use  the  following 
abbreviations,  which  have  already  been  defined: 
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A*  =  R,*  +  L,«««  +  ^  +  ?^  (RiRt  -  XJj^)    (68) 

(aee  (18)), 
B  =  Lt«  -  i^^'  (see  (19)),  (69) 

Rt    =  /?«  +  ^'^'^'     (see  Table  I,    Art.  211)  (70) 

Among  these  quantities  there  exists  the  relation 

A«  =  fl,^«  +  B^  (see  (21))  (70a) 

A  key  of  optimum  relations  and  amplitudes  now  follows. 

I.  li  B  ^  0,  Resonance  Combination  L, 

L.  The  optimum  C^%  and  Cso  are 

Cm  =  0,C,o=.«>  (71) 

and  the  max.  max.  current  is 

II.  If  -B  ^  0,  there  are  three  combinations,  0,  A,  and  B. 

0.  When  iJ,  ^  i^2^ 

the  optimum  Css  and  C30  are 

Cm  =  0,     Csow  =  1/B  (73) 

and  the  max.  max.  current  is 

rr  1    —        M(aE  .y.. 

A.  When  i2,°  ^  fts  ^  ^• 

/C2 

the  optimum  C23  and  C30  are 


B- J^'(A2-/i!2^fl,) 
C,^  = >LR»     


^•^  ""  \fis(A«  -  fi,^/2,; 


(75) 


1) 
and  the  max.  max.  ciurent  is 

rr  1     -        ^^^  (76) 
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B.  When  ^  ^  fl,, 

the  optimum  Css  and  Cso  are 

C2sa)  =  B/A»,     Cso  =   «>  (77) 

and  the  max.  max.  current  is 
,j  , Mo)E 

z,  (^  +  ^') 

TAese  equations  and  the  eeverai  criteria  under  which  the  equor- 
tions  are  applicable  are  given  in  terms  of  quantities  A,  B,  Rt*^  and 
Zi,  aU  of  which  involve  Xi.  For  any  given  Xi  the  criteria  in  the 
form  of  inequalities  enable  us  to  select  the  proper  Resonance  Com- 
bination and  to  compute  the  value  of  Iz  max.  max.  • 

233.  Abbreviations  in  the  Form  of  Ratio  Quantities. — ^For 
purposes  of  calculation,  it  is  desirable  to  introduce  into  the  pre- 
vious equations  certain  ratios  of  the  obvious  electrical  constants 
or  variables  of  the  circuits.    As  in  previous  chapters  let 

r»  =  — ,    171  =  —,    172  =  —  (79) 

L/iIj2  Lid)  Li20) 

JUlKjl  jL/2Vy28  ^2v^80 

The  last  of  these  is  a  new  ratio,  taking  account  of  the  third 
condenser  of  the  83rstem,  and  combining  it  arbitrarily  with  the 
second  inductance. 

In  addition  to  these  ratios  let  us  employ  also  the  following: 


where 


P  =  §-•  (85) 
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Ai        (jj 

A2           CO 

As        CO 

— '^—  ^s  _•• 

X        12/ 

X     122' 

X        12s 

In  some  of  the  computations  we  shall  replace  also  the  inverse 
ratios  of  angular  velocities  by  ratios  of  wavelengths,  by  writing 

(86) 

where 

X  =  wavelength  of  impressed  e.m.f., 
Ai,  A2,  As  =  undamped  wavelengths  corresponding  to  the  un- 
damped   angular   velocities    12i,122|12s,    respectively. 

234.  Summary  and  Key  in  Terms  of  Ratio  Quantities. — In 

terms  of  this  set  of  ratio  quantities,  the  summary  given  two  .sec- 
tions back  can  now  be  put  into  the  following  forms  suitable  for 
computations: 
I.  If  6   ^  0, 


L,  Use  the  resonance  relations 


[/ 


'max.  max. -I  L 


],= 


C23  =  0,  Cso  =  » 
and  calculate  the  current  by 

tE 


(87) 


VRiRi 


II.  If  6  ^  0, 
0.  When 


!b!(88) 


ViVi 


use  the  resonance  relations 


C25  =  0,  and 


CO- 


12 


.2 


A^ 
X" 


I 

b 


and  calculate  the  current  by 


(89) 


[/. 


max.  max 


lo  = 


■E 


V'RiIti 


A.  When 


d^-,- 


V7\  kj  +  ^  hi 


-r  (90) 


a' 


"■(■+;-v:). 

use  the  resonance  relations 
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'-N/il'+'s;l(»"-»('.+'-^')l<"> 


«'       Aj^  \  p  I         r*i72 


0,»       X*  a 


2 


0,*        X^ 


^        ^^g^ ^  (92) 

p|«*  -pi72(i72  +  y-)} 

and  calculate  the  current  by 
[I»u^^]a ^f (93) 


2Vr;w»J'^ 


r*  +  T» 


B.  When 


o* 


^P, 


L   'max.  maxJB 


use  the  resonance  relations 

07t=^=^,'C3«=    »  (94) 

and  calculate  the  current  by 
tE 


VRiR. 


r 


.     *  _x_    2  ^i5>\ 

p  I  r»<»*  -f-  T^  — r-  I 


a  4 


\/p^i^2L  ^ 


(95) 


In  terms  of  the  abbrevicUions  (81)  to  (87)  <Ae  several  equations 
of  this  summary  give  the  relations  for  calculating  the  optimum  ad- 
justments of  Csa  O'^id  do,  for  any  given  value  of  Xi,  or  the  related 
quantity  Ji.  There  are  contained  also  in  the  summary  the  valu£S 
of  ItjDKx.  max.  obtained  when  these  respective  adjustments  are  made. 

Before  proceeding  to  a  theoretical  determination  of  the  adjust- 
ment also  of  the  Circuit  I  to  give  what  may  be  called  a  grand 
maximum  of  current,  we  shall  give  an  illustration  of  the*  results 
up  to  the  present  by  the  aid  of  numerical  computations. 

n.  COMPUTATIONS  IN  A  SPECIAL  CASE 

236.  Power  Developed  in  the  Detector  for  Various  Adjust- 
ments of  the  Primary  Circuiti  with  Optimum  Adjustment  of 
Secondary  Condenser  C23  and  Stoppage  Condensers  C301  in  a 
Special  Case  in  Which  t*  =  0.1, 771  =  0.03,  m  =  0.01.— If  we  take 
the  squares  of  the  current  equations  (88),  (90),  (93)  and  (95) 

17 
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and  multiply  them  by  RiRs,  we  may  obtain  values  of  Ii^RiR^/ 
T^E^,  which  are  proportional  to  the  power  developed  in  the  de- 
tector, whose  resistance  is  Rz.  This  we  shall  do  in  a  series  of 
special  cases  in  all  of  which 

t2  =  0.1 
m  =  0.03 

172  =  0.01 


with 


§  =  10*,  10»,  10»  and  10 

XV2 


(96) 


The  values  of  t,  y/i,  and  172  are  approximately  those  attainable 
in  practice  in  radiotelegraphic  receiving.  As  to  the  resistance 
Rz  of  the  detector,  reliable  experimental  values  ^  of  this  quantity 
are  not  at  present  available,  and  in  fact  this  resistance  is  a 
function  of  the  current,  and  is  complicated  by  an  action  of 
rectification.  Nevertheless,  it  is  possible  that  experiment  may 
subsequently  separate  out  from  the  complicated  action  of  the 
detectors  a  term  of  the  character  of  pure  resistance,  and  also 
new  types  of  detectors,  more  nearly  approaching  constancy  of 
resistive  action,  may  be  discovered.  These  calculations  may 
then  be  of  great  importance  in  pointing  the  way  to  proper 
design  of  receiving  apparatus. 

Table  I  gives  a  series  of  calculation  of  relative  power  developed 
in  the  detectors  of  various  resistance  Rz  relative  to  ^2.  The 
quantity  called  relative  power  is  arbitrarily  defined  as  follows: 

Relative  Power  =  ^^^^  (97) 

Table  I  was  made  as  follows:  Taking  various  arbitrary, 
adjustments  of  Ji  of  the  primary  circuit,  values  of  J2i/«  were 
computed  by  (81).  The  result  was  put  into  terms  of  relative 
wavelengths,  by  employing  the  relation 

where  Ai  is  the  undampedy  or  forced  v>avelength,  defined  in  Art.  66, 
Chapter  VI.  The  values  of  the  generalized  wavelength  divided 
by  the  impressed  wavelength  X,  corresponding  to  the  assumed 
values  of  Ji  are  put  into  the  first  column  of  the  table  (Table  I). 
Next,  corresponding   to   the  various  values  of  Ji,  the  several 
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Table  L — ^Power  Developed  In  the  Detector  Rs  at  Optimum  Adjustment  of 

Ctt  and  Cio  for  Various  Settings  of  the  Antenna  Undamped  Wavelength 

Ai  Relative  to  the  Incident  Wavelength  X  and  for  Various  Ratios 

of  Detector  Resistance  to  Secondary  Resistance.    Given 

T»  =  0.1,  iji  =  0.03,  in  =  0.01 


At 

Ji 

Relative  power 

developed  in  R» 

m 

X 

-J^.ic 

10* 

10* 

10 

00 

1.0 

0.548  B 

0.576il 

0.676il 

0.576A 

1.58 

0.6 

0.889  B 

1.14  A 

1.14  A 

1.14  A 

1.41 

0.5 

0.941  B 

1.37  A 

1.37  A 

1.37  A 

1.29 

0.4 

0.889  B 

1.62  A 

1.62  A 

1.62  A 

1.20 

0.3 

0.691  B 

1.92  A 

1.92  A 

1.92  A 

1.12 

0.2 

0.265  B 

1.63  B 

2.20  A 

2.20  A 

1.104 

0.18 

0.191  B 

1.35  B 

2.25  A 

2.25  0 

1.084 

0.15 

0.095  B 

0.80  B 

2.33  A 

2.26  0 

1.05 

0.1 

0.0292B 

0.275B 

1.74  B 

1.86  0 

1 

1.045 

0.09 

0.0331  T/ 

0.313L 

1.85  L 

1.71  L 

1.04 

0.08 

0.0408L 

0.380L 

2.05  L 

1.473L 

1.03 

0.06 

0.0658L 

0.585  A. 

2.30  L 

0.93fir. 

1.02 

0.04 

0.117  L 

0.952L 

2.31  L 

0.578L 

'    1.01 

0.02 

0.221  L 

1.52  L 

2.05  L 

0.377L 

1.005 

0.01 

0.283  L 

1.78  L 

1.87  L 

0.316L 

1.00 

0.00 

0.367  B 

1.95  B 

1.76  0 

0.284O 

0.976 

-0.05 

0.660  B 

2.47  B 

2.47  A 

0.8940 

0.967 

-0.07 

0.774  B 

2.45  B 

2.45  A 

1.30  0 

0.953 

-0.10 

1.00    B 

2.40  A 

2.40  A 

1.86  0 

0.933 

-0.15 

1.24    B 

2.33  A 

2.33  A 

2.26  0 

0.921 

-0.18 

1.40    B 

2.25  A 

2.25  A 

2.25  0 

0.913 

-0.20 

1.46    B 

2.22  A 

2.22  A 

2.22  A 

0.877 

-0.3 

1.59    B 

1.92  A 

1.92  A 

1.92  A 

0.850 

-0.4 

1.49    B 

1.62  A 

1.62  A 

1.62  A 

0.816 

-0.5 

1.30    B 

1.37  A 

1.37  A 

1.37  A 

0.792 

-0.6 

1.12    B 

1.14  il 

1.14  A 

•    1.14  A 

0.707 

-1.0 

0.573  B 

0.576 A 

0.576A 

0.576 A 

criteria  of  the  "Key*'  in  terms  of  ratio  constants  were  investi- 
gated, and  the  proper  formulas  for  the  computation  of  /a  max.  max. 
were  selected,  thereby  imposing  upon  the  system  the  requirement 
of  an  optimum  adjustment  of  dz  and  Cao.  By  (97)  the  relative 
power  was  then  computed,  and  placed  in  the  last  four  columns 
of  the  table,  with  each  numerical  value  designated  by  a  letter 
indicating  the  formula  employed  in  the  calculation. 
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236.  Discussion  of  Results  for  Relative  Power. — The  results 
are  plotted  in  Fig.  3,  with  relative  power  as  ordinates  and 
relative  primary  wavelength  as  abscissse.  The  separate  curves 
marked  respectively  10*,  10*,  10*,  and  10  are  for  the  ratio  of 
resistances  Rz/Rt  equal  to  these  values  respectively.  It  is  to  be 
noticed  that  each  of  these  curves  has  two  maxima,  except  the 
10*-curve,   which   has   three   maxima.     Various   parts   of   the 


.7      .8       .9      LO     1.1     1.2     1.3     1.4     1.5     L6 

Ai/X 

Fio.  3. — Plot  of  Table  I.    The  quantities  10,  10*,  10»  and  10*  give  the  values  of 

Rt/Ri  for  the  separate  curves. 


various  curves  of  this  figure  (Pig.  3)  were  computed  by  various 
formulas^  in  accordance  with  the  criteria  relations  of  the  "Key." 
The  heavy  black  line  serving  as  a  sort  of  upper  boundary  of  the 
figure  was  computed  by  the  formula  corresponding  to  Case  A. 
In  Case  A  the  computed  value  is  the  same  for  all  ratios  Rz/Rt  of 
resistances,  so  that  wherever  the  criterion  of  Case  A  is  satisfied 
by  any  adjustment  of  the  circuits,  the  curve  obtained  comes  into 
coincidence  with  this  heavy  bounding  line.  Elach  of  the  curves 
marked  10, 10'  and  10'  has  a  maximum  near  its  junction  with  the 
A-curve.    The  curve  marked  10^  does  not  have  any  A-values 
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within  the  range  considered.  The  curve  marked  10^  has  its 
third  maximum  (the  middle  one )  on  a  part  of  the  curve  calculated 
by  the  L-formula.  This  is  very  interesting,  for  in  this  region  the 
condensers  of  the  secondary  and  tertiary  circuit  are  inoperative, 
one  being  zero  and  the  other  infinite,  or  short  circuited.     For 
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I^o.  4. — Optimum  values  of  A2  A  for  various  values  of  A  i/X.    The  10,  10»,  10«, 
10*  attached  to  the  various  curves  gives  the  value  of  Rz/R^  for  each  curve. 

this  particular  set  of  constants  we  have  an  efficient  tuning 
system  without  any  secondary  condensers ! 

Certain  other  facts  regarding  these  curves  will  be  presented 
in  a  theoretical  discussion  to  follow  a  presentation  of  tables  and 
graphs  of  the  optimum  resonance  relations  in  our  special  case. 

237.  The  Resonance  Relations  in  the  Special  Numerical  Case. 
It  is   proposed  now  to  give  numerical  results  concerning  the 
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optimum  adjustments  of  Cm  and  C»o  in  the  special  case  imder  con- 
sideration. Instead  of  tabulating  the  capacities  it  is  more  con- 
venient to  tabulate  Ai/X  and  A«/X,  where 

Aj/X  =  2tcVl^/X  (99) 

A,/X  =  2TcVXici^/X  .  (100) 
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Fig.  5. — Optimum  values  of  As/X  for  various  values  of  Ai/X,  for  different  values 
of  Rt/Rt  as  designated  by  numbers  attached  to  the  separate  curves. 

With  these  definitions  it  is  seen,  as  has  been  repeatedly  pointed 
out, 

Aa/X  =  w/122  (101) 

As/X  =  w/Q,  (102) 
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These  values  are  computed  by  the  aid  of  the  formulas  for 
the  resonance  relations  in  the  various  cases  given  in  the  ''Key/' 
and  are  tabulated  in  Tables  II,  III,  and  IV.  The  results  are 
plotted  in  Figs.  4  and  5. 

The  several  curves  are  nimibered  with  numbers  giving  the 
ratio  of  Rt/Rt  taken  as  the  bases  for  the  calculations. 

No  especial  comment  will  be  given,  except  that  these  curves 
permit  a  determination  of  the  optimum  value  of  the  two  con- 


Table  n. — ^Resonance  ReUtions  in  Case  Ri/Rs  «*  10^.    Optimmn  Values 
of  As/X  dhd  of  Ki/\  for  Various  Values  of  Ai/X.    Given  r*  -  0.1, 

7ll   a  0.08,  17t   »  0.01 


Given 

Calculated  optimum  values 

Ai/X 

/l 

At/X        .     ■            A»A 

1 

Formula 

0.707 

-1.00 

4 

0.953 

0.808 

-0.60 

0.927 

0.815 

-0.50 

0.912 

0.845 

-0.40 

0.895 

( 

I 

0.877 

-0.30 

0.866 

B 

0.912 

-0.20 

0.818 

0.953 

-0.10 

0.714 

H 

m 

0.976 

-0.05 

0.598 

1.000 

0.00 

0.285 

1.005 

0.01 

0.000 

1.01 

0.02 

i 

1.03 

0.06 

8 

1.036 

0.07 

1 

L 

1.042 

0.08 

5 

1.046 

0.085 

1.049 

0.091 

0.397 

1.051 

0.095 

0.657 

1.053 

0.100 

0.968 

• 

1.061 

0.110 

1.325 

1.068 

0.125 

1.60 

d 

1 

1.085 

0.150 

1.56 

1.116 

0.200 

1.38 

B 

1.194 

0.300 

1.22 

1.290 

0.400 

1.153 

1.414 

0.500 

1.118 

1.570 

0.600 

1.095 

00 

1.000 

1.053 

• 
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densers  Cm  and  Cto  in  the  several  numerical  cases,  and  point 
the  way  to  a  further  theoretical  examination  following. 


Table  IIL— Case  R«/Rs  «  lO*,  10*,  and  10.    Optiinuin  Values  of  As/X 
For  Variotts  Values  of  Ai/X.    Given  r*  =  0.1,  171  »  0.08, 171  »  0.01 


Given 

Calculated  optimum  values 

Ai/X 

Ji 

Values  of  At/X  for  Rt/Rt  equal 

10« 

10" 

10 

00 

1.58 

1.41 

1.29 

1.20 

1.12 

1.104 

1.084 

1.05 


1.045 

1.04 

1.03 

1.02 

1.01 

1.005 


1.00 

0.976 

0.967 

0.953 

0.933 

0.921 

0.913 

0.877 

0.850 

0.816 

0.792 

0.707 


1.0 

0.6 

0.5 

0.4 

0.3 

0.2 

0.18 

0.15 

0.10 


0.09 
0.08 
0.06 
0.04 
0.02 
0.01 


0.00 
-0.05 
-0.07 
-0.10 
-0.15 
-0.18 
-0.20 
-0.30 
-0.40 
-0.50 
-0.60 
-1.00 


1.035 A 
1.072 A 
1.090A 
1.122A 
1.170A 
1.380B 
1.490jB 
1 .  556jB 
0.968B 


Zero    L 


0.287B 
0.565B 
0.632B 
0.650 A 
0.732 A 
0.762 A 
0.781 A 
0.838 A 
0.870A 
0.892 A 
0.907 A 
0.936A 


0.993A 
1.020 A 
1.030 A 
1.053 A 
1 . 086 A 
1.166A 
1.190A 
1.217A 
0.968B 


Zero    L 


0.0000 
0.135A 
0.352 A 
0.482 A 
0.616A 
0.662A 
0.691A 
0.773A 
0.814A 
0.844A 
0.861 A 
0.897 A 


0.842A 
0.829 A 
0.819A 
0.783 A 
0.717A 
0.382A 
0.0000 
0.0000 
0.0000 


Zero   L 


0.0000 
0.0000 
0.0000 
0.0000 
0.0000 
0.0000 
0.242A 
0.510A 
0.609A 
0.666 A 
0.701A 
0.764A 


The  formula  used  Id  each  case  is  that  given  by  the  letter  following  the 
number  given  in  the  table. 
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TaUe  IV.~Ca8e  Ri/Rs  »  10*,  10',  and  10.    Optimism  Values  of  At/X 
for  Various  Values  of  Ai/X.    Given  r^  =  0.1,  i|i  »  0.0S,  i|s  »  0.01 


Given 

Calculated 

AtA 

•  ^i 

Values  of  A«A  for  R*/Rt  equal 

10« 

10« 

10 

00 

1.58 

1.41 

1.29 

1.20 

1.12 

1.104 

1.084 

1.05 

1.0 
0.6 
0.5 
0.4 
0.3 
0.2 
0.18 
0.15 
•      0.10 

0.200A 
0.226A 
0.237 A 
0.267 A 
0.313A 

00          B 
00           B 
00           B 
00           B 

0.356A 
0.403A 
0.430A 
0.474A 
0.556 A 
0.748A 
0.820 A 
0.948A 

00          B 

0.630A 
0.716A 
0.765 A 
0.842A 
0.992A 
1.33  A 
1.50  0 
1.61  0 
3.48  0 

1.045 

1.04 

1.03 

1.02 

1.01 

1.005 

0.09 
0.08 
0.06 
0.04 
0.02 
0.01 

00           L 

00           L 

00          L 

1.00 

0.976 

0.967 

0.953 

0.933 

0.921 

0.913 

0.877 

0.850 

0.816 

0.792 

0.707 

0.00 
-0.05 
-0.07 
-0.10 
-0.15 
-0.18 
-0.20 
-0.30 
-0.40 
-0.50 
-0.60 
-1.00 

00           B 
CO           B 
00           B 

0.295 A 
0.267 A 
0.254A 
0.247 A 
0.224A 
0.207 A 
0.196A 
0.191 A 
0.181 A 

1.00  0 
0.620 A 
0.578A 
0.525 A 
0.476A 
0.456 A 
0.440 A 
0.395A 
0.369A 
0.354A 
0.341 A 
0.324 A 

1.00  0 
0.636O 
0.673O 
0.7220 
0.7800 
0.8070 
0.784A 
0.702 A 
0.655 A 
0.625 A 
0.606A 
0.572 A 

The  formula  used  in  each  case  is  that  given  by  the  letter  following  the 
number  in  the  table. 


m.  THEORBTICAL  INVESTIGATION  OF 

POWER 


THE  GRAND  MAXIMA  OF 


288.  General  Note  on  Grand  Maxima  of  Power  in  the  Detector. 

An  examination  of  Table  I  gives  some  notion  of  the  adjustment 
for  a  grand  maximum  of  power  in  the  detector.    In  the  first 
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place  the  values  in  the  table  presuppose  that  the  optimiun 
adjustments  of  Css  and  Cso  have  been  made,  and  the  numbers  in 
the  last  four  colunms  are  max.  max.  values  of  relative  power, 
so  that  the  maxima  of  the  several  values  give  max.  max.  max. 
relative  power.  To  avoid  the  use  of  the  term  max.  max.  max. 
we  shall  call  these  values  the  grand  maxima. 

The  table  shows  that  when  there  are  any  fi-values,  the 
grand  maxima  seem  to  fall  on  the  ^-sections  of  the  curve 
or  at  a  point  near  the  junction  of  the  B-section  with  the  A- 
section.  When  there  are  no  ^-values,  the  grand  maximiun 
seems  to  fall  on  the  Onsection  near  its  jimction  with  the  A-see- 
tion.  In  one  of  the  cases  there  is  a  third  grand  maximum  on  the 
L-section  of  the  curve  corresponding  to  Rz/R^  equal  to  10*. 
These  inferences  from  the  special-case  curves  are  now  to  be 
corroborated  by  a  theoretical  investigation,  in  which  the  actual 
values  of  the  grand  maxima  of  power  are  to  be  discovered. 

239.  Investigation  of  Grand  Maximum  of  Power  with  Respect 
to  Resonance  Combination  L. — ^Let  us  designate  the  relative 
power  developed  in  the  detector  Ri  by  the  letter  Hy  defined  as 
in  equation  (97) ;  that  is 

H  =  Relative  Power  =  ^-^^  (103) 

Comparing  this  definition  with  (88),  it  will  be  seen  that, 
for  Resonance  Combination  L, 


Hl  =  1 7-. V -v-TT (104) 


In  this  expression  r  and  b  involve  the  reactance  constants 
of  Circuit  I.  We  propose  now  to  find  the  value  of  Xi  (or  of  the 
related  quantity  Ji)  that  will  make  Hl  a  maximum,  and  we  shall 
then  determine  the  magnitude  of  this  maximum  value,  which  we 
shall  call  the  grand  maximiun  with  respect  to  Resonance  Com- 
bination L. 

Whatever  adjustment  makes  Iz^  a  maximum,  with  r,  R%y  Rz  and 
E  fixed,  will  make  Hl  a  maximum  under  the  same  conditions. 

Referring  to  equation  (5)  and  noting  that  in  that  equation 
Z^  alone  involves  Xi,  and  that  in  consequence  the  square  of 
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the  current  is  made  a  maximum  with  respect  to  Xi,  by  making 
X'l^  a  minimum,  we  have 

X\^  =  a  minimum  (105) 

for  the  determination  of  Xi. 

Writing  out  X'l  by  values  from  Table  I,  Art.  211,  we  have 

'  '       Z2^Zz^+y'+2y\R2Rz-X2Xs)  ^^"^^ 

This  must  be  solved  as  simultaneous  with  (87),  in  order  to 
have  all  three  variables  of  the  circuit  made  simultaneously 
optimum,  in  those  cases  in  which  (87)  is  an  optimum  condition. 

We  shall  first  make  C»o  =  »,  and  Cu  =  —  I/7,  following 
definition  (4),  and  shall  then  make  7  approach  minus  infinity. 
The  first  step  of  this  operation  gives 

'  fi\L^Rz^  +  L2C07'  +  Rz^) 

R^^Rz^  +  y^R%^  +  RzKWoi^  +  2L,fay  +  7*)  +  7'L2'«'  +  2y^R^Rz 

(107) 

As  a  second  step,  it  is  to  be  noted  that  as  7  approaches  nega- 
tive infinity  this  expression  approaches  as  a  limit 

The  minimum  value  of  X'l*  is  then  seen  to  be  zero,  which  may 
be  always  attained  if  the  condenser  of  the  Circuit  I  is  capable 
of  taking  all  possible  values.  Setting  X'l  equal  to  zero,  replacing 
jS*  by  its  value  from  (4),  and  dividing  by  Liw,  we  obtain 

Equation  (109)  gives  the  value  of  J\  that  produces  largest  Relative 
Power  in  the  Detector,  when  the  Resoruince  Relation  L  is  fulfilled 
by  Ciz  and  Cao- 

The  magnitude  of  the  grand  maximum  of  relative  power, 
obtained  by  substituting  (109)  into  (104)  is 

where 

tf  =  1  +  ij«*(p  + 1)*  (111) 
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In  these  equations 

p  =  R^/Rt  (112) 

Equation  (109)  gives  ihe  value  of  Ji  at  which  occurs  maximum 
power  with  the  Resonance  Combinaiion  L,  and  the  value  oftherelative 
power  at  this  maximum  is  given  by  (110). 

240.  Investigation  of  Grand  Mazimmn  of  Power  with  Respect 
to  Resonance  Combination  0. — For  this  combination,  by  (73), 

C«  =  0,     Caow  =  1/jB  (113) 

In  this  case  by  (1)  and  (4)  we  may  write 

Xi=  LiU  +y  (114) 

Zs  =  -  B  +  7  (115) 

introduce  these  quantities  into  (106),  and  take  the  limit  as  y 
approaches  minus  infinity,  obtaining 

^  ^  ^  ^^  "  (R,  +  R^y  +  (L,a,  -  B)'  ^^^^^ 

Replacing  B  by  its  value  from  (69),  we  have 

The  solution  of  this  equation  for  X'l  =  0  is 
either  -X'i.=  0  (118) 

Expressing  these  results  in  terms  of  ratio  constants,  we  have 
either  /i  =  0  (119) 

To  decide  which  of  these  conditions  is  to  be  used  in  a  given 
case,  it  is  only  necessary  to  note  that  since  Ctz  is  zero,  we  have 
the  case  of  two  circuits  with  the  secondary  circuit  made  up  of 
the  inductance  L2,  the  capacity  do,  and  the  resistance  Rz  +  As* 
An  examination  along  these  lines,  making  use  of  Chapters  XI 
and  XII,  shows  that  (120)  is  to  be  used  whenever  it  is  attainable. 
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When  it  is  not  attainable  (US)  is  to  be  used.  The  case  for  (119) 
is  the  ease  of  deficient  coupling,  while  the  case  for  (120)  is  the  case 
of  sufficient  coupling. 

The  smallest  value  that  Ji*  can  have  is  0,  so  (120)  is  attainable, 
provided 

^i'  ^  ;j;(M^'  '•^•'  ^^^^^'^  + 1)  ^  ^*        (121) 

whence 


T^ 


P<- 1  (122) 

When  (122)  is  satisfied,  the  optimum  value  of  J\  for  Resonance 
Combination  0  is  given  by  (120).  When  (122)  is  not  saiisfiM 
the  optimum  value  of  J  \  is  (119). 

We  shall  now  obtain  values  of  the  grand  maxima  of  relative 
power   in  this  0-case.     Substituting  (90)  into  (103)  we  have 

1 

In  case 

Jx  =  0, 

r  by  its  definition  (83)  reduces  to  in,  and  then  (123)  becomes 

lffm«.lo  = ■ \-r-^  for  Jx  =  0  (124) 


^1^2 


1+P  +  ^^l 
171172 1 


171^2 

In  case  « 


Jl2  +  ^2   =   ^2   = 


t^t?! 


17»(P  +  1) 

if  we  first  square  the  brace  of  the  denominator  of  (123),  and 
then  replace  r*,  we  have 

Iff m«.lo  =        /      ,,,  for  Ji«  =  -7^^ -  V*       (125) 
4^t  (1  +  1)  "«("  +  1) 

We  may  sum  up  these  results  as  follows:  With  Resonance 
Combination  0,  if  p  {  —  Rz/Ri)  satisfies  the  inequality  (122),  the 
optimum  value  of  J\  is  given  by  (120).  The  valus  of  this  power  is 
given  by  (125).  //,  on  the  other  hand,  p  does  not  satisfy  the  in- 
equality (122),  the  optimum  value  of  Ji  is  given  by  (119),  and 
the  value  of  the  relative  power  at  this  maximum  is  given  by  (124). 
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241.  Investigation  of  the  Grand  Maxima  of  Power  witii 
Respect  to  Resonance  Combination  A. — If  we  substitute  (93) 
into  (103)  we  shall  have  the  Relative  Power 

Ha  =  ——J r  (126) 


C£  H-  r') 


In  this  equation,  r*,  which  is  defined  by  (83)  contains  the 
reactance  constant  Ji,  and  it  is  seen  by  inspection  that  the 
adjustment  of  «/i  that  makes  (126)  a  maximum  is 

.     /i  =  0, 

and  that  the  value  of  Ha  at  this  adjustment  is 

4(i7ii72  +  r*) 

The  condition  under  which  this  maximum  is  attainable  is  had 
by  setting  Ji  =  0  in  the  criterion  inequality  given  immediately 
preceding  equation  (91)  in  the  "Summary  and  Key  in  Terms  of 
Ratio  Quantities,"  Art.  234. 

This  operation  gives 

1  +  -  -  ^   p  ^  1  +  -li.  +  ^^  (128) 

The  Resonance  CombinaMon  A  is  attainable  if  the  ineqtuUity  (128) 
is  satisfied  by  p  (==  Rz/Ri),  and  the  optimum  value  of  Ji  is  Ji  = 
0.  The  valu^  of  the  relative  power  at  this  adjustment  is  given  by 
(127). 

242.  Investigation  of  the  Grand    Maxima  of  Power  with 

Respect  to  Resonance  Combination  B. — The  ^substitution  of 

(96)  into  (103)  gives 

1 


"'  "  ~^^         pW+  rh^m/r^) '  ^  ^^^^ 


r' 


f^i'n2 


a  + 


a 


r 


Indicating  the  denominator  of  this  expression  by  Z>,  we  shall  have 
in  expanded  form 


rVi?2*  +  2rVV^ii72»  +  P^%W 


r^a^ 


)      (130) 


Chap.  XV]  DETECTOR  IN  SHUNT  271 

It  is  required  to  find  the  value  of  Ji  that  will  make  D  a  mini- 
mum. Setting  equal  to  zero  the  derivative  of  D  with  respect 
to  Ji,  we  have 

1  (r^a^y  J      dJi 

2p.t*(l  +  '-^^f^}^      (131) 

The  second  brace  is  a  common  factor  that  cannot  vanish. 
It  may  be  divided  out.  Doing  this  and  replacing  the  deriva- 
tives obtainable  from  (82)  and  (83),  we  have 

0  =   1 1  -  '^'^'^  X^*^'""  I  ^^^  +  ''**^'^>  -  '"^  +  2p,,V,    (132) 
Clearing  this  of  fractions,  we  obtain 

0  =  rV{(l  +  1,^2) Jx  -  r«  +  2P172V1}  -  . 

1(1  +  12') Ji  -  tM  W'prit'  +  prhim}    ^'"^^ 

Let  us  write  out  the  value  of  r^a^  by  using  (83)  and  (84), 
obtaining 

rV  =  (1  +i72«)  (171*  +  Ji^)  +t'  +  2T^{vm  -  Ji)     (134) 

Note  also,  by  (83) 

r«  =  ni^  +  Ji»  (135) 

The  values  given  in  (134)  and  (135)  substituted  into  (133) 
gives 

0  =  P,Ji»  +  P2J1*  +  PiJi  +  Po  (136) 

where 

Pa  =  (1  +  172*  +  Pij2*)  (1  +  i7«^) 

P.  =  (1  +  172*  +  Pi72»)  (-  3r«) 

Pi  =  {1  +  i?2*  +  2pi,2M   {(1  +  Vt^W  +  r*  +  1    (137) 

2rr^ViV2}  +  4t^  —  pi?ii72{l  +  172*}  {r*  +  lyii/s} 
Po  =  —7^(7*  +  171172)*  +  r*i7ii72P  (t*  +  171172)  —  T*i7i* 

When  the  quantities  on  the  right-hand  side  of  equations 
(137)  are  numerically  known,  the  cubic  equation  (136)  may  be 
solved  by  "trial  and  error"  or  by  other  known  methods  of 
solving  a  cubic  equation  with  numerical  coefficients. 

The  cubic  equation  (136)  gives  the  value  of  Ji  at  which  occurs 
a  grand  maximum  (or  a  minimum)  of  relative  power  tvith  respect 
to  the  Resonance  Combination  B, 


(138) 
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From  the  soliUiona  obtained  for  the  cubic  in,  any  numerical  casCy 
one  must  decide  by  a  separate  investigation  which  of  the  solutions 
give  maxima  and  which  minima  of  power,  and  one  must  deter- 
mine  the  value  of  the  grand  maximum  of  power  by  substituting 
the  resulting  value  of  Ji  into  (129),  in  which  a  and  r  are  functions 
of  J I  as  defined  in  (83)  and  (84). 

We  shall  follow  the  exact  treatment  here  given  by  approxi- 
mations that  are  useful  in  important  cases. 

243.  Approxiniate  Treatment  of  the  Grand  Maximum  of 
Power  with  Respect  to  Resonance  Combination  B. — Instead  of 
emplo3dng  the  cubic  equation  (136)  to  determine  the  value  of 
Ji  at  which  occurs  a  grand  maximum  of  relative  power  with 
respect  to  Resonance  Combination  B,  we  may  obtain  an  ap- 
proximate result  as  follows: 

In  the  value  of  r^a^  given  in  (134)  let 

171*  <<  1 

vi^  <<  Ji^  +  r* 
and 

2x^17/2  <<  Ji^  +  r* 
then  by  (134) 

r^a^  =  {J I  —  T^y  approximately  (139) 

In  advance  of  a  determination  of  Ji^  we  know  that  it  is  positive, 
so  that  conditions  (138)  are  satisfied,  provided 

T7i*  <  <  1,  vi^  <<r\  vm  <  <  tV2  (140) 

The  inequalities  (140)  give  conditions  under  which  the  approxi- 
mation (139)  is  applicable.  It  may  be  that  (140)  is  more  restrictive 
as  to  rji  and  172  than  is  necessary.  From  (139)  this  is  seen  to  be 
the  case  when  Ji*  is  sufficiency  different  from  zero  to  add  appre- 
ciably to  r*  on  the  right-hand  side  of  (138). 

If  now  we  substitute  (139)  into  (133),  and  neglect  further  172* 
where  it  occurs  in  comparison  with  unity,  we  obtain 

0=  {Ji-T2}2{/i-r2  +  2pi72Vi} 

-   [Ji  -  rM  {r^pryj^  +  pr*,;^,,}       (141) 

which,  factored  and  with  r*  replaced  by  its  value  from  (135), 
gives 

0  =   {^1  -  r«}{(Ji  -  r«)[(l  +  2p7;2^)Ji  -  r^]  - 

W+Ji^)pri^^'-  frrSiV^]     \     (142) 


=  {Ji  -  r^}    Ji'  -  2tVi  + 


H-/t>i?2* 
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Setting  these  two  factors  separately  equal  to  zero,  and  solving 
for  Ji,  we  obtain 

either  Ji  =  t*  (143) 


or  /.  =  r»  ±     /kW±ihJil  +  rVh)p  (144) 

Equations  (143)  and  (144)  give  approximate  values  of  Ji  at 
which  grand  maxima  {pr  minima)  of  power  occur  with  respect  to 
the  Resonance  Combination  B. 

We  shall  next  show  that  (143)  is  the  condition  for  a  minimum, 
and  that  (144)  is  the  approximate  value  for  a  grand  maximum. 
This  result  will  he  incident  to  a  determination  of  the  magnitude  of 
the  Power-maximum. 

244.  The  Magnitude  of  fhe  Relative  Power  with  Respect  to 
Resonance  Combination  B. — ^Before  we  introduced  any  approxi- 
mations into  the  examination  of  the  Resonance  C!ombination  B, 
we  foimd  that  Ji,  in  order  to  give  a  grand  maximmn  of  power, 
must  satisfy  (133),  which  was  subsequently  put  into  the  form 
(136).  We  may,  therefore,  utilize  (133)  as  far  as  possible  to 
simplify  the  power  equation  (129).  Concerning  ourselves  par- 
ticularly with  the  denominator  of  (129),  which  is  given  in  (130)  we 
may  write  (130)  in  the  form 

where,  as  an  abbreviation 

X  =  p(rW  +  rhiifii)  (146) 

We  may  factor  (145)  so  as  to  give 

D  =  -^  ^^^^±^  (147) 

Equation  (147)  gives  the  denominator  of  the  power  equaJtion 
(129),  before  any  resonance  conditions  regarding  J\  are  irdroduced. 

We  shall  now  transform  (133),  by  introducing  the  abbreviation 
X.    This  gives 

Equation  (148)  is  the  equivalent  of  (133),  and  is  the  relation  that 
Ji  must  satisfy  to  give  a  maximum  {or  minimum)  value  of  power 

18 
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Substituting  (148)  into  (147)  in  such  a  way  as  to  eliminate 
r^a^,  we  obtain 

D  =  J?-  1    ^a+f)f»--'^  (149) 

^  (1  +  V2')Ji  -  r^ 

Simplif3dng  this  expression,  replacing  x  by  its  value  from 
(146),  with  r  replaced  by  (135),  and  introducing  the  resulting 
value  of  D  into  (129),  we  obtain 

Into  equation  (150)  ^  t^oZt^ea  c/  Ji  given  by  the  cubic  equation 
(136)  mvM  be  introduced.  The  remUing  values  wiU  be  either 
maxima  or  minima  of  H.  Only  the  maxima  are  to  be  selected, 
and  are  to  be  used  with  the  other  adjustments  incident  to  the 
Resonance  CombinaiionB. 

246.  Approziniate  Magnitude  of  Relative  Power  with  Respect 
to  Resonance  Combination  B. — In  equations  (143)  and  (144) 
we  have  found  approximate  values  of  J\  that  give  either  a  maxi- 
mum or  a  minimum  of  power  with  respect  to  Resonance  Combina- 
tion B,    We  may  write  (144) 

«/i  =  r^  +  a   (approximately)  (151) 

where 


«  =  ±     KlW±^.^l_+pmiP  (152) 

\  1  +  fyiit^ 

Introducing  (151)  into  (150),  with  neglect  of  172'  in  comparison 
with  unity,  we  obtain 

rrr       i ai?i{  (1  +  2/»y2')g  +  2piy2V} ,.-ox 

l/imaxjB  -   {  (^2  +  «)2,,  +  ^fy^  +  ^2^^  j  {«(1  +  ^,2)  +  ^^2^2|  2  (^^^ 

It  is  seen  from  this  equation  that  Ji  =  r'  gives  a  minimum  of 
power,  for  this  is  equivalent  to  making  a  =  0  in  (157),  and  gives 
relative  power  zero,  to  the  accuracy  of  the  approximations 
employed  in  deducing  (153). 

Using  the  approximate  resonance  value  of  Ji  given  in  (151), 
equaiion  (153)  gives  an  approximate  value  of  the  grand  maximum 
of  power  with  Resonance  Conibinaiion  B, 

We  shall  now  make  a  collection  of  the  several  optimum  Res- 
onance Combinations,  which  are  the  Resonance  Combinations 
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L,  0,  A,  and  B,  with,  however,  their  corresponding  optimum 
values  of  «/i  also  taken  into  account. 

246.  Collection  of  Optimum  Resonance  Combinations. — In 
the  "Summary  and  Key  in  Terms  of  Ratio  Constants, "  Art.  234, 
we  have  given  a  list  of  Resonance  Combinations  designated 
Lf  0,  Af  and  B.  In  the  pages  following  the  Key  we  have 
determined  the  value  of  Ji  that  will  give  grand  maximum 
expenditure  of  power  in  the  resistance  Rz  for  each  of  the 
Resonance  Combinations.  When  Ji  is  thus  made  optimum 
with  the  several  Resonance  Combinations,  we  shall  designate 
the  combinations  Optimum  Resonance  Combinations  L^O,  A, 
and  B. 

Incidentally  there,  have  appeared  two  Optimum  Resonance 
Combinations  0,  which  we  shall  refer  to  as  Oo  and  Oi. 

In  stating  the  various  combinations,  we  shall  need  to  introduce 
the  optimum  value  of  Ji  into  the  statement  of  the  optimum  ad- 
justment of  the  Circuits  I  and  II  whenever  these  adjustments 
are  functions  of  Ji. 

We  shall  also  collect  along  with  the  Optimum  Resonance  Com- 
binations the  values  of  the  Grand  Maximum  of  Relative  Power 
for  those  combinations. 

We  shall  later,  where  possible,  lay  down  rules  as  to  which  of 
the  optimum  combinations  is  to  be  used  for  any  given  relation 
among  the  resistances  of  the  three  circuits. 

L.  The  optimum  resonance  combination  L  is 

and  the  relative  power  at  this  adjustment  is 

f^— 1  ^  =  v.r-  v<—.  77/1-  :; — ^    ^^^«) 


+  -—  +  2 


T 


\d         /        imxn 


where 

6=1+  172^1  +  P)'  (156) 

p  =  Rz/Ri  (157) 

Oo.  The  optimum  resonance  combination  Oo  is 

Ca  =0,     ^'  =  1;     "^i  =  0  (158) 
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and  the  relative  power  at  this  adjtistment  is 

1 


[rZmaz.lOn  — 


^1^2 


This  combination  is  not  to  be  used  when 


P< 


"tiVi 


-  1 


Oi.  The  optimum  resonance  combination  Oi  is 

C28  =  0 

X2 


1  ± 


172 


(p+  1)    /      r'Vi    ""  . 

m         \V2{p  +  1)        ''' 


Ji«  = 


T^rji 


-  2 

—  rii 


Viip  +  1) 

and  the  relative  power  at  this  adjustment  is 

1 


[^nuucjo^  = 


4t' 


('  +  ;) 


This  combination  can  be  oMained  only  provided 


A.  The  optimum  resonance  combination  A  is 


A-* 


» 


X* 
1 


-€{ 
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(159) 


(160) 


(161) 


(162) 


(163) 


'2     \ 


1  +  ^ 


X« 


__      \       Vi       /  Vi  i_ 


(164) 


1  + 


^1^2 


"r^  r^^;—)  --M«  +  r*)) 
J,  =  0 

and  the  relative  power  at  this  adjustment  is 

1 


l^xnaxjil  — 


•l(»7i1?2+  r^) 


(165) 
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This  combination  can  be  attained  only  provided 

l+—  <p<l  +  —  +  -    -^^L-_  (166) 

B.  The  optimum  resonance  combination  B  is  accurately 

^''  =  i,  ^30  =  «  (167) 


X*       a 
with  Ji  a  root  of  the  cubic  equation 

Po  +  PiJi  +  PtJi*  +  PtJi^  =0  (168) 

with  the  values  of  Po,  Pi,  Pj,  and  Pa  given  in  equation  (137). 

To  obtain  the  values  of  [ffmaxJa,  the  values  obtained  for  Ji 
are  to  be  substituted  into  (150),  and  then  the  minimuTn  values, 
if  any  appear,  are  to  be  discarded. 

To  obtain  the  adjustment  appropriate  to  Circuit  II,  the  values 
of  J\  that  give  maximum  values  of  H  are  to  be  introduced  into 
6  and  a^  of  (167),  in  accordance  with  the  definitions  of  h  and  d^ 
given  in  (82)  and  (83). 

B.  Approximate: 

When 

i?i^<l,     1?l'«r^and17l7y2«TV2  (169) 

tiie  optimum  resonance  combination  B  is  approximately 


X»        nii'W  +  2r*a  +  a«)  +  (i/i  +  i;,r«)2  +  a» 

Cza  =    oo 

Ji  =  T*  +  a 
and  the  relative  power  at  this  adjustment  is 
.„       1    _  ai7i{(l  +  2pi72>  +  2p7,,V| 


(170) 


{(t»  +  a)*,,  +  in«i7,  +  r«ni}{«(l  +  pi»»')  +  pif«*r*!* 

(171) 
where 

«  -  ±  V r+7^? ^^^2^ 

247.  Comparison  of  the  Grand  Maxima  of  Power  for  the  Sev- 


eral Optimum  Resonance  Combinations. — By  comparing  the 
values  of  the  relative  power  {H  max.)  for  the  several  combinations, 
we  are  able  to  decide  which  combination  gives  the  greatest  rela- 
tive power  for  any  given  value  of  p  {  =  Rz/R2).  The  results  are 
given  in  Table  V. 
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Table  V. 


-Proper -Optimum  Resonance  Combinations  for  Different  Values 

of  Rs/Ri 


Value  of  pt-fi«/i2>) 

Use  optimum 
resonance 

combination 
designated 

• 

0  !^    p   ^  -  1+  — 
■"       ""                  ViVi 

Oi 

ViVi                            ViVi 

Oo 

1+'*  gpg  1  +  ^'  +    ,  " ,   ,> 

171171                              171178       172(171171  +  T*) 

A 

I71I7I           172(171172    +  T^) 

B 

Table  V  was  obtained  (by  steps  not  here  given)  by  noting 
first  that  the  optimum  combination  A  could  be  attained  only 
when  p  was  within  the  limits  assigned  in  (166),  which  are  the 
limits  given  in  the  third  line  of  the  table.  By  subtraction  of 
the  denominator  in  the  expression  for  Power  in  the  A-case  from 
the  corresponding  denominator  in  the  Oo-case,  it  was  foimd  that 
the  denominator  in  the  A -case  was  always  the  smaller,  so  that 
combination  A,  when  attainable,  gives  more  power  than  combi- 
nation Oo.  It  was  next  noted  that  combinations  A  and  Oi  are 
never  attainable  together,  since  the  upper  value  of  p  for  which 
Oi  is  attainable  is 


P^  -1  + 


^1^2 


by  (163). 

It  was  then  shown  by  subtracting  power-denominators  that 
combination  Oi  always  gives  more  power  than  combination  Oo 
so  that  Oo  is  to  be  used  only  when  Oi  and  A  are  both  unattainable. 
This  range  is  given  in  the  second  line  of  Table  V. 

We  are  left  in  doubt  up  to  here  whether  BorL  should  replace 
Oi,  Oo,  or  A  in  the  ranges  corresponding  to  the  first  three  lines 
of  Table  V.  A  subtraction  of  the  denominators  in  the  case  Oi, 
Oo,  and  A  successively  from  the  denominator  in  the  case  of  com- 
bination L,  shows  that  the  combination  L  is  not  superior  to 
any  of  the  other  combinations  within  the  ranges  given  in  the 
table. 

As  to  combination  B,  it  is  in  such  a  form  that  there  is  diflSculty 
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in  determining  by  direct  subtraction  whether  or  not  the  power 
for  the  B  combination  is  greater  than  that  for  the  other  combi- 
nations. We  find,  however,  that  the  B  combination  gives  Ji  =  0, 
when 

-  - '  +  ,4 + i;o?f^  »''> 

which  is  the  adjustment  of  «/i  for  the  ^-combination.  Also 
at  this  adjustment  the  value  of  the  power  for  the  B-combination 
agrees  with  the  value  of  the  power  for  the  A-combination. 

The  inference  from  this  is  that  the  JS-combination  has  applica- 
tion to  values  of  p  greater  than  the  limit  given  in  (173),  and  this 
inference  is  entered  in  Table  V. 

IV.  COMPUTATION  OF  OPTIBfUM  ADJUSTMENTS  AND  GRAND 
MAXIMA  OF  POWER  IN  A  SPECIAL  CASE 

248.  The  Optimum  Adjustments  of  the  Primary  Circuit  (Cir- 
cuit I)  in  a  Special  Case,  with  r^  =  0.1,  rn  =  0.03, 172  =  0.01. — In 
the  "Collection  of  Optimum  Resonance  Combinations/' Art.  246, 
there  are  given  formula  for  computing  the  adjustments  of  the 
constants  of  the  circuits  to  produce  maxima  of  relative  power  in 
Circuit  IH.  We  shall  here  give  the  adjustments  of  Circuit  I,  in 
the  form  of  values  of  Ji,  where 


J.  =  1  -  ^  (174) 

where 

X  =  the  wavelength  of  the  impressed  e.m.f. 
Ai  =  the  undamped  wavelength  of  Circuit  I. 

The  optimum  value  of  «/i,  which  is  the  quantity  computed  will 
be  sometimes  designated  Jiopt.. 

With  the  values  of  r,  171,  and  172  given  in  the  caption,  I  have 
computed  the  values  of  Jiopt.  for  various  values  of  the  ratio -B8/fi2, 
where  R9  is  the  resistance  of  Circuit  III  containing  the  detector, 
and  R2  is  the  resistance  of  the  Circuit  II.  The  values  employed 
for  Rb/R2  extend  from  1  to  100,000. 

Fig.  6  gives  the  values  of  Jiopt.  at  which  the  grand  maxima 
of  power  occur  for  values  of  Rz/R^  up  to  700.  The  different  parts 
of  the  curves  are  labelled  to  accord  with  the  optimum  resonance 
combinations  L,  0,  ii ,  and  B  employed  in  their  computation.  The 
actual  amount  of  relative  power  for  these  adjustments  are  given 
in  the  next  section. 
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Fig.  6. — Values  of  Jiopt.  for  various  values  of  Ri/Rt.    The  letters  attached  to 
the  curves  indicate  the  resonance  relations  employed. 

Table  VL — Optisiiim  Values  of  Ji  for  Large  Values  of  Rs/Rs,  with  the 

Given  Values  of  r,  171,  and  17s 


%/% 

J\  opt. 

7,000 

0.457 

-0.257 

8,000 

0.471 

-0.271 

9,000 

0.483 

-0.283 

10,000 

0.493 

-0.293 

15,000 

0.531 

-0.331 

20,000 

0.554 

-0.354 

50,000 

0.609 

-0.409 

100,000 

0.632 

-0.432 

00 

0.657 

-0.457 
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Continuing  the  examination  merely  of  the  optimum  values 
of  Ji,  Fig.  7  contains  the  same  curves  as  Fig.  6,  with,  however, 
a  different  scale  for  Rz/Rz,  and  an  extension  of  the  results  to 
values  of  Rz/Rt  up  to  7000. 


- 

.4 

^ 

.8 

^ 

^ 

+B 

y 

^ 

.2 

/ 

/ 

/ 

.1 

f 

■HO 

i 

\ 

■0 

> 

V 

-1 

' 

-o 

N 

x 

^ 

v^ 

-B 

o 

"^ 

-;i 

— 

-.3 

-.4 

. 

1000 


2000 


3000  4000 

ZV8  /  K% 

Fio.  7. — Extension  of  Fig.  6. 


5000 


6000 


7000 


Beyond  the  ratio  of  resistances  Rz/Ri  equal  to  7000,  curves  are 
not  given,  but  the  computed  results  are  contained  in  Table  VI. 

In  all  calculations  involving  Combination  B  the  approximate 
equations  (170)  and  (171)  were  employed. 
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249.  Magnitudes  of  the  Grand  Maxima  of  Power  for  Various 
Values  of  R3/R2.    Given  r*  =  0.1, 171  =  0.03, 172  =  0.01.— Using 

the  formulas  collected  in  equations  (164)  to  (172)  and  employing 
resistance  ratios  from  1  to  50,000,  values  of  the  relative  power 
expended  in  the  detector  were  computed  in  the  special  case  of 
t2  =  0.1,  771  =  0.03,  772  =  0.01,  with  the  results  given  in  Figs. 
8  and  9. 


2.6 

-^ 

3^ 

-0 

.-^ 

-B 





2-4 

^-*' 

1 

1 
nJ2-2 

v.. 

"^ 

KL^ 

— 

^ 

hB 

S;2.o 
1 

3  1.6 

"""**■ 

"■^ 





±0 

0  1.4 

s 

S  1.0 

fi    .8 

0    -^ 

1 

fl    .4 

i 

• 

0 

10 

^ 

20 

« 

30 

0 

40 

0 

60 

0 

60 

0 

700 

Fig.  8. — Grand  maximum  of  relative  power  vs.  Rt/Rt. 

Fig.  8  is  for  the  range  of  R8/R2  from  0  to  700.  Fig.  9  is  for  the 
range  of  Rz/Rz  from  zero  to  14,000. 

The  extension  of  the  range  to  60,000  is  given  in  Table  VII. 

An  examination  of  the  curves  of  Figs.  8  and  9,  and  Table  VII 
shows  that  with  this  particular  set  of  constants,  r,  171,  and  172,  the 
detector  in  which  the  greatest  power  is  developed  has  a  resistance 
between  150  and  600  times  the  resistance  of  the  secondary  induc- 
tance coil,  and  that  the  optimum  adjustment  of  the  circuits  comes 
under  the  cases  of  Optimum  Resonance  Combinations  A  and  B. 

As  the  resistance  increases  beyond  600  times  the  resistance 
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of  the  secondary  coil,  the  power  expended  in  the  detector  de- 
creases. With  a  different  coefficient  of  coupling  and  different 
values  of  171  and  iji  this  optimum  range  of  resistances  for  the 
detector  is  different'. 

The  problem  is  too  diversified  to  permit  of  exhaustive  nu- 
merical examination. 
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TaUe  Vn. — ^Rel.  Power  in  Detector  at  Opt.  Adjustments  for  Large  Values 

of  R«/Rs 


R*/Rt 

Relative  power  at 

Positive  maximum 

Negative  maximum 

7,000 
10,000 
20,000 
50,000 

1.15 
0.97 
0.61 
0.30 

1.82 
1.60 
1.11 
0.58 

In  these  Fig.  8  and  9  and  in  Table  VII  a  maximum  of  relative  power  is 
called  a  positive  maximum,  or  a  negalive  mcusimum  according  as  a  positive 
or  a  negative  value  of  Ji  is  used  in  its  computation. 
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V.  SOME  GENERAL  CONCLUSIONS 

260.  Form  of  Circuits. — The  discussion  in  this  chapter  per- 
tains to  circuits  of  the  form  of  Figs.  1  and  2,  Art.  220,  in  which 
the  detector  and  a  stoppage  condenser  Czo  are  shunted  about  the 
secondary  condenser  C23.  The  detector  may  have  any  resistance 
i?3  whatever,  and  none  of  the  resistances  of  the  various  circuits 
are  neglected. 

261.  When  Should  C23  be  Zero? — The  question  arises  as  to 
when  is  it  advisable  to  have  a  condenser  at  C28,  and  when  do 
the  resonance  devices  of  the  previous  Chapters  XI  and  XII 
without  such  a  condenser  give  larger  secondary  current  and 
larger  power  development  in  the  detector?  The  answer  is  found 
in  a  consideration  of  equations  (158)  and  (161)  and  of  Table  V. 
It  is  seen  in  (158)  and  (161)  that  C23  =  0  for  combinations  Oo 
and  Oi,  and  in  Table  V  it  is  seen  that  these  combinations  give 
grand  maxima  of  power  whenever 

'^  <  +1+—  (175) 

EqucUiori  (175)  gives  the  condition  under  which  the  tuning  of 
Chapters  XI  and  XII  with  the  secondary  coil,  the  detector,  and  a 
variable  condenser  in  series  (without  the  Ca  of  the  present  chapter), 
will  give  more  power  in  the  detector  than  any  adjustment  with  the 
use  of  C23  (note,  C2  of  Chapter  X  is  the  Czo  of  present  Chapter). 

262.  What  is  the  Best  Value  of  the  Stoppage  Condenser  C30 
for  Detectors  of  High  Resistance. — For  detectors  of  sufficiently 
high  resistance  to  make 

R,/R,  >l+f-  +  -     "'  (176) 

the  optimum  resonance  combination  is  combination  B,  and  in  this 
case  the  value  of  the  stoppage  condenser  Cso  is  infinite. 

We  have  then  the  interesting  result  that,  except  for  possible 
requirements  of  the  telephone  receiver  used  as  an  indiccUing  in- 
strument, the  stoppage  condenser  should  be  infinite  whenever 
the  detector  resistance  is  sufficiently  large  to  satisfy  (176). 

In  our  numerical  example,  (176)  becomes 

Rz/R2  ^  364.3. 


CHAPTER  XVI 

ELECTRICAL  SYSTEMS  OF  RECXTRRENT  SIMILAR  SEC- 
TIONS.   ARTIFICIAL  LINES.    ELECTRICAL  FILTERS 

253.  Utility. — The  study  of  the  electrical  transmission  char- 
acteristics of  various  systems  of  circuits  that  consist  of  recurrent 
sections  in  the  form  of  a  chain  is  highly  interesting  and  important. 

Circuits  of  recurrent  sections  are  employed  as  artificial  tele- 
phone and  telegraph  lines.  ^  By  properly  choosing  the  sections 
a  line  aimilating  telephone  and  telegraph  lines  or  cables  may  be 
constructed  and  employed  in  electrical  experiments  in  the  place 
of  the  actual  lines. 

Circuits  of  recurrent  sections  may  also  be  employed  as  elec- 
trical filters^  for  eliminating  disturbances  from  telephone  and 
telegraph  circuits.  It  is  believed  that  such  filters  may  come 
to  have  a  wide  application  to  the  elimination  of  disturbances  from 
radiotelegraphic  receiving  stations.  Such  filters  have  also  in- 
teresting applications  to  bridge  measurements  and  other  labora- 
tory operations;  in  which  it  is  desired  to  eliminate  harmonics 
and  other  disturbances. 

Further,  by  properly  choosing  the  constants  of  the  sections 
the  electrical  artificial  line  may  be  employed  to  introduce  pre- 
determined time  retardation  of  electric  currents  in  a  way  that 
gives  time  retardation  practically  independent  of  the  frequency 

^  An  artificial  line  with  resistances  in  series  and  condensers  in  shunt  was 
patented  hy  Varley  in  1862,  British  PalerU  No.  3453.  A  similar  line  but 
with  uniformly  distributed  capacity  and  resistance  was  patented  by  Taylor 
and  Muirhead,  British  Patent  No.  684,  of  1876.  A  line  with  uniformly 
distributed  inductance,  resistance,  and  capacity  was  made  and  described 
by  Pupin,  Trans.  Am.  Inst,  of  EL  EnQineers,  16,  pp.  te-142,  1809.  Another 
form  of  uniformly  distributed  artificial  line  was  constructed  and  described 
by  Cunningham,  Trans.  Am,  Inst,  of  El.  Engineers,  30,  pp.  245-256,  1911. 
For  further  references  and  for  an  extended  treatment  of  the  subject  see  a 
recent  book  by  Kennelly,  '' Artificial  Electrical  Lines,"  McGraw-Hill, 
1917,  from  which  the  above  references  are  taken. 

*G.  M.  B.  Shepherd,  "Note  on  High-frequency  Wave  Filters,"  The 
Electrician,  71,  pp.  399-401,  1913.  G.  A.  Campbell,  U.  S.  Patent  No. 
1227113,  1917. 
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over  wide  ranges  of  frequency.  This  has  been  utilized  by  the 
author'  in  an  electrical  compensator  employed  in  determining  the 
direction  of  sources  of  sound,  particularly  imder  water,  in  sub- 
marine boat  detection  and  in  submarine  signalling.  Similar 
devices  are  applicable  to  direction-finding  by  electric  waves  and 
to  the  elimination  of  interference  in  radiotelegraphy  by  directive 
receiving. 

The  principles  to  be  developed  in  the  study  of  these  systems 
of  recurrent  sections  will  serve  to  show  their  general  application, 
and  will  serve  also  as  an  introduction  to  the  study  of  electric 
waves  on  wires,  to  be  treated  in  the  next  later  chapter. 

L  GENERAL  SYSTEM  OF  EQUAL  SECTIONS 

264.  General  Tjrpe  of  Circuits.  Notation. — The  discussion 
will  be  limited  to  a  system  of  recurrent  sections  that  are  all 
equal,  except  at  the  terminals  of  the  system. 

A  S3n9tem  of  this  character,  but  with  considerable  generality 
as  to  the  nature  of  the  sections,  is  shown  in  Fig.  1. 

The  complex  impedances  Zo,  2i,  zt,  and  Zt  may  each  consist 
of  any  combination  of  capacities,  inductances,  and  resistances. 

Each  of  the  complex  impedances  Z2  is  common  to  two  circuits 
and  is  of  the  nature  of  a  mutual  impedance. 

The  impedances  zi  are  not  conunon  to  two  circuits,  but  for  the 
sake  of  generality  there  is  assiuned  a  mutual  inductance'  between 
the  elements  zi  of  each  pair  of  adjacent  loops,  but  no  mutual 
inductance  between  loops  not  adjacent. 

The  complex  impedances  zo  and  Zt  are  the  impedances  of 
the  terminal  apparatus  at  the  two  ends  of  the  syBtem. 

What  may  be  called  the  line  proper,  exclusive  of  the  terminal 
impedances,  ends  in  a  half  section  zi/2  at  each  ^nd. 

266.  General  Equations. — We  shall  designate  the  complex 
current  through  the  non-common  elements  of  the  successive 
loops  as  ?©,  iif  ii,  U,  .  .  .  f»  - 1,  f».  These  ciu-rents  are  supposed 
to  be  positive  when  in  the  direction  of  the  arrows  marked  to, 
t'l,  etc. 

The  current  z'o  flows  through  the  terminal  impedance  zo  at 

^  Description  in  U.  S.  Navy  Archives  and  in  pending  U.  S.  patent 
application. 

*  This  mutual  inductance  may  be  made  zero  to  suit  cases  in  which  no 
such  mutual  inductance  exists. 
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the  inpiU  end,  and  the  current  i»  through  the  terminal  impedance 
Zt  at  the  oidpiU  end. 

We  shall  treat  the  problem  for  only  the  steady-state^  condition, 
under  the  action  of  a  sinusoidal  impressed  e.m.f. 

If  we  let  the  impressed  e.m.f.  be  replaced  by  an  exponential 
expression 

e  =  iffe'^', 
and  if  we  let 

to   =   Ao€^ 

12  =  il2€^  }  (1) 


=   iln€>"' 


it  is  seen,  as  in  Chapter  XIII,  that  the  complex  amplitudes  of 
current  Ai,  At,  .  .  ,  An  will  be  required  to  satisfy  the  fol- 
lowing algebraic  equations  obtained  from  Kirchhoflf's  e.m.f.  law: 

E  =  z'Ao  +  bAi 

0  =  6i4o  +  zAi  +  bAz 
0  =  6Ai  +  zAt  +  bAs 
0  =-bAt  +  zAz  +  bA^ 

0  =  bAn^i  +  z'^An 
where,  as  abbreviations, 


(2) 


a' 

=  Zo 

+  Zt 

+  Zx/2 

z" 

=  Zt 

+  zt 

+  2l/2 

z 

=  Zi 

+  2z. 

b 

==  Mju 

»  —  Zt 

(3) 


Me^od  of  Making  All  of  the  Equations  (2)  Symmetrical. 
It  will  be  noted  that  all  of  the  equations  (2)  may  be  made  sym- 
metrical if  we  write 


A.i  = 


(z'  -  z)Ao  -  E 


and 


_  (z"  -  z)A, 
A«+i g 


(4) 


(5) 


With  these  definitions  of  A-i  and  An+ 1,  which  have  no  other 

'■  A  treatment  of  the  transient  state  is  given  by  J.  R.  Carson,  Proc.  Am. 
Inal.  of  El.  Engineen,  38,  p.  407,  1919. 
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meaning  than  that  given  them  by  the  equations  (4)  and  (5),  we 
may  replace  E  in  the  first  equation  of  (2)  and  z"  in  the  last 
equation  of  (2),  obtaining  for  the  whole  set  (2) 


0  =  6A_i  +  zAo  +  bAi 
0  =  bAo  +  zAi  +  bAi 
0  =  bAi    +  zA2  +  bAz 


(6) 


0   =   bAn^l  +  zAn  +  bAn+1 

Each  of  the  equations  (6)  is  now  seen  to  be  of  the  generic  form 

0  =  bA„^i  +  zAm  +  6A«+i  (7) 

EqucMon  (7)  is  a  generic  equation  skovnng  the  relation  of  the 
complex  current  amplitudes  in  adjacent  sections  of  the  system  of 
the  form  of  Fig.  1.     This  equation  in  which  mis  to  be  given  values 


Fio.  1. — General   system  of  recurrent  equal   sections.     Complex  impedancea 

zi  and  ct  may  be  of  any  character. 

corresponding  to  the  subscripts  in  (6),  when  taken  in  conjunction 
with  (4)  and  (5)  enables  us  to  obtain  a  complete  solution  of  the 
problem  of  determining  the  currents  in  the  steady  slate, 

266.  Solution  for  Complex  Current  Amplitudes.' — The  equa- 
tion (7)  may  be  shown  to  hold  for  all  values  of  m.  For  our  pur-? 
pose  it  will  be  sufficient  to  show  that  it  holds  for  values  of  m  from 
m=  — ltom  =  n  +  l.  We  have  already  seen  in  (6)  that  equa- 
tion (7)  holds  for  values  of  m  from  and  including  0  to  and  includ- 
ing n.  To  show  that  the  generic  equation  (7)  holds  for  m  =  —  1, 
let  us  write  down  the  equation  that  results  from  makiilg  m  =  —  1, 
obtaining 

0  =  6A_2  +  zA^i  +  bAo, 


^  In  the  theoretical  treatment  of  this  subject  I  have  followed  the  method 
outlined  in  G.  A.  Campbell's  U.  S.  Patent  No.  1227113,  1917. 
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This  amounts  merely  to  a  definition  of  A_2  in  terms  of  A_i 
and  Ao,  and  since  A^2  has  no  physical  meaning  in  the  problem, 
we  can  make  this  definition,  and  shall  make  no  further  use  of  it. 

In  like  manner  one  can  satisfy  himself  that  (7)  holds  also  for 
w  =  n  +  1. 

We  shall  now  proceed  to  a  solution  of  (7),  which  is  of  a  form 
known  as  a  difference  equation.  The  known  method  of  treat- 
ing this  equation  consists  in  assuming  that 

A^  =  G€*«  (8) 

where  G  is  independent  of  m. 

Substituting  (8)  into  (7),  and  giving  to  m  successively  the 
values  m  —  1,  m,  and  m  +  1,  we  obtain 

0  =  (?{6€*^"*  -  ^^  +  zt^"^  +  be  *(*"  -^  '^  \  (9) 

whence  it  appears  that  (?  is  an  arbitrary  constant. 
Now  dividing  (9)  by  (?€**",  we  obtain  on  transposition, 

€*  +  €-*=-  z/b  (10) 

or  otherwise  written 

fc=cosh-i|-=^}  (11) 

We  may  write  this  result  in  still  a  third  form  by  solving  (10) 
as  a  quadratic  in  c^,  and  this  gives 


'  26      V462       ^ 

26  ^  \462       ^ 


(12) 


Let  us  note  also  that  if  k  satisfies  (10)  then  —  A;  also  satisfies 
it,  since  k  and  —  k  enter  into  (10)  symmetrically.  Therefore  we 
have  another  solution  of  (7)  in  the  form 

An,  =  ff€-*«  (13) 

where  H  is  also  arbitrary  and  independent  of  m. 

In  order  to  distinguish  between  k  and  —  k,  both  of  which  are,  in 
general  y  complex  quantities,  we  shall  specify  that  k  has  its  real 
part  positive. 

Now,  since  (7)  is  linear  and  homogeneous  in  An^,  the  sum  of 
the  two  solutions  is  a  solution;  hence 

An.  =  Ge*-  +  ^e-*~  (14) 

19 
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where  0  and  H  are  both  arbitrary  and  independent  of  each  other 
and  of  m. 

Equation  (14),  since  it  contains  two  arbitrary  cor^tants,  is  knoim 
by  ike  theory  of  difference  equations  to  be  the  most  general  solution 
of  the  given  difference  equation  (7).  In  (14)  k  has  the  value  given 
by  (10),  (11),  or  (12). 

257.  Introduction  of  Terminal  Conditions,  and  the  Detenni- 
nation  of  the  Arbitrary  Constants  G  and  H. — ^To  obtain  the  values 
of  the  arbitrary  constants  G  and  H,  let  us  substitute  (14),  with 
proper  value  of  m,  into  (4)  and  (5). 

We  thus  obtain 

(7.-*  +  ge*=<''-^f +  ^)-f  (15) 

and 

As  abbreviations  let  us  write 

?^  =  x,  whence  by  (3)  x  =  ^'  ""  ^'^ ""  ^'^^         (17) 
and 

'-^  =  I/,  whence  by  (3)  y  =  ^^  -  '^^^  ^^/^         (ig) 

By  transposition  of  (15)  and  (16)  and  by  the  employment  of 
(17)  and  (18),  we  obtain 

(?(€-*  -x)  +  H{€'  -x)  =  -  E/b  (19) 

and 

G6*»(€*  -  y)  +  H6-*'»(€~*  -  y)  =  0  (20) 

As  further  abbreviations  let  us  write 

X  =  -  C-^^  (21) 

F  =  -  '"*  "^  (22) 

^  -  y 
then  (20)  gives 

G  =  HY€'^^  (23) 

The  substitution  of  (23)  and  (21)  into  (19)  gives 

E  1 

^  =  -  6(«*  -  x)    1  -  r*^'XY  ^^^ 

and  by  (23), 

^  =  ~  6(«*'^=^  1  -  «-«*«zy  ^^^^ 
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These  values  of  G  and  H  substituted  into  (14)  gives  for  the 
complex  current  amplitude  Am  the  value 


^m  — 


(26) 


fe(e*-a:)  .   1  -  XYt-^^ 

Equation  (26)  gives  the  complex  current  am/plitude  Am  of  the 
current  in  the  mth  section,  X  and  Y  are  given  by  (21)  and  (22); 
X  is  given  by  (17);  *,  by  (10),  (11),  or  (12). 

258.  Analysis  of  the  Complex  Current  Amplitude  into  a  Sum- 
mationy  Exhibiting,  the  Effects  of  Repeated  Reflection. — The  ex- 
pression (26)  for  Am  may  be  put  into  a  more  interesting  form  by 
expanding  one  of  the  factors  as  follows: 


^  _  XYe'^n  =  1  +  XYe-^*  +  X^Yh-^^  +  X^Yh'"^-  + 


Introducing  this  into  (26)  we  obtain 

E 


(27) 


Am  -~ 


6(€*-x) 


^-km  ^  y€-*(2n-m)^  Jf  yg-fc(2n  +  m) 


+  Xy*€~*^*»~"*^   +  JC*y*  €"*<*" +*'^ 
+  Jf  2y8^-*(6n  -  m)    _[_  X^Y^  ^-k(Bn  +  m) 

+  }     (28) 

This  is  a  variant  equaiion  for  A,»,  the  complex  current  ampli- 
tude in  the  mth  section  of  a  line  thai  terminates  with  the  nth  section. 

In  equation  (28)  it  is  to  be  noticed  that  the  multipliers  of 
—  i  in  the  exponents  of  the  successive  terms  are  as  follows: 


Term 

Multiplier 
in  exponent 

Interpretation 

First 

m 

s  the  number  of  steps  to  the  mth  section  from 
e.m.f.  direct. 

Second 

2n  —  m 

»  the  number  of  steps  to  outer  end  and  back  to 
the  mth  section. 

Third 

2n  +  m 

B  the. number  of  steps  to  outer  end,  back  to  be- 
ginning end,  and  then  to  mth  section. 

Etc. 

eto. 

etc. 

These  several  exponential  terms  are  consistent  with  the  view  that 
the  first  term  is  due  to  direct  transmission  from  the  source^  while 
the  succeeding  terms  are  due  to  successive  reflections  of  current  from 
the  terminals  of  the  line.  Each  step  from  section  to  section,  on  this 
theory,  multiplies  the  complex  current  amplitude  by  the  constant 
(complex)  factor  c~*. 
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To  account  for  the  mvUipliers  X  and  Y  applied  successively 
to  the  terms  after  the  first,  it  is  only  necessary  to  suppose  that  Y  is 
the  complex  reflection  coeffideni  of  the  terminal  of  the  line  remote 
from  the  e.m.f.,  and  that  X  is  the  complex  reflection  coefficient  of 
the  terminal  ai  the  e.m,f. 

269.  Complex  Current  Amplitude  in  the  mth  Section  of  an 
Infinite  Line  or  of  a  Line  with  Non-reflective  Output  Impedance. 
If  the  total  number  of  sections  n  is  infinite,  or  if  F  is  zero,  all 
the  exponentials  in  (28),  except  the  first,  disappear,  and  we  have 

E 
Am  =  -^ €"*"•,  forn  =  oc ,  or  F  =  0  (29) 

z 

where 

~z=  -  6  (€*  -  x)  (30) 

Equation  (29)  gives  the  complex  current  amplitude  A  ^  in  the 
mth  section  of  a  line  of  an  infinite  number  of  sections  or  of  a  line 
whose  reflection  coeffi^enl  at  the  remote  end  is  Y  =  0. 

260.  Input  Impedance,  or  Surge  Impedance,  of  an  Infiinite 
Line  or  a  Line  with  Non-reflective  Output  Impedance. — The 
input  impedance,  or  as  it  is  sometimes  called  the  surge  impedance, 
of  a  line  is  the  impedance  by  which  the  whole  line  m^y  be  replaced 
without  changing  the  current  in  the  zeroth  section.  . 

For  the  purpose  of  this  discussion  the  impedance  Zo  represented 
as  inserted  in  the  zeroth  section  will  be  regarded  as  a  part  of  the 
impedance  of  the  input  apparatus,  and  not  a  part  of  the  line  itself. 
In  like  manner,  Zt  may  be  regarded  as  the  impedance  of  the 
output  apparatus  attached  to  the  line. 

For  an  infinite  line  or  a  line  of  zero  output  reflection  coefficient, 
we  can  get  the  current  in  the  zeroth  section  by  making  m  =  0  in 
(29)  obtaining 

Ao  =  -  (31) 

z 

where  z  has  the  value  given  in  (30) ;  and  on  replacing  x  in  (30) 
by  its  value  from  (17)  we  obtain 

z  =  Zo"  Zi/2  —  22  •"  &€*  =  Zo  +  Zi  (say),  (32) 

where 

Zi  =   -  &€*  -  22  -  Zi/2  (33) 

The  result  contained  in  (33)  may  be  otherwise  written  by  use  of 
(12)  and  (3)  and  becomes 

2,  =  ^(£l+_SI7»  (34) 
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It  is  to  be  noted  that  Zi  as  given  by  (33),  or  (34),  is  the  input  imr^ 
pedance,  or  surge  impedance,  of  the  line  of  non-reflective  output 
impedance,  or  of  the  infinite  line,  for  by  (32)  and  (31)  Zi  is  the  im- 
pedance by  which  the  line  exdusivdy  of  Zo  may  be  replaced  ivithoui 
changing  (he  current  in  the  zeroth  section. 

261.  Complex  Reflection  Coefficient  at  the  Remote  End  (Out- 
put End)  of  the  Line. — We  have  seen  in  Art.  268  that  the  com- 
plex reflection  coefficient  at  the  remote  end  of  the  line  is  Y,  defined 
in  (22).    Replacing  y  in  (22)  by  its  value  from  (18),  we  have 

y  _    _  &€-*  +  Zi/2+  Zj  -  Zt  ,ok\ 

6e*  +  Zi/2  +  Z2-ZT  ^  ^ 

Now  by  (10)  and  (3) 

Introducing  this  result  into  (35),  we  obtain 

y  =  —  -&€*  —  Z2  —  Zt  —  Zi/2  .  ^. 

In  the  light  of  (33)  this  becomes 

y=  M^  (37) 

Zi  -h  Zt 

Equation  (36)  or  the  alternative  equation  (37)  gives  the  complex 
reflection  coefficient  Y  at  the  remote  end  of  the  line.  In  (37)  Zi 
is  the  input  impedance,  or  surge  impedance,  of  an  infinite  line  made 
up  of  the  same  kind  of  sections,  and  Zt  is  the  complex  impedance 
of  the  oviput  terminal  apparatus. 

262.  Complex  Reflection  Coefficient  at  the  Input  End  of  the 
Line. — Since  X  differs  from  Y  only  in  having  zo  in  place  of  Zt 
we  have  by  similarity  with  (36)  and  (37) 

^ = -  ~^^M~  '^-^'^'i^       (38) 

or  +  22  —  2o  +  2i/2 
=  ?^^^?  f39) 

Zi  -]-  Zo 

Equation  (38)  or  (39)  gives  the  complex  reflection  coefficient 
at  the  input  end  of  the  line.  In  (39)  Zi  is  the  complex  input  im- 
pedance of  an  infinite  line  made  up  of  the  sam£  kind  of  sections, 
and  Zo  is  the  complex  impedance  of  the  input  terminal  apparatus. 

263.  Attenuation  Constant  per  Section  and  Phase  Lag  per 
Section  for  the  Current. — The  constant  k  that  enters  in  the 
various  exponential  quantities  is  called  the  complex  attenuation 
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constant  of  the  current  per  section  of  the  line.  The  value  of  k  is 
given  in  (11),  from  which  it  is  seen  that  ft  is  in  general  a  complex 
quantity.  Let  us  indicate  its  real  and  imaginary  parts  by 
writing 

*  =  a+jV  (40) 

where  a  and  ^  are  both  real  quantities  and  a  is  positive  by  note 
following  (13). 

We  have  seen  above  that  each  step  from  section  to  section 
of  the  line  multiplies  the  complex  ampUtude  by  the  factor  6~~*. 

Now 

6-*  =  e^e"^  (41) 

whence  it  appears  that 

a  —  the  real  attenuation  constant  of  the  current  introduced  per 

section  of  the  line,  and 
ip  »  retardation  angle  introduced  per  section  into  the  phase 

of  the  current. 

This  is  made  evident  as  follows: 

In  the  case  of  an  infinite  line  or  of  a  line  whose  reflection  coef- 
ficient at  the  remote  end  is  zero,  by  (29), 

Z 

E 
R+jX 
in  which  the  complex  quantities  z  and  k  have  been  replaced  by 

2  =  5+iX(say) 
k  —  a  +  jtp  8iA  in  (40) 

Now  by  Chapter  IV,  we  may  write 

2  =  R+jX  =  Z^^ 
where 


Z  =  Vfl*  +  X^  and  tan  0'  =  X/R. 
Substituting  these  values  into  the  expression  for  A„,  we  obtain 

E 

whence  by  (1) 

E 

{      —  ±5     -am  J(«*<-e'-^m) 
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If  now  our  original  impressed  e.m.f .  e  is 

6  =  -B  sin  cd,  instead  of  e  =  E^, 

the  expression  for  i^  would  have  the  exponential  with  imagi- 
nary exponent  replaced  by  a  sine  function,  giving 

E 

im  =  =  €'*"•  sin  {(at  -  G'  -  ifm]  (4ia) 

Z 

Equation  (41a)  gwes  the  real  current  in  the  nUh  section  of  a 
line  vnthoiU  reflection  at  the  ovipvi  end,  and  shows  that  a  is  the 
attemuUion  constant  and  ^  the  retardation  angle  {of  current) 
per  section  of  the  line. 

Determination  of  a  and  <p. — ^Let  us  now  determine  a  and  <p. 
In  the  expression  for  k,  equation  (11)  there  enters  the  complex 
quantity  —  z/b.  Let  us  explicitly  designate  this  complex  quantity 
as 

-z/2b^P+jU  (42) 

where  P  and  U  are  both  real  quantities,  and  where 

P  =  the  real  part  of  —  2/26, 
and 

jU  =  the  imaginary  part  of  —  z/2b. 
Then  by  (11) 

cosh  (o  +  jip)  ^P+jU  (43) 

Expanding  the  hyperboUc  cosine  into 

cosh  a  cos  fp  +  j  sinh  a  sin  9, 

and  equating  real  and  imaginary  parts  of  (43)  we  have 

cosh  a  cos  tp  =  P  (44) 

sinh  a  sin  ^  »  U  (45) 

These  equations  may  be  solved  for  a  and  <p  by  squaring  both 
sides  of  the  two  equations  and  replacing 

cos*^  by  1  —  sinV 
and 

cosh^a  by  1  +  sinh'a, 
giving 

(1  +  sinh«a)  (1  -  sinV)  =  P* 
and 

sinh'a  sinV  =  U^- 
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Treating  these  last  two  equations  as  simultaneous,  and  eliniina- 
tion  so  as  to  solve  for  a  and  ^,  we  obtain 

a  =  Binh-»{  +  V± ">^~  ^I  "  ^'^'  -  ^^-T^ 

(46) 

(47) 


.  =  sin-.|+^±^^.+(^-^;-^')'+i 


Let  us  now  write  as  an  abbreviation 

V  =  ^^ ^^ •(48) 

then 

a  =  sinh-M  +  \±  x/C/^+T*  -  V]  (49) 

^  =  sin-M  +  'V±Vf/^TT^M^}  (50) 

Equations  (46)  and  (47),  or  f/te  aUemative  equcUians  (49)  and  (50) 
give  a,  loAicA  is  f/ie  real  attenuation  constant  for  the  current  'per 
section  of  the  line,  and  tp,  which  is  the  angle  of  retardation  intro- 
duced  into  the  phase  of  the  current  per  section  of  the  line.  The 
value  of  V  is  given  in  (48).  The  volumes  of  U  and  P  are  to  be  ob- 
tained from  (42). 

In  regard  to  the  sign  before  the  inner  radical,  it  is  to  be  noted 
that  the  same  sign  is  to  be  used  in  the  equation  for  a  and  the  equation 
for  <pj  in  order  to  satisfy  (45),  and  that  this  sign  is  to  be  chosen 
so  as  to  make  a  and  ip  both  real  quantities, 

JL  RESISTANCELESS  LINES.    FILTER  ACTION 

264.  In  a  Resistanceless  Line  —  z/2b  is  Real. — In  equations 
(3)  we  have  used  the  notation 

z=  Zi  +  2z2,  and  6  =  Mja>  —  Z2f 

where  zi  and  zt  are  respectively  the  complex  series  impedances 
and  the  complex  shunt  impedances  of  the  system,  as  illustrated 
in  Fig.  1.  If  we  suppose  that  the  resistances  are  zero,  these 
complex  impedances  may  be  replaced  by  j  times  the  reactances, 
so  that 
if 

Ri  =  0,  and  ^2  =  0  (51) 

then 

z  =  j(Xi  +  2Xi)  and  b  =  j(,Ma>  -  Xt)  (52) 
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and  equation  (42)  becomes 

where  Po  is  seen  to  be  real,  and 

C/  =  0  (54) 
Let  us  note  now  that  (44)  and  (45)  become,  in  this  case, 

cosh  a  cos  ^  =  Po  (55) 

sinh  a  sin  ^  =  0  (56) 

In  case  the  aeries  and  shunt  dements  of  the  line  are  both  re- 
sistancdess,  (he  quantities  a  and  ^  satisfy  (55)  and  (56),  and  are 
easily  determined  in  the  following  section. 

266.  Determination  of  a  and  ^  for  a  Resistanceless  Line. 
The  solution  of  (55)  and  (56)  are  seen  to  satisfy  one  or  the  other 
of  the  following  conditions: 

Either  sin  ^  =  0,  then  cos  ^  =  ±  1,  and  cosh  a  ==  ±  Po    (57) 

or 

sinh  a  =  0,  then  cosh  a  =  1,  and  cos  ^  =  Po         (58) 

We  can  distinguish  between  these  two  cases  and  can  also  de- 
termine the  sign  to  use  in  (57)  by  noting  that  since  a  and  ip 
are  real 

cosh  a  ^  1  (59) 

[cos  ip]  <  1  (60) 

We  shall  need  to  distinguish  three  cases,  according  to  the 
numerical  value  of  Po,  as  follows 

Case  L  - 1  ^  Po  ^  +  1, 

Case  11.  + 1  ^  Po, 

Casern.  Po^-1. 

Equations  (57)  and  (58)  in  view  of  (59)  and  (60)  give  for  the 
three  cases  the  following  unique  results. 

CaseL     If  -  1  ^  Po  ^  +  1,  then 

a  =  0,      and  ^  =  cos~^  Po  (61) 
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Case  n.   If  +  1  ^  Po,  then 

(P  =  0      and  a  =  cosh-^Po  (62) 

Casein.  If     Po  ^  -  1,  then 

^  =  T      ando  =  cosh-*{-Po}  (63) 

Equations  (61) ,  (62),  and  (63)  give  the  values  of  a,  which  is 
the  real  aUenualion  constant  per  section,  and  of  ip,  which  is  Hie 
retardation  introduced  into  the  phase  of  the  current  per  section  of 
the  line — in  the  case  of  a  resistanceless  line. 

266.  Filter  Action  of  the  Resistanceless  Line. — ^It  is  to  be  noted 
that  the  quantity  Po,  as  defined  in  (53)  is  determined  by  the  re- 
actances of  the  series  elements  and  of  the  shunt  elements  and 
by  the  mutual  inductance  between  adjacent  series  elements. 
These  reactances  and  the  mutual  inductance  term  as  it  enters 
into  (53)  in  general  involve  the  angular  velocity  of  the  impressed 
e.m.f.;  that  is  to  say 

Po=/(co), 

where 

w  =  angular  velocity  of  impressed  e.m.f. 

For  those  values  of  <a  that  bring  Po  into  the  range  of  values  of 
Po  specified  in  Case  I,  currents  are  produced  in  the  line  that  pass 
through  it  without  attenuation,  when  the  line  is  resistanceless, 
so  that  except  for  the  effects  of  reflections  the  current  in  the  nth 
section  has  the  same  amplitude  as  in  the  zeroth  section. 

On  the  other  hand,  for  those  values  of  <a  that  bring  Po  into  the 
ranges  specified  by  Case  II  and  Case  III,  the  attenuation  constant 
a  is  not  zero,  so  that  with  a  sufficiently  large  niunber  of  sections, 
different  for  the  different  frequencies,  any  given  frequency  in 
these  ranges  not  included  in  Case  I  will  produce  currents  that  are 
attenuated  to  any  desired  small  fraction  of  the  ciurrent  in  the 
zeroth  element. 

We  shall  now  examine  this  filter  action  with  respect  to  three 
special  types  of  line. 

267.  Filter  Action  of  Three  Types  of  Resistanceless  Line. 
The  three  special  types  to  be  investigated  are  shown  in  Figs. 
2,  3,  and  4. 

In  Fig.  2,  which  we  shall  call  Type  I,  the  line  consists  of 
capacities  Ci  in  series  and  inductances  Ls  in  shunt. .  The  end 
sections  in  order  to  be  sections  of  half  impedance  must  be  of 
capacity  2Ci. 
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In  Fig.  3  the  line,  which  we  shall  classify  as  Tjrpe  II,  consists 
of  inductance  Li  as  series  elements,  and  capacities  C%  as  shunt 
elements,  and  terminates  in  inductances  of  Li/2.  Both  Type  I 
and  Type  II  are  examples  of  what  is  called  a  line  of  Il-sections. 


2Cs 


o,  o,  c,         rT— 

E-tE-tE 


•X.. 


'L, 


Pra.  2. — Line  of  Type  I. 
Li/2  Lj  Li  i,  I«i/2 

U^«     U^«    U^.    U^. 


FiQ.  3. — ^Line  of  Type  II. 


^^^^ 


-M- 


< — L 


-y< Lf >■ 


•L, ► 


^^i/f^ 


E 


U^«      U^«      U^»     LU^ 


Fig.  4. — Line  of  Type  III. 

The  line  in  Fig.  4,  designated  Type  III,  is  similar  to  Type  II 
except  that  there  is  mutual  inductance  M  between  the  parts  of 
coils  common  to  two  loops.  The  condensers  d  are  tapped  to 
the  mid  points  of  these  coils.  It  is  to  be  noted  that  while  the 
inductance  per  loop  is  Li,  this  is  not  the  inductance  per  coil. 
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The  inductance  per  coil  will  be  called  L,  in  Type  III.    The  line 
of  Type  III  is  called  a  line  of  T-sections. 

268.  Reference  to  Type  I. — We  shall  now  determine  Pq  for 
Type  I.    In  this  case  the  reactances  are 

Zi  =  -  1/Ci«,  Z,  =  Ljo),  M  =  0  (64) 

These  values  substituted  into  (53)  give 


Then  by  (61), 
provided 

that  is  provided 


2VL2C1 
If  as  an  abbreviation  we  write 


0  =  0, 


^  (0  ^  «  (66) 


L2C1 
the  inequality  (66)  becomes 


=  Q«  (67) 


With  a  system  of  Type  /,  Fig,  2,  which  is  supposed  to  have  zero 
resistance,  the  aUenuation  is  zero  for  aU  currents  of  angular  ve- 
locity greater  than  J2/2,  where  12  has  the  definition  given  in  (67). 
On  the  other  hand,  for  all  currents  of  angular  velocity  <a  less  than 
12/2,  it  is  seen  by  reference  to  (63)  that  the  attenuation  constant  is 


a  =  cosh"* 


=  cosh~* 


12L 
f  12* 


b-^l  (««^ 


l2w«  1 


This  type  of  circuit  lets  through  without  attenuation  frequencies 
higher  than  a  specified  value,  and  attenuates  frequencies  lower  than 
the  specified  value,  and  attenuates  them  more  the  lower  their  frequencies. 

Computations  and  curves  will  be  given  later. 
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269.  Reference  to  Type  II. — In  case  of  the  resistanceless 
system  of  Tjrpe  II,  Fig.  3,  the  impedances  are 

Xi  =  Li«,     Xi  =  -l/Cao),     M  =  0  (70) 

so  that 

P,=  1  -  h^  (71) 

In  this  t3rpe  of  system,  we  shall  have,  by  (61), 

a  =  0  (72) 

provided 

-l^l_:?^^  +  l  (73) 

that  is,  provided 

2  ^  ^  ^  0  (74) 

where  now 

fi«  =  1/LiCi  (75) 

On  the  other  hand,  if 

^  >  2,  then  a  =  cosh"'  j^^*  -  ij 


=  cosh""^ 


With  a  resisianceless  system  of  Type  II,  Fig.  3,  (he  aUenuation 
is  zero  for  currents  of  aU  angular  velocities  w  less  than  2p,  where 
Q  has  the  value  given  in  (75).  On  the  other  hand,  for  currents  of 
angular  velocities  greaier  than  2il  the  attenuation  is  given  by  (76) 
and  increases  v)ilh  increamng  value  of  the  angular  velocity. 

This  type  of  circuit  lets  through  frequencies  lower  than  the  speci- 
fied value  without  attenuation,  and  atteniuUed  currents  of  frequencies 
higher  than  the  specified  value. 

270.  Reference  to  Type  in. — If  a  line  of  Type  III,  Fig.  4,  is 
made  up  of  elements  of  zero  resistance,  the  reactances  are 

Xi  =  Li«,    X,  =  -  1/C^,    M  =  M  (77) 

If  we  think  of  the  inductance  elements  as  made  up  of  coils, 
as  AB,  having  inductance  L  and  tapped  at  their  mid  points  for 
the  attachment  of  the  condensers,  it  is  to  be  noted  that  the  in- 
ductance Li  is  made  up  of  two  coils  in  series,  each  of  which  has  the 
inductance  of  a  half-coil  AB.    The  mutual  inductance  M  is 
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the  mutual  inductance  between  two  half  coils;  whence,  if  there 
is  no  magnetic  leakage, 

M  =  Li/2  (78) 

If  there  is  magnetic  leakage, 

M  <  Li/2  (79) 

Let  us  now  introduce  the  coefficient  of  coupling  r,   between 
two  adjacent  loops. 
Then 

r«  =  MyVLZu 
whence 

r  =  M/Li  <  1/2  (80) 

Now  introducing  (77)  into  (53)  we  obtain 

T        --1- 

Introducing  this  value  of  Po  into  (61),  we  obtain 

a  =  0, 
provided 

that  is,  provided 

-j==2===  ><a>0  (83) 

In  terms  of  r,  the  inequality  ( 83)  can  be  written 


VX^Vl  -  2r 


^  «  ^  0  (84) 


Corollary. — If  the  coils,  as  ilfi,  have  no  magnetic  leakage,  then 
by  (78),  equation  ^84)  becomes 

00  ^  «  ^  0  (85) 

With  a  line  of  Type  III,  Fig,  4,  having  miUiuil  inductance  be- 
tween adjacent  loops,  currents  are  transmitted  unattenuated  for 
all  angular  velocities  given  by  (83),  or  (84).    //  the  coils  have  zero 
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magnetic  leakage,  then  by  (85)  all  possible  frequencies  are  trans- 
nitted  without  aUenuaiion.  Su^ch  a  line  is  not  a  good  filter,  biU 
wiU  be  found  useful  for  its  retardation  properties  when  it  is  desired 
to  transmit  with  suitable  retardation  all  frequencies. 

WL  RBSISTANCBLBSS  LINSS.    TERMINAL  IMPBDANCB 

271.  Surge  Impedance  of  the  Three  Types  of  Resistanceless 
Lines. — ^In  order  to  adapt  a  line  to  its  terminal  conditions,  or  to 
adapt  the  terminal  conditions  to  the  line,  it  is  important  to  choose 
the  constants  so  that  the  line  will  transmit  as  large  a  current 
as  possible  with  the  frequencies  that  it  is  desired  to  transmit. 
This  means  that  reflection  at  the  output  terminal  apparatus 
should  be  avoided  and  that  the  equivalent  impedance  of  the  whole 
line,  with  its  non-reflective  output  apparatus  should  be  adapted 
to  the  impedance  of  the  input  terminal  apparatus. 

This  requires  the  determination  of  the  quantity  that  we 
have  called  Zi,  where 

Zi  =  the  surge  impedance  »  the  impedance  by  which  a  line 
of  an  infinite  number  of  sections,  or  of  a  finite  number  of 
sections  with  a  non-reflective  output  impedance,  can  be 
replaced  withoui^  changing  the  current  in  the  zeroth 
section. 

We  have  found  a  general  expression  for  Zi  in  equation  (34), 
which  is  

+  ^1'  -  *<>'  (86) 


.-ja^ 


We  shall  now  determine  zi  for  the  three  types  of  resistanceless 
line  given  in  Figs.  2,  3,  and  4.  In  all  of  these  types,  since  the 
resistances  are  zero,  we  may  write 

zx  -  iXi,  zt  =  iXj,  and  b  =  i(M«  -  X,)  (87) 

Introducing  these  values  into  (86),  we  obtain 

Zi  =  ^V-  Xi«  -  4X1X2  +  4ilf2a,2  -  8Jlfa,X,         (87a) 

for 

R\  ^  0  ^  Rt 

Now  introducing  the  values  of  Xi,  Xj,  and  M  for  Types  I, 
II,  and  III  respectively,  as  given  in  (64),  (70),  and  (66),  we  obtam 
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For  Type  I, 

"'  =  >/§!-  4c!'«»  (^> 

For  Type  II,  

_     [L,      L,W 

For  Type  III, 


/L,+  2JW  ,    (4J»f»  -  L,«)«* 


+  vzd^     Jll^  (90) 


For   Type   III,  with   no   magnetic   leakage,  2M  =  Li,  and 

Zi  =  y/^LjCl^VLjCi  (91) 

where 

L  =  inductance  per  coil  of  Type  III,  Fig.  4. 

Equaiions  (88),  (89),  and  (90)  give  the  surge  impedance,  or 
equivalent  impedance  of  a  line  with  non^efledive  outpvJt  terminal 
apparatus^  for  Type  /,  Type  II,  and  Type  III,  respectively. 

Equation  (91)  gives  the  corresponding  quarUity  for  Type  III 
if  the  coils  have  no  magnetic  leakage.  In  this  case  it  is  seen  that  Zi 
is  of  the  character  of  a  pure  resistance  and  is  independent  of  the 
frequency. 

In  (88),  (89),  and  (90)  Zi  is  also  a  real  quantity,  and  is  of  the 
character  of  a  pure  resistance,  but  in  general  this  equivalent  resist- 
ance involves  the  angular  velocity  and  is  different  for  currents  of 
different  frequencies.  It  will  be  shown  later  that  by  choosing  the 
inductances  and  capacities  small,  while  keeping  their  ratios  large 
the  terms  involving  angular  velocity  can  be  made  negligible  over 
considerable  ranges  of  frequencies. 

272.  Condition  for  Non-reflective  Output. — In  (37),  we  have 
seen  that  the  complex  reflection  coefficient  Y  at  the  output  termi- 
nal of  the  line  is 

-y    Zj    "—    Zt ^ 

^  Zi  +  Zt 

This  is  zero,  if 

Zt  =  Zi  (92) 

Equation  (92)  shows  that  for  no  reflection  at  the  junction  of  the 
line  with  the  output  apparatus  the  complex  impedance  of  the  out- 
put apparatus  Zt  muet  be  equal  to  the  surge  impedance  Zi  of  the  line. 
This  is  true  whether  the  line  has  resistance  or  not 
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To  adapt  this  result  to  the  three  special  types  of  line  used  in 
the  illustration,  it  is  only  necessary  to  replace  z^  in  (92)  by  its 
known  values  for  the  three  types. 

273.  Condition  for  Non-reflection  at  the  Input  Terminal 
Apparatus. — ^Likewise,  by  (39),  whether  the  line  is  resistanceless 
or  not,  we  can  make  the  complex  reflection  coefficient  X  at  the 
input  end  zero,  if  we  can  make 

3o  =  Zi  (93) 

To  make  the  line  non-deflective  at  the  inpvi  terminal  apparatiLa 
it  is  necessary  to  make  Zo,  which  is  the  impedance  of  the  input  appor 
ratits,  equal  to  the  surge  impedance  Zi  of  the  line.  This  is  true 
whether  the  line  is  resistanceless  or  not. 

IV.  RESISTANCBLESS  LINBS.    RETARDATION 

COMPUTATIONS 

274.  Retardation  per  Section  of  Resistanceless  Line. — In 
equations  (61),  (62)  and  ^63)  we  have  found  that  if 

-1  ^  Po  ^  +  1,    a  =  0,         and        ip  =  cos-^Po     (94) 

if  Po  ^  +  1,    a  =  cosh-iPo,  ^  =  0  (95) 

if  Po  ^  -  1,    a  =  cosh-M-Po},    ^  =  t  (96) 

In  these  equations  tp  is  the  angle  of  lag  introduced  into  the 
current  by  each  section  of  the  line. 

It  is  seen  that  with  the  resistanceless  line,  for  the  range  of 
frequencies  within  which  Po  satisfies  the  inequality  in  (94),  the 
an^le  of  lag  per  section  is  equal  to  the  anticosine  of  Po,  and  is  in 
general  a  compUcated  function  of  the  frequency,  since  Po  is  a 
function  of  o). 

Outside  of  this  range  of  frequencies  the  angle  of  lag  per  section 
is  a  constant  0,  under  condition  (95),  or  a  constant  t,  under  con- 
dition (96). 

Before  discussing  further  the  lag  angle  ^,  let  us  introduce  tables 
giving  a  and  <p  for  the  three  types  of  lines  shown  in  Figs.  2, 3,  and  4. 

In  compiling  Tables  I,  II,  and  III,  arbitrary  values  were 
taken  for  the  quantities  in  the  first  column.  Corresponding 
to  these  arbitrary  quantities,  the  quantities  in  the  other  columns 
were  computed  by  equations  (94)  to  (96) .    In  the  second  columns 
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of  Tables  I  and  II  is  given  the  attenuation  constant  a  for  the 
current,  pet  section  of  the  line.  This  quantity  for  Table  III 
is  not  given,  since  it  is  zero  throughout. 

Table  I. — ^Resistanceless  Line  of  Type  I 

Attenuation  Constant  a  and  Retardation  Angle  ^  of  Current  per  Section 
for  Different  Angular  Velocities  co  of  the  Current 

Li  »  Shunt  Inductance  per  Section 
Ci  »  Capacity  in  Series  per  Section 


«Vi«Ci 

a 

V  radians 

,-»•• 

0.0 

00 

3.1416  =T 

0.00000 

0.2 

3.13 

3.1416  -T 

0.00000+ 

0.3 

2.20 

3.1416  =T 

0.00000+ 

0.4 

1.48 

3.1416  »x 

0.00000+ 

0.46 

0.93 

3.1416  =ir 

0.00009 

0.46 

0.830 

3 .  1416  =  T 

0.0002 

0.47 

0.710 

3.1416  =x 

0.0008 

0.48 

0.676 

3.1416  »ir 

0.0032 

0.495 

0.388 

3.1416  »x    • 

0.021 

0.497 

0.220 

3.1416  =T 

0.111 

0.499 

0.130 

3.1416  =x 

0.273 

0.600 

0.000 

3.1416  =ir 

1.00 

0.601 

0.000 

3.0624 

1.00 

0.603 

0.000 

2.9234 

1.00 

6.606 

0.000 

2.8606 

1.00 

0.6 

0.000 

1.971 

1.00 

0.7 

0.000 

1.691 

1.00 

0.8 

0.000 

1.360 

1.00 

0.9 

0.000 

1.178 

1.00 

1.0 

0.000 

1.047 

1.00 

2.0 

0.000 

0.606 

1.00 

3.0 

0.000 

0.336 

1.00 

4.0 

0.000 

0.260 

1.00 

00 

0.000 

0.000 

1.00 

In  the  last  columns  of  Tables  I  and  II  there  is  compiled 
the  quantity  c"*®*,  which  is  obtained  on  the  supposition  of 
line  of  ten  sections  or  more.  This  quantity  e"^^  is  the  ratio 
of  the  current  amplitude  in  the  tenth  section  to  the  current 
amplitude  in  the  zeroth  section,  and  shows  the  sharpness  with 
which  the  line  of  ten  sections  cuts  off  frequencies  near  the  limit 
of  frequencies  for  which  the  attenuation  is  zero.  As  an  example, 
if  we  take  Table  I,  currents  of  all  angular  velocities  from  w 
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equal  infinity  to  a>  equal  O.b/y/Ltd  are  transmitted  unattenu- 
ated;  while,  on  the  other  hand,  if  «  is  equal  to  0.497/ \/LiCi 
the  current  in  the  tenth  section  is  only  11  per  cent,  of  the  cur- 
rent in  the  zeroth  section,  and  if  co  is  0.48/ \/L^  the  current  in 
the  tenth  section  is  only  3/10  of  one  per  cent,  of  the  current  in 
the  zeroth  section.  In  a  similar  manner,  one  may  interpret  the 
values  in  the  last  column  of  Table  II. 


Table  XL — ^ResistAiceless  Line  of  Type  n 

Attenuation  Constant  a,  Retardation  Angle  «>  in  Radians,  Time  Lag  T 
in  Seconds — ^Bach  for  One  Section,  and  Having  Reference  to  Cnrrent 

Li  s  Series  Induction  per  Section 
Ci  s  Shunt  Capacity  per  Section 


WhxCi 

a 

radians 

Tly/Lx^ 

^              «-»•• 

0.00 

0.00 

0.000 

1.000( 

)             1.000 

0.05 

0.00 

0.05000 

000( 

)             1.000 

0.10 

0.00 

0.10007 

ooo; 

r         1.000 

0.15 

0.00 

0.15025 

ooi; 

r         1.000 

0.20 

0.00 

0.2004 

002 

1.000 

0.25 

0.00 

0.2507 

003 

1.000 

0.30 

0.00 

0.3011 

004 

1.000 

0.35 

0.00 

0.3517 

005 

1.000 

0.40 

0.00 

0.4029 

007 

1.000 

0.50 

0.00 

0.5053 

Oil 

1.000 

0.60 

0.00 

0.6095 

016 

1.000 

0.70 

0.00 

0.7151 

022 

1.000 

0.80 

0.00 

0.826 

032 

1.000 

1.00 

0.00 

1.05 

1  , 

050 

1.000 

•   1.20 

.0.00 

1.29 

075 

1.000 

1.40 

0.00 

1.57 

121 

1.000 

1.60 

0.00 

1.85 

156 

1.000 

1.80 

0.00 

2.23 

1 

239 

1.000 

2.00 

0.00 

3.1416»ir 

570 

1.000 

2.001 

0.06 

3.1416=x 

0.549 

2.002 

0.09 

3.1416«T 

0.407 

2.003 

0.11 

3.1416=T 

0.333 

2.004 

0.13 

3.1416«ir 

0.273 

2.005 

0.15 

3.1416=ir 

0.223 

2.01 

0.20 

3.1416=ir 

0.135 

2.02 

0.29 

3.1416«x 

0.055 

2.04 

0.40 

3.1416»T 

0.0183 

2.10 

0.63 

3.1416=T 

0.00184 

2.20 

t 

0.89 

3.1416-T 

0.00014 
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Table  m. — Resistanceless  Line  of  Type  m,  with  no  Magnetic  Leakage 

Retardation  Angle  ^  of  Current  per  Section,  and  Time  Lag  T  of  Current 

per  Section.    The  Attenuation  Constant  is  Zero  Throughout 

Li  =  Series  Inductance  per  Loop 
L  =  Series  Inductance  per  Coils 
Ca  »  Shunt  Capacity  per  Coil 


uVLiCt 

taVLCt 

^  radians 

T/y/LCt 

0.0000 

0.0000 

0.0000 

1.0000 

0.05 

0.07071 

0.07071 

1.0000 

0.10 

0.14142 

0.1411 

0.908 

0.15 

0.21213 

0.2117 

0.998 

0.20 

0.28284 

0.2822 

0.9978 

0.25 

0.35361 

0.3503 

0.9906 

0.30 

0.4243 

0.4180 

0.985 

0.35 

0.4950 

0.4851 

0.980 

0.40 

0.5657 

0.5512 

0.975 

0.60 

0.8485 

0.8929 

0.947 

0.80 

1.1314 

1.0297 

0.910 

1.00 

1.4142 

1.2305 

0.870 

1.20 

1.6970 

1.4070 

0.829 

1.40 

1.9799 

1.5600 

0.788 

1.50 

2.1313 

1.6290 

0.768 

1.60 

2.2627 

1.7046 

0.753       • 

1.80 

2.5456 

1.7706 

0.695 

276.  Line  of  Constant  Time  Lag  per  Section  over 
Range  of  Frequencies. — The  tables  also  contain  values  of  the 
current-lag-angle  per  section  of  the  line  in  the  columns  headed  <p. 
A  related  quantity  is  the  quantity  T,  which  is  the  number  of 
seconds  by  which  the  current  in  any  section  lags  behind  the  cur- 
rent in  the  preceding  section.  The  quantity  T  is  related  t<5  <p 
by  the  equation 

^  =  cor  (97) 

obtained  as  follows:  If  the  angle  of  lag  is  ^  radians,  and  the 
angular  velocity  of  the  current  is  «  radians  per  second,  the 
time  T  is  such  that  the  system  would  describe  an  angle  <p  in 
time  T  at  angular  velocity  co,  provided  <p  =  caT,  We  should  then 
be  able  to  tabulate  T  by  dividing  <p  by  w,  but  since  «  is  given 
only  as  a  factor  in  thequantity  at  the  heading  of  the  first  column, 
we  have  divided  the  niunbers  on  this  column  into  the  correspond- 
ing numbers  in  the  column  headed  (p,  obtaining 

^  T 


«\/LiC2      'y/LiC 


(98) 
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An  important  result  obtained  in  this  way  is  that  for  Line 
of  Type  II,  and  far  smaU  values  af(a/y/LiC%  the  time  lag  T  per 
section  is   approximately  constant  and  equal  to  V^LiCj. 

For  a  line  of  Type  III  (assumed  to  have  zero  magnetic  leakage 
in  the  coils,  and  for  small  values  of  wViCa,  the  tims  lag  T  per 
section  is  approximaldy  constant  and  equal  to  y/LC%.  In  this 
loiter  result  L  is  the  inductance  per  coil  and  not  the  indu^^lance 
per  loop  of  Type  III,  which  is  the  system  containing  the  mutuM 
inductance  between  the  loops.  The  inductance  per  loop  is  Li  = 
L/2. 

We  have  thus  obtained  a  method,  using  systems  of  Type  II 
or  of  Tjrpe  III,  of  obtaining  per  section  of  line  a  time  lag  of  ciu*- 
rent  substantially  independent  of  frequency  over  a  significant 
range  of  frequencies. 

Apart  from  the  use  of  the  tables,  we  can  prove  this  result 
theoretically,  by  expanding  in  series  the  anticosine  of  P©  in 
equation  (94),  and  neglecting  certain  higher  powers  of  small 
quantities.  We  shall  perform  this  operation,  later,  in  connec- 
tion with  lines  of  sensible  resistance,  to  be  studied  in  the  next 
few  pages. 

V.  LINES  WITH  RESISTANCE.    TYPE  I 

276.  General  Equations.  Types  I  and  II. — To  determine  a 
and  <p,  when  the  line  has  resistance,  we  must  return  to  equations 
(49)  and  (50),  which  are  general.  In  order  to  get  U  and  V  for 
use  in  these  equations,  we  need  to  start  with  (42),  which  in 
view  of  (3)  becomes 

which  may  be  regarded  as  defining  the  real  quantities  P  and  U. 
In  lines  of  Types  I  and  II,  M  is  zero,  so  that  for  these  cases 

1  +  ^  =  P  +  it/        (Type  I,  or  Type  II)  (100) 

277.  Determination  of  a  and  0  for  Line  of  Type  I. — For  Type 
I,  if  we  take  account  of  the  resistance  in  the  inductance  coils, 
we  have 

Zi  =  ~i/Ciw,     Z2  =  Ri+  jLs<a  (101) 
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These  values  inserted  into  (100),  give  after  rationalizing,  and 
equating  real  and  imaginary  parts, 

^  "  -^  "  2CMR2'  +  Lj^o)*)  ^^^^ 

^  ^  2CMR^^L^  ^^°^^ 

Then  by  the  use  of  (48),  we  obtain 

^       SCiW{Rt^  +  L,««»)  ^^^ 

These  values  of  U  and  V  can  be  put  into  a  form  in  which  the 
relative  size  of  terms  is  more  evident,  by  introducing  the 
abbreviations 

77,  =  Rt/L^,    and  6  =  LjCiw*  (105) 

then 

Introducing  these  values  into  (49)  and  (50),  we  have 
o  =  sinh~' 


(108) 


(109) 


20V2(l+i„»)'^  ±  ^1^"''^*'  +"(1  -  ^^^'  +  (1  -  ^^ 
<t>  =  sin~^ 

2e  V2ii  + ,,')  ^  ^  Viegv' +"(r-  40)^  -  (1  -  i9) } 

Equations  (108)  and  (109)  ^re  <A6  values  of  the  attenuation 
constant  a  and  the  retardation  angle  <p  per  section  of  the  line  of 
Type  I.  In  these  eqwaiions  172  and  6  have  the  values  given  in  (105). 
Regarding  the  sign  before  the  inner  radical,  it  is  to  he  noted  that  the 
same  sign  is  to  he  used  in  hoth  equations,  and  this  sign  is  to  be 
selected  so  as  to  make  both  a  and  <p  real  quantities. 

278.  Determination  of  Surge  Impedance  for  Line  of  Type  I 
with  Resistance. — The  general  expression  for  surge  impedance 
is  given  in  (34),  which  in  view  of  (101)  and  (3)  gives 


^^4 


(-j7C,a)  +  2(fi, +jL^)}'  -  {fl.  +  jL^I* 

4 


=  1   / 1 4jfi,      4L, 

2\      Ci««*      Ci«  ■*"  Ci 
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whence 


'  ~ylk  \^  ~ 


1 


m 


(110) 


Equation  (110)  gives  the  general  expression  for  the  surge  im- 
pedance of  a  line  of  Type  I  containing  resistance  in  the  inductance 
coils, 

279.  Approximate  Tteatment  for  Small  Values  of  172  and  for 
AS  not  too  Near  Unity. — We  may  obtain  simplified  expressions 
for  (108)  and  (109)  for  small  values  of  172*  and  for  40  greater  than 
and  not  too  near  unity  by  expanding  the  radicals  in  these  equa- 
tions and  neglecting  higher  terms.    Assuming,  to  begin,  that 

leew  <  (1  -  4ey, 

and  expanding  the  radicals,  we  obtain 
a  =  sinh"^ 


(n%+ ■•■)  +  "-< 


(111) 


and 

4>  =  sin"^ 
1 


2,V2-(r+s[*"-'"('+(i^?- 


(1  -  4fl) 


!?^+-  •  .)-(i-*^)] 


H] 


(112) 


In  order  to  make  a  and  <p  real  we  must  use  the  negative  sign 
in  the  bracket,  whenever  1  —  4^  is  negative;  and  must  use  the 
positive  sign,  whenever  1  —  4^  is  positive. 

Let  us  now  assiune  that 

4ew 


1J2V2  <  <  1,  and 


<<1 


(1  -  4^)2 
Under  these  conditions  we  have  by  (111)  and  (112) 


(113) 


—  1      I 


a  »  sinh 

and 

a  =  sinh"^ 


Vi 


1  V^e  -  1 , 


,andv'  =  sin~^ 


Vl  -  46 
20 


,  and  ip  =  sin~^ 


V4:e  -  1 
26 


V2 

Vl  -  46 


,for4(?  >1 
(114) 


,  for  46  <  1 

(115) 
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In  case  the  ratio  of  the  resistance  of  the  coils  to  their  inductive 
reactance  is  small  and  in  case  46  is  not  too  near  unity,  so  that  the 
conditions  (113)  are  fulfilled,  equation  (114)  gives  a  and  <p  for  $ 
greater  than  1/4,  and  equation  (115)  gives  the  corresponding  values, 
of  a  and  (pfor  0  less  than  1/4.     These  results  are  for  line  of  Type  /. 

In  regard  to  the  attenuation  constant  it  should  be  noticed  from 
the  formulas  (114)  and  (115)  that  the  former  gives  the  case  of 
low  attenuation  and  the  latter  gives  the  case  of  high  attenuation. 
The  transition  point  is  somewhere  near  4^  =  1,  but  neither  of 
these  formulas  can  be  used  in  this  region  because  (113)  fails 
there.  We  must  go  back  to  (108)  and  (109)  if  4^  is  nearly  equal 
to  unity.  It  is  seen  by  (108)  that  the  last  term  under  the  outer 
radical  changes  from  a  numerically  subtractive  term  to  a  numeri- 
cally additive  term  when  40  passes  from  values  greater  than  unity 
to  values  less  than  unity,  and  as  40  goes  on  decreasing,  a  increases 
rapidly.  We  shall  call  the  value  of  the  frequency  at  which  4^  =  1 
the  cut-off  frequency. 

It  will  be  understood  that  this  cut-ofif  frequency  is  not  a  point 
of  discontinuity  giving  a  sudden  change  of  the  attenuation  with 
change  of  frequency.  The  increase  of  attenuation  as  we  pass 
the  cut-oflF  frequency  and  pass  into  the  region  of  frequencies 
that  are  more  attenuated  is  rapid  for  low-resistance  coils,  and 
after  a  change  of  a  few  per  cent,  in  frequency  the  attenuation  for 
a  line  of  five  or  ten  sections  may  be  such  as  to  reduce  the  current 
to  less  than  one  per  cent,  of  its  value  at  the  cut-off  frequency. 
We  shall  later  show  this  by  numerical  computations. 

To  complete  the  approximate  treatment  of  this  type  of  line 
{Type  I)  let  us  note  that  under  conditions  (113),  equation  (110) 
for  the  surge  impedance  becomes 


"  -  ViiV'-  ilk-'  '"" 

Introducing  into  this  equation,  the  value  of  0  given  in  (105) ,  we 
obtain 

Under  condition  (113)  the  surge  impedance  of  a  line  of  Type  I 
is  given  by  {117),  or  by  the  alternative  equation  (116).  This  surge 
impedance  is  real  and  of  the  nature  of  a  pure  resistance,  provided 
40  is  greater  than  unity,  and  is  imaginary,  and  therefore  of  the 
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nature  of  a  reactance  if  4$  is  less  than  unity.     These  equations  are 
not  to  be  used  for  46  too  near  to  unity  for  then  (113)  is  not  fulfilled. 
It  is  seen  by  (116)  that  the  surge  impedance  is  in  general  a  function 
of  the  angular  velocity  co. 
If,  however, 

A-^«l;:thati9.if   8£^.«1  (118) 

equation  (117)  becomes 

Zi  =  VWCi  (119) 

which  is  independent  of  the  frequency. 

With  a  line  of  Type  /,  in  case  the  conditions  (118)  and  (113) 
are  fulfilled,  equation  (119)  gives  the  surge  impedance  Zi  of  the 
Unci  This  is  in  the  nature  of  a  pure  resistance  independent  of 
the  frequency  of  transmitted  current. 

We  should  here  note  also,  for  future  use  that  by  (93)  the  condi- 
tion for  non-reflection  at  the  input  apparatus  is 

Zo   =   Zi, 

and  the  condition  for  non-reflection  at  the  output  apparatus  is 


Zt  ^=  z 


*} 


where  Zo  and  3t  are  the  impedances  of  the  input  apparatus  and 
the  output  apparatus  respectively. 

VI.  LINES  WITH  RESISTANCE.    TYPE  n 

280.  Specific  Values  for  Type  n.— For  a  Line  of  Type  II, 
as  given  in  Fig.  3,  the  series  and  shunt  complex  impedances  have 
the  values 

zi=-  Ri+  jLi(a,        z%  =  -i/C2«  (120) 

where  now  the  coils  in  the  series  impedances  are  supposed  to 
have  resistance  R\. 
Introducing  (120)  into  (100)  we  obtain 

If,  now  as  abbreviations,  we  write 

til  =  fli/Li«,         ^  =  LiC,«2  (121) 
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substitute  these  values  into  the  preceding  equation,  and  sepa- 
rate the  result  into  real  and  imaginary  parts,  we  obtain 


P  =  1  -  V2 
U  =  1/1^/2 

and  by  the  definition  of  V  given  in  (48) 


(122) 


V  = 


^ 


1  -1(1 +m') 


(123) 


These  values  of  U  and  V  introduced  into  (49)  and  (50)  give 


a  =  sinh-M-^2 


yj±yjrii 


2 


^+ii-|(i+i7i«)r-  1  -|(i+i?i») 


(124) 


(    1^ 


^±^171'  +{1  - 1^(1  +  i7i«))'+  (1  -  |(1  +i;i«) 


(125) 


Equations  (124)  and  (125)  give  the  values  of  aUenuaiion  con- 
stant a  and  retardation  angle  <p  per  section  of  the  line  for  a  Line 
of  Type  II.  The  abbreviations  employed  are  given  in  (12).  The 
same  sign  must  he  employed  before  the  inner  radical  in  both  equa- 
tionSf  and  that  sign  must  be  chosen  to  make  a  and  tp  both  real 
quantities. 

281. — ^Determination  of  Surge  Impedance  for  Line  of  Type  n 
with  Resistance. — When  Af  =  0,  equation  (3)  gives 

This  inserted  into  (34)  gives  the  surge  impedance 

Introducing  the  values  of  Zi  and  22  gives  in  (120),  we  obtain 


'i  =  H^fii'  +  2jfiiLxco  -  LiW  ~  ^  +  ^' 


whence 

Zi 


'  =  wW 


1  + 


4Lia)  4 


+i{^-t]^''^^ 
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Equation  (125a)  gives  the  surge  impedance  of  a  line  of  Type  II 
with  resistance  in  the  inductance  coils, 

282.  Approximate  Treatment  for  Small  Values  of  171,  and  for 
"9  Less  Than  and  not  too  Near  to  the  Value  4. — ^If  as  a  temporary 
abbreviation  we  put 

A  =  1  -  I  (1  +  i,i«)  (126) 

and  assume 

^1^  <  A\ 

we  may  expand  (124)  and  (125)  into 

a  =  8inh-{^[±  a{i  +  2^  -||^,  +  ...)-  A  j"*!  (127) 
and 

,-«.-.|J[±4+,^.-|^.+   .   .   )+aY\  (.28) 

If  A  is  positive,  we  use  the  positive  sign,  and  if  il  is  negative 
we  use  the  negative  sign,  giving,  in  the  case  of  positive  A, 

a  =  8inh-j,,^^  (i  _  £^^  +  .   .  .)  [  A  >  0 
and 

'     A  >  0         (130) 
Equations  (129)  and  (130)  reduce  to 

a  =.  ni^  =  I'^g.  and  „  =  o>y/L^,  (131) 

provided 

8&«Mnd^«l  (132) 

In  the  case  of  small  decremeni  and  small  value  of  Lidoj*,  as 
stipulated  in  (132),  approximate  values  for  a  and  <p  for  a  line  of 
Type  II  are  given  in  (131).  When  the  conditior^  (132)  are  not 
fulJiUedy  the  exact  equations  (124)  and  (125)  are  to  be  used. 

As  in  the  case  of  line  of  Type  I,  other  approximations  to  suit 
other  conditions  will  be  apparent  to  the  reader. 

It  is  to  be  noted  also  that  under  conditions  (132),  the  equation 
( 125a)  for  the  siu*ge  impedance  becomes 


(129) 


^  =  sin-j^>i^A(l+^,-.   .  .) 


Zi  =x^  (133) 
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With  a  line  of  Type  II,  in  case  conditions  (132)  are  satisfied, 
the  surge  impedance  of  the  line  is  given  approximately  by  (133), 
and  is  in  the  nature  of  a  pureresistance  independent  of  the  frequency, 
so  long  as  (a  satisfies  (132). 

Vn.  LINES  WITH  RESISTANCE.     TYPE  m 

283.  Determination  of  a  and  ^  for  Type  m  ¥dth  Resistance. 

This  type  of  line  is  shown  diagrammatically  in  Fig.  4.    If  the  re- 
sistance per  loop  is  Ri,  and  if  there  is  no  magnetic  leakage,  we  have 

Zi  =  Ri  +  jLicj,     Z2  -  ^  i/C%<a,     b  =  jM<a  —  j/Ci<a       (134) 

By  (42),  in  view  of  (3) 

P  +  JC7  -  -  z/2b  -  1  +2(,^  _  jMa>)  ' 

which  by  (134) 

^  J  _   (Li  +  2itf)co  ^  jR, 


<L+''-^  K^+H 


iC20)  \C^ 

We  can  make  a  simplification  in  this  equation  by  introducing 
the  inductance  L  of  each  of  the  whole  coils,  that  are  tapped  at 
the  middle.  Since  Li  is  twice  the  inductance  of  a  half  coil, 
and  Ri  is  twice  the  resistance  of  a  half  coil, 

L  =  Li  +  2M,    and  R  =  Ri  (135) 

where  L  and  R  are  now  the  inductance  and  resistance  per  coil 
of  the  S3^tem.  Using  these  values,  and  equating  real  and 
imaginary  parts  of  the  equation  preceding  (135)  we  have 

p   _    1 LC^faj  jj   _  RC^^  /IQAN 

^  "  ^       2(1  +  MC2<^^y  2(1  +  MCtf^^)       ^^^^^ 


We  may  now  find  V,  as  defined  in  (48),  which  is 


Let  us  now  introduce  as  abbreviations 


,  =  R/Lo>,  and  Q  =  ^  +^'^«  (138) 


then 


U  =  vQ/2,   ^  =  1 1  1  -  1(1  +  "•)  t  (139) 
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By  comparing  these  values  of  U  and  V  with  the  corresponding 
quantities  for  Type  II,  as  given  in  equations  (122)  and  (123), 
we  see  that  the  values  of  U  and  V  are  analogues  for  the  two 
cases.  By  replacing  ^  and  ^i  in  (124)  and  (125)  by  Q  and  rj 
respectively,  we  obtain  for  the  present  case 


a  =  sinh""^ 


(140) 

(141) 

Equaiians  (140)  and  (141)  give  the  values  of  the  attenuation  con- 
stant a  and  the  retardation  angle  <p  per  section  of  the  line  for  a  line 
of  Type  III,  The  abbreviations  employed  are  given  in  (138). 
The  same  sign  must  be  employed  before  the  inner  radical  in  both 
equations^  and  that  sign  must  be  selected  to  make  a  and  <p  both  real 
quantities. 

284.  Surge  Impedance  for  a  Line  of  Type  m  with  Resistance. 
The  substitution  of  (134)  and  (135)  into  (34)  gives  for  the  surge 
impedance 


■•"    4L«  8 


RCzo^       R 


2  Lw 

(142) 

Equation  (142)  gives  the  exact  value  of  the  surge  impedance 
for  ihe  line  of  Type  III  with  resistance  in  the  inductance  coil. 
L  and  R  are  the  inductance  and  resistance  of  eaxA  of  the  coils  to 
the  middle  of  which  the  capacities  C2  are  attached.  M  is  the 
mutual  inductance  between  the  two  halves  of  one  coil. 

286.  Approximations  for  Type  m. — Out  of  analogy  of  the 
equations  in  this  case  with  the  equations  for  Type  II,  and  by  an 
examination  of  the  constants  in  the  two  cases,  it  is  readily  seen 
that 

^  "  f  aS'  ^^^  ^  "  «\/LC2  (143) 


provided 


*'    «1,    and    _i%L-<<l  (144) 


8£,t„«  -  -  -'     —     8(1  +  MCsw") 
In  this  case,  (142)  becomes 


'■'°\k 


(145) 
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In  case  of  small  decrement  and  smaU  value  of  LCiu>^,  as  siipiir 
laJted  in  (144),  equations  (143)  give  the  aUenuation  constant  of  the 
current  and  the  retardation  angle  of  the  current  per  section  of  line 
with  a  line  of  Type  III.  Under  the  same  conditions  the  surge 
impedance  of  the  line  is  given  by  (145). 

VnL  COBIPUTATION  OF  APPARATUS 

286.  Design  of  a  Filter  to  Cut  Out  Frequencies  Below  a 
Specified  Value,  and  to  Operate  Between  Input  and  Output 
Terminal  Apparatus  of  Given  Resistance. — For  this  purp>08e 
we  require  a  line  of  Tjrpe  I.  The  coils  of  such  a  line  will  neces- 
sarily have  certain  resistance,  and  we  shall  take  account  of  the 
resistance  of  these  coils  in  the  computation.  The  equation  for 
the  attenuation  constant  is  (108).  This  expression  for  a  begins 
to  increase  rapidly  in  the  neighborhood  of  the  value  of  B  at  which 
1—4^  becomes  negative,  with  increasing  B. 

We  shall  call  the  value  of  «  at  which 

4.B  =  1  (146) 

the  cvt-off  value  of  angular  velocity. 
Now  in  general 

B  =  LiCioj^  (147) 

Let  Wo  =  angular  velocity  below  which  the  filter  is  to  give 
high  attenuation. 
Then  by  (147)  and  (146),  we  must  make  Li  and  Ci  such  that 

Equation  (148)  gives  one  relation  for  determining  L%  and  Ci 
to  comply  with  the  cut-off  requirement. 

We  shall  next  find  another  relation  determined  by  the  re- 
sistance of  the  terminal  apparatus.  To  avoid  reflection  the 
complex  impedance  Zo  of  the  input  apparatus  and  the  complex 
impedance  zt  of  the  output  apparatus  shall  each  equal  the  surge 
Impedance  of  the  line,  which  is  Zi;  that  is 

2o  =  2r  =  Zi  (149) 

Now  the  value  of  Zi  for  this  type  of  line  is  given  in  (110), 
and  is  a  complicated  function  of  the  frequency.  We  cannot  in 
general  make  Zi  equal  to  zq  and  Zt  for  all  values  of  the  frequency. 
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Let  it  be  supposed  that  while  we  wish  to  cut  off  all  frequencies 
of  angular  velocity  less  than  «o,  we  are  also  interested  in  trans- 
mitting especially  the  high  frequencies  for  which  the  conditions 
( 1 18)  are  satisfied.    For  these  frequencies 

Zi  =  VL^i  (150) 

and  is  in  the  nature  of  a  pure  resistance  independent  of  the 
frequency.  We  should  need  to  make  our  terminal  apparatus 
as  nearly  as  possible  a  pure  resistance,  of  value 

Bo  =  VU/Cl  (151) 

where 

J2o  =  resistance  of  input  apparatus  and  of  output  appa- 
ratus, which  are  to  be  nearly  pure  resistances. 

Equaiion  (151)  is  another  relation  for  determining  L2  and  Ci, 
and  is  obtained  on  the  assumption  thai  the  line  is  to  he  non-reflective 
at  the  termirwl  apparatus  for  high  frequencies. 

Elimination  between  (15t)  and  (48)  gives  as  the  required  con- 
stants of  the  line 

L2  =  /?o/2«o,     and  Ci  =  l/2i?owo  (152) 

Equations  (152)  give  the  valve  of  the  inductathce  and  capacity 
elements  of  the  line  to  cut  off  angular  velocities  above  cuo  and  to  operate 
between  an  input  terminal  apparatus  of  resistance  Bo  (indudancdess) 
and  an  oiUput  terminal  resistance  of  the  same  resistance. 

Now  as  to  the  resistance  of  the  inductance  coils  used  in  the  line, 
it  is  desirable  to  have  this  resistance  22i  as  low  as  possible,  con- 
sistent with  space  available  and  cost.  Let  us  suppose  that  the 
coils  are  wound  of  wire  of  such  size  as  to  give 

R2/L2  =  2A  (say)  (153) 

Assuming  this  value,  and  making  preparation  to  employ  (108) 
to  determine  the  performance  of  the  computed  filter,  let  us  note 
that  by  (105) 

_  2A  coo 

172    ^^    K2/-Ld2<^    — 


CO 

e  == 


"^^   "^  (154) 


4coo» 

As  soon  as  we  specify  the  ratio  of  A  to  uo,  we  can  compute  a 
and  ip  by  (108)  and  (109)  for  various  ratios  of  w  to  coo. 
Let  us  now  compute  a  numerical  example,  given 

2A  =  250  and  coo  =  5000  (155) 
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This  means  that  the  coils  Ls  have  250  ohms  per  hemy,  and 
that  we  wish  to  cut  off  angular  velocities  below  5000  radians  per 
second. 

The  results  are  given  in  Table  IV. 

Table  IV. — Performance  of  a  Filter  Computed  to  Cut  Off  all  Angular 
Velocities  Less  Than  m  »  6000.     Given  Rt/Ls  =  260 


(tf/ctfO 

a 

^  (radians) 

«-!•. 

0.2 

4.61 

0.250 

0.00000000000000000001 

0.4 

3.22 

0.136 

0.00000000000002 

0.6 

2.42 

0.104 

0.00000000003 

0.8 

1.386 

0.104 

0.000002 

0.9 

0.966 

0.127 

0.000068 

0.95 

0.661 

0.164 

0.00136 

1.00 

0.311 

0.322 

0.044 

1.05 

0.138 

0.583 

0.25 

1.10 

0.0981 

0.868 

0.374 

1.20 

0.0644 

1.176 

0.526 

1.40 

0.0364 

1.546 

0.694 

1.60 

0.0260 

1.361 

0.778 

2.00 

0.0144 

1.047 

0.865 

2.50 

0.00873 

0.823 

0.916 

3.00 

0.00589 

0.680 

0.942 

4.00 

0.00323 

0.505 

0.967 

287.  Design  of  a  Compensator  to  Give  a  Retardation  Time 
of  a  Constant  Amount  T  Seconds  per  Section  Substantially 
Independent  of  the  Frequency  over  a  Significant  Range  of  Fre- 
quencies, and  to  Operate  with  Terminal  Apparatus  of  Given 
Resistance. — For  this  purpose  we  shall  use  a  line  of  Type  II. 
In  equation  (131)  it  is  shown  that  for  ranges  of  w  for  which  (132) 
is  fulfilled,  the  angle  of  retardation  per  section  is 

whence 

r  =  ^/w  =  VL^i  (166) 

where 

T  =  time  lag  in  seconds  per  section  of  the  line  intro- 
duced into  the  current  by  the  Une. 

The  discussion  of  T  is  found  in  equation  (97)  and  thereabouts. 

The  value  of  T  given  in  (165)  is  correct  only  provided  w  is 
sufficiently  removed  from  the  cut-oflF  frequency  which  we  shall 
specify  as  having  the  angular  velocity  ojo. 
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The  angular  velocity  of  the  cut-off  frequency  is  the  value  of 
a>  at  which  the  last  brace  under  the  outer  radical  of  (124)  changes 
sign.     This  is  approximately  the  value  of  o)  at  which 

^  =  4  (157) 

or  by  (121)  

0)0  =  2/VL1C2  (158) 

where 

0)0  =  angular  velocity  of  cut-off  frequency, 
which  is  the  angular  velocity  above  which 
the  currents  are  highly  attenuated. 

It  is  to  be  noted  that  we  can  determine  the  product  of  LiC^  either 
by  specifying  the  desired  time  lag  T  per  section  and  using  (156), 
or  by  specifying  the  cut-off  angular  velocity  ojo  and  using  (158). 
//  we  proceed  by  specifying  T,  we  mu^t  make  T  small  enough  to 
raise  the  angular  velocity  of  the  cut-off  frequency  to  give  the  operating 
range  of  frequency  required  of  the  apparatus. 

The  next  step  in  settling  upon  the  essential  constants  of  the 
compensator  is  the  choice  of  the  impedance  of  the  terminal 
apparatus.  The  impedance  of  the  input  apparatus  Zo,  the  im- 
pedance of  the  output  terminal  apparatus  Zt  and  the  surge  im- 
pedance Zi  of  the  line  must  be  equal  to  avoid  reflections  in  the 
line,  and  to  obtain  a  maximum  transfer  of  energy  to  the  output 
apparatus.  If  we  operate  the  line  in  the  region  of  frequencies  in 
which  (156)  holds,  then  by  (133) 

Zi  =  yl^-  =  zo  =  Zt  =  Ro  (say)  (159) 

The  several  impedances  in  (159)  being  equal  to  the  radical 
expression  are  real  quantities  independent  of  the  frequency,  and 
must  be  of  the  nature  of  pure  resistances. 

jBo  =  resistance  of  the  input  apparatus  and  of  the  output 
apparatus,  which  must  be  both  inductanceless  to  avoid  reflection. 

It  may  not  be  possible  to  utihze  terminal  apparatus  of  the 
nature  of  pure  resistances  and  attain  the  results  desired.  In 
that  case,  we  can  not  avoid  reflections  at  the  junction  of  the 
line  with  the  terminal  apparatus,  and  we  shall  sometimes  need 
to  make  a  compromise  in  practice.  We  shall  not  here  enter  into 
the  nature  of  a  profitable  compromise,  but  shall  proceed  on  the 
assumption  that  (159)  may  be  fulfilled. 

Now  eliminating  between  (159)  and  (156),  we  obtain 

Li  =  RoT,     C2  =  T/Ro  (160) 
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Equations  (160)  give  the  inductance  and  capacity  per  section 
of  a  line  of  Type  II,  designed  to  give  a  time-retardation  of  current 
by  the  amount  T  seconds  per  section,  and  designed  to  operate  between 
nonrinductive  inpvJt  apparatus  of  resistance  Ro  and  rwnrinductive 
output  apparatus  of  the  same  resistance. 

By  equation  (148)  this  line,  if  its  elements  have  sufficiently  low 
resistance,  will  let  through  with  small  attenuation  all  frequencies 
of  angular  velocity  less  than 

"•  -  2-vfe  ■  h  "*" 

To  compute  the  performance  of  such  a  line  we  need  to  specify 
T  and  also  to  specify  the  resistance  Ri  of  the  inductance  coils, 
but  this  need  be  done  merely  by  specif 3dng  the  ratio  of  Ri  to  Li. 
We  give  in  Table  V,  the  computation  of  the  performance 
of  such  a  compensator  with  the  specific  values. 

R 
r  =  6.5  X  10-5  seconds,  and  ^  =  250. 

Table  V. — Performance  of  a  Compensator  Computed  to  Give  a  Time-lag  of 
T  »  6.6  X  10'*  Seconds  per  Section.     Given  Ri/Li  =  260 


0) 

n 

a 

¥> 

T 
Moondfl 

,-io« 

770 

123 

0.00802 

0.0505 

6.55X10-' 

0.923 

1,540 

245 

0.00812 

0.100 

6.50 

0.922 

3,080 

490 

0.00812 

0.201 

6.52 

0.922 

6,160 

980 

0.00825 

0.403 

6.55 

0.921 

9,240 

1,470 

0.0085 

0.607 

6.60 

0.920 

12,320 

1,960 

0.0088 

0.825 

6.75 

0.916 

15,400 

2,451 

0.0098 

1.06 

6.88 

0.906 

18,500 

2,944 

0.0101 

1.29 

6.97 

0.903 

21,600 

3,438 

0.0114 

1.54 

7.14 

0.892 

24,640 

3,922 

0.0135 

1.86 

7.54 

0.873 

27,720 

4,412 

0.0185 

2.25 

8.04 

0.831 

29,300 

4,660 

0.0258 

2.54 

8.70 

0.773 

30,800 

4,902 

0.127 

3.01 

9.80 

0.281 

30,954 

4,927 

0.133 

8.02 

9.80 

0.264 

31,108 

4,951 

0.171 

3.05 

9.80 

0.180 

31,416 

5,000 

0.216 

8.07 

9.80 

0.115 

33,880 

5,392 

0.339 

3.09 

9.15 

0.033 

36,960 

5,883 

0.487 

3.10 

8.40 

0,007 

38,500 

6,128 

0.837 

3.12 

8.05 

0.0002 

In  the  first  column  of  Table  V  is  the  angular  velocity  of  the 
current,  which  is  determined  by  the  angular  velocity  of  the 
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impressed  e.m.f.  The  second  column  contains  the  frequency 
n  corresponding,  to  the  given  values  of  u).  The  third  column  con- 
tains the  attenuation  constant  per  section.  The  fourth  coltunn 
contains  the  retardation  angle  per  section.  The  fifth  column 
contains  the  time-retardation  per  section  of  the  line.  The  last 
column  contains  the  ratio  of  the  current  in  the  tenth  section 
to  the  current  in  the  zeroth  section. 

Notice  that  the  time-retardation  per  section  changes  only 
about  one  per  cent,  in  the  range  of  frequencies  between  n  = 
123  and  n  »  1470.  Over  this  range  of  frequencies  the  line  can 
be  used  to  introduce  known  amounts  of  time-lag  by  introducing 
various  numbers  of  sections  of  the  line.  The  attenuation  for 
ten  sections  of  the  line  in  this  range  is  slight  since  over  90  per 
cent,  of  the  current  gets  through. 

As  we  pass  up  to  higher  frequencies,  the  time-lag  per  section 
changes  considerably. 

At.n  =^  4902  the  cutting  off  effect  of  the  line  begins  to  make  its 
appearance,  and  at  n  =  5883,  the  current  in  the  tenth  section 
is  less  than  one  per  cent,  of  the  current  in  the  zeroth  section. 

It  is  to  be  noted  that  by  making  T  smaller,  the  time-lag  per 
section  can  be  made  nearly  constant  for  higher  frequencies  than 
those  given  in  this  table.  In  fact  by  making  T  sufficiently  small 
this  compensator  action,  by  which  is  meant  the  introduction  of 
time-retardation  substantially  independent  of  the  frequency, 
can  be  made  applicable  to  the  ordinary  ranges  of  radio  frequency. 


CHAPTER  XVII 

ELECTMC  WAVES  ON  WIRES  IN  A  STEADY  STATE 

288.  Two  Methods. — There  are  two  possible  methods  of 
treating  the  propagation  of  electric  currents  along  wires;  namely: 

I.  By  considering  the  wires  as  a  limiting  case  of  an  electrical 
system  with  recurrent  similar  sections,^  utilizing  the  facts 
obtained  in  Chapter  XVI; 

II.  By  building  up  directly  the  differential  equations  for 
the  currents  on  the  wires  and  solving  the  equations  anew.* 

We  shall  employ  the  former  of  these  methods.  We  shall  treat 
the  problem  only  for  the  steady-state  condition. 

289.  Diagram,  Notatioo,  and  Impedances. — Referring  to 
Fig.  1,  suppose  that  we  have  two  parallel  wires,  with  a  source 
of  e.m.f .  at  e,  having  a  complex  impedance  zo,  and  with  an  output 
apparatus  at  T,  having  a  complex  impedance  Zt,  let  it  be  re- 
quired to  find  the  current  i  at  any  time  t  and  at  any  distance 
X  from  the  e.m.f. 

The  wires  have  certain  resistance,  and  inductance,  per 
element  of  length,  and  they  have  a  certain  capacity  per  element 
of  length. 

Let  there.be  a  certain  current  i  flowing  out  through  the  top 
wire  at  a  distance  x  from  the  e:m.f.,  and,  on  account  of  sym- 
metry, let  there  be  an  equal  current  in  the  opposite  direction 
in  the  lower  wire  at  the  same  distance  x  from  the  e.m.f. 

As  in  Fig.  2,  let  us  divide  the  wire  into  lengths  Ax,  and  for 
each  length  Ax  let  us  suppose  a  capacity  C2  between  the  wires. 

1  For  an  infinite  line  thiij  method  was  employed  by  E.  P.  Adams,  Proc. 
Am,  PhUosopkical  Soc,,  49,  1910. 

2  This  method  was  employed  in  a  special  case  by  Sir  William  Thomson 
(Lord  Kelvin)  in  an  examination  of  the  feasibility  of  the  Atlantic  Cable  in 
1855|  published  in  Proc.  Roy.  Soc.f  May,  1855.  The  general  problem  of 
waves  on  wires  was  first  treated  by  Kirchhofif,  Pogg.  Ann,,  100,  1857. 
Further  extensive  work  on  the  subject  was  done  by  Heaviside.  Phil.  Mag,, 
1876,  and  Electrical  Papers,  Vol.  1,  p.  53. 
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The  wire  is  thus  divided  into  elemental  sections  of  length  Ax. 
The  shunt  capacity  per  section  is  then, 


Ci  =  CAx 
where  C  =  capacity  per  unit  of  length  of  the  wires. 


(1) 


ijjt.  ill 
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Fio.  1. — Two  parallel  wires.     Fio.  2. — Resolution  of  two  parallel  wires  into  a 

system  of  elemental  sections. 

Assuming  that  there  is  no  current  leakage  between  the  wires, 
and  designating  the  complex  shunt  impedance  per  section  of  the 
system  as  z^,  we  have 

2J2  =  -  j/C(aAx  (2) 


a 
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Fio.  3. — The  mth  section  of  two  parallel  wires. 

Treating  the  line  as  made  up  of  sections  of  length  AXy  equation 
(2)  gives  the  complex  shunt  impedance  per  section,  provided  there 
is  no  current  leakage  between  the  mires. 

Let  us  consider  next  the  series  impedance  in  each  of  the  sec- 
tions.    A  typical  section  is  shown  in  Fig.  3.     If  we  call  this 
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section  the  mth  section,  a  current  im  flows  in  the  parts  of  this 
section  not  common  to  the  next  sections;  that  is  to  say,  this 
current  flows  in  each  of  the  wires,  as  shown  in  Fig.  3. 
The  complex  series  impedance  of  this  section  is 

zi  =  RAx  +  jLojAx  (3) 

where 

R  =  resistance  per  loop  unit  of  length  =  the  resistance 
per  unit  length  of  outgoing  conductor  +  resistance 
per  unit  of  length  of  return  conductor; 
L  =  inductance  per  loop  unit  of  length.  =  inductance 
of  the  two  wires  per  unit  length  of  the  duplex  system, 
when  one  of  the  wires  is  a  return  conductor  for  the 
other. 

Equation  (3)  gives  the  complex  series  impedance  per  median 
of  length  Ax. 

Here  we  may  note  one  other  simple  relation.  If  a;  is  the 
distance  from  the  e.m.f .  to  the  mth  section,  then 

X  =  mAx  (4) 

290.  Attenuation  Constant  and  Retardation  Angle  per  Loop 
Unit  of  Length  of  the  Wires. — The  system  of  Fig.  2  is  an  example 
of  a  line  of  Type  II  of  Chapter  XVI,  and  has  the  attenuation 
constant  and  retardation  angle  per  section  (that  is,  per  length  Ax) 
given  in  (124)  and  (125),  Chapter  XVI,  in  which  by  (121), 
Chapter  XVI,  and  (3)  and  (2)  of  the  present  chapter, 

171  =  fi/Loj,        ^  =  LC(a\Axy  (6) 

Introducing  these  values  into  (124)  and  (126)  of  Chapter  XVI, 
and  calUng  the  resultant  quantities  Aa  and  A^,  since  they  are 
values  per  length  Ax,  we  obtain 


Aa  =   sinh"' 


"Ax^^^^,  +  l-l|  (6) 


I 


A(p  =  sin 


-1 


ILC     I   j  R^ 


«^^  \hr  \\  T^—.  +  1  +  1 


(7) 


In  deriving  these  equations,  we  have  omitted  within  the  radi- 
cal terms  added  to  unity  and  having  a  factor  Ax,  because  we  are 
going  to  make  Ax  approach  zero,  and  such  terms  would  ultimately 
disappear.    The  external  multipUer  Ax  we  keep,  because  the 
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quantities  Aa  and  A<p  which  appear  on  the  left-hand  sides  of  the 
equations  are  increments  of  the  same  order  as  Ax. 

If  we  now  look  at  equation  (28),  Chapter  XVI,  we  shall  notice 
that  the  complex  current  amplitude  in  the  mth  section  contains 
factors  of  the  form  €"**•,  where  by  (40)  of  Chapter  XVI 

k  =^  a  +  j<p  =  Aa  +  jA<p, 

in  the  present  case  of  small  sections.     Hence,  employing  (4), 
we  obtain 

where 

^^  id       ^^  /'o^ 

in  which  for  continuous  values  of  x,  we  must  take  the  limit  of 
(9)  and  (8)  as  Ax  approaches  zero,  giving 

Equations  (10)  give  the  oMenuation  constant  a  and  the  angle 
of  retardation  <p  per  unit  length  of  the  wires. 

In  terms  of  tf{he  quantities  €"*"•  taken  for  a  continv^v^  line 
the  form  given  in  (8),  where  x  is  the  length  from  the  e,m,f,  along 
the  vnres  to  the  section  of  the  wires  under  consideration. 

We  may  now  obtain  values  of  a  and  fi  from  (6)  and  (7)  by 
dividing  by  Ax  and  taking  the  limit  as  Ax  approaches  zero,  noting 
that  the  antihyperbolic  sine  and  the  antisine  approach  their 
moduli  as  Ax  approaches  zero.    By  this  operation  we  obtain 


«  .  <^^^^1^1SJ^  +  1-1  dD 


fi  =  <^\-^\l\rti  +  1  +  1  (12) 


Equations  (11)  and  (12)  give  respectively  the  oMenuation  constant 
and  the  retardation  angle  per  unit  length  of  the  pair  of  wires.  <a 
is  the  angular  velocity  of  the  impressed  e.m.f.  R,  L,  and  C  are  re- 
spectiively  the  Resistance,  Inductance,  and  Capacity  per  loop  unit 
of  length. 

291.  Approximate  Determination  of  a  and  /3  in  Special  Cases. 

I.  In  the  range  of  frequencies  in  which 

R/L<a  <  1  (13) 
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we  may  expand  the  radicals  obtaining 

R   /Cj,  R'     ,      R*  iH 

II.  In  the  range  of  frequencies  in  which 

R^/SLW  <  <  1  (16) 

equations  (14)  and  (15)  become 

fi  =  (cVLC  (17) 

III.  In  the  range  of  frequencies  in  which 

R/Lo)  >  1  (18) 

we  may  expand  the  radicals  in  (11)  and  (12)  and  obtain 


2fl*       8R' 


^       \    2    [     ^  R  ^  2R^       8R^  ^  '    '     l 


(20) 


IV.  In  the  range  of  frequencies  in  which 

Leo 


fi  <  <  1  (21) 


fRC^  ^         {RCL> 


(22) 


Equaiiona  (14)  and  (15)  give  respectively  the  aUehuation  constant 
a  per  unit  length  of  the  line  and  the  retardaiion  angle  fi  per  unit 
length  of  the  line,  provided  (13)  is  satisfied. 

If  (16)  is  satisfied,  the  corresponding  values  of  a  and  p  are  given 
by  (17).  Under  conditions  (18),  a  and  fi  are  given  by  (19)  and 
(20)  respectively.  Under  conditions  (21),  these  quantities  are  given 
by  (22). 

In  these  equations  R,  L,  and  C  are  respectively  the  Resistance, 
Inductance,  and  Capacity  per  loop  unit  of  length. 

292.  Surge  Impedance  of  the  Line. — If  in  (125a)  of  Chapter 
XVI,  we  replace  R\  and  Li  by  iJAa;  and  LAj;  respectively  and*  * 
neglect  terms  involving  (Ax)*  in  comparison  with  unity,  we  shall 
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have  for  the  surge  impedance  Zi  of  the  continuous  line,  the  value 

Equation  (23)  is  the  exact  expression  for  the  surge  impedance 
of  the  coTdinuous  line  in  which  R,  L,  and  C  are  respectively  the  Re- 
sistance, Inductance  J  and  Capacity  per  loop  unit  of  length  of  the 
line. 

This  becomes 


^  =  J^y  provided  Ry2LW  <  <  1  (24) 


It  becomes 


Zi=^V-j  J^>  provided  L^u>y2R^  <  <  1  (25) 

293.  Reflection  Coefficients.  Condition  for  No  Reflection. 
The  complex  reflection  coefficient  X  at  the  input  apparatus 
by  (39),  Chapter  XVI,  is 

X  =  f^  (26) 

Zi  -f-  Zo 

where  zo  =  impedance  of  input  apparatus. 

Likewise  the  complex  reflection  coefficient  Y  at  the  output  ap- 
paratus is  , 

Y  =  ^^^'  (27) 

Zi  +  Zt 

where  zt  =  impedance  of  output  terminal  apparatus^ 

294.  General  Expression  for  the  Complex  Current  Amplitude 
at  a  Distance  x  from  the  Impressed  e.mi..  When  the  Length 
of  the  Parallel  Wires  from  Input  Apparatus  to  Output  Apparatus 
is  1. — ^To  obtain  this  value,  we  shall  use  the  general  equation 
(28), Chapter XVI,  with  proper  transformation  to  suit  the  smooth 
line  problem. 

We  have  already  found  in  (8)  of  the  present  chapter  that 

—  km   —ax—j0x 

C  "^    c  €  . 

In  this  we  have  made  the  mth  section  a  distance  x  from  the 
e.m.f.  The  total  length  of  the  present  line  is  to  be  {,  and  the 
total  number  of  sections  of  the  discrete  hne  of  equation  (28), 
Chapter  XVI,  was  n,  so  that  if  we  replace  m  by  n  and  x  by  Z, 
we  have  by  the  equation  next  above 

^-*„    =    ^-al^-Jfil  ^28) 
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Also  in  Chaptej  XVI,  equations  (30)  and  (32),  we  have 

-  6(€*  -  aj)  =  «o  +  «<  (29) 

Substituting  these  several  values  into  (28),  Chapter  XVI, 
and  designating  the  resulting  value  of  A,,,  by  the?  A^,  we  have 

E 

Zo  +  Zi 


(30) 


+ } 

In  deriving  this  equation  we  have  assumed  that  the  impressed 
e.m.f .  is 

e  =  E^"^  (31) 

The  complex  current  at  x  is 

ix  =  A^'"^  (32) 

and  is  valid  only  in  the  steady  state. 

Equation  (30)  is  a  general  expression  for  the  complex  current 
amplUvde  AxOia  distance  x  from  the  impressed  e.m.f.  f  for  the  case 
of  two  parallel  mires  each  of  length  {,  termir^ated  by  an  ovipvi  appa-- 
ratus  of  impedance  Zt  connecting  the  two  wires  together  at  their 
ovJter  end.  The  inpxd  apparatus  has  impedance  zo  and  connects 
the  wires  together  ai  their  inpvi  end.  The  values  of  Zi,  X,  and  Y 
are  given  in  (23),  (26),  and  (27).  ' 

296.  Real  Current  for  an  Infinite  Smooth  Line  or  a  Line  with 
Non-reflective  Output  Impedance.  Velocity  of  Propagation, 
Phase  Change  by  Reflection. — ^If  the  line  is  infinite,  or  if  F  =0, 
all  of  the  terms  after  the  first  in  (30)  disappear,  and  if  we  make 
the  impressed  e.m.f. 

e  =  -B  sin  <at  (33) 

and  take  1/j  times  the  imaginary  part  of  (32),  in  which  Ax  has 
been  replaced  by  its  value  from  (30),  with  all  the  terms  of  (30) 
after  the  first  set  equal  to  zero,  we  obtain 

f,  =  f.— sin{a,(<-^)  -e'\  (34) 


where 


Z  =  Vr^  +  X'.     f>'  =  tan-M|}  (35) 
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The  values  of  R  and  X  are  resistance  and  reactance,  respec- 
tively of  Zo  +  zr;  that  is, 

zo  + Zi^R+  jX  (36) 

Equation  (34)  gives  the  current  at  distance  x  from  the  source  of 
e,in.f.  for  two  parallel  wires  infinite  in  extent,  or  with  a  non-re" 
flective  output  impedance. 

The  expression  (34)  may  be  looked  upon  as  made  up  of  the 
product  of  three  factors  as  follows: 

E 

=  =  amplitude  of  current  at  x  =  0. 


€"■*"  SB  attenuation  factor, 

by  which  the  current-amplitude  at  x  ^^  0  is  to  be  multiplied  to 
get  the  current-amplitude  at  a;  =  x. 

Bin{a>(<— /3x/ci>)— ^0  =  the  periodic  factor,  which  is  periodic  in 
t  and  periodic  in  x. 

It  may  be  noted  that  in  the  periodic  factor 

6'     =  lag  of  current  behind  e.m.f.  at  x  =  0. 
fix    =  lag  of  current  at  x  =  x  behind  current  at 
X  =  0. 

We  may  now  obtain  the  velocity  of  propagation  by  noting  that 
the  periodic  term  at  ^  =  ^2  and  x  =  Xs  will  have  the  same  value 
that  it  has  at  ^  =  ^1  and  x  =  Xi,  provided 

ti  -  pXi/co  =  <i  -  j9xi/w  (37) 

whence 

X2  —  Xi 


^2  "~  ^1 


=  «//3  =  velocity  of  propagation  (38) 


The  quantity  on  the  left  of  (38)  is  seen  to  be  the  velocity  of 
propagation,  because  ^2  ~  ti  is  the  time  that  must  elapse  for  a 
given  phase  of  the  disturbance  to  travel  from  Xi  to  X2,  and  what- 
ever the  values  of  xi  and  X2  the  ratio  of  the  distance  to  time  is 
independent  of  the  distance. 

Equation  (38)  shows  that  the  velocity  of  propagation  of  the  dis- 
turbance along  (he  wires  is 

V  =  w//3  (39) 

where  fi  is  given  exactly  by  equation  (12),  and  is  further  given 
in  approximate  form  for  special  cases  in  (15),  (17),  (20)  and  (22). 
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Although  we  derived  v  on  the  assumption  of  a  non-refiectwe  line 
the  result  is  correct  for  any  line,  for  the  terms  after  the  first  in  (30) 
give  the  same  velocity  v  for  each  term.  We  must,  however,  when 
X  and  Y  are  complex  quavJtUies  aUribute  to  the  reflected  waves  a 
change  of  phase  ai  reflection,  which  is 

,  ,  coefficient  of  j  in  the  imaginary  part  of  Y.     , . -,. 

<''  =  *'^°"'< real  part  of- ^    ^^^^ 

and 

-  .  coefficient  of  j  in  the  imaginary  part  of  X  v     , . , . 

»o-^^-'\ real  part  of  JC ^     ^^^^ 

Equations  (40)  and  (41)  give  the  angle  by  which  the  reflected 
current  kigs  behind  the  incident  current  at  the  output  impedance 
and  the  input  impedance  respectively. 

296.  Velocity  and  Attenuatioii  of  High-frequency  Waves  on 
Parallel  Wires  or  on  Two  Concentric  Tubes. — The  velocity  of  a 
sinusoidal  current  in  the  steady  state  on  two  parallel  wires  is 

v  =  «//3. 

By  reference  to  the  value  of  /3  given  in  (12)  it  is  seen  that  v 
is  in  general  a  function  of  the  frequency.  But  by  (16)  and  (17) 
it  is  seen  that  if  ci>  is  sufficiently  large  to  make 

«V8L*«*  <  <  1,    then  v  =  1/VLC  (42) 

Equation  (42)  gives  the  velocity  v  of  propagation  along  two 
parallel  wires.  The  same  equation  evidently  holds  for  propagation 
along  two  tiibes,  one  inside  of  the  other  and  coaxial  with  it.  In 
(42)  L  and  C  are  inductance  and  capacity  per  loop  unit  of  length, 
and  the  unit  of  length  must  be  the  same  cls  the  unit  of  length  occurring 
in  the  velocity. 

The  inductance  capacity  and  velocity  must  be  measured  in  some 
consistent  set  of  units. 

Formulas  for  the  inductance  and  capacity  of  parallel  wires 
and  of  concentric  tubes  are  well  known  as  follows: 

For  two  parallel  wires  in  which  the  current  is  flowing  only  on 
the  outside  surface^  one  being  a  return  wire, 

4/n  log,—  c.g.s.  electrostatic  units  per  centimeter  of  ^^. 
L  = 1 —     length  of  wires  ^ 

=  4/1  log,  —  c.g.s.  electromagnetic  units  per  ,^v 

centimeter  of  length  of  wires 
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4/*  log.  ~ 
=  — :r^ —  henries  per  cm.  length  (46) 

in  which 

L  =  inductance  per  centimeter  (loop)  of  length, 
r  =  radius  of  one  wire, 

d  =  axial  distance  between  wires, 

M  =  magnetic  permeability  of  the  medium  between  the 
wires, 

c   =  ratio  of  electromagnetic  unit  of  quantity  to  electro- 
static unit  of  quantity  =  3  X  10*®  cm./sec. 

In  the  same  case  the  capacity  is 

k 
C  = -7  c.g.s.  electrostatic  units  per  loop  .    . 

4  log.  --     centimeter  of  length  of  wires  ^^"^ 

k 
=« -7  c.g.s.  electromagnetic  units  per  loop        .  -. 

4c*loge--    centimeter  of  length  of  wires  ^^'^ 


r 
fclO» 


farads  per  loop  centimeter 


(48) 


4c'  log.  —    of  length  of  wires 

where 

C  =  capacity  per  loop  centimeter  of  length  of  wires, 
k  =  dielectric  constant  of  the  medium  between  wires, 
c   =  ratio  of  units  =  3  X  10*®  cm./sec. 

In  like  manner  for  two  coaxial  tubes  with  the  current  only 
on  the  adjacent  surfaces 

e.s.u.  e.m.u.  henries   . 

2m  log,  ^*  „       2Mlog^P*''P*'P,         (49) 

,  ^Ri_n  1      R*  *  fii  centimeter     '^    ' 

^ 7* 2'*'°««fi; lO^^of  length 

e.s.u.  e.m.u.  farads 

C  =        fe       .         fe  __       felO®      per  loop  .^. 

o  1       *2      o  « 1       ^«      o  5 1^     ^«  centimeter 
21og,^      2cMog,^      2c*  >*««  51  of  length 

in  which 

R2  =  inner  radius  of  outer  cylinder, 

Ri  —  outer  radius  of  inner  cylinder. 
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By  taking  the  square  root  of  the  product  of  L  and  C  in  any 
one  of  the  sets  of  units,  for  the  case  of  the  parallel  wires  or  for 
the  case  of  the  coaxial  tubes,  we  obtain  by  (42) 


V  =  c/Vicii,  provided  i?V8L«o)«  <  <  1 


(51) 


Equaiion  (51)  gives  the  vdocity  of  propagation  of  high-frequency 
uHwes  on  two  paraUd  wires  or  on  two  coaxial  tubes.  In  this  equaiion 
Cf  which  is  the  ratio  of  the  electromagnetic  unit  of  quantity  to  the 
electrostatic  unit  of  qu^antity,  has  been  shown  by  experiment  to 
b6  equal  to  the  velocity  of  light.  If  the  medium  between  the  wires 
is  a  vacuum  k  ^  fx  ^  1,  and 


V  =  c 


(52) 


that  is,  the  velocity  of  the  high-frequency  waves  on  parallel  wires 
or  coaxial  tubes  is  equal  to  the  velocity  of  light,  when  the  medium 
around  the  wires  or  between  the  tubes  has  dielectric  constant  and 
permeability  unity. ^ 

As  to  the  attenuation  constant  in  this  case  of  high-frequency 
waves,  a  substitution  of  C  in  farads  and  L  in  henries  per  unit 
length  into  (17)  for  a  gives 


R   Ik 


120  log. 


for  parallel  wires 


(53) 


1  Direct  experimental  determinationB  of  the  velocity  of  high-frequency 
waves  on  wires  have  been  made  as  follows: 


Obaerver 


Velocity  in 
centimeten  per  seoond 


Published  in 


Blondlot 

Trowbridge    and 
IXiane 


\ 


Saunders. 


2 .  930  X 10" 

2.980 

2.980 

3.003 

2.954 

2.994 

2.998 

2.998 

2.995 

2.999 


Comp.  Rend, J  117,  p.  543,  1893. 
Am.  Jaum.  of  Sci.,  49,  p.  297,  1896. 


Phya.  Rev,,  4,  p.  81,  1896. 


For  best  determinations  of  the  velocity  of  light  see  Book  II,  Chapter  IV, 
Art.  42. 
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and 

a  =  -rt-% / ^o"  ^^^  coaxial  tubes  (54) 

where  k,  fi,  d,  R,  Ri  and  As  have  values  given  above. 

Equations  (53)  and  (54)  give  the  atteniuition  constants  per  loop 
unit  of  length  for,  two  parallel  wires  and  for  two  coaxial  tubes 
reapectivdy.  In  these  eqiuUions  R  is  the  resistance  in  ohms  per 
loop  unit  of  lengthy  using  the  same  unit  of  length  that  is  applied 
to  the  attenuation  constant. 

These  equations  apply  only  to  cases  of  sufficiently  high  frequency 
to  make  R*/SL^(a^  negligible  in  comparison  with  unity. 

297.  Stationary  Hig^-frequency  Waves  on  Two  ParaUel 
Wires  Open-ended  at  Outer  End  and  Non-reflective  at  Input 
End. — Reference  is  made  to  Fig.  4.    Let  the  length  of  one  wire 


^ 


J 


-00- 


^x 


(56) 


Fig.  4. — Showing  direct  and  reflected  distances.  ^0^ 

from  the  e.m.f .  to  the  open  end  be  I.    The  open  end  is  equivalent 
to  an  infinite  terminal  resistance.     Therefore  by  (27) 

F=-l  (55) 

We  shall   now   make   the   input   impedance   non-reflective, 
which  by  (26)  and  (24)  gives 

X  =  0;  2o  =  ^i  =  VlJC, 
provided 

Ry2LW  <  <  1 
Also  referring  to  (35)  and  (36)  we  have 

^  Z  «  2vT7C,  and  6'  =  0  (57) 

If  now 

e  =  £^  sin  wt  (58) 

and  we  take  the  sine  part  of  (30),  with  attention  to  (55),  (56) 
and  (57),  we  obtain 

£_{e-«^sin  [«(«-x/t;)]-€-«(2/-*)  gin  [u>(t-(2l--x)/v)]] 

(59) 


«*  = 
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where 

V  =  e/VkJi  (60) 

k  and  /i  «  dielectric  constant  and  permeability  of  medium  around 
the  wires,  and  where 

'^  (61) 


R  [( 


Equation  (59)  gives  the  steady-state  current  at  the  distance  x 
from  the  e.m.f.  for  the  ca^e  of  high-frequency  waves  on  two  parallel 
wires  of  lengUi  I  open-ended  at  the  outer  end  and  non-rejlective  at 
the  input  end.  The  current  is  seen  to  be  the  resultant  of  two  wave- 
systems  — one  passing  direct  from  the  source  of  e.m.f.,  and  the 
other  reflected  with  a  reversal  of  sign  from  the  open  end  of  the  system. 
The  outgoing  wave  has  traveled  a  distant  x  and  the  reflected  wave 
has  traveled  a  distance  I  +  I  —  x. 

It  is  to  be  noted  that  at  the  outer  end  of  the  wires,,  where 
X  =  1,  equation  (59)  gives  i  =  0. 

On  the  other  hand,  at  x  =  0,  the  current  is 

to  =  -— ^{sin wt  -  €-2-' sin «(<  -  2l/v)]  (62) 

2vL/C  , 

Equation  (62)  gives  the  current  ai  the  input  end  of  a  line  with 
non-reflective  input  impedance  and  with  outer  end  of  the  line  open. 

From  equation  (62)  it  may  be  noted  that  if  c"**'  is  nearly 
equal  to  unity,  we  shall  get  the  largest  value  of  to,  if  we  make 
the  length  of  the  line  such  that  the  second  term  is  brought  into 
phase  with  the  first  term;  that  is,  if 

2id/v  =  T,  Sir,  5t,    .    .    .  (63) 

If  we  multiply  numerator  and  denominator  of  (63)  by  T,  the 
period  of  the  e.m.f.,  and  note  that 

and  vT  =  Xi 


where  Xi  =  the  wavelength  of  the  waves  on  the  wires,  we  ha^e, 
as  the  condition  for  a  maximum  value  of  to, 

I  =  Xi/4,  3Xi/4,  5Xi/4,   ...  (64) 

When  the  attenuation  factor  €~**'  is  nearly  equal  to  unity ^ 
we  obtain  a  maocimum  amplitude  of  current  at  the  input  end  when 
the  length  of  each  of  the  wires  is  an  odd  number  of  half  wavelengths 
of  the  waves  on  wires;  provided  the  ovier  end  of  the  system  is  open- 
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endedf  and  provided  the  inpvt  impedance  is  nonrreflective  and  is 
excited  by  a  high-frequency  siniLsoidal  e.m^* 

298.  Stationary  High-frequency  Waves  on  Two  Parallel  Wires 
Non-reflective  at  the  Input  End  and  Terminated  by  a  Con- 
denser C  at  Outer  End. — ^Reference  is  made  to  Fig.  5. 

The  output  terminal  impedance  in  this  case  is 

2r  =  -i/C'w  (66) 

The  input  impedance  and  the  surge  impedance  of  the  Une  are 

2Jo  =  25i  =  VlJC  =  Ro  (say)  (66) 

where  L  and  C  are  ^ductance  and  capacity  per  loop  unit  of 
length  of  the  wires.  Equation  (66)  in  the  condition  for  non- 
reflection  at  input  end. 


ir 


-m- 


{jff 


Fia.  5. — Parallel  wires  connected  at  outer  end  through  a  condenser  C, 

Introducing  (65)  and  (66)  into  (27)  we  have  for  the  reflection 
coefficient  at  the  outer  end  of  the  Une 

The  last  step  is  taken  by  the  principles  of  Chapter  IV.     In- 
troducing these  values  into  (30)  and  passing  to  the  case  of 

(68) 


6  =  £?  sin  ci)< 

we  have 

E  \ 
*•  ^  2R  (^■""'^^^^(^ 

-  x/v)  + 

^-«(2«-*)gin    ^a 

-  (21  -  x)/v)  H 

2  *--  R^A  \        <««> 

Equation  (69)  gives  the  current  at  z  under  the  conditions  stipvlaied 
in  the  caption. 

If  we  make  a;  =  0,  we  obtain  for  the  current 

ior^{ sin o>t  +  €-2a^ sin  [o>{t  -  2l/v)  +  2  tan-^ ^^]  )    (70) 


'0 
22 


f 
t 
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We  may  call  the  system  resonant  with  the  angular  velocity 
«,  when  the  length  of  the  wires  or  when  the  capacity  C  is  so 
adjusted  as  to  give  a  maximum  amplitude  of  the  current  to. 

When  e""^***  is  nearly  unity,  to  is  a  maximum  if 

-2tan-i-^4y7- +  —  =  0;27r,4T,  &r,   .    .    .  (71) 

/vqC  CO  V 

Equation  (71)  gives  a  series  of  relations  among  C,  I,  and  u, 
which  are  proper  reHaiyms  to  make  to  a  maximum  with  the  system 
of  circuits  shown  in  Fig,  5,  consisting  of  two  parallel  wires  terminated 
at  their  outer  end  by  a  bridging  condenser  C  and  having  the  e,m.f. 
applied  through  an  impedance  thai  is  non-reflective  with  respect 
to  the  line. 

299.  Examination  of  the  Resonant  Fundamental  System  of 
the  Tjrpe  of  Fig.  6. — ^As  an  introduction  to  the  general  subject  of 
distributed  capacity  in  coils,  we  shall  examine  further  the  S3rstem 
shown  in  Fig.  5  with  reference  to  its  adjustment  for  fundamental 
resonance  with  the  impressed  e.m.f.  By  fimdamental  resonance 
we  shall  mean  the  resonance  that  gives  a  maximum  amplitude 
of  current  at  ^  =  0  without  any  other  maximum  amplitude  of 
current  along  the  wires.  This  is  to  be  distinguished  from  har- 
monic resonance  in  which  there  will  be  a  series  of  current  maxima 
between  the  e.m.f.  and  the  condenser. 

At  fundamental  resonance,  the  quantities  satisfy  (71)  with  the 
right-hand  side  set  equal  to  zero,  so  that 

7  =  *--'  (ski  (^^> 

Taking  the  tangent  of  both  sides  of  this  equation,  and  re- 
placing Ro  by  its  value  from  (66)  into  which  v  is  introduced 
from  (42),  we  obtain 

^^  C'  Cv  ,--. 

tan—  =   -—  -',  —  =  7v-  (73) 

whence 

Jw  .      Z«      CI  ,_ .. 

—  tan  —  =7^  (74) 

V  V       L 

Equation  (74)  gives  the  relation  between  the  attached  condenser 
C'y  the  length  of  the  parallel  wires  I,  and  the  impressed  angular 
velocity  cj  that  must  be  fulfilled  to  give  the  maximum  current  ampli- 
tude at  the  e.m.f.  for  the  fundam^ental  adjustment  of  a  system  of 
the  form  of  Fig.  5,  actuated  by  a  high-frequency  e.m.f. 
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As  an  approximation,  let  us  expand  the  tangent  by  the  formula 

+  .  .  .  [y*<\] 


tan  t/ =  t/ +  ^  +  ?-^*  +  i^' 
tan  y  -  2/  +  3  +  jg  +  gjg 


and  take  the  reciprocal  of  (74)  obtaining 

1 


C  =  CJ 


V 


=  CI 


^, -1),  provided  Jg(^)* 


<<  1 


(75) 


If  now  we  wish  to  express  this  result  in  terms  of  the  wave- 
length X  in  free  space  of  a  wave  of  angular  velocity  co,  we  may 
write 

«  =  ^  (76) 


C 

Fig.  6. — Linear  relation  of  X*  to  C. 


whence  (76)  becomes 


■'  -  «If 


i     'VS 


t»»    X 


4t«c*      3 1  * 


By  transposition,  and  replacing  Cp*  by  1/L,  we  obtain 

'l*LC^ 


X»  =  4t«c»(JLC')  +  4t«c*  (~\ 


(77) 


provided 


45 


2rcVLCT*\ 


<<1 


(78) 


Equations  (77)  and  the  inequality  (78)  may  also  be  written 
\2  -  Xo^  =  B^C,  provided  ^(^)  *<  <  1  (79) 


where 


Ba  ::,  ijr^cHL,     and  Xo^  =  BHC/S 


(80) 
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Equation  (79)  gives  the  capacity  C  thai  must  be  placed  at  the 
outer  end  of  two  parallel  wires  each  of  length  I,  to  bring  the  system 
to  resonance  with  an  impressed  e.m.f.  whose  wavdethgth  in  free 
space  is  X.  This  equation  applies  accurately  provided  the  condition 
stipulated  in  (79)  is  met.  ,  If  various  values  of  X*  and  the  corre- 
sponding values  of  C  with  fixed  value  of  I  are  plotted  the  result  is 
a  straight  live  of  the  form  of  Fig.  6. 

300.  Approximate  Application  to  a  Coil  of  Distributed  Capacity. 
The  result  obtained  in  the  form  of  (79)  for  the  condition  under 
which  a  system  of  two  parallel  wires  with  a  condenser  at  the  outer 
end  is  resonant  to  an  impressed  e.m.f.,  is  found  by  experiment' 
to  hold  approximately  for  a  coil  attached  to  a  condenser  as  in 
Fig.  7. 


B.M.F.of  — 
wave  leasrtb.  X 

ixnpreeaed  here 


Fig.  7. — Coil  and  condenser. 


If  we  apply  to  the  coil  an  e.m.f.  near  its  middle  section,  as 
may  be  done  by  induction  from  another  oscillating  circuit,  and 
if  we  give  to  the  impressed  e.m.f.  various  wavelengths  X,  and 
resonate  by  giving  the  condenser  C  various  values  of  capacity, 
it  is  foimd  that  an  approximate  relation  in  the  form  of  (79)  holds, 
in  that  X*  minus  a  constant  Xo*  is  proportional  to  C,  and  the  plot 
of  the  result  is  similar  to  Fig.  6. 

This  result  can  be  accounted  for  by  attributing  to  the  coil 
a  capacity  per  unit  length  and  an  inductance  per  unit  length 
(of  wire  or  of  axial  length)  provided  the  product  of  these  quan* 
titles  is  constant  for  different  sections  of  length.  It  id  not  be- 
lieved that  this  is  exactly  the  case,  but  is  true  to  the  degree  of 
approximation  to  which  the  linear  relation  of  X^  to  C  is  true. 

^  J.  C.  Hubbard,  ''On  the  Effect  of  Distributed  Capacity  in  Single  Layer 
Solenoids,"  Phys,  Rev.,  9,  p.  529-541,  1917. 
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301.  Difference  of  Potential  Between  Two  Parallel  Wires 
in  Relation  to  Current  Distribution  Along  the  Wires. — Returning 
now  to  the  general  problem  of  the  transmission  of  electric  dis- 
turbances along  two  parallel  wires,  we  may  note  the  following 
general  relations  that  are  true  whatever  the  terminal  conditions 
of  the  wires  and  whether  the  currents  are  in  a  steady  state  or  not. 

We  omit  only  from  consideration  the  cases  in  which  there  is 
leakage  of  current  across  from  one  wire  to  the  other  in  the  region 
of  length  under  consideration. 

Reference  is  made  to  Fig.  8.  Let  a;  be  a  distance  along  the 
wires  measured  from  some  arbitrary  origin.  Let  Ax  be  an  ele- 
ment of  length  at  x.    Let  i  be  the  current  flowing  into  the  ele- 


n 


e  e 


LA 


Fio.  8. — Used  to  obtain  relation  of  e  to  t. 

ment  Ax  at  any  time  t,  where  i  is  some  function  of  x  and  t;  that  is 

i  =  t{x,  t)  (81) 

where  the  i  on  the  right-hand  side  indicates  a  functional  relation. 

Equation  (81)  U  a  formal  expression  for  the  current  flotving  into 
the  section  Ax  ai  x  and  t 

To  get  an  expression  for  the  current  flowing  out  of  Ax,  we  need 
merely  note  that  this  current  is  at  a  distance  x  +  Ax  from  the 
origin,  and  write 

i'  =  i{x  +  Ax,  t)f 

which  expanded  by  Taylor's  Theorem  gives 

i'  =  i  +  ^  Ax  +    .    .    .  (82) 

where  the  dots  represent  terms  of  higher  order  in  Ax. 

Equation  (82)  is  a  formal  expression  for  the  current  flowing  out 
of  Ax. 
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If  now  we  let  e  be  the  average  excess  of  the  potential  of  the 
top  wire  over  the  potential  of  the  bottom  wire  and  note  that  the 
capacity  of  a  length  Ax  of  the  top  wire  is  CAx,  we  have  for  the 
charge  on  the  top  wire  in  the  element  of  length  Ax  the  value 

Aq  =  eCAx  (83) 

Now  by  Kirchhoff's  current  law  the  excess  of  current  flowing 
into  Ax  over  the  current  flowing  out  is  the  time  rate  of  increase 
of  charge  of  Ax;  that  is 

i  -  f  =  ^  (84) 

The  subetitution  of  (81),  (82)  and  (83)  into  (84)  gives 

-|ax+   .    .    .    =CA^g. 

Dividing  this  equation  by  Ax  and  taking  the  limit  as  Ax 
approaches  zero,  and  noting  that  the  terms  of  higher  order  in 
Ax  disappear,  and  that  the  average  value  of  6  in  the  region  ap- 
proaches the  actual  value  e  at  x,  we  obtain 

Equaiion  (85)  i%  an  important  differential  equation  connecting 
the  current  i  at  any  distance  x  at  any  time  t  with  the  difference  of 
potentud  e  between  the  wires  at  the  same  x  and  t. 

By  continuing  this  process  or  reasoning,  and  applying  also 
Kirchhoff's  e.m.f .  law  to  the  element  of  length  Ax  of  both  wires, 
we  can  build  up  completely  the  proper  differential  equations  for 
the  waves  on  wire  and  obtain  all  of  the  results  obtained  above  by 
the  other  method.  We  shall  not  do  this,  but  shall  merely  make 
application  of  equation  (85)  to  a  single  case. 

302.  Distribution  of  Current  and  Potential  Along  Two  Parallel 
Wires,  with  the  Outer  End  Open,  and  with  a  Non-reflectiye 
Input  Impedance,  Assuming  Negligible  Attenuation. — Circuits 
for  this  case  are  given  in  Fig.  4.  If  the  attenuation  constant  a  is 
negligible,  the  current  may  be  obtained  from  (59)  by  replacing 
the  exponentials  by  unity-    This  gives 

E 

i  =  — ^.=^{sin  w(<  -  x/v)  -  sin  w[«  -  {21  -  x)/v\\     (86) 

2v  L/C 
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Substituting  this  value  of  i  into  (85),  we  obtain 

^  =  _  1^ 
at  C  dx 

Integrating  this  equation  with  respect  to  t  and  replacing  v 
by  its  value  1/\/LC,  we  obtain 

e  =  -sisin  w[<  -  x/v]  +  sin  w[<  -  (21  -  a;)/y]}  (87) 

Equations  (86)  and  (87)  are  the  values  of  current  and  potential 
at  distance  x  from  the  origin  at  time  t,  with  the  electrical  system 
shown  in  Fig.  4. 

Let  us  next  take  the  special  case  in  which  the  amplitude  of 
current  on  the  wires  is  a  maximum.  By  (63)  and  (64)  this  is  the 
case  in  which  the  length  of  wires  I  satisfies  the  equation 

I  =  X,/4,     3X,/4,     5Xi/4,  .   .   ., 
or 

(d/v  =  t/2,       3t/2,       5t/2,  .   .   . 

In  this  case  (86)  and  (87)  become 


(88) 


E 

i  =  — =^{sin  <a{i  -  x/v)  +  sin  <a{t  +  x/v)\  (89) 

E 
e=  ^  {sin  <a{t  —  x/v)  —  sin  Q»{t  +  x/v)\  (90) 

By  expanding  the  sines  of  the  sum  and  difference  terms  and 
collecting,  these  equations  become 

i  =  — ,.        sin  Q)t  cos  —  (91) 

y/L/C  ^ 

and 

e=  —  E  cos  cot  sin  —  (92) 

V 

Equations  (91)  and  (92)  give  the  current  and  potential  along  two 
parallel  wires  of  length  an  odd  number  of  times  the  quarter  wavelength 
of  the  waves  on  the  wires y  provided  the  outer  end  of  the  wires  is  open^ 
and  provided  the  e.m.f.  is  impressed  through  a  non-reflective  imr 
pedance  at  the  input  end.  The  current  and  potential  are  out  of 
phase  with  each  other  in  time  and  space. 
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Fio.  9. — Stationary  waves  on  wires. 
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303.  Plot  of  Stationary  Current  and  Potential  Waves  on 
Wires  of  §302.— A  plot  of  equations  (91)  and  (92)  for  two  different 
cases  is  given  in  Fig.  9.  In  this  figure  (a)  represents  the  wires; 
(6)  represents  the  current  distribution  along  the  wires  if  the  wires 
are  ^  wavelength  long;  (c)  represents  the  potential  distribution 
in  that  case.  The  curves  (d)  and  (e)  show  respectively  the  cur- 
rent distribution  and  the  potential  distribution  if  the  length  of 
each  of  the  wires  is  ^  of  a  wavelength. 

In  each  of  the  diagrams  the  different  curves  correspond  to  dif- 
ferent times.  For  example,  in  (b)  and  (c)  these  curves  areniun- 
bered  0  to  11.  The  curves  numbered  0  in  the  two  diagrams  are 
respectively  the  current  and  potential  at  <  =  0.  The  curves 
numbered  1,  2,3  .  .  .  show  the  values  of  current  and  potential  at 
times  equal  to  H2>  K2>  K2  .  .  -  of  a  whole  period  after  t  =  0. 


BOOK  II 

ELECTRIC  WAVES 

CHAPTER  I 
ELECTROSTATICS    AND    MAGNETOSTATICS 


1.  Electric  Intensity. — In  a  field  of  electric  force  the  force  is 
said  to  have  at  every  point  a  certain  intermty,  which  is  defined 
as  the  force  with  which  a  unit  positive  charge  of  electricity  would 
be  impelled  if  introduced  at  the  point  without  changing  the  ex- 
isting distribution  of  force.  In  order  not  to  change  the  existing 
distribution  the  exploring  charged  body  must  be  a  very  small 
body  with  a  very  feeble  charge,  and  the  force  per  unit  charge  is 
obtained  by  dividing  the  force  by  the  charge. 

The  electric  intensity  is  a  vector,  which  we  shall  designate  by 
E  in  Clarendon  T3rpe.  Throughout  this  voliune  all  vectors  shall 
be  designated  by  heavy-faced,  or  Clarendon,  type;  all  scalars 
by  light-faced  type.  The  vector  components  of  E  in  the  direc- 
tions X,  y,  z  shall  be  designated  by  E,,  Ey,  and  E..  The  scalar 
magnitude  of  E  shall  be  designated  by  E  with  components  Ex, 
£y,  and  Et]  unit  vectors  along  the  axes  of  x,  y,  z,  shall  be  desig- 
nated by  i,  j,  k,  respectively. 

A  plus  or  minus  sign  between  vectors  means  a  vector  sum  or 
difference.    For  example, 

E  =  B.  +  By  +  E.  =  BJ  +  JByj  +  EJn 

means  that  B  is  the  vector  sum  of  its  components;  that  is,  E 
is  in  magnitude  and  direction  the  diagonal  of  the  rectangular 
parallelepiped  with  E„  By,  and  B.  as  adjacent  edges.  The 
magnitude  of  E  is  seen  to  be  given  by  the  scalar  equation    ' 

E^  «  JB,*  +  iE?y«  +  E,*, 

.in  which  the  plus  sign  indicates  ordinary  addition. 

2.  No  Simple  Method  of  Computing  E. — In  the  most  general 
case  in  which  there  are  various  conductors  and  insulators 
aggregated  into  a  system  there  is  no  simple  method  of  computing 
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the  electric  intensity  E.  We  shall  be  able  to  arrive  at  the  laws 
governing  such  a  system  only  by  successive  generalizations 
from  simpler  systems.  The  generalizations  made  will  involve 
the  introduction  from  time  to  time  of  new  assumptions  which 
may  not  have  been  submitted  to  immediate  experimental  tests. 
Instead  of  resting  on  direct  tests  of  the  assiunptions  themselves, 
the  validity  of  the  assumptions  may  require  to  be  established  by 
tests  made  on  the  consequences  of  the  assumptions. 

3.  Electrical  Intensity  Due  to  a  Single  Point  Charge  in  an 
Infinite  Vacuum. — In  this  simple  case  where  there  is  a  single 
point  charge  in  an  infinite  vacuum  the  electric  intensity  at  any 
point  distant  r  from  the  charge  has  the  magnitude 

E  =  q/r^  (1) 

The  direction  of  this  intensity  is  the  direction  of  r,  so  that  the 
magnitude  and  direction  of  £  is  expressible  in  the  vector  equation 

E  =  /iU,  (2) 

In  these  equations 

E    =  electric  intensity  at  P  in  dynes  per  electrostatic 

unit  charge, 
q    =  electric  charge  at  0  in  electrostatic  units, 
r     =  distance  from  0  to  P  in  centimeters, 
Ur  =  a  unit-vector  in  direction  of  r  from  0  to  P. 

The  inverse-square  law^  for  electric  intensity,  as  expressed  in 
equations  (1)  and  (2),  has  been  put  into  an  integrated  form  and 
submitted  to  rigid  experimental  tests  by  Cavendish.* 

4.  Effect  of  Dielectric  on  Electric  Intensity. — If  into  the  field 
surrounding  the  point  charge  various  dielectrics  are  introduced, 
the  intensity  is  in  general  changed  in  a  very  complicated  way. 
These  various  dielectrics  are  said  to  have  different  values  of 
inductivity,  or  dielectric  constant,^ 

The  inductivity,  or  dielectric  constant,  of  the  medium  at  any 
point  will  be  designated  by  e,  which  is  in  general  a  function  of  the 
coordinates  x,  y,  z,  and  in  some  media  (those  of  a  crystalline 
character)  the  inductivity  is  also  different  in  different  directions. 

//  the  medium  is  infinite  in  extent  and  is  everywhere  of  the  same 

*  Due  to  Coulomb. 
.    *  Left  in  manuscript  published  by  Maxwell  in  1879. 

» Attributed  by  Faraday  to  a  "certain  polarized  state  of  the  particles;" 
Experimental  Researches,  1295,  1298,  and  130*4  (1837). 
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inductivity,  the  electric  intensity  is  inversely  proportional  to  the 
inductivity  of  the  medium,  and  the  law  of  force  is  given  correctly 
by  the  equation 

E  =  -^U.  (3) 

with  magnitude  • 

E'  =  —2  (4) 

where  q  =  intrinsic  charge  (defined  in  next  section). 

This  proposition  is  proved  by  the  fact  that  it  gives  the  proper 
value  for  the  capacity  of  a  condenser  with  homogeneous  dielectric. 

6.  Definition  of  Intrinsic  Charge. — In  the  statement  of  the 
law  of  force  immediately  preceding,  the  charge  q  is  designated 
as  intrinsic  charge.  An  Intrinsic  Charge  is  a  charge  whose  time 
derivative  within  a  region  gives  the  ordinary  electric  current 
flowing  into  the  region.  A  body  which  contains  an  intrinsic 
charge  will  suffer  a  translation  if  placed  unsupported  in  a  uniform 
electric  field.  Intrinsic  charges  are  to  be  distinguished  from  the 
induced  charges,  that  are  sometimes  supposed  to  exist  in  dielec- 
trics, in  the  form  of  a  union  of  positive  and  negative  charges  capa- 
ble of  being  oriented  under  the  action  of  a  uniform  field,  but 
undergoing  no  translation  in  such  a  field. 

In  modern  electron  theory,  intrinsic  charges  are  supposed 
to  be  due  to  free  electrons;  and  induced  charges  due  to  bound 
electrons.  The  motions  of  the  free  electrons  throughout  conduct- 
ors constitute  the  ordinary  conduction  currents  of  electricity. 
This  subject  will  be  considered  later,  but  for  the  present  the  only 
charges  referred  to  shall  be  the  intrinsic  charges. 

6.  Electric  Induction. — Related  to  electric  intensity  it  is 
convenient  to  employ  a  second  vector  called  Electric  Indvction, 
ivhich  we  shall  designate  by  D|  with  components  Dx,  Dy,  and  D,. 
Whether  the  medium  is  homogeneous  or  not  the  Electric  In- 
duction at  any  point  is  defined  as  the  product  of  the  electric 
intensity  at  the  point  by  the  inductivity  €  of  the  medium  at  the 
point.  In  a  non-crystalline,  or  isotropic,  medium  the  dielectric 
constant  is  the  same  in  all  directions,  and 


(5) 


D 

=  «E 

D. 

=  «E, 

D, 

=  «E»  * 

D. 

■ 

350 


ELECTRIC  WAVES 


[Chap.   I 


On  the  other  hand,  if  the  medium  is  crystalline  (anisotropic) 
the  dielectric  constant  at  a  given  point  has  different  values  in 
different  directions,  and,  in  general. 


Da,   =   €»xEx  +  €»yEy  +  eggEi 

Dy    =    tyzEx    +    ^yyEy    +    ^ytEt 

Dt  =  UzEx  +  UyEy  +  u*Em  . 


(6) 


7.  Definition  of  Flux  of  Induction. — At  any  point  P  in  a  given 
field  of  force  the  electric  induction  has  magnitude  and  direction 
that  are  functions  of  the  coordinates  of  P.  Suppose  an  element 
of  surface  dS  to  be  drawn  at  P,  and  let  the  normal  to  dS  have 

the  direction  N|  Fig.  1.  If  the  induction 
at  P  iBDf  the  flux  of  induction  through  dS 
18  defined  as  the  product  of  dS  by  the  normal 
component  of  D ;  that  is, 

d<t>i,  =  DdS  cos  (D,  N)  (7) 

where 

d<t>D  =  the  fiux  of  induction  through 

D  =  magnitude  of  D, 
cos  (Dy  N)  ^  cosine  of  the  angle  between 

D  and  N. 


FlQ.    1. 


The  flux  of  induction  through  any  ex- 
tended surface  S  is  obtained  by  integrating 
d<l>D  over  the  entire  surface: 


«  =  fDdS  cos  (D,  N) 


(8) 


8.  Proof  of  Gauss's  Theorem  for  a  Homogeneous  Dielectric. 

We  come  now  to  an  important  proposition  due  to  Gauss,  concern- 
ing the  flux  of  induction  through  a  closed  surface.  Let  us  suppose 
that  we  have  throughout  a  certain  region  a  homogeneous  di- 
electric •  of  dielectric  constant  e  and  that  there  is  an  intrinsic 
charge  q  of  electricity  concentrated  at  a  point  within  the  region, 
and  let  us  draw  within  the  homogeneous  region  any  closed  surface 
S  completely  enclosing  the  charge  q,  Fig.  2.  At  any  point  P  on 
the  surface  the  electric  induction  is  in  the  direction  of  r  and  has, 
by  equations  (4)  and  (5),  the  magnitude 


D  =  q/r^ 


(9) 
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The  total  flux  of  induction  outward  through  the  closed  surface  is 

«i>  =  fDdS  cos  e  (10) 

where  9  is  the  angle  between  D  and  N. 

Now  if  dQ  is  the  solid  angle  subtended  at  q  by  dS,  it  is  seen  by 
the  geometry  of  the  figure  that 

dS  cos  e  =  rVfi  (11) 

whence,  by  substitution  of  (9)  and  (11)  in  (10), 

4»D  =  q  fd^  =  Arq        (12) 
where 

^D  =  flux  of  induction  outward 
through  the  closed  surface. 

It  thus  appears  that  in  a  homo- 
geneous medium'  the  flux  of  induc- 
tion outward  through  any  closed 
surface  is  independent  of  the  posi- 
tion of  q  within  the  enclosure.  The 
limitation  that  g  is  to  be  concen- 
trated at  a  point  may  hence  be 
removed,  and  the  charge  q  may  he 
distributed  in  any  manner  whatever 
tmihin  the  enclosure. 

If  on  the  other  hand  we  have  a  charge  go  within  the  homogeneous 
medium  but  outside  of  the  enclosure,  Fig.  3,  and  if  we  draw  a 
solid  angle  dl2  at  go>  intercepting,  from  the  closed  surface,  ele- 

•  r 

ments  dSi,  dSj,  etc.,  it  will  be  seen  that  at  every  element  dSi 
where  the  direction  of  r  is  into  the  enclosure,  cos  (r,  N)  is  negative; 
therefore, 

dS.  cos  (D,^)^_ 

and  at  every  element  dS2  at  which  r  points  out  from  the  enclo- 
sure, cos  (r,  N)  is  positive;  therefore, 

and  that  there  are  as  many  positive  elements  as  negative  ele- 
ments; hence  the  flux  of  induction  outward  through  all  the  ele- 


Fia.  2. 
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ments  intercepted  by  dQ  is  zero.  Therefore,  the  total  flux 
of  indiidion  through  a  dosed  surface  due  to  a  charge  outside  of 
the  enclosure  is  zero. 

For  charges  both  inside  and  out,  the  result  may  be  summed  up 
as  follows: 

Gauss's  Theorem. — The  total  flux  of  electric  induction  outward 
through  any  closed  surface  due  to  charges  partly  within  the  endo- 
sure  and  partly  outside  of  it  is  4t  times  the  quantity  of  intrinsic 
electricity  within  the  enclosures. 


Fig.  3. 

9.  Limitation  Under  Which  Gauss's  Theorem  has  been  De- 
duced.— In  the  preceding  section  we  have  started  with  a  very 
limited  experimental  result  that  the  electric  intensity  due  to  a 
point  charge  in  a  uniform  medium  is  that  given  by  equation  (4). 
To  this  we  have  added  the  definition  of  induction  given  in  equa^ 
tion  (5).  From  this  limited  material  we  have  deduced  Gauss's 
equation 

which  is  rigorously  established  for  a  uniform  medium 

The  derived  result  is  less  definitive  of  D  than  the  original 
equation  (4).  This  is  evident  from  the  consideration  that  with  a 
given  distribution  of  intrinsic  charges  the  elementary  equation 
(4)  would  determine  one  and  only  one  value  of  the  induction 
Di  (say)  at  a  given  point;  whereas  Gauss's  equation  would  be 
satisfied  by  Di  plus  any  other  vector  Do  such  that  the  surface 
integral  of  Do  over  the  closed  surface  is  zero. 

10.  Asstunption  that  Gauss's  Theorem  is  Perfectly  General. 
Equation  (12),  Gauss's  Theorem,  is  in  accord  with  the  equation 
(4)  and  the  definition  (5)  when  the  dielectric  is  uniform,  and  is 


/ 
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therefore  in  accord  with  experiments  performed  on  uniform  di- 
electrics; for  example,  experiments  on  the  capacity  of  condensers. 
As  the  next  step  in  our  search  for  general  laws  of  the  electric 
field,  we  are  going  to  assume  that  Gauss's  Theorem  without 
any  modification  whatever  is  perfectly  general  for  every  possible 
distribution  of  charges,  conductors,  and  dielectrics  at  rest.  The 
justification  of  this  assumption  is  to  be  sought  in  a  comparison 
of  experimental  results  with  deductions  from  the  assumption. 

11.  Gauss's  Theorem  Expressed  in  Terms  of  a  Point  Relation. 
We  shall  next  express  Gauss's  Theorem  in  terms  of  a  point- 
relation.  Let  us  take  a  point  whose  coordinates  are  x,  y,  and  2, 
and  for  our  closed  surface,  let  us  take  the  surface  of  the  elemental 
volume 

At  =  AxAyAz  (13) 

Let  p  be  the  intrinsic  density  of  electricity  at  the  point  x^  y,  z, 
and  let  /Tbe  the  average  density  in  the  elemental  volume;  then 
the  total  intrinsic  quantity  of  electricity  in  the  volume  is 

Aq  =  PAxAyAz 

=  '^At  (14) 

whence  by  Gauss's  Theorem,  equation  (12),  the  flux  of  induction 
is 

A<t>D  =  4?rpAr  (15) 

or  taking  the  limit  as  At  approaches  zero 

-*^=  4xp  (16) 

The  left-hand  side  of  this  equation  is  seen  to  be  the  limit  as 
the  volume  approaches  zero  of  the  flux  outward  of  D  from  a  small 
volume  ^divided  by  the  volume.  This  quantity  is  called  the 
divergence  of  D.  There  follows  a  digression  in  which  the  diver- 
gence of  a  vector  is  obtained  in  a  different  form. 

12.  Digression  on  the  Divergence  of  a  Vector. — ^Let  ^a  be 
the  surface  integral  of  the  outward  normal  component  of  any 
vector  A  over  a  closed  surface,  and  let  it  be  required  to  find  an 
analytical  expression  for  the  limit  of  the  ratio  of  the  surface 
integral  to  the  volume  as  this  volume  approaches  zero. 

In  Fig.  4  is  represented  the  element  of  volume  AxAyAz  with 
one  of  its  corners  at  the  point  x,  y,  z.  Let  A  be  a  vector  whose 
components  are  analytic  functions  of  the  coordinates  x,  y,  z. 
Let  A«  be  the  average  value  of  the  x-component  of  A  over  the 
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surface  (1).    This  tjuantity  is  in  the  direction  of  the  normal 
inward  to  the  surface.     The  average  value  over  the  opposite 

surface  (2)  is,  by  Taylor's  Theorem,  A«+  "^^  +   .    .    . ,  and 

is  seen  to  be  outward. 
Likewise  the  average  normal  component  of  A  at  the  surface 

—  —        dA 

(3)  is  Ay  inward,  and  that  at  the  surface  (4)  is  A»  + -r-'^  Ay  +  .  .  . 

oy 

outward.    Similarly  for  the  other  two  faces  of  the  element,  which 
are  perpendicular  to  the  2-axis,  the  average  normal  components 

—  —       d A 

of  the  vector  are  respectively  A*  inward  and  A«  +- ^  A^  +  . 


dz 


outward. 


Ay^^|AAy 


\^x^t.x 


Fio.  4. 

Giving  a  minus  sign  to  the  normal  vectors  that  are  inward, 
and  multipl3dng  the  magnitude  of  each  of  the  normal  terms  by  the 
corresponding  area  of  the  face  of  the  element  through  which  it 
acts,  we  have,  as  the  total  outward  normal  surface  integral,  the 
equation 


JAndS  =  ^^  -  -  il.AyA«  + 


A.  +  ^^Aa;  + 


—  AyAa;A?  + 


—  ilfAxAt/  + 


Ay  + 


dx 

— -^Ay  + 
dy 

A.  +  ^Az  + 
dz 


AyAz 


AxAz 


AxAy 


(17) 


Dividing  by  AxAt/A?  ==  Ar  and  taking  the  limit  as  Ar  approaches 
zero  we  have 


Lim.    Vj^AndSl  ^d<h  ^  dA,  . 
At=  OL         Ar   J       "dr  dx   '^ 


dAy       dAa 
~dy        ~dT 


(18) 


Chap.  H  ELECTROSTATICS  AND  MAGNETOSTATICS  355 

where  the  derivative  with  respect  to  r  4b  a  partial  derivative 
because  <f>A  may  be  regard^  as  a  function  of  z,  y,  z  and  r; 
so  that  the  partial  derivative  with  respect  to  r  means  the  deriva- 
tive at  a  fixed  point  x,  y,  z. 
Equation  (18)  may  be  briefly  written 

where 

The  divergence  of  a  vector  A  is  the  flux  of  the  vector  otdwardfrom 
a  amaU  volume  divided  by  the  volume.  It  is  a  scalar  quantity, 
has  in  general  different  vaiues  at  different  points,  and  may  be 
obtained  directly  by  performing  the  operation  indicated  in  equalion 
(20).^ 

13.  Poisson's  Equation. — In  view  of  equation  (20)  we  may  now 
express  equation  (16)  as  follows: 

div.  D  =  -fcrp  (21) 

wherever  p  is  finite. 

The  divergence  of  electrical  induction  at  any  point  where  p  is 
finite  is  4ir  times  the  intrinsic  charge  density  p  at  the  point. 
Equation  (21)  is  known  as  Poisson's  equation. 

At  aU  points  in  space  where  there  is  zero  intrinsic  charge 
density 

div.  D  =  0  (22) 

14«  Gauss's  Theorem  Applied  to  a  Surface  Distribution.  Sur- 
face Divergence. — Suppose  that  there  is  an  intrinsic  charge 
distributed  over  a  surface,  with  a  surface  density  <r.  At  a  point 
in  such  a  surface  p  is  no  longer  finite,  so  that  Gauss's  Theorem 
cannot  be  reduced  to  the  divergence  equation  (21),  but  is  pref- 
erably reduced  to  a  new  point  relation  as  follows: 

1  ABBumptions  have  been  made  in  sections  10  and  11  as  follows: 

1.  In  passing  to  the  limit  in  deriving  (16)  it  was  assumed  that  the  in- 
trinsic charge  density  p  at  the  point  x,  y,  z,  is  spatially  continuous  in  such  a 
way  that  for  a  sufficiently  small  region  about  x^  y,  z  the  average  density  differs 
from  the  density  at  the  point  by  an  amount  less  than  any  predetermined 
quantity. 

2.  It  was  assumed  that  D  is  a  function  of  x,  y,  2  of  a  form  capable  of 
being  developed  by  Taylor's  theorem. 
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At  any  required  point  on  the  surface  (Fig.  5)  let  us  mark  out  an 
element  of  surface  AS,  and  through  the  periphery  of  AS,  draw 
lines  in  the  direction  of  the  electric  induction.  These  Unes 
bound  a  short  tube  of  induction,  which  we  shall  suppose  to  be 
terminated  by  the  surface  elements  ASi  and  AS%  parallel  to  AS. 
Let  h  be  the  distance  between  ASi  and  ASj.  Over  the  convex 
surface  of  the  tube  the  normal  component  of  induction  is  every- 
where zero,  since  the  induction  is  in  the  direction  of  the  convex 
surface.  Over  the  ends  of  the  tube,  let  the  average  component 
of  induction  away  from  AS  be  Dini  and  D2nj.  Then  by  Gauss's 
Theorem 

DmiAiSi  +  D2n2AS2  =  4t^AS  (23) 

If  now  we  allow  h,  the  height  of  the  tube,  to  approach  zero, 
ASi  and  ASi  both  approach  AS  as  a  Umit;  whence 

Dmi  +  Dm  =  47ra  (24) 


^sr^- 


T 


D«ni 


Fig.  5. 


If  now  we  allow  the  surface  AS  to  shrink  toward  a  point  P  on 
the  charged  surface,  the  average  values  in  (24)  may  be  replaced 
by  their  true  values  at  the  point,  giving 

Dinl   +   I>2n2    =   ^(T  (25) 

in  which  Dini  and  Z>2n2  are  both  drawn  away  from  the  charged 
surface.  The  sum  of  the  two  normal  components  thus  drawn  is 
called  by  Abraham  and  Foppl^  the  surface  divergence  of  the 
vector  D.    The  result  (25)  may  be  stated  as  follows: 

The  surface  divergence  of  induction  at  any  point  is  4t  times  the 
intrinsic  surface  charge  density  at  the  point. 

As  a  corollary,  the  surface  divergence  of  induction  is  zero 
at  all  points  where  there  is  no  intrinsic  surface  charge. 

If  instead  of  drawing  the  two  normals  both  away  from  the 
surface  under  consideration,  one  of  them  be  reversed  so  that  they 

1  Abraham  und  Foppl:  Theorie  der  Elektricitat,  Vol.  1,  p.  77,  1907. 
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point  in  the  same  sense  through  the  surface,  equation  (25) 
becomes 

or  (26) 

that  is,  there  is  a  discontinuity  in  the  magnitude  of  the  normal 
component  of  D  amounting  to  4ira,  where  a  is  the  intrinsic  surface 
density. 

16.  Analogous  Treatment  of  Magnetic  Field. — In  a  field 
of  magnetic  force,  the  force  at  any  point  per  unit  magnetic 
pole  is  called  the  Magnetic  Intensity  and  is  designated  by  H. 
The  unit  magnetic  pole  is  a  pole  that  will  repel  an  equal  pole 
at  a  distance  of  one  centimeter  with  a  force  of  one  dyne  in  vacuo. 
The  product  of  the  magnetic  intensity  by  the  permeability  of 
the  medium  at  the  point  is  called  Magnetic  Induction,  and  is 
designated  by  B. 

B  =  mH 

B.  =  mH.   [  (27) 

By  =  M^y 

B,  =  /iH, 

where 

/i  =  magnetic  permeability. 

The  question  whether  there  is  or  is  not  any  intrinsic  volume 
density  of  magnetism  is  open  to  disputation.  It  is  proposed 
to  limit  the  discussion  in  the  present  work  to  cases  where  this 
volume  density  is  zero;  so  that  reasoning  similar  to  that  used 
in  the  discussion  of  electrical  quantities  in  the  preceding  para- 
graphs gives  from  the  inverse  square  law  for  a  uniform  magnetic 
medium  the  result 

div.  B  =  0  (28) 

and  this  is  assumed  to  be  universally  true. 

Also  in  all  cases  that  will  come  under  our  observation 

surf.  div.  B  =  0  (29) 


CHAPTER  II 

MAXWELUS  EQUATIONS 

'  16.  Summaiy  of  Chapter  I. — The  important  results  obtained 
in  the  preceding  chapter  are  contained  in  the  following  equations, 
which  are  taken  with  their  original  numerical  designations: 

div.  D  =  4tp,  wherever  p  is  finite,  (21),  Ch.  I. 

surf.  div.  D  =  4iw,  (25),  Ch.  I. 

div.  B  =  0,  (28),  Ch.  I. 

surf.  div.  B  =  0,  (29),  Ch.  I. 

where  D  and  B  are  respectively  electric  and  magnetic  induction 
at  any  point,  p  is  intrinsic  voliune  density  of  electric  charge,  and 
IT  is  intrinsic  surface  density  of  electric  charge  at  the  point. 

The  electric  intensity  E  can  be  obtained  by  dividing  D  by  the 
dielectric  constant  t]  the  magnetic  intensity  H  can  be  obtained 
by  dividing  B  by  the  permeabiUty  m- 

The  above  equations  are  not  sufficient  to  determine  D  and  B. 

17.  Note  as  to  Additional  Reqtiirements. — In  addition  to  the 
divergence  of  a  vector  we  need  also  its  curl,  which  is  a  related 
vector  to  be  later  defined.  These  two  quantities,  divergence  and 
curl,  together  with  certain  boundary  conditions,  are  sufficient  to 
determine  a  required  vector. 

In  electrostatics,  where  there  are  assiuned  to  be  no  electric 
currents  or  motions  of  electric  charges  and  no  variations  of 
D  and  B  with  the  time,  it  can  be  shown  that  the  curl  of  D  and 
the  ciu'l  of  B  are  both  zero.  It  can  then  be  shown  that  a  scalar 
potential  function  exists,  and  familiar  methods  are  at  hand  for 
completely  determining  D,  B,  E|  and  H  in  cases  where  proper 
boundary  conditions  are  given. 

When,  however,  we  leave  the  field  of  electrostatics  and  enter 
upon  the  general  problem,  the  ciu'ls  of  D  and  B  are  no  longer  zero, 
the  scalar  potential  functions  for  these  vectors  have  no  existence, 
and  the  older  theoretical  investigations  of  Laplace  and  of  Poisson 
are  insufficient  to  describe  the  characteristics  of  the  electro- 
magnetic field. 
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The  way  to  proceed  under  these  more  difficult  conditions  was 
pointed  out  by  Maxwell  in  186&-6y  in  a  mathematical  research 
which  contained  a  prediction  of  the  existence  of  electric  waves, 
determined  the  velocity  of  propagation  of  the  waves,  and  ex- 
plained the  nature  of  light. 

18.  Further  Experimental  Relations  for  the  Electromagnetic 
Field. — In  developing  the  theory  of  electric  waves,  we  may 
make  use  of  the  foUowing  experimental  laws: 

/.  THE  M.MJ.  EQUATION.— The  work  done  by  the 
magnetic  field  in  carrying  a  unit  magnetic  pole  once  around  a 
closed  path,  Pig.  1,  linking  positively  with  a  closed  circuit  carry- 
ing a  steady  current  /  is 

TT  «  4t/  (1) 

in  which  W  is  work  in  ergs  per  unit 
pole,  and  J  is  current  in  absolute 
c.g.s.  electromagnetic  units  of  ciu'- 
rent  (absamperes). 

Throughout  this  volume,  in  order 
to  obtain  symmetrical  results,  we 
shaU  measure  all  eledrical  quantities 
in  absolute  c.g.s.  dectrostaUc  units, 
and  all  magnetic  quantities  in  abso-        Fio.  i.— Arrows  marked  w 

1    .  1  ..t-  ^^-         "J.        a    ^u      ^^^  ^  point  in  the  direction  of 

lute  C.g.s.  etectromO^nefoC  UmtS.    bUCh     positive  linkage. 

a  composite  system  of  units  is  called 

the  Oaussian  system.    In  Gaussian  units,  equation  (1)  becomes 

TF=—  (2) 

c  ^  ' 

in  which 

c  =  the   number  of  electrostatic   units   of  quantity   of 

electricity  in  one  electromagnetic  unit.* 

II.  THE  EM J^.  JSQt/Ar/OiV^.— The  electromotive  force  pro- 
duced in  a  closed  circuit,  Fig.  2,  by  varying  the  flux  of  magnetic 
induction  linking  with  it  positively  is 

in  which  F  is  in  electromagnetic  units  (abvolts).     If  we  put  V 

^  It  18  a  characteriBtic  of  the  GaunBian  units  that  c  always  enters  along 
with  tj  whether  i  is  expressed  as  in  (4)  or  implied  as  in  (2) — ^implied  in 
that  the  current  /  is  quantity  per  unit  time. 
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into  electrostatic  units  so  as  to  conform  with  the  Gaussian  system 
as  above  specified,  we  have 


V 

c 


1  d« 


B 


dt 


(4) 


-v 


The  direction  of  positive  linkage  is  shown  in  the  diagrams 
of  Figs.  1  and  2. 

Equations  (2)  and  (4)  are  called  respectively  the  magneto- 
motive force  equation  and  the 
electromotive  force  equation,  ab- 
breviated M.M.F.  and  E.M.F. 

They  are  now  to  be  transformed 
into  point  relations.  For  this 
purpose  a  system  of  rectangular 
axes  is  chosen  as  follows. 

^    „     .  ,  J  rr     J «      19«  Choice   of  Axes. — Follow- 

FiG.  2. — Arrows  marked  F  and  B   .  ,  i_        i 

point  in  direction  of  positive  linkage,  mg    what    noW   SeemS    tO    be   the 

prevalent  usage  in  electromagnetic 
theory,  we  shall  adopt  as  our  system  of  rectangular  axes  the 
system  shown  in  Fig.  3,  in  which  z  points  out  from  the  plane  of 
the  paper  toward  the  reader,  when  a;  is  to  the  right  and  y  is  up- 
ward in  the  plane  of  the  paper.  This  rule  merely  gives  the 
relative  orientation  of  the  axes,  and  it  is  evident  that  the 
scheme  of  Fig.  4  is  the  same  system  of  axes. 


k^y 


y  (In) 


■►a? 


•X 


z  cout) 

Fio.  3. —  Positive  set     Fio.  4. — Also  positive 
of  axes.  set  of  axes. 

20.  Transformation  of  Magnetomotive  Force  Equation  into  a 
Point  Relation. — Let  us  take  any  extended  region  (for  example, 
the  room  of  a  building)  and  suppose  that  there  are  electric  cur- 
rents flowing  in  conducting  masses  within  the  room,  and  let  the 
current  density  at  any  point  x,  y,  zhe  u  with  components  u„ 
Uy,  and  Ut,  along  the  three  axes  respectively.  As  a  special  case 
u  may  be  zero  at  some  or  all  points. 
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Let  us  now  consider  the  magnetomotive  force  around  a  rec- 
tangle AyAZf  Fig.  5,  drawn  with  one  corner  at  the  point  x,  y,  z. 
The  component  of  current  density  at  the  point  Xj  y,  z  perpen- 
dicular to  the  area  A|/Az  is  u^.  The  other  components  of  current 
density,  those  in  the  directions  y  and  z,  contribute  nothing  to  the 
M.M.F-  around  the  area. 

Now  the  average  value  of  u,  over  the  area  is  different  from  u, 
at  X,  y,  z,  and  we  shall  designate  this  average  value  by  u«. 

The  current  through  the  area  is  then 


/  =  uxAyAz 


(5) 


>n, 


Fio.  5. 


whence  by  equation  (2)  the  M.M.F.  around  the  area  is 

W  = AyAz 


(6) 


Let  us  now  get  a  second  expression  for  this  M.M.F.,  W,  by 
estimating  directly  from  the  geometry  of  the  problem  the  work 
done  by  the  magnetic  forces  in  driving  a  unit  magnetic  pole 
around  the  area  AyAz.  The  magnetic  force  on  a  unit  pole  at  the 
point  Xj  y,  z  is  H,  with  components  H«,  Hy,  and  H«  along  the  three 
axes.  The  magnetic  force  and  its  components  are  different  for 
different  points  of  the  region. 

Since  the  work  by  a  force  in  displacing  its  point  of  application 
is  the  magnitude  of  the  force  times  the  displacement  in  the 
direction  of  the  force,  we  shall  have  for  the  work  of  carrying  a 
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unit  magnetic  pole  in  the  positive  direction  around  the  rectangle 
the  equation 


W  =  HyAy  +  H'Az-  WAy  -  UJ^ 


(7) 


in  which  ^y  is  the  average  value  of  H^  along  the  side  (1),  U'm  is 
the  average  value  of  Hn  along  the  side  (2),  etc. 

Now  7y  is  a  function  of  Xy  y,  z,  and  Ay,  and  may  be  written 

Hy  =  Hy{x,y,z,Ay). 
Also  we  may  write 

H\  =  Hy{x,  y,  z  +  Az,  Ay) 

which  is  the  same  function  with  z+  Az  substituted  for  z; 

whence  by  Taylor's  Theorem,  assuming  proper  continuity  and 
writing  only  first  order  terms, 


In  like  manner, 


ff'.  =  F,+  ^«A. 


^''  =  ^.  +  f'^^-^ 


(8) 


(9) 


Taking  the  right-hand  side  of  (6)  and  equating  it  to  the  right- 
hand  side  of  (7)  after  replacing  H\  and  H',  by  their  values 
'from  (8)  and  (9),  we  have 


c     ^Z^^-\ 

<dy 

dz, 

Dividing  through  by  AyAz  and  taking 

approach  zero,  we  have 

. 

4Tt«, 

an. 

dH, 

c 

dy 

dz 

and  by  similar  reasoning, 

4iru„   _ 

dff. 

dH. 

c 

dz 

dx 

^TUm 

dHy 

dH, 

c 

dx 

dy 

or  briefly  the  vector  equation 

4tu 

^  curl  H 

AyAz 


(10) 


u 


/^ 


(11) 


(12) 


.-i-i- 
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where  curl  iff  is  a  vector,  the  magnitude  of  whose  x,  y,  and 
z  components^  are  respectively 

dHg       dliy 


curl,  H  = 


dy  dz 

dz         dx 
curl.  H  =  ^  -  ^^- 


curL  H  = 


(13) 


dx         dy 
and  where 

curl  H  =  i  curl,  H  +  j  curly  H  +  k  curl,  H         (14) 

The  vector  egucdion  (12)  or  the  equivalent  Cartesian  equaiions 
(11)  give  a  relation^  between  the  electric  current  density  at  a  point 
(in  electrostatic  units)  and  the  magnetic  intensity  at  the  same  point 
{in  electromagnetic  units)  derived  under  the  limitations: 

I.  That  the  vectors  u  and  H  are  continuous  functions  of  the 
codrdinates  of  the  point;  and 

II.  That  the  ciurent  is  of  such  a  character  that  the  original 
M.M.F.  equation  (2)  is  true. 

21.  Transformation  of  the  Electromotive  Force  Equation  into 
a  Point  Relation. — We  shall  now  transform  the  other  funda- 
mental equation  (4)  into  a  form  analogous  to  (12),  and  obtain 
a  second  set  of  Maxwell's  equations.  We  can  do  this  by  the 
similarity  of  the  equations  (2)  and  (4),  without  going  again 
through  the  details  of  a  demonstration  Uke  the  preceding. 

It  is  to  be  noted  that  W  of  (2)  is  a  Une  integral  of  the  magnetic 
intensity  H  around  a  closed  curve.  Likewise,  in  (4)  the  electro- 
motive force  V,  defined  as  the  work  by  the  field  in  driving  a 
unit  charge  around  a  closed  circuit,  is  a  line  integral  of  the  electric 
intensity  E  around  the  circuit.  Also  the  magnetic  induction  B 
is  related  to  the  flux  of  induction  4>b  in  the  same  way  that  current 

^  From  the  above  analysis  it  is  seen  that  the  method  of  obtaining  the 
component  of  curl  H  in  any  particular  direction  N  at  any  particular  point 
P  is  as  follows: 

Surroimd  P  by  a  closed  curve  S  in  &  plane  perpendicular  to  N.  Let 
AS  be  the  area  within  the  curve,  then 


curW  H  »  A  4$ 


J*°?**n  r  fff<^  cos  (H,  S) 


f  Q  r  fHds  cos  (H,  S)-| . 


that  18,  cwrlfiH.  is  the  Une  integral  of  H  around  the  periphery  of  a  small  area 
perpendicular  to  N  dunded  hy  the  small  area, 
*  Maxwell:  ''Electricity  and  Magnetism/'  Vol.  II. 
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density  u  is  related  to  current  J.  This  shows  that  by  going 
through  a  process  similar  to  that  employed  in  transforming 
(2),  we  should  obtain  from  (4)  the  equations 


IdB, 

dE» 

dEy 

c   dt 

dy 

>  dz 

IdBy    _ 

dE^ 

dE. 

c    dt 

dz 

dx 

IdB, 

dEy 

dEs 

c    dt 

dx 

^y 

or, 

briefly,  in 

vectorial  notation 

f 

IdB 
c  dt 

=  curlE 

(15) 


(16) 

The  vector  equation  (16),  or  the  equivalent  Cartesian  equations 
(15),  gives  a  relaiion^  between  the  time  derivative  of  the  magnetic 
induction  at  a  point  and  the  electric  intensity  at  the  same  point 
derived  under  the  limitations: 

I.  That  the  vectors  B  and  E  are  continuous  functions  of  x,  y,  z, 
B,ndt;  and 

II.  That  the  original  electromotive  force  equation  (4)  is  a 
correct  experimental  law. 

Equations  (15)  or  (16)  may  be  called  MaxwelVs  Magnetic 
Induction  Equations. 

22.  Further  Examination  of  the  Two  Curl-equations. — In 
the  preceding  sections  we  have  derived  the  equations 

—  =  curl  H  (12)   §aO 

c 

-  -  ^  =  curl  E  (16)   §21 

C   at 

which  may  be  called  respectively  the  "current-density  equation" 
and  the  "magnetic  induction  equation." 

These  equations  were  derived  subject  to  the  assumption  that  the 
M.MI".  law  (2)  and  the  E,M.F,  law  (4)  are  correct  and  general. 

We  shall  now  show  that  the  current-density  equation  (12) 
of  §20  cannot  be  true  in  general;  for  the  reason  that  the  divergence 
of  any  curl  (e.g.,  div.  curl  A)  is  zero,  while  the  divergence  of  u 
is  not  zero  except  in  a  special  case  in  which  the  quantity  of  elec- 
tricity flowing  out  of  a  given  region  in  a  given  time  is  equal  to  the 

'  Maxwell:  '^Electricity  and  Magnetism,"  Vol.  II. 
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quantity  flowing  in.    The  separate  steps  of  this  demonstration 
will  now  be  given. 
23.  Theorem.    Div.  Curl  A  »  0.— Proof : 

AAA 

div.  curl  A  =  -r-CcurU  A)  +  — (curl^  A)  +  —(curl.  A) 

ox  dy  oz 


d_ 
dx 


id  A,      dA 


dy  dz 


^jdA,       dA, 


+ 


dy  I  dz         dx 

d  jdAy      dA 


9 


) 


dz  I  dx         dy 
=  0  (17) 

The  last  step  is  conditioned  on  the  equality  of  such  quantities 

as 

d  /dA^\_^  d  /dA,\ 


y^im 


dx\  dy  I         dy\  dx 

These  quantities  are  equal  provided  it  is  permissible  to  change 
the  order  of  differentiation,  and  this  is  permissible  provided 
the  second  order  derivatives  so  obtained  all  exist.  The  conclu- 
sion then  is  that  the  divergence  of  the  curl  of  any  vector  A  is 
zero,  provided  A  is  of  such  a  character  that  the  several  second  order 
derivatives  of  each  of  its  components  all  exist. 

84.  Application  of  This  Theorem  to  (12)  and  (16).— Taking 
the  divergence  of  both  sides  of  the  current-density  equation 
(12)  and  the  magnetic-induction  equation  (16),  we  have, 
respectively 

div.  u  =  0  (18) 


d^ 

dt 


(div.  b)   =  0  (19) 


Now  (19)  is  true,  for  by  §16  div.  B  =  0.  There  is,  hence,  no 
inconsistency  in  the  magnetic-induction  equation  (16). 

On  the  other  hand,  we  shall  now  show  that  (18)  div.  u  =  0  is 
sometimes  true  and  sometimes  not  true;  to  wit,  div.  u  =  0  is 
true  when  and  where  there  is  no  changing  intrinsic  charge 
density;  but  div.  u  does  not  equal  zero  when  and  where  there  is  a 
changing  intrinsic  charge  density.  Let  us  proceed  to  a  critical 
examination  of  div.  u. 

26.  Examination  of  Div.  u. — If  we  take  any  small  volume  At 
surrounding  a  given  point  P,  the  quantity  of  electricity  per  second 
flowing  out  of  Ar  is  the  surface  integral  of  the  outward  normal 
component  of  u  over  the  closed  surface  bounding  Ar.    This 
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quantity  flowing  out  is  also  the  time  rate  of  decrease  of  the 
quantity  of  electricity  within  Ar .  Equating  these  two  expressions 
we  have 

Dividing  by  Ar  and  taking  the  limit  as  Ar  approaches  zero,  we 
have 

Littiit  ry*Und<Sl  _  __  dp 
Ar  =  0[     Ar     J  "       dt 

but  by  definition  of  divergence,  equation  (19),  Art.  12,  the  left- 
hand  side  is  the  divergence  of  u,  hence 

div.u  =  -|  (20) 

A  similar  treatment  shows  that  at  any  point  in  a  charged 
surface 

surf.  div.  u  =  —  TT  (21) 

dt 

These  equations  (20)  and  (21)  express  the  fact  that  the  quan- 
tity of  electricity  flowing  out  from  a  small  region  in  a  given  time 
is  equal  to  the  decrease  of  the  quantity  of  intrinsic  electricity 
within  the  region;  that  is,  these  equations  are  a  statement  of  the 
law  of  the  conservation  of  electricity. 

We  have  thus  a  proof  of  the  lack  of  generality  of  the  current- 
density  equation  (12),  and  hence  a  lack  of  generality  in  the 
original  M.M.F.  equation  (2). 

The  condtmon  is  that  the  original  equation 

C 

and  the  derived  equaiion 

=  curl  H 

c 

can  he  true  only  when  the  electric  current  is  su>ch  thai  ^  =  0; 

thai  is  J  such  thai  there  is  no  fluctuating  accumulation  of  electricity. 
26*  Condensive  and  Non-condensive  Flow. — If  we  have  a 
conductor  of  electricity  in  Fig.  6,  with  an  electric  current  / 
flowing  in  it,  and  if  P  is  any  point  on  or  within  the  conductor, 
and  if  we  enclose  a  small  region  around  P,  and  if  7  is  varying  with 
the  time^  the  small  region  around  P  will  have  a  small  electro- 
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static  capacity,  and  will  in  general  variously  charge  and  discharge 
with  the  time.  We  may  call  such  a  flow  of  electricity  a  Canden- 
sive  Flow,  since  there  is  an  action  similar  to  that  of  a  condenser 
at  P.  If  on  the  other  hand,  the  current  is  in  a  steady  state, 
there  is  no  such  fluctuation  of  charge  at  P,  and  the  amount  of 
electricity  flowing  out  of  the  small  region  is  at  any  time  equal  to 
the  amount  of  electricity  flowing  in.  This  may  be  called  a 
NonH^andensive  Flow. 

For  a  non-condensive  flow  div.  u  =  0; 
For  a  condensive  flow  div.  u  ^  0. 


Fio.  6. — Illustrating  condensive  and  non-condensive  flow. 

27.  Maxwell's  Displacement  Assumption. — We  have  shown 
that  the  equation 

^  =  curlH 
c 

can  be  true  only  in  those  cases  where 

div.  u  =  0;  . 

that  is,  in  a  non-condensive  flow.  In  such  a  non-condensive 
flow  the  current  density  u  at  a  point  P  may  be  said  to  have 
associated  with  it  a  magnetic  field  of  intensity  H  at  the  point,  and 
the  relation  of  u  to  H  is  that  given  above. 

On  the  other  hand,  in  the  general  case  where  the  flow  may 
be  condensive  or  non-condensive,  we  must  replace  u,  the  ordinary 
intrinsic  density,  by  some  other  quantity  u^  such  that 

div.  u'  =  0. 

A  vector  whose  divergence  is  zero  is  called  a  eolenaidal  vector. 
Maxwell  made  the  assumption  that  the  appropriate  solenoidal 
vector  u'  by  which  the  non-eolenoidal  vector  u  should  be  re- 
placed is 

u'  =  u+— —  (22) 


^  > 
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It  is  very  apparent  that  the  quantity  here  added  to  u  is  just 
sufficient  to  make  the  sum  u'  solenoidal;  for  by  (20)  and  (21), 

I .  op  <•  -  1  •  ^<^ 

div*.  u  = -J  surf.  div.  u  = ~f 

dt  dt 


div. 


—  f        surf.  div. 
dt 


.At  dt  I         dt 


and  by  Art.  13,  equations  (21)  and  (25)  (their  time  derivatives) 

4t  dt 
Summing  these  quantities,  we  have 

div.  u'  =  0,  surf.  div.  u'  =  0  (23) 

MaxwelVa  Assumption  is  the  assumption  that  in  respect   to 

1       QT\ 

the  Magnetic  Field  the  quantity-. TrCLcts  as  a  density  of  current. 

4ir    at 

which  he  called  displacement  current,  and  which  must  he  added 
to  conduction  current  density  u  to  give  complete  current  density  u'. 

28.  The  Generalized  Current  Density  Equation. — With  this 
assumption  the  current  density  equation  (12)  may  be  generalized 
into 

-—  +  -;—-  =  curl  H  (24) 

c         c  dt 

which  may  be  called  MaxwelVs  Generalized  Current-density 
Equation,  The  addition  of  the  first  two  terms  is  a  vector  addition. 
It  is  apparent  that  there  is  no  mathematical  inconsistency 
in  Maxwell's  method  of  generalizing  the  conception  of  an  electric 
current,  in  respect  to  its  eflFect  in  producing  or  responding  to  a 
magnetic  field.  Whether  or  not  this  generaUzed  current  is 
related  to  the  magnetic  field  intensity  by  an  equation  of  the 
form  of  (24)  is  a  question  for  experimental  determination. 
The  experimental  test  has  never  been  adequately  made  on  the 
assumption  directly.  The  validity  of  Maxwell's  Assumption 
rests  on  his  prediction  from  it  of  the  existence  of  electric  waves, 
and  on  his  prediction  of  the  electromagnetic  character  of  light. 
These  predictions  have  been  amply  verified. 

29.  At  any  Surface  of  Electric  or  Magnetic  Discontinuity 
the  Tangential  Components  of  E  and  H  are  Continuous. — We 
need  the  proposition  here  stated,  for  the  solution  of  problems 
pertaining  to  surfaces  of  discontinuity.  It  may  be  proved  as 
follows:  Referring  to  Fig.  7,  at  any  surface  of  discontinuity  in 
conductivity,  dielectric  constant  or  permeability,  let  us  draw  a 


^1  -^gt^l^lilil^TiCi^  ^» 

iQBL'Rt^lKftniii^^allel  to  the  surface 

,«rfM*A.*S»«fcBg.^g^e  rectangle.     Let 

le  electric  intensity 

the  average 

the  rectangle; 

result 


'>-H»  A  .  -^s  -Wi  .Si'.  -^-  .IS.  .w.  -w.  -S-  ,* 

-  •--'■j.^'i"''"""  '    ""       '  •" 


JiFio.  7. — Inproofotcon- 
■iiity   of   the   tangenti&l 
alaoipoiient  of  E. 


CHAPTER  III 

BNBRGT  OF  THE  ELECTROMAGNETIC  FIELD.    POTNT- 

ING'S  VECTOR 

30.  Summary  of  Chapters  I  and  n. — The  important  results 
obtained  in  the  preceding  chapters  may  be  smnmarized  in  the 
following  equations  (in  which  partial  derivative  with  respect  to 
time  is  indicated  by  a  dot  over  a  symbol) : 

•^  +  ^  =  curlH  (A) 

c         c 

-  ~  =  curl  E  (B) 

c 

div.    D  =  4tp  (C) 

div.    B  =  0  (D) 

D  =  cE  {E) 

B  =  mH  (F) 

To  these  may  be  added  an  expression  for  the  current  density 
u  (derived  from  Ohm's  Law) 

u  =  7E  I 

where  >  (O) 

y  =  specific  conductivity.  J 

We  have  also  derived  the  following  surface  relations  that  hold 
at  surfaces  of  discontinuity 

surf.  div.  D  =  4ira  {H) 

surf.  div.  B  =  0  (/) 

E\T  —  E2T  («/) 

HiT=  H2T  (K) 

These  equations  will  hereafter  be  designated  by  the  letters 
ascribed  after  them  respectively,  instead  of  by  the  accidental 
numerical  designations  with  which  they  first  appeared. 
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In  the  present  chapter  we  shall  treat  certain  general  proposi- 
tions regarding  the  energy  of  the  field.  For  this  purpose  we  need 
at  the  outset  a  few  theorems  in  vector  analysis. 

31.  Scalar  and  Vector  Product. — ^Let  A  and  B  be  any  two  vec- 
tors drawn  away  from  a  common  point.  Fig.  1.  These  vectors 
may  be  written 


A  =  A  J.  +  A  J  +  AM 
B  =  Bxi  +  5J  +  BJc 


(1) 
(2) 


where  i,  j,  and  k  are  unit  vectors  along  the  three  axes  respectively. 
If  now  we  introduce  the  convention  that     ^  ^xB  » A  B  iia  (A,B) 


i2     —    52  — 


=   j2=   k2    =    1, 

ij    =  -ji   =  k, 

jk  =  -kj  =  i, 

ki  =  —  ik  =  j, 

and  take  the  product  of  A  and  B  term 
by  term,  we  obtain 


Fio.  1 . — Illustrating  vec- 
tor product  of  A  and  B. 


AB  =  A,fi,  +  AyBy  +  AA  + 

{AyBu-A,By)\  +  (A.S,-il.B.)J  +  {A^y-AyB^)yi  (3) 

We  may  call  AB  the  complete  product  of  A  by  B.  It  is  seen  to 
consist  of  two  parts,  one  of  which,  consisting  of  the  sum  of  the 
first  three  terms,  is  scalar;  and  the  other,  consisting  of  the  sum 
of  three  vector  components,  is  vector.  These  two  parts  are  called 
respectively  the  scaiar  product^  to  be  designated  by  A*B  (read 
''A  dot  B  "),  and  the  vector  product,  to  be  designated  by  AxB  (read 
"A  cross  B").    Then 


A*B  =  il,5,  +  AyBy  +  A,B, 


(4) 


AxB  =  (AyB,-  A,By)i  +  (A,B.-  AJS,)i  +  (A^fiy-  AyB^)k    (5) 

It  is  seen  that 

A-B  =  AB  {cos  (A,  x)  cos  (B,  x)  +  cos  (A,  y)  cos  (B,  y)  + 

cos  (A,  z)  cos  (B,  z) }  (6) 

=  AB  cos  (A,  B) 

The  scalar  product  of  two  vectors  is  the  product  of  their  magni" 
tudes  by  the  cosine  of  the  angle  between  them. 
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To  find  the  meaning  of  the  vector  product  AxB,  let  us  designate 
-**.-  by  I,  m,  n  the  direction  cosines  of  A,  and  by  I',  m',  n'  the  direc- 

tion  cosines  of  B.  Then  the  square  of  the  magnitude  of  AxB 
is  the  sum  of  the  squares  of  the  i,  j,  and  k  components;  that  is 

2(mm'nn'  +  Wnn'  +  mm'W)]A^BK 
Now  1  =  P  +  w^  +  n«  =  Z'2  +  m'^  +  n'S 

whence  the  preceding  equation  becomes 

[AxBl^  =  A^BMl  -  («'  +  mm'  +  nn'Y] 

=  A^BMl  -  cosHA,  B)} 

=  A^B^  sin«  (A,  B) 
therefore, 

[AxB]  =  AB  sin  (A,  B)  (7) 

This  gives  the  magnitude  of  the  vector  product.  Let  us  next 
determine  its  direction.  This  can  be  done  by  taking  the  scalar 
product  of  A  and  AxB,  which  by  (4)  may  be  written 

A-(AxB)  =  AMyB,  -  A,By)  + 

Ay{A,B^  -  A^B,)  + 
A,{A,By  -  AyB^) 
=  0. 
In  Uke  manner  it  can  be  shown  that 

B-(AxB)  =  0 

Hence  by  (6)  the  vector  product  AxB  is  perpendicular  to  A  and 
to  B.  By  the  convention  ij  =  k,  etc.,  this  perpendicular  is 
to  be  drawn  with  respect  to  A  and  B  so  that  a  positive  rotation 
about  the  product  vector  will  turn  A  into  the  direction  of  B. 

Hence,  the  vector  product  AxB  is  a  vector  whose  nuignitude  is 
the  product  of  the  magnitudes  of  A  and  B  by  the  sine  of  the  angle 
between  them,  and  whose  direction  is  the  positive  perpendiadar 
to  the  plane  of  A  and  B. 

The  product  BxA  has  the  opposite  direction,  so  that 

BxA  =  -  AxB  (8) 
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If  we  make  B  and  A  identical,  equations  (7)  and  (6)  show  that 

AxA  =  0  (9) 

and 

A  •  A  =  A«  (10) 

32.  The  Divergence  of  a  Vector  Product. — The  divergence 
of  AxB  may  be  found  directly  as  follows: 

div.  AxB  =  ^  (AyB,  -  A^y)    + 

^  (A  J5.  -  A  J5.)  + 


dz 
=  A, 


(A^y    -    AyB,) 


dB,    ^    ^^dAy 


dx 


A    ^4-B 
'  dy  ^    ' 


dx 
dA. 


dSy   ^    ^      dA, 


-A. 


-A 


-A, 


dBy 

dx 
dB, 
dy 


-B 


V 


dAj 
dx 


+ 


-B.^'  + 


-5, 


dy 
dA 


dz    '      "  dz  '  d2        "*  dz 

=  Bg  curia  A  +  £y  curly  A  +  S.curlt  A  — 

A,  curlfB  —  Ay  curlyB  —  A,  curUB 
=  B-  curl  A  —  A-  curl  B 


V 


(11) 


33.  Energy  and  Radiation. — We  shall  now  treat  a  v^y  im- 
portant general  proposition  with  respect 
to  the  energy  and  radiation  of  energy 
in  the  electromagnetic  field.  Let  us 
take  any  point  x,  y,  z,  Fig.  2,  and  de- 
scribe at  X,  y,  z  an  element  of  volume 

At  =  AxAyAz, 

Suppose  that  there  are  current  density 
u  and  electric  and  magnetic  intensities 
E  and  H  at  x,  y,  z.  Let  us  study  the 
energy  transformations  taking  place  in  the  volume  Ar.  The 
electromotive  force  between  the  two  opposite  At/Ae-faces  of  the 
volume  element  is  the  average  electric  intensity  E,  times  the 
distance  Ax.  The  current  flowing  between  these  faces  is  the 
average  normal  current-density  u^  times  the  area  of  one  of  these 
faces  A^Az.    Whence  the  electrical  power  (energy  per  second) 


^/X 


n 
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converted  into  heat  or  other  form  of  power  by  the  current  in  the 
oHiirection  is  ExUx  AxAi/A^.    Likewise,  the  power  expended  by 
^  currents  in  the  y  and  21-directions  is  Eyily^AyAz  and  fi^UfAxAyAe 

respectively. 

Adding  these  three  quantities  we  have  for  the  electrical  power 
converted  into  other  forms  of  power  in  the  element  the  value 

AP  =  (ExU,  +  E»Uv  +  E.u,)At  (12) 

Dividing  by  Ar  and  taking  the  limit  as  Ar  approaches  zero, 
we  have,  for  the  power  converted  psr  unit  vqljune  at  x,  y,  2,  the 
quantity  -'^M   -  -    :P^ 

dP  ^  "    -  * 

-T^  =  E.U,  +  EyU„  +  E,u, 
=  E-tt. 

Let  us  now  replace  u  by  its  value  from  Maxwell's  equation 
{A),  obtaining 

^  ?^  =  :^E-curlH-:i?^E-£  (13) 

Now  by  the  theorem  expressed  in  equation  (11) 

div.  ExH  =  H  •  curl  E  -  E  •  curl  H. 

Substituting  the  value  of  E  -  curl  H  from  this  equation  into  (13), 
we  obtain 

^f'  =-^  Hcurl  E  -  :^  div.  ExH  -  ^  E-D. 

OT        4ir  4ir  4ir 

Replacing  curl  E  by  its  value  from  Maxwell's  equation  {B), 

we  have 

dP  1         •         1         .        r 

Y-  =  -:e-H-B-:;!-ED-f-div.ExH. 

Since  c  and  /u  are  independent  of  the  time,  B  =  mHi  D  ^  €E 
and  the  first  two  terms  may  be  written  as  derivatives  of  squares; 
and  the  last  term,  when  multiplied  by  dr  becomes  by  (19),  Chap- 
ter I,  a  surface  integral  over  the  surface  of  the  volume  dr;  so  that 

^^  =  -  a'  (£  ^*  +  i  ^)  ^  -  ^  /(^^^•'^      (1^) 

In  this  equation  (ExH)n  is  the  outward  normal  component 
of  the  vector  ExH,  and  the  integration  contemplated  in  the 
last  term  of  the  equation  is  an  integration  extended  over  the  evx* 
face  of  the  volume. 
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In  order  to  give  an  interpretation  to  the  equation  let  us  write, 
as  abbreviations, 


and 


s  =  ~;ExH  (16) 


Then  equation  (14)  becomes 

aP  =  -  ifdT  -  fsndS  (17) 

in  which  dP  is  the  power,  or  energy  per  second,  converted  into 
heat  or  other  form  of  energy  within  the  element  dr.  This  power 
is  the  sum  of  two  terms,  both  with  negative  signs.  We,  there- 
fore, naturally  look  to  these  terms  as  the  source  of  supply  of  the 
power  that  is  converted.  One  of  the  terms  is  a  volume  term  and, 
taken  with  its  negative  sign,  it  may  be  regarded  as  the  time  rate 
of  decrease  of  the  magnetic  and  electrical  energy  in  the  element 
of  vdiUQjBi^so  that 

U  =  energy  per  unit  volume. 

The  other  term  is  a  siuf  ace  term,  and  taken  with  its  n^ative 
sign,  it  is  the  time  rate  at  which  energy  flows  into  the  element 
through  its  sifrftdC  TheniSn(i5  is  the  quantity  of  energy  per 
second  flowing  through  di^in  thp  direction  of  the  outward  nor- 
mal, that  is, 

8  »  energy  per  second  flowing  in  the  direction  of  s  per 
unit  area  perpendicular  to  s.  ' 

This  vector  s,  defined  in  equation  (16)  is  called  Poynting's 
Radiation  Vector,  and  was  discovered  by  Professor  J.  H. 
Poynting.* 

The  equation  (16)  for  the  en§j:gjuiensity  in  an  electromagnetic 
field,  and  the  equation  (16)  for  the  flow  of  electromagnetic 
energy  per  second  per  unit  cross  section  of  the  energy  beam 
are  very  important  quantities  in  the  theory  of  electric  waves. 

Although  we  have  employed  in  the  above  derivation  the  general 
case  in  which  there  is  an  electric  current  of  density  u  at  the  point 
X,  y,  Zj  it  is  seen  that  the  whole  demonstration  holds  when  u  =  0. 

>  J.  BL  Poynting,  PhU.  Trans.,  2,  p.  343,  1884. 
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We  should  then  have  dP  =  0,  and 

UdT  =  -  fsndS  (18) 

This  means  that  in  this  special  case  that  the  rate  of  gain  of 
electrical  and  magnetic  energy  within  the  region  is  equal  to  the 
rate  at  which  electromagnetic  energy  flows  in  through  the  surface. 


CHAPTER  IV 

WAVE  EQUATIONS.    PLANE  WAVE  SOLUTION 

34.  Digression  to  Find  Curl  Curl  A. — In  proper  combinations 
of  Maxwell's  equations  the  work  may  be  simplified  by  the  use 
of  a  proposition  in  vector  analysis  concerning  the  curl  of  the 
curl  of  a  vector.  Let  us  designate  the  vector  by  A.  Then  let 
us  perform  elementary  operations  as  follows: 

>  ^  ^' 

hr-curUA  —  — 
dy  dz 


curU  curl  A  =  hr:  curl,  A  —  —  curly  A 


dy  \dx  dy  )       dz\  dz  dx  / 

dy^         dz^   "^  dz\dy   '^   dz) 


d^A 
Subtracting  and  adding  -t-t»  we  have 

curl,  curl  A  =  -  V«A.  +  A  (div.  A)  (1) 

dx 

where  as  an  abbreviation  we  have  written  the  Laplacian  operatoi' 

^^^-  =  ^'  +  %'  +  IF  (2) 

In  like  manner, 

curl,,  curl  A  =  -  V*il,  +  A  (div.  A)  (3) 

dy 

curl,  curl  A  =  —  VM,  +  —  (div.  A)  (4) 

dz 

These  three  curl  curl  components  may  be  collected  into  a  single 
vector  equation  by  multipl3dng  respectively  by  i,  j,  and  k  and 
adding,  with  the  result 

ciu-l  curl  A  =  —  V^A  +  grad.  div.  A  (5) 

where  if  ^  is  any  scalar  quantity,  and  if  i,  j,  k  are  unit  vectors 
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along  the  three  axes,  then  gradient  \^,  which  is  abbreviated 
"grad  ^,"  is  defined  by  the  equation 

and  triangle  square  of  a  vector  A  is  defined  by 

V«A  =  VMai  +  VU  J  +  VU,k 

=  V'A.  +  V^Ay  +  V^A.  (7) 

36.  Eliminatioii  Among  the  Electromagnetic  Field  Equations 
for  a  Homogeneous  Isotropic  Medium. — In  a  homogeneous  me- 
dium 6,  fjLf  and  7  are  constants.  If  the  medium  is  isotropic,  these 
quantities  are  also  independent  of  direction.  Under  these  con- 
ditions, Maxwell's  Equations  {A)  and  {B),  Art.  30  may  be  written 

*'^^  +  ^  =  curlH  (8) 


c  c 

mH 


=  curl  E  (9) 


If  now  we  take  the  curl  of  both  sides  of  (8),  we  have 
^  curl  E  +  -  -^  (curl  E)  =  curl  curl  H. 

C  C  at 

Replacing  in  this  equation  curl  E  by  its  value  from  (9),  and  re- 
placing curl  curl  H  by  its  value  from  (6),  we  have,  since  div.  H  =  0, 

^f  +  ^f-'-^  CO) 

Now  starting  with  the  other  MaxweUian  Equation  (9)   and 
taking  the  curl  of  both  sides  of  it,  we  obtain 

—  -  -TT  (curl  H)  =  curl  curl  E 
c  at 

from  which  by  (8)  and  (5)  we  obtain 

The  equations  (10)  and  (11)  are  vector  equations  and  are 
true  for  each  of  the  components  of  H  or  E,  in  a  homogeneous 
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isotropic  medium.    For  example,  taking  the  x-oomponents  we 
have,  after  dividing  by  i,  the  scalar  relations 

m 

4tm7  9Er      tft  d*S.      ■     _,        4t  dp 

Similar  expressions  for  the  other  components  may  be  had  by 
advancing  the  letters.  Each  component  is  thus  obtainable  in 
a  differential  equation  not  involving  the  other  components,  so 
that  the  problem  may  be  completely  solved  in  any  cases  in  which 
the  differential  equation  of  the  type  of  (12)  or  (13)  can  be  solved. 
We  shall  not  at  present  enter  into  the  discussion  of  the  general 
equations  but  shall  consider  certain  important  special  cases. 

36.  Special  Case  in  Which  the  Homogeneous  Medium  is  an 
Insulating  Medium  Uncharged. — In  this  case  the  conductivity 
y  is  zero  and  the  intrinsic  charge  density  p  is  also  zero,  so  that 
each  con^ponent  of  electric  and  magnetic  intensity  Eg,  Ey,  Em, 
Hg,  Hy,  Ht  satisfies  an  equation  of  the  form 


=  V^M  (14) 


where  Af  is  a  generic  expression  for  either  of  the  components  of 
electric  or  magnetic  intensity.  This  equation  is  of  a  type  known 
in  elasticity  theory  as  the  wcme  equations. 

37.  Special  Case  of  a  Plane  Wave  in  an  Insulating  Homogene- 
ous Uncharged  Medium. — The  equation  (14)  applies  to  this  case, 
but  this  equation  is  to  be  still  further  speciaUzed  by  making 
M  a  function  of  s  and  t  alone, 

M  =  /(5,  t)  (15) 

where 

8  =^  Ix  +  my  +  nz  (16) 

where    Z,  m,  n  are  the  direction  cosines  of  «;  so  that 

I  ^  COS.  of  angle  between  a  and  x 
m  =  COS.  of  angle  between  s  and  y 
n  »  COS.  of  angle  between  a  and  z 
1  =-  Z*  +  m«  +  n* 

Equation  (16)  is  the  equation  of  all  points  x,  y,zon&  plane  PQ 
(Kg.  1)  perpendicular  to  «  at  its  end ;  so  that  s  is  the  perpendicular 
distance  from  the  origin  0  to  the  plane. 


(17) 
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For  a  fixed  value  of  8,  and  at  a  fixed  time,  the  value  of  M  (15) 
is  the  same  at  all  points  of  the  plane.  3f  is  a  generic  symbol 
for  each  component  of  electric  or  magnetic  intensity,  so  that  each 
of  these  intensities  is  the  same  all  over  the  plane  8  at  a  given  time. 
As  the  time  changes,  these  values  of  intensity  in  the  plane 
change  but  remain  of  uniform  value  over  the  plane. 

If  on  the  other  hand,  the  time  is  considered  fixed,  and  different 
values  are  given  to  s,  each  of  the  different  values  of  «  will  repre- 
sent a  different  one  of  a  series  of  parallel  planes  perpendicular  to 
«,.  and  over  each  of  these  different  planes  the  intensity  will  be 
uniform  but  different  from  plane  to  plane. 


a:,y,z 


Fio.  1. — Every  point  x^  y,  t,  of  the  plane  Q  P  satisfies  equation  (16),  in  which  <  is 
the  length  of  the  perpendicular  from  O  to  the  plane. 


The  field  of  electric  and  magnetic  intensity  may  thus  be  called 
a  plane  fidd. 

In  the  T;ase  of  the  plane  field  the  wave  equation  (14)  reduces  to 
a  simpler  form  if  we  express  V^M  in  terms  of  «  thus: 

dM      dM  ds^  ^     dM 


likewise, 


dx 


ds  dx 


ds' 


am  ^  p  dW  \ 


dx^ 


=  m* 


=  n^ 


ds« 


am 

am 
as^ 


(18) 
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Whence  (14)  becomes 

Each  component  of  electric  and  magnetic  intensity  in  the  plane 
field  satisfies  an  equation  of  the  form  of  (19).  This  equation, 
for  reasons  that  we  shall  soon  see,  is  called  the  Plane-wave 
Equation. 

38.  Classification  of  Solutions  of  the  Plane-wave  Equation. 
Let  us  now  undertake  a  solution  of  the  plane-wave  equation  (19), 
in  which  JIf  is  a  generic  sjnoabol  for  any  of  the  electric  or  magnetic 
intensities. 

Two  classes  of  solutions  will  appear.  These  we  shaU  call 
Class  I  and  Class  II,  described  as  follows: 

Class  I.  All  solutions  that  reduce  both  sides  of  (19)  to  zero; 

Class  II.  All  solutions  that  reduce  the  two  sides  of  (19)  to 
equality  but  not  to  zero. 

We  shall  find  that  only  solutions  of  Class  II  are  important  for 
electric  wave  theory,  but  both  classes  will  now  be  considered. 

39.  Solutions  of  Class  I. — ^Let  P  be  any  solution  of  (19)  of 
Class  I.    Then  by  definition  of  this  class 

d^P 

=  0  (20) 


dt^ 
d^P 


=  0  (21) 


d8^ 

An  integration  of  these  equations  as  simultaneous  gives 

P  ==  A  +  Bt  +  Cs  +  Dst  (22) 

in  which  A,  B^  C,  D  are  constants  of  integration.  In  all  cases  in 
which  the  intensities  are  restricted  to  finite  values  B=  C  =  D  =  0, 
and 

P  ^  A  (23) 

This  constant  A  is  also  zero  in  all  cases  in  which  only  fluctuating 
quantities  enter  into  consideration. 

40.  Solutions  of  Class  n. — Returning  now  to  the  plane-wave 
equation  (19),  let  us  seek  for  solutions  of  Class  II;  that  is,  for 
solutions  that  do  not  reduce  the  two  sides  of  the  equation  to 
zero. 

Any  function  oi  s  +  at  {i{  a  has  the  proper  value)  is  a  solution 
of  (19),  as  may  be  seen  by  direct  substitution  as  follows: 
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Let 

M  =GU+aO  (24) 

where  (r  is  a  symbol  for  ''function/'  and  let  us  take  the  second 
derivatives  of  G  with  respect  to  8  and  t.  For  this  purpose,  let 
us  designate  the  first  and  second  derivatives  of  G  with  respect  to 
its  argument  («  +  at)  by  G'  and  G"  respectively.    Then 


at      ^' 

da       ^' 

3*^  _  „sr.r 

da*   -^ 

whence,  equation  (19)  becomes 

=  G" 

(25) 

This  equation  is  satisfied  by  G"  =  0,  which  has  already  been 
treated  in  Class  I.  It  is  also  satisfied  by  any  function  G  what- 
ever, provided 


^^^=1. 


That  is, 


or 


a  =  +  -^  (26) 

c 
a  =  -  -^. 

It  thus  appears  that  in  our  attempt  to  find  one  functional 
solution  of  (19)  we  have  found  two;  namely, 


and 


M  =  F 

(•--7=0 


M=G 

Vim 


where  F  and  G  are  any  functions  of  their  respective  arguments. 
Now  since  equation  (19)  is  linear  and  homogeneous,  the  sum 
of  the  several  solutions  is  a  solution;  that  is 

(« 7=  0  («  +  -7=  0 

VtM  Vn* 

This  solution  is  the  complete  integral  of  equation  (19);  for 
the  term  P  includes  all  solutions  that  satisfy  (19)  by  reducing 
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both  sides  to  zero,  and  the  terms  F  and  O  being  two  arbitrary 
functions  include  all  other  solutions  of  the  second-order  partial 
differential  equation  with  two  independent  variables. 

If  we  omit  the  P  solution^  which  as  we  have  shown  in  Art. 
39,  is  of  no  importance  where  only  fluctuating  intensities  enter 
into  consideration,  we  shall  have  only  the  F  and  G  solutions  of  (27). 

41.  Examination  of  the  Plane-wave  Solution.  Velocity. — 
In  equation  (27)  is  given  the  complete  solution  of  the  plane- 
wave  equation  (19).  In  this  solution  M  is  any  one  of  the  com- 
ponents of  electric  or  magnetic  intensity.  The  functions  F  and 
G  may  be  different  for  the  different  components,  but  the  argu- 
ments of  these  two  functions  remain  always  the  same  two 
arguments. 

The  several  functions  are  interrelated  by  Maxwell's  equations 
and  are  further  delimited  by  the  boundary  conditions  at  the 
source  of  the  disturbance  and  at  any  surfaces  of  discontinuity 
that  exist  between  different  media. 

Without  at  present  entering  into  these  interrelations  and  limita- 
tions, we  can  discover  certain  interesting  properties  of  the  field 
by  examining  the  general  solution  (27).  We  can,  for  example, 
obtain  the  result  that  the  F  and  G  parts  of  the  field  are  disturb- 
ances that  move  with  a  finite  velocity,  and  we  can  determine 
the  velocity  as  follows: 

Let  us  confine  our  attention  at  first  to  the  function  F,  and  write 

Af  =F/._ 


(•-^'•) 


We  see  that,  whatever  value  M  may  happen  to  have  all  over 
the  plane  at  the  distance  si  from  the  origin  at  the  time  ti,  it  will 
have  the  same  value  all  over  the  plane  82  at  the  time  U,  provided 

c                       c 
si 7=  ti  =  82 7=  t2  (28) 

for  then 

'■("-*-)-^(-;%r-) 

That  is,  the  time  at  which  a  given  condition  exists  at  two  dif- 
ferent distances  are  related  to  the  distances  by  the  equation 
(28)  or 

82  —  Si  c 

h  —  ti  y/~j^ 
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The  distance  traveled  sj  —  Si  divided  by  the  time  to  travel  it 
{ti  ~  ti)  gives  the  velocity;  whence 

v  =  -y=  (29) 

is  the  velocity  with  which  the  condition  at  Si  moves  in  the  directum 
of  increasing  s. 

In  a  similar  way  it  may  be  shown  that  the  equation 


"-"{■'■is-) 


represents  a  condition  moving  in  the  opposite  direction  (the 
direction  of  decreasing  s)  with  the  same  velocity. 

From  the  above  discussion  it  appears  that  if  we  have  an  electro- 
magnetic field  in  which  all  of  the  components  of  electric  and 
magnetic  intensity  are  functions  of  s  and  t  alone,  where  s  is  the 
perpendicular  distance  from  an  arbitrary  origin,  and  if  the 
intensities  are  suppnosed  to  remain  everywhere  and  at  all  times 
finite,  and  if  there  are  no  constant  components  of  intensity, 
the  quantity  P  becomes  0,  and  each  component  of  intensity 
consists  in  general  of  two  superposed  disturbances,  or  waves, 
moving  in  opposite  directions  along  the  axis  of  s  with  the  velocity 
given  in  (29). 

The  form  of  the  functions  F  and  G  will  depend  upon  the  manner 
of  the  origination  of  the  disturbance  and  upon  the  conditions 
at  certain  surfaces  of  discontinuity  bounding  the  homogeneous 
region  under  consideration.  In  particular  cases  one  of  the  firnc- 
tions  6,  say,  may  be  everywhere  zero,  and  the  whole  field  will 
move  forward  in  one  direction  with  the  velocity  v.  In  other 
particular  cases,  as  when  we  have  a  reflection  of  waves,  both  the 
forward-moving  wave  and  the  backward-moving  wave  will 
coexist  and  give  an  interference  system.  The  importance  of 
having  the  two  functions  in  the  solution  is  precisely  this — 
that  it  enables  us  to  give  a  description  of  the  phenomena  of 
reflection  when  they  occur.  , 

42.  Velocity  in  Free  Space  Equals  the  Ratio  of  UnitSy  Equals 
the  Velocity  of  Light. — In  space  devoid  of  all  matter,  €  =  fi  ^1; 
therefore,  the  velocity  (29)  becomes  in  empty  space 

vo  =  c, 

where  c  is  the  number  of  absolute  c.g.s.  electrostatic  units  of 
quantity  of  electricity  in  one  electromagnetic  unit  of  quantity. 
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The  prediction  that  electric  waves  in  free  space  should  have 
the  value  here  given  was  made  by  Maxwell  in  his  original  writings 
on  the  electromagnetic  theory  of  light.  Before  that  time  it  was 
known  from  experiments  that  c,  the  ratio  of  the  units,  was  ap- 
proximately the  velocity  of  light.  Maxwell  himself  made  some 
of  the  measurements  of  the  ratio  of  the  units.  Later  experi- 
mental determinations  of  these  quantities  are  given  in  the  follow- 
ing table. 

Table  L— Comparison  of  Velocity  of  Light  with  Ratio  of  Units^ 

Velocity  of  light  Observer 

2.99853  X  lOf  i«  cm. /sec Michelson 

2.99860 Newcomb 

2.99860 Perrotin 

2.99852 Weinberg 

Average..  .2.99856 

Ratio  of  units  Obeenrer 

3.0057  X  10" ffimstedt 

3.0000 Rosa 

2.9960 Thomson  and  Searle 

2.9913 H,  Abraham 

3.0010 Hurmuzescu 

2.9978 Perot  and  Fabry 

2.9971 Rosa  and  Doreey 

Average..  .2.9984 

44.  Refractive  Index  for  Electric  Waves. — To  get  the  index  of 
refraction  for  electric  waves  of  any  insulating  medium  of  dielec- 
tric constant  e  and  permeability /x,  it  is  only  necessary  to  note  that 

the  velocity  in  this  medium  is 

c 

V  =      / — 

while  the  velocity  in  vacuo  is 

Vo  =  c. 

The  ratio  of  these  two  velocities  is  the  index  of  refraction  n 
of  the  medium  for  the  particular  frequency  at  which  €  and  /x  are 
measured;  that  is, 

n  =  Vo/v  =  Vc/I  (30) 

^  For  references  to  literature  see  Rosa  and  Dorsey :  BiiUetin  Bureau  of 
Standards,  Vol.  3,  Nos.  3  and  4,  1907. 
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It  is  to  be  noted  that  the  derivation  of  this  equation  assumes 
that  the  medium  is  non-conductive  and  that  there  are  no  motions 
of  charged  particles  within  the  medium;  for  such  a  motion  con- 
stitutes a  current,  and  all  such  currents  have  been  excluded  from 
the  special  problem  of  the  insulating  medium. 

46.  The  Plane  Electric  Wave  in  a  Non-crystalliiie  Homo- 
geneous Dielectric  is  a  Ttansverse  Wave,  with  its  Electric  and 
Magnetic  Intensities  Perpendicular  to  the  Direction  of  Propaga- 
tion and  Perpendicular  to  Each  Othei:. — Proof:  Each  compo- 
nent of  electric  intensity  of  the  wave  moving  in  direction  of 
positive  s  is  a  function  of  «  —  vi,  and  therefore  of  t  —  «/v,  where 


V  = 


VAt€ 

8  =  Ix  +  my  +  nz. 


Let 


=  f{t-8/v), 

y^g{t-  s/v) 


(31) 


E, 

E, 

E,  =  hit  -  s/v) 

where  /,  g,  and  h  are  any  functions  of  their  argument  t  —  s/v. 

Let  the  derivatives  of/,  Qj  h  with  respect  to  <  —  s/v  be  indicated 

by/',  g*,  h'y  and  let  us  now  determine  the  values  of  the  components 

of  H  by  Art.  30  Equations  (B),  the  x-component  of  which  gives 

M  dHs      dEn      dEy 

c     ^'  ^ 


dt 


dy 


dz 


=  — .— A  +  -  g* 


m7 

Integrating  and  multiplying  by ,  we  have  (omitting  the 

constant  of  integration  as  of  no  significance  for  the  wave-field) 

Hs  =  -J-  (rnh  —  ng) 


.£ 


=  x/-  (rnE,  -  nEy) 


Likewise 


H,=  y[j  inE, 


IE.) 


"-yfi 


(JLEy  -  mE,) 


(32) 
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Let  us  now  recall  that  I,  m,  and  n  are  the  direction-cosines  of 
8]  that  is,  I,  niy  and  n  are  the  components  along  the  axes  of  x^  y, 
and  2  of  a  unit  vector  n«  along  s;  whence  by  (5),  Art.  31| 
equations  (32)  may  be  combined  into  the  vector  equation 


-i"-^ 


E  (33) 

where 

n«  =  a  unit  vector  in  direction  of  propagation  8. 

This  equation  (33)  gives  ihe  magnetic  intensity  H  in  magnitude 
and  direction  in  terms  of  the  electric  intensity  IB,  for  the  case  of  a 
plane  wave  traveling  in  the  direction  s  {or  U*)  in  a  homogeneous 
insvlating  medium. 

In  mcLgnitiide,  it  is  seen  by  (33) 


"-4 


E  (34) 

In  direction  H  is  1  to  £  and  1  to  s. 

To  prove  completely  the  proposition  enunciated  in  the  heading 
of  this  section,  it  remains  to  prove  £  also  perpendicular  to  s. 
This  can  be  done  by  starting  with  Hs,  Hy,  and  Hg  as  functions  of 
{t  —  s/v).  The  equations  will  be  similar  to  (31)  but  with  differ- 
ent functions.    Then  applying  Maxwell's  equations  {A),  Art.  30, 

of  the  type 

€  dE^      dH,      dHy 


we  obtain 


c   dt  dy         dz 


J?.  =  -  y^lmH,  -  nH^j 


and  similar  equations  for  Ey  and  Eg)  whence  vectorially 

E  =  -  J^U.  X  H  =  J^H  X  U.  (35) 

This  equation  agrees  with  (33)  and  shows  in  addition  that  £  is 
±  to  U,.  The  conclusion  from  (33)  and  (35)  is  then  that  £,  H, 
and  Uc  are  mutually  perpendicular  and  are  oriented  with  respect  to 
one  another  in  the  sam^  way  as  the  a^xes  x,  y,  z,  in  Fig.  3, 
AH.  19. 

The  direction  or  propagation,  which  is  the  direction  of  U*, 
is  also  the  direction  of  Pojmting's  vector  s. 
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Various  nemonic  rules  have  been  suggested  for  remembering 
the  orientation  of  E,  Hy  and  s.    A  simple  one  is  as  follows: 

E  =  east,    s  =  south,    H  =  high  (upward). 

For  the  backward  moving  wave  the  rule  for  the  orientation  of 
the  intensities  with  respect  to  the  direction  of  propagation  is  the 
same;  namely,  equation  (35). 

It  is  seen,  horvever,  thai  if  we  reverse  the  direction  of  one  of  the 
quarUities  E|  Hy  s,  we  must  reverse  one  other  of  them  brd  not  both, 
since  any  one  of  the  vector  quantities  has  as  a  factor  the  vector 
product  of  the  other  two. 

46.  The  Instantaneous  Electric  Energy  per  Unit  Volume  is 
Equal  to  the  Instantaneous  Magnetic  Energy  per  Unit  Volume 
of  a  Single  Plane  Wave. — ^This  proposition  follows  at  once,  by 

squaring  (34)  and  dividing  by  — ,  which  gives 

A* 

i^*  =  £^'  (36) 

This  equation,  as  well  as  (34)  from  which  it  is  derived,  holds 
true  when  there  is  a  single  plane  wave  moving  in  one  direction. 
It  does  not  hold  when  there  exists  an  interference  system,  as 
will  be  shown  below. 

47.  Harmonic  Solution  for  a  Plane  Wave,  Plane  Polarized, 
in  a  Homogeneous  Insulator. — Up  to  the  present  we  have  treated 
the  problem  of  the  plane  wave  by  means  of  general  functions, 
and  we  have  shown  that  the  electric  and  magnetic  intensities 
and  the  direction  of  propagation  are  mutually  perpendicular. 

Let  us  assume  that  the  wave  is  plane  polarized.  This  means 
that  the  direction  of  the  electric  and  magnetic  intensities  do  not 
change.  We  may  choose  the  axes  so  that  E  is  along  the  x-axis, 
and  H  is  along  the  y-axis,  then  the  direction  of  propagation  will 
be  the  direction  of  the  «-axis;  and  we  may  write 

E^  =  fit  -  z/v)  (37) 

and  by  (34) 


where 


Hy  =  yj-f{t  -  z/v)  (38) 


.  =  ^  (39) 
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It  is  now  proposed  to  limit  the  problem  by  assuming  that  the 
electric  intensity  £«  is  a  harmonic  function  of  the  time.  By 
(37)  it  will  then  be  a  harmonic  function  of  {t  —  z/v),  and  may  be 
writtten 

E,  =  E^n[o){t  --z/v)  +  «j  (40) 

and  by  (38), 

(41) 


Hy  =  JtE  sin{«(<  -  z/v)+  <l>] 


Fio.  2. — Onentation  of  electric  and  magnetic  intensities  in  a  plane  wave  travel- 
ing in  the  ^-direction  in  a  homogeneous  isotropic  medium. 


where 


E  —  amplitude  of  E^; 

(a  =  angular  velocity  in  radians  per  second  of  the 

harmonic  oscillation  =  2ir/r,  where 
T  =  period; 
0  »  phase  angle  depending  on  choice  of  origin  of  time. 

Equations  (40)  and  (41)  give  the  electric  and  magnetic  in- 
tensities of  a  harmonic  wave  moving  in  the  ^-direction.  It  is 
seen  that  in  such  a  wave  the  electric  and  magnetic  intensities  are 
in  phase  in  time  and  space.  At  a  given  time  the  distribution 
of  intensities  for  different  values  of  z  are  given  in  Fig.  2;  where, 
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for  simplicity  of  drawing,  separate  diagrams  are  made  for  the 
two  intensities. 

To  obtain  the  wave  length  X,  we  have  only  to  note  that  the 
addition  of  X  to  2  does  not  change  E^  or  H^  in  (40)  and  (41). 
This  means  that 

cdX 

—  =  25r 

V 

or 

X  =  ?^  =  »r  (42) 

As  we  have  shown  in  the  examination  of  the  general  functions 
of  (t  —  s/v),  the  whole  diagrams  of  Fig.  2,  except  the  axial  line 
oz,  are  supposed  to  move  forward  iA  the  ^^-direction  with  the 
velocity  v. 

If  the  observation  is  made  at  a  fixed  point  on  the  axis,  z  = 
constant,  the  vectors  of  electric  and  magnetic  intensity  will 
fluctuate  sinusoidally  with  the  time. 

The  plane  of  the  wave  is  a  plane  perpendicular  to  oz  and  any 
such  plane  has  all  over  it  a  uniform  value  of  electric  intensity, 
and  of  magnetic  intensity,  at  a  given  time. 


'    vV 


CHAPTER  V 

REFLECTION  OF  A  PLANE  WAVE  FROM  A  PERFECT 

CONDUCTOR 

In  the  present  chapter  we  shall  treat  the  reflection  of  a  plane 
electric  wave  from  the  surface  of  a  perfect  conductor.  In  Arts. 
48  and  48  the  wave  will  be  considered  to  be  harmonic  and  to  be 
incident  normally.  In  Arts.  60  and  61  the  more  general  case  will 
be  considered,  in  which  the  incidence  is  oblique  and  the  wave  not 
limited  to  the  harmonic  form. 

In  a  later  chapter  cases  in  which  the  conductor  is  not  a  perfect 
conductor  will  be  considered. 


E: 


A,, 


Fio.  1. — Eleotrio  wave  Eg,  Hp,  traveling  in  the  <-diiection,  incident  normally 

on  a  perfectly  conductive  surface  M. 


48.  Reflection  of  a  Harmonic  Plane-polarized  Plane  Wave 
from  a  Perfectly  Conductive  Plane  at  Normal  Incidence. — ^Let 
My  Fig.  1,  be  a  perfect  conductor  with  a  plane  surface  in  the 
o^-plane  through  the  origin  of  coordinates.  Let  a  plane-polar- 
ized wave  coming  from  the  left  of  the  surface  in  a  dielectric 
medium  of  dielectric  constant  €  and  permeability  /x  be  incident 
normally  upon  the  surface,  and  let  us  choose  the  axes  so  that  the 
x-euds  is  in  the  direction  of  the  electric  intensity,  and  the  y-euoB 
in  the  direction  of  the  magnetic  intensity. 
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The  characteristic  of  a  perfect  conductor  is  that  the  electric 
intensity  within  the  conductor  is  zero.  In  the  medium  in 
contact  with  the  conductor  the  tangential  component  of  electric 
intensity  is  continuous  with  its  value  within  the  conductor, 
and  therefore  zero  at  aU  times. 

We  have  assumed  the  incident  wave  harmonic,  but  a  single 
harmonic  value  for  Eg,  such  as  is  given  in  (40),  Art.  47,  does  not 
possess  the  property  of  being  zero  At  z  =  0,  and  is  therefore  in- 
sufficient to  represent  the  system  of  waves  in  the  present  prob- 
lem. By  our  general  solution  (27),  Art.  40,  we  may  add  to  the 
wave  traveling  in  the  ^-direction  another  wave  traveling  in  the 
opposite  direction,  and  with  proper  choice  of  intensities,  phases, 
etc.,  it  is  possible  ta  make  the  direct  and  the  reflected  waves 
annul  each  other  as  to  electric  intensity  at  the  surface  of  the  con- 
ductor. Since  the  incident  wave  is  harmonic,  the  reflected  wave 
to  annul  it  must  be  also  harmonic  and  of  the  same  frequency  and 
same  phase  angle.  By  proper  choice  of  the  origin  of  time  we  may 
make  this  phase  angle  0  =  0,  and  write  the  solution 

-B,  =  £i  sin  w(t  -  z/v)  +  Et  sin  co(«  +  z/v)  (1) 

Now  by  the  condition  at  the  surface,  we  have,  when  2  =  0, 
Si  =  -  Ei  =  E  (say).    Therefore, 

E»  =  Emxa}(t  -  z/v)  -  E  sin  co(«  +  z/v)  (2) 

The  second  term  has  its  direction  of  propagation  and  also  its 
intensity  reversed  with  respect  to  the  first  term;  whence,  by 
Art.  46,  Chapter  IV,  it  is  seen  that  the  corresponding  ampli- 
tude of  H  for  the  second  term  will  have  the  same  direction  as 
the  amplitude  of  H  for  the  first  term,  and  by  (32),  Art.  46,  we 
shall  have 


Hy  =:  J^E  sin  a){t  -  z/v)  +  J- E  sin  (a{t  +  z/v) 


(3) 


This  equation  for  Hy  may,  if  desired,  be  independently  derived 
by  substituting  the  value  (2)  for  E^^  with  Ey  and  Eg  equal  zero, 
into  Maxwell's  Equation  (fi),  Art.  30. 

Equations  (2)  and  (3)  show  that  the  magnetic  intensity  Hy 
is  made  up  of  two  harmonic  wave-trains  traveling  in  opposite 
directions,  having  equal  ampUtudes,  and  having  the  reflected 
magnetic  intensity  in  phase  with  the  incident  magnetic  intensity; 
while  the  electric  .intensity  Eg  consists  also  of  a  direct  and  a 
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reflected  wave  of  equal  amplitude,  but  the  reflected  electric 
intensity  is  opposite  in  phase  to  the  incident  electric  intensity. 

Let  us  now  put  equations  (2)  and  (3)  into  a  better  form  for  their 
interpretation.  Expanding  the  sine  terms  by  the  trigonometric 
formulas  for  the  sine  of  a  sum  or  a  difference,  we  obtain 

B,  =  —  2£  cos  art;  sin  {cdz/v)  (4) 


jff,=  2  ^-Emn  (at  cos  (<oz/v) 


(5) 


49.  Plot  of  Stationary  Wave  System. — ^A  plot  of  the  two  inten- 
sities is  given  in  Fig.  2,  where,  to  obviate  diflBiculty  in  plotting, 


-^=ir 


Sleotrio  Intonsitj  E. 


llacnetlo  Intonaity  Hy 


M 


FiQ,  2. — Stationary  waves  of  electric  and  magnetic  intensity  at  normal 
incidence  on  a  perfectly  conductive  plane  surface  AT,  In  the  figure  the  period  is 
represented  as  r. 

no  effort  is  made  to  show  that  the  magnetic  and  electric  inten- 
sities are  at  right  angles  to  each  other. 

The  equations  (4)  and  (5)  are  thus  seen  to  be  the  equations  to 
two  stationary  wave  systems.  There  are  certain  points  in  space 
where  the  electric  intensity  is  always  zero  and  certain  other 
points  where  the  magnetic  intensity  is  always  zero.  These 
positions  of  constant  zero-intensity  are  called  nodes.  Between 
the  electric  nodes  and  between  the  magnetic  nodes  there  are 
points  of  maximum  fluctuation  of  intensity,  which  are  called 
loops. 
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Whereas,  in  the  single  free  train  of  waves  the  electric  and  mag- 
netic intensities  are  exactly  in  phase  in  time  and  space;  in  the 
interference  system,  or  stationary  system,  the  electric  and 
magnetic  intensities  are  90^  out  of  phase  in  time  and  space. 

The  wavelength  in  the  incident  wave  by  (42),  Art.  47,  is 
X  =  2ru/(a.  The  positions  of  the  nodes  in  the  stationary  system 
are  seen  to  be  at  the  following  values  of  z: 

The  nodes  of  E^  are  at 

—2  =  0,    TTv/o),    2irv/oi)j    3tv/w    etc.; 
that  is 

-2  =  0,    X/2,    X,    3X/2,    etc.  (6) 

The  nodes  of  Hy  are  at 

-2  =  X/4,     3X/4,     5X/4,     7X/4,     etc.  (7) 

Loops  exist  halfway  between  these  respective  nodes. 

It  is  seen  that  the  distance  between  consecutive  electric  nodes 
or  consecutive  magnetic  nodes  is  half  the  wavelength  of  the 
incident  wave.  The  distance  between  consecutive  electric  loops 
or  consecutive  magnetic  loops  is  the  same  distance. 

Since  the  reflected  intensities  are  equal  to  the  incident  in- 
tensities in  ampUtude,  the  perfectly  conductive  surface  is  a 
perfect  reflector  for  electromagnetic  waves. 

60.  Reflection  of  a  Plane  Wave  from  a  Perfectly  Conductive 
Plane  at  Arbitrary  Incidence. — ^Let  the  conductive  plane,  which 
we  shall  call  the  mirror,  pass  through  the  origin  of  coordinates 
and  be  perpendicular  to  the  a;-axis.  Suppose  a  plane  direct 
wave  to  be  traveling  in  a  medium  of  dielectric  constant  €  and 
permeability  /i,  and  in  the  direction  of  a  line  s  with  direction 
cosines  Z,  m,  w.  Then  any  point  x,  y,  z  on  the  incident  wave 
front  W,  Fig.  2,  will  satisfy  the  equation 

Ix  +  my  +  m  =  s  (8) 

where  s  is  the  distance  from  0  to  TF, 

In  the  Direct  Wdve,  let  the  components  of  electric  intensity 
by  any  functions  /,  g,  h  of  {t  —  s/v) ;  that  is 

fix   =  fit   -  s/v)    ^ 

Ey  =  g{t  -  s/v)  (9) 

E,  =  h{t  -  s/v)  J 
where 

V^-y  (10) 
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Then  as  in  equation  (32),  Art.  46| 

Hx  =  ^j—fjnEg  —  nEy) 

Hy  =  yji{nE,-lE,)     I  (11) 

It  is  apparent  that  this  direct  wave  alone  is  not  sufficient,  for 
the  reason  that  the  tangential  components  of  electric  force 
must  be  at  all  times  zero  at  the  mirror,  and  the  values  of  (9) 
do  not  satisfy  this  condition.  It  is,  therefore,  necessary  to  sup- 
pose a  reflected  wave  also  to  exist  and  to  be  superposed  upon  the 
direct  wave. 

We  shall  assume  the  reflected  wave  to  be  also  a  plane  wave  and 
to  be  traveUng  in  some  unknown  direction  along  a  Une  Si,  with 
direction  cosines  Zi,  mi,  ni,  and  shall  show  that  with  proper 
choice  of  si  and  with  proper  intensities  in  the  reflected  wave,  the 
proper  boundary  conditions  are  satisfied. 

The  reflected  wave  may  be  expressed  in  terms  of  arbitrary 
functions  A,  gi  and  hi  as  follows: 

Els  =  fi(t  -  si/v) 

Ely  =  gi{t  -  8i/v)  \  (12) 

Eu  =  hi{t  -  8i/v) 


Him  =  -v/-  (i^iEu  —  ttiEiy) 
Hiy  =  -W-  (riiEix  —  liEia) 

Him   =    -vZ-Cii^iy—   ffliEig) 

▼  A* 


(13) 


with 


(14) 


hx  +  miy  +  fiiz  =  «i 

where  Si  is  the  distance  OWi. 

Now  by  the  conditions  at  the  mirror,  when  we  put  x  =  0,  the 
total  tangential  electric  force  must  be  zero; that  is,  the  siun  of  the 
direct  and  the  reflected  E^  and  Eg  values  must  be  zero;  hence 


0  =  (/(<- 

0  =  a(<  - 


V 


myo  +  nzo 


V 


')  +h,(t- 


V 


') 


miyo  +  niZo\ 


V 


)> 


(15) 
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where  in  these  -equations  yo  and  zq  are  coordinates  of  any  point 
in  the  surface  of  the  mirror.  To  make  (16)  true  for  all  such  points 
and  for  all  values  of  4,  we  must  have  for  the  operators  g  and  gx, 
h  and  hi,  the  nelations 

and  for  the  direction  cosines, 

mi  =  +m 
m  =  +n 

Let  us  determine  the  other  direction  cosine  h.  By  the  fact 
that  the  sum  of  the  squares  of  the  direction  cosines  of  a  given 
line  is  imity,  h  is  equal  to  plus  or  minus  I;  but  if  it  were  plus 
I,  then  8i  would  be  identical  with  a  for  any  given  point  x,  y,  z  and 
the  total  y  and  sr-components  of  E  would  by  (16)  be  zero  every- 
where at  all  times,  and  om*  incident  wave  would  have  only  an 


(17) 


Fio.  2. — Illustrating  a  plane  wave  W  traveling  in  direction  iS  incident  at  angle  o' 
incidence  $  upon  a  plane  perfectly  conductive  surface  M, 

x-component  and  would  be  traveUng  parallel  to  the  mirror.  This 
case  is  of  no  interest,  as  the  problem  is  then,  so  far  as  concerns 
the  dielectric  medium,  the  same  as  that  with  the  mirror  absent. 
Excluding  this  case,  equivalent  to  no  mirror  present,  we  have  in 
all  other  cases 

Ii  =  -J  (18) 

The  equations  (17)  and  (18)  show  that  the  electric  radiation 
obeys  the  ordinary  law  of  reflection  of  Ught;  namely,  the  reflected 
ray  is  in  the  same  plane  with  the  incident  ray  and  the  normal  to 
the  mirror  cU  the  paint  of  incidence,  and  the  angle  of  reflection  is 
equal  to  the  angle  of  incidence.     (Proof  follows.) 
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This  is  seen  by  reference  to  Fig.  2.  The  angle  of  incidence 
G  =  cos"^  Z.  The  angle  of  reflection  8'  =  the  supplement  of 
cofl"^  li  =  9.  The  equality  of  Wi  to  n*  and  of  ni  to  n,  makes  the 
incident  and  reflected  beam  in  the  same  plane  perpendicular  to 
the  mirror. 

Returning  now  to  the  question  of  electric  and  magnetic  in- 
tensities, we  have  found  the  form  of  gi  and  hi  in  terms  of  g  and  h. 
It  remains  to  find  the  form  of /i.  This  can  be  done  by  employing 
the  fact  that  the  electric  intensity  is  in  the  wave  front  in  both 
the  direct  and  reflected  waves;  that  is,  the  components  in  the 
directions  b  and  9i  are  respectively  zero.    This  means  that 

If  +  mg  +  nh    =0  (19) 

lifi  +  m^gi  +  nihi  =  0  (20) 

In  view  of  (16),  (17)  and  (18)  the  equation  (20)  becomes 

— Zfi  —  mflf  —  nA  =  0, 

which  added  to  (19)  gives 

/i  =  /  (21) 

61.  Intensities  in  Direct  Wave  and  Reflected  Wave,  and 
Total  Intensities  at  the  Mirror. — Summarizing  the  results,  we 
have  for  the  intensities  of  the  direct  and  reflected  waves  and  for 
the  total  intensities  at  the  mirror  the  following  equations : 

Direct  Wave 

E.  =  f(t  -  s/v)]  ff.  =  -y/^  (rnE,  -  nE,)] 


Ef  =  g(t  -  8/v)  Hy  =  J^  (nE^  -  IE,) 

E,  =  h{t  -  8/v)  H'^  yfi-  (J^9  -  ^^») 

Reflected  Wave 

El,  =      fit  -  8i/v)  .     ff I.  =       yC  (mEu  -  nEiy) 


(22) 


Eu^  -  hit  -  8i/v)  Hu  =     yj^i-lEiy- 


lEu) 


mEix) 


(23) 
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Total  Field  at  the  Mirror  by  (9),  (12),  (16),  (22)  and  (23) 
Ex  "t"  Els  ==  2Ex        Hg  +  Hix  =  0 


Ey    -\r    Ely    ^    0  Hy   "j-    H ly    =    2Hy 

E,  +Eu  --0  H,  +  Hu  =  2H, 


at  X  =  0  (24) 


It  is  seen  that  the  effect  on  the  plane  wave  of  the  plane  per- 
fectly conductive  mirror  is  to  double  the  normal  electric  intensity 
at  the  mirror  and  annihilate  the  tangential  electric  intensities; 
also  to  annihilate  the  normal  magnetic  intensities  and  double 
the  tangential  magnetic  intensities  at  the  mirror. 

In  the  space  at  any  distance  from  the  surface  of  the  mirror 
the  equations  (22)  and  (23)  permit  the  complete  computation  of 
the  reflected  wave  in  terms  of  the  direct  electric  intensities  where 
these  are  known. 
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CHAPTER  VI 

VITREOUS  REFLECTION  AND  REFRACTION 

62.  Reflection  and  Refraction  of  a  Plane  Electric  Wave  by  a 
Homogeneous  Insulator. — Suppose  a  plane  electric  wave  in 
an  insulating  medium  of  induetivity  €i,  and  permeability  jui  to  be 
incident  upon  the  plane  surface  of  a  second  insulating  medium 
of  induetivity  €2  and  permeability /12. 

Let  the  surface  between  the  two 
media  be  through  the  origin  of  co- 
drdinates  and  perpendicular  to  the 
X-axis,  as  in  Fig.  1.  Let  us  assume 
that  the  direct  wave  is  traveling 
in  the  direction  of  81  with  direction 
cosines  Ii,  mi,  and  ni;  and  that 
there  is  a  refracted  wave  traveling 
in  the  second  medium  in  some 
direction  as   (direction   cosines  U, 

mt,  ns),  and   also  a  reflected  wave    Fio.  1.— Concerning  reflection  and 
'         '  .  refraction  at  a  boundary. 

in  the  first   medium    traveling  m 


Boundary 

of  Media 


some  direction  s^  (cosines  Uy  mz,  ns). 

in  the  first  medium  is 

c 


The  velocity  of  the  waves 


V. 


Ml«i 


(1) 


the  velocity  in  the  second  medium  is 


V2  = 


V, 


/IS62 


(2) 


It  is  required  to  find  the  directions  of  propagation  of  the  re- 
flected and  refracted  waves,  and  their  intensities  relative  to  the 
incident  intensities. 

The  geometrical  equations  of  the  three  wave-fronts  are 
respectively 

lix  +  miy  +  n\Z  =  «i 

l^  +  rriTy  +  n^z  =  «2  (3) 

l^  +  mzy  +  nzZ  ==  «« 
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We  shall  first  write  down  the  values  of  the  electric  intensities 
in  the  three  waves  respectively: 
In  the  Direct  Wave 


El:,  =  fl(jt  -  Si/Vi) 

Ely  =  gi{t  -  8i/vi) 
EiM  =  hi{t  -  Bi/vi) 

In  the  Refracted  Wave 

^2.  ^Mt  -  Bt/vt) 
E^v  =  g2{t  -  8i/vi) 
Eu  =  Aj(*  —  8t/vt) 

In  the  Reflected  Wave 

^8.  =  Mt  -  8t/Vi)  I 

Ezy  =  gaCi  -  89/vi) 
Eu  =  AsC^  -  8i/Vi) 


(4) 


(5) 


(6) 


The  magnetic  intensities  in  these  three  waves  are  given  re- 
spectively by  the  vector  equations  (cf.  (33),  Chapter  IV): 


H,  =  J^  U2X  E, 
Hs  =  J^  U,x  E, 


(7) 


where  Ui,  Us,  and  Us  are  unit  vectors  in  the  directions  of  «i, 
«s>  and  8t  respectively. 

In  addition  to  the  above  equations  we  have  by  equation 
(26),  Chapter  I,  the  condition  that  at  the  boundary  between 
the  two  media  the  normal  component  of  electric  induction  is 
continuous;  since  there  is  np  intrinsic  surface  charge,  and  this 
gives 


ii/i  {t  - 


^ij/  +  wi2J' 


Vi 


=  *«/.  \i ) 


(8) 


This  equation  is  true  for  all  values  of  y  and  z  in  the  surface 
between  the  two  media;  whence  it  follows  that 
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(9) 


mi 

^_ 

ms 

«. 

mj 

Vi 

»1 

Vt 

ni 

^ 

ns 

,.. 

fh 

Vi 

»i 

V2 

(10) 

Now  it  is  to  be  noted  that  Zi  is  the  cosine  of  the  angle  of  in- 
cidence of  the  ray  «  cos  9i;  Z2  is  the  cosine  of  the  angle  of  re- 
fraction =  cos  62;  and  U  is  the  cosine  of  the  supplement  of  the 
angle  of  reflection  =  —  cos  0s;  whence 

\/mi«  +  ni*  =  sin  0i  (11) 

Vw2*  +  ns*  =  sin  62  (12) 

VmTTn?  =  sin  0,  (13) 

And  by  taking  the  square  root  of  the  sum  of  the  squares  of 
(9)  and  (10)  we  obtain 

sin  01  ==  sin  02  (14) 

^^  =  Hi  (15) 

sin  82      Vi  ^    ^ 

Equation  (14)  shows  that  the  angle  of  reflection  is  equal  to 
the  angle  of  incidence.  Equation  (15)  shows  that  the  ratio 
of  the  sine  of  the  angle  of  incidence  to  the  sine  of  the  angle  of 
refraction  is  the  ratio  of  the  velocity  in  the  incident  medium 
to  the  velocity  in  the  refracting  medium. 

These  are  the  ordinary  laws  of  reflection  and  refraction.  To 
make  these  laws  complete  we  need  also  to  show  that  the  incident 
ray,  the  refracted  ray,  the  reflected  ray  and  the  normal  to  the 
surface  are  in  the  same  plane.  This  can  be  seen  to  be  true 
by  noticing  that  the  y  and  z  axes  have  not  yet  been  chosen.  If 
we  make  the  2-axis  perpendicular  to  the  incident  ray,  ni  will  be 
zero;  and  by  (10)  nt  and  tis  are  also  zero,  so  that  all  three  of  the 
rays  are  perpendicular  to  the  2;-axis,  and  are,  therefore,  in  the 
same  plane,  which  plane  also  contains  x,  since  it  is  a  concurrent 
perpendicular  to  z. 

In  order  next  to  determine  the  coefl&cient  of  reflection  of  the 
surface  between  the  media,  let  us  keep  the  orientation  of  axis 
above  suggested.  Then  the  three  rays  are  in  the  o^^plane,  as 
shown  in  Fig.  2.  Let  us  compare  the  energy  incident  p>er  second 
upon  any  area  dS  with  the  energy  transmitted  through  dS  per 

26 
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second.     The  cross  sections  of  the  three  beams  with  their  bases 
on  dS  respectively  are 

dA  1  =  lidS  ' 

dAt  =  Z,dS  (16) 

dAt  =  ItdS  - 

By  Poynting's  Theorem  (eq.  (16),  Chapter  III),  the  energy 
flowing  per  second  per  unit  cross  section  of  either  of  these  beams 
is 


s  =  ;i^ExH 

4t 


(17) 


Fig.  2. — Relation  of  areas  of  cross-section  in  the  several  beams. 

The  energy  flowing  per  second  through  any  area  dA  per- 
pendicular to  the  ray  is  the  area  times  the  value  of  s;  t.e., 

ds  =  ^ExH. 

Substituting  the  values  of  the  dA's  from  (16)  and  the  values  of 
of  the  various  H's  in  terms  of  their  E's  from  (7),  we  have  for  the 
energy  per  second  at  dS  on  the  surface  between  the  medifti 
the  values 

Incident  Energy  per  Sec.  =  -j—  \l^  hEi^^  (18) 


Reflected  Energy  per  Sec.  = 


4t    m  fA 
cdS 

4t     \Aii 


41  ^'^»' 


(19) 
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Refracted  Energy  per  Sec.  =  -^J-  UE^^^  (20) 

where  the  subscript  (o)  indicates  that  values  d^t  the  mirror  are 
to  be  taken;  that  is,  values  with  a;  =  0. 

Calling  the  ratio  of  the  reflected  energy  per  second  to  the  in- 
cident energy  per  second  the  coefficient  of  reflection,  indicated  by  r, 
we  have  by  (18)  and  (19) 

and  by  the  law  of  the  conservation  of  energy,  from  (18),  (19)  and 
(20),  by  equating  incident  energy  to  reflected  plus  refracted 
energy  and  dividing  out  a  common  factor 


^  l.E.,^  =  ^  hE.^  +  yjf^  l^. 


2 

0 


whence  by  transposition  and  division, 

hEif.^ 


1  -  ^  =  TY^.J^  (22) 

• 

The  equations  (21)  and  (22)  hold  for  any  orientation  of  the 
electric  vector  in  the  plane  of  the  incident  wave. 

It  is  proposed  now  to  determine  the  coeflScient  of  reflection 
in  terms  of  the  index  of  refraction  and  angle  of  incidence  alone, 
for  two  'principal  directions  of  polarization  of  the  electric  wave. 
This  is  done  in  Art.  63  for  E  perpendicular  to  the  plane  of 
incidence,  and  Art.  64  for  E  parallel  to  the  plane  of  incidence. 

63*  Determination  of  Coeflicient  of  Reflection  when  E  is 
Perpendicular  to  the  Plane  of  Incidence. — In  this  case,  since  the 
plane  of  incidence  is  the  a^-plane,  we  have  the  E  entirely  in  the 
^-direction;  that  is, 

E  =  £.. 

As  before,  let  us  indicate  by  a  subscript  (o)  the  value  of  E  at 
the  reflecting  surface. 

From  the  continuity  of  the  tangential  component  of  electric 
force  at  the  surface,  since  the  whole  force  is  tangential,  we  have 

BxO  +  -^80   ="   -^20  (23) 

Dividing  by  Ek^  and  substituting  from  (21)  and  (22),  we  obtain 
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This  squared  gives,  after  factoring, 

(1  +  Vr)*  =  ^^J^  (1  -  Vr)a  +  yTr) 
Dividing  out  a  common  factor,  we  obtain 


1  + 


(25) 


Now 

^iMl    ^   £2. 

80  that  (25)  may  be  written 

IiMi»i(l  +  Vr)  =  Iiit*2»»(l  -  Vr) 
whence 


(26) 


—  -Boundary 
of  Media 


Fxo.  3. — ^E  perpendicular  to  the  plane  of  inddenoe. 

In  this  equation,  if  61  and  62  are  respectively  the  angle  of  inci- 
dence and  angle  of  refraction, 

li  =  cos  9i         

^2  =  cos  ©2  =  -Jl  -  ^  sin*  01,  by  (14). 

These  values  substituted  in  (26)  give 

61  -  Ml  -yl^j  -  sin*  01 


r  = 


/L(2  cos 


M2  COS  01  +  Ml 


4%  - '''''  ^^> 


(27) 


Now  —  =  —*  where  rii  and  tit  are  the  indices  of  refraction  of 

V2  Wi 

incident  and  refractive  media  respectively. 
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In  all  insulating  media  m*  =  mi  =  !>  so  that  (27)  may  be  written 

e,  -  V(?j---'6.V 


COS 


r  = 


cos 


e,  +  ^(2|)*-^.6,, 


(28) 


Equation  (28)  gives  the  coefficient  of  reflection  r  in  case  the  dec- 
trie  force  in  the  incident  wave  is  perpendicular  to  the  plane  of  in- 
cidence. In  this  equation  ni  and  n%  are  indices  of  r^radion  of 
incident  and  refractive  media  respectively  and  are  not  to  be  confused 
with  direction  cosines. 

64.  Determixiation  of  the  Coefficient  of  Reflection  when  E 
is  in  the  Plane  of  Incidence. — In  this  case  E^  =  0,  Fig.  4,  and 
we  have  for  the  total  electric  intensity  in  each  ray 

E  =  \/eJTe}, 


2/ 


«- 


-Boundacy 
ofMedla 


Fig.  4. — ^E  in  the  plane  of  incidence. 


% 


and  for  the  total  magnetic  intensity        , 

The  condition  of  continuity  of  the  tangential  component  of 
magnetic  intensity  at  the  reflecting  surface  gives,  since  the  whole 
magnetic  intensity  is  tangential,  the  boundary  condition 

ffio  +  ^»o  =  ^20  (29) 

Expressing  now  the  coefficient  of  reflection  in  terms  of  Hio, 
ff  10,  ai^d  ^»o,  by  replacing  the  E's  in  (21)  and  (22)  by  equivalent 
values  in  terms  of  the  Ws  taken  from  equations  (6),  we  have 
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and 


These  values  substituted  in  (29)  give 


1  + 


V-r-M 


€2Ml 
€lM2 


(1-r) 


(30) 


which  is  the  same  as  (25)  except  that  the  subscripts  of  c  and  /i 
are   advanced,   and   therefore  gives  on  simplification  (cf.  26) 


\lltJilVl  +  J2A»2V2/ 


(31) 


Replacing  h  and  Zs  by  their  values  in  terms  of  Gi,  we  obtain 

2 


r  =  \ 


2  /      2 

^/AiCOsGi  -  M2  \;^  -  sin^Gi 


-"5  Ml  COS  Gi  +  /is 


or  in  terms  of  indices  of  refraction,  when  mi  =  /*«  =  1» 

2 


(32) 


r  = 


(33) 


Equation  (33)  (jnVes  ^/i«  coefficient  of  reflection  r  in  case  the  electric 
force  in  the  incident  wave  is  parcMel  to  the  plane  of  incidence.  In 
this  equaiion  ni  and  nt  are  indices  of  refraction  of  incident  and 
refractive  media  respectively. 

66.  Transformation  of  Equations  (28)  and  (33). — By  the  law 
of  refraction  (16),  in  view  of  definitions  preceding  (28),  we  have 


sinGi  _  n2 
sin  G2      ni 


(34) 


where  ni  and  ns  =  indices  of  refraction  of  incident  medium  and 
refractive  medium  respectively. 
Prom  (34) 


cos 


e,  =  Vl  -  sin^Gs  =  Jl  -  (^)  'sin»  Gi 


(35) 
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Substitution  of  (35)  into  (28)  gives 


r  = 


71 2 
COS  01 COS  02 

ni 

COS  01  H —  cos  02 

Replacing  n^/ni  by  its  value  from  (34),  we  obtain 

-  sin  (01  -  02)  •  * 


r  = 


sin  (01  +  02) 
Treating  (33)  in  a  similar  manner,  we  obtain 


For  inoident  B 
perpendicular  to 
plane  of  inci- 
dence. 


(36) 


^      I -tan  (01 -et) 


(For  inoident  B  ] 
parallel  to  plane  [ 
of  incidence.        J 


tan  (01  +  02)  J  ^  *>'  incidence.        J  ^^^^ 

Equaiums  (36)  and  (37)  are  known  as  Fresnd^s  equations.  In 
these  equations  r  is  the  ratio  obtained  by  dividing  energy  per  second 
leaving  reflecting  surface  in  reflected  beam  by  energy  per  second  in- 
cident on  same  surface. 

01  =  angle  of  incidence. 

02  =  angle  of  refraction. 

Equation  (36)  is  for  a  plane  incident  wave  with  the  electric  force 
perpendicular  to  the  plane  of  incidence.  In  optics  sv>ch  a  wave  is 
said  to  be  polarized  in  the  plane  of  incidence. 

Equation  (37)  is  for  a  plane  incident  wave  with  the  electric  force 
parallel  to  the  plane  of  incidence.  Su4Ji  a  wave  is  said  to  be  polarized 
perpendicular  to  the  plane  of  incidence. 

The  plane  of  incidence  is  the  plane  of  the  incident  ray,  the  reflected 
ray  and  the  normal  to  the  reflecting  swrface. 


CHAPTER  VII 

ELECTRIC  WAVES  IN  AN  IMPERFECTLY  CONDUCTIVE 

MEDIUM' 

66.  Wave  Equations  in  a  Homogeneous  Imperfect  Conduc- 
tor.— It  has  been  shown  in  Art  36|  Chapter  IV,  that  in  a  homo- 
geneous medium  of  conductivity  7,  permeability  pty  and  dielectric 
constant  €,  the  magnetic  and  electric  intensities  satisfy .  the 
equations 

and 

c*-"di  +  7*-dP  =  ^*E-  -gradp  (2) 

67.  Relaxation  Time. — A  question  now  arises  as  to  the  value 
of  the  intrinsic  volume  density  p  in  such  a  medium.  We  can 
determine  this  matter  by  taking  the  divergence  of  equation  (8)^ 
Art.  36y  remembering  that  the  divergence  of  a  curl  is  zero;  we 
have 

^ div.E  +  - ^  (div.  E)  =  0  (3) 

c  c  at 

or  replacing  div.  E  by  its  value  in  terms  of  p, 
Integrating  this  we  obtain 


-  in.  t 
P  =  Poe       • 

=  poe- ''' 
where  e  is  base  of  natural  logarithms  and 


(4) 


r  = 


Whence  it  appears  that  if  p  has  the  value  po  at  some  time 
reckoned  as  origin  of  time,  p  will  decrease  exponentially  with 

^  This  chapter  is  based  on  Abraham  and  FOppl,  "  Theorie  der  Melctrisi- 
t&t,"  Vol.  1,  p.  321,  1907. 
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the  time.  The  process  is  called  relaxation,  and  the  time  for  p  to 
fall  to  one  eth  of  its  value  is  t,  given  by  (6),  and  called  the  re- 
laxation time  of  the  material.  The  relaxation  time  for  any  good 
conductor  is  so  short  that  it  has  never  been  experimentally 
determined  for  any  metal.  Its  determination  for  so  poor  a 
conductor  as  pure  water  is  a  matter  of  extreme  difficulty. 

68.  Steady-state  Plane  Wave  Equation. — Equation  (4)  shows 
that  after  the  lapse  of  a  sufficient  time,  usually  very  brief,  the 
value  of  p  in  any  conductor  is  substantially  zero,  and  we  may 
omit  the  p  term  from  (2). 

Having  thus  simplified  the  equation  (2),  let  us  next  restrict 
the  wave  field  to  a  plane-wave  field.  Then  E  and  H  will  be 
functions  of  t  and  8  alone,  where  8  is  the  perpendicular  distance 
from  the  origin  of  coordinates  to  a  plane  over  which  the  field 
is  constant  at  a  given  time.  Then  if  Z,  m,  and  n  are  the  direction 
cosines  of  s, 

8  =  Ix  +  my  +  m  (6) 

is  the  equation  of  any  such  plane,  and  the  quantities  V^H  and 
V'E  reduce  to  -r-y  and  -r-^,  so  that  the  wave  equations  (1)  and 
(2)  become 

cM  €     dt  "^  dt^J        d8^  ^^ 

and 

69.  Limitation  to  Solution  Harmonic  in  Time. — Each  com- 
ponent of  electric  intensity  and  each  component  of  magnetic  in- 
tensity must  satisfy  an  equation  of  the  form  of  (8).  Let  M  be 
the  generic  designation  for  J?«,  Ey,  £„  Hxj  Hy,  £f«,  then 

€fjL/4TrydM  ,   dm\       dm 


c 


2 


\  c      dt 


This  equation  is  a  form  of  equation  that  plays  a  fundamental 
r61e  in  telegraphy  and  telephony  and  is  known  as  the  telegraph 
equation,  which  has  been  the  subject  of  much  theoretical  and 
practical  investigation. 

We  shall  content  ourselves  with  a  treatment  of  the  equation 
for  the  special  case  in  which  the  solution  involves  the  time  har- 
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monically.  M  will  then  be  the  real  part  of  the  quantity  that 
can  be  written  in  the  form 

M  =  e^'"'  F{8)  (10) 

where  F(«)  is  some  function  of  «  but  not  of  t 

Designating  the  second  derivative  of  F  with  respect  to  «  by 
F",  and  substituting  (10)  in  (9),  we  have 

'±  (i^j^  _  ^2y^,)  =  /r-(,)  (11) 

Since  F"  is  a  complete  derivative,  (11)  is  an  ordinary  differential 
equation  of  the  second  order  with  constant  coefficients,  and  its 
solution  may  be  written  in  the  form 

F(s)  =  a«  *•  (12) 

which  substituted  in  (11)  gives 

jfc2  =  ^(^«i  -  «0  (13) 

while  a  is  completely  arbitrary. 

It  is  seen  that  A;  is  a  complex  quantity.  Liet  us  break  up  k 
into  real  and  imaginary  parts  by  setting 

*=  -^(x+in)  (14) 

where  x  &i^d  n  are  both  real  quantities,  and  x  is  positive  to  avoid 
infinite  values  of  Af . 

From  (14)  and  (13)  we  are  to  determine  x  and  n. 

60.  Determination  of  x  and  n. — Substituting  (14)  in  (13)  we 
obtain 

X+jn  =  ±  y/7y,J^j  -  1  =  ±  ViJ^V2yTj  -  c      (15) 

where 

T  =  27r/w  =  the  period.  (16) 

Squaring  and  equating  real  and  imaginary  parts,  we  have 

x'  -  n^  =  -  €/i  (17) 

and 

2xn;  =  27Mr;  (18) 

Subtracting  (18)  from  (17)  and  extracting  the  square  root, 
we  obtain 

X  -;n  =  ±  V/TV  -  2yT3  -  €  (19) 
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The  product  of  (19)  and  (15)  gives 

X*  +  n«  =  ^y/(i  +  47*T*  (20) 

This  compared  with  (17)  gives,  by  addition  and  subtraction 
and  by  omitting  signs  inconsistent  with  the  condition  that  x 
and  n  shall  be  real  and  %  shall  be  positive,  the  result 

X»  =  |{  v/*'  +  47*r»  -  «}  (21) 

n«  =  ^{  Ve*  +  4T«r*  +  «}  •         (22) 

M  may  now  be  expressed  in  terms  of  x  ^nd  n  by  combining 
(14),  (12)  and  (10),  and  is 

M  -=  ae'   c  gi«('  -  '^A)  (23) 

where  a  is  an  arbitrary  constant  and  is  in  general  a  complex 
quantity.  The  real  part  of  (23)  is  also  a  solution  of  the  given 
differential  equation,  and  may  be  written  in  the  form 

Jlf  =  Ac       c  cos{aj(<  —  na/c)  +  <f>\  (24) 

where  A  and  4>  are  both  arbitrary  constants.  A  solution  of  the 
form  of  (24)  is  the  most  general  harmonic  solution  of  angular 
velocity  «  of  the  given  differential  equation  (9) ;  for  the  assump- 
tion that  the  solution  is  a  harmonic  function  of  the  time  with 
angular  velocity  w  reduces  the  equation  to  the  form  of  (11),  which 
is  an  ordinary  differential  equation  of  the  second  order,  so  that 
any  solution  that  contains  two  arbitrary  constants  is  the  general 
solution. 

61.  Extinction  Coefficient,  Velocity,  and  Index  of  Refraction. 
Each  component  of  electric  and  magnetic  intensity  in  a  har- 
monic wave  in  a  homogeneous  conductive  medium  satisfies  an 
equation  of  the  form  of  (24) — with,  however,  in  general  a  different 
value  of  A  and  4>  for  each  component. 

It  is  seen  that  the  intensities  are  attenuated  as  the  wave 
penetrates  deeper  and  deeper  into  the  conductor,  and  that  the 
attenuation  is  determined  by  the  factor 

e       c 
which  may  be  called  the  Attenuation  Factor.     The  quantity  x 
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is  called  the  Extinction  Coefficient  of  the  medium  for  the  given 
frequency  of  oscillation.  The  exponential  term  is  expressed  in 
the  rather  complicated  form  here  given,  so  that  x  shall  be  a 
quantity  symmetrical  in  form  with  n. 

A  verbal  description  of  the  extinction  coefficient  may  be  had 
by  substituting 

w  =  2T/r 

where  T  is  the  period  of  oscillation,  and 

Xo  =  cT, 

where  Xo  equals  the  wavelength  in  vacuo;  then  the  attenuation 
factor  given  above  becomes 

e     *  Xo 

or 

e  '^fifs  =  Xo/2ir; 

so  the  extinction  coefficient  xi^tfie  logarithmic  decrement  of  ampH- 

tude  for  a  traversed  distance  equal  to  ^  of  a  vacuum  wavdength. 

Returning  now  to  (24),  let  us  see  next  the  significance  of  n. 
Apart  from  the  attenuation  factor,  M  is  seen  to  be  a  function 
of  (  —  s/{c/n);  therefore,  the  velocity  of  propagation  of  a  given 
phase  of  the  wave  is 

V  =  c/n  (25) 

where  c  is  the  velocity  of  the  wave  in  vacuo.  Hence  n  is  the 
index  of  refraction  of  the  conductive  medium  for  the  particular 
frequency. 

By  substituting  the  value  of  n  from  (22)  in  (25),  we  have  for  v 

V  =  ^       (26) 

=  j_   /\/c^  +  4y^T^  -  €  (27) 

yT^  2m 

"^  (28). 


fiyT 


The  values  of  Xt  ^  &i^d  v  may  be  simpUfied  for  certain  special 
cases  by  expansion  of  the  radical  expressions  with  neglect  of 
small  terms.     Examples  follow. 


Chap.  Vll]  IMPERFECTLY  CONDUCTIVE  MEDIUM    413 

62.  Special  Case  of  Small  Conductivity. — If  y^T^  is  negligible 
in  comparison  with  26^ 

V  =  -j=:  (29) 

n  =  v^  (30) 

x=:yj^yT  (31) 

e     c   =  e    «  «  (32) 

In  this  special  case  of  low  conductivity,  the  velocity  r,  the 

index  of  refraction  n,  and  the  attenuation  factor  er  e.  are  all 
independent  of  the  frequency  of  oscillation. 

63.  Special  Case  of  Large  Conductivity. — ^If,  on  the  other 
handy  the  conductivity  is  so  large  in  comparison  with  the  dielec- 
tric constant  that  e  is  negligible  in  comparison  with  iyT, 

V  =     /-^  (33) 

n  =  VJItT  (34) 

X  =  VmtT  (35) 

e-  c    =e-T\r«  (36) 

In  this  special  case  the  velocity,  index  of  refraction,  and 
attenuation  factor  all  involve  the  square  root  of  the  period  of 
oscillation. 

64.  Relation  of  B  to  E. — Each  component  of  E  can  be  ex- 
pressed in  the  form  of  (23),  where  only  the  real  part  is  to  be 
taken.    The  y  and  z-components  are 

in  which 

«  =  tr  +  my  -f-  m, 

(The  direction  cosine  n  is  not  to  be  confused  with  the  index  of 
refraction  n.) 

Now  by  Maxwell's  Equation  (B),  Chapter  III,  taking  the 
x-component 

_  M^  ^  a^s      bEy 
c    dt  dy         dz 

=  (-  ?  -  T')  K  -  '^•) 
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Integrating  with  respect  to  /,  we  obtain 

-  ^  (x  +  nj) 
•  f^H^  = : {mE,  -  nS;) 

C  JO)  ^ 

ffx  =  -  (-xi  +  n)(mE,  -  nEy) 

=  -  Vn^  +  x^e-''^''''(n)[mE,  -  nE^]  (37) 

The  factor  e"i*««"*(n)  indicates  that  the  real  part  of  (37) 
may  be  obtained  by  taking  the  real  parts  of  Eg  and  E^  and  retard- 
ing their  phase  angles  by  tan"^(^) .  If  we  indicate  such  a  retarda- 
tion of  phase  by  the  engineering  symbol  \  tan~i(n),  we  have  the 
real  equation  

ff .  =  -  Vn»+  X*  {  (mE,  -  nB»)  \tan-J  (^)  j  (38) 

The  expression  in  braces  is  seen  to  be  the  a>component  of  the 
vector  product 

U.xE\tan-'© 

where  U«  is  a  unit  vector  in  the  ^-direction. 

There  are  similar  components  for  Hy  and  H«;  so  that  the 
total  vector  H  may  be  written 


H  =  -Vn^  -h  x'  U.  X  E\tan->(^)  ^    (39) 

This  equation  means  that  'B,  is  the  positive  perpendicular  to  s 
and  to  Ey  that  the  magnitvde  ofRis  -  VnM-X^  times  the  magnitude 

of  Ey  and  thai  H  lags  behind  E  in  phase  by  the  angle  whose  tangent 

isx/n. 

Written  trigonometrically,  with  the  aid  of  (24) ,  if  the  magni- 
tude of  the  resultant  electric  intensity  is 

B=  Ae      "^  cog|«(<  -  ns/c)+  *|  (40) 

then 

H  =  -Vx*  +  n^Ae      *   cos  w(<  —  ns/c)  +  *  —  tan"'  (^1 1 

(41) 
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66.  Poynting's  Vector.  Transmission  and  Absorption  of 
Energy. — We  shall  next  determine  the  amount  of  energy  flowing 
per  unit  cross  section  per  second  in  the  direction  of  8.  The 
general  form  of  Poynting's  vector  is 

s  =^ExH 

4ir 


which  gives  for  the  problem  under  consideration 

a-tan-(j)Ju 


s  =  — A« 

4ir 


y/n^  +  X' 


2x«« 


cos  a  cos 


where 


«  =  «(<  —  ns/c)  +  <l> 
Ufl  =  a  unit  vector  in  the  direction  «. 


Expanding  the  second  cosine  factor,  and  taking  the  time  average, 
indicated  by  s,  we  obtain 

c  n  A^    -^^'tt  rAo\ 


c  n  A^ 
Arn    2 


U. 


(43) 


where 


A ,  =  ampUtude  of  E  at  s. 


Equation  (42)  or  (43)  gives  the  average  rate  of  flow  of  energy 
per  second  per  unit  area  within  the  conductor. 

It  is  easy  to  obtain  from  this  expression  (42)  the  average  rate 
at  which  energy  is  absorbed  in  the  conductor.  The  absorbed  energy 
per  unit  volume  per  second  indicated  by  P  is  the  decrease  of  s 
per  unit  distance, 


P  =  - 


ds  _  jc_  nA^2x^  - 
"""4i^M'2'~c"^ 


2x«« 


ds 

[Ae"  ^  ) 

^-^ 2 

A.^ 


=  7 


where,  again. 


(44) 


A«  =  amplitude  of  E  at  s. 


The  same  result  may  be  obtained  by  taking  the  time  average 
of  electromotive  force  per  unit  length  times  cmxent-density. 


^s^r^|)iM»V£riS  iCHiP.  VII 

g^^|6^ip  J^Sb^VWVuhI  transmitted  per  untt  area 
><gl|tiggggi^B^ffl9| gyW''  o^^<^^^  P^  ""ft  volume. 
r^f^H^^&M^^  Plane  Polarized  Wave 

&t  K  w^U  MlVi^f^'^^''^  conductor  hafl  been 

;ate  now  the  reflection  at 

wave  from  a  surface  of  a 

any   conductivity   t, 

gM^llRonfitaDt    f,    and    penne- 

surface  .of  the  conductor 

the  origin  of  coordinates 

xv-plane,  Fig.  1,  and  let 

["be  in  the  direction  of  the 

ity.     Let  a  plane  elec- 

traveling  in  a  vacuum  in 

_  jetion  fall  upon  the  cooduc- 

'||*§^j||*#^^fit^e  of  which  the  oonduc- 
j^^^S|>(>»)^*^^lectric  constant  and  per- 
■,^f^^l*^'^^i^ii^'fire  respectively  y, «,  ami  ix. 
_r»S-,-.._^^:BtC§ffl*Ing  by  subscript  (0  thedi- 


^^jli^f  EtBye,  and  by  (,)  the  reflected 

^Jj:|::|:;i; 

i/c)  (45) 


^'/c) 


(46) 


- 1  -J!Sf  t]t.i^£t.''S*.*S*  "fer  'S'  "2r  -J*.- 


(48) 
(49) 

(60) 
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In  the  Transmitted  Wave 

E%^  =  A^e       •    cos  [(a{t  —  nz/c)  +  ^2}  (51) 

Hj^  =  -  \/n*+  y}   A^  "  ~  cos  j  w(<  -  m/c)  +  *2  -  tan"Kn)  | 

•  (52) 

8*  =  ^-A,*e~r-U.  (53) 

If  now  we  consider  a  unit  area  of  the  reflecting  surface  of  the 
conductor,  the  law  of  the  conservation  of  energy,  which  applies 
to  the  instantaneous  values  and,  therefore,  to  the  time  averages, 
gives 

Si.  +  ss,  =  S2,  (54) 

where  the  subscripts  (0)  indicates  that  the  values  at  the  surface 
(2  =  0)  are  meant.     Whence  by  (47),  (50),  and  (53) 

A^^-Az^^^A^^  '55) 

The  coefficient  of  reflection  r  is  defined  as  the  numerical  ratio 
of  the  average  energy  reflected  per  second  to  the  average  energy 
incident  per  second;  therefore^ 

'•^^"T^  (56) 

Si,        Ai' 

and  from  (55),  by  division  by  A^y 

For  the  purpose  of  determining  r  numerically,  we  need  next 
the  fact  that  ^  tangential  components  of  E  and  H  are  continuous 
at  the  surface  between  the  media.    This  gives 

Ai  COB  (ot  +  At  cos  {cd  +  ^»)  =  A2  cos  {cot  +  ^2)  (58) 

and  

Ai  cos  (at  —  Az  cos  (<at  +  0a)  =  A2 COS  |a><  +  ^ 

cos  (cat  +  ^2) 


+ 


+  ^sin  ((at   +^)|    (59) 


87 
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Setting  a>t  =  ir/2  and  taking  the  sum  of  (58)  and  (59),  the 
left-hand  side  sums  up  to  zero,  and  we  have 

0  =  (1  +  -jsin  02  —  -  cos  <l>2 
whence 

tan  «2  =  —^  (60) 

Now  taking  the  sum  of  (58)  and  (59)  and  making  cot  =  0,  we 
have 

COS  02  +  -  sin  <A2 } ; 

and  by  (60)  this  reduces  to 


2Ai  =  Ai 


Therefore, 


2Ai  =  A 

A* 

fA2\^  4iu* 


and  by  (57) 


\aJ      (^  +  ny  +  x' 

1  —     =:  -  (^\  ^  —        ■  4n/u 

^  ""  M  Ui/   ""  (j,  +  ny  +  x^ 

^  (a*  -  n)>  +  X'  f^.. 

where,  by  (21)  and  (22), 

X'  =  ^  { aAm^T^^  -  €}  (62) 

n*  =  ^  { V6»  +  47272  +  e]  (63) 

EqiuUian  (61)  (/iWs  ^Ac  coefficient  of  reflection  r  <xt  normal  inci- 
dence  of  a  harmonic  electric  wave  of  period  T  from  the  plane  surface 
of  a  homogeneous  body  of  conductivity  7,  dielectric  constant  €,  and 
permeability  m  in  corUact  with  a  vacuum. 

67.  Special  Case  for  Conductivity  Zero. — ^The  equation  (61) 
is  true  in  general  for  normal  incidence  whatever  the  value  of  the 
conductivity.    If  7  =  0,  x  =  0,  and  with  m  =  1>  this  reduces  to 

(1  -  ny 


r  = 


(1  +  ny 

which  is  the  equation  to  which  (28)  and  (33),  Chapter  VI,  derived 
for  vitreous  reflection,  also  reduce  when  the  incidence  is  normal, 
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«.e.,  di  =  0  and  the  firat  medium  is  a  vacuum.  (N.  B.  The 
quantity  n  <tf  (63)  reduces  in  this  case  to  the  familiar  index  of 
r^tbction  n  =  'v  |m>) 

68w  fecial  Case  of  a  Good  Conductor. — ^In  this  case  if  we 
assume  c  ne^igible  in  comparison  with  4^7*,  we  have  by  (34) 
and  (35) 

»  =  X  =  ViiyT, 

iriienoe  the  coefficient  of  reflection  r  of  (61)  becomes 

_  M  -  inVt^  +  2ityT 
M  +  2m  V/iYT  +  2nyT 

^  2yT^-2V^f+_l 
2yT  +  2y/^  +  I 

This  law  has  been  tested  for  the  reflection  of  long  heat  waves 
from  metals  in  some  experiments  by  Hagen  and  Rubens^ 
and  has  been  found  to  agree  with  the  facts  within  the  limits 
of  the  elTors  of  measurement  for  the  metals  tested,  except 
bismuth. 

69.  Phase  Changes  at  Reflection  at  Normal  Incidence. — 
In  equation  (60)  we  have  obtained  the  value 

«x  =  tan"'  — f  -  (65) 

This  angle  4>2  is  the  angle  of  advance  of  the  phase  of  the  tranB'- 
mitted  electric  intensity  over  the  phase  o^  the  incident  electric 
intensity. 

The  corresponding  angle  for  the  transmitted  magnetic  intensity 
is 


«2  =  tan-^  g)  .       ^  :) 
H  \n/ 


To  obtain  the  pha^e  angle  of  the  reflected  wave,  we  may  use 
equation  (68),  which  for  (at  =  x/2  becomes 

As  sin  03  ^  A2  sin  02* 

In  view  of  (66)  and  (67)  this  may  be  written 

sin  0a  =  ^  /^  -^^  sin  0a, 

\  n    r 

*E.  Haoen  and  H.  Rubens,  Ann.  der  Physik,  (4),  Vol.  II.,  p.  873, 1903. 
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which  by  (65)  gives,  after  proper  transformations, 

^s  =  *s  =  tan-^  -nr^ — i  («6) 

SB  X     +  ^     —  P 

This  angle  ^s  is  the  angle  of  advance  of  phase  of  ihe  electric  or 
magnetic  intensity  of  the  reflected  beam  over  the  incident  beam, 
by  reflection  at  normal  incidence. 


CHAPTER  VIII 
ELECTRIC  WAVES  DXTE  TO  AN  OSCILLATING  DOUBLET 

■ 

70.  Doublet  Consisting  of  an  Electron  Oscillating  in  a  Positive 
Atom. — One  conception  of  an  oscillating  doublet  based  on  the 
Thomson  Atom^  is  illustrated  in  Fig.  1.  This  system  is  supposed 
to  consist  of  a  large  positively  charged  and  practically  immovable 
positive  sphere  of  uniform  charge  density,  within  which  a  small 
negatively  charged  body  (an  electron)  is 
oscillating  about  its  position  of  equilibriiun 
at  the  center  of  the  sphere.  Let  the  dis- 
tance of  the  electron  from  the  center  of  the 
atom  be  p.  Let  the  charge  of  the  electron 
be  -~e,  and  the  charge  of  the  positive  sphere 
be  +e.  If  every  element  of  the  sphere  at- 
tracts the  electron  with  a  force  inversely  pro- 
portional to  the  distance  from  the  element  to  Fio .  i.— A  doublet 
the  electron,  the  total  force  on  the  electron  eTJStt'J!' ~^K 
will  be  proportional  to  the  distance  p  and  oBoUiating  within  a  uni- 
proportional  to  e^,  and  wiU  be  in  the  Une  J^™^  °^'«^  »^"^ 
joining  the  electron  with  the  center  of  the 
sphere;  that  is, 

Restoring  force  =  A  =  Ke^ 

The  static  energy  of  the  system  will  then  be 

W.  =  JAdp  =  I  Ke*p»  =  lK{m }  *  (1) 

where 

f{t)  «  ep  =  moment  of  the  doublet  (2) 

K  —  restoring  force  per  unit  distance  per  unit  charge. 

The  kinetic  energy  of  the  system  is 

WM=lmp^  =  lMP  (3) 

where 

>  Sm  J.  J.  Thomson,  "The  CoxpiiBOular  Theory  of  Matter/'  London, 
1907. 
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In  modern  electron  theory  the  mass  m  and  therefore  the  quan- 
tity M  in  this  expression  for  the  kinetic  energy  is  a  constant 
only  provided  the  velocity  of  the  electron  is  small  in  comparison 
with  the  velocity  of  Ught.  We  shall  need  this  assumption  later 
for  other  reasons.    The  total  energy  of  the  system  is 


u  =  lKp  +  lMr 


(5) 


-Q 


71.  Alternative  Conception  of  Doublet  Leading  to  Equivalent 

Results. — An  alternative  type  of  oscillator  lead- 
ing to  the  same  form  of  energy  equation  is  illus- 

A  trated  in  Fig.  2.  Two  bodies  A  and  B  of  large 
mutual  capacity  are  connected  by  a  short  wire 
of  zero  resistance,  and  electric  currents  are 
supposed  to  flow  between  A  and  B  giving  them 
at  any  time  equal  and  opposite  charges  q.  The 
capacities  of  the  bodies  A  and  B  are  supposed 
/^    "\       to  be  so  large  that  the  capacity  of  the  connect- 

B  ing  wire  may  be  neglected.  Then  the  same  cur- 
rent i  will  flow  throughout  the  length  of  the 
connecting  wire,  and  i  «  q.  If  C  is  the  mutual 
capacity  of  A  and  Bf  the  static  energy  of  the 
system  will  be 

The  energy  in  the  inductance  L,  which  is  the  inductance  of  the 
connecting  wire,  is 


U 


Fro.   2.— Dumb- 
bell doublet. 


Whence  the  total  energy  of  the  system  is 


(6) 


If  p  is  the  distance  apart  of  A  and  fi,  and  we  write  the  moment 
of  this  system 

/(O  =  m 
we  have 


which  is  of  the  same  form  as  (5). 


(7) 
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In  this  alternative  type  of  doublet,  the  distance  between  A 
and  B  must  be  small  in  comparison  with  the  wavelength  of  the 
free  oscillation  of  the  system,  so  that  the  distributed  capacity 
in  the  lead  wire  L  may  be  neglected. 

72.  Oscillations  with  Constant  Energy. — If,  with  the  first 
type  of  doublet,  we  assume  the  energy  U  constant  we  shall  have 

C7  =  0=  Kff+Mfl 
which  divided  by  /  and  integrated  gives 

/  =  il,  cos  (a>rf  +  <t>)  (8) 

where  A  i  and  </>  are  arbitrary  constants  and 

A  similar  treatment  of  the  second  type  of  doublet  gives  the 
same  value  of  /,  but  with 

coo  =  ^  (10) 

The  oscillation  in  either  case  would  go  on  undiminished  with 
constant  ampUtude  and  frequency,  if  the  system  did  not  radiate 
or  receive  any  energy.  We  shall  nejct  show  how  to  calculate  the 
energy  radiated  as  electromagnetic  waves  from  an  oscillator 
of  these  types.  But  we  shall  arrive  at  the  result  only  by  an 
indirect  and  somewhat  tedious  process. 

73.  Treatment  of  a  Polarized  Spherical  Wave. — In  this 
we  shall  follow  the  method  of  Hertz.  ^  Without  at  present  enter- 
ing into  a  consideration  of  the  source  of  the  waves,  let  us  consider 
an  electromagnetic  field  in  which  the  component  of  magnetic 
intensity  in  the  2Klirection  is  zero;  that  is 

H,  =  0. 

We  shall  assume  that  the  medium  is  homogeneous  everywhere 
except  near  the  origin  of  coordinates,  where  there  will  be  located 
an  oscillator  of,  as  yet,  an  undefined  character. 

In  any  part  of  the  medium,  whether  homogeneous  or  not, 
the  j^-component  of  Maxwell's  Equation  (B)gives 

0  =  ^  -.  ^  (11) 

^  Hebtz,  "£3ectric  Waves,"  translated  by  D.  E.  Jones,  Macmillan  and 
Co.,  1893.    See  also  Planck,  "W&rmestrahlung,"  Barth,  p.  100,  1906. 
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It  follows  that  for  the  two  components  E^  and  Ey  a  scalar 
function  V  exists  such  that 


dz 


Ev  ^^  ~" 


dV 


(12) 


as  may  be  proved  by  a  cross  differentiation  that  leads  to  (11). 

Let  us  next  assume  that  outside  of  the  source  the  medium  has 
no  intrinsic  charge,  so 


dEx   .   dEy   ,    dEg 


+ 


+ 


=  0, 


dx     *     dy    '     dz 
from  which  by  substitution  from  (12), 

dEg  __  dw  .  a«y 

-  2   -\ 


dz        dx 


dy^ 


(13) 


An  examination  of  (13)  suggests  making  V  the  ^-derivative 
of  some  function  F  so  that  the  equation  (13)  can  be  integrated. 
Let 

V--Z  (14, 

Then  from  (12),  (13)  and  (14)  we  have 

E   =A^ 
'       dx  dz  ' 

d   dF 


"       dy  dz 


)- 


dW 
dz^ 


-  VV 


(15) 


Let  us  now  write  down  two  of  Maxwell's  Equations  (A), 
Chapter  III,  which  are,  for  Hg  =  0,  and  for  m,  =  u^  =  0 

€  dEx  dH  y 

C  ~dt    "  df 

€  dEy        dHx 
C  'df  dT 

Substituting  from  (15)  into  (16)  and  integrating  we  obtain 


(16) 


H.^-^. 


d  dF 


c  dt  dy 


//„=-- 


€  d  dF 


(17) 


C  dt  dx 


H.  =  0 
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Equations  (15)  and  (17)  show  that,  without  any  assumption 
other  than  that  p  ~  £^«  ==  u«  =  Uy  »  0,  we  have  been  able  to 
express  all  of  the  components  of  electric  and  magnetic  intensity 
in  terms  of  the  deriyatives  of  F,  which  is  a  scalar  function  of  x,  y, 
z,  and  t;  so  far  as  we  have  seen  up  to  the  present  F  may  be  any 
such  function. 

F  is,  however,  not  completely  arbitrary,  for  the  x-component  of 
Maxwell's  Equation  (B),  Chapter  III,  is 

M  dHs  ^  BEn  ,  dEy 


+ 
c  dt        By        dz 

^  _   B^BF^a^dF  _d^dF 
~       Bx^  By      By^  By      Bz^  By 

/BFy 


by  (15) 


-  -  '-Q 


Replacing  the  left-hand  side  of  this  equation  by  its  value  from 
(17),  we  have 

ViB^BF  ^     ,/^\ 
c^Bt^By  \By}' 

which  integrated  with  respect  to  y  gives 


c2  Bt^ 


=  v^F  (18) 


In  performing  this  integration  we  have  neglected  the  arbitrary 
functions  independent  of  y,  which  the  integration  gives  as  addi- 
tive terms  to  ^(18).  These  may  be  added  ad  lib.^  and  when 
added  give  an  equation  for  F  less  restrictive  than  (18).  If  we 
restrict  F  to  (18)  we  shall  have  it  at  least  sufficiently  restricted. 

We  may  say  then  that  given  any  scalar  function  F  satisfying 
equation  (18),  and  performing  on  it  the  operations  indicated  in 
(15)  and  (17),  we  shall  obtain  for  points  outside  of  the  region  of 
intrinsic  charge  a  set  of  possible  values  of  electric  and  magnetic 
intensities  that  will  make  H,  =  u,  =  Wy  =  0. 

We  shall  now  put  a  further  restriction  of  F;  namely,  we  shall 

assume  F  a  fimction  of  only  /  and  the  distance  r  from  the  origin 

of  coordinates: 

F  =  F(r,  t)  (19) 

where  

r  =  Vx^  +  y^  +  z^ 
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Preparatory  to  substituting  (19)  in  (18),  we  have 

d£  ^  xdF 
dx"  r  dr 

dx^       r  dr       r*  dr  "*"  r*  dr^ 
with  similar  terms  for  the  y  and  ^-derivatives,  giving 

^,j.  =  2d^  +  ^  =  lil/,f)  (20) 

rdr^[dr*       rdr»\    )  ^^' 

This  result  substituted  in  (18)  gives 
The  integration  of  this  equation  as  in  §  40  gives 

where 


(22) 


V  = 


V^ 


Let  us  confine  our  attention  to  the  value  of  F  given  by  the 
first  of  these  terms,  the  /-term,  which  is  a  spherical  wave  of  F 
traveling  in  the  positive  direction  of  r  with  the  velocity  v. 

In  differentiating  (22)  for  substitution  in  the  equations  of 
£„  .    .    .  Hsi  .    .    . ,  let  us  call 

h'{'  -  3  -  / 

and 

dfit  -  r/v) 


d(<  -  r/v) 

It  is  to  be  noted  that 

,3 


=  /' 


f'f'ihd-f 


So  that  we  can  express  all  of  the  derivatives  of  /  in  terms  of  /; 
for  example 
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dr 

V 

V 

dF 
dz 

-?' 

'  f 

d  dF 
dxdz 

xz(Sf 

+1+ 

•  • 

/I 

v*\ 

d*F 
dz* 

&- 

y/+ 

/3z* 
\r*v 

A*F  = 

id*F 
v*dt*  ■ 

re"' 

(23) 


-^J^  + 


r'v' 


Substituting  these  values  in  (15)  and  (17),  we  obtain 
^-  -  r.  I  7i  +  ^  +  -,  I 

•       r*\r*^  rv^  v*l 

E  -2  f/  ,  /]      »*  +  yM3/     3/      /•] 
'      r»  1  r  ^  t>  J  r»      1  r«  "^  rt>  "^  t»*  J   . 

c  r*  I  r      V  ] 

'  cr^  [r      V I 

H,^       0 


(24) 


(25) 


Equations  (24)  and  (25)  give  the  values  of  the  electric  and 
magnetic  intensities  at  the  point  x,  y,  z  in  terms  of  the  coordinates 
of  the  point  and  in  terms  of  f  and  its  time  derivatives. 

It  is  to  be  noted  that 


xE^    +yEy    +zE,    3^0 
xH»    +  yHy    +  zH,    =0 

EJIx  +  EyHy  +  EJI,  =  0 


(26) 
(27) 
(28) 


Whence  H  is  perpendicular  to  /•  in  Fig.  3,  and  (since /f,  =  0)  to  2. 
Hence  H  is  tangent  to  the  sphere  and  also  tangent  to  the 
sectional  circle  normal  to  the  2^axis. 

H  is  perpendicular  to  E,  but 

E  is  not  perpendicular  to  r,  and  hence  is  not  tangent  to 
the  spherical  surface. 
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Let  us  transform  our  equations  to  spherical  coordinates,  Fig.  3, 

and  let  ^  =  the  longitude  of  the  point  x,  y,  z, 

8  =  its  colatitude, 

r  =  its  distance  from  the  center 

p  =  the  radius  of  the  small  circle  in  plane  perpendicular 
to  z. 
Then 


r  =  Vx^  +  y^  +  z^  (29) 

P  =  Vx^  +  y\  (30) 

Let  us  now  determine  the  components  of  H  and  E  along  ^, 

9  and  r  in  the  direction  of  the  increasing  value  of  these  coordinates. 

These  components  will  be  designated  by  the  use  of  0,  8  and  r 

as  subscripts. 


FiQ.  3. — Spherical  coordinates. 

H^  =  Hy  cos  0  —  /f ,  sin  0 


r       V 


€  sin  8 
c    r 


r       V 


The  8  and  r«components  of  H  are  zero. 

Er  =  Eg-  -]-  Ey  — h  Eg- 


2z 


r       V 


2  cose 


r       V 


(31) 


(32) 
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JE?e  =  £p  cos  e  -  E,  sin  8 

=  (^,  -  +  Ey^\  cos  8  -  £r,  sin  8 


z 


=  {E^  +  Eyy)  —  ^E,^f 

rp  r 

xV      yh^      {x*  +  y^)p 

'    f  •  ••       ■ 

r*lr*T  rv^v* 

^«ne    /      /      / 

r     I  r»  ^  'r»  ^  r«  ' 


(33) 


The  ^-component  of  E  is  zero. 

Equations  (31),  (32),  anc{  (33)  give  the  values  of  the  components 
of  H  and  E  along  the  spherical  coordinates.  It  is  seen  thai  H  is  in 
the  direction  of  the  parallels  of  latitude,  and  that  E  h/is  a  component 
in  the  direction  of  the  radius  r,  and  another  component  in  the  direc- 
tion of  the  meridianal  line. 

Let  lis  now  investigate  the  electric  and  magnetic  field  in  the 
neighborhood  of  the  origin,  in  order  to  determine  the  character 
of  the  oscillator  that  could  give  rise  to  the  field  under  con- 
sideration. 

74.  Proof  that  the  Field  Here  Given  is  the  Field  Due  to  a 
Doublet  at  r  =  0. — In  the  equations  for  the  components  of  H 
and  E,  let  us  investigate  the  field  at  distances  r  from  the  origin, 
and  suppose  that  r  is  so  small  that 

^<<^  (34) 

V  r  ^ 

where  the  S3nnbol  <  <  means  ''is  negligible  in  comparison  with." 
The  meaning  of  this  assumption  becomes  clear  when  we  con- 
sider/to be  a  periodic  function  of  the  time  with  angular  velocity 
a>;  then  the  amplitude  of  /  is  o)  times  the  amplitude  of  /.  Thus 
(34)  becomes 


or 


or 


0)  1 

-  <<- 

V  r 

vT  r 


r<<  \/2r  (35) 

Under  these  conditions,  the  fourth  and  fifth  equations  of  (23) 
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d*F 
show  that  AV  is  negligible  in  comparison^  with--^,  and  that 

the  Eg  of  (24)  reduces  to  — r ,  so  that  by  (24)  JE.,  JB^,  and  Em  are 


respectively  the  Xy  y,  and  2Klerivatives  of  the  same  quantity 


dF 


whence  we  see  that  the  electric  force  at  this  position  near  the 
origin  of  coordinates  has  an  ordinary  static  potential  function 


dF 

tir  =    _ 

dz 


(36) 


and  by  the  second  equation  of  (23),  neglecting  small  terms,  we 
obtain 

*  =  7,/  (37) 

r 

We  shall  now  show  that  this  is  the  potential  due  to  a  doublet 
at  the  origin  with  the  moment  €/,  provided  the  square  of  the 
length  of  the  doublet  is  negligible  in  comparison  with  4r*. 


A  -ve 


yf  ^e 


Fio.  4. 


In  Fig.  4  suppose  two  charges  e  and  —  e  separated  by  a  dis- 
tance Pf  lying  along  the  direction  of  the  z^slsos,  and  suppose  that 
the  point  P  is  distant  r  from  the  origin  of  coordinates  midway 
between  the  charges,  then  the  electrostatic  potential  at  P  is 


_          e         e 
^1  = 


,        pcose,      ,     ,   pcosGv 
pe  cos  o 


.   2         p2  cos  20 

€(r2  -  ^ — ) 


d*F 


^  Unlet»  3-7  becomes  ismall,  as  it  does  for  certain  relations  of  2  to  r.    In 

that  case  the  whole  force  component  Ez  becomes  negligible  in  comparuon 
with  Ejt  or  Ey, 
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Let  us  now  impose  the  condition  that 

p«  <  <  4r»  (38) 

then,  since  cos  6  =  z/r  (compare  Fig.  3), 

«'!  =  J  ?  (39) 

CSomparing  (37)  with  (39)  it  is  seen  that  if  €  »  1,  the  potential  "^ 
of  the  electromagnetic  field  at  points  near  the  origin  of  co5rdi- 
nates  is  the  potential  of  a  doublet  "^  of  moment  (qf.  (2)) 

pe=f  (40) 

If,  on  the  other  hand,  the  dielectric  constant  of  the  medium  is 
different  from  unity,  the  moment  of  the  doublet  must  be 

pe  =  €/  (41) 

in  order  to  have  a  field  continuous  with  the  d3mamic  electro- 
magnetic field  at  points  near  the  oscillator. 

The  conclusion  is  that  the  electromagnetic  field  given  by  the 
dynamic  equations  (24)  and  (25),  or  the  alternative  polar  ex- 
pressions (31),  (32)  and  (33),  satisfies  the  boundary  condition 
imposed  by  a  doublet  of  moment  rf  at  the  origin;  but  this  doublet 
must  be  so  short  that  the  square  of  its  length 

p«  <  <  4ri2 
where,  by  (35), 

ri  <  <  X/2t 

To  cause  an  error  of  less  than  one  per  cent,  in  the  computations, 

p  ^  .002  X/2gr  ^  X/3000,  approx. 

This  means  in  the  case  of  a  doublet  of  the  type  described  in  Art.  70 
that  the  velocity  of  the  moving  electron  must  be  not  greater  than 
1/3000  of  the  velocity  of  light.  In  the  alternative  type  of  doub- 
let described  in  Art.  71  the  length  between  the  capacities  A  and  £, 
Fig.  25,  must  be  not  greater  than  1/3000  of  the  radiated  wave- 
length. 

We  may  now  continue  with  the  problem  under  these  limita- 
tions. 

76.  Electric  and  Magnetic  Intensities  at  Great  Distance  from 
the  Oscillator. — ^Let  us  now  consider  the  electric  and  magnetic 
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intensities  at  a  point  distant  r  from  the  oscillator,  where  r  is  so 
great  in  comparison  with  the  wavelength  that 

[//rl<<[/M 
and  a  fortiori 

[//r']<<[/A*] 

This  means  for  /  a  harmonic  or  nearly  harmonic  function  of  the 
time  that 

r  >  >  X/2t. 

Under  these  conditions,  equations  (31),  (32)  and  (33)  become 

„        €  sin  e    '/(t  —  r/v) 

Ma  = 


Eq  = 


r  cv 

sin  e     f{i  -  r/v)  \ 


r  v^ 


(42) 


£r  =  0  in  comparison  with  Eq. 

where  /(O  equals  the  moment  of  the  doublet  divided  by  the 
dielectric  constant. 
In  vacuum,  and  sufficiently  approximate  in  air, 


„   _sine/(<>-r/c)      1 
^         r         c^ 
_sinef(t-r/c) 

J5?r    =    0 


(43) 


where  fit)  =  the  moment  of  the  doublet. 

The  electric  and  magnetic  intensities,  when  the  dielectric  starround- 
ing  the  osdUaior  is  air,  are  equal  to  each  other,  and  inversely  propor- 
tixmal  to  the  distance  from  the  osdUaior  when  this  distance  is 
large.  The  two  intensities  are  directly  proportional  to  the  sine 
of  the  angle  between  the  direction  of  the  oscillator  and  the  direction 
of  the  radium  to  the  point  under  consideration.  The  electric  tn- 
tensity  is  in  the  direction  of  the  meridional  lines  from  the  pole  to 
the  equator.  The  magnetic  intensity  is  in  the  direction  of  the  par- 
allels of  latitude, 

76.  Power  Radiated  through  a  Large  Sphere. — If  we  consider 
a  large  sphere  with  the  oscillator  as  center,  we  can  apply  Poynt- 
ing's  Theorem  and  obtain  the  power  radiated  through  any  surface 
element  of  the  sphere  or  through  the  whole  sphere. 

The  energy  radiated  per  second  (that  is,  the  power  radiated) 
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through  an  element  of  surface  dS  of  the  sphere  is  by  (16), Chapter 
III, 

i»,dS=^ExHdS  (44) 

-  j-EqH^  dS  numerically  (45) 

Substituting  for  Eq  and  H^  their  values  from  (43),  we  obtain 

with  direction  of  r. 
The  element  of  surface 

dS  =  r«  sin  GdOd*. 

This  value  substituted  in  (46)  gives  for  the  total  power  radiated 
through  the  sphere  at  great  distance  from  the  origin  the  value 

Total  power  radiated  =  -^  f  d<f>  I  sin*  0dG 


4Tt;»J, 

(47) 


-U(f) 


.,  .V     moment  of  doublet  , .  ox 

f{t)  = (48) 

€ 

and  the /in  (47)  is/(«  —  r/v). 

Equciion  (47)  gives  the  total  power  {energy  per  second)  passing 
through  any  distant  sphere  vnth  the  oscilUUor  as  center,  and  with 
an  infinite  medium  of  dielectric  constant  c. 

When  the  dielectric  is  air,  (47)  and  (48)  become 

Total  power  radiated  =  ^  (/)    t  (49) 

where 

/=/(<-r/c), 

*^^  /(O  =  moment  of  the  doublet. 

77.  Power  Radiated  by  a  Sinusoidal  Oscillator  in  Air  .or 
Vacuum. — ^Let  us  next  take  the  special  case,  in  which  the 
medium  has  unity  dielectric  constant  and  where  the  /  of  the 
dynamic  electromagnetic  field  is  assumed  sinusoidal  in  the  form 

/  =  A  sin  a)(i  —  r/c). 
In  this  case  through  a  distant  sphere  by  (49) 

Total  power  radiated  = ^y » 

28 
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of  which  the  time  average  is 


(50) 


-     A*w* 

3X* 
where 

X  =  wavelength  =  — . 

78.  Radiation  Resistance  of  Sinusoidal  Oscillator. — For  the 
oscillator  described  in  the  preceding  section  the  moment  of  the 
oscillator  is 

/  =  A  sin  wi   =  Iq 

where  I  is  the  length  of  the  oscillator  r^arded  as  of  the  alter- 
native type  of  Art.  71.    The  current  in  such  an  oscillator  is 

Acj  cos  ojt 


z  =  g  = 


2'trcA  cos  (oi 


\l 
The  mean  square  current  is 

-  _   27rVA^ 

^*  =      xH^  *  ^  ^ 

//  we  define  the  radiation  resistance  R  of  the  oscillator  as  the  mean 
porver  radiated  divided  by  the  mean  square  current,  we  have 

ft  =  I  ^    E.  S.  units  (25) 

u  CK 

One  electrostatic  unit  of  resistance  equals  9  X  10^^  ohms,  so 
that  the  radiation  resistance  in  ohms  becomes 

ft  =     ^     ohms  (53) 

Equation  (53)  gives  the  radiaiion  resistance  of  an  osciUating  doub- 
let whose  length  I  {or,  oa  we  have  previously  called  it,  p)  is  negligible 
in  comparison  with  the  vHwelength  X  of  the  radiated  wave. 

The  application  of  this  formula  to  a  radiotelegraphic  antenna, 
as  has  been  made  by  Rtidenberg,^  is  without  theoretical  justifica- 
tion, except  in  a  very  special  case. 

We  shall,  in  the  next  chapter,  discuss  at  length  the  radiation 
from  a  radiotelegraphic  antenna. 

1  RUdenberg:  "Annalen  der  Physik,"  25,  p.  453. 


CHAPTER  IX 

THEORETICAL   INVESTIGATION   OF   THE   RADIATION 
CHARACTERISTICS  OF  AN  ANTENNA^ 

79.  Introduction. — ^For  the  proper  design  of  a  radiotelegraiphic 
transmitting  station  it  is  important  to  know  the  radiation  charac- 
teristics of  different  types  of  antenna. 

For  example,  if  a  flat-top  antenna  is  to  be  employed,  the  ques- 
tion arises  as  to  what  is  the  best  relation  of  the  length  of  the 
horizontal  part  to  the  length  of  the  vertical  part,  when  the 
excitation  is  to  be  produced  by  a  given  type  of  generator.  It 
may  be  known  in  a  general  way  that  the  greater  the  vertical 
length,  the  greater  the  radiation  resistance;  it  may  also  be  known 
that  the  greater  the  horizontal  length  of  the  flat-top  the  greater 
the  capacity  of  the  antenna  will  be,  and  the  greater  will  be  the 
amount  of  current  that  can  be  made  to  flow  from  certain  types 
of  generator.  Now  these  two  quantities,  radiation  resistance  and 
applied  current,  are  both  factors  in  determining  the  output 
from  the  antenna. 

For  a  given  generator,  with  known  characteristics,  the  problem 
of  getting  the  greatest  output  of  high-frequency  energy  is  a 
problem  in  the  determination  of  the  maximum  value  of  the 
product  of  current  square  and  radiation  resistance  of  the  antenna. 

But  this  is  not  the  whole  problem,  for  there  comes  also  into  con- 
sideration the  question  as  to  how  much  of  the  radiated  energy  is 
radiated  by  the  horizontal  flat-top  in  what  may  be  a  useless 
direction. 

Again,  of  the  energy  radiated  from  the  vertical  part  of  the 
antenna,  how  much  of  it  contributes  to  the  electric  and  magnetic 
forces  on  the  horizon,  where  the  receiving  station  is  situated? 

For  the  solution  of  these  various  problems  it  is  important  to 
know  the  radiation  characteristics  of  the  antenna  in  the  form  of 
certain  fimctional  relations.    These  relations  should  be  known 

'  This  chapter  was  originally  published  by  the  author  in  the  Proceedings 
of  the  American  Academy  of  Arts  and  Sciences,  Vol.  52,  pp.  192-252,  1916. 
Certain  errors  in  the  original  publication  are  here  corrected. 
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even  when  inductance  is  added  at  the  base  of  the  antenna  for  pro- 
viding couphng  or  for  increasing  the  wavelength  to  adapt  it  to  the 
generator.  These  quantities  should  be  known  theoretically,  since 
the  ordinary  measurements  of  these  quantities  do  not  permit  us 
to  distinguish  radiation  that  is  useful  from  the  useless  radiation 
as  heat  losses  and  from  the  radiation  in  useless  directions. 

It  is  the  purpose  of  this  chapter  to  give  a  treatment  of  this 
problem.  Such  a  treatment  is,  so  far  as  I  know,  up  to  the  present 
entirely  lacking,  but  the  method  here  employed  is  that  developed 
by  Abraham^  in  a  very  remarkable  paper  entitled  FunkerUele- 
graphie  und  Elektrodynamik.  In  that  paper,  Abraham  obtained 
theoretically  the  characteristics  of  a  straight  oscillator  vibrating 
with  its  natural  fundamental  and  harmonic  frequencies.  The 
present  work  is  an  extension  of  Abraham's  method  to  the  much 
more  difficult  problem  of  an  antenna  with  a  flat-top  and  with  added 
inductance  at  the  base. 

80.  Inadequacy  of  the  Conception  of  an  Antenna  as  a 
Doublet. — Apart  from  the  briUiant  investigation  by  Abraham,  all 
other  attempts  at  the  treatment  of  the  radiation  from  an  antenna 
assume  that  the  antenna  is  a  Hertzian  Doublet.^  This  is  only  a 
very  crude  approximation  to  the  facts,  for  the  derivation  of  the 
electromagnetic  field  abovt  a  doublet  assumes  that  the  length  of  the 
doublet  is  negligible  in  comparison  with  a  quantity  thai  is  itself  neg^ 
ligible  in  comparison  with  the  wavelength. 

Hence,  the  doublet  theory  will  apply  in  all  of  its  essentials  to  an 
antenna,  only  provided  the  length  of  the  antenna  is  not  greater 
than  one  three  thousandth  of  the  wavelength  emitted  (seeArt.74). 
Of  course,  it  may  be  that  at  great  distances  from  the  oscillator,  the 
theory  that  it  is  a  doublet  may  not  introduce  any  large  errors  into 
certain  problems  such  as  the  propagation  over  the  surface  of  the 
earth;  but  the  present  treatment  shows  that  the  doublet  theory 
does  introduce  large  errors  into  computations  of  such  quantities 
as  the  electric  and  magnetic  field  intensities  and  the  radiation 
resistance  of  an  antenna.  It  seems  probable  that  other  problems 
also  should  be  revised  in  such  a  way  as  to  replace  the  conception  of 
the  antenna  as  a  doublet  by  the  view  of  it  as  an  oscillator  that  has 
a  length  comparable  with  one  quarter  of  the  wavelength. 

81.  Method  of  the  Present  Investigation. — In  the  present  in- 
vestigation, a  doublet  of  infinitesimal  length  is  assumed  at  each 

iM.  Abraham:  Physikalische  Zeitschrift,  2,  329-334  (1901). 
*See  Chapter  VIII  of  present  volume. 
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point  of  the  antenna.  This  is  the  device  used  by  Abraham. 
These  elementary  doublets  are  free  from  the  objection  regarding 
their  lengths,  as  they  are  of  infinitesimal  lengths,  while  the 
wavelength  is  that  due  to  the  whole  antenna  and  therefore  is 
enormously  large  in  comparison  with  the  lengths  of  the  elemental 
doublets.  The  electric  and  magnetic  forces  due  to  each  of  the 
doublets  is  determined  at  a  distant  point  and  is  summed  up  for 
all  of  the  doublets  of  the  antenna,  with  strict  regard  to  the  difference 
of  phase  dvs  to  the  different  locations  of  the  different  doublets. 
Such  a  process  performed  for  all  points  of  a  distant  sphere 
surrounding  the  antenna  gives  the  total  electric  and  magnetic 
forces  at  all  points  on  the  sphere.  Then  by  integrating  Po3aiting's 
Vector  over  the  entire  sphere,  we  obtain  the  total  power  radiated, 
and  from  this  we  compute  the  radiation  resistance  and  other 
characteristics  of  the  antenna. 

The  effect  due  to  the  vertical  portion  of  the  antenna  and  to  the 
horizontal  flat-top  portion  are  computed  separately,  so  as  to  give 
information  as  to  how  much  energy  is  radiated  with  its  electric 
force  perpendicular  to  the  horizon  and  how  much  parallel  to  the 
horizon. 

In  deciding  as  to  the  proper  distribution  of  the  elemental 
doublets  along  the  antenna,  the  form  of  the  ciurent  curve  from 
point  to  point  of  the  antenna  is  assumed  independently.  This 
process  is  not  entirely  above  reproach,  because  Maxwell's  equa- 
tions, if  they  could  be  properly  applied  to  the  problem,  would 
themselves  ^ve  the  distribution  that  is  consistent  with  the 
applied  electromotive  force  at  the  base  of  the  antenna  and 
with  the  shape  and  form  of  the  antenna.  This  step  of  accurately 
deriving  the  distribution  is,  however,  at  the  present  time  not 
possible  of  mathematical  execution. 

The  distribution  here  assumed  for  the  current  in  the  antenna, 
as  a  function  of  the  time  and  of  the  position  along  the  antenna, 
and  is  given  in  the  next  section. 

82*  Assumed  Current  Distribution. — ^The  form  of  antenna  to 
which  the  whole  discussion  is  devoted  is  illustrated  in  Fig.  1, 
and  consists  of  a  vertical  portion  of  length  a  and  a  horizontal 
flat-top  portion  of  length  b.  These  quantities  a  and  b  may  have 
any  relative  values  whatever. 

At  the  base  of  the  antenna  is  an  arbitrary  inductance  L  for 
varying  the  wavelength. 
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(1) 


The  current  at  any  point  P*  of  the  antenna  is  assumed  to  be 
given  by  the  equation 

t  =  I  sin—  ^8ln  T"  ( T  ~  0 

where 

c  =  velocity  of  light, 
Xo  =  natural  wavelength  of  the  antenna  without  inductance, 
X  =  the  wavelength  with  the  inductance, 
i  =  the  current  at  the  point  P', 

{  =  length  measured  along  the  antenna  from  the  inductance  to 
the  point  P'. 


Jx. 


G 


FiQ.  1. — Type  of  antenna.  An  inductance  L  not  shown  in  this  figure  is 
supposed  to  be  inserted  between  the  antenna  and  the  ground  G  for  varying 
wavelength. 

The  character  of  the  assumed  distribution  is  as  follows:  The 

2'n'c 
factor  sin  -r- 1  means  that  the  current  is  sinusoidal  in  time  at  every 

point  of  the  antenna,  with  the  angular  velocity 


_  2ir  _  2irc  _  2vc 
"*"  ■"  "r  ""  "cT  ~  ~X~ 

The  meaning  of  the  other  factor 

^sinY(^  -  i)  =  •/'(say) 

is  illustrated  in  the  diagrams  (a),  (b)  and  (c)  of  Fig.  2. 
If  there  is  no  inductance,  X  =  Xo,  and  the  factor  becomes 

27rl 


(2) 


(3) 


J  —  I  cos 


(4) 


This  is  illustrated  in  (a). 
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.  -™**a«*S-^"*»-  —  --|V*lflai/SMJ|B|l|  and  we  must  keep 
l^li*'M''£^8fi'''^^*'^^  equation  for 


continue  along 
symmetrical  with 


i}^Smi%WmiWi*^mm^  fAc  abaolvie  value 
StmrSt-mdMiV-^Bk  18  applied  to  the 


iWlf^j  it  is  assumed  that 
'■—"^out  any  significant 
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change  in  the  magnitude  of  the  current  at  the  various  points,  as 
illustrated  in  (c). 

When  the  equation  (1)  is  to  be  applied  to  the  vertical  portion  of 
the  antenna,  we  shall  call 

l  =  z'  (7) 

where 

«'  =  vertical  distance  from  the  ground  of  the  point  P'  on  the 
antenna. 

When  the  equation  is  to  be  applied  to  the  horizontal  part  of  the 
antenna,  we  shall  call 

I  =  a  +  x'  (8) 

where 

x'  =  distance  along  1;he  horizontal  part  of  the  antenna  to  any 
point  P"  on  the  flat-top. 

The  discussion  will  now  be  divided  into  several  Parts:  Part  I. 
Electromagnetic  Field  Due  to  Vertical  Portion  of  the  Antenna; 
Part  II.  Field  Due  to  Horizontal  Portion  of  the  Antenna;  Part 
III.  The  Mutual  Term  in  Power  Determination.  Part  IV. 
Computations  of  Radiation  Resistance.  Part  V.  Field  Inten- 
sities and  Summary. 

PART   I 

FIELD  DUE  TO  VERTICAL  PORTION  OP  ANTENNA 

83.  Coordinates. — ^Let  the  origin  of  coordinates  be  at  the  point 
of  connection  of  the  antenna  to  the  ground.  Let  the  z-axis  be 
vertical.  About  this  vertical  axis  as  polar  diameter,  let  us 
construct  a  system  of  spherical  coordinates  in  which  the  position 
of  any  point  P  is  given  by  its  distance  tq  from  the  origin,  and  the 
angles  6  and  0. 

6  =  the    angle   along   meridional   lines   from   the  pole, 

4>  =  the  angle  along  parallels  of  latitude  from  a  vertical  plane 

of  reference  whose  position  is  at  present  immaterial. 

This  system  of  coordinates  with  the  positive  directions  of  the 
angles  indicated  is  given  in  Fig.  3. 

If  z'  is  the  vertical  ordinate  of  any  point  P'  on  the  vertical 
portion  of  the  antenna,  and  r  the  distance  from  P'  to  P,  and  if  the 
distance  QP  is  large  in  comparison  with  «',  we  may  write  (see 
Fig.  4) 

r  =  To  —  z'  cos  6  (9) 
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84.  Field  Due  to  a  Doublet  at  P'.— At  a  distant  point  P  the 
electric  and  magnetic  intensities  due  to  a  doublet  of  length  dz'  and 
charges  e  and  —  c  at  P'  is,  by  Hertz's  theory,  given  in  Art.  76| 


dEe  =  dH^  =  ^f(t  -  r/c) 


cVo 


(10) 


Fio.  3. — A  set  of  spherical  codrdinates.     The  codrdinates  of  P  are  ro,  0,  ^. 

where 

f{t)  =  the  moment  of  the  doublet 

=  e  dzf,  where  e  is  in  electrostatic  units,  (11) 

dE^  =  the  electric  intensity  in  electrostatic  units,  which  is  en- 
tirely in  the  direction  of  6) 
that  is,  of  the  meridional 
lines; 
dH^  —  the  magnetic  intensity  in 
electromagnetic   units, 
which  is  entirely  in  the  di- 
rection of  the  parallels  of 
latitude; 
r  =  distance  P'P  in  centimeters, 
c  =  velocity  of  light  in  centi-  pX 
meters  per  second. 

The  two  dots  over  the  /  in  (10)  ^ 
indicate  the  second  time  derivative. 

In  writing  equation  (10),  the  slight 
difference  in  the  direction  of  the  perpendicular  to  r  from  the 
direction  of  the  perpendicular  to  r©  is  neglected  in  view  of  the 


Fio.  4. 
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largeness  of  Tq  in  comparison  with  the  length  z'  measured  on  the 
antenna. 

Also  the  r  which  should  occur  in  the  denominator  of  (10)  has 
been  replaced  by  r©,  which  can  be  done  without  appreciable  error 
for  large  values  of  r.  The  same  substitution  cannot  be  made  in 
the  argument  of  /  in  (10),  for  there  r  determines  the  phase  of  the 
oscillation,  and  this  phase  changes  through  an  angle  of  t  for  a 
half  wavelength,  independent  of  the  distance  from  the 
origin. 
86.  Expression  of  the  Field  in  Terms  of  Current. — 
I  e  We  shall  next  express  the  moment  of  the  doublet  and 
dz'  the  intensities  of  the  field  in  terms  of  the  current  i  at 
z'Y^i^  the  point  z\  To  do  this  we  shall  think  of  the  current 
^  as  delivering  a  charge  +  e  to  one  end  of  the  element  of 
length  dz'  and  a  charge  —  6  to  the  other  end  of  dz'  in  a 
certain  time.  A  neighboring  doublet  has  a  different 
current  and  delivers  different  charges  +  ei  and  —  Ci 
partly  counteracting  the  charges  of  the  given  doublet, 
^  and  leaving  just  the  charge  c  —  6i  that  actually  occurs 
^  g    on  the  wire.    This  is  represented  in  Fig.  5. 

With  this  view  of  the  case,  when  i  is  in  e.s.u., 

i  =  e, 
and 

fit)  =  edz'==f^dz'  (12) 

Whence,  by  substituting  the  value  of  i  from  equation  (1)  into 
equation  (12)  we  shall  have,  in  view  of  (7)  and  (9) 

jrr        JTT        2T/sind        2ir  ,  ^  ,     ,        ^. 

dEe  =  dH^f,  =  — r cos  -z-  (ct  —  Vq  +  z  cos  ^)- 

KCTq  a 

sin  -r-  (  -; Z 


X  \4 


)dz'     (13) 


By  integrating  this  expression  from  2'  =  0  to  2'  =  a,  we  obtain 
the  electric  and  magnetic  intensities  at  the  point  P  due  to  direct 
transmission  from  the  vertical  portion  of  the  antenna.  Indicating 
this  integration,  we  have 

„         „         2ir  I  sinS  C"'       2ir  ,  ^  ,     ,         ^v 

Ee  =  H4,  =^  — -^^ —  I   cos  —  (rf  ~  fo  +  r  cos  ^)- 


XcTo 

am  • 

X  V4 


An^(^+z')dz'     (14) 
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By  reflection  from  the  earth,  which  we  shall  regard  as  a  perfect 
reflector,  we  have  intensities  that  must  be  added  to  the  above. 
These  intensities  may  be  obtained  by  considering  the  radiation 
to  come  from  an  image  point  at  a  distance  z'  below  the  surface. 
The  effect  of  this  is  obtained  by  changing  the  sign  of  the  z' 
in  the  cosine  term  of  equation  (14),  but  as  was  pointed  out  in 
Art.  82  the  sign  of  z'  in  the  sine  term  must  remain.  We  obtain 
thus  for  the  intensities  due  to  the  reflected  wave  emitted  by  the 
vertical  portion  of  the  antenna  the  value 

„         „         27r  /  sin  ^  P       2ir  .  ,  ,         ^, 

E$  =  H^  =  r^ I    COS  -r-  {Ct  —  Tq  —  z'  COS  d)- 

ACTo        Jo  A 

An^(^-z')dz'     (16) 

Adding  the  equation  (15)  for  the  reflected  intensities  to  the 
direct  intensities  of  (14),  remembering  that  if  A  and  B  are  any  two 
angles 

cos  {A  -  B)  +  cos  (A  +  5)  =  2  cos  A  cos  A         (16) 

we  obtain  for  the  total  intensities  at  P  the  equation 

„         „         4t  /  sin  (?        2ir  ,  ,  .    f*       /2tz'         A 

E»  =  H^  =  r- COS  —  (C<  —  To)     I     cos  I -—  COS  ^1  • 

^n^^(^-z')dz'     (17) 

which  resolves  into 

^        „        4t  7  sin  ^        2t  ,  .         . 
Ee  =  H^=-  — — cos  Y  (ct  -  To) 

'**        2Trz'  cos  e        2tz'  ,  , 

COS r COS  -r-  dz 


'-^f^coB^-^^sin^- dz']  (18) 


X 
tXi 


This  expression  may  be  integrated  by  the  formulas  360  and  361 
of  B.  O.  Pierce's  Short  Table  of  Integrals  and  gives 

Ee  -  H^=  TT— rcos   -  (ct  —  To) 

croBinS         X 

{cos  B cos  (-4  cos  0)  —  sin  B  cos  6 sin  (A  cos  $)  —  cos G}    (19) 

where 

27r6 


^=    X 

(?  =  ^"  =  4  +  B 


(20) 
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The  quantity  b,  which  is  the  length  of  the  flat  top,  gets  into  (20) 
and  (19)  by  reason  of  the  fact  that  a  +  6  =  the  whole  length  of 
the  antenna,  so  that 

Xo  =  4  (a  +  6)  (21) 

Equation  (19),  vrith  the  notation  of  equations  {20)  and  (21)  is  the 
general  equation  for  the  electric  and  magnetic  Intensities  at  any  distant 

point  P,  due  to  the  whole  vertical  part 
of  the  antenna.  In  this  formula,  re- 
ferring to  Fig.  6, 

To  =  the  distance  OP  in  cm., 
6  =  the  zenith  angle  ZOP, 
b  =  length  of  the  horizontal  flat  top 

in  cm., 
a  =  length  of  vertical  part  of  an- 
tenna, in  cm., 
Xo  =  4  (a  +  6)  =  natural  wavelength 

in  cm., 
X  =  wavelength    in    cm.     actually 
emitted,  and  differing  from  Xo 
by  virtue  of  the  added  induc- 
tance, 

7o  =  ampUtude  of  current  in  absolute  electrostatic  units  at  the 
base  of  the  antenna  and  related  to  I  by  the  equation, 


Fio.  6. 


/o  =  7  sin 


yXp 
2X 


We  shall  reserve  comment  on  this  equation  until  after  in- 
vestigation of  other  characteristics  of  the  radiation.  See  Part 
IV. 

86.  Total  Power  Radiated  from  the  Vertical  Part  of  the 
Antenna. — Having  obtained  in  equation  (19)  the  electric  and 
magnetic  intensities  at  any  required  point  at  a  distance  from 
the  antenna,  we  shall  next  compute  the  total  power  radiated 
from  the  vertical  part  of  the  antenna,  and  shall  then  obtain  its 
radiation  resistance. 

Since  E0  and  H^  are  perpendicular  to  one  another  and  per- 
pendicular to  ro,  we  have,  according  to  Poynting's  theorem  for 
the  power  radiated  in  the  direction  of  ro  through  an  element  of 
surface  dS  perpendicular  to  r©  the  quantity 


dp  =  ^  EeH^dS 


(22) 
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Let  the  element  of  surface  be  an  elemental  zone  on  the  surface 
of  the  sphere;  then 

dS  =  2irro^  sin  Odd  (23) 

This  quantity ,  together  with  the  values  of  E^  and  H^  from  (19), 
substituted  in  (22)  and  properly  integrated,  gives  for  the  total 
power  radiated  through  the  whole  hemisphere  above  the  earth's 
surface,  the  value  in  ergs  per  second  following: 

P  =  T^^^l  Y (^  -  '^^  1  K  *X  sin(^ 

r^^^os^esinyc^s  6)  ds  ^,^,^  r^^_de 

Jo  sm  d  '  Jo     SI 


sin  6 


rt   •    n        o  r^^  <50s  ^  sm  (A  cos  e)  cos  (A  cos  $)  dd 

—  2  sm  B  cos  J5  I      ^ r—z — ^^ — 

Jo  sin  6 

^        T,        n  f^^cos  {A  COS  6)  dS 

—  2  cos  J?  COS  G  I         ^— : -r—^ 

Jo  sin  6 

.   o   •    D        rt  r^^^cos  ^  sin  (A  cos  ^)  d^l  ,^.v 

+  2smBcos(?J^     ^j^^ ^J  (24) 

This  equation  when  integrated  gives  the  power  radiated  from 
the  vertical  part  of  the  antenna.  The  integration  is  a  tedious 
operation,  and  is  given  in  the  next  section,  which  may  be  omitted 
by  readers  not  interested  in  the  mathematical  processes  involved. 
The  result  of  the  integration  is  found  in  Art.  88. 

87.  The  Integration  of  Equation  (24). — By  the  use  of  such 
trigonometric  equations  as 


cos*x 

= 

1  + 

cos 

2x 

2 

sin'x 

1  - 

cos 

2x 

the  squares  o^  sines  and  cosines  in  the  integrands  of  (24)  may  be 
avoided,  and  equation  (24^  written 

cos2B 


+ 


+ 


2 
sin* 


r  r'cos  (2A  cos  6)  de  _  sin^  f^^^^  ^  ^^ 
Jo  sin  6  2    Jo 

-I      sin  ^  cos  (2A  cos  6)  dd 
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_  sin2JB  p^^cos  $  sin  (2A  cos  6)  dS 
2     Jo  sin  9 

o         D        ^  P^^  cos  (A  cos  ^)  dd 

—  2  cos  B  cos  O  I       ^^^ — T — ^ — 

Jo  sin  0 

.    rt   •     D        >-y  r^^^cos  ^  sin  (A  cos  ^)  d^l  /orx 

+  2  sin  fi  cos  (r  I       7^-T —  (25} 

Jc  sin  6  J 

The  third  and  fourth  terms  may  be  integrated  directly.    In 
the  other  terms  let  us  introduce  a  change  of  variable  as  follows: 
Let 

u  =  cos  B 

sm  d 
then 

Jo  riiT^ '  Ji  r^ni^ "  2J0  \Y+^  "•"  v^^r'^ 

2Jo   1  +  w  ^  2J-i  1  +  w      2j-  1    1  +  u    ^^""^ 

With  this  operation  as  a  model,  two  of  the  other  integrals  of 
(25)  may  be  written,  respectively 

r^^cos  (2 A  cos  6)  de    ^  1  T*^  W  {2Au)  du 
Jo  ^nS  2J- 1         1  +  u  ^^'^ 

r^^COS(AcOSg)d^  «  1  r^  ^  cos  (^^)  <^^  /OQ\ 

sin^  "■2J-1       1  +  ii  ^^^ 

Another  of  the  integrals,  examined  in  more  detail,  gives 

r/^  cos  6  sin  (2A  cos  g)  d^ 
sin  e 

*^  oi  sin  (2Au)du 


1  —  W' 


irv-i '-) 

[  r  Bin  (2Am)  dtt      if 
ij.        1  +  w       '^2jo 

I  p  ^  sin  (2Am)  du 
U- 1         1  +  w 


(2u 


(29) 
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Similarly,  the  remaining  integral  becomes 

r^" cos  0 an  (A  COS  e)  de  1  f+'sin  (Au)  du        „„. 

Returning  now  to  equation  (25),  we  shall  integrate  the  third 
and  fourth  terms,  setting  them  first,  and  shall  substitute  (26)  to 
(30)  for  the  other  terms,  obtaining 

27'      J2ir,,         ,ir     sin»B  ,  sin«5sin2il 
p  =  _«os*[-(c<-ro)||_ Y-+-1 2J- 

COS  2B  C^  ^  cos  (2Au)  du   .  sin  2B  T  "^^  sin  (2Au)  du 


(i+-«CTf-. 


+ 


4 
— cosG 


/+ '  cos  (2Au)  du      sin  2B  r+^8in(2^M) 
-1         l  +  M       ■'"4J-1       1  +  w 

D /*■*"' cos (ilM)du   ,     .    D  r"*"  *  sin  (Am) du n     ,„,v 

Let  us  now  write 

y  =  2A{l  +  u),  (32) 

2Aw  =  7  -  2A, 

du  =   ^  . . 
2  A' 

du         dy. 


l  +  M       7 
then  the  second  and  third  integrals  of  (31)  become 

cos2B 


J"*"  ^  cos  (2Au)  du      sin  2B  C^  ^  sin  (2Au)  du 
-1         l  +  M        ■^4j-i        1  +  u 


^  cos  2B  p^ 
4     Jo 


{cos  7  cos  2A  +  sin  7  sin  2^ }  — 

,  sin2B  r^  ,  .  ^  .  '    oAX^y 

H J—  I       {sm7C0s2A  —  cos7Sin2A}  — 

^    Jo  y 

cos  (2A+2J5)  r*^  cos  ydy   ,  sin  (24  +  25)  f*'*  sin  7  dy 


I  C*^  cos  7  d7   ,  sin  (2A  +  25)  T 

t/0  7  4  »/o 

cos2(?  r*^  COS  7  J     ,  sin  2G  T^sin  7 ^ 

In  like  manner,  the  last  line  of  (31)  becomes 

-co8»(?         "-5?^d7-cos(?8inG(      ?^d7        (33) 

Jo      y  Jo      y 
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Let  us  now  decompose  the  coefficient  of  the  first  integral  of  (31) 
as  follows: 

1    ,  coqHjt      1  ,         ^     COS*Cr 

;j  +  -^=^+COsV 2~ 


1      1  +  COS  2G 
4  4 

cos  26 


+  cos«(? 


^  cos«C?. 


Then  the  whole  equation  (31)  may  be  written 


P  = 


21' 


cos- 


cos  26 


+  cos*6 


X 

r 


yw --)}[-- 


sin^^      an*  B  sin  2A 


(1  —  cos  y)dy      sin  26 
y  4 


(1  —  cos  y)dy      sin  26 


7  2     Jo        y 


T 


44 
sin  y 

y 

sin  7 


d7 


] 


dy       (34) 


The  various  integrals  may  now  be  obtained  by  expanding  in 
series  and  integrating  term  by  term.    This  gives 


2/ 


COS' 


2w 


+ 


cos2G 


1  +  cos  2(? 
2 

sin2(? 


(4^) 
2!2 


(4^)*      (4il)« 


(2A)«  _  (2A)«      (2A ) 
2!2  4!4    ■•"   6!6 


+ 


4 
sin  26 


4A         (^)'  ,  (4^) 
3!3    ■•"   5 


•  (2A)»      (24) 

'^     ~  -SB    "•■   5!5 


4)*  1 

l6  J 

4)»  1 

15  J 


(35) 


Let  us  now  eliminate  B  from  the  first  terms  of  this  equation,  by 
substituting  B  =  G  —  A,  obtaining 


Bin»^/sin2A  _    V    1  -  c< 
2     \    2A  /  4 


—  cos  25/ sin  2A 
\   2A 


-0 


1      cos  (2g  -  2A) 
14  4 


/8in2ii        \ 
\   2A         7 
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1      cos2Crco82A   .  sin26sin2A 


+ 


'             4 

r 

4 

sin  2  A 

cos 

2G^n 

4.1 

SA 

16A 

8in2G'l  - 

COS 

AA 

44 


(36) 


If  now  we  expand  in  series  the  quantities  involving  A  in  (36) 
and  substitute  in  (35),  we  obtain,  if 


27* 


cos' 


2«- 


k^*2A 
q^2G 

1 


(37) 


l{2k^      2k*   .   2k* 


"^4l2!2      4!4   '   6!6 


_^cos9^       1 


+ 


+ 


+ 


sin  q 
~~\~ 

cos  q 
4 

sin  q 
~4~ 

cos  q 
4 

cos  q 
2 

sin  q 
sin  q 


k   - 


2!  ■'"41 

^,k^ 
3!  ■'■5! 


6!^ 

7!^ 


1    - 

2k  _ 
2! 


2!2 


(2ky   ,   (2k)* 
3!    "^    5!    "^ 

(2ky       (2ky  _ 
4!    "•"     6! 

(2k)*      (2Jfc)» 
4!4   ^ 


2!2 


2k   - 


I  '  - 


4!4 

(2A;)» 
3!3 


+ 


+ 


3!3 


+ 


6!6 

k*_ 
6!6 

(2^ 
6!5 

k^ 
5!5 


] 


(38) 


If  now  we  add  together  the  terms  multiplied  by  sin  q  and  those 
multiplied  by  cos  g,  and  those  not  involving  g,  we  have  (on  fac- 
toring out  the  }Q 

29 
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p  =  -C08'' 


(2«-/,         or  (2  + 2,.,      4 +  2,,,  6  +  2.,  1 


+  COS  g 


2'  +  2>-4^^,   ^   4^  +  2^.6^, 


3!2 


5!4 


+  sin  5  I  - 


6'  +  2<^  -  8  ,^,   .   8^-2^-10  ,^,  1 

7!6         ^   +  OTS  '^  I 


7»  +  2^-9^,_^9^  +  y^-ll^,^        IJ 


8!7 


10  !9 


(39) 


Equaiion  (39)  ^t^es  tA^  fo^  poioer  radiated  by  the  vertical  portion 
of  the  antenna  into  the  hemisphere  above  the  earth^s  surface.  In  this 
equation,  the  current  factor  /  is  in  absolute  c.g.s.  electrostatic 
units,  and  the  power  p  is  in  ergs  per  second. 

It  is  convenient  to  change  the  current  factor  into  amperes  and 
the  radiated  power  into  watts,  which  can  be  done  by  multipl3dng 
the  right-hand  side  of  (39)  by  30  c.  This  is  done,  and  the  equa- 
tion is  rewritten  in  the  next  section. 

88.  Result  of  the  Integration  for  Power  Radiated  from  the 
Vertical  Part  of  the  Antenna. — By  equation  (39),  when  reduced  to 
practical  units,  the  total  power  radiated  into  the  aerial  hemis- 
phere from  the  vertical  part  of  the  antenna  may  be  written 

p  =  /2  cos^l  Y  (d  -  ro)  I  [iJi  -  Ri  cos  5  -  ft,  sin  g]    (40) 
where 


p,  _  15J  2_tifc*  _  4 +i^4 +  6±2t.  _ 


1 


flf  =  15 


f2»  +  2«-4j,^,       4' +_2«  -  6  j,^,  ^ 


3!2 


5!4 
6'  +  2*  -  8 
7!6 


k* 


-...) 


fi. 


=  ..( 


3»  +  2»  -  5  j^,  _  5»  +  2»  -  7  j^,  ^ 


4!3 


6!5 

7*  +  2^  -  9 
8!7 


(41) 
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«=    X 
*~    X 


(42) 


a  =  length  of  vertical  part  of  antenna  in  same  unit  as  X 

(e.g.,  meters), 
p  =  radiated  power  in  watts  instantaneous  value, 

I  =  -^^  (43) 

sin  q/2  ^ 

where 

h  =  ampUtude  of  current  at  the  base  of  antenna  in  amperes. 

89.  Radiation  Resistance  of  Vertical  Part  of  the  Antenna. 

In  equation  (40)  is  given  the  power  radiated  from  the  vertical 
part  of  the  antenna,  on  the  assumption  that  radiation  from  the 
horizontal  part  of  the  antenna  does  not  interfere  with  it.  It  will 
be  shown  later  in  §14  et  seq.  how  this  interference  is  computed  and 
allowed  for.  Accepting  for  the  present  the  assumption  of  non- 
interference, we  may  obtain  the  radiation  resistance  of  the  ver- 
tical part  of  the  antenna. 

The  radiation  resistance  is  defined  as  the  time  average  of  radiated 
power  divided  by  the  time  average  of  the  square  of  the  current  at  the 
base  of  the  arUenna. 

In  taking  the  time  average  of  the  power  (40),  it  is  to  be  noted 

that  the  time  average  of  cos*  — ^  (ct  —  r©)  [is  J^.  The  time 
average  of  current  square  at  the  base  of  the  antenna,  by  (1)  is 
^  /*  sin*  -^  ~  o  ^*  ^^^^  (o) '  Whence  the  radiation  resistance 
becomes  in  ohms 


Rq  = 


sm*  (^- 


Ri  —  R2  cos  q  —  Rzsin  q  (44) 


in  which  i2i,  R^,  Rs  and  q  have  the  values  in  (41)  and  (42). 

We  shall  later  give  tables  of  Ri,  R2,  and  Rzy  that  will  reduce  the 
calculations  of  /2  to  very  simple  operations,  and  shall  compare  the 
results  with  calculations  on  the  doublet  h3rpothesis  and  with 
observations. 

We  shall,  however,  first  investigate  theoretically  the  radiation 
from  the  horizontal  part  of  the  antenna.  This  is  a  problem  of 
considerable  mathematical  difficulty  but  is  capable  of  solution. 
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PART  II 
FIELD  DUE  TO  HOMZONTAL  PORTION  OF  ANTENNA 

90.  Introductory  Notions. — To  determine  the  electromagnetic 
field  and  radiation  characteristics  of  the  horizontal  fiat-top  por- 
tion of  the  antenna,  let  the  rectangular  coordinates  of  any  distant 
point  P  (Fig.  7)  be  x,  y,  2. 

And  let  the  coordinates  of  any  point  P'  on  the  flat-top  be  a/,  0, 
a;  the  coordinates  of  the  image  point  P"  be  a/,  0,  —  a. 

Then  the  distance  from  the  origin  of  coordinates  to  the  distant 

point  is  

OP  =  To  =  Va;*  +  »*  +  «* 


Fio.  7. 

The  distances  of  the  distant  point  from  the  point  on  the  flat-top 
and  its  image  respectively  are 

and 

P'^p  =  /'  =  y/(x  -  afy  +  y^  +  (z  +  a)*. 
Then 


r'  -  ro  =  V{x  -  x'y  +  y^  +  (z-  a)«  ~  VaJ*  +  I/*  +  «*. 

As  an  approximation,  let  us  multiply  by  the  sum  of  these  radi- 
cals and  divide  by  the  approximate  value  of  this  sum  for  large 
values  of  ro;  namely,  by  2ro,  obtaining 
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r'  =  ro  + 


r"  =  ro  + 


z'^  -  2zx'  -  2za  +  g' 

z'^  -  2xx'  +  2za  +  a» 
2rn 


(45) 


(46) 


91.  Determinatian  of  Electric  and  Magnetic  Intensities  due 
to  Flat-top. — The  values  of  r'  and  r"  in  (45)  and  (46)  may  be  re- 
placed by  To  in  intensity  factors,  but  not  in  phase  terms,  and  give 
for  the  sum  of  the  effects  of  a  doublet  at  P'  and  another  at  P" 
(the  image  doublet)  the  electric  and  magnetic  intensities 

sin  ^ 


Ut-r'/c)+Ut-r"/c)]        (47) 


Fio.  8. 

where  /i(0  and  /i(0  are  the  moments  of  the  two  doublets  re- 
spectively. The  angles  ^  and  2  correspond  to  the  angles  B  and 
0  of  Fig.  3,  except  that  the  figure  is  turned  on  its  side,  so  as  to 
put  the  polar  diameter  along  the  x-axis  instead  of  the  2-axis. 
This  arrangement  is  shown  in  Fig.  8.  The  plane  of  the  zero 
value  of  2)  is  now  to  be  fixed  as  the  plane  of  the  z  and  z-axes. 
Now  using  the  current  distribution  of  equation  (1),  we  must 
replace  i  by  a  +  x',  which  gives,  when  treated  as  (12)  was  treated, 


2irc/         f2ir 


COS 


m-"- 


x'^  -  2z'z  ~  2za  +  o^ 
2ro 


)i 


sin 


1tCt-<-'')K 


(48) 
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The  fictitive  current  at  P"  is  just  equal  and  opposite  to  that 
at  P',  with,  however,  a  different  distance  from  the  point  P,  so  we 
may  write 

sinjll^"  -a-x')  ]dx'.  (49) 

Whence  by  addition,  employing  the  trigonometric  relation 

cos  {a  +  0)  —  cos  (a  —  /5)  =  —  2  sin  a  sin  fi, 

equation  (47)  becomes 
,_         ,__  4y/sin^  .    f2ir/.  x^^^^2zQ^+ a\\ 

[«^'^T^«^Mt(4~«"-^')M- 
In  this  equation  we  may  as  usual  replace  -r-  by  A.    Also  we 
may  make  an  approximation  as  follows:  For  large  values  of  ro 

x'*  —  2xx'  +  a*  xx'  ,         , 

nZ =   -  — =   -  ^  <50S  ^. 


2ro     ' 

and  this  is  to  be  neglected  even  in  the  phase  angle,  because  its 
value  is  absolutely  small.     We  have  then 

,„           jTf              4ir/ sin  ^    .    Az    .     {2Tr  ,  .  ,      ,  ..  1 

dEj,  =  dHz  = r-^ sm  —  sm  \-r-  {d  —  r^  +  x' cos  ^)  } 

ToCA  To  I  A  i 

[8m{^(^«-a-a:'))dx']  (50) 

This  equation  may  be  shortened  up  by  writing 

r  =  ^(d-ro)  (51) 

and 

o       2t/Xo         \        2x6  ,_-. 

To  obtain  the  total  electric  and  magnetic  intensities  due  to  the 
flat-top,  the  equation  (50)  must  be  integrated  for  all  the  doublets 
and  their  images  between  the  limits 

x'  =  0  and  a'  =  6 
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where  b  is  the  length  of  the  flat-top.     This  integration  is  expressed 
in  the  following  equation. 

_         __              4x7  sin  ^  .    —  .         ,     ,  —         , .    . 
E^  =  Hz iT"^®"^  """  '  sin  (t  H — r— cos^)  sin 


.    Az  C^ .     /     ,   2x0/        ,\    . 
in  —  I  sin  ( T  H — r-—  cos  ^ )  sii 

(b  -  ^)  dx'      (53) 


To  perform  the  integration  let  us  introduce  a  change  of  variable 
by  putting 

«  =  B r—  then  dx  =^  —  ?r-  rf« 

A  2x 

and  the  limits  of  integration  become 

for  x'  =  0,    «  =  J?,  for  x'  =  6,    «  =  0. 

Ekiuation  (53)  then  becomes 

-^         „         21  sin  yj/   ,    Az  C° .    .     .    r,  ,  i\  •       j 

E^  =  Hx  =  sm —  I  sm(T  +  B  cos  ^  —  s  cos  ^)sin  s  as    . 

Tffi  To  Jb 

2/sin^  .    Azr  ,    /     ,    D         i\C'*       f  i\    '       ^ 

= .sm  —  I  sin  (r  +  B  cos  ^)  I  cos  (s  cos  y/)  sm  s  da 

Tq/c  roL  Jb 

—  cos  (r  +  B  cos  ^)  I  sin  (8  cos  ^)  sin  s  da         (54) 

The  expressions  of  this  equation  may  be  integrated  by  the  use 

of  formulas  360  and  359  of  B.  O.  Pierce's  Tables  and  give 

27  Az  f  r 

E,L  =  Hx  = : — ;  sin —  sin(r  +  B  cos  ^)    —  cos  a  cos  (a  cos  ^) 

foC  sin  ^        To  I  L 

—  cos  ^  sin  s  sin  (s  cos  ^) 
—  cos  (r  +  5  cos  ^)  cos  ^  sin  a  cos  (s  cos  ^) 

—  cos  5  sin  (s  cos  ^) 

27  Azr  f 

= : — 7  sin  —   sin  (t  +  S  cos  \^)  {  —  1  +  cos  -B  cos 

rocsin^    ro  L  I 

(b  (cos  }P)) 

+  cos  ^  sin  B  sin  (5  cos  ^)  | 
+  cos  (r  +  B  cos  }//)  I  cos  ^  sin  B  cos  {B  cos  ^) 

—  cos  B  sin  (JB  cos  ^)  [  I 

—    sin  T  I  cos  B  —  cos  (fi  cos  ^)  | 
cos  ^  sin  B  —  sin  (5  cos  ^)  [  (55) 


B 


Tffi  sin  ^ 
+  cos  r 


sin 
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Eqiwiian  (55)  giveB  the  electric  and  magnetic  intensUiea  due  to  the 
floMop  at  any  distant  point  whose  codrdinates  are 

To  =  distance  of  the  point  from  the  origin,   - 
z  =  vertical  height  of  the  point  above  the  earth's  surface, 
^  ==  angle  between  Tq  and  the  x-axis;  this  x-axis  being  parallel 
to  the  flat-top. 

The  quantities.  A,  J?,  and  r  are  defined  by  equations  (20)  and 
(51).  We  shall  next  discuss  the  total  power  radiated  from  the 
antenna. 

92.  Concerning  Power  Radiated  from  the  Total  Antenna.— 
It  is  to  be  noticed  that  the  electric  and  magnetic  intensities  due 

to  the  flat-top  of  the  antenna  and 
those  intensities  due  to  the  vertical 
portions  of  the  antenna  are  directed 
along  the  meridional  and  latitudinal 
lines  of  two  S3rstems  of  polar  coordi- 
nates with  their  poles  one,  quadrant 
apart.    This  does  not  make  the  re- 
spective intensities  perpendicular  to 
each  other,  and  it  becomes  necessaiy 
to  resolve  one  set  of  these  intensities 
along  and  perpendicular  to  the  other 
set  of  intensities.    At  a  given  point  on  the  sphere  about  the 
origin  of  coordinates,  the  quantities  0,  6,  2)  and  4^  are  oriented 
in  a  manner  represented  in  Fig.  9. 
If  we  let 

a  =  angle  between  ^  and  6 
then  also 

a  =  angle  between  0  and  Z. 

It  is  also  apparent  that 
Angle  between  S  and  ^  =  a  ~  ^ 

Angle  between  ^  and  0  =  -^  —  a 

Let  us  now  resolve  E^  and  Hz  into  components  along  6  and 
perpendicular  thereto  (that  is,  along  4)  obtaining  for  the  ^- 
components 

E^,9  =  E^  cos  a 

Hx,9  =  Hx  cos  (^  ""  I)  =  Hn  sin  a, 
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and  for  the  0-componeiits 

E^f^  =  E^  cos  i-^  —  a j  =  —  £?^  sin  a 

Elzfp  ~  -"2  ^508  a. 

Adding  these  quantities  to  the  corresponding  components  of 
the  intensities  due  to  the  vertical  part  of  the  antenna,  we  obtain 
for  the  total  intensities,  which  are  designated  by  primeS|  the 
values 

E^e  =  Ee  +  E^  cos  a, 

B%  =  -J^^sina, 

H^0  =  Hz  sin  a 

£r'^  =  H^  +  Hx  cos  a. 

All  of  these  intensities  are  perpendicular  to  fo.  To  get  the 
power  radiated  through  an  element  of  surface  dS  perpendicular 
to  To,  we  may  make  use  of  Poynting's  vector,  in  the  form 


dp  =  ^(E'xH')dS 


where  the  cross  between  the  vectors  means  the  vector-product. 
This  vector-product,  expanded,  gives 


dS 


dv^^{E',H',-E',W^ 

=  ^  \Ee  H^  +  E^  Hz  cos*  a  +  H^E^  cos  a  +  J5,  ff  j  cob  a  + 

E^  H  zsin^  a)  dS 
=  -^{e.H^  +  E^Hz  +  2  coBaEeHz)dS  (56) 

We  have  already  fo\ind  the  first  term  of  this  power  and  have 
obtained  its  integral  all  over  the  aerial  hemisphere.  This  integral 
we  have  called  the  potoer  radidted  from  the  vertical  part  of  the  an- 
tenna. We  shall  call  the  second  term  above  (56),  when  properly 
integrated,  the  power  radiated  from  the  floMop.  The  third  term, 
since  it  contains  both  sets  of  coordinates,  may  be  called  po%Der 
radiated  mtUiujIly.  These  designations  are  merely  for  conven- 
ience in  paragraphing  the  mathematics  involved. 

93.  Power  Radiated  from  the  Flat-top. — ^Let  us  now  enter 
upon  a  determination  of  the  power  contributed  by  the  second 
term  of  the  right-hand  side  of  equation  (56),  and  integrate  this 
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term  over  the  aerial  hemisphere;  that  is,  the  hemisphere  above 
the  sm-face  of  the  earth  regarded  as  a  plane. 
The  element  of  area  of  this  hemisphere  is 

dS  =  ro*  sin  ^  d^  dS  (57) 

Thisi  s  to  be  substituted  in  the  required  term  involving  E^ 
and  Hx',  but  these  quantities  involve  the  co5rdinate  z,  which 
must  be  replaced  by  its  value  in  polar  coordinates 

z  =  ro  sin  ^  cos  2  (58) 

Besides  (57)  and  (58)  we  are  also  to  substitute  the  values  of  E^ 
and  H^  from  (55)  into  the  term 

dp  ^^[E^Hx)dS  (59) 

E^  and  ff  ^  are  identical,  by  (55);  the  product  will  give  certain 
terms  involving  sinV,  other  terms  involving  cosV,  and  still 
other  terms  involving  sin  r  cos  r;  where  r  has  the  value  given 
in  (51).  If  we  take  the  time  average  for  a  complete  cycle,  or,  if 
we  prefer,  for  a  time  that  is  large  in  comparison  with  a  complete 
period,  we  have 

av.  sinV  =  av.  cosV  =  i; 

while  the  average  of  the  product 

av.  sin  r  cos  t  =  0. 

The  integral  form  of  (59)  then  becomes,  if  p  =  the  time 
average  of  radiated  power. 


^       2TCj.sin^L 


cos^  B  +  cos*  ^  sin^B  +  1  —  2  cos  B  cos  {B  cos  ^) 


1  T"^'/^  1 

—  2  cos  ^  sin  £  sin  (S  cos  ^)     I  dZ[sin^(A  sin  ^  cos  S)]  ,^v 

We  shall  first  perform  the  integration  with  respect  to  S 

r^ti  '  .^A    '     ,          ,M        m  f  1  -  cos  (2A  sin  ^  cos  S) 
I  dS{sm2(i4  sm  ^  cos  ^) }  =  \dZ    ^^—^ - 

J-t/2  J-»/2  I  ^ 

— I  cos  (2A  sin  ^  cos  S)dS 

2       2j-,/2 

=  '[  «  1  (cos  (2A  sin  ^cos  S)  dS  -i  (  cos  (2A  sin  ^  cos  2)dS 

2  2j-ir/2  2jp 

(61) 
COS  {2 A  sin  i^  cos  2)dS  (62) 


T        If' 
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This  last  step  consists  in  changing  the  variable  of  the  first 
integral  of  the  right-hand  side  of  (61)  by  putting 

which  makes  the  limits  ^  and  v  without  any  other  change,  except 

the  change  of  2  to  S'.  But  since  this  is  the  variable  of  integration, 
the  prime  may  be  omitted,  and  the  terms  of  (61)  added,  giving 
(62). 

Equation  (62)  may  now  be  integrated  for  Formula  (11),  Art. 
121  of  Byerly's  Fourier's  Series  and  Spherical  Harmonics  giving 
for  the  integral  of  (62) 

'»/2 

rf2{sin2  (A  sin  ^  cos  S)}  =  ^  -  ^Jo(2A  sin  4d       (63) 


dX\ 

-w/2 


where  Jo  is  the  Bessel's  Function  of  the  zeroth  order,  with  a 
development  of  the  form 


x^  .     x^  x^ 


Jo  (x)  —  1       22  +  2H^       2*4*6*"'"   *    "    * 

Before  substituting  in  (60)  let  us  simplify  the  general  trigono- 
metric factor  in  the  brace  of  (60)  by  placing  cos*  ^  by  1  —  sin*  ^, 
and  letting  k  =  2A,  as  in  (42),  we  then  obtain 

-  ^  P  r'fl_^/o(fcsin^)^    ^ 


2  -  sin*  ^  sin*  B 


sin  ^ 
—  2  cos  B  cos  (S  cos  ^)  —  2  cos  ^  sin  B  sin  {B  cos  ^)  [d^ 


^  p  r^\  fc*si 

TcX   1        2 


sin  }{/        k^  sin^  ^       fc®  sin*  ^ 


|2  2*4*  2*4*6* 

2  —  sin*  \l/  sin*  5  —  2  cos  B  cos  (B  cos  ^) 

—  2  cos  ^  sin  B  sin  {B  cos  ^)  |  d^,  (65) 

or 

+  sin*  B  X  (  -  1)  1 2i4i^^ psin-^' ^d^ 

+  2  cos  B  5)  (  -  1)  ^  ^.^^gf  ^,  f'sin-'  ^cos  (B  cos  ^)# 
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+  2  Sin  S^C  -  l)^2»4^y..n>jr^"'''''  ^  cos  ^  sin 

(Bern  if)  d^l 


n  =  2,4,6,... 
Treating  these  several  integrals  separately,  we  have 

rBin»-J  ^^  =   j  sin*-^  ^^  +  I  sin*"^  ^^ 

2 


(66) 


'2 


sin*-*  ^^  +   I  cos*"^  4d\l/ 

Jo 

^     f2»4-6  -n  -  2] 
■*     11.3.5. .n  -  IJ 


(67) 


by  B.  0.  Pierce's  Tables,  Formula  No.  483. 
Likewise 


£■ 


(68) 


Now  by  Byerly's  Fourier's  Series  and  Spherical  Harmonics 
equation  (9),  Art.  121, 

(  sin--*  ^  cos  (B  cos  ^)  d^  = n-i         ^tLil  (B)  (*®) 

where  Jn-i  (B)  is  a  Bessel's  Function  of  the  order  {n  —  1)  /2,  and 
2 

r  ( ^  j  is  the  Gamma  Function  of  x. 

For  the  last  integral  of  (66),  we  have  by  Problem  2  and  equa- 
tion (9)  of  the  same  article  of  Byerly's  Fourier's  Series 

I   sin"~*  ^  cos  ^  sin  {B  cos  ^)  d^ 

=  —  I  sin*+*  \^  cos  (B  cos  ^)  d^ 
wjo 

n+l 


n 


2-2-v^r(|+i) 


n  +  l 
B^2~ 


.■.l(^) 


(70) 
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Substituting  these  various  integrations  (67),  (68),  (69),  and 
(70)  in  (66),  we  have 

P  =  5;[S  -  4  (- 1)^^  +  28in.B2(- l)«-;rTll 

.     ,.      2^V5?rg) 

+  2  COS  bS  (-  IW^,^,  ;r^r^  J'-^  (B) 


2 


n+1 


n  =  2, 4,  6,--» 


n+l 

B~2- 


fi  =  -T—  is  between  0  and  ^. 


Jn±l  (B) 

2 

(71) 


This  result  may  be  expressed  in  a  power  series  by  expanding  the 
Bessel's  Functions  by  equation  (6),  Art.  120  of  Byerly's  Fourier* s 
Series,  giving 

n-l 


Jn-i(B)  =  ^!irLi^/n  +  1 


+ 


2  2~r 


B* 


1  - 


C-V)[    ^'C-V) 


B* 

■n  + r 

2 


B« 


,B.("-±i)(l±J)       3B.(!l±i)  (=4-')  (»-±i) 


+ 


n  +  l 


(72) 


+ 


2~2-r(- 

5* 


) 


1  - 


B* 


2* 


B* 


,0.(»±i)  (»±i)      38.(»-±i)  (S±i)  (1±-') 


+ 


Note  that 


(73) 


V^ 


and 


v^ 


=  2 


246    -n  -2 
1  -3  '5  •••71  —  1 


(74) 


=  2 


246-n 
1.3.5. ..n  +  l 


(75) 
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Putting  these  values  in  equation  (71)  we  obtain 

siii*S 


(n+1) 


+  "°«^nr -27;rM)+2T2 


(n+1)   '  2!2*  (n  +  l)(n  +  3) 
B»  1 


3!2»(n  +  l)(n  +  3)(n  +  5) 


+ 


-1_  B   •     pit      1  B* 1 

+  5  8in5-{ — r^  —  -K-7 — r^rrr- 
nl«  +  1       2  (n  +  l)(n 


+ 


+  3) 
B*  1 


2*2  (n  +  l)(n  +  3)(n  +  5) 

_B!: 1 .     n 

2»3(n  +  l)(n  +  3)(n  +  5)(n  +  7)  ^       JJ' 
where 

n  =  2, 4, 6,  .  .  .  (76) 

Equation  (76)  may  be  further  improved  for  purposes  of  calcu- 
lation by  expanding  the  trigonometric  functions  in  power  series 
and  collecting  the  terms.    For  this  purpose 

8in»B      l-co8  2fi      B*     2^B*  ,  2*B'^      2«B«  ,_„ 

~2~ i 2r"Tr+"6! — 8r+"-  ^^^^ 

D2  HA  R6 

cosB  =  l-^  +  |j-^+...  (78) 

BsinB  =  B2-^  +  |j--  ...  (79) 

Equations  (77),  (78)  and  (79)  substituted  in  (76)  will  give 

where  Fn  (B)  is  a  polynomial  in  5®,  B*,  B^  etc.,  where  the  co- 
efficients of  the  several  powers  of  B  are  contained  in  the  table  of 
page  464. 

In  this  table  the  bottom  row  of  terms  gives  the  coefficients  of 
the  powers  of  B,  when  the  summation  indicated  in  (80)  is  per- 
formed with  n  =  2,  4,  6. . .  00 .  The  various  terms  in  the  columns 
were  employed  in  obtaining  the  last  row  by  addition. 
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The  coefficient  of  B^^  is  not  contained  in  the  table,  because  of  its 
numerous  terms,  but  its  value  when  summed  up  is 

255n^  +  6084n^  +  51396n»  +  177264n  +  193536 

10!  (n  +  l)(n  +  3)(n  +  6)(n  +  7)(n  +  9) 

Substituting  the  values  of  the  coefficients  multiplied  by  the 
corresponding  powers  of  B  and  summing  up  as  indicated  in  equa- 
tion (80),  we  obtain  for  the  power  the  expression 

^      c  L     160        3780  ^  56700      93556  ^         *  * '  I 

_      f^B^  _  ^B^         B«     _       B'^  1 

1 1120      6480  "^  83160      77395600  "^      "'I 

f    fi*  B*  7B*  1 

"^  *  145"360  "  24960960  "•"  6134720  ""  '"]    ^^^^ 

This  equaiion  gives  the  average  power  radiated  in  the  a&rial  hemi- 
sphere from  thefld'top  of  the  antenna  regarded  as  a  separate  radiator 
mth  the  distribviion  thai  it  has  under  the  fundamental  assumptions  of 
the  problem.  The  current  is  to  he  measured  in  absolute  electrostatic 
units,  and  the  power  is  in  ergs  per  second. 

In  this  equation  n  _  2ir6 

A 

It  remains  to  find  how  this  power  is  modified  by  the  mutual 
effect  consisting  of  the  interference  between  the  waves  emitted 
from  the  vertical  portion  of  the  antenna  and  the  waves 
emitted  from  the  horizontal  part.  This  is  the  subject  matter 
of  Part  III. 
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PARTm 
THB  MUTUAL  TERM  IN  POWER  DETERMINATION 

94.  The  Trigonometric  Relations. — In  Art.  92,  equation 
(56)  I  it  lias  been  shown  that  the  power  radiated  through  an  ele- 
ment of  surface  consists  of  three  terms  in  the  form 


dp  «  ^{E$  H^+E^Hx+2  cos  a  Ee  Hz) 


dS. 


The  first  two  of  these  terms  we  have  aheady  discussed.  Put- 
ting in  the  values  of  E0  and  Hz  from  equations  (19)  and  (55)  the 
remaining  power  term,  which  we  have  for  convenience  caUed 
mvtual  power,  becomes  in  the  time  average 

dv  = 5—: — T^' — 7  sin  —  \  cos  4^8mB  —  sin  (ficos^)  [ 

^      TCTo^  sin  ^  sin  ^        ro  I  J 

I  cos  B  cos  (A  cos  d)  —  sin  B  cos  B  sin  (il  cos  (?)  —  cos  G  |  (82) 

In  forming  this  equation  we  have  multiplied  the  expressio;^  for 
E0  of  eq.  (19)  by  the  expression  for 
Hz,  eq.  (55).  The  product  so  ob- 
tained contains  terms  involving  sin  r^ 
cos  T  plus  terms  involving  cos't.  The 
time  average  of  the  sin  r  cos  r  terms  is 
zero;  while  the  time  average  of  cos* 
r  is  ^;  these  facts  have  been  used  in 
forming  (82). 

To  be  able  to  integrate  equation 
(82)  we  must  replace  a,  z,  ^  and  dS 
by  their  values  in  terms  of  $,  <l>  and 
ro.    By  Pig.  3, 

z  =  To  cos  6 


FlQ.  10. 


dS  »  ro?  sin  6  dS  dff> 


(83) 
(84) 


In  the  spherical  triangle  of  Fig.  10,  a  is  represented,  as  de- 
fined, as  the  angle  between  6  and  ^,  while  opposite  to  a  the  side  is 
t/%  The  important  trigonometric  relation  in  a  spherical  tri- 
angle is  as  follows: 

I.  The  cosine  of  any  side  is  equal  to  the  product  of  the  cosines 
of  the  two  other  sides  plus  the  continued  product  of  the  sines  of 
these  sides  and  the  cosine  of  the  included  angle. 
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By  this  proposition,  referring  to  Fig.  10,  we  see  that 
COS  ^  =  COS  ^  COS  ^  +  sin  ^  sin  ^  cos  0 

=  sin  %  cos  0 
By  the  same  proposition 

ir 

COS  ^  =  COS  B  cos  ^  +  sin  0  sin ^  cos  a; 


(85) 


cos  a  =  — 


cos  ^cos^ 


or 


sin  9sin^^ 
cos  a  cos  B  cos  ^ 


sin  ^ 
and  by  (85)  this  becomes 

cos  a 


sin  B  sin  ^ 


cos  B  cos  ^ 


(86) 


(87) 


(88) 


sin  ^  1  —  sin*  B  cos*  ^ 

96.  Integration  for  Mutual  Power. — Now  substituting  the 
trigonometric  relations  (83),  (84),  (85),  (88)  into  equation  (82), 
we  obtain  the  following  integral  expression  for  the  time  average 
of  the  mutual  power  radiated  through  the  aJlbriai  hemisptiere: 


72  r'/2 
=  —  I      ( 


dB  sin  (A  cos  B) 


cos  B  cos  (A  cos  B)  — 


sin  B  cos  B  sin  {A  cos  B)  —  cos  G 
^'  cos  ^  sin  (B  sin  ^  cos  4>)  dip 


[cos  .  J 


—  COS  B  sin  ^  sin 


1  —  sin*  B  cos*  <f> 

0  d^ 


.    ^  r       cos* 

mS  I     -1 ^ 

J.    1  -  sm^ 


;] 


2/)  2^1  (89) 

'*^COS*0' 

This  is  a  very  complicated  expression  involving  the  integral  of  an 
integral. 

We  shall  first  proceed  to  perform  the  integration  with  respect 
to  4>. 

'cos  iff  sin  (jS  sin  B  cos  4i)  d<t> 


Let 


-r 


1  —  sin*  B  cos*  0 
and  break  the  integral  into  the  sum  of  two  integrals  thus: 


(90) 


-r-r 
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By  a  change  of  variable  in  the  second  of  these  two  integrals  by 
replacing  0  by  ^'  +  t,  we  find  that  the  integrand  is  unchanged, 
while  the  hmits  become  0  and  t,  so  we  may  write 


F  -  2  f""  ^^^  ^  sin  (g  si 
""J,  1  -  sin«  I 


sin  0  cos  <l>)  d4> 
6  cos^  <t> 


(91) 


Again  decomposing  this  into  the  sum  of  two  integrals  we  have 

-ir/2 


IJ.  Jx/2 


(92) 


and  changing  the   variable  in  the  second  integral  by  putting 
^  =  IT  —  .0',  the  second  integral  becomes 


Jt/2  fr/2 


—  d4>'  (—  cos  4>'){—  sin  (B  sin  ^  cos  *')) 


1  —  sin*  B  cos*  0 


2  A.f 


which  by  dropping  the  primes  and  substituting  in  (92)  and  (91) 
gives 

cos  0)  d4> 


_      T'/^  cos  4>  sin  (B  sin  ^  c 
~    J.  1  —  sin*  B  cos* 


(93) 


Now  expanding  in  series  as  follows: 

•    /D   •    />         .\       D   •    n        ^       fi«sin»^co8'0  . 
sm  [B  sin  B  cos  0)  =  5  sin  ^  cos  4> ^ + 

B*  sin*  e  cos*  0 


5! 


and 


z ^1-5 jTT  =  1  +  sin*  ^  cos*  0  +  sin^  ^  cos^  0  +  . . .    (93o) 

1  —  sm*  B  cos*  0  '  V      / 

and  by  taking  the  product  of  these  two  series  we  obtain 


=  4^  d0|Bsi 


+     B- 


sin  B  cos*  0 
B«l 


3!  J 


sin'  e  cos*  0 


f  _  £8  £6 

+  1^"  3!  +  5!J 
+  ... 


sin*  B  cos*  0 


] 


f94) 


Integrating  (94)  by  formula  483  of  B.  0.  Pierce's  Tables,  we 
obtain 
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-^[i 


Bmne 


+  2^61^-31+511"°** 
,  l-3-5-7f„       B*B'      B^\    .  ,, 


(95) 


We  shall  next  proceed  to  perform  the  second  integratioD  with 
respect  to  4t  indicated  in  (89).    For  abbreviation  let  us  write 

0d»         ^  .  p^'      cos*  0  d» 
9  cos*  *  ~    .1.     1  —  sin*  tf  cos*  <f> 


W 


r'     cos* » d»        ^  ^  r'/'      COS*  ^ 
1  —  sin*  $  COS*  ^        J,     1  —  sin* 


by  reasoning  similar  to  the  above.     Expanding  the  denominator 
by  (93a),  we  have 


W 


r/2 


d<f>coa^4> 


1  +  sin*  6  cos*  0  +  sin*  ^  cos*  0  +  . 


=  2x|i  + 


12  '    2-4 


1-3   .  -  ^  ,    1*3 -6  .  .  «  . 
sin*  6  +  7^-r^8in*  6+  .., 


24-6 


)   (96) 


(If  we  need  it,  this  integral  can  be  obtained  by  direct  integration 
in  the  form 

Tr=   2t( r— r-^- rrl 

Icos^  (1  +  cos^)  J 

but  the  expanded  form  is  more  useful  for  our  purpose.) 
Now  substituting  (95)  and  (96)  in  (89)  we  obtain 


-       2/ 


cos  B  cos  (A  cos  6) 


2  /V/2 

-  I       dS  COS  9  sin  (A  cos  6) 
—  sin  B  cos  0  sin  (A  cos  $)  —  cos  O  [ 
[i  (B  -  sin  B)  sin  tf 

+2^r- 3r-"°^)"°  * 

+  F4l;(^-3T+5T-^^)«°'* 

+  ...  ] 


(97) 
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To  evaluate  this  expression  we  must  obtain  the  following 
inte^als: 

r         r^^L  •  .  i»        ^  sin  (24  cos  ^)  ,^«. 

7i  =    I    dtfsm»ffoosff ^—75- (98) 


2 


/i  =    I      de  sin»  ^  COS*  0  sin*  (A  cos  6)  (99) 


d^si 

r/2 
dB  sin"  0  cos  9  sin  (A  cos  0)  (100) 

where  n  =  1,  3,  6,  7,. . . 

Iz  is  the  simplest  of  these  int^rals  and  will  be  considered  first. 
By  expanding  sin  (A  cos  B)  in  series  we  have 

r^^^   '  .^\  A        ,.       A»C08*g  .  A^cos^g  1 

/a  =    I      (Wsm*djAcos*^- — Tj — + — — — -...     [ 

which  by  Byerly  Int.  Calc,  Art.  99,  Ex.  2,  may  be  integrated  in 
Gamma  Functions  as  follows: 


^^H-V) 


A* 
+  . . .  (101) 


If  we  note  that 

'n  +  2  ,   ,\       n  +  2  n 


r(»±i  +  ,).!L±i!4J5r(|) 
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we  obtain 


n+  1 


) 


(1) 


31 


n{n  +  1)       3!  n(n+ 2)(n  +  4) 


+ 


5-31 


6!    n(n+ 2)(n+ 4)(n+ 6) 


-^©^("^) 


n(n  +  2) 


1  - 


2(n  +  4) 


+ 


4-2(n  +  4)(n  +  6)       6-4-2(n  +  4)(n  +  6)(n  +  8) 

In  like  manner 

"n  +  1 
I '  I  —  I  I '  I 

2A 


+  . 


.  j    (102) 


/i  = 


^  ©  ^  C-^) 


2n(n  +  2) 
(24)* 


© 


1         2(n  +  < 


2(n  +  4) 


+ 


{2  Ay 


+ 


■■] 


(103) 


4-2(n  +  4)(n  +  6)       6 -4 -2(71  +  4)(n  +  6)(n  +  8) 

Now  taking  up  integral  1%  from  equation  (99),  let  us  write  it 

T  r^%/l     •    na  2/>   1  1  -  COS  (2il  COS  6) 

/a  =    I      o^  sin**  B  cos^  ^  j ^ ^  ^ 

and  expanding  cos  (2A  cos  ^)  in  series,  obtain 

(2A)2cos2^       (2a)*  cos*  ^ 


2 


=  ^Jd«[8i 


Sin"  B  cos*  B 


+ 


2!  4! 

This  equation,  integrated  in  Gamma  Functions  between  the  limits 

0  and  t/2  gives 

m  +  1 


/,  =  i 


{Ml 

2! 


+0 


V    2 


Ml 
4! 


2r  (4^  +  1 ) 


+     . 
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2  A 


r3 


5(2A) 


n  (n  +  2)  (n  +  4)  12      4-2  (n  +  6) 

7(2^)^ 

6-4-2(n+6)(n  +  8) 


+ 


(104) 

Employing  the  values  of  /i,  It,  1%  found  in  equations  (103), 
(104)  and  (102)  we  may  write  the  expression  for  the  mutual  power 
in  the  int^p'ated  form 

2/*r     „f,„      .   ^.Ar.     i2Ay  ,    (2A)* 


V  = 


r        d//d        •     m-A  ft        (MTj^     (MIL 
[cosB((B-smB)3j[l-i275-  +  4T275T7- 

(24)« 


+ 


6-4-2'5-7-9 
^Ir      ^*      ,mB\3!Ar        (2A)«        (2^)« 

(2il)* 
6-4-2-7-911 

+  1^      yi+5!      "°^;TrL^"TT+4-2-9-ll 

{2  AY 


■] 


+ 


■] 


6-4-2-9-11-13 


+ 


] 


+ 


9 

+    . 


•    bJ1/b        •    R\2^'r3      5(2.4)«  ,       7(2A)« 
\2\  I  Z-b  L2       4-2-7      6-4-2-7- 

9(2.4)" 
8-6-4-7-9.il 

"^  2-4\         3!  /3-5-7L2       4-2-9  "^  6-4-2-911 

(2A)« 
8-6-4-2-9-11-13  "^   ■ 

.    1-3-5/p      B»  ,  B«       .    p\     8A«     r3       5(2^)'  . 
+  2^4^ r  ~  3!  +  5!  ~ '•" ^; 3^5^7^L2  -  4^2^!  + 

(2^)^ 9(2ii)» 

6-4-211-13      8-6-4-2-11-13-16 

+  •      •  ;, y    1  ^, 

-  CO8G  jl  (b  -  ™b)|[i -^  + jT^- 


■] 


■] 


+       . 


■] 


6 


6-4-2-5'7-9 


+   . 


] 
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+  2^1^-3!  -"'"^JFsL^ -2^  + r2T^- 

6-4-2-7-911  ^   ■    ■    ■] 
,   1-3-5  /p      B*    ,B*        .    d\    8A     r,       ^*    . 

4-2-911       6-4-2-911.13^   "    "     J 
+ }]  (104) 

If  now  we  recall  that  G  =  A  +  B,  it  will  be  seen  that  the 
equation  (104)  i^  entirely  in  terms  of  A  and  B  and  /. 

For  purpose  of  computation  it  is  found  advisable  to  expand  all 
of  the  trigonometrical  expressions  in  power  series  and  then 
perform  with  them  the  indicated  operations.  This  was  done 
with  considerable  labor  and  gave  the  following  expression  for 
mutual  power: 

p  =  ^[a»{.0261B«  -  .00586B'  +  .000515fi»  -   .    .    . 

+  A*  j.0055B»  -  .003175"  +  .000442B'  - 

.0000297B»  +  .   .   .1 

-  .003435*  +  .0008085'  -  .00007465'  +  .    .    .  j 

-  .001065*  +  .0006035"  -  .00008285^  + 

.0000055B*-.    .    . 

.001265*  -  .  00028JS«  +  .0000238B«  -  .    .    .  j  ]  (105) 

This  eqiuUion  gives  the  thne  average  of  the  power  radiated  in  ihe 
aerial  hemisphere  by  the  mutual  effect  of  the  fields  from  both  parts 
of  the  antenna  and  is  the  correction  to  be  added  to  the  power  radiated 
by  the  two  parts,  estimated  as  independent  of  each  other.  The 
current  I  is  in  absohde  c,g,s,  electrostatic  units,  and  the  power  is 
in  ergs  per  second. 

96.  Summatioa  of  Flat-top  Power  and  Mutual  Power.*-- 
We  have  obtained  in  equation  (81)  the  time  average  of  flat-top 
radiated  power,  and  in  equation  (106)  the  time  average  of  mutual 
radiated  power.    If  we  replace  the  ik  of  (81)  by  its  value  in 


+  A' 


+  A' 
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terms  of  A,  the  two  expressions  may  be  added  together.  At  the 
time  of  the  addition  we  shall  reduce  the  unit-s  to  the  practical 
system  of  multiplying  the  right-hand  sides  of  both  power  equations 
by  30  times  the  velocity  of  Ught  in  centimeters  per  second  {i.e.,  by 
30  c),  and  obtain 

p  =  60/«  [ il«  {.05955*  -  .01167fi«  +  .0009745*  - 

.0000458B"  +  .    .    .  j 

+  A'  j  .0055B'  -  .003175*  +  .0004425^  - 

.00002975*  +  .    .    .  j 

-  A*  j  .010585*  -  .002045*  +  .0001715«  + 

.00000825"+.    .    .1 

-  A^  1.001065'  -  .0006035"  +  .00008285"  - 

.00000555»  + . 
+  A*  {.001965*  -  .000325«  +  .0000335*  -   .    . 

+ ]  (106) 

This  is  the  total  power  contribution  of  the  flat  top  by  virttie  of  its 
individual  and  mutval  action.  The  power  is  in  watts,  and  the  current 
I  is  in  amperes. 

Certain  Tables  computed  in  the  next  Part  of  this  chapter 
make  calculations  with  this  series  comparatively  simple. 

IV.  COMPUTATIONS  OF  RADUTION  RESISTANCE 

97.  Eqtiatioii  for  Radiation  Resistance. — If 

a  »  length  of  vertical  part  in  meters, 

b  =  length  of  horizontal  part  in  meters, 

Xo  =  the  natural  wavelength  of  the  antenna  in  meters, 

X  =  the  wavelength  in  meters  of  the  antenna  as  loaded  with 

inductance  at  its  base, 

J.       2wa 

5  =  -j^, 

irXo 
q  =  -—' 
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we  may  obtain  the  radiation  resistance  of  the  antenna  by  dividing 

the  power  radiated  by  the  mean  square  of  the  current  at  the  base 

of  the  antenna.    This  mean  square  current  at  the  base  of  the 

antenna  is  by  (5) 

-,     D  sin^  (g/2) 
/o  = 2 

Performing  this  division  as  to  the  flat-top  power  employing 
equation  (106)  and  adding  the  result  to  the  radiation  resistance 
for  the  vertical  portion  as  given  in  equation  (44)  we  obtain  for  the 
total  radiation  resistance  of  the  antenna  the  equation 

fio  =  g|^2  (a/2)  |*^~  **  ^^^  ^  -  fis  sin  g  + 

TtA^  +  r^A'^ -rji^-r^^-\'r^^+  .    .    .}       (107) 
This  is  Radiation  Resistance  in  Ohms,  where 


7!6 

fa«  4-  9»  —  fi  a*  4-  2»  - 

Rt  =  15 


^^'  +  ^'-^^2Ar-^-L±,%Iili2A)^  + 


4!3         '      '  6!5 

J.  9'  _  Q 

(2A) 


7*4.2'  -  9,„^,,_ 


8!7 


•  •  • 


r,  =  120  J.0595B*-  .01 1675*+ .000974B«-. 00004585"+.  .  .) 

U  =  120  1.00555'  -.003175'^ +.0004425^  - 

.0000297B*  +  .   .  .  ) 


U  =  120 


.0106S*  -.00204B«  +  .000171B*  - 

.0000082^10  + .   .  . 


U  =  120 


.00106fi»  -.0006025*  +.0000835^  - 

.00000555»+.   .  . 
re  =  120  j. 001965*  -  .000325«  +  .00003358  -  .    .    .  }         (108) 

98.  Tables  of  Coefficients  of  Radiation  Resistance.— There 
follow  in  Tables  I  and  II  the  values  of  the  coefficients  Ri,  5j,  &• 
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ri,  rs,  Ti  n,  re,  for  various  values  of  A  and  B  respectively, 
tables  have  been  computed  by  the  equations  (108). 

Table  I. — Coefficients  Ri,  Rj,  and  Rs 


These 


2A 

\/4a 

Ri 

Rt 

At 

0.1 

31.416 

0.04998 

0.049919 

0.002498 

0.2 

16.70 

0.19971 

0.19870 

0.01994 

0.3 

10.47 

0.44848 

0.44344 

0.06700 

0.4 

7.86 

0.79621 

0.78107 

0.1679 

0.5 

6.28 

1.2383 

1.20634 

0.3060 

0.6 

6.236 

1.7769 

1 . 6969 

0.6241 

0.7 

4.488 

2.4066 

2.2602 

0.8232 

0.8 

3.927 

3.1240 

2.8786 

1.2137 

0.9 

3.491 

3.9290 

3.6403 

1.696 

1.0 

3.141 

4.8166 

4.2316 

2.300 

1.1 

2.864 

5.7837 

4.9383 

3.009 

1.2 

2.616 

6.8232 

6.6442 

3.823 

1.4 

2.241 

9.160 

7.000 

6.90 

1.6 

2.092 

10.3392 

7.611 

6.999 

1.6 

1.962 

11.64 

8.15 

8.36 

1.732 

1.812 

13.416 

8.798 

10.li3 

1.8 

1.743 

14.40 

9.10 

11.20 

2.00 

1.670 

17.241 

9.660 

14.364 

2.20 

1.427 

20.15 

9.66 

17.80 

2.236 

1.403 

20.778 

9.608 

18.470 

2.40 

1.307 

23.22 

9.00 

21.42 

2.60 

1.207 

26.37 

7.90 

26.20 

2.642 

1.189 

27.053 

7.60 

26.927 

2.80 

1.121 

29.40 

6.22 

29.06 

3.141 

1.000 

34.45 

2.12 

36.64 

Table  U. — Coefficients  rs,  ra,  etc. 


B. 

X/46 

ri 

rt 

u 

r» 

r« 

1.4 

1.112 

18.^36 

0.282 

2.34 

0.047 

0.806 

1.2 

1.31 

11.09 

0.370 

2.00 

0.079 

0.409 

1.0 

1.67 

6.86 

0.330 

1.06 

0.064 

0.211 

0.8 

1.96 

2.48 

0.209 

0.469 

0.038 

0.090 

0.6 

2.61 

0.868 

0.066 

0.162 

0.022 

0.0362 

0.4 

3.93 

0.177 

0.042 

0.032 

0.0074 

0.0062 

0.2 

7  86 

0.0092 

0.006 

0.002 

0.001 

0.0004 

0.37 

4.23 

0.130 

0.019 

0.0232 

0.0060 

0.0043 

0.57 

2.76 

0.703 

0.101 

0.126 

0.0194 

0.0127 

0.77 

2.04 

2.234 

0.218 

0.400 

0.040 

0.0752 

0.97 

1.62 

6.260 

0.317 

0.937 

0.061 

0.180 

1.17 

1.34 

10.18 

0.367 

1.822 

0.073 

0.356 

1.37 

1.16 

17.20 

0.280 

2.990 

0.069 

0.604 

476 


ELECTRIC  WAVES 


[Chap.  IX 


99.  Curves  of  Resistance  Due  to  Radiation  from  the  Flat- 
top.— ^We  shall  now  proceed  to  discuss  the  curves  of  radiation  re- 
sistance of  variously  proportioned  antenns  when  employed  at 
various  wavelengths  relative  to  the  natiual  wavelength.    As  pre- 
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FiQ.  11. — RadiAtion  Resistance  of  horizontal  top  portion  of  antenna  plotted 
against  values  of  B.  The  separate  curves  numbered  .1,  .2,  .3,  etc.  to  1.0  are 
for  values  of  A  —  .1,  .2,  .3,  etc.  to  1.0. 

liminary,  the  resistance  due  to  radiation  from  the  flat-topped 
portion  of  the  antennse  is  first  computed.  The  equation  for  this 
is  the  summation  of  terms  in  (107)  containing  the  small  r's  as 
factors;  that  is. 


Rq  = 
due  to 


1 


sin«  (g/2) 


{r2il^  +  r3A»-r4A*-rsA«  +  reA«+  .  .  .j 


(109) 


II  Sm  *"  fi 

Hi  ^ 


_  of  B  only,  as 

3!^  B  are  given,  the 

.■The  results  of  the 

^  plotted  Id  Fig.  U. 


^> 
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In  this  figure  values  of  B  are  the  abscissse,  while  the  flat-top 
resistances  in  ohms  are  ordinates.  The  separate  curves  num- 
bered .1,  .2,  .3,  etc.j  to  1.0  are  for  values  of  A  ^  0.1,  0.2,  0.3, 
etc.  to  1.0. 

The  outside  end-points  of  these  several  curves,  through  which 
a  limiting  curve  is  drawn,  are  determined  by  the  equality  of  the 
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"FlQ.  13. — Enlarged  view  of  some  of  the  curves  of  Fig.  12. 
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impressed  wavelength  X  and  the  natural  wavelength  of  the  an- 
tenna Xo;  that  is,  by  the  value  of  A  +  fi  =  7i/2,  which  is  the 
largest  value  A  +  B  can  have  for  the  fundamental  oscillation  of 
the  antenna. 

100.  Curves  of  Total  Radiation  Resistacne. — ^The  next  step 
consists  in  computing  the  radiation  resistance  of  the  vertical 
portion  of  the  antenna,  using  the  first  three  terms  of  equation 
(107),  and  employing  a  large  number  of  values  of  A  and  B,  To 
these  values  of  resistance  due  to  the  vertical  portion  of  the  an- 
tenna the  corresponding  resistance  of  the  flat-top  are  added  so 
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_  ^for  various  values 

ll«gfeV£ri>&'#^' values  of  A+B 
Sj&^if^'^Z^Sf^  '^  absciasffi  and 
**'""        **       i(jJf||[§P  an  enlarged  view 


>.  make  the  familv 


.^Ch&  XA«-    The   ieparate 
^J^Sa),  0.2,  0.3,  etc. 

iai^the  final  curves  of 

'      'if  the  ratio  of  the 

igth  (that  is  X/Xo) 

■Jength  of  antenna 

i^vt  of  certain  of  the 


Vertical  Antenna 
the  Base.— 

total  radiation 


^^g^^i^H^tenna   for    various  wave- 


^W'^HPS^€S'fl)iP'«@^  inductances  at  the  base. 
I  WS'i  WtF^S  tP  7  =  0  curve  of  Figs.  U 


^R^^^^.R.  ^R.  .til  lis'.  lW~^* 

•deaiieV^&ac3D>«^a?^M  of  Fig.  14  with  the  larger  vmlun 

....     .«. .«.;»;  :^r-^- 

4¥f'*^'^t^'''^'*^a'-9?^  values  which  were  used  in 

.  ^Tjomputed  on  the  assumption 

This  latter  assumption' 

^:S*<^^^#;^*^^^cic^<^i°'>  (^)  (>f  ^rt-  7B,  and  noting 

^Biii*'w''%^  ^£^^^  ^^  ^£^^  bemisphere,  whence 
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Table  IIL — ^Resistance  of  a  Straight  Vertical  Antenna  for  Different  Values 
of  Wavelength  Obtained  by  Inductance  at  the  Base 


XAo  ratio  of  wavelength 
to  natural  wavelength 

Rt  radiation  resistance 
in  ohms  computed  by 
present  theory 

Radiation  resistance 

in  ohms  computed  on 

doublet  theory 

1.00 

36.57 

98.7 

1.12 

26.40 

78.7 

1.21 

21.70 

67.3 

1.31 

17.65 

57.5 

1.43 

14.28 

48.2 

1.57 

11.62 

40.0 

1.74 

9.10 

32.6 

1.97 

6.92 

25.4 

2.24 

5.19 

19.7 

2.62 

3.78 

14.4 

3.14 

2.68 

10.0 

3.93 

1.65 

6.40 

5.26 

0.90 

3.60 

7.85 

0.30 

1.16 

15.70 

0.082 

0.40 

31.42 

0.01 

0.10 

gives 


R  =  160 


T^a^ 


It  is  seen  that  the  departure  of  the  present  theory  from  the 
doublet  theory  is  very  large  for  the  straight  vertical  antenna,  as 
should  be  expected. 

It  should  be  noted  that  the  first  value  in  the  column  of  resist- 
ances computed  by  the  present  theory  agrees  with  the  value  for 
this  case  computed  by  Abraham  in  the  work  cited  in  Art.  89. 
This  one  value,  for  the  fundamental  oscillation,  is  the  only  value 
arrived  at  by  Abraham  and  is  the  case  of  a  straight  vertical 
antenna  oscillating  with  its  natural  frequency.  Abraham's 
other  computed  values  are  for  the  harmonic  vibrations  with 
more  than  one  loop  of  potential  alwajrs  without  loading  the 
antenna  by  inductance,  and  without  any  flat-top  extension  of 
the  anteima. 

For  convenience  Table  II  at  the  end  of  the  book  contains 
computed  values  of  Total  Radiation  Resistance  for  Flat-top 


but  I  is  length  of  whole  doublet,  and  therefore  is  2a,  whence 

«  =  160 
31 


X* 
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Antennffi  of  various  ratios  of  horizontal  length  to  vertical 
length  and  for  various  ratios  of  wavelength  X  to  natural  wave- 
length Xo. 

102.  Comparison  of  Computations  on  the  Present  Theory 
with  Dr.  Austin's  Values  for  the  Battieship  '^  Maine." — ^Figure 
16  gives  the  Radiation  Resistance  of  the  Antenna  of  the  Battle- 
ship "Maine"  as  computed  by  the  present  Theory  in  comparisoD 
with  Dr.  Austin's  measured  values  of  the  total  resistance  of  this 
antenna,  and  in  comparison  with  values  computed  on  the  doublet 
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Fio.  16. — Total  Radiation  Resistance  vn.  Wave  length  for  the  Antenna  of 
the  Battleship  "Maine."  Black  dots  are  Dr.  Austin's  observed  values;  heavy 
line,  computations  by  present  theory;  light  line,  computations  by  doublet  theoo*' 

theory  of  Hertz.  The  black  dots  of  Fig.  16  are  Dr.  Austin's 
observed  values.  The  heavy  Une  was  obtained  by  computation 
by  the  present  theory,  and  the  weaker  Une,  by  computation  re- 
garding the  antenna  as  a  doublet  of  half-length  equal  to  the  ver- 
tical height  of  the  antenna. 

It  is  seen  that  the  departure  between  the  present  theory  and  the 
doublet  theory  is  not  so  great  as  in  the  case  of  the  straight  vertical 
antenna,  for  the  reason  that  the  doublet  theory  becomes  more 
nearly  correct  as  the  half-length  of  the  oscillator  becomes  small 
in  comparison  with  the  wavelength. 
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Neither  of  the  theories  gives  a  rising  value  of  the  resistance  with 
increase  of  wavelength,  and,  as  Dr.  Austin  has  pointed  out,  his 
rising  values  for  long  waves  are  probably  not  due  to  radiation 
from  the  antenna  but  possibly  to  dielectric  h3n3teresis  in  the 
ground  beneath  the  flat-top. 

I  do  not  give  more  extended  comparisons  with  experimental 
values  at  the  present  time,  because  I  am  now  making  some  ex- 
periments to  see  how  much  reliance  may  be  placed  in  antenna 
resistance  measurements  made  by  buzzer  methods  of  excitation 
in  comparison  with  measurements  made  by  excitation  with  gaseous 
oscillators  and  other  methods  of  continuous  excitation. 

103.  Example  of  Different  Methods  of  Constructing  an  An- 
tenna that  Will  Have  a  Specified  Resistance  for  a  Given 
Wavelength. — ^Let  it  be  required  to  construct  an  antenna  that 
will  have  a  given  resistance  (4  ohms,  say)  for  a  given  wavelength 
(2000  meters,  say).  To  solve  this  problem,  it  is  only  necessary 
to  look  up  the  four  ohm  point  on  the  different  7-curves  of  Figs. 
14  or  15,  and  find  the  corresponding  value  of  X/Xq.  We  can  then 
find  the  Xo  of  the  antenna,  since  X  is  given.  Dividing  the  Xo 
by  4  we  obtain  the  total  length  of  antenna.  The  value  of  7 
gives  the  fractional  part  of  this  length  which  is  to  be  horizontal. 
The  complete  result  is  tabulated  in  Table  IV. 

Table  IV. — Constants  of  the  Different  Antenne  that  have  4  Ohms  Re- 
sistance at  2000  Meters 


y 

xAo 

x« 

Total 
length, 
meters 

Vertical 

length, 

meters 

Horisontal 
length, 
meters 

Intensity 

factor  in 

horisontal 

plane 

0.8 

1.076 

1860 

465 

93.0 

372.0 

0.275 

0.7 

1.39 

.1435 

359 

107.7 

251.3 

0.300 

0.6 

1.67 

1198 

299 

119.6 

179.4 

0.310 

0.5 

1.94 

1030 

258 

129.0 

129.0 

0.312 

0.4 

2.18 

916 

229 

137.4 

91.6 

0.313 

0.3^ 

2.32 

861 

215 

150.5 

64.5 

0.314 

0.2 

2.44 

820 

205 

164.0 

41.0 

0.315 

0.0 

2.52 

793 

198 

198.0 

00.0 

0.320 

I'he  question  as  to  which  of  these  antenna  to  choose  for  the 
given  purpose  is  now  chiefly  a  problem  in  economics.  The 
economic  question  is,  which,  for  example,  is  cheaper:  Two 
poles  or  towers  93  meters  high  and  372  meters  apart,  or  one  tower 
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198  meters  high?  This  of  course  pre-supposes  that  it  is  designed 
to  use  a  flat-top  antenna  instead  of  some  other  type,  such  as  an 
umbrella. 

The  problem  is,  however,  not  wholly  economic  because  the 
lower  antenna  would  be  preferable  as  a  receiving  antenna  on 
account  of  its  weaker  response  to  atmospheric  disturbances. 
There  is  also  the  further  question  as  to  which  of  the  tabulated 
antennae  will  give  the  greatest  vertical  intensity  of  electric  and 
magnetic  force  on  the  horizon  at  a  distant  receiving  station. 
This  is  the  subject  matter  of  the  next  Part  (Part  V). 

PART  V 
FIELD  INTENSITIES  AND  SUMMART 

104.  The  Electric  and  Magnetic  Intensities  at  a  Distant 
Point  in  the  Horizontal  Plane. — Equation  (19)  gives  the  values 
of  the  electric  and  magnetic  intensities  at  a  distant  point  due  to 
the  vertical  portion  of  the  antenna.  If  we  replace  I  of  that 
equation  by  its  value  in  terms  of  Jo  from  equation  (6))  and  make 
cos  9  =  0,  we  have  the  intensities  in  the  horizontal  plane  in  terms 
of  /o,  which  is  the  amplitude  of  the  current  at  the  base  of  the 
antenna.    This  gives 

Fcos  B  —  cosCr 
E,  =H^  =?^cos^(c<-ro) 


CTq 


.    irXo 


(111) 


The  quantities  outside  the  square  brackets  are  constant  for  a 
given  distance  tq  and  a  given  ampUtude  of  transmitting  current 
7o.  The  relative  intensities  are  therefore  determined  by  the 
factor  in  the  square  brackets,  which  we  may  designate  by 


y,  _  cos  B  —  cos  G 


.    ^Xo.  (112) 

^^^2X 


Using  the  values  of  B,  G,  given  in  equation  (20)  and  the  value 
of  7  in  (110),  this  equation  (112)  becomes 


^irXo\  tXo 

COST  l-s^r)  —  cos 


/irXo\ 

X  = ^^ — —  (113) 

.    tXq 
sm 


2X 


}t* 
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all  distant  points  in  space.  These  field  intensities  are  summed 
up  for  all  the  doublets  with  strict  allowance  for  the  differences 
of  phase  due  to  different  doublets;  the  summation  gives  the 
resultant  field  intensities.  Then  by  Poynting's  theorem  the 
power  radiated  from  the  antenna  through  a  distant  hemisphere 
(bounded  by  the  earth's  surface  assumed  plane)  is  computed  by 
the  integration  of  a  number  of  intricate  expressions.  From  the 
radiated  power  the  radiation  resistance  is  obtained  by  dividing 
by  the  mean  square  of  the  ciurent  at  the  base  of  the  antenna. 
Tables  of  coefficients  for  computing  radiation  resistance  are 
given,  and  curves  are  plotted  of  the  calculated  values  of  radiation 
resistance  for  different  ratios  of  the  length  of  the  flat-top  to  the 
total  length  of  the  antenna  and  for  different  relative  wavelengths 
obtained  by  loading  the. antenna  with  inductance.  Table  II  at 
end  of  volume  gives  for  ready  reference  computed  values  of 
Radiation  Resistance  for  Various  Antennse  used  at  various  wave- 
lengths. Curves  are  also  given  for  determining  the  relative 
electric  and  magnetic  field  intensities  in  the  horizontal  plane  for 
differently  proportioned  antennse  variously  loaded.  Various 
equations  developed  in  the  treatment  may  find  application  to 
problems  in  the  design  of  radiotelegraphic  stations.  Although 
this  investigation  was  undertaken  in  ignorance  of  a  simple  case 
investigated  by  Professor  Max  Abraham,  by  a  similar  fundamental 
method,  his  work  was  discovered  early  in  the  course  of  the  treat- 
ment and  served  as  a  check  on  one  of  the  resistance  values  here 
given. 
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APPENDIX  I 

MATHEMATICAL  NOTES 

Note  1.  Proof  fhat  the  Sum  of  Two  or  More  Solutions  of  a 
Homogeneous  Linear  Differential  Equation  is  a  Solution. — ^Let 
us  take  for  example  the  equation 

(1) 


• 

^       ^  dH       ^  di      i 

Suppose  that 

i  =  ti  is  a  solution 

and 

(2) 

i  =■  i%  is  another  solution  (3) 

to  prove  that  ii  +  ^2  is  a  solution. 

By  condition  (2),  t'l  substituted  for  i  in  equation  (1)  reduces 
the  right  hand  to  zero:  that  is 

Likewise,  condition  (3)  gives 

Adding  equations  (4)  and  (5)  and  distributing  the  differen- 
tiations (which  can  be  done  only  when  the  derivatives  are  of  the 
first  degree)  we  obtain 

0  =  L ^—  +  B— — —  +  — ^_  (6) 

whence  it  appears  that  the  sum  of  ii  and  t2  substituted  in  the 
original  equation  satisfies  it;  that  is,  the  sum  of  the  solutions  is  a 
solution,  as  was  to  be  proved. 

If  we  have  a  third  solution  it  can  be  combined  with  the  sum 
of  the  first  two  solutions,  just  as  the  first  solution  was  com- 
bined with  the  second  so  that  the  sum  of  any  number  of  solutions 
is  a  solution. 

Note  2.  The  Sum  of  Multiples  of  Several  Solutions  of  a  Homo- 
geneous Linear  Differential  Equation  is  a  Solution. — If  i  —  t'l  is  a 
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solution,  equation  (4)  is  true.     Multiplying  equation  (4)  through 
by  any  quantity  Ai,  we  obtain 

0  =  ^J,^  +  il.fi^  +  ^  (7) 

and,  if  A 1  is  independent  of  t  ({.e.,  a  constant)  we  may  introduce 
it  within  the  sign  of  differentiation  (only  provided  all  the  deriva- 
tives enter  only  to  the  first  degree)  and  obtain 

which  is  our  original  equation  (1)  with  A\ii  substituted  for  t. 
Therefore,  i  =  Aiti  is  a  solution  of  (1). 

Likewise,  if  i  ~  is  is  a  solution,  it  can  be  proved  that  A  sis  is  & 
solution,  and  by  the  proposition  above  their  sum  is  a  solution. 

The  conclusion  is  this.  //  we  have  a  linear^  homogeneous  dif- 
ferential equation  with  constant  coefficients,  and  we  find  several 
solutions  of  the  equation,  we  may  take  any  number  of  the  solutions^ 
mvUijAy  each  by  any  arbitrary  constant  and  add  together  the  mvi- 
tiples  and  obtain  thereby  a  result  which  is  a  solution  of  the  original 
differential  equation. 

Note  3.  IHxxrf  that  the  Number  of  Independent  Arbitrary  Con- 
stants in  the  Solution  of  a  Differential  Equation  Cannot  be 
Greater  than  the  Order  of  the  Differential  Equation. — As  a  first 
step  toward  the  proof  of  this  proposition,  let  us  consider  the  for- 
mation of  some  differential  equations  by  the  elimination  of 
constant  from  a  relation  between  the  dependent  variable,  the 
independent  variable,  and  the  arbitrary  constants. 

Example  1.    Given 

y  =  Ax  (9) 

in  which  A  is  an  arbitrary  constant;  to  form  an  equivalent  dif- 
ferential relation  between  y  and  x,  not  containing  A.  This  can 
be  done  by  the  elimination  of  A  between  (9)  and  its  derivative 
equation.  Only  one  derivative  equation  is  necessary;  namely, 
the  equation  obtained  by  taking  the  first  derivative  of  (9).  This 
derivative  equation  is 

t  -  ^  (■«> 

Eliminating  A  between  (9)  and  (10)  we  obtain 

xg-y  =  0  (11) 


I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 
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The  differential  equation  (11)  is  an  equation  of  the  first  order. 
It  is  of  the  second  d^ree.  The  d^ree  of  the  equation  cannot  be 
determined  by  the  number  of  arbitrary  constants  in  the  solution. 
On  the  other  hand,  the  number  of  arbitrary  constants  determines 
the  minimum  order  of  the  resulting  differential  equation.  The 
differential  equation  cannot  be  of  an  order  lower  than  the  first, 
when  the  solution  contains  one  arbitrary  constant,  for  in  order  to 
eliminate  the  constant  two  equations  are  required — ^the  given 
equation  (9)  and  some  derivative,  which  results  in  a  differential 
equation  of  order  at  least  as  high  as  the  first. 

Example  2.    Given 

y  =  Aie*»*  +  A^^  +  A^^,  (12) 

in  which  t  is  the  independent  variable,  and  Ai^  At^  and  As  are 
arbitrary  constants,  to  form  a  differential  equation  of  which  (12) 
is  a  solution.  To  eliminate  the  three  arbitrary  constants,  four 
equations  are  necessity:  for  example,  the  equation  (12)  and  three 
equations  obtained  by  taking  successive  derivatives  of  (12).  The 
successive  derived  equations  are 

^  =  Aikie^^'  +  AJc^^  +  AJc^fi^^  (13) 

^  =  4ifti2e*>*  +  AJci'i^^  +  AJci'^  (14) 

^  =  ilifci'e*^'  +  AJc^^e^^  +  AafcaV-*  (15) 

Now  an  elimination  of  the  arbitrary  constants  from  (12),  (13), 
(14)  and  (15)  gives 

^  -  (Ai  +  A,  +  kz)  §  +  (fcifc,  +  fciAj,  +  kjcz)  ^  -  krkjczy  =  0 

(16) 

which  is  a  differential  equation  of  the  third  order. 

It  is  apparent  that  the  three  constants  of  (12)  cannot  be  elimi- 
nated without  using  at  least  three  of  the  derived  equations,  and 
arriving  at  a  differential  equation  of  at  least  the  third  order. 

In  like  manner,  if  we  have  a  functional  relation  containing  n 
arbitrary  independent  constants,  and  we  eUminate  the  constants 
by  using  the  derived  equations,  we  shall  finally  arrive  at  a  dif- 
ferential equation  of  at  least  the  nth  order. 

We  have  said  at  least  the  nth  order,  for  it  is  apparent  that,  if 


492  ELECTRIC  WAVES 

we  had  wished,  we  might  have  used  higher  derivatives  than  the 
nth  in  order  to  eUminate  the  n  constants. 

The  conclusion  is:  The  solution  of  a  differential  equalian  cannot 
contain  more  arbitrary,  independent  constants  than  the  order  of  the 
differential  equation. 

Note  4.  A  Solution  Containing  n  Independent  Arbitrary  Con- 
stants is  the  Most  General  Solution  of  a  Linear,  Differential 
Equation  of  the  nth  Order  with  Constant  CoeflSlcients,  and  Em- 
braces Every  Other  Solution  as  a  Special  Case,  Obtainable  by 
Giving  Specific  Values  to  the  Constants. — We  shall  prove  this 
proposition  first  for  the  case  in  which  the  differential  equation  is 
homogeneous.  Taking  t  for  the  independent  variable  and  y  for 
the  dependent  variable  let 

y=  Ai/i(0  +  AJ^{t)  +  .  .  .  AJnif)  (17) 

be  a  solution  of  a  Unear,  homogeneous  differential  equation  of  the 
nth  order,  and  let  this  solution  contain  n  arbitrary,  independent 
constants  Ax,  A%j  .   .    .  -An-    To  prove  that  any  other  function 

y  =  /r(0     .  (18) 

cannot  be  a  solution  unless  derivable  from  (17)  by  giving  proper 
values  to  some  of  the  constants.  For  if  there  is  such  a  solution 
(18),  then 

2/  =  A,/i  +  A2/2+    .     .     .An/n  +  A./,  (19) 

is  a  solution  by  Note  2,  where  Ar  is  a  new  arbitrary  constant- 
But  by  Note  3  this  cannot  be  for  it  is  impossible  to  have  in  the 
solution  more  independent  arbitrary  constants  than  the  order 
of  the  equation.  Therefore,  (18)  cannot  be  a  solution  unless  it 
be  a  special  case  of  (17).  It  may  be  such  a  special  case,  for  in 
that  case  it  would  not  bring  with  it  a  new  arbitrary  constant  At* 

The  proof  thus  far  holds  only  provided  the  Unear,  differential 
equation  is  also  homogeneous,  for  only  in  case  of  the  homogeneous 
Unear  equation  does  the  proposition  of  the  additivity  of  multiples 
of  solutions  (Note  2)  apply. 

Next  let  us  treat  the  case  in  which  the  original  Unear,  differential 
equation  is  not  homogeneous.  The  general  form  of  this  equation 
may  be  written 
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in  which  P,  Pi,  Pj,  P»  are  constant  coefficients.  For  reference 
let  us  write  down  the  equation 

Suppose  that  we  have  a  solution  of  (20)  containing  n  independent 
arbitrary  constants,  Ai^  A^,  .   .    .  A»,  in  the  general  form 

!/i  =  il/l  +  ii^l  +  .    .    .  +  Anfn  (22) 

in  which  /i,  /i,  .  .  .  /«  are  functions  of  t.  If  there  is  any  other 
solution  of  (20)  not  comprehended  in  (22),  let  it  be 

yt  =  Mt)  (23) 

If  (22)  and  (23)  are  both  solutions  of  (20),  then 

y  =  yi  -  ya  (24) 

is  a  solution  of  (21),  for  yi  reduces  the  left-hand  member  of 
(20)  to  fit),  and  yj  reduces  the  left-hand  member  of  (20)  to  the 
same  /(O ;  and  by  subtraction  y  =  yi  —  yj  reduces  this  member 
to  0,  and  therefore  satisfies  (21). 
Also  by  Note  2, 

y  =  Ar(yi  -  ya)  (25) 

where  ilr  is  any  arbitrary  constant,  is  a  solution  of  (21).     That  is 

y   =  ArA^i  +  ArAifi  +     .      .      .     +  ArAnfn  +  Arfr         (26) 

must  be  a  solution  of  (21);  which  is  impossible,  because  it  con- 
tains n  +  1  arbitrary  constants,  unless  fr{i)  is  a  special  case  of 
2/1.  We  have  the  result  that  if  we  have  of  equation  (20)  any 
solution  containing  n  arbitrary  independent  constants  it  is  the 
general  solution,  and  contains  any  other  solutions  as  a  special 
case  obtainable  by  giving  specific  values  to  some  of  the  arbitrary 
constants. 

Whether  the  original  linear,  differential  equation  is  homogene- 
ous or  not,  we  have  proved  the  proposition  stated  at  the  head  of 
this  note. 

When  the  equations  are  not  linear  it  is  proved  in  books  on 
differential  equations  that  the  general  solution  of  the  nth  order 
equation  has  n  arbitrary  constants  but  that  there  are  certain 
singular  soliUions  which  are  not  derivable  from  the  general 
solution  by  giving  specific  values  to  the  arbitrary  constants. 
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In  employing  the  criterion  of  this  note  as  a  test  of  the  generality 
of  the  solution,  care  must  be  taken  to  ascertain  that  the  n  arbi- 
trary constants  are  independent.  If  they  are  not  independent 
the  solution  is  not  the  general  solution. 

Note  6.  General  solution  of  the  equation 

^J  +  pi  =  f  (t)  (27) 

where  p  is  a  constant. 

For  reference  write  down  the  equation 

|  +  ?«  =  0  (28) 

Let  t  =  Ti  be  any  solution  of  (28),  where  7*2  is  a  function  of  ^ 
If  we  indicate  the  time  derivatives  of  T^  by  T'j,  we  shall  have  by 
(28) 

T\  +  pTa  =  0  (29) 

Now  let  the  complete  solution  of  (27)  be  written  in  the  form 

i  =  TiTa  (30) 

where  Ti  is  also  a  function  of  t.    Then  by  (27) 

r  iT,  +  TxT't  +  vTiTt  =  /(O  (31) 

whence  by  (29) 

T\T^  =  /(O  (32) 

Integrating  we  obtain 

Therefore,  by  (30) 

.• .  r,[//^  +  X  ]  (33) 

Now  Ts  is  any  solution  of  (28);  The  simplest  solution  may  be 
used,  and  (33)  will  still  be  true.  The  simplest  T%  that  is  a  solu- 
tion of  (28)  is 

This  substituted  in  (33)  gives 

i  =  Ae^^  +  e-'^f^fit)  dt  (34) 

In  performing  the  integration  indicated  in  equation  (34)  no 
constant  of  integration  is  to  be  added,  since  the  only  arbitrary 
allowable  for  the  solution  of  a  first  order  equation  is  already 
comprised  in  A. 
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Equation  (34)  is  the  complete  integral^  or  general  MlutioUy  of  (27). 
Note  6.  General  solution  of  the  equation 


^^+^+/¥  =  '  =  '^*> 


(36) 


where  L,  R,  and  C  are  constants. 

Differentiating,  we  obtain 


^^^A^  +  ^dT  +  c  ^^^ 

in  which  v  is  the  time  d0rivatiye  of  v. 
Replacing  i  in  (35)  by  ^  we  obtain  also 

For  reference  write  down  the  auxiUary  equation 

We  have  seen  in  early  chapters  of  the  text  that  i  »  6*^  is  a 
particular  solution  of  (37),  where 


*  "  "  IE  +  ViT*  ~  Ic  "°  ~"  +  ^'"  ^^^^ 

where 

a  -  R/2L 


"  =  W  - 


fl« 


4L« 
Let  us  now  write  the  solution  of  (36)  in  the  form  of 

i  =  Te**,  (39) 

where  T  is  some  function  of  (,  and  substitute  this  solution  directly 
in  (36).    We  obtain,  after  division  by  «**, 

^  -  Lr  +  (2A^  +  R)T  (40) 

where  T  and  T  are  the  first  and  second  time  derivatives  of  T, 
The  simpUcity  of  this  equation  arises  from  the  fact  that 

O  =  r{Lg(«»0  +  i?^(«**)  +  ^(e*0)  (41) 
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because  i  =  e^  is  a  solution  of  (37)  when  k  has  the  value  given 
in  (38). 

Equation  (40)  which  we  have  derived  from  (35),  when  inte- 
grated, gives,  after  division  by  L, 


.i' 


(42) 


where  ^i  is  a  constant  of  int^ration.  By  (38)  the  coefficient 
of  T  is  2;ci}.  This  equation  is  of  the  form  of  (27)  and  by  (34) 
gives 

T  =  Aie-«^'*^  +  6-2^*^1  JBie2i^  +  ^J^-*'d/|*     (43) 
Integrating  the  Bi  term  and  replacing  Bi/2jq)  by  ils  we  obtain 

and  since 
we  have 


*S[H'' 


The  integration  indicated  in  the  last  term  can  be  carried  one 
step  farther  by  integration  by  parts 

Xvdo  =  uv  —  y*rdii 
whence 


V  2jco  J 


Therefore  (44)  becomes 
i  =  e^'^{Aie'^  +  A^-^''^} 

where 

R  ' 


'4. 
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In  equation  (45)  A  and  B  are  arbitrary  constants,  and  no 
further  arbitrary  constants  are  to  be  introduced  after  the  indi- 
cated integrations  are  performed. 

Equaiion  (45)  is  the  formal  solution  of  the  differential  equation 
(35),  and  gives  i  directly  when  v  is  given  as  a  function  oft,  provided 
the  indicated  integrations  can  be  performed. 

It  is  evident  from  a  comparison  of  (36a)  with  (^36)  that  the 
solution  for  q  differs  from  that  for  i  (45)  only  in  having  different 
arbitrary  constants  and  in  having  v  replaced  by  v,  giving 

q  =  e''^{Bie'''''  +  BiC^} 

+  1^  {e^««  Ive^-^-^  dt  -  e-J-"  f w«<+^«*  (ft)      (46) 

Equation  (46)  is  the  formal  solution  of  the  differential  equaiion 
(36a),  and  gives  q  when  v  is  known  as  a  function  of  t,  provided  the 
indicated  integrations  can  be  performed.  Bi  and  Bt  are  arbitrary 
constants  and  no  further  arbitrary  constants  are  to  be  introduced  after 
performing  the  indicated  integrations. 

Expression  of  i  in  terms  of  v  instead  of  v. — The  integrations 
indicated  in  equation  (45)  may  be  performed  by  parts  in  such 
a  way  as  to  replace  v  by  v.    This  is  done  as  follows: 

fv€f^-^<^  dt  =  uv  -  fvdu, 
where 

dv  =  vdt,  u  =  6"' "-'■"' 

=  ve'^-ic^  -  (a  -  jui)fve-^'^--''^dt 
Likewise 

y*t;e«'+^"'  dt   =  ve'''-^'"^  -  (a  +  i«)/vc^+''-'  dt 

whence  (45)  becomes 

i  =  e-'^{Aie^''^+A2e^'^) 

+  £^  I  (^  +  i«)€"-''"'  j  t;6«'+^«*  dt-  (a-  jco)e^-'  j  ve^-^^  dt )  (47) 

Further  Transformation  of  Equations  (46)  and  (47). — We 
may  now  change  the  expressions  for  q  and  i  into  definite  integrals 
with  the  constants  explicitly  determined  by  the  following  proc- 
ess, taking  (47)  as  a  sample.  We  may  write  the  identity,  em- 
plo3ring  a  change  of  variable, 

Jve^+^'-'cft    ^[fv^e^'-^^'^de] 

32 


498  ELECTRIC  WAVES 

where  Vi*  means  v  (which  is  a  function  of  0  with  its  t  everywhere 
replaced  by  t'. 

If  now  on  the  right-hand  side  we  add  and  subtract  the  same 
quantity,  we  obtain 

This  last  term  is  a  constant,  which  when  introduced  into  (47) 
will  merely  change  the  constant  Ai  to  A\  say. 

Making  a  similar  transformation  of  the  last  integral  of  (47), 
it  is  to  be  noted  that  in  (47)  the  multipliers  of  the  resulting 
integrals  may  be  introduced  under  the  integral  signs,  since  the 
integrations  are  now  with  respect  to  t'  instead  of  U  So  that 
(47)  becomes 

2jLu  Jt'-o 

(48) 
This  now  becomes  by  changing  to  trigonometric  function 

i  =  le"^  sin  \(jot  +  0i) 

+  r\  r    l^e"''^'-''^     cosa)(e-0  -  -  sin  u>(t  -  t')  (48) 

LLJt'^o  "  I  0) 

or 

f  =  /e-'^sin  (orf  +  «i)  +  y^^^  r  "l;,,6-«('-'')cos  \u>it-t')  + 

tan-'-jctt'   (50) 
By  a  similar  treatment  of  (46),  we  obtain 
q  =  Qe~^  sin  {at  +  <f>i) 

+  J_  r"v^6-'*('-''>  Bin  o)  (i-i')  dt'  (51) 

There  are  relations  between  the  Q  and  ^2  of  (51)  and  the  / 

do 
and  01  of  (51).     These  relations  may  be  obtained  by  equating  ^ 

to  u    We  obtain,  by  differentiating  the  q  of  (51)  [see  Byerly 
Integral  Calculus  equation  (6),  p.  95]. 
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^n^-^ 


+ 


1  r-' 


—  a  sin  (ci)/  +  (Pi)  +  CO  cos  (wt  +  ^») 


-«('-0     -  asino)  (<-Ocft'+wcos«(<-0*' 


This  compared  with  (49)  shows  that 

/  sin  {a)t  +  ipi)  =  Q  {w  cos  {(at  +  <pt)  —  a  sin  {at  +  ^) } , 

and  this  equation  is  true  for  all.values  of  U 
Letting  o)t  =  —  ^i  we  have 


CO 


tan  (02  —  ^i)  =  - 


(52) 


and  letting  (at  =  —  tpi  we  obtain 


=  -  Q  \/««  +  a« 
These  relations  put  into  (51)  give 

-  / 


(53) 


^  =  ^/  a  ,     gg   *^sin(cirf+</>i+tan   ^  -) 
V  CO*  +  o*  V  a/ 

+  ^  (      t;,.6-"^'-^>6in  CO  {t-i') dt' 

LKaJt'^O 


(64) 


If  now  we  introduce  into  (50)  and  (54)  the  initial  conditions 
(say) 

i  =  0,    i  =  /o,     g  =  Oo  (55) 

we  have,  since  the  upper  and  lower  limits  of  the  definite  inte- 
grals become  identical, 


/o  =  /  sin  0 

Qo  =  -7-]— ^(a sin  4>\  +  «  cos  ^i) 


CO*  +  a' 
Dividing  Qo  by  /o  we  obtain 


(56) 


/o 

01  =  cot 


a 


CO  cot  01 
"*  "*"  CO*  +  a* 


CO*  +  a' 

fQoco*  +  a*   ,   a 
0 


-1 


Qo  CO*  +  q'  ,  oA 

/o         CO  col 


(57) 


whence 


sin  01  = 


I    .    fa*  +  co*Qo  ,  al* 


1  + 


|a*  +  co*Qo   ^   al 

I         CO  /o  CO  J 
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Therefore, 


-W'+r-^^'+ir 


(58) 


EqiuUions  (50)  and  (54)  give  the  required  valties  of  i  and  q  where 
the  constants,  I  and  0i  have  the  values  given  in  (57)  and  (58).  In 
these  equations  Iq  and  Qo  are  the  valuss  of  currqU  and  charge^ 
respectively,  at  the  time  t  =  0,  Note. — In  case  Jo  =  Qo  =  0 
(57)  and  (58))  become  indeterminate,  but  (56)  sfiows  that  in  that 
easel  —  0. 

Note  7.  Solution  of  the  equation 

in  the  Critical  Case  in  which 

R2  =  4L/C  (60) 

In  view  of  equation  (60),  equation  (59)  may  be  written 

This  equation  may  be  reduced  to  one  of  a  lower  order  by  separat- 

Rdi  .   .     Rdi    ,    Rdi         ,  -    , .     ,  •  ^ .  i.  i, 

^^  Tilt  ^       ^THf "'"  Wdf  ^      mdicatmg  operations  as  follows: 


dt\dt  ^  2LJ  ^ 


R  /di      Ri\ 
2L\dt  "^  2L/ 


Whence 


\dt  '^  2L) Rdi 

di      Ri  2L ' 

dt  '^  2L 

Integrating,  we  obtain 

in  which  B  is  a  constant  of  integration.    Let  B  =  log  Aj;  At 
being  an  arbitrary  constant,  then  (62)  gives 

di  ,   Ri        .    _?i 

which  is  of  the  first  order,  and  may  be  integrated  by  the  use  of 
the  formal  equation  (34)  of  Note  5,  giving 
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i=A^    2L  +  e    2Lje+2LAte    2Ldt 


and,  therefore, 


m 


i  =  (Ai  +  A^)e'2L 


(63) 


in  which  ili  and  At  are  arbitrary  constants  of  int^p'ation. 

Equation  (63)  ia  tfie  complete  integral^  or  general  aoliUion  of 
(59)  in  the  Critical  Case. 

Note  8.  Solution  of  the  equation 


^"^dt^+^dt  +  C 


(64) 


in  which  V  is  a  constant 

The  solution  of  this  equation  may  be  obtained  directly  by 

substituting  q  for  i  and  V  for  t;  in  equation  (45)  of  Note  6. 

A  more  elementary  method  of  solving  (56)  is  by  inserting  a 
new  variable  2  =  3  —  CV,  when  (64)  becomes 


»-ia?  +  «l  +  5 


(65) 


which  has  already  been  solved  (see  Chapter  II)  with  the  follow- 
ing results: 


In  general 

In  critical  case 

where 

Rt 
Thin  in  the  nohition   in  CARe    R^  b 

and 

1 
Lc 

Uj/C 

*'""        2L        \4L«      Lc 
whence  by  the  value  of  z 

q  =  Bie*»«  +  Bt^  +  CV 

whence  by  the  value  of  z 

q^  (Bi+  B,06-^i  +  CV 

502  ELECTRIC  WAVES 

Tftble  I^ 

Relation  of   Capadty-inductance  Product  to  Undamped 

Wavelength  and  Frequency  of  a  Circuit,  Together 

with  Squares  of  Wavelengths 

Units.— 

X  is  in  meters, 
w  is  in  cycles  per  second, 
L  is  in  micro-henries, 
C  is  in  microfarads. 

Formulas  Employed  in  Calculation. — 

X  =  3  X  10«  X  2irVLC  X  10^  (1) 

This  last  factor  comes  from  the  fact  that  a  micro-henry  is  10"* 
henries,  and  a  microfarad  is  10"*  farads.  The  product  involves 
10"",  of  which  the  square  root  is  10"*. 

By  squaring  and  transposing  equation  (1),  we  obtain 

L*xC  =  28145X*  X  10-^^  (2) 

In  computing  n,  the  formula  employed  is 

n  =  (3  X  10»)  -^  X  (3) 

Accuracy. — The  values  in  the  table  were  computed  and  checked 
on  a  calculating  machine  and  are  accurate  to  the  last  figure 
given. 

Rule  for  Extending  Range  of  the  Table. — If  we  annex  one  zero 
at  the  end  of  wavelength  values, 

(a)  we  must  annex  two  zeros  to  values  of  X', 

(b)  omit  the  last  digit  from  values  of  n, 

(c)  displace  decimal  point  two  places  to  right  in  the 
L  X  C  values. 

^  A  table  of  this  character  prepared  by  Mr.  Greenleaf  W.  Pickard  has  been 
issued  by  the  Wireless  Specialty  Apparatus  Company  of  Boston.  Mr. 
Pickard's  table  has  only  three  significant  figures  in  values  of  L  X  C,  and 
four  significant  figures  in  values  of  n.  The  utility  of  Mr.  Pickard's  table 
has  led  me  to  compute  and  publish  the  present  table,  which  is  augmented  by 
the  inclusion  of  the  X'  valuee,  and  which  is  aecurate  presumably  to  all  of 
the  figures  given. 
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X 

X« 

LXC 

n 

X 

X* 

LXC 

n 

100 

10000 

0.0028145 

3000000 

136 

18496 

0.0052075 

2205882 

101 

10201 

0.0028711 

2970297 

137 

18769 

0.0052825 

2189781 

102 

10404 

0.0029282 

2941177 

138 

19044 

0.0053599 

2173913 

103 

10609 

0.0029859 

2912621 

139 

19321 

0.0054379 

2158274 

104 

10816 

0.0030442 

2884616 

140 

19600 

.0.0055164 

2142857 

105 

11025 

0.0031030 

2857143 

141 

19881 

0.0055955 

2127660 

106 

11236 

0.0031624 

2830189 

142 

20164 

0.0056752 

2112676 

107 

11449 

0.0032223 

2803738 

143 

20449 

0.0057554 

2097902 

108 

11664 

0.0032828 

2777778 

144 

20736 

0.0058361 

2083333 

109 

11881 

0.0033439 

2752294 

145 

21025 

0.0059175 

2068966 

110 

12100 

0.0034055 

2727272 

146 

21316 

0.0059994 

2054795 

111 

12321 

0.0034677 

2702703 

147 

21609 

0.0060819 

2040816 

112 

12544 

0.0035305 

2678571 

148 

21904 

0.0061649 

2027027 

113 

12769 

0.0035938 

2654867 

149 

22201 

0.0062485 

2013423 

114 

12996 

0.0036577 

2631579 

150 

22500 

0.0063326 

2000000 

115 

13225 

0.0037222 

2608696 

151 

22801 

0.0064173 

1986755 

116 

13456 

0.0037872 

2586207 

152 

23104 

0.0065026 

1973684 

117 

13689 

0.0038528 

2564103 

153 

23409 

0.0065885 

1960784 

118 

13924 

0.0039189 

2542373 

154 

23716 

0.0066749 

1948052 

119 

14161 

0.0039856 

2521008 

155 

24025 

0.0067618 

1935484 

120 

14400 

0.0040529 

2500000 

156 

24336 

0.0068494 

1923077 

121 

14641 

0.0041207 

2479339 

157 

24649 

0.0069375 

1910828 

122 

14884 

0.0041891 

2459016 

158 

24964 

0.0070271 

1898734 

123 

15129 

0.0042581 

2439024 

159 

25281 

0.0071153 

1886792 

124 

15376 

0.0043276 

2419355 

160 

25600 

0.0072051 

1875000 

125 

15625 

0.0043977 

2400000 

161 

25921 

0.0072955 

1863354 

126 

15876 

0.0044683 

2380952 

162 

26244 

0.0073864 

1851852 

127 

16129 

0.0045395 

2362205 

163 

26569 

0.0074778 

1840491 

128 

16384 

0.0046113 

2343750 

164 

26896 

0.0075699 

1829268 

129 

16641 

0.0046836 

2325581 

165 

27225 

0.0076625 

1818182 

130 

16900 

0.0047565 

2307692 

166 

27556 

0.0077556 

1807229 

131 

17161 

0.0048300 

2290076 

167 

27889 

0.0078494 

1796407 

132 

17424 

0.0049040 

2272727 

168 

28224 

0.0079436 

1785714 

133 

17689 

0.0049786 

2255639 

169 

28561 

0.0080385 

1775148 

134 

17956 

0.0050537 

2238806 

170 

28900 

0.0081339 

1764706 

135 

18225 

0.0051294 

2222222 

171 

29241 

0.0082299 

1754386 
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X 

X« 

LXC 

n 

X 

X« 

LXC 

n 

172 

29584 

0.0083264  1744186 

216 

46656 

0.0131313 

1388889 

173 

29929 

0.0084235 

1734104 

218 

47524 

0 . 0133756 

1376147 

174 

30276 

0.0085212 

1724138 

220 

1 

48400 

0.0136222 

1363636 

175 

30625 

0.0086194 

1714286 

222 

49284 

0.0138710 

1351352 

176 

30976 

0.0087182 

1704545 

224 

50176 

0.0141220 

1339286 

177 

31329 

0.0088175 

1694915 

226 

51076 

0.0143753 

1327434 

178 

31684 

0.0089175 

1685393 

228 

51984 

0.0146309 

1315790 

179 

32041 

0.0090179 

1675978 

230 

52900 

0.0148887 

1304348 

180 

32400 

0.0091190 

1666667 

232 

53824 

0.0151488 

1293104 

181 

32761 

0.0092206 

1657459 

234 

54756 

0.0154111 

1282051 

182 

33124 

0.0093227 

1648352 

236 

55696 

0.0156756 

1271186 

183 

33489 

0.0094255 

1639344 

238 

56644 

0.0159425 

1260504 

184 

33856 

0.0095288 

1630435 

240 

57600 

0.016212 

1250000 

185 

34225 

0.0096326 

1621622 

242 

58564 

0.016483 

1239669 

186 

34596 

0.0097370 

1612903 

244 

59536 

0.016756 

1229508 

187 

34969 

0.0098420 

1604278 

246 

60516 

0.017032 

1219512 

188 

35344 

0.0099476 

1595745 

248 

61504 

0.017310 

1209677 

189 

35721 

0.0100537 

1587302 

250 

62500 

0.017591 

1200000 

190 

36100 

0.0101603 

1578947 

252 

63504 

0.017873 

1190476 

191 

36481 

0.0102676 

1570681 

254 

64516 

0.018158 

1181102 

192 

36864 

0.0103754 

1562500 

256 

65536 

0.018445 

1171875 

193 

37249 

0.0104837 

1554404 

258 

66564 

0.018734 

1162791 

194 

37636 

0.0105927 

1546392 

260 

67600 

0.019026 

1153846 

195 

38025 

0.0107021 

1538462 

262 

68644 

0.019320 

1145038 

196 

38416 

0.0108122 

1530612 

264 

69696 

0.019616 

1136364 

197 

38809 

0.0109228 

1522843 

266 

70756 

0.019914 

1127819 

198 

39204 

0.0110340 

1515152 

268 

71824 

0.020215 

1119403 

199 

39601 

0.0111457 

1507538 

270 

72900 

0.020518 

1111111 

200 

40000 

0.0112580 

1500000 

272 

73984 

0.020823 

1102941 

202 

40804 

0.0114843 

1485449 

274 

75076 

0.021130 

1094891 

204 

41616 

0.0117128 

1470588 

276 

76176 

0.021440 

1086956 

206 

42436 

0.0119436 

1456311 

278 

77284 

0.021752 

1079137 

208 

43264 

0.0121767 

1442308 

280 

78400 

0.022066 

1071429 

210 

44100 

0.0124119 

1428572 

282 

79524 

0.022382 

1063830 

212 

44944 

0.0126495 

1415094 

2m 

80656 

0.022701 

1056338 

214 

45796 

•0.0128893 

1401869 

286 

81796 

0.023021 

1048951 

TABLE  I—CoTUinued 


505 


\ 

X« 

LXC 

n 

X 

X2 

LXC 

n 

288 

82944 

0.023345 

1041667 

360 

129600 

0.036476 

833333 

290 

84100 

0.023670 

1034483 

362 

131044 

0.036881 

828729 

292 

85264 

0.023998 

1027397 

364 

132496 

0.037292 

824176 

294 

86436 

0.024327 

1020408 

366 

133956 

0.037703 

819672 

296 

87616 

0.024660 

1013513 

368 

135424 

0.038114 

815217 

298 

88804 

0.024994 

1006712 

370 

136900 

0.038631 

810811 

300 

90000 

0.025331 

1000000 

372 

138384 

0.038947 

806462 

302 

91204 

0.025669 

993377 

374 

139876 

0.039369 

802139 

304 

92416 

0.026010 

986842 

376 

141376 

0.039791 

797872 

306 

93636 

0.026354 

980392 

378 

142884 

0.040214 

793651 

308 

94864 

0.026699 

974026 

380 

144400 

0.040641 

789474 

310 

96100 

0.027047 

967742 

382 

145924 

0.041069 

785340 

312 

97344 

0.027397 

961538 

384 

147456 

0.041503 

781260 

314 

98596 

0.027750 

955414 

386 

148996 

0.041936 

777202 

316 

99856 

0.028104 

949367 

388 

150544 

0.042369 

773196 

318 

101124 

0.028460 

943396 

390 

162100 

0.042809 

769231 

320 

102400 

0.028820 

937500 

392 

153664 

0.043248 

765306 

322 

103684 

0.029181 

931677 

394 

155236 

» 

0.043692 

761421 

324 

104976 

0.029647 

925926 

396 

166816 

0.044137 

757576 

326 

106276 

0.029913 

920246 

398 

158404 

0.044582 

753769 

328 

107584 

0.030278 

914634 

400 

160000 

0.045032 

750000 

330 

108900 

0.030650 

909091 

402 

1 

161604 

0.046482 

746269 

332 

110224 

0.0310?1 

903614 

404 

163216 

0.045938 

742674 

334 

111566 

0.031401 

898204 

406 

164836 

0.046394 

738916 

336 

112896 

0.031776 

892857 

408 

166464 

0.046860 

736294 

338 

114244 

0.032153 

887574 

410 

168100 

0.047312 

731706 

340 

115600 

0.032536 

882353 

,  412 

169744 

0.047773 

728165 

342 

116964 

0.032918 

877193 

414 

171396 

0.048241 

724638 

344 

118336 

0.033307 

872093 

416 

173056 

0.048708 

721164 

346 

119716 

0.033695 

867052 

418 

1 
1 

174724 

0.049175 

717703 

348 

121104 

0.034084 

862069 

420 

176400 

0.049648 

714286 

350 

122500 

0.034478 

857143 

422 

178084 

0.050121 

710900 

352 

123904 

0.034872 

852273 

424 

179776 

0.050599 

707647 

354 

125316 

0.035271 

847458 

426 

181476 

0.051078 

704226 

356 

126736 

0.035671 

842697 

428 

183184 

0.051556 

700936 

358 

128164 

0.036071 

837989 

430 

184900 

0.052040 

697674 

506 


TABLE  I— Continued 


X 

1 

LXC 

n 

X 

X* 

LXC 

n 

432 

186624 

0.052524 

• 
694445 

510 

260100 

0.073206 

588235 

434 

188356 

0.053014 

691244  1 

515 

265225 

0.074649 

582524 

436 

190096 

0.053504 

688073 

520 

270400 

0.076104 

576923 

438 

191844 

0.053993 

684932 

525 

275625 

0.077576 

571429 

440 

193600 

0.054489 

681818 

530 

280900 

0.079059 

566038 

442 

195364 

0.054984 

678733 

535 

286225 

0.080559 

560748 

444 

197136 

0.055485 

675676 

540 

291600 

0.082071 

555556 

446 

198916 

0.055986 

672646 

545 

297025 

0.083599 

550459 

448 

200704 

0.056487 

669643 

550 

302500 

0.085139 

545455 

450 

202500 

0.056994 

666667 

555 

308025 

0.086695 

540541 

452 

204304 

0.057500 

663717 

560 

313600 

0.088263 

525714 

454 

206116 

0.058012 

660793 

565 

319225 

0.089847 

530974 

456 

207936 

0.058525 

657895 

570 

324900 

0.091443 

526316 

458 

209764 

0.059037 

655022 

575 

330625 

0.093056 

521739 

460 

211600 

0.059555 

652174 

580 

336400 

0.094680 

617241 

462 

213444 

0.060073 

649351 

585 

342225 

0.096321 

512821 

464 

215296 

0.060596 

646552 

590 

348100 

0.097973 

508475 

466 

217156 

0.061120 

643777 

595 

354025 

0.099642 

504202 

468 

219024 

0.061643 

641026 

600 

360000 

0.10132 

600000 

470 

220900 

0.062172 

638298 

605 

366025 

0.10302 

495868 

472 

222784 

0.062701 

635593 

610 

372100 

0.10473 

491803 

474 

224676 

0.063236 

632912 

615 

378225 

0.10645 

487805 

476 

226576 

0.063771 

630252 

620 

384400 

0.10819 

483871 

478 

228484 

0.064306 

627615 

625 

390625 

0.10994 

480000 

480 

230400 

0.064846 

625000 

630 

396900 

0.11171 

476191 

482 

232324 

0.065386 

622407 

635 

403225 

0.11349 

472441 

484 

234256 

0.065932 

619835 

640 

409600 

0.11528 

468750 

486 

236196 

0.066478 

617284 

645 

416025 

0.11709 

465116 

488 

238144 

0.067025 

614754 

650 

422500 

0.11891 

461539 

490 

240100 

0.067576 

612245 

655 

429025 

0.12075 

458015 

492 

242064 

0.068128 

609756 

660 

435600 

0.12260 

454545 

494 

244036 

0.068685 

607287 

665 

442225 

0.12447 

451128 

496 

246016 

0.069242 

604839 

670 

448900 

0.12634 

447761 

498 

248004 

0.069800 

602410 

675 

455625 

0.12824 

444444 

500 

250000 

0.070363 

600000  1 

680 

462400 

0.13014 

441176 

505 

255025 

0.071778 

594059  : 

1 

685 

469225 

0.13206 

437956 

TABLE  I— Continued 
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X 

X« 

LXC 

n 

X 

X« 

LXC 

« 

690 

476100 

0.13400 

434783 

870 

756900 

0.21303 

344828 

695 

483025 

0.13595 

431655 

875 

765625 

0.21549 

342857 

700 

490000 

0.13791 

428571 

880 

774400 

0.21795 

340909 

705 

497025 

0.13989 

425532 

885 

783225 

0.22044 

338983 

710 

504100 

0.14188 

422535 

890 

792100 

0.22294 

337079 

715 

511225 

0.14389 

419580 

895 

801025 

0.22545 

335195 

720 

518400 

0.14590 

416667 

900 

810000 

0.22797 

333333 

725 

525625 

0.14794 

413793 

905 

819025 

0.23052 

331492 

730 

532900 

0.14998 

410959 

910 

828100 

0.23307 

329670 

735 

540225 

0.15205 

408163 

915 

837225 

0.23564 

327869 

740 

547600 

0.15412 

405405 

920 

840400 

0.23822 

326087 

745 

555025 

0.15621 

402685 

925 

855625 

0.24082 

324324 

750 

562500 

0.15832 

400000 

930 

864900 

0.24343 

322581 

755 

570025 

0.16043 

397351 

935 

874225 

0.24605 

320856 

760 

577600 

0.16257 

394737 

940 

883600 

0.24869 

319149 

765 

585225 

0.16471 

392157 

945 

893025 

0.25134 

317460 

770 

592900 

0.16687 

389610 

950 

902500 

0.25401 

315790 

775 

600625 

0.16905 

3870&7 

965 

912025 

0.25669 

314136 

780 

608400 

0.17123 

384615 

960 

921600 

0.25938 

312500 

785 

616225 

0.17344 

382166 

965 

931225 

0.26209 

310881 

790 

624100 

0.17565 

379747 

970 

940900 

0.26482 

309278 

795 

632025 

0.17788 

377359 

975 

950625 

0.26755 

307693 

800 

640000 

0.18013 

375000 

980 

960400 

0.27030 

306122 

805 

648025 

0.18239 

372671 

985 

970225 

0.27307 

304568 

810 

656100 

0.18466 

370370 

990 

980100 

0.27585 

303030 

815 

664225 

0.18695 

368098 

995 

990025 

0.27864 

301508 

820 

672400 

0.18925 

365854 

1000 

1000000 

0.28145 

300000 

825 

680625 

0.19156 

363636 

1005 

1010025 

0.28427 

298507 

830 

688900 

0.19389 

361446 

1010 

1020100 

0.28711 

297030 

835 

697225 

0.19624 

359282 

1015 

1030225 

0.28996 

295567 

840 

705600 

0.19859 

357143 

1020 

1040400 

0.29282 

294118 

845 

714025 

0.20096 

355030 

1025 

1050625 

0.29569 

292683 

850 

722500 

0.20335 

352941 

1030 

1060900 

0.29859 

291262 

855 

731025 

0.20575 

350877 

1035 

1071225 

0.30149 

289855 

860 

739600 

0.20816 

348837 

1040 

1081600 

0.30442 

288462 

865 

748225 

0.21059 

346821 

1045 

1092025 

0.30734 

287081 
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X 

X« 

LXC 

n 

X 

X« 

LXC 

n 

1050 

1102500 

0.31030 

285714 

1150 

1322500 

0.37222 

260870 

1055 

1113025 

0.31325 

284360 

1155 

1334025 

0.37545 

259740 

1060 

1123600 

0.31624 

283019 

1160 

1345600 

0.37872 

258621 

1065 

1134225 

0.31922 

281690 

1165 

1367225 

0.38198 

257511 

1070 

1144900 

0.32223 

280374 

1170 

1368900 

0.38528 

256410 

1075 

1155625 

0.32524 

279069 

1175 

1380625 

0.38857 

255319 

1080 

1166400 

0.32828 

277778 

1180 

1392400 

0.39189 

254237 

1085 

1177225 

0.33132 

276498 

1185 

1404225 

0.39521 

253165 

1090 

1188100 

0.33439 

275229 

1190 

1416100 

0.39856 

252101 

1095 

1199025 

0.33746 

273973 

1195 

1428025 

0.40191 

251046 

1100 

1210000 

0.34055 

272727 

1200 

1440000 

0.40529 

250000 

1105 

1221025 

0.34365 

271493 

1205 

1452025 

0.40867 

248963 

1110 

1232100 

0.34677 

270270 

1210 

1464100 

0.41207 

247934 

1115 

1243225 

0.34990 

269058 

1215 

1476225 

0.41548 

246914 

1120 

1254400 

0.35305 

267857 

1220 

1488400 

0.41891 

245902 

1125 

1265625 

0.35620 

266667 

1225 

1500625 

0.42234 

244898 

1130 

1276900 

0.35938 

265487 

1230 

1512900 

0.42581 

243902 

1135 

1288225 

0.36256 

264317 

1235 

1525225 

0.42927 

242915 

1140 

1299600 

0.36577 

263158 

1240 

1537600 

0.43276  . 

241935 

1145 

1311025 

0.36898 

262009 

1245 

1550025 

0.43625 

240964 
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Table  H 

Radiation  Resistance  in  Ohms  of  Flat-top  Antenna 

Xo  =  natural  wavelength  of  antenna  unloaded, 
X   =  wavelength  when  loaded  with  inductance  at  base, 
length  of  flat  horizontal  part  of  antenna. 


7 

total  length  of  antenna 

Radiation  resiBtance  in  ohmR  for 

y  equal 

X/Xo 

0 

0.2 

0.3 

0.4 

0.5 

0.6 

0.7 

0.8 

0.9 

1.0 

1.1 

1.2 

36.60 
28.00 
21.80 

33.30 
26.00 
20.20 

29.70 
23.90 
18.80 

25.50 
20.00 
15.80 

20.30 
16.00 
12.40 

14.70 

11.90 

9.00 

9.70 
7.60 
6.00 

4.90 
3.80 
2.90 

1.200 
1.070 
0.940 

1.3 
1.4 
1.5 

18.20 
15.10 
12.80 

16.90 
14.00 
11.70 

15.10 
12.20 
10.40 

12.60 

10.50 

9.00 

11.20 
8.60 
7.30 

7.20 
6.10 
5.20 

4.90 
4.00 
3.30 

2.40 
2.00 
1.70 

0.810 
0.700 
0.600 

1.6 
1.7 
1.8 

11.00 
9.50 
8.30 

10.00 
8.60 
7.70 

9.00 
7.60 
6.70 

7.80 
6.70 
6.00 

6.30 
5.40 
4.70 

4.40 
3.70 
3.20 

2.80 
2.50 
2.20 

1.40 
1.20 
1.10 

0.500 
0.400 
0.330 

1.9 
2.0 
2.2 

7.40 
6.50 
5.20 

6.80 
6.10 
5.00 

6.20 
5.60 
4.60 

5.30 
4.80 
3.90 

4.20 
3.80 
3.00 

2.90 
2.70 
2.20 

* 

1.90 
1.70 
1.40 

0.90 
0.75 
0.57 

0.240 
0.180 
0.160 

2.4 
2.6 
2.8 

4.40 
3.80 
3.30 

4.20 
3.50 
3.00 

3.80 
3.10 
2.60 

3.20 
2.70 
2.30 

2.50 
2.10 
1.80 

1.80 
1.60 
1.30 

1.20 
1.00 
0.86 

0.48 
0.42 
0.37 

0.140 
0.120 
0.100 

3.0 
3.2 
3.4 

2.80 
2.50 
2.20 

2.50 
2.30 
2.00 

2.20 
2.00 
1.80 

1.90 
1.70 
1.60 

1.50 
1.30 
1.10 

1.10 
0.92 
0.84 

0.74 
0.64 
0.65 

0.33 
0.29 
0.25 

0.090 
0.080 
0.072 

3.6 
3.8 
4.0 

2.00 
1.75 
1.62 

1.90 
1.70 
1.50 

1.60 
1.40 
1.30 

1.40 
1.30 
1.10 

1.00 
0.94 
0.88 

0.77 
0.71 
0.66 

0.47 
0.39 
0.31 

0.22* 

0.19 

0.16 

0.066 
0.060 
0.055 

4.5 
6.0 
5.5 

1.30 
1.00 
0.78 

1.21 
0.92 
0.73 

1.05 
0.80 
0.65 

0.89 
0.68 
0.56 

0.75 
0.63 
0.53 

0.54 
0.42 
0.36 

0.26 
0.22 
0.19 

0.12 
0.09 
0.08 

0.042 
0.032 
0.025 

6.0 
6.5 
7.0 

0.61 
0.48 
0.38 

0.54 
0.45 
0.36 

0.49 
0.41 
0.33 

0.44 
0.38 
0.32 

0.43 
0.35 
0^28 

0.29 
0.25 
0.22 

0.16 
0.14 
0.12 

0.07 
0.07 
0.06 

0.019 
0.015 
0.013 

7.5 

8.0 
8.5 

0.32 
0.28 
0.26 

0.31 
0.27 
0.25 

0.29 
0.25 
0.23 

0.28 
0.23 
0,21 

0.25 
0.22 
0.19 

0.19 
0.17 
0.15 

0.11 
0.10 
0.09 

0.06 
0.05 
0.05 

0.013 
0.012 
0.012 

9.0 

9.5 

10.0 

0.25 
0.24 
0.22 

0.22 
0.20 
0.18 

0.20 
0.19 
0.17 

0.18 
0.17 
0.15 

0.16 
0.15 
0.13 

0.13 
0.12 
0.11 

0.08 
0.08 
0.07 

0.05 
0.05 
0.04 

0.012 
0.011 
0.011 

10.5 
11.0 
11.5 

0.21 
0.20 
0.19 

0.16 
0.14 
0.13 

0.15 
0.13 
0.12 

0.14 
0.12 
0.11 

0.12 
0.11 
0.10 

0.10 
0.09 
0.08 

0.07 
0.06 
0.06 

0.04 
0.04 
0.04 

0.010 
0.010 
0.009 

12.0 
12.5 
13.0 

0.18 
0.16 
0.15 

0.12 
0.11 
0.10 

0.11 
0.10 
0.09 

0.10 
0.09 
0.09 

0.09 
0.08 
0.08 

0.07 
0.07 
0.06 

0.05 
0.05 
0.05 

0.03 
0.03 
0.03 

0.009 
0.008 
0.008 

13.5 
14.0 
14.5 

0.14 
0.12 
0.11 

0.09 
0.08 
0.08 

0.08 
0.07 
0.07 

0.08 
0.07 
0.06 

0.07 
0.06 
0.06 

0.06 
0.06 
0.06 

0.04 
0.04 
0.04 

0.03 
0.02 
0.02 

0.007 
0.007 
0.006 

15.0 
15.5 
16.0 

0.10 
0.08 
0.06 

0.07 
0,06 
0.06 

0.06 
0.06 
0.06 

0.06 
0.05 
0.05 

0.06 
0.05 
0.04 

0.04 
0.04 
0.04 

0.03 
0.03 
0.03 

0.02 
0.02 
0.02 

0.006 
0.005 
0.005 
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TABLE  III— RELATION  OF  UNITS 


Table  m.— For  the  Conversion  of  Units— Containing  the  Practical  Units 
Together  With  Their  Values  in  Terms  of  the  Two  Sets  of  c.g.s.  Units, 

Where  c  =  3  X  10'°  cm./8©c. 


Unit  of 

Practical  units 

C.  g.  B.  units 

Electromas- 
netio 

Electrostatic 

Quantity 

1  Coulomb  = 
1  Ampere     = 

10-'  - 
10-1  _ 

lO-i  X  c    =  3      X  10» 
lO-i  X  c    »  3      X  10» 
10«    +  c   -    H  X  10-* 
10*    +  c*  =    HX  10-" 
10-*  X  »*  «  9      X  10" 

io«   +  »«  =  H  X  10-" 

10^  ergs 
10^  ergs 

Current 

Potential 

1  Volt          =       108    = 

Resistance 

CaDacitv 

lObm 
1  Farad 
1  Henry       = 
1  Joule         = 
1  Watt 

10«    = 

io-»  = 

10«     - 
10^     = 
10^    = 

Inductance 

Enerirv' 

Power 
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circuits,  86,  90,  92 
in  two  resistive  circuits,  138 
of  current,  61,  64,  211,  252 
Angular  velocity,  45,  77,  99 
velocity  undamped,  178 
Anisotropic  media,  350 
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452,  455 
field  due  to  vertical  part  of,  440 
not  a  doublet,  436 
power  radiated  from  horizontal 

part  of,  457,  463,  472 
power   radiated   from   vertical 
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radiation  characteristics  of,  435 
table  of  radiation  resistance  of, 
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Appendix,  489 
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Carson,  J.  R.,  287 
Chaffee,  E.  Leon,  86 
Chain  of  circuits,  210,  226 
Charge  compared  with  discharge,  22 

energy  during,  32,  40 

intrinsic,  4,  349 
Charging  of  a  condenser,  20 
Circuit  containing  R,  L,  C,  and  a 
sinusoidal  e.m.f.,  51 

free  oscillation  of  a  single,  9 
Circuits,  chain  of,  210 
Circular  motion,  uniform,  45 
C.  G.  S.  units  in  terms  of  practical 
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Clarendon  type  for  vectors,  347 
Coefficient  of  coupling,  78,  178 

of  reflection,  292,  403 
Coefficients  of  radiation  resistance, 
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Cohen,  L.,  73 
Coil  with  distributed  capacity,  340 
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Compensator,  electric,  286,  320 
Complementary  function,  167 
Complete  product,  371 

solution  for  condenser  discharge, 
17 
Complex  attenuation  constant,  293, 
295 
impedance,  158 
mutual  impedance,  207 
reflection  coefficient,  292,  293 
Complex  quantities,  addition  of,  46 
division  of,  48 
evolution  of,  49 
geometry  of,  42 
involution  of,  49 
multiplication  of,  47 
Condenser,  charging  of,  20 
discharge,  11,  17,  18 
discharge,  energy  expended  in, 

37 
discharge  in  primary,  86,  138 
energy  supplied  to  a  perfect,  34 
power  supplied  to  a  perfect,  33 
Condensive     and     non-condensive 

flow,  366 
Conductivity,  370 
Conservation  of  electricity,  3 
Constants,   determination   of   arbi- 
trary, 15 
Construction  of  antenna,  483 
Continuity  of  tangential  components 

of  E  and  i/,  368 
Conversion  table  of  units,  510 
Cosine,  series  for,  44 
Coulomb,  348,  510 
Counter  e.m.f.,  7 
Coupled  circuits  forced,  156 
periods  of,  79 
power  in,  171 
two,  73 
under  impressed  e.mif.,  156, 

204 
wavelengths  of,  81 
Coupling  by  capacity,  219 
by  resistance,  223 
coefficient  of,  78,  178 
critical,  deficient  and  sufficient, 

167 
nearly  perfect,  84 


Coupling,  negligible,  83 

perfect,  84 
Crehore,  A.  C,  156 
Critical  case,  14,  18 

coupling,  167 
Crystalline  media,  350 
Cubic  equation  reduced,  105,  107 
Cunningham  285 
Curl,  358 
Curl  curl  A,  377 
Curl,  defined,  363 

equations  examined,  364 
Current  amplitude  in  smooth  line, 
329 

average  and  mean-square,  38 

density,  368 

doublet,  422 

interruption,  energy  and  power 
during,  40 

resonance  condition,  63 
Curves  of  radiation  resistance,  476. 
477,  478,  479,  480 
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Damping  constant,  26,  99,  113,  133 

factor,  23 
Decrement,    determination   of,   70, 
148 

logarithmic,  23,  27 

of  energy,  36 

per  undamped  period,  66 
Decrements,    resonance   curves  for 

various,  67 
Deficient  coupling,  167 
Demo;vre's  formula,  44 
Density  of  energy,  375 
Design  of  compensator,  320 

of  fiJter,  318 
Detector  in  shunt,  240 

resistance,  201 
Dielectric  constant,  348 

effect  of,  348 
Difference  equation,  289 
Direct  coupled  system,  74 
Discharge  compared  with  charge,  22 

energy  during,  32 

of  a  condenser,  11,  17,  18 
Discontinuity  of  induction,  357 
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current,  368 

Distributed  capacity,  3 
in  coils,  340 

Divergence  of  a  curl  equals  zero,  365 
of  a  vector,  353 
of  a  vector  product,  373 
surface,  355 

Division  of  complex  quantities,  48 

Domalip,  73 

Dorsey,  385 

Double  periodicity,  99 

Doublet,  421,  422,  429 

power  radiated  by  a,  432,  433 
radiation  resistance  of  a,  433 

Doubly-periodic  system,  80 

Drude,  P.,  73 

Duane,  Wm.,  334 
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Efficiency  of  .transfer,  173 
Electric  induction,  349 
intensity,  347,  348 
Electricity  conservation  of,  3 
Electric  waves,  347 

due  to  a  doublet,  421 

in  an   imperfect   conductor, 

408 
on  wires,  324 
Electromagnetic  units,  510 
Electromotive  force,  5,  359,  363 
counter,  7 

induced  by  buzzer  excitation, 
30 
Electrons,  free  and  bound,  349 
Electrostatic  units,  510 
Elimination  among  Maxwell's  equa- 
tions, 378 
Energy  and  power,  general  notions, 
32 
in  buzzer  excitation,  40 
and  radiation,  373 
during  charge  or  discharge,  32 
electric  and  magnetic,  in  plane 

wave,  388 
log.  dec.  of,  36 

lost  in  resistance  during  charge, 
40 

33 


Energy  of  electromagnetic  field,  370 
supplied  to  a  perfect  condenser, 
34 
to  a  resistance,  36 
to  a  resistanceless  inductance, 
35 
transmission    and    absorption, 
415 
Equivalences  for  three  circuits,  229 

for  two  circuits,  217 
Equivalent  resistance,  reactance  and 
impedance,  216,  217,  229 
Erg,  510 

171  and  172  defined,  178 
Evolution  of  complex  quantities,  49 
Excitation  by  current  interruption, 

27 
Exponential,  series  for,  44 
Exponentials,  integration  by  use  of, 

49 
Extinction  coefficient,  411 


Farad,  510 

Faraday,  348 

Field  due  to  doublet,  429 

due  to  horizontal  part  of  an 

antenna,  452 
due    to    vertical    part    of    an 

antenna,  440 
intensities  on  reflection,  397, 403 
Filter  action,  296 

design,  318 
Filters,  285 

Flat-top    antenna,    radiation    resis- 
tance of,  478,  509 
power  contributed  by,  473 
Flux  of  induction,  350 
Forced  solution,  161 
Forward  equivalences,  216,  229 
Fourth   order  differential  equation, 

94 
Free  electrons,  349 

oscillation  of  single  circuit,  9 
oscillation  of  two  coupled  re- 
sistanceless circuits,  73,  86 
oscillation  of  two  coupled  resis- 
tive circuits,  94,  138 
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Frequency  for  different  wavelengths 

etc.  (Table),  502 
FresneFs  equations,  407 
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Galizine,  B.,  73 

Gaussian  system  of  units,  359 

Gauss's  theorem,  350,  352,  353 

Geitler,  J.  von,  73 

Geometry  of  complex  quantities,  42 

Grand  maxima  of  current,  238 

of  relative  power,  265,  277, 
282 
Graphic  method  for  wavelengths,  81 
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Hagen,  419 

Harmonic  plane  wave,  388 

wave  in  imperfect  conductor, 
409 

Heaviside,  324 

Henry,  510 

Hertz,  423,  482 

High  frequencies,  line  that  attenu- 
ates, 301 

High-frequency  waves  on  wires,  332 

Homogeneous  isotropic  medium,  378 
linear  differential  equation,  12, 
490 

Horizontal  plane,  field  in,  484 

Hubbard,  J.  C,  340 


Impedance,  158 
apparent,  160 
complex  mutual,  207 
equivalent,  216 
input,  292 
pure  mutual,   213 
surge,  292,  310,  314,  317 
Imperfect  conductor,  electric  waves 

in  an,  408 
Index  of  refraction  for  electric  waves, 
385,  411 
of  imperfect  conductors,  411 
Inductance,   discharge  of  primary, 
91,  150 


Inductance,  mutual,  75 

per  unit  of  length,  333 

resistanceless,    power   supplied 
to,  35 

self,  6 
Inducticm,  electric,  349 

flux  of,  350 

magnetic,  357 
Inductivity,  348 
Input  impedance,  292 
Insulating  medium,  379 
Insulator,  reflection  at  surface  of  an, 
399 

refraction  at  surface  of  an,  399 
Integral  effect  in  secondary,    143. 

146,  159 
Integration  by  use  of  exponentials, 

49 
Intensity  before  a  reflector,  397 

electric,  347 

in  horizontal  plane,  484,  485 

magnetic,  357 
Interference,  avoidance  of,  194 

ratio  of,  194 
Intrinsic  charge,  4,  349 
Inverse  square  law,  348 
Involution  of  complex  quantities,  49 
Isochronism,  83 

quasi,  108 
Isotropic  medium,  349 
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Kennelly,  A.  £.,  285 
Key,  238,  253,  256 
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e.m.f.  law,  5,  8 
Kolacek,  73 
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Laplace,  358 
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Large  conductivity,  waves  in  medium 

of,  413 
Law  of  reflection,  396,  401 

of  refraction,  401 
Lines,  artificial,  285 
resistanceless,  296 
resistive,  309 
Linkage,  positive,  359 
Logarithmic  decrement  23,  27 
of  energy,  36 
per  undamped  period,  66 
Loose-coupled  system,  136 
Low  frequencies,  line  that  attenu- 
ates, 300 

M 

Macku,  B.,  73 
Magnetic  intensity,  357 
Magnetically  coupled,  76 

coupled  system,  relations  in,  82 
Magnetomotive  force,  359,  360 
Martin,  J.,  69 
Maximum  efficiency,  173  ^ 
Max.  max.  current,  167 

and  detector  resistance,  201 
MaxweU,  J.  C,  156,  348,  363,  364, 

368 
Maxwell's  displacement  assumption. 
367 
equations,  358 
Mean-square  current,  38,  61 
of  sine,  62 

secondary  current,  143,  146,  153 
Muirhead,  285 

Multiplication  of  complex  quantities, 
47 
of  vectors,  371 
Mutual  impedance,   complex,   206, 
207 
pure,  213 
inductance,  75 
power,  457,  465,  472 
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Negative  roots,  105 
N^ligible  coupling,  83,  121,  136 
Non-crystalline  media,  349 
Non-reflection,  condition  for,  304 


Normal  incidence,  391 
Numerical  cases,  112,  122,  180,  188, 
197,  257,  279,  306,  320,  322 
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Oberbeck,  73,  156 

Ohm,  510 

Ohm's  law,  5 

Optimum  combinations  for  a  chain 
of  circuits,  237 
resonance,  165,  186,  191,  275 
simultaneous  adjustments,  247 

Oscillation,  free,  of  single  circuit,  9 


Partial  resonance,  161, 162, 163, 177, 

180,  232 
Particular  integral,  157 

solution,  52 
Perfect  coupling,  84 
Period  and  wavelength,  60,  73 
during  charging,  26 
of  single  circuit,  23,  24,  25,  73 
Period  undamped,  25,  64,  100 
Periods  of  two  couple  circuits,  73,  79 
Permeability,  357 
Persistent  waves,  176 
Phase  change  at  reflection,  330,  419 
Phase  lag  per  section,  293,  295 
Pickard,  G.  W.,  502 
Pierce,  G.  W.,  4,  81,  156,  176 
Planck,  M.,  423 
Plane  field,  380 

polarized  wave,  388 
wave,  379 

equation,  380,  409 
harmonic,  388 
reflection  of,  391,  394 
solution,  377,  381,  383 
Poisson,  358 
Poisson's  equation,  355 
Polarized  wave,  plane,  388 
Positive  linkage,  359 
Potential  difference  on  wires,  341 

f aU  of,  5 
Power  and  energy,  general  notions, 
32 
in  buzzer  excitation,  40 
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Power  in  coupled  circuits,  171,  268, 

265.  277,  282 
Power,    maximum,    transferred    at 
maximum  eflSciency,  174 
radiated  by  doublet,  432 
from  flat-top,  457,  463 
from  vertical  part,  444,  450 
mutually,  457,  465,  472 
relative,  258,  265,  277,  282 
supplied  to  a  condenser,  33 
to  a  resistance,  36 
to  an  inductance,  35 
Power  transferred  at  maximum  effi- 
ciency, 173 
Poynting,  J.  H.,  375 
Poynting's  vector,  370,  375,  415 
Pupin,  285 
Pure  mutual  impedance,  213 
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Quasi  isochronism,  108 

R 

Radiation  characteristics  of  an  an- 
tenna, 435 
resistance  of  a  doublet,  434 
of  an  antenna,  477,  509 
.    of  a  straight  vertical  antenna, 
481 
of  vertical  part,  451 
Radiotelegraphic  receiving  station, 
176 
with  detector  in  shunt,  240 
Ratio  of  interference,  194 
of  units,  359.  510 
quantities,  255 
Rayleigh,  Lord,  73 
Reactance,  53,  158 
apparent,  160 
equivalent,  216 
Reciprocity  theorem,  204,  217,  228 
Recurrent  sections,  256 
Reflection  coefficient,  292,  293,  403, 
419 
from   an  imperfect    conductor, 

416 
from  a  perfect  conductor,  391 


Reflection,  law  of,  396,  401 
on  smooth  line,  330 
repeated,  291 
vitreous,  399 
Refraction,  law  of,  401 

vitreous,  399 
Refractive  index,  385 
Relative  power,  258,  265,  277,  282 
Relaxation  time,  408 
Repeated  reflection,  291 
Resistance,  apparent,  160 
coupUng,  223 
equivalent,  216 
Resistance,  power  and  energy  sup- 
plied to,  36 
radiation,  of  doublet,  434 

of  flat-top  antenna,  473,  509 
of  straight  vertical  antenna. 

481 
of  vertical  part  of  antenna, 
451 
Resistanceless  coupled  circuits,    73, 
86 
line,  296 
Resonance  combinations,  248 
curve,  equation  to,  65 
in  simple  circuit,  60 
partial,  161,  232,  240 
relations,  240,  243 
relations  restricted,  232 
Resonant   fundamental  system    on 

wires,  338 
Restricted  resonance  relations,  232 
Restrictions,  243 

Retardation  angle  per  section,  294, 
296,  305,  308 
per  unit  length,  326 
by  resistanceless  line,  305 
R.  M.  S.  current  and  e.m.f.,  38 
Roots,  negative,  105 

of  fourth  degree  equation,  99 
Rosa,  385 
Rubens,  419 
RUdenberg,  434 
Rule  of  signs,  103 
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Saunders,  334 
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Secondary,  e.m.f.  induced. in,  31 

Semiconductors,  408,  411 

Sharpness  of  resonance,  194 

Shepherd,  G.  M.  B.,  285 

Signs,  rule  of,  103 

Sine,  series  for,  45 

Sinusoidal  e.m.f.  impressed,  51,  156 

Solenoidal  vector,  367 

Solution  of   differential   equations, 

494,  495,  500 
Spherical  waves,  423 
Stationary  waves  in  insulator,  393 

on  wires,  335,  337,  342,  344 
Steady  state,  58 
Stoppage  condenser,  242,  284 
SufRcient  coupling,  167 
Surface  divergence,  355 
Surge  impedance,  292,  310,  314,  317 

of  smooth  line,  328 
Systems  of  recurrent  sections,  256 


r-case,  118,  119 
Taylor,  285 

Telegraph  and  telephone  lines,  arti- 
ficial, 285 

equation,  409 
Terminal  conditions,  290 

impedance,  303 
Three  circuits,  chain  of,  226 
Thomson  doublet,  421 
Thomson,  Sir  J.  J.,  421 

Sir  Wm.,  11,  24,  324 
Thomson's  formula,  24 
Time  between  maxima,  25 
Time-lag  independent  of  frequency, 

308 
Transformation  into  periodic  form, 
53,  98 

of  e.m.f.  equation,  363 

of  m.m.f.  equation,  360 
Transformer  coupling,  73,  214 
Transient  term  made  zero,  57 
Transverse  wave,  386 
Trowbridge,  John,  334 
Two  circuits  with  transformer  coup- 
ling, 214 

coupled  circuits,  73,  94 


Two-way  equivalences,  229 
Types  of  artificial  line,  298 
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tM^ase,  118 

Undamped  angular  velocity,  178 

period,  64,  100,  113,  129 
log.  dec.  per,  66 

wavelength,  67,  179,  258 
Units,  conversion  table  of,  510 

Gaussian,  359 

ratio  of,  359,  385,  510 


Varley,  285 

Vector,  exponential  expression  for, 
44 
product,  371 

trigonometric  expression  for,  44 
Velocity  of  electric  waves,  383,  384, 
411 
of   high   frequency   waves    on 

wires,  332,  334 
of  light  and  ratio  of  units,  385 
on  wires,  330 
Vertical  part  of  antenna,  440,  444, 

450,  451 
Vitreous  reflection   and  refraction, 

397 
Volt,  510 
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Watt,  510 

Wave,  electric,  347 

Wave  equation,  377,  378 

Wavelength,  definition  of,  60 

graphic  method,  81 

square  vs.  added  capacity,  339 
V8,  X  and  L  XC  (Table),  502 

undamped,  67,  179,  258 
Wave,  plane  harmonic,  388 

transverse,  386 
Waves,  on  wires,  324 

persistent,  176 
Wien,  M.,  73 
-Wires,  waves  on,  324 
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